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PREFACE TO THE SECOND EDITION 


The preparation of the second edition of ‘‘Theory and Applications of 
Electron Tubes”? was prompted by two principal considerations. The 
first, and probably more important, of these was the necessity of bringing 
the book up to date as regards the principal new developments of the past 
five years in the field which it covers. Although the press of other 
work connected with the defense and war efforts has made it impossible 
for the author to make an exhaustive search of the literature of this 
period, he believes that the most important subjects have been adequately 
treated. 

The second factor that led to the preparation of the new edition was 
the desirability of incorporating improvements in presentation that have 
been suggested or that have suggested themselves during five years of use 
of the book in college courses. Much of the material has been rear- 
ranged, and the chapter on Modulation and Detection and that on 
Oscillators have been to a considerable extent rewritten. A few changes 
in symbols or definitions have appeared to be desirable. In response to 
many requests, problem answers are included in the new edition. 

The author of a book in a field that develops as rapidly as that 
covered by this book is faced with the difficulty of keeping the book up 
to date without increasing the size unduly. Probably the best judges of 
what material should be eliminated or added are the instructors in the 
courses in which the book is used as a text. The author will welcome 
suggestions and criticisms. 

' Hersert J. Reicu. 


CamBRiIpGH, Mass., 
August, 1944. 


PREFACE TO THE FIRST EDITION . 


Electron tubes, which have made possible the rapid development of 
radio to its present state of refinement, have been assuming an increasing 
importance in power control and transmission, in manufacturing, in the 
home, and in the various branches of engineering and scientific research. 
The rapidly growing field of application of electronic devices has necessi- 
tated the addition of courses in theoretical and applied electronics to 
engineering and scientific curriculums. The need for a single book to 
- assemble and coordinate our present knowledge of the theory and applica- 
tion of electron tubes led to the writing of this book. _ 

The book is intended to give the student a sufficiently thorough 
grounding in the fundamental principles of electron tubes and associated 
circuits to enable him to apply electron tubes to the solution of new 
problems. The author has not attempted to discuss all applications of 
tubes to special problems but rather to cover basic principles and typical 
applications. Since it was not his purpose to write a treatise on the 
subject of applications of electron tubes, Class C amplification and the 
design of radio transmitters and receivers, which are adequately treated 
in books on radio engineering, have not been taken up. The basic 
principles that are presented, however, are applicable to radio engineering 
problems, as well as to industrial electronics, power control, electrical 
measurements, and other fields of use of tubes. Although written 
primarily as a text for college students, it is hoped that it will also prove 
to be of value to practicing engineers as a reference book. 

The book is based upon mimeographed notes that have been used in 
the author’s courses on electron tubes during the past five years. These 
notes have been kept up to date and have been revised as use in the 
classroom has indicated where improvement could be made. 

A problem encountered in the preparation of the manuscript was the 
choice of symbols. In the main, the symbols used are those which have 
been standardized by the Standards Committee of the Institute of Radio 
Engineers. Although the use of the symbols e and E for the voltage of 
tube electrodes is in agreement with the practice of most writers on the 
subject of electron tubes in the United States during the past twenty- 
five years, it is not in agreement with the symbols standardized by the 
American Institute of Electrical Engineers nor with those used in Eng- 
land. Since the basic symbols that are used in this book have already 
been standardized by the Institute of Radio Engineers, the author 
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feels that it would be a mistake to set up new symbols now. Because 


of the very large number of symbols that must be used in the analysis of 
tubes, difficulties are invariably encountered, regardless of the system 
of nomenclature that is adopted. 

The series expansion for electrode currents has been made the basis 
of the analysis of the operation of high-vacuum tubes and associated 
circuits. In order to justify the use of the series expansion and several 
other very useful equations, the outlines of their derivations are included. 
The student will not be seriously handicapped by the omission of these 
derivations. Because the author believes that a thorough understanding 
of the principles of detection and modulation is of great value in the study 
of distortion in amplifiers, the chapter on detection and modulation 
precedes those on amplification. ‘The arrangement of subject matter is 
such, however, that little difficulty will be experienced by the student 
if this chapter is studied after those on amplifiers. Equivalent-circuit: 
and graphical methods of analysis are stressed throughout the book. 

H. J. Reicu. 


Urnsana, I11., 
November, 1938. 
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THEORY AND APPLICATIONS 
OF ELECTRON TUBES 


CHAPTER 1 


PHYSICAL CONCEPTS 


An electron tube is a device consisting of a number of electrodes 
contained within a totally or partly evacuated enclosure. The useful- 
ness of such a device arises’from its capacity to pass current, the magni- 
tude of which may be controlled by the voltages of the electrodes. As 
suggested by the term electron tube, the operation of all types of elec- 
tron tubes is dependent upon the movement of electrons within the 
tubes. The electron, which is the smallest known particle, has a mass 
of 9.03 X 10-78 g and a negative charge & of 16 X 10-*° coulomb or 
4.8 x 10-!° e.s.u. The operation of many types of electron tubes also 
depends upon the separation and motion of other elementary particles 
_ of which matter is composed. For this reason a brief discussion of the 

fundamental processes governing the behavior of these elementary 
particles is of value in the study of electron tubes and their applications. 
1-1. Excitation, Ionization, and Radiation——The mass of the electron 
is greatly exceeded by that of an atom, the lightest atom, hydrogen, 
having a mass approximately eighteen hundred times that of the electron. 
- The major portion of the mass of an atom is accounted for by the nucleus, 
a stable assemblage of charged and neutral particles having a net positive 
charge equal to the atomic number of the element. The atom also 
contains relatively loosely bound electrons, normally equal in number 
to its atomic number. The normal atom is therefore neutral. 
Experiments show that, in addition to possessing kinetic energy, 
an atom is capable of absorbing energy internally. The internal energy 
appears to be associated with the configuration ofthe particles of which 
the atom is composed. The internal energy can be altered only in 
discrete quantities, called quanta, and hence the atom can exist only in 
definite stable states, which are characterized by the internal energy 
content. Under ordinary conditions an atom is most likely to be in that 
state in which the internal energy is a minimum, known as the normal 
state. If the internal energy of the atom exceeds that of its normal state, 
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it is said to be excited. Excitation may be caused in a number of ways, 
among which is collision of the atom with rapidly moving positive 
or negative particles, which may give up some or all of their kinetic 
energy to the atom during the collision. A limiting case of excitation is 
tonization, in which the energy absorbed by the atom is sufficient to 
allow a loosely bound electron to leave the atom against the electrostatic 
force which tends to hold it within the atom. An atom that has lost 
one or more electrons is said to be tonized and is one type of positive ion. 
It is possible for excitation or ionization to take place in successive steps 
by the absorption of two or more quanta of energy. 

The return of an excited atom to a state of lower energy content 
is usually accompanied by electromagnetic radiation. Since the energy 
of the atom can have only discrete values, the radiated electromagnetic 
energy corresponding to a change from one given energy state to another 
of lower energy is always associated with the releasing of a definite 
quantum of electromagnetic energy, called*a photon. The frequency 
of the radiated energy is determined by the relation W, — W2 = hy, in 
which W, and W; are the values of the internal energy of the atom in the 
initial and final states; h is a universal constant called Planck’s constant, 
6.55 X 10-27 erg-sec; and vy is the frequency of the radiated energy in 
cycles per second. From the form of this relation it is seen that the 
quantity hy is the energy of the emitted photon. Each line of the emis-. 
sion spectrum of an element represents the transition of atoms of the 
element from some energy state to another of lower internal energy. 

In interacting with atoms and molecules, photons exhibit some of the 
characteristics of material particles, a photon behaving as though it 
were a bundle of energy. The collision of an atom with a photon whose 
energy is equal to the required change of internal energy may result in 
excitation of the atom. If the energy of the colliding photon is equal 
to.or greater than that necessary to remove an electron from the atom, . 
the collision may result in ionization of the atom. 

- A number of attempts have been made to give a picture of the struc- 
ture of atoms that will account for the phenomena of excitation, ioniza- 
tion, and radiation. The most successful of these, proposed by Bohr, is 
based upon the assumption that one or more electrons move about the 
central nucleus of an atom in a manner similar to the motion of the planets. 
about the sun. To account for the observed definite values of internal. 
energy, it was assumed that the electrons can move only in certain 
orbits and that the internal energy of the atom is increased when one 
or more electrons are abruptly displaced from given orbits to others at a 
greater distance from the nucleus. Radiation was assumed to result 
when one or more electrons jump from given orbits to others nearer to 
the nucleus. Any such picture is valuable principally in its ability. 
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to explain observed phenomena and to predict others. The complexity 
of atoms containing more than two orbital electrons limited the usefulness 
of the Bohr picture of the atom to the hydrogen and helium atoms. 

The phenomena of excitation, ionization, and radiation are also 
observed in molecules. Because of the greater complexity of molecules, 
and the fact that their internal energy is partly associated with the 
vibrational and rotational motion of the atoms of which they are com- 
posed, a molecule has many more stable states than an atom of the same 
element. 

1-2. Electron Volt.—Since the energy that a charged particle acquires 
in free space when accelerated by an electric field is equal to the product 
of the charge by the difference of potential between the initial and final 
positions, the difference in potential may be used as a measure of the 
gain in kinetic energy. Any quantity of energy may, in fact, be expressed 

“electron volts.” An electron volt is the amount of energy gained by 
an electron when accelerated in free space through a difference of potential 
of 1 volt. It is often convenient to express in electron volts the energy 
required to ionize or excite atoms or molecules. 

1-3. Excitation and Ionization Potentials—An excitation potential 
is the energy, expressed in electron volts, that must be given to an atom 


or molecule in order to cause a transition from a given state to one of. 


higher internal energy. An ‘ionization potential is the least energy, 
expressed in electron volts, that must be supplied toa normal or an 
ionized atom or molecule in order to remove an electron from the atom or 
molecule. Inasmuch as all atoms but hydrogen contain more than one 
electron, an atom or molecule may, in general, have more than one 
ionization potential. The first ionization potential applies to the removal 
of an electron from a normal atom or molecule; the second ionization 
potential applies to the removal of a second electron from an atom or 
molecule that has already lost one electron; etc. A less likely type of 
ionization is the simultaneous removal of two or more electrons.. Table 
1-I lists the first ionization potentials of some of the elements that are 
used in electron tubes. It should be noted that when ionization or 
excitation potentials are expressed in electron volts they indicate the 
minimum voltage that must be applied between two electrodes in order 
to cause ionization as the result of acceleration of electrons or other 
singly charged particles by the resulting field between the electrodes. 


Tas_e 1-I.—First Ionization PoTentiats IN ELEcTRON Vouts 


Argon........... 15.69 Nitrogen........... 14.48 Sodium............. 5.12 
Neon............ 21.47 Carbon dioxide..... 14.4 Rubidium........... 4.16 
Helium.......... 24.46 Mercury........... 10.38 Cesium............. 3.87 
Hydrogen........ 13.53 Lithium........... 5.37 Magnesium......... 7.61 
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1-4. Ionization—-The positively charged mass resulting from the 
removal of one or more electrons from an atom is only one of many types 
of ions. In general, an ion is an elementary particle of matter or a small 
group of such particles having a net positive or negative charge. Atoms 
or molecules that have lost one or more electrons, or that have picked up 
one or more extra electrons, and simple or complex groups of a number of 
atoms or molecules bearing excess positive, or negative charge, are special 
examples of ions. This definition of an ion also includes such relatively 
simple particles as the electron and other elementary charged particles 
of which atomic nuclei are composed. The process of ionization, broadly 
defined, is the production of ions in gases, liquids, or solids. It may result 
from a number of causes, among which are 


1. Collision of atoms or molecules with 
a. Electrons. 
b. Positive or negative ions of atomic or molecular mass. 
c. Excited atoms or molecules. 

2. Collision of atoms or molecules with photons (photoelectric effect). 

3. Cosmic radiation. 

4, High temperatures in gases or vapors. 

5. Chemical action. 


_ 1-5. Ionization by Moving Electrons.—One of the most important 
causes of ionization in electron tubes is the collision of rapidly moving 
electrons with atoms or molecules. In order that a single moving electron 
may ionize an atom or molecule it is necessary that the kinetic energy 
of the electron be at least equal to the first ionization potential of 

.the atom or molecule. It is sometimes observed, however, that ions 
appear in a gas or vapor when the bombarding electrons have energy 
corresponding to the first excitation potential. The explanation of this 
is that the atom may be ionized in steps, each successive impact by an 
electron supplying sufficient energy to cause a transition to a state of 
higher energy. Thus, although the first ionization potential of mercury: 
is 10.38 electron volts, ionization of mercury vapor by moving electrons 
begins when the colliding electrons have energy corresponding to the 
lowest excitation potential, 4.68 electron volts. Other more complicated 
processes may produce similar results. Precise measurements show that 
the voltages at which moving electrons begin to ionize a gas or vapor are 
very sharply defined. 

1-6. Ionization by Positive Ions.—Ionization by positive ions is a 
more complicated phenomenon than ionization by electrons. One 
reason for this is that a positive ion which strikes a neutral atom or 
molecule is able to surrender not, only its kinetic energy but also some 
or all of its own energy of ionization, thus reverting to a state of lower 
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internal energy. A collision in which an ionized or excited atom or 
molecule transfers all or part of its energy of excitation to another atom or 
molecule is known as a collision of the second kind. The transferred 
energy may be used to excite or ionize the unexcited particle or may be 
converted into kinetic energy of one or both particles. In a mixture of 
gases a bombarding positive ion of one of the gases may ionize a neutral 
atom or molecule of the other, the difference in energies of ionization 
being supplied by or added to the kinetic energies of the two particles. 
Because of conservation of momentum, the large mass of the positive 
ion also complicates the process of ionization by positive ions. Ionization 
by bombardment of positive ions requires higher accelerating potentials 
than by electrons, and the potentials at which ionization begins are not 
sharply defined. . 

1-7. Amount of Ionization——The ionization potential is a measure 
only of the minimum kinetic energy, below which a moving ion cannot 
ionize a normal atom or molecule by a single collision. It does not follow 
that every electron that acquires this amount of energy will necessarily 
ionize a gas through which it moves. The likelihood of ionization, which 
differs for different gases, is a function of the energy of the bombarding 
particles. The amount of ionization produced in a gas or vapor by 
charges that are accelerated by electric fields in the gas may be most 
conveniently specified by the zonization coefficient. The ionization coeffi- 
cient is defined as the number of ionizing collisions made by an ion per 
centimeter of advance through the gas. It differs for different gases and 
for different types of ions and is a function of the gas pressure and the 
electric field strength. The ionization factor varies with electric field 
strength because increase of field strength increases the energy acquired 
by anion between collisions. It varies with gas pressure because increase 
of gas density increases the likelihood that an ion will strike a gas particle 
in a given distance, but decreases the distance it moves and hence the 
energy it acquires between successive collisions with gas particles. 
Because of these conflicting effects, the ionization factor passes through 
a maximum value as the pressure is raised from a low value. 

1-8. Photoionization.—In its narrower sense, the photo-electric effect 
is the release of electrons from the surface of a solid by light or other 
electromagnetic radiation. In its broader sense the photoelectric effect 
is the ionization of an atom or molecule by collision with a photon and 
may take place not only at the surface of a solid, but throughout a gas, 
liquid, or solid. The photoelectric effect and its applications will be 
discussed in detail in Chap. 13. The principles that govern ionization 
by collision also apply to photoelectric ionization. The energy of a single 
incident photon hy must be at least equal to the first ionization potential 
of the atom. Impact of photons with atoms results not only in ionization 
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but also in excitation. Ionization may occur in successive steps by a 
rapid sequence of impacts of successive photons. Excitation by photons 
is the inverse process to radiation, just as collision of the second kind is 
the inverse phenomenon to excitation or ionization by collision. Absorp- 
tion spectra are an indication of the conversion of radiant energy into 
energy of excitation or ionization. 

The frequencies of photons capable of ionizing most elements lie out- 
side of the visible spectrum. The exceptions to this rule are the alkali 
metals, which are therefore used in light-sensitive electron tubes. 

1-9. Ionization by Cosmic Rays.—The exact constitution of cosmic 
rays is still the basis of much scientific controversy. All experiments 
seem to indicate, however, that the primary source is outside of the earth 
and its atmosphere. They appear to be either electromagnetic radiation, 
of very short wave length, or charged particles that move with extremely 
high velocity. Ionization by cosmic rays at the surface of the earth 
results mainly from secondary rays formed in the outer atmosphere and 
appears to consist of both photoelectric ionization and ionization by 
collision. It is of importance in connection with glow and arc discharges 
because it is one of the sources of initial ionization that is necessary to the 

_formation of glows in cold-cathode discharge tubes. 

1-10. Space Charge and Space Current—A group of free charges in 
space is called space charge. If the charge is of one sign only or if the 
density of charge of one sign in a given volume exceeds that of the other 
sign, the charge will give rise to an electrostatic field. The relation 
between the net charge within a volume and the resulting electrostatic 
flux is given by Gauss’s law, which states that the electric flux through 
any surface enclosing free charges is equal to 4m times the sum of the 
enclosed charges.! 

The movement of free charges in space constitutes a current, called 
space current. The current per unit area is equal to the product of the 
charge density and the velocity normal to the area. The conventional 
direction of current is in the direction of the motion of positive charges 
and opposite in direction to the motion of negative charges. 

1-11. Deionization—The rapid disappearance of the products of 
ionization is necessary for the proper functioning of certain types of 
electron tubes containing gas or vapor. The removal of ions from a 
volume of gas or vapor takes place in four ways: 


1. Volume recombination. 

2. Surface recombination. 

3. Action of electric fields. — 

4. Diffusion. 

1 Pacs, L., and Apams, N. I., “Principles of Electricity,” pp. 18, 41, D.’ Van 
Nostrand Company, Inc., New York, 1931. 
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There is good experimental evidence that the direct recombination 
of electrons with positive ions is of relatively rare occurrence in electrical 
discharges. Volume recombination results mainly from the attachment 
of electrons to neutral gas molecules to form the heavier and slower- 
moving negative ions, which subsequently combine with positive ions. 
The likelihood of attachment of electrons to neutral molecules decreases 
with increase in temperature, decrease in pressure, and increase in field 
strength. The rate of recombination of positive and negative ions is 
proportional to the product of the two ion densities, the constant of 
proportionality being called the coefficient of recombination. The coeffi- 
cient of recombination is different for different gases. 

Surface recombination occurs at conducting walls of the tube that 
contains the ionized gas, at the electrodes, and at surfaces of any other 
conducting solids that project into the ionized gas. Recombination 
takes place as the result of charges of opposite sign that are induced 
on conducting surfaces or pulled out by strong fields at the surfaces. On 
insulating surfaces or on conductors that are electrically isolated, charges 
may also accumulate and build up an electric field that repels charges of 
the same sign and attracts those of opposite sign. Surface recombination 
is one of the main factors affecting deionization in glow- and arc-discharge 
tubes and in circuit breakers of the ‘‘deion”’ type. 

The electric field in the vicinity of the electrodes carries ions to the 
electrode surfaces, where surface recombination may take place. Within 
the main part of the gas, the electric field can change the ion density in a 
given small volume only if the ion density is not uniform throughout the 
tube, or at least in the vicinity of the volume under consideration. If 
the ion density is uniform, the field will sweep as many new ions into one 
side of the volume as it removes from the other. If an ion density 
gradient does exist,.the action of the field may either increase or decrease 
the density in the given volume. An example of deionization by electric 
fields is the removal of ions in glow- and arc-discharge tubes when applied 
potentials are reduced below the value necessary to maintain a glow 
or arc. 

Diffusion of ions results from the fact that ions, like gas molecules, 
have a random motion which carries them from point to point. If the 
jon density in an element of volume is greater than in adjacent elements, 
then on the average more ions leave the given element than enter it; if, 
on the other hand, the ion density is uniform throughout the region under 
consideration, then on the average just as many ions enter a given ele- 
ment of volume in unit time as leave it. Thus, deionization by diffusion, 
like deionization by electric fields, is dependent upon nonuniform density. 
Because of surface recombination and nonuniform production of ions 
throughout the tube, ion density differences are set up in glow- and are; 


8 APPLICATIONS OF ELECTRON TUBES [CHap. 1 


discharge tubes which enable diffusion and electric fields to be effective 
deionizing agents. 

1-12. Free Electrons in Metals. Electron Affinity—Some of the 
electrons of metallic atoms are very loosely bound to the atoms. When 
groups of such atoms are massed together into solids or liquids, the loosely 
bound electrons can readily pass from atom to atom. Because of their 
random temperature velocity these free electrons are constantly moving 
about within the mass, and, although at some particular instant they may 
be loosely bound to particular atoms, on the average they experience no 
force in any particular direction. It is these electrons that make metallic 
conduction possible and that play indispensable roles in thermionic 
emission. 

An electron that happens to pass through the surface of the metal in 
the course of.its random motion will, while it is still close to the surface, 
induce a positive charge on the surface of the metal. This induced charge 
results in a force that tends to return the electron into the metal, the 
so-called image force. In order to escape from the metal the electron 
must give up a certain amount of kinetic energy. The kinetic energy 
that an electron loses in passing through the surface of a metal and far 
enough away to be beyond the range of the image forces is called the 
electron affinity of that metal and is represented by the symbol w. 

The electron affinity is different for different materials and varies 
greatly with the condition of the surface and with impurities contained 
in the substance, particularly at the surface. Schottky has shown 
theoretically that the:electron affinity should be reduced by strong 
electric fields at the surface and that it should vary from point to point 
on a given surface because of microscopic irregularities, being smaller at 
projections and larger in hollows.! Table 1-II lists representative values 
of electron affinity for a number of metals commonly used in electron tubes. 


TasBLe 1-II.—Ewuectron A¥rFriniry w IN ELEcTROoN VOLTS 


Tungsten. ....... 0... eee eee eee 4.52 as a ee tee Dt ea Me aati 2.7 
Platinum. ......0.... 0.000. 5.0 Nickel... Set ty nace: Vearge AO 
Tantalum...... RGM a eeaers ete Lec oF. SOGMM. «20's isis acc eh dae deeee 1.9 
Molybdenum...................- 4.3 a ee es 
Cat bonis. 5 .si5 ous age ened te Oha8 4.5 Calcium.. Acid ieyuntih cee tall She BE SDEO 
Copper......................... 4.0 Barium.. : Lesh tey . 2.0 
Thorium............... 3.0 Thorium o on n tungsten. . 2.63 


Oxide-coated nickel....0.5t01.5 | 


1-13. Contact Difference of Potential.A—A potential difference, 
called contact difference of potential, exists between the surfacts of two 
1 Scuorrky, W., Physik. Z., 12, 872 (1914), 20, 220 (1919); Ann. Physik, 44, 1011 
(1914); Z. Physik, 14, 63 (1923). 
2 An interesting discussion of contact potential and other small effective electrode 
voltages is given by R. M. Bowie, Proc. I.R.E., 24, 1501 (1936). 
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different metals that are in contact or are connected through an external 
circuit, as shown in Fig. 1-1. Contact difference of potential results from 
the fact that the electron affinities of the two metals differ. It is very 
nearly equal to the difference between the electron affinities divided by 
the charge of an electron. To prove this, suppose that an electron starts 
from any point a close to the surface of one of the metals, passes into this 
surface, thence around the circuit, and out through the surface of the 
second metal to any point b close to its surface. In passing into the first 
metal the electron does work equal to —w,, the electron affinity of that 
metal. In crossing the junction between the metals it does a small 
amount of work because of the Peltier potential difference, which always 
exists at the junction of two different metals and which is also a function 
of the electron affinities of the metals. In passing out of the surface 
of the second metal it does work equal to we, the electron affinity of that 
metal. If the small amount of energy that the 

electron loses as the result of impacts with atoms 4 b 
and molecules in the metals (I?R loss) is neglected a: ab 
and the Peltier potential difference is called Ve, 

the total amount of work done is &Vp + we — wi, 

where & is the charge of an electron. &Vp may 

be shown to be small in comparison with we — wi, Fie. 1-1-—Production 
and so the work done is approximately w2 — wi. of contact difference of 
Since the potential difference between two points en eae 
may be defined as the work done in moving a 

unit charge between the points, it follows that a difference of potential 
approximately equal to (w, — w1)/& exists between any two points a and 
b close to the surfaces of the two metals. If the connection between the 
metals is made through an external circuit containing one or more addi- 
tional metals, the proof is altered only in respect to the additional 
Peltier potential differences, which are negligible. 

Inasmuch as the various electrodes in electron tubes may be made of 
different metals, contact potentials may exist. The contact potential 
differences may be of the order of 1 to 4 volts, as seen from Table 1-II, 
and must sometimes be taken into account when applied voltages are 
small or when high accuracy is necessary in the analysis of electron tube 
behavior. 

- 1-14. Emission of Electrons and Other Ions from Solids.—The 
presence of ions in a given volume may result not only from ionization 
processes in that volume but also from the introduction of ions produced 
or existing elsewhere. The mechanism by which ions are introduced 
may be diffusion, action of electric fields, or the emission of electrons or 
positive ions from the surfaces of solids or liquids. There are five ways 
in which ions may be emitted from the surfaces of solids or liquids: 
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. Thermionic emission. 

. Photoelectric emission. 

. Secondary emission. 

. Field emission. . 

. Radioactive disintegration. 


or WwW Ne 


Thermionic and photoelectric emission will be discussed in detail in 
later chapters and therefore need no further consideration at this 
point. 

Secondary Emission—When ions or excited atoms impinge upon 
the surface of a solid, electrons may be ejected from the surface. These 
are called secondary electrons, and the phenomenon is termed secondary 
emission. Some secondary emission as the result of electron bombard- 
ment appears to take place when the energy of the impinging electrons 
is less than the electron affinity of the emitter. For this reason it seems 
likely that the energy that makes possible the escape of .a secondary 
electron is obtained not only from the impinging electron, but also from 
the thermal energy of the emitter. The nufnber of secondary electrons 
ejected per primary electron increases with the velocity of the primary 
electrons and may become great enough to have an appreciable effect - 
upon the behavior of electron tubes at accelerating voltages as low as 
5 to 10 volts. At several hundred volts the emission passes through a 
maximum and then continues to fall with further increase of accelerating 
voltage. This may be because the primary electrons penetrate farther 
into the solid and transfer most of their energy to electrons that are so 
far from the surface that they collide with atoms or molecules before 
reaching it. The number of secondary electrons emitted per primary 
electron is in general higher for surfaces having a low electron affinity. 
It also depends upon the condition of the emitting surface, being reduced 
by degassing the emitter and by carbonizing the surface. A single 
primary electron may eject as many as 8 or 10 secondary electrons. The 
primary electrons may be absorbed, reflected, or scattered by the surface. 
The number of secondary electrons released by a single impinging 
particle is less for positive-ion bombardment than for electron bombard- 
ment, and emission does not appear to take place unless the energy 
of the impinging ions exceeds the electron affinity of the emitter. The 
phenomenon of secondary emission is an important one in all types of 
electron tubes. 

Field Emission —Field emission is the emission of electrons as the 
result of intense electric fields at a surface. It is probably an important 
factor in the operation of certain types of arc discharges. The field 
strengths required to pull electrons through surfaces at ordinary tempera- 
tures are so great that the phenomenon is difficult to produce by direct 
means. 
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Emission Resulting from Radioactive Disintegration—The emission 
of positive or negative ions in the disintegration of radioactive substances 
is of importance in glow- and are-discharge tubes because the presence 
of minute traces of radioactive materials in the tube walls and electrodes 
may thus produce a small amount of residual ionization, which makes 
possible the initial flow of current. 

1-15. Electron Dynamics.—The motion of ions, including electrons, 


~ is governed by the same laws as the motion of larger masses that can be 


observed directly. Analyses of the dynamics of masses are based pri- 
marily upon Newton’s second law, which may be stated symbolically 
by the equation 


f= ma thats 


in which fis the force in dynes acting upon a mass of m grams and a 
is the resulting acceleration in centimeters per second per second. Aside 
from forces resulting from the collision of charged particles with other 
charged or uncharged. masses, the forces acting upon charged particles 
are electrostatic and electromagnetic. An electric or a magnetic field is 
said to exist in a region in which electric or magnetic forces, respectively, 
act.: The electric intensity (electric force) at any point is a vector quantity 
which is given, both in magnitude and in direction, by the force (mechan- 
ical) per unit positive charge which would act on a charged particle 
placed at this point. The magnetic intensity (magnetic force) at a point 
may be defined as the vector quantity-which is measured in magnitude 
and direction by the force (mechanical) that would be exerted on a unit 
magnetic pole placed at the point. 

1-16. Motion of an Electron with Zero Initial Velocity in a Uniform 
Electric Field.—In the simplest case commonly encountered in electron 
tubes, the electrostatic force acting upon an ion results from the applica- 
tion of a potential difference to two parallel plane electrodes whose 
area is large in comparison with their separation. Except near the 
edges, the electric intensity between such plates is constant throughout 
the space between them. Since difference of potential between two 
points may be defined as the work done in moving a unit charge between 
the points, it follows that the potential difference is equal to 


E= [vr dx e.s.u. (statvolts) = 300 [rr dx volts (1-2) 


where F is the electric intensity in e.s.u. and d is the electrode spacing in 
centimeters. Since F is constant, 


d 
E=F I, dx=Fd esau. (1-3) 
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and. 
F= Z es.u. (1-4) 


The force exerted upon an electron between two such plates is equal 
to the force exerted upon a unit charge times the charge of the electron: 


Es 
fe= oe dynes (1-5) 
where # is expressed in e.s.u. (statvolts), & in e.s.u. (statcoulombs), 
and d in centimeters.. It follows from Eqs. (1-1) and (1-5) that the 
acceleration of the electron is 
a= 25 = cm/sec? (1-6) 
in which m, is the mass of the electron in grams. Since, by definition, 


acceleration is the rate of change of velocity, the velocity at any instant 
after the electron starts moving under the influence of the field is 


t - t 
E& E&t 
ve = i a. dt = mals dt = ‘ial cm/sec (1-7) 
The distance moved by the electron in the time ¢ is 
. Es f[' Es ., 
oa [na = 7 eee em (1-8) 


From Eq. (1-8) it follows that the time taken for the electron to move 
from one electrode to the other under the sole influence of the electric 
field is 


ta@=d Fe sec (1-9) 
The velocity with which it strikes the positive plate is ~ 
_ E&ta «(28 
aon a A em/sec . (1-10) 


The energy with which it strikes and which is converted into heat in the 
positive electrode is 
K.E. = $mo2 = E& ergs (1-11) 


Equation (1-11) might have been obtained directly, since the difference 
of potential between the electrodes is the energy acquired by a unit 
charge moved under the sole influence of the field and, if the charge 
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does not collide with other particles on the way, this energy can appear 
only in kinetie form. 

1-17. Motion of an Electron in a Uniform Electric Field. Initial 
Velocity Parallel to the Field.—If an electron leaves one of the plates 
with initial velocity v, parallel to the field, the velocity at any instant 
thereafter is 

Ve = Vo + ed cm/sec (1-12) 


in which the minus sign is used if the direction of the electric force is 
such as to reduce the initial velocity. The distance moved in the time fis 


€ 
$= f (Vo £ aet)dt = vot + $a,t? em (1-13) 


If the field reduces the initial velocity, the maximum distance moved 
ean be found by differentiating Eq. (1-13). The time taken for the 
electron to move through this distance is found by equating ds/dé to zero. 


ds 
0= ai = Uo — Aebmax (1-14) 
Vo 
trax = Qe sec (1-15) 
2 2 2 
bias as BO ge em (1-16) 


The electron will reach the second electrode if 


a Uo Md in 
Sam = 55 = og = d (1-17) 
that is, if 
: BML? 2 Eé (1-18) 


Equation (1-18) follows directly from the law of conservation of energy, 
since the electron can reach the second electrode only if its initial kinetic 
energy #mvo" equals or exceeds the energy it would lose in moving 
between the electrodes, 1.¢., H&. 

It, also follows from the law of energy conservation that energy gained 
by a charged particle while moving in vacuum under the action of an 
electric field must be supplied by the source of potential applied to the 
electrodes. Conversely, energy given up by an ion in moving in an 
electric field is returned to the source, or converted into J? loss in con- 
ductors joining the electrodes to the source, or into heat of impact if the 
electron strikes an electrode or other surface. 

1-18. Motion of Electrons in Nonuniform Electric Fields.—In general, 
the electric intensity in electron tubes is not uniform, and so the integra- 
tion of Eqs. (1-2), (1-7), (1-8), and (1-13) is less simple. When space 
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charge becomes appreciable, the motion of individual electrons is also 
affected by the fields set up by other electrons. This important 
phenomenon will be discussed in detail in Chap. 2. 

Inspection of the methods used in deriving Eqs. (1-5) to (1-18) shows 
that the equations may be applied to other ions than electrons by making 
suitable changes in the values of charge and mass. 

1-19. Importance of Transit Time.—The time taken for electrons 
and other ions to move between electrodes is so small that it may be 
neglected in many analyses of the operation of electron tubes (see Probs. 
1-1 and 1-2). It cannot be neglected, however, when the electrode 
voltages alternate at frequencies so high that the time of transit is of the 
same order of magnitude as the periods of the voltages. It is also of 
importance in the study of the deionization of gas- or vapor-filled tubes. 

1-20. Electric Field Normal to Initial Direction of Motion.—Up to 
this point it has been assumed that the initial velocity of the electron is 


[e---=1 ===>} 


Fra. 1-2.—Deflection of electron beam by electric field. 


parallel to the electric field. Under this assumption there is no change 
in the direction of motion in vacuum. In cathode-ray oscillograph and 
television tubes, electron beams are deflected by electric fields perpen- 
dicular to the initial direction of motion. The arrangement is essentially 
that shown in Fig. 1-2. Electrons enter the space between the deflecting 
electrodes with a velocity v, parallel to the electrode. surfaces, and are 
deflected by the electric field between the electrodes, which have a 
length J, a separation d, and a potential difference EF. 

The acceleration produced by the field is normal to the initial velocity 
and its magnitude is given by Eq. (1-6) as E&/m.d em/sec?. Since the 
velocity normal to the electric field remains constant, the time taken for 
an electron to move through the deflecting field, which is assumed to be 
uniform between the plates and zero on either side, is 1/v,. The vertical 
displacement at the point where the electron leaves the plates is given 
by Eq. (1-8). It is 
Es? 


= a = 
5 amd! 2y,tmal em (1-19) 


The vertical velocity when the electron leaves the # Aefleoting plates 
is given by Eg. (1-7) 
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Est él 


a) aul cm/sec (1-20) 


by 


_ The horizontal velocity, which is unaffected by the field, is still 2. 


Therefore, the final direction of motion makes an angle with the initial 
direction given by the relation 


tan @=—= (1-21) 


But by Eq. (1-19), 


6 Esl 
i = vm = tan 6 (1-22) 


Examination of Fig. 1-2 shows, therefore, that after deflection the 
electrons move as though. they had passed through a point midway 
between and midway along the deflecting plates. 

1-21. Motion of an Electron in a Magnetic Field Normal to the 
Initial Velocity.—Like a current-carrying conductor, an electron moving 
normal to a magnetic field experiences a force perpendicular to the field 
and to the direction of motion of the charge. The magnitude of the 
orce is given by the relation 


Sf, = B&'v dynes (1-23) 


in which B is the flux density in gauss, &’ is the charge of an electron in 
electromagnetic units, and v is the velocity in centimeters per second. 
If the electronic charge is expressed in e.s.u., Eq. (1-23) may also be 
written 
B&v 


f= 3x 10% dynes (1-24) 


The action of a magnetic field differs from that of an electric field in 
that the force on a moving charge in an electric field is always parallel 


' to the field, whereas the force on a moving charge in a magnetic field is 


normal to the field and to the instantaneous velocity. If an electron 
enters a uniform magnetic field with an initial velocity v. normal to the 
field, it will be deflected at right angles to the field by the force B&'v, 
dynes. Since the acceleration is. normal to the velocity, the speed 
remains constant. If p is the instantaneous radius of curvature, the 
radial acceleration is v,?/p. Therefore, by Eq. (1-1), 


Mo” 


B&’/v, = (1-25) 
and 
es ONE 19 2o%e e 
p= Re 3X 10 BE em (1-26) 
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Since B is assumed to be constant, the electron moves with constant speed 
along a path of constant radius of curvature, z.e., along a circular path, 
in a plane perpendicular to the field. The dependence of the radius of 
curvature upon the velocity and upon the mass makes possible the 
separation of charged particles of different velocities or masses. 

If the initial velocity also has a component parallel to the field, the 
electron will describe a spiral path around an axis parallel to the field. 
A similar spiral motion results if the initial velocity is parallel to the field 
but some other force, such as repulsion between two or more electrons, 
produces an acceleration normal to the field. This principle may be used 
in preventing the spreading of and in focusing a beam of electrons. Elec- 
tron beams may also be focused by the use of nonuniform electric fields 
such as exist between adjacent cylinders of unequal diameter when a 
difference of potential exists between 
them.!| These methods are used in 
focusing electron beams in cathode- 
ray oscillograph and television tubes 
and in electron microscopes (see Secs. 
2-4 and 15-17). 

ke--s ->4 In cathode-ray oscilloscope and 

Fia. 1-3.—Deflection of electron beam by television tubes, electron beams may 

saeenee Delt be deflected by magnetic fieldsnormal 

to the initial velocity of the electrons that comprise the beams. Although 

a general analysis is complicated, a useful expression for the beam deflec- 

tion angle may be readily derived under the assumption that the field is 

uniform throughout a distance s and zero elsewhere, as shown in Fig. 1-3. 
Inspection of Fig. 1-3 shows that 


ey 
nen 
| 


sin 6 = (1-27) 
in which p, the radius of curvature of the circular path within the field, 
is given by Eq. (1-26). Substitution of Eq. (1-26) in Eq. (1-27) gives the 
relation: 


: sBE 
sin @ = 3 x 10'%,m, (1-28) 


For small deflection angles, Eq. (1-28) simplifies to 


sB& 
o= SX 10m, (1-29) 


In the range of @ in which Eq. (1-29) is valid, the path of the electrons 


1 See, for instance, I. G. Matorr, and D. W. Epsrein, “Electron Optics in Tele- 
vision,’ McGraw-Hill Book Company, Inc., New York, 1939. 
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after deflection by the magnetic field is the same as though they had 
originated at the center of the region in which the field acts. 

1-22. Crossed Electric and Magnetic Fields.—If an electron is sent 
through electric and magnetic fields that are perpendicular -to. each 
other and to the initial velocity of the electron, as shown in Fig. 1-4, the 
electron is acted upon by a force &F dynes caused by the electric field and 
a force B&v,/(3 X 10!°) dynes caused by the magnetic field. These 
forces are both normal to the surfaces of the deflecting plates. If they 
are equal in magnitude and opposite in direc- 
tion, the electron is undeflected. This is true 


if f 

, p Be. ee mY 
er = 3x 108 (£80) wt }ry 

or AZT G 


V = 3X 190 £ em/sec (1-31) 


- ; \ E ee - Fie. 1-4.—Path of an elec- 
in which F is measured in e.s.u. and B is’ tron through balanced electric 


measured in gauss. This phenomenon may °"¢ ™aenetic fields. 
obviously be used to measure the speed of electrons or other charged 
particles. , 


Problems 


1-1. a. Find the time of transit. of an electron between parallel plane electrodes 
having a separation of 0.2 cm and a potential difference of 250 volts. 


= 4.8 X 10 es.u. 


b. Find the energy delivered to the positive electrode by the electron. 

1-2. a. An electron at the surface of a plane electrode is accelerated toward a 
second parallel plane electrode by a 200-volt battery, the polarity of which is reversed 
without loss of time 10~® sec after the circuit is closed. If the electrode separation is 
1.5 cm, on which electrode will the electron terminate its flight? 

b. What will become of the kinetic energy that it acquires during its acceleration? 

1-3. a. An electron having initial kinetic energy of 10-° erg at the surface of one 
of two parallel plane electrodes and moving normal to the surface is slowed down by the 
retarding field caused by a 400-volt potential applied between the electrodes. Will 
the electron reach the second electrode? 

b. What will become of its initial energy? 

1-4. The electrons that comprise a beam of cathode rays are given their velocity 
v. by means of a potential difference of 500 volts impressed between the electron source 
and an accelerating anode. Determine the difference of potential that must be 
impressed between two deflecting electrodes 3 cm long and 1 cm apart in order to 
deflect the beam through an angle of 20 degrees. 

1-5. The electrons that comprise a beam of cathode rays are given their velocity Vo 
by means of a potential difference of 1500 volts impressed between the electron source 
and an accelerating anode. Determine the flux density that must exist throughout 
a distance of 2 em in order to deflect the beam through an angle of 10 degrees. 
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CHAPTER 2 


THERMIONIC EMISSION; 
THE HIGH-VACUUM THERMIONIC DIODE 


The operation of most electron tubes is dependent upon thermionic 
emission. The theory of thermionic emission is, therefore, of great 
importance in the study of electron tubes. It is the purpose of this 
chapter to discuss the basic principles of thermionic emission, the con- 
struction of practical emitters, and the flow of electron space current in 
high-vacuum tubes containing two electrodes. ; 

2-1. Theory of Thermionic Emission.—Richardson’s theory of the 
emission: of electrons from hot bodies is in many respects analogous to 
the kinetic theory of vaporization.1 Heat possessed by a metal is 
believed to be stored not only in the kinetic energy of random motion 
of atoms and molecules, but also in the kinetic energy of free electrons. 
As a result of collisions between electrons or between electrons and atoms 
or molecules, the speed and direction of motion of a given electron are 
constantly changing. The random motion of the electrons causes 
some of them to strike the inner surface of the metal. Electrons that 
arrive at the surface will escape from the metal if they have a component 
of velocity toward the surface equal to or greater than u», corresponding 
to a kinetic energy }m.u,.” equal to the electron affinity w. .The number 
of electrons that reach the surface in unit time with a normal component 
of velocity equal to or greater than u, is proportional to the fraction of all 
the free electrons throughout the metal that have such velocities. At 
room temperatures this fraction is extremely small, and so no thermionic 
emission is detectable. As the temperature of the emitter is increased, 
however, the average velocity of the free electrons increases, and so the 
number having velocities equal to or greater than uy is increased. This 
can be seen from the velocity-distribution curves of Fig. 2-1. These are 
theoretical curves so constructed that the area under a given curve 
between any two velocities u and u + Aw is proportional to the fraction 
of the free electrons having velocities lying within this range at the tem- 
perature for which the curve is constructed. The area lying to the right 
of a given positive value of u, such as uy, is proportional to the fraction 
of the electrons having velocities in excess of this value. Figure 2-1 

1 Ricuarpson, O. W., Proc. Cambridge Phil. Soc., 11, 286 (1901); ‘Emission of 


Electricity from Hot Bodies;” rev. ed., Longmans, Green & Company, New York, 
1921, , 
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shows that the fraction of the electrons having velocities toward the 
surface equal to or greater than wu, increases with temperature. Hence 
the rate at which electrons escape from the metal, 7.e., the emission 
current, increases with temperature. Observable emission currents are 
obtained at temperatures in excess of 1000°K. Emission current is also 
increased by reduction of electron affinity, since reduction of electron 
affinity lowers the velocity u,, and therefore increases the number of 
electrons whose velocity toward the surface exceeds u». This is clearly 
shown by Fig. 2-1, since reduction of work function w means that u, 
is moved to the left and the area under the curve to the right of wu, is 
increased. 

Electrons that escape will have resultant velocities made up of the 
excess perpendicular to the surface, plus the original components parallel 
to the surface, which are not altered by the surface forces. If the emitted 
electrons are not drawn away by an external field, they will form a 


Gp 
oe iS 
Velocity away 0) Uw Velocity toward 

rom surface - surface 


Fie, 2-1.—Maxwellian distribution curves of velocities normal to emitter surface at three 
temperatures. 


space charge, the individual particles of which are moving about with 
random velocities. Because the initial average normal velocity of the 
electrons after emission is away from the surface and because of, the 
mutual repulsion of like charges, electrons drift away from the surface. 
Collisions between electrons cause some of them to acquire velocity com- 
ponents toward the emitter, where they may reenter the surface with a 
gain of kinetic energy equal to the electron affinity. Another factor 
responsible for the return of electrons to the emitter is the electrostatic 
field set up by the negative space charge and, if the emitter is insulated, 
by the positive charge that it acquires as the result of loss of electrons. 
This field increases with the density of space charge, and equilibrium is 
established when only enough electrons can move away from the surface 
to supply the loss by diffusion of the space charge. If diffusion can 
then be prevented, just as many electrons return to the metal in unit 
time as leave it. Figure 2-2 gives a rough picture of the electron dis- 
tribution under equilibrium conditions. 

If a second, cold electrode is placed near the emitting surface in 
vacuum and connected to the emitter through a galvanometer, as shown 
in Fig. 2-3, the meter will indicate the small current resulting from the 
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drift. of electrons from the emitter to the second electrode. These 
electrons return to the emitter through the galvanometer and prevent 
the emitter from becoming positively charged. This phenomenon, first 
observed by Edison, is called the Edison effect. When the second 
electrode is made positive with respect to the emitter by the addition 
of a battery, as shown in Fig. 2-4, the current is increased. As the voltage 
is gradually raised, it is found that at any emitter temperature there is a 
more or less definite voltage beyond which the current is nearly constant, 
all emitted electrons being drawn to the collector. This current is 
called the saturation current, and the corresponding voltage, the saturation 
voltage. ‘The lack of increase of current beyond saturation voltage is 


vEmitter Emitter 


Heater 
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Jthi+ 
Fig. 2-2.—Dis- Fic. 2-3.—Flow of anode Fie. 2-4.—Use of anode 
tribution of elec- current as the result of diffusion voltage to increase anode cur- 
trons near an emit- of electrons from cathode to rent. 
ting surface. anode without the application 
of anode voltage (Edison effect). 


spoken of as voltage saturation. Saturation current varies with the 
temperature and electron affinity of the emitter. The negative emitter 
in Fig. 2-4 is called the cathode; and the positive collector, the anode or 
plate. An electron tube containing only a cathode and an anode is 
called a diode. Although the electrons move from cathode to anode, the 
current, according to convention, is said to flow from anode to cathode 
within the tube. 

2-2. Richardson’s Wenateas By means of classical kinetic theory 
and by thermodynamic theory, Richardson derived two slightly different 
equations for saturation current as a function of temperature.' It is not 
possible experimentally to determine which of Richardson’s equations is 
correct, but this was later done theoretically by M. v. Laue, S. Dushman, 
and A. Sommerfeld. The equation that is now believed to be correct is 


I, = AT? (2-1) 


in which J, is the saturation current per unit area of emitter, 7 is the 
absolute temperature, w is the electron affinity of the emitter, k is Boltz- 
mann’s universal gas constant, and A is a constant, probably universal for 
pure metals. The value of k is 8.63 X 10-* electron volt/degree and the 


1 Ricwarpson, loc. cit. 
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theoretical value of A for pure metals is 60.2. The form of the curve 
that represents Richardson’s equation, shown in Fig, 2-5a, is determined 
practically entirely by the exponential factor. 

It is important to note that Richardson’s equation holds gals for the 
saturation current and that the anode voltage must, therefore, be high 
enough at all times so that all emitted electrons are drawn to the anode. 
If the anode voltage is fixed at some value E;, while the temperature is 
raised, then at some temperature the current will begin to be limited 
by space charge in a manner similar to that when there is no accelerating 
voltage. Further increase of temperature will then have no effect upon 
the current. This temperature is called the saturation temperature, 
and the failure of the current to increase at higher temperature is spoken 
of as temperature saturation. If the emitter were homogeneous and the 
electrostatic field constant over the surface of the emitter, the advent 
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Fig. 2-5.—Curves of anode current vs. emitter temperature: (a) saturation emission 
current; (6) theoretical curves at two values of anode voltage; (c) experimental curves at 
two values of anode voltage. 


of saturation would be abrupt, as indicated at point A of Fig. 2-5b. 
Actually, because of variations of temperature and electron affinity 
and of electrostatic field, saturation does not take place over the whole 
cathode surface at the same temperature, and so experimentally deter- 
mined curves bend over gradually, as shown by the curves of Fig. 2-5c. 
At higher anode voltage E2, saturation occurs at a higher temperature. 
If the voltage is increased with temperature, the current will continue to 
rise with temperature, as in Fig. 2-5a, until the temperature becomes 
sufficiently high to vaporize the emitter. 

Since only those electrons which have relatively high energies can 
escape from the metal, thermionic emission necessarily results in the 
reduction of the average energy of the remaining electrons and molecules, 
and hence of the temperature of the emitter. Heat must be supplied 
continuously to the emitter in order to prevent its temperature from 
falling as the result of emission. The cooling effect of emission current 
is plainly visible in filaments in which the emission current is comparable 
with the heating current, as in the type 30 tube. 
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Richardson’s equation shows that the emission current which can be 
obtained at any temperature varies inversely with the electron affinity. 
The exponential form of the equation shows that small changes in tem- 
perature or electron affinity may result in large changes of emission 
current. A 15 per cent reduction of electron affinity produces an eight- 
or tenfold increase of emission in the working range of temperature. The 
ratio of the emission current in milliamperes per square centimeter to the 
heating power in watts per square centimeter is called the emission 
efficiency. Emission efficiency increases with decrease of electron 
affinity. ; 

A satisfactory practical source of thermionic emission must satisfy 
two requirements: it must have a high emission efficiency and it must 
have a long life. Thermal losses can be reduced by proper design of the 
emitter and by reduction of emitter temperature. (Cathodes of special 
design, which give very low thermal losses, can be used in gaseous dis- 
charge tubes. These will be discussed in Sec. 12-16.) The life of an - 
emitter increases with the difference between the normal operating tem- 
perature and the vaporization or melting temperatures of the metal or 
metals of which it is constructed. Since low operating temperature is 
made possible by low electron affinity, it is evident that the choice of 
emitters of low electron affinity is favorable to long life, as well as to high 
efficiency. 

2-3. Pure Metallic Emitters—Pure metals having low electron 
affinities, such as the alkali metals or calcium, cannot be used as emitters 
in electron tubes because they vaporize excessively at temperatures at 
which appreciable emission is obtained. Only two pure metals, tantalum 
and tungsten, are suitable for use as practical emitters. Although the 
electron affinity of tantalum is lower than that of tungsten, tantalum is 
more sensitive to the action of residual gases and has lower vaporization 
temperature. Tantalum is therefore seldom used. Pure metallic 
emitters are now used only in large high-voltage (above 3500 volts) 
power tubes, in which they are found to have longer life than the special - 
emitters that are used successfully in small tubes. 

2-4. Thoriated Tungsten Emitters.—The presence of impurities in a 
metal may produce a marked change in the value of its electron affinity. 
This is usually attributed to the formation of thin layers of these impuri- 
ties at the surface. Such a layer may produce very high fields at the 
surface by virtue of the fact that it may be electropositive or electro- 
negative relative to the main metal. Thus the presence of an absorbed 
layer of oxygen, which is electronegative with respect to tungsten, results 
in a field that opposes the emission of electrons and therefore increases 
the electron affinity of tungsten. The presence, on the other hand, of a 
monatomic layer of thorium atoms or ions on the surface of tungsten 
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reduces its electron affinity remarkably. It is of interest to note that 
the electron affinity of thoriated tungsten may be even lower than that 
of pure thorium (see Table 1-II). 

The reduction of the electron affinity of tungsten as the result of 
introduction of small amounts of thorium was first observed by Langmuir 
in 1914 in the course of a study of the properties of tungsten filaments. 
Thorium oxide is introduced into the tungsten in the course of its manu- 
facture. Subsequent high temperature converts a portion of the thorium 
oxide into metallic thorium, which diffuses to the surface. Investiga- 
tions by Dushman, Becker, and others? indicated that the lowest value of 
w and the highest value of the constant A in Richardson’s equation are 
obtained when the tungsten is completely, or perhaps very nearly, covered 
with a single layer of thorium atoms. 

Thoriated tungsten shows no increase of emission over that of pure 
tungsten until it is activated. The activation process is performed after 
evacuation of the tube. It consists first in “flashing” the émitter for a 
few moments at a temperature of 2500 to 2800°K. This high tempera- 
ture reduces some of the thorium oxide to thorium. The temperature 
is then kept for some minutes at about 2200°K, which allows the metallic 
thorium to diffuse to the surface. The best value of diffusing tempera- 
ture is determined by the rates of diffusion of thorium to the surface, and 
of evaporation from the surface. If the temperature is too high, the 
evaporation exceeds the diffusion, resulting in deactivation. The emitter 
is normally operated at temperatures that do not exceed 2000°K, which 
is sufficiently low so that evaporation of thorium from the surface is 
_ negligible. If the emitter is accidentally operated at such a high tem- 
perature that the whole supply of thorium. diffuses to the surface and 
evaporates, it can be reactivated by repeating the original activation 
process. This may be done several times before all the thorium oxide 
is used up. 

A useful tool in the study of the phenomenon of activation is the 
- “electron microscope.”* This consists of the emitter and means for 
accelerating the electrons and for focusing them upon a screen‘ which 
fluoresces under the impact of electrons. It has been shown that the 


1Lanemuir, I., Phys. Rev., 4, 544 (1914). 

2 Dusuman, S., and Ewatp, J., Phys. Rev., 29, 857 (1927); Becxsr, J. A., Trans. 
Am. Electrochem. Soc., 55, 153 (1929). 

3 Kno, M., and Ruska, E., Ann. Physik, 12, 607 (1932). The electron micro- 
scope has many applications besides that mentioned here. Recent instruments may 
be used in place of ordinary microscopes in the study of matter and give higher magni- 
fication than can be attained with light. For a survey and a bibliography of this 
subject, see R. P. Johnson, J. Applied Physics, 9, 508 (1938). 

4 See, for instance, I. G. Matorr and D. W. Epstein, ‘Electron Optics in Tele- 
“vision,” McGraw-Hill Book Company, Inc., New York, 1938. 
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action of nonuniform electromagnetic and electrostatic fields upon 
electron beams is similar to the action of lenses upon light. Thus it is 
possible to obtain on the screen a sharp enlarged image which shows 
clearly the individual points of emission of the cathode.? Similar results 
are achieved by use of a straight filament at the axis of a cylindrical glass 
tube, the inner surface of which is covered with a fluorescent material.’ 
The coated surface, which acts as the anode, is maintained at a positive 


(a) (b) (c) (d) (e) 

Fig. 2-6.—Typical activation behavior of thoriated tungsten. Image (a) immediately 
after 10 sec. at 2800°K, (b) after additional 4 min. at 1850°K, (c) after 20 min. at 1850°K, 
(d) after 30 min. at 1850°K, (e) after 70 min. at 1850°K. All pictures were made at 1200°K. 
The decreasing exposure time is evidenced by reduction of apparent brilliance of the fila- 
ment. (Courtesy of R. P. Johnson.) 


potential of several thousand volts by means of a wire helix coiled inside 
the tube in contact with the coating. Electrons emitted by the filament 
are attracted radially toward the anode coating, where they produce a 
magnified image of the electron emission at the surface of the filament. . 
Figure 2-6 gives a series of photographs of the screen of such a tube, 
showing the activation of thoriated tungsten. (The bright vertical line 
_ is caused by light from the filament, and the dark lines by the shadow 
of the helix.) 


1 Buscu, H., Ann. Physik, 81, 974 (1926); Matorr, I. G., and Ersrzin, D. W., 
Proc. I.R.E., 22, 1386 (1934); Epstein, D. W., Proc. I.R.E., 24, 1095 (1936); Matorr 
and Epsrein, “Electron Optics in Television,” op. cit. 

2 See, for instance, E. Bricuz and H. Jonannson, Ann. Physik, 16, 145 (1932); 
M. Knott, Electronics, September, 1933, p. 248. 

5 Jonnson, R. P., and Suocxizy, W., Phys. Rev., 49, 486 (1986). See also 
Electronics, January, 1936, p. 10, March, 1937, p. 23. 
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The presence of even small amounts of gas has a very destructive 
effect upon a thoriated tungsten emitter. This may result either from - 
direct chemical action, such as oxidation, or from the removal of thorium 
from the surface by the bombardment of positive ions. The sensitiveness 
of thoriated emitters to the action of gases and the rate of evaporation of 
thorium may be greatly reduced by heating the emitter in an atmosphere 
of hydrocarbon vapor, which causes the formation of a shell of tungsten 
carbide. Because of the reduction of the rate of evaporation of the 
thorium, a carbonized emitter can be operated at a much higher tempera- 
ture, with consequent increase of emission current and efficiency. At 
this higher temperature the increase of diffusion makes possible the con- 


Milliamperes per Cm2 


Fig. 2-7.—(a) Typical curves of emission current vs. heating power; (b) typical curves of 
; emission current vs. emitter temperature. 


tinuous replacement of thorium removed from the surface by the action 
of gas molecules or ions. Figure 2-7 shows that the emission efficiency 
of thoriated tungsten is much higher than that of pure tungsten and that 
a given emission may be obtained at a much lower temperature. Because 
of the lower electron affinity, higher emission efficiency, and longer life 
of oxide-coated emitters, thoriated tungsten emitters are now used very 
little in receiving tubes. 

2-5. Oxide-coated Emitters.—By far the most widely used emitters 
in small high-vacuum tubes are oxide-coated emitters, first used by 
Wehnelt.! Although the process of manufacture of oxide-coated cathodes 
varies considerably, it consists, in general, in coating a core metal, usually 
nickel or alloys of nickel and other metals, with one or more layers of a 
mixture of barium and strontium carbonates (approximately 60 per cent 
barium carbonate and 40 per cent strontium carbonate). The carbonates 

1WeaneLt, A., Ann. Physik, 14, 425 (1904). For an excellent review of the 
subject of oxide-coated emitters see J. P. Blewett, J. Applied Physics, 10, 668 and 
831 (1939). 
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may be suspended in water, although a binder such as collodion or a 
~ mixture of one part of Zapon varnish in 20 parts of amyl acetate is usually 
used. The mixture may be applied to the core by spraying or by dipping 
or dragging the core through the mixture. When a thick coating is 
desired, the mixture is preferably applied in the form of several thin 
coatings heated sufficiently between applications to burn out the binder. 
After application of the carbonate coating, the emitter is mounted 
in the tube, which is then evacuated, and the emitter is heated electrically 
to a temperature of about 1400°K. The high temperature reduces the 
carbonates to oxides, the liberated carbon dioxide being removed by the 
pumps. The temperature is then lowered somewhat and voltage is 
applied to the anode for some time, during which the emission builds up 
to its proper value. The normal operating temperature ranges from 
1000 to 1300°K. 

Many experiments have been performed to determine what takes 
place during the activation process and from which part of the emitter 
electrons are emitted. Reduction of the oxides to pure metal may result 
from chemical reaction, from electrolysis of the oxides, or from the bom- 
bardment of positive ions formed in the gas between the anode and the 
emitter by electrons accelerated by the applied field. Perhaps all three 
of these processes occur. Free metal formed throughout the oxide 
diffuses toward the surface. Although particles of free metal are dis- 
tributed throughout the coating in 4 completed emitter, most recent 
evidence appears to indicate that the emission takes place at the outer 
surface. 

The electron affinity, saturation emission current, and emission 
efficiency of oxide-coated emitters are greatly dependent upon the manu- 
facturing processes. The electron affinity ranges from 0.5 to 1.5 electron 
volts. Typical curves of saturation current vs. temperature and emission 
efficiency vs. heating power are shown in Fig. 2-7. Examination of these 
curves shows that the saturation current and emission efficiency are 
considerably higher than those of thoriated tungsten. The relatively 
low temperature at which oxide-coated cathodes can be operated is a 
distinct advantage in most applications. 

The emission from oxide-coated cathodes is reduced or destroyed 
by the presence of oxygen, due to oxidation of the active metal or to 
removal of the active metal or even the complete coating by positive-ion 
bombardment. Another cause of damage to oxide-coated cathodes is 
the development of hot spots. Because of nonuniform activation of the 
emitter, emission is not uniform over the surface. The flow of emission 
current through the oxide coating, which has high resistance, raises its 
temperature. Since the temperature rise is greatest at points of the 
cathode at which the emission is high, the emission increases still more at 
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these points. If the current is not limited by space charge, the action 
may become cumulative and the current and temperature increase to 
such an extent that the coating is removed. In filamentary cathodes 
the local rise in temperature may be so great as to melt the filament: 
Hot spots are most likely to occur at high anode voltages. The tendency 
toward the formation of hot spots is also increased by deactivation caused 
by the flow of excessive space current. 

When full emission current is drawn from an oxide-coated emitter, 
the current first falls rapidly and then slowly approaches a steady value. 
This decay of current is thought to be caused by electrolytic removal of 
barium from the surface or by electrolytic deposition of oxygen on the 
surface. The initial emission is recovered if the emitter is heated without 
the flow of space current. The useful life of oxide-coated emitters, which 
is several thousand hours, is terminated by a rather sudden decay in 
emission to a very low value. This may be caused by evaporation of 
free barium and of the supply of barium oxide that furnishes free barium 
during the active life of the emitter. The useful life of a vacuum tube 
containing an oxide-coated cathode may also be terminated by the 
liberation of gas from the emitter. Schade has pointed out that the peak 
current that can be obtained from an oxide-coated cathodes greatly 
- exceeds the steady current.! Transient peak currents of 25 amp/cm? 
have been observed from well-activated cathodes. The stable peak 
emission over an extended period is usually less than one-third of this 
value. 

Formation of hot spots and the likelihood of ionization of gas emitted 
during the life of oxide-coated emitters make them unsuitable for use in 
high-voltage transmitting tubes. 

2-6. Cesiated Tungsten Emitters—A fourth type of emitter, not 
used commercially in thermionic tubes, is produced by depositing a 
monatomic layer of cesium on tungsten. Because the ionizing potential 
of cesium vapor is less than the electron affinity of tungsten, the tungsten 
removes an electron from a cesium atom which strikes it, leaving a 
positive ion which is held to the tungsten surface by the resulting electro- 
static field. The force of adhesion is even greater if the tungsten is first 
covered with a monatomic layer of oxygen, which is electronegative with 
regard to tungsten. The strong electrostatic field between the cesium 
ions and the tungsten or oxygen reduces the electron affinity to the 
comparatively low value of 0.7 electron volt or less. Because cesium 
melts at a temperature only slightly above room temperature, the 
cesium vapor is obtained by merely introducing a small amount of cesium 
into the evacuated tube, the subsequent vaporization being BuAICIenY to 
coat the filament. 

1 Scnane, O. H., Proc. I.R.E., 31, 341 (1948). 
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The low electron affinity of the tungsten-oxygen-cesium emitter 
makes possible high emission currents at a temperature of only 1000°K. 
This type of emitter has several disadvantages, however, which make it 
impractical for use in commercial tubes. As the result of the high vapor 
pressure of cesium at operating temperatures of the tube, the character- 
istics of the tube are influenced by tube temperature. Too high tempera- 
ture vaporizes the cesium, causing temporary reduction in emission, or 
even removal of the oxygen layer with permanent reduction of emission. 
Except at very low anode voltages, ionization of the cesium vapor occurs, 
resulting in fluctuations of anode current. The presence of positive 
ions is also detrimental to the action of amplifier tubes for other reasons, 
which will be discussed (Secs. 2-8, 6-7, 13-16). 

2-7. Mechanical Construction of Cathodes.—Cathodes used in high- 
vacuum thermionic tubes are divided into two general classes: fila- 


V-99 5T4 45 5Z4 25A6) 6K7 25L6 


Fie. 2-8.—Typical filamentary cathodes. Fie. 2-9.—Structure of typical heater- 
(Courtesy of Radio Corporation of America.) type cathodes. (Courtesy of Radio Cor- 
poration of America.) 


mentary and indirectly heated. Figure 2-8 shows the form of typical 
filamentary cathodes. Early vacuum tubes used only filamentary 
cathodes. When filamentary cathodes are operated on alternating 
current, the stray alternating electrostatic field and the alternating 
voltage across the filament cause an alternating component of plate 
current that may be objectionable. This difficulty led to the develop- 
ment of the indirectly heated, or heater-type, cathode. 

Indirectly heated cathodes used in receiving tubes consist of an 
oxidé-coated cylindrical sleeve, usually of nickel, within which is some 
form of heater. The most common types of heaters are illustrated in 
Fig. 2-9. The 5Z4 and 25A6 heater coils are helically wound. That 
of the 6K7 type of cathode is wound in a reverse helix.. After being 
wound and formed, the coils are coated with a refractory insulating 
material and inserted into the sleeve. The heater of the 25L6 type of 
cathode is covered with a refractory insulating coating of sufficient 
adherence to permit the wire to be bent into the desired shape after it 
has been coated. Because of the small magnetic field produced by the 
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6K7 type of heater, there is very little 60-cycle plate-current variation, or 
“hum,” when the heater is operated on alternating current. The 
loop type of helical heater exemplified by the 25A6 heater and the 
folded type of heater used in the 25L6 cathode make possible the use of 
enough wire for 25-volt operation. The advantage of the 25L6 construc- 
tion is its low cost. More complicated cathode structures used in arc- 
discharge tubes will be discussed in Chap. 12. 

The advantages of heater-type cathodes over filamentary cathodes 
are the much lower alternating component of plate current resulting 
from a-c operation of the heaters, and the possibility of using a single 
source of power to heat a number of cathodes between which a difference 
of potential exists. The small effect of the alternating heating current 
upon the plate current results in part from the fact that the indirectly 
heated cathode is a unipotential surface, and in part from the small mag- 
nitude of the stray alternating fields caused by the flow of heater current. 
A disadvantage of indirectly heated cathodes is their much longer heating 
time. Because oxide-coated emitters do not stand up in high-voltage 
tubes and because indirect heating cannot be used with pure tungsten or 
thoriated tungsten emitters, heater-type cathodes are not used in tubes 
that require high plate voltage. ~ 

2-8. Effects of Gas upon Emission and Space Currents.—The delete- 
rious effects of gas upon emitters of various types as the result of chemical 
action, adsorption of thin layers of gas upon the surface, and positive-ion 
bombardment have already been mentioned. When the anode 
voltage is sufficiently high to produce ionization of the gas, other effects 
become apparent. If anode current is at first limited by space charge, 
the appearance of positive ions tends to neutralize the negative space 
charge surrounding the filament, thus increasing the anode current. If 
the anode voltage is high enough to give saturation current initially, 
increase of current occurs because the electrons and ions produced by 
bombardment of neutral gas molecules by the emitted electrons add 
to the current. Unfortunately this increase of current is likely to be 
accompanied by a number of undesirable effects. Currents through 
ionized gases usually fluctuate, resulting in ‘“‘noise’’ in tubes used for 
amplification. The relatively low velocity of positive and negative 
ions produces a lag in the response of current to changes of voltage. 
Variations of gas pressure resulting from changes of temperature or from 
the absorption or emission of gas from the walls and electrodes may 
cause the characteristics of the tube to vary. Finally, in a gassy tube, 
positive-ion current flows to an electrode to which a negative voltage is 
applied. When the anode current is controlled by means of a negative 
voltage applied to an electrode through a high resistance, the flow of 
current through the resistance may cause an objectionable voltage drop 
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and, under certain circumstances, may even result in damage to the tube 
(see Secs. 6-7, 12-20, and 13-16). 

In the manufacture of high-vacuum tubes, many precautions are 
taken to ensure the removal of gas from walls and electrodes. The 
electrodes are thoroughly cleaned and are then heated for several minutes 
in an atmosphere of hydrogen, which removes oxygen and water vapor. 
After the tube is assembled and connected to the pumps, the electrodes 
are heated to about 800 or 1000°C by high-frequency induction in order 
to remove other occluded gases. Residual gas is removed by the use of 
getters, which are active chemical substances such as barium, magnesium, 
aluminum, and tantalum, having the property of combining with gases 
when they are vaporized. In glass tubes a small amount of the getter is 
mounted in such a position that it will be heated and vaporized or 
‘flashed’? during the inductive heating of the elements. By proper 
location of the getter, the vapor can be prevented from condensing in 
places where it might cause electrical leakage or undesirable primary 
or secondary emission. The effectiveness of the getter results not only 
from its chemical combination with gases during flashing, but also from 
subsequent absorption of gases by getter that has condensed on the walls 
of the tube. The action of the getter during flashing is increased by 
ionization of the gas by means of voltages applied between the electrodes 
or by the radio-frequency field of the induction heater. To ensure the 
removal of gas from the walls, tubes are baked during the process of 
manufacture. On machines that exhaust and seal the tubes separately, 
the bulbs are heated in ovens during exhaustion. On “‘Sealex”’ machines, 
the tubes are sealed and exhausted on the same machine, the heat from 
sealing being used to drive gases from the bulbs during exhaustion. 

In tubes with metal envelopes, the shielding action of the shell 
makes it impossible to heat the electrodes and the getter by induction. 
The electrodes may be heated by radiation from the shell, which is heated 
by gas flames. Although the getter may be fastened to the inside of the 
shell and vaporized by heating the shell locally, another method has been 
developed that requires less critical control.!_ A short length of tantalum 
ribbon, which connects the shell to its terminal -pin in the base, is coated 
with a mixture of barium and strontium carbonates. While the tube is 
on the pumps, the temperature of the tantalum wire is raised electrically 
to about 1100°C. This converts the carbonates into oxides. After 
the tube has been sealed off, the tantalum wire is heated to a temperature 
in excess of 1200°C. This causes the tantalum to reduce the oxides to 
pure metallic barium and strontium, which vaporize. Since the vapor 
moves in straight lines, it can be directed as desired by means of shields 


1 Leprrer, E. A., and Wamstey, D. H., RCA Rev., 2, 117 (1937). This article 


also discusses gettering methods used in glass tubes. 
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and by proper location of the tantalum wire. This type of getter is 
called batalum [see (11) in Fig. 3-118]. 

2-9. Limitation of Anode Current by Space Charge.—The effect of 
space charge in limiting space current and the increase of anode current 
resulting from an accelerating anode potential have already been men- 
tioned in connection with the theory of thermionic emission. Before 
proceeding to a discussion of the quantitative relation between anode 
current and anode potential in a two-element tube, it is of interest to 
discuss further the physical picture underlying the phenomenon. The 
behavior of the emitted thermionic electrons is complicated by their 
initial velocities. For this reason it is best first to formulate a theory 
on the assumption that the initial velocities are zero and then, when 
they are taken into consideration, to see in what manner the results 
should be altered. For the present, therefore, initial velocities will be 
assumed to be zero. It will be further assumed that both cathode and 
anode are homogeneous, constant-potential, parallel planes of large area, 
and hence that the electric field over the surface of the cathode may be 
assumed to be uniform. 

Electrons that leave the cathode constitute a space charge that 
exerts a retarding field at the cathode. The net field at the surface 
‘of the cathode is the difference between this retarding field and the 
accelerating field produced by the positive voltage of the anode. The- 
number of electrons in the space, and hence the retarding component of 
field at the cathode, increase with the anode current. When the positive 
anode voltage is applied, the anode current builds up with great rapidity 
to such a value that the average retarding field at the cathode caused 
by the space charge is equal to the accelerating field caused by the anode 
voltage, making the average field zero at the cathode. Increase of 
emission then does not raise the anode current, as the additional emitted 
electrons merely reenter the cathode. If it were possible in some manner 
to increase the density of space charge by increasing the current beyond 
this equilibrium value, or if the anode voltage were reduced slightly, 
then the net field at the cathode would be a retarding one. For an 
instant, all emitted electrons would be prevented from moving away 
from the cathode, and the current and space-charge density would be 
automatically reduced to a value that would again make the average 
field at the cathode zero. An increase of anode voltage causes the 
accelerating field to exceed the retarding field. ‘The number of electrons 
moving to the anode then increases until the retarding field again equals 
the accelerating field. 

At first thought it may not seem plausible that there can be a steady 
flow of electrons to the anode when both the velocities of emitted electrons 
and the average electrostatic field are zero at the cathode. It is only 
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the time average field, however, that is zero at any point on the cathode. 
The instantaneous field at any point may vary in a random manner 
between positive and negative values. Immediately after one or more 
electrons have entered some point of the anode, the net field at a cor- 
responding point of the cathode may be positive, causing one or more 
electrons to move away from the cathode. These electrons produce 
a retarding field behind them, which prevents the departure of more 
electrons from that point until the entrance of other electrons into the 
anode again results in an accelerating field. Many electrons are entering 
and leaving the space at any instant, so that the field fluctuations are 
rapid and haphazard. 

2-10. Child’s Law.—The foregoing descriptive explanation shows 
that, if an ample supply of electrons is available at the cathode, the anode 
current in a diode varies with the voltage applied between the anode and 
cathode. A mathematical analysis of this phenomenon was first made 
by Child.t The equation relating the anode current and voltage is called 
Child’s law. The general derivation for electrodes of any size and shape 
is too difficult to yield a useful equation, and so only the relatively simple 
cases such as those applying to plane parallel electrodes of large area and 
to long concentric cylinders are ordinarily considered. In deriving 
Child’s law for plane parallel electrodes the following assumptions are 
made: 


1. The cathode temperature is high enough at all points so that more electrons 
are emitted than are drawn to the anode; 7.e., the current is limited by space 
charge. ‘ ; 

2. The cathode and anode are parallel plates whose area is large as compared 
to their spacing; 7.e., the electrostatic field is normal to the electrode surface and 
uniform over the surface of any plane parallel to the electrodes. 

3. The surfaces of the anode and cathode are equipotential surfaces. 

4, The space between the cathode and the anode is sufficiently free of gas so 
that electrons do not lose energy by collision with gas molecules in moving from 
the cathode to the anode. 

5. Emitted electrons have zero initial velocity after emission. 


Under these assumptions the following three equations may be 
written: 


eV 

ae —Anp (2-2) 

&V = gm? (2-3) 
th = —pvA (2-4) 


in which V is the potential, relative to the cathode, at a distance x from 
the cathode; » is the (negative) density of electron space charge at a 


1 Cuinp, C, D., Phys. Rev., 32, 498 (1911). 
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distance x from the cathode; & and m, are the charge and the mass, 
respectively, of an electron: » is the velocity dx/dt of an electron at a 
distance x from the cathode; % is the anode current; and A is the area of 
the electrodes. 

Equation (2-2) combines in symbolic form the definitions of potential 
difference and electric field. It is a special form of Poisson’s equation, 
one of the most important fundamental laws of electrostatics, and may 
be derived directly from Gauss’s law! (see Sec. 1-10). Equation (2-3) 
states that the energy gained by an electron in moving from the cathode 
to a distance x from the cathode under the influence of the electric field 
appears entirely in the form of kinetic energy. 
Equation (2-4) is a symbolic formulation of 
the definition of the magnitude of an electric 
current as the rate of flow of charge. 

In the solution of the simultaneous differ- 
ential Eqs. (2-2), (2-8), and (2-4), the follow- 
ing boundary conditions must be applied: At 
the cathode, the potential V, the average 

0 Old 04d O6d O8d d Clectric field 9V/dx, and the velocity v are 

ee *oigte zero. At the anode, where x is equal to the 

Fic. 2-10.—Variation of cathode-to-anode spacing d, the potential is 
field strength F, potential V, equal to ¢, the applied anode voltage. Solu- 
electron velocity v, and space- 7 : 5 7 
charge density p with distance tion of the equations and substitution of 
from plane cathode. Zero pymerical values of & and m, give the following 


initial velocity. Arbitrary 7 3 
units. equation for the anode current of a diode :? 


A ey°2 
qd? 


By combining Eq. (2-5) with Eqs. (2-2), (2-3), and (2-4), theoretical 
expressions may be derived for density of space charge, electron velocity, 
electric field strength, and potential as functions of distance from the 
cathode. Curves derived from these are shown in Fig. 2-10. 

Child’s law for concentric cylinders whose length is large as compared 
to their spacing is 


t = 2.34 X 107° amp (2-5) 


he, 


br 


in which r is the radius of the anode, h is the length of the electrodes, and 
b is a factor whose value depends upon the ratio of the radius of the anode 
to that of the cathode. 6 has the approximate value + for a ratio 2, 4 for 
a ratio 3, and 0.9 fora ratio 8. Ifthe plate diameter is large as compared 


1 Pags, L., and Apams, N. I., “Principles of Electricity,” p. 83, D. Van Nostrand 
Company, Inc., New York, 19381. 
2 Pace and Apams, op. cit., p. 297. 


t = 14.68 X 10-6 amp (2-6) 
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to that of the cathode, Eq. (2-6) reduces to the approximate form 


34 
iy = 14.7 X 19-6 Me" amp (2-7) 


Equations (2-5) to (2-7) show the importance of close spacing between 
cathode and anode if large currents are desired at small anode voltages. 

2-11. Deviations from Child’s Law Observed in Practical Diodes.— 
Deviations from Child’s law result from the failure of practical diodes to 
satisfy the assumptions made in its derivation. Since the temperature 
of the cathode is fixed by considerations of emission efficiency and life, 
there is always a saturation voltage above which the current is not limited 
by space charge but by filament emission. If other assumptions were 
satisfied, the saturation voltage would be quite definite and the cur- 
rent-voltage curve would be as shown by the dotted lines of Fig. 2-11. 
Because of variations in temperature, 
electron affinity, and field strength over 
the cathode surface, the anode voltage 
at which voltage saturation takes place 
is not the same for all points of the 
cathode. The curve of anode current 
vs. anode voltage therefore bends over 
gradually, as shown by the full line of 
Fig. 2-11. Above saturation the cur- ep 
rent is not entirely constant but con- Ris BA eat anndoaeoant 
tinues to rise somewhat with anode  % vs. anode voltage e at two values of 
voltage. This is explained by reduc- °™*ter temperature. 
tion of electron affinity with increase of external field (see Sec. 1-12), and 
lack of homogeneity of the surface of the emitter. The effect is particu- 
larly noticeable with oxide-coated cathodes. 

The assumptions of uniform field and equipotential cathode are 
satisfied fairly closely in heater-type diodes with cylindrical plates. The 
voltage drop in filamentary cathodes may be shown to change Child’s 
$-power law into a $-power law at anode voltages relative to the negative 
end of the filament that are less than the voltage of the positive end of 
the filament. This tends to make the lower part of the %-e, curve steeper. 
The exact effect upon the curve of failure to satisfy the assumption of 
uniform field is complicated and impossible to predict completely. 

2-12. Effect of Initial Velocities of Emitted Electrons.—Modified 
forms of Child’s law which take into consideration the initial velocities 
of emitted electrons have been derived by Schottky, Langmuir, and 
others.t_ For the purpose of this book, a qualitative explanation of the 
effect of initial velocities is sufficient. Let it first be supposed that 


1Scnottky, W., Physik. Z., 15, 526 (1914); Ann. Physik, 44, 1011 (1914); Lane- 
muir, I., Phys. Rev., 21, 419 (1923); Davisson, C., Phys. Rev., 25, 808 (1925). 
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the electrons emerge with zero velocity. Under equilibrium conditions the 
space current and the space-charge density assume such values that the 
average field at the cathode is zero (see Sec. 2-9). The field and potential 
distributions in the interelectrode space are as shown in Fig. 2-10. Now 
let the emitted electrons suddenly have initial velocities which, for the 
sake of simplicity, are assumed to be the same for all electrons. Electrons 
that, without initial velocity, would have reentered the cathode now 
move toward the anode in spite of the fact that the average field is zero. 
As a result, the current and the space-charge density increase. The 
retarding field of the space charge now exceeds the accelerating field of 
the anode, giving a net retarding field at the 
cathode surface which slows up the electrons in 
the vicinity of the cathode. Equilibrium 
results when the retarding field in the vicinity 
of the cathode is sufficiently high so that the 
electrons are brought to rest in a plane a short 
distance s from the cathode. The average 
field in this plane is zero, but instantaneous 
fluctuations allow just enough electrons to pass 
to give the required anode current. The 
behavior is similar to that which would obtain 

a if the initial velocity were zero and the cathode 

Fie, 2-12.—Variation of : 

‘field strength and potential were moved toward the anode by the distance 
with distance from cathode for 5 Because of the random distribution of 
plane parallel electrodes of eae : 
separation d. Initial .veloci- electron velocities the phenomenon is actually 
ties of emitted electrons con- more complicated than this simplified picture 
sidered. Be oe : 

indicates. The simple theory shows, however, 
that the effect of initial velocities is to increase the anode current cor- 
responding to any anode voltage and is, therefore, equivalent to that of a 
small increase of anode voltage. Because the electrons emerge with veloc- 
ities corresponding to kinetic energy of the order of a volt or less, the 
effect is appreciable only for low anode voltages. The field and potential 
distributions throughout the interelectrode space are plotted in Fig. 2-12. 
That the potential must pass through a minimum where the field is zero 
follows from the fact that the field at any point may be expressed as the 
space derivative of the potential at that point. 

The lower part of the %-e, curve of Fig. 2-11 is raised slightly as the 
result of initial velocities of emitted electrons, and a small negative 
voltage must be applied in order to reduce the anode current to zero. 
Theoretical equations relating anode current and voltage at negative 
anode voltages have been derived by Schottky! and Davisson.? Because 


Field Strength, F 
Potential, V 


1Scuorrxy, loc. cit.; LANGMUIR, loc. cit. 
2 Davisson, loc. cit. 
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of their complicated form and because of failure to satisfy in practice 
the assumptions made in their derivation, these are seldom of great 
practical value. At negative anode voltages that are high enough to 
reduce the anode current to the order of 50 ya or less, the anode current 
of diodes with unipotential cathodes follows closely the empirical relation 


ty = Kye (2-8) 


in which ky; and kz are constants for a given tube. The current departs 
materially from this exponential law as the negative anode voltage is 
reduced in magnitude in the vicinity of zero voltage, particularly at high 
cathode temperatures. Experimental curves corresponding to Eq. (2-8) 
were first obtained by Germer.! 

Unless the plate of a highly evacuated diode becomes hot enough to 
emit electrons, increase of negative anode voltage beyond the value that 
reduces the current to zero has no further effect upon the anode current.. 
The fact that anode current flows in one direction only is employed in 
the application of diodes to detection and to power rectification, which 
will be discussed in Chaps. 9 and 14. 

2-13. Relation of Richardson’s and Child’s Laws.—It should be noted 
that Richardson’s equation and Child’s law apply to two different con- 
ditions of operation of two-element tubes. Richardson’s equation holds 
only under voltage saturation, whereas Child’s law applies only under 
temperature saturation. In most applications, vacuum tubes are used 
in such a manner that temperature saturation prevails. 

2-14. Shot Effect——The random motion of electrons causes rapid 
variations of the number of electrons that pass from the cathode to the 
anode in unit time, and thus produces fluctuations of anode current. 
‘This phenomenon, which may be readily detected by the use of sufficient 
amplification, is called the shot effect. It is one of the factors that limit 
amplification by vacuum tubes (see Sec. 6-28). 

Heating of the Plate——The kinetic energy acquired by electrons in 
moving from the cathode to the plate is converted into heat when the 
electrons strike the plate. The average current that a vacuum tube can 
pass is limited by the temperature of the plate at which absorbed gas is 
driven out of the plate or electron emission takes place from the plate. 
The energy that is converted into heat at the plate is equal to the time 
integral of the product of the plate current and plate voltage. Radiation 
of heat from the plate is increased by blackening its outer surface. 

2-15. Classification of Tubes.—Electron tubes may be classified in 
a number of ways. ‘These classifications include those based upon the 
process involved in the emission of electrons from the cathode, the degree 
_ of evacuation, the number of electrodes, and the type of application. 


1 Germur, L. H., Phys. Rev., 25, 795 (1925). 


THE AIR AND otnee GASES ARE PUMPED FROM 
THE ENTIRE SPACE UNTIL PRACTICALLY A 
PERFECT VACUUM 1S OBTAINED. 


ATHODE 
THE CATHODE [S THE HEART OF THE TUBE 
FOR IT IS THE SOURCE OF ELECTRONS 
THE FORM OF CATHODE IN A.C. TUBES IS 
USUALLY A NICKEL SLEEVE COATED WITH 
ACTIVE BARIUM OXIDE WHICH WHEN HEATED 
TO A_RED HEAT WILL EMIT ELECTRONS 


PLATE 
THE PLATE IS THE RECEIVER OF ELECTRONS 
FROM THE CATHODE. 8Y APPLYING A 


POSITIVE VOLTAGE TO THE PLATE THE 
NEGATIVE ELECTRONS ARE ATTRACTED TO 


THE GRID 1S WOUND OF VERY FINE WIRE 
WHICH ACTS AS A CONTROL OF THE 
ELECTRON STREAM FLOWING FROM 
CATHODE TO PLATE. BY APPLYING A VARYING 
VOLTAGE TO THE GRID THE PLATE 
RREN: ARI PROPORTION. 


THE DIODE IS A DETECTOR OR RECTIFIER. 
WHEN A POSITIVE VOLTAGE IS APPLIED TO 
THE PLATE ELECTRONS ARE ATTRACTED 
ANO CURRENT FLOWS WHEN THE PLATE 
(S$ NEGATIVE NO ELECTRONS ARE 
ATTRACTEO AND NO CURRENT FLOWS. 


GETTER PELLET 
IN ORDER TO’ OBTAIN ANO MAINTAIN THE 
HIGH VACUUM NECESSARY IN THE TUBE AN 
EXTREMELY ACTIVE CHEMICAL AGENT SUCH 
AS BARIUM 1S FLASHED BY INDUCTIVE HEATING. 
THE BULK OF THE GAS 1S REMOVED PREVIOUS 
TO FLASHING BY MECHANICAL PUMPS. 


GETTER RETAINER 


A METAL RETAINER OF SUFFICIENT AREA TO 
PICK UP THE INDUCED CURRENTS AND 


CONDUCT THE HEAT RESULTING FROM 

THEM TO THE GETTER PELLET THIS 

HEAT RAISES THE TEMPERATURE OF THE 
PELLET TO THE FLASHING POINT. 


EXHAUST TUSE 
THE TUBE IS EVACUATED THRU THE 
ORIFICE OR SMALL HOLE IN THE TOP OF 
THIS GLASS EXHAUST TUBE THE EXHAUST 
TUBE IS THEN SEALED OFF AT THE 
BOTTOM ENO OR TIP BY. FUSING THE END 
OF THE GLASS. 


TOP 
THE GRID LEAD IS SOLDERED TO THE TOP CAP. 
THIS GIVES A SMOOTH FINISH AND PERFECT 

ELECTRICAL CONTACT 


TOP 
THIS NICKEL FINISHED CAP IS CEMENTED TO 


THE GLASS AND MAKES A GOOD TERMINAL. 
POST TO WHICH THE GRID CONNECTOR CAN 
D. i 


RID 

DUMET SECTION FORMS VACUUM TIGHT SEAE 
WITH GLASS BULB AT TOP, NICKEL 
SECTION BOTTOM OF WHICH IS FLATTENED 
FOR WELDING. 


DOM 
COME OF BULB SHAPED SMALL SO SNUBBERS, 
USUALLY OF MICA OR WIRE, MAY BE USED 

"TO PREVENT VIBRATION OF THE MOUNT. 


It P, 
MADE OF THE PUREST GRADE .OF INDIA MICA. 
THESE SPACERS ARE PUNCHED VERY ACCURATE- 
LY SO AS TO HOLD THE VARIOUS ELEMENTS 
TO THEIR EXACT SPACING. 


THE HEATER IS A CERAMIC COATED COIL OF ' 
TUNGSTEN OR TUNGSTEN ALLOY WIRE 
WOUND IN THE FORM OF A DOUBLE HELIX 
TO REDUCE HUM. THE CERAMIC COATING 
MAKES A PERFECT INSULATION BETWEEN * 
HEATER AND CATHODE SLEEVE. THIS COIL 
1S USED TO MAINTAIN THE CATHODE AT 
THE. PROPER TEMPERATURE FOR ELECTRON 
EMISSION, THE CATHODE 1S THEREFORE 
ISOLATED FROM THE HEATER AND A 
COMPLETE SEPARATE ELECTRICAL CIRCUIT 
IS__POSSIBLE . 


STEM PRESS AND LEAD: F 
IN ORDER TO BRING OUT THE ELECTRICAR. 
CONNECTIONS FROM THE VARIOUS ELEMENTS 
(TIS NECESSARY TO BRING THE LEADS THRU 
THE GLASS PRESS ANO MAINTAIN A VACUUM: 
TIGHT SEAL. A DOUBLE METAL WIRE CALLED 
DUMET HAS THE PROPERTIES TO DO THIS. 
IT HAS THE SAME THERMAL EXPANSION AS 
GLASS. ABOVE THE PRESS THE STIFF NICKEL 
SECTION FORMS RIGID SUPPORTS FOR THE 
ELEMENTS. THE COPPER SECTION BELOW 
FORMS A FLEXIBLE LEAD TO GO DOWN 
INTO THE BASE PINS. 


BAKELITE BASE CEMENTED TO GLASS ENVELOPE 
WITH A SPECIAL See OPPEN CE PINS ARE 
RIVETED TO BASE. A 

SOLDERED TO THESE PINS. ADS “ARE: 


Fig, 2-13.—Structure of typical glass receiving tube. (Courtesy of Ken-rad Tube and Lamp Corp.) 
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Included in the first classification are the thermionic tube and the photo- 
tube. A thermionic tube is an electron tube in which the electron or ion 


gorrsceneteteseene -GRID CAD 
“---GLASS BEAD SEAL 


FERNICO EYELET>-+e-+ rot 
seas 


GRID LEAD SHIELD -7 , ae 


SUPPORT COLLAR TO. Wi SUPPORT 


GLASS BEAD SEAL& > SMe | SHELL To HEADER 


FERNICG EYELETI-S ei LYS SEAL WELD 
S Ae ike _2¢-}--------- HEADER 


Fig. 2-15.—Structure of typical metal receiving tube. 


emission is produced by the heating of an electrode. A phototube is an 
electron tube in which electron emission is produced directly by radiation 
falling upon an electrode. According to degree of evacuation, electron 


BERS 


Fig. 2-16.—Size of typical ‘‘acorn’’ tubes shown in comparison ae a oll ball. (Courtesy 
of Radio Corporation of America.) . 


tubes are classified as high-vacuum tubes and gas- or vapor-filled tubes. 
A high-vacuum tube (vacuum tube or pliotron) is an electron tube evacuated 
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to such a degree that its electrical characteristics are essentially unaffected 
by gaseous ionization. A gas-filled or vapor-filled tube (gas tube) is an 
electron tube in which the pressure of the gas or vapor is such as to 
affect appreciably the electrical characteristics of the tube. According 
to the number of electrodes, tubes are classified as diodes, eau: pentodes, 
etc. For convenience or economy, or for reduc- cae “ 
tion of space or weight, two or more sets of —. 

elements may be enclosed in a single envelope. | 
Thus, there are duplex (double) triodes, duplex- 
diode pentodes, triode pentodes, etc. The diverse 
classification of electron. tubes according to ap- 
plication will be made in later chapters. & 

2-16. Structure of Tubes.—Tubes are made © 
with both glass and metal envelopes. The 
principal advantages of metal tubes lie in their 
greater mechanical strength and in the fact that 
the electrodes are permanently and completely 
shielded without the use of an external shield. | 
Furthermore, they do not require on the inside of | 
the envelope the conducting coating that must be 
used in glass tubes to prevent the wallfromacquir- 
ing a positive charge as the result of secondary - 
emission caused by the impact of electrons that _ 
pass around the plate. A disadvantage of metal 
tubes is that the shells become so hot in operation 
that they cannot be conveniently handled. This 
is of importance in the routine factory testing of 
radio receivers. Another minor disadvantage is 
the impossibility of determining visually whether 
the heater is in operation. Glass tubes appear to | oe 
be somewhat more reliable. In rectifiers, particu- Fig. 2-17.-One- 
larly, metal tubes are likely to give difficulty as eae ae 
the result of short circuits. Figures 2-13 and 2-14 (Courtesy of Radio Cor- 
show the construction of a glass receiving tube; ” aN On el Amnerioe:) 
Figs. 2-15 and 3-11b show typical metal receiving tubes. 

The great range in size of vacuum tubes is illustrated by Figs. 2-16 
and 2-17. Figure 2-16 shows a typical acorn tube, developed for use at 
very high frequencies, at which it is essential to keep lead capacitance 
and inductance as small as possible.2. No base is used on the acorn type 
of tube, connections being made directly to the electrode leads. Figure 


1Pixz, O. W., and Metcatr, G. F., Electronics, October, 1934, p. 312. See also 
Electronics, September, 1935, p. 31.. 
2 Satzpera, B., and Burnsipe, D. G., Proc. I.R.E., 28, 1142 (1935). 
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2-17 shows a 100-kw water-cooled transmitting tube of a type that is 
used in large broadcasting stations. : 


Grids Plate 
Diameters measured. Diameter gauged 
40 0.001 inch to 0.002 inch 
Cathode-Sleeve wall Cathode Coating 
Aeproxina sly . Weight variation 
0.002 inch thic \i Jess than 00000702. 
Air Pressure . Grid Wire 
1/100,000,000 thatof / Diarneter does not 
atmospheric pres-/ \% vary more than 
sure at sea level f 0.00009 inch 
Bulb i Heater Wire, 

Inspected under Diameter does not 
Polarized light vary more than 
for strains. 0.00002 inch 


Fia. 2-18.—Materials used in typical radio receiving tubes. The complex nature of 
the structure of the modern vacuum tube and of the manufacturing processes are well 
illustrated by a consideration of the materials that are used. 


Gases.—Argon, carbon dioxide, chlorine, helium, hydrogen, illuminating gas, neon, nitrogen, and 
oxygen. 7 rer . ‘i 

Metals and Compounds,—Alumina, aluminum, ammonium chloride, arsenic trioxide, barium, barium 
carbonate, barium nitrate, borax, boron, cesium, calcium, calcium aluminum fluoride, calcium carbon- 
ate, calcium oxide, carbon, chromium, cobalt, cobalt oxide, copper, iridium, iron, lead, lead acetate, 
lead oxide, magnesia, magnesium, mercury, misch metal, molybdenum, monel, nickel, phosphorus, 
platinum, potassium, potassium carbonate, silica, silicon, silver, silver oxide, sodium, sodium carbonate, 
sodium nitrate, tantalum, thorium, thorium nitrate, tin, titanium, tungsten, zinc, zine chloride, and 
zinc oxide. 

Accessories.—Bakelite, ethyl alcohol, glass, glycerine, isolantite, lava, malachite green, marble 
dust, mica, nigrosine, petroleum jelly, porcelain, rosin, shellac, synthetic resin, and wood fiber. 
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CHAPTER 3 
GRID-CONTROLLED HIGH-VACUUM TUBES 


3-1. The greatest single advance in the development of vacuum tubes 
undoubtedly came with the introduction by De Forest of a control 
electrode between the cathode and the plate of the diode.!| The principal 
value of such a control electrode arises from the fact that relatively large 
plate current and power may be controlled by small variations of voltage 
of the control electrode relative to the cathode without the expenditure of 


appreciable power in the control circuit. Plates. 

A three-electrode vacuum tube containing "-Griot ~~ 
“Cathode. 

an anode, a cathode, and a control elec- Be = 


; . Filament 
trode is called a triode. - Figure 3-1 shows Heater- ~~~ 
the cross sections of typical high-vacuum 


triodes. 
The form of the control electrode os 
in early tubes led to the use of the oie : 
; Filament 
Heater---- 
. F 
Type 45 Type 56 > (c) 
Fia. 3-1.—Electrode structure of typical filamen- Fic. 3-2——Symbols for filamentary 
tary and heater-type triode receiving tubes, and heater-type high-vacuum triodes. 


term grid for this electrode. A grid is now defined more broadly as an 
electrode that contains openings through which electrons or ions may 
pass. Many vacuum tubes contain two or more grids. In numerous 
applications of multigrid tubes the voltages of all but one grid are kept 
constant. This grid, called the control grid, serves to vary the plate (or 
other electrode) current by means of changes of voltage applied to it. 
The behavior of multigrid tubes with all grid voltages but that of the 
control grid fixed is in many respects similar to that of a triode. 
Standard symbols for filamentary and heater-type triodes are shown 


1'De Forest, Lux, U. S. Patent 841387 (1907); U. S. Patent 879532 (1908). 
. 43 
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_in Fig. 3-2a._ Often circuit diagrams can be simplified by the use of the 
modified forms of Fig. 3-2b. In most circuit diagrams the filament and 
heater connections are of secondary importance and may be omitted. 
Whenever possible, therefore, simplified symbols such as those of Fig. 3-2c 
will be used. Except for the omission. of the grid, diode symbols are the 
same as those used for triodes. Figure 14-20 contains the symbol used 
for a diode with two anodes. 

3-2. Theory of Grid Action in Triodes. Equations for Plate and 
Grid Currents.—Electrodynamic analyses of the action of the grid in 


aN - es ON 
(o-e \i__ Plate oun Plate (7 Sata ‘\ 
LF Ce. ae ne \ 
flop fay ih iyute! I my OMIT LE ae 1 ft ni (ptt tii » ‘\ \ 
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c- Zero grid voltage d-small positive grid voltage 


Fic. 3-3.— Approximate field distribution resulting from applied voltages in a triode 
with plane parallel electrodeg for fixed positive plate voltage and four values of grid voltage. 
Arrows indicate the direction of the force on an electron. 


controlling the plate current of a triode have been developed.? For the 
purposes of this book it will be better to present a brief qualitative dis- 
cussion of the phenomenon of grid control and to base subsequent deriva- 
tions upon empirically determined facts. 

In Fig. 3-3 is shown the approximate field distribution resulting from 
applied electrode voltages in a triode with plane cathode and anode. 
Lines are used in the customary manner to indicate the electrostatic field, 
but, contrary to convention, the arrows indicate the direction in which 
electrons are urged by the field. The plate voltage is assumed to be posi- 

1 “Standards on Electronics,” p. 15, Institute of Radio Engineers, New York, 1938. 

2See, for instance, E. L. Cuarrzs, “Theory of Thermionic Vacuum Tubes,” 
Chap. VII, McGraw-Hill Book Company, Inc., New York, 1933. 

3 No special effort has been made in Fig. 3-3 to depict the field distribution accu- 
rately. Figure 3-3 is derived from more complete and carefully constructed diagrams 
shown on pp. 175 and 176 of ‘‘ Theory of Thermionic Vacuum Tubes,” by E. L. Chaffee. 
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tive and constant in value. If the grid is made sufficiently negative with 
respect to the cathode, all lines of force terminate on the grid, and no 
field exists directly between the plate and the cathode. This is illustrated 
in Fig. 3-3a. The field at all points of the cathode is in the direction to 
return emitted electrons to the cathode and so the plate current is zero. 
If the grid is slightly less negative, some field will extend directly from the 
anode to the cathode, as shown in Fig. 3-3), and there will be a force 
tending to carry electrons from certain points of the cathode to the anode. 
Further decrease of negative grid potential increases the areas of the 
cathode over which the field tends to remove electrons and strengthens 
the average field over these areas. As long as the grid is negative with 
respect to the cathode, electrons can reach the grid only if they have 
sufficient kinetic energy to overcome the retarding field terminating on 
the grid. Because the initial velocity of emission of the electrons is small, 
electron current to the grid is zero unless the negative grid voltage is 
appreciably less than a volt. If the tube contains traces of gas, there 
may be a small positive-ion current to the grid when the grid is negative. 
At zero grid potential, illustrated by Fig. 3-3c, no point of the cathode 
experiences a retarding field. Initial velocities cause some electrons to 
strike the grid, giving a small grid current. When the grid is positive, as 
in Fig. 3-3d, there is an accelerating field over the whole surface of the 
cathode. A portion of this field terminates on the grid, causing apprecia- 
ble grid current to flow. 

As in the diode, the net field at the cathode is actually the resultant of 
the retarding field produced by the spacecharge and the field caused by 
the electrode voltages. Equilibrium is established when the average net 
field is zero at a short distance from the cathode. Increase of applied 
accelerating field causes the net field to become positive and thus allows 
more electrons to go to the plate. The space current and space charge 
increase until the average net field is again zero a short distance from the 
cathode. 

Since the field at the cathode depends upon the potential both of the 
grid and of the plate, the plate current is a function of both grid and plate 
voltages. This may be stated symbolically by the functional equation 


tp = Sle, €c) (3-1) 


in which % is the plate current, ¢ is the plate voltage, and e, is the grid 
voltage. Because of the screening action of the grid, only a portion of the 
field from the plate extends directly to the cathode, whereas there is 
nothing to intercept the field between the grid and the cathode. One 
is led to guess, therefore, that the plate current is affected more by changes 
of grid voltage than of plate voltage, i.¢., that the grid voltage is uy 
times as effective as the plate voltage in controlling the plate current, yu 
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being a factor greater than unity. y is not necessarily constant. The 
effect of initial velocity of emitted electrons is the same as though a 
small increase were made in either grid or plate potential. The contact 
potentials may either increase or decrease the effective field at the cathode. 
It is convenient to combine the effects of initial velocity and contact 
potentials into a single quantity ¢«, an equivalent voltage that would 
produce the same effect upon plate current as the initial velocity plus the 
contact potentials. «is ordinarily so small in comparison with externally 
applied potentials that it may be neglected. This analysis leads to the 
assumption that the plate current is a function of (e, + we. +e). This 
fact may be expressed by the functional equation 

ty = Fley + wee + €) (T; = const.) (8-2) 
where 7; is the temperature of the cathode. 

The use of Eq. (3-2) is justified by the fact that it is verified experi- 
mentally. Sometimes it is possible to make use of the more explicit 
approximate law 

bh = Ate + Heo)” (3-3) 
in which A is a constant. The exponent n varies considerably with grid 
and plate voltages, the values ranging roughly between 1.2 and 2.5 for 
negative values of e.. When either grid or plate voltage is maintained 
constant, however, the variation of n is often so small that n may be 
assumed to be constant over certain ranges. In some analyses, n is 
assumed to be equal to 1.5 when e, = 0, although actual values may 
depart appreciably from this value. 

pw is called the plate amplification factor, or simply the amplification 
factor of the tube. It is a measure of the relative effectiveness of the grid 
and plate voltages in controlling the plate current. The amplification 
factor will be shown to be related to certain of the characteristic curves of 
a triode, and it will be defined mathematically on the basis of this relation- 
ship (see Sec. 3-5). The value of » depends upon the shape and spacing of 
the electrodes, and to some extent upon the plate current; it may 
also be made to vary with electrode voltages (see Sec. 3-7). Electro- 
dynamic analysis, based upon the assumption that the electrodes are 
parallel and of infinite extent, that the grid wire spacing is large compared 
to the diameter of the grid wire, and that the space charge between 
electrodes is zero, yields the following approximate formula for »? 


2 
p= a a (3-4) 
a log. (2 sin =) 
a 
1Kusunoss, Y., Proc. I.R.E., 17,1706 (1929). 


2 Scuotrxy, W., Arch. Elektrotech., 8, 21 (1919); Sauzpera, B., Proc. I.R.E., 30, 
134 (1942). 
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in which p is the distance between the planes of the grid and the plate, a 
is the distance between adjacent grid wires, and r is the radius of the grid 
wire. The following approximate expression for » applies to an electrode 
structure in which the anode and the cathode are long cylinders and the 
grid is helical.t 5 , 
_ 2m pg/ Pv (pp — Po 

~~ a log. a/2ar (3-5) 


in which p, and p, are the radii of the anode and grid, respectively, and a 
is the spacing of the grid wires. Because of factors neglected in the 
derivation of Eqs. (3-4) and (8-5) and also because modern tube design is 
based largely upon empirical methods, the value of these equations lies 
mainly in the indication that they give of the general effects of triode tube 
dimensions upon the amplification factor. 

The effect of space charge is to cause a variation of amplification 
factor with plate current or electrode voltages. Except in the case of 
“variable-mu’’ tubes (see Sec. 3-7), in which the grid wires are not equally 
spaced, the variation of » with electrode voltages is sufficiently small so 
that 4 may often be assumed to be constant over the working range of 
current and voltages. At positive grid voltages, however, diversion of 
current from the plate to the grid lowers y. 

The grid current of a triode is also a function of the grid and plate 
voltages. This fact may be expressed by the functional equation 


te = Gee + pges + €) (Ts = const.) (38-6) 


in which y,, the grid amplification factor, is less than unity. 

3-3. Time of Transit of Electrons.—Because of its small mass, the 
acceleration of an electron is so rapid that the time taken for electrons to 
‘pass from the cathode to the plate may usually be neglected and the 
response of electrode currents to changes of electrode voltages considered 
to be instantaneous. At the very high frequencies corresponding to wave 
lengths of the order of a few meters or less, however, time of transit must 
be taken into consideration.? Since the operation of vacuum tubes at 
ultrahigh frequencies will not be discussed in detail in this book, the time 
of transit of electrons will usually be neglected. 

3-4. Static and Dynamic Characteristics—Theoretical and practical 
studies of the performance of vacuum tubes and vacuum-tube circuits are 

1 ApRaHAM, H., Arch. Elektrotech., 8, 42 (1919); Kine, R. W., Phys. Rev., 15, 256 
(1920). 

2 aes W. E., Phil. Mag., 5, 641 (1928); Luewetiyn, F. B., Proc. I.R.E.; 
21, 1532 (1933); 22, 947 (1934); 23, 112 (1935); Cuarren, J. G., Proc. I.R.E., 22, 1009 
(1934); Ferris, W. R., Proc. 1.R.E., 24, 82, 105 (1936); Nort, D. O., Proc. IRE., 
24, 108 (1936); Brainerp, J. G., Koruier, G., Reicu, H. J., and Wooprurr, L. F., 
“Ultra-high-frequency Techniques,” D. Van Nostrand Company, Inc., New York, 
1942, : . 
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greatly facilitated by the use of curves relating the electrode currents and 
voltages, called characteristics. A static electrode characteristic is a relation, 
usually shown by. a graph, between the voltage and the current of that 
electrode, other electrode voltages being maintained constant. <A. static 
transfer characteristic is a relation, usually shown by a graph, between the 
voltage of one electrode and the current of another electrode, all other 
voltages being maintained constant. Unless otherwise specified, the 
term transfer characteristic is understood to apply to characteristics relat- 
ing control-grid voltage and plate current, which are the most frequently 
used transfer characteristics. 

Strictly, a static characteristic is one obtained with steady voltages, 
whereas a dynamic characteristic is one obtained with alternating voltages. 
Inasmuch as all voltages but one are specified to be constant in the above 
definitions, the characteristics obtained with alternating voltages differ 
from those obtained with direct voltages only when the frequency is so 
high that tube capacitances and electron transit time cause appreciable 
out-of-phase components of current. The term dynamic transfer char- 
acteristic has come to be applied to a transfer characteristic obtained with 
alternating control-grid voltage when the electrode current under con- 
sideration passes through an external impedance, called the load imped- 
ance, the supply voltage for that current being maintained constant. 
Voltage drops in the load impedance cause the electrode voltage to differ 
from the supply voltage, and the electrode voltage to vary with current. 
In general, JR drop in the load causes the transfer characteristic to be 
affected by load even when the characteristic is derived by using steady 
voltages. Extension of the term dynamic transfer characteristic to include 
such a characteristic may be justified by considering it to be a limiting 
curve obtained as the frequency of alternating voltage is made to approach 
Zero. 

There are four sets of static characteristics of triodes. They are the 
plate characteristics % vs. e, at constant values of e,; the grid characteristics 
te US. €- at constant values of ¢; the grid-plate transfer characteristics 7, 
vs. €, at constant values of e,; and the plate-grid transfer characteristics ' 
te 0S. &p at constant values of e,.1_ The behavior of a triode is completely 
specified by either the plate and grid families of characteristics or the two 
families of transfer characteristics. 


1 Since the static characteristics are constructed by plotting corresponding values 
of direct voltages and currents, the letters used in representing these voltages and 
currents should be capitals to be entirely in accord with the system of nomenclature 
used in this book (Sec. 3-17). In most applications of the characteristic curves, how- 
ever, the currents and voltages are assumed to vary, and so must be represented by 
lower-case symbols. For this reason, lower-case symbols have been used in Eqs. 
(8-1) to (3-6) and will be used for all characteristic curves. 
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In Figs. 3-4a and 3-4b are shown typical characteristics for a triode. 
The bending of the %-e. curves of Fig. 3-46 at positive values of e, 
particularly noticeable for low values of plate voltage, is caused by diver- 
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Fia. 3-4a.—Typical triode plate characteristics and plate-grid transfer characteristics. 


sion to the grid-of electrons emitted by the cathode, and by secondary 
emission. Secondary electrons emitted by the plate when the grid voltage 
exceeds the plate voltage are drawn to the grid and constitute a current 
opposite in direction to the normal plate current. Typical curves of % and 
t- vs. e at large positive grid voltages 


are shown in Fig. 3-4c.. The reversal PAs 
of curvature of the plate character- ee 2 
istics of Fig. 3-4c between the plate S9 5 
voltages of 50 and 100 for grid voltages Sa|6 


of 45 and above is also the result of — type 6F6 
secondary emission. eeee 
The points at which the character- 
istic curves intercept the voltage axes 
are called cutoff points, and the cor- 
responding voltages, the cutoff voltages. 2 dost 
An approximate relation between grid  ~©9 “a0 Gad vetage ee a 
and plate voltages at plate current Fig. 3-4b.—Typical triode grid-plate 
cutoff can be derived from Eq. (3-3). transfer characteristics and grid charac- 
_ teristics (same tube as for Fig. 3-4a). 
When #% = 0, (e + ne)" =0. This 
can be true only if e¢ = —ye. Because uw is never strictly constant, 
the accuracy of this relation depends upon the voltages at which y» 
is evaluated. Considerable error may result when the usual published 
value of » is used, but the relation is often useful in making a 
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rapid approximate determination of cutoff voltages. Because of lack 
of homogeneity of the emitter, voltage drops in the cathode, variation 
of the electric field at various points of the cathode, and distribution of 
initial velocities of emission, the intersections of the characteristic curves 
with the voltage axis at cutoff are not sharp. Although some grid 
current usually flows at negative grid voltages lower than half a volt to a 
volt, the simplifying assumption is often made that grid current cutoff 
occurs at zero grid voltage. 

The transfer characteristics of Fig. 3-4b may be derived from the 
plate characteristics of Fig. 3-4a, and vice versa. In Chap. 4 it will be 
shown that much essential information concerning the performance of 
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Fig. 3-4c.—Typical triode plate characteristics and plate-grid transfer characteristics at 
high positive grid voltages. 


tubes in circuits may be obtained from-the plate characteristics. It is 
important to note that in tubes with filamentary cathodes the grid and 
plate voltages are measured with respect to the negative end of the 
filament. . 

The curves of plate and grid current against cathode temperature of.a 
triode are similar to those of plate current against cathode temperature 
of a diode, but voltage at which saturation becomes apparent depends 
upon both plate voltage and grid voltage. Since triodes are almost 
always operated above temperature saturation, these curves are of com- 
paratively little practical value in connection with ordinary applications. 

3-5. Tube Factors.—The mathematical and graphical analyses of the 
operation of vacuum tubes and vacuum-tube circuits require the use of 
certain tube factors whose numerical values are dependent upon the con- 
struction of the tube and upon the electrode voltages and currents, and 
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which serve as indices of the ability of given tubes to perform specific 
functions. Although only triodes have been discussed so far; it will be 
convenient also to present at this point general definitions that apply to 
tubes with more than three electrodes. 

Mu-factor is the ratio of the change in one electrode voltage to the 
change in another electrode voltage, under the conditions that a specified 
current remains unchanged and that all other electrode voltages are 
maintained constant. It is a measure of the relative effect of the voltages 
of two electrodes upon the current in the circuit of any specified electrode. 
As most precisely used, the term refers to infinitesimal changes. Sym- 
bolically, mu-factor is defined by the equation 


Ma = — — (21, €1, €m, etc., = const.) (38-7)! 
Oe; 


The most important mu-factor is the control-grid—plate mu-factor, 
or amplification factor. Amplification factor is the ratio of the change in 
plate voltage to a change in control-grid voltage under the conditions 
that the plate current remains unchanged and that all other electrode 
voltages are maintained constant. It is a measure of the effectiveness of 
the control-grid voltage, relative to that of the plate voltage, upon the 
plate current. The sign is taken as positive when the voltage changes of 
the two electrodes must be of opposite sign. As most precisely used, the 
term refers to infinitesimal changes. Symbolically, amplification factor 
is defined by the equation 

pac me cous) (3-8)? 

It must be proved that the factor » which appears in Eqs. (3-2) and 
(8-3) is the same as that defined by Eq. (3-8). Examination of Eq. (3-2) 
shows that, unless the plate current is independent of electrode voltages, 
which is true in practice only when the current is zero or saturated, % is 
constant only when e, + we, + € is constant. Since tubes are seldom 
used continuously either with zero plate current or with saturation plate 


1 Although the partial derivative implies that other variables are held constant, for 
the sake of emphasis it seems advisable in this and following equations to indicate 
the constant parameters in parentheses. 

2 The symbolic definitions of tube factors are usually written in terms of the 
alternating components of electrode voltages and currents, rather than in terms of the 
total values. Since the difference between the instantaneous value of the alter- 
nating component of a varying quantity and the instantaneous total value of the 
quantity is equal to the average value, the derivative of which is zero, derivatives of 
the alternating component and of the total quantity are equivalent. In order to 
show more closely the relation of the tube factors to the characteristic curves, and to 
simplify derivations based upon Eq. (3-2), the tube factors will be defined in terms of 
the total values of currents and voltages (see Secs. 3-16 and 3-17 for symbols), 
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current, 7 is constant when 

é» + wee + € = const... (3-9) 
Differentiation of Eq. (38-9) shows that 


de, i: 
~ fe] const. "ae (3-10) 
or 
= — 0% 
Bo ag. (8-11) 


Since Eq. (3-11) is identical with Eq. (3-8), the factor u of Eq. (3-2) is 
the same as that of Eq. (3-8). 

(A-c) electrode. conductance is the ratio of the change in the current 
in the circuit of an electrode to a change in the voltage of the same 
electrode, all other electrode voltages being maintained constant. As 
most precisely used, the term refers to infinitesimal changes as indicated 
by the defining equation! 

4, 
gi = Re, (ex, 1, ete. = const.) (3-12) 
(See also Sec. 3-26.) 

(A-c) electrode resistance r; is the reciprocal of electrode conductance. 

The electrode conductance that is used most frequently in the analysis 
of vacuum tubes and vacuum-tube circuits is the plate conductance! 


I» = ae, (@. = const.) (8-13) 


(A-c) plate resistance is the reciprocal of plate conductance. ' 


Tp = = = a (€ = const.) (8-14) 
(See also Sec. 3-26.) 

Transconductance is the ratio of ihe. change in the current in the 
circuit of an electrode to the change in the voltage of another electrode, 


under the condition that all other voltages remain unchanged. As most 


1 The a-c electrode conductance defined by Eq. (3-12) must not be confused with 
the d-c electrode conductance, which is defined as the ratio of the total or direct 
electrode current to the total or direct electrode voltage. Similarly, the a-e plate 
resistance defined by Eq. (3-14) must not be confused with the d-c plate resistance, 
€/%. D-e electrode conductances and resistances are rarely of value and never 
essential in the analysis of vacuum tubes and associated circuits. Hence the a-c 
conductances and resistances are usually referred to simply as conductances and 
resistances, the adjective ‘‘a-c”’ being cnatied: 
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precisely used, the term refers to infinitesimal changes as indicated by 
the defining equation 


Gk = bua (e;, €1, ete. = const.) (8-15) 
0ex 


The transconductance most frequently used in the analysis of vacuum 
tubes and vacuum-tube circuits is the grid-plate transconductance (mutual 
conductance), which is defined symbolically as 


(e, = const.) (3-16) 


Unless otherwise specified, the term transconductance usually refers to 
control-grid—plate transconductance and will be so used in the remainder 
of this book. 

Grid Factors —In many applications of vacuum tubes the operating 
voltages are such that no conduction current flows to the control grid 
and all electrode voltages except those of the control grid and the plate 
are kept constant. Under these conditions, vacuum-tube problems and 
derivations can be treated by the use of only three of the factors that 
have been defined: yp, rp, and gm. If conduction current flows to the 
control grid, it may be necessary to make use of the corresponding 
control-grid factors, which are defined symbolically as follows: 


Grid amplification factor y= — ae (i, = const.) (8-17) 
» 

Grid conductance g, = oe (e = const.) (8-18) 

Plate-grid transconductance gn = oe (ee = const.) (3-19) 
b 


Because of the effect of space charge and because of division of the total 
cathode current between the grid and the plate, u, is not in general the 
reciprocal of y. 

Proof That gn = u/1p-—Only two of the plate factors are independent. 
This may be shown by taking the partial derivatives of the plate current, 
as expressed e Eq. (8-2). 


on 


gm = x = BE’ (en + we. + €) (3-20) 
ie me Pile, #2) (3-21) 
Dividing Eq. (8-20) by Eq. (3-21) gives 
Gm _ al a 
gee or In = a (3-22) 
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A similar derivation, based on Eq. (3-6), shows that 
ge (3-23) 


3-6. Relation of Tube Factors to Characteristic Curves.—The defini- 
tions state that gp, gm, and yw are the slopes of the %-e, w-e., and ¢5-e. 
curves, respectively, at points corresponding to the given voltages. 
Values of these factors may, therefore, be determined accurately by 
measuring the slopes of the static characteristics at points corresponding 
to the electrode voltages, and approximately by taking the ratios of small 
increments of current and voltage corresponding to points on the charac- 
teristics. All three factors may be determined from a single family of 
characteristics. The most accurate method of obtaining the three plate 
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characteristics. 


factors of a triode directly from the plate family of characteristics is to 
find r, from the reciprocal of the slope of the tangent to the %-¢, curve 
at the point corresponding to the given electrode voltages, » from the 
ratio of Ae to Ae, at the constant current of the point, as shown in Fig. 
3-5, and gm from the ratio of » to r,. Curves of & vs. e at constant 2 
for a typical triode are shown in Fig. 3-6.!_ The practically constant 
slope of the curves except at low plate voltages and high positive grid 
voltages indicates that over the normal operating range the amplification 
factor is nearly constant. Except in tubes designed to have variable 
amplification factor (Sec. 3-7), the variation of » over the normal range 
of voltages does not exceed 10 to 15 per cent in triodes. Because of the 
small variation of » at negative grid voltages, fairly large voltage incre- 

1 ¢-e. curves are not usually used in the solution of vacuum-tube problems and 
are shown here only to point out the nearly constant value of the amplification factor 
in the normal range of voltages. 
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ments may be used without great error in determining its value from the 
plate characteristics. Some increase in accuracy is gained by using a 
grid-voltage increment such that the point at which y is desired is at the 
center of the increment, rather than at one side as in Fig. 3-5. 

8-7. Sharp-cutoff and Remote-cutoff Grids. Variable-mu Tubes.— 
‘Thus far it has been assumed that the grid-wire spacing and diameter 
and the spacing of the grid from the cathode are uniform throughout the 
length of the grid. When this is true the field strength does not vary 
greatly over the cathode surface and so the negative grid voltage neces- 
sary to prevent electrons from going to the plate at any value of plate 
voltage is very nearly the same for all points of the cathode. The static 
transfer characteristic therefore ap- 
. proaches the grid-voltage axis relatively 
sharply. For this reason a grid of uni- 
form structure is called a sharp-cutoff 
grid. If some dimension of the grid, 


Plate voltage = 250V 
Screen voltage =/00V 
Suppressor voltage = 0 


oo 


such as the spacing between the wires, 
varies along the grid, on the other hand, 
the field at the cathode varies cor- 
respondingly at the cathode surface. 
A greater negative grid voltage is re- 
quired to prevent electrons from leaving 
the cathode at points corresponding to 
portions of the grid where the spacing 
is large than to portions where the spac- 
ing is small. Cutoff consequently takes 
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Fig. 3-7—Comparison of transfer 
characteristics of similar tubes having 
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place at different values.of grid voltage at different parts of the cathode 
and so the static transfer characteristic approaches the axis gradually. 
Such a grid is known as a gradual-cutoff or remote-cutoff (supercontrol) 
grid. Because the mu-factor corresponding .to an elementary length of 
the grid varies along the grid and because the mu-factor of the entire 
grid varies greatly with electrode voltages, such a grid is also termed a 
variable-mu grid. A tube that has a variable-mu control grid is called a, 
variable-mu tube. 

Figure 3-7 shows the static transfer characteristics of two comparable 
tubes, one of which has a sharp-cutoff control grid, and the other a 
remote-cutoff control grid. Multigrid tubes may contain both one or 
more sharp-cutoff grids and one or more remote-cutoff grids. The 
advantages of remote-cutoff grids and tubes are discussed in Secs. 6-19 
and 6-25 in connection with their use in voltage amplifiers. 

3-8. Multigrid Tubes—Many desirable characteristics can be 
attained in vacuum tubes by the use of more than one grid. The most 
common types of multigrid tubes are the tetrode and the pentode. A 
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tetrode is a four-electrode type of thermionic tube containing an anode, a 
eathode, a control electrode, and an additional electrode, which is 
ordinarily a grid. A pentode. is a five-electrode type of thermionic tube 
containing an anode, a cathode, a control electrode, and two additional 
electrodes, which are ordinarily grids. 

The symbols for tetrodes and pentodes are similar to those for triodes, 
the various grids being shown in the relative positions that they occupy 
in the tubes. A special symbol, shown in Fig. 3-8), is often used for 
screen-grid tetrodes. 

The Screen-grid Tetrode——One stimulus to the development of 
multigrid tubes was the necessity of reducing the capacitance between 
the grid and plate of the triode. If a vacuum tube used in a voltage 
amplifier has high grid-plate capacitance, the relatively large variations - 
of plate voltage may induce appreciable variations of grid voltage. If 
the phase relations are correct, this induced grid voltage may add to the 
impressed alternating voltage in such a manner as to cause the amplifier to 
oscillate (see Sec. 10-28). This difficulty imposes a limit upon the ampli- 
fication that can be attained in radio-frequency amplifiers. For some 
years the problem was solved by ‘‘neutralizing.”” Neutralization consists 
in connecting the grid through a small variable condenser to a point 
in the output circuit whose voltage is opposite in phase to that of the 
plate. The condenser may be adjusted so that it balances out, or 
neutralizes, the effect of the grid plate capacitance. Difficulties of 
adjustment, circuit complications, and the cost of patent royalties made it 
advantageous to solve the problem by removing the cause, rather than 
by counteracting it. This was accomplished by introducing between 
the control grid and the plate another grid, the screen grid, the purpose ~ 
of which is to shield the grid from the plate, and thus reduce the grid-to- 
plate capacitance.t. Further reduction in capacitance between the grid 
and the plate was attained by placing the control-grid terminal at the top 
of the tube, instead of on the base. The screen-grid tetrode proved to 
have other characteristics which are fully as important as its low grid- 
to-plate capacitance. 

The general construction of the elements of a type 24A screen-grid 
tetrode is shown in Fig. 3-8a. The screen grid consists of two cylinders 
of fine-mesh screening, one of which is between the plate and the control 
grid and the other outside of the plate. These two cylinders are joined 
at the top by an annular disk, which completes the shielding. The 

1Scuorrxy, W., Arch. Elektrotech., 8, 299 (1919); U. §. Patent 1537708; Banx- 
HAUSEN, H., Jahrb. drahtl. Tel. u. Tel., 14, 43 (1919); Hows, G. W. O., Radio Rev., 2, 
337 (1921); Huuu, A. W., and Wiuurams, N. H., Phys. Rev., 27, 432: (1926); Hunt, 
A. W., Phys. Rev., 27, 439 (1926); Warner, J. C., Proc. I.R.E., 16, 424 (1928) (with 22 


veferences); Prince, D. C., Proc. 1.R.#., 16, 805 (1928); Witiiams, N. H., Proc. I.R.E., 
16, 840 (1928); Prnczuon, H. A., and McNay, J. O., Proc. I.R:E., 18, 266 (1930). 
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potential of the screen is normally intermediate between the quiescent 
- potentials of the cathode and the plate. The positive voltage of the 
screen draws the electrons away from the cathode. Some of these 
electrons strike the screen and result in a screen current which usually 
performs no useful function; the rest pass through the screen grid and 
into the field of the plate, which causes them to be drawn to the plate. 
Since the electrostatic field of the plate terminates almost completely on 
the screen, the capacitance between the plate and the grid is very small. 
Furthermore, -variations of plate voltage have little effect on the plate 
current. The control-grid voltage, on the other hand, is just as effective 
as in the triode. The change in plate current resulting from a change 
in plate voltage at constant grid voltage is 
small, and the ratio of the change in plate C#7/0e, pgs ut 
voltage to the change in grid voltage, ~i:Hq7 7 ce) 
necessary to produce a given change in it A 
plate current, is very high. It follows from 
the definitions of plate resistance and am- 1 |i 
plification factor that the screen-gridtetrode 4” / ae f=) 
dS 
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has high plate resistance and high amplifica- oo 
tion factor. By proper choice of control- (ay. (b) 
grid structure and spacing of electrodes the Fra. 3-8.—(a) Electrode struc- 


. ture of heater-type screen-grid 
transconductance can also be made high. etrode. (6) Tube symbols for 


A screen-grid tetrode can therefore be ‘lamentary and heater-type 

P screen-grid tetrodes. 
designed to have thesame transconductance 
as that of an equivalent triode and very much higher amplification factor 
and plate resistance. 

In Fig. 3-9 is shown a family of plate characteristics for a typical 
screen-grid tetrode, the type 24A. The negative slope of the character- 
istics at plate voltages lower than the screen voltage is the result of 
secondary emission from the plate. At zero plate voltage there is a small 
plate current which results from those electrons which pass through the 
screen with sufficient velocity to reach the plate. As the plate voltage 
is raised, more and more electrons are drawn to the plate after passing 
through the screen. The velocity with which they strike the plate 
increases with the plate voltage and, when e is about 10 volts, becomes 
sufficiently high to produce appreciable secondary emission from the 
plate. Because the screen is at a higher voltage than the plate, these 
secondary electrons are drawn to the screen. Since the secondary 
electrons move in the direction opposite to that of the primary electrons, 
they reduce the net plate current. If the plate is not treated to reduce 
secondary emission, the number of secondary electrons leaving the plate 
may exceed the number of primary electrons that strike the plate, and so 
the plate current may reverse in direction. This is shown by the dashed 
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curve of Fig. 3-9, which is for the old type 24A tube, with untreated 
plate. : 
It is to be expected that all secondary electrons emitted by the plate 
will return to the plate when the plate voltage is higher than the screen 
voltage. The rise in plate current starting at voltages considerably 
lower than the screen voltage shows, however, that many secondary 
electrons return to the plate while the screen is still positive relative to 
the plate. The reason for this is the retarding field at the plate pro- 
duced by electron space charge between the screen and the plate. (It will 
be explained in Sec. 3-11 how tubes may be designed so that this space 
charge prevents secondary electrons emitted by the plate from going 
to the screen even at plate voltages much lower than the screen voltage.) 
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Fig. 3-9.—Typical screen-grid tetrode plate characteristics at 90-volt screen voltage, éc2. 


As the plate voltage approaches the screen voltage, the field at the plate 
produced by the screen voltage becomes less than the retarding field 
of the space charge and so the slower-moving secondary electrons are 
returned to the plate. At voltages higher than that at which all second- 
ary electrons are returned to the plate, secondary emission from the plate 
has no effect upon the plate current, which is then determined almost 
entirely by the screen- and control-grid voltages. Since very little of the 
plate field penetrates to the cathode, further increase of plate voltage 
has only a small effect upon the plate current. The increase of 
plate current at plate voltages higher than the screen voltage is accounted 
for partly by increase in the number of secondary electrons from the 
screen that are drawn to the plate. 

3-9. The Space-charge Tetrode.—Instead of using the inner grid 
of a tetrode as the control electrode and applying a positive voltage to 
the second grid, it is possible to operate the tube by applying a small 
positive voltage to the inner grid and using the second grid as the control 
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electrode.! The positive voltage on the first grid overcomes the effect 
of the space charge in the vicinity of the cathode, and thus increases the 
plate current and the transconductance. Some of the electrons are 
drawn to the positive inner space-charge grid, but the remainder pass 
through this grid and into the region controlled by the second grid and the 
plate. The effect is in some respects the same as though the cathode 
were placed much closer to the control grid in a triode. A high negative 
voltage on the second grid prevents the electrons from passing to the 
plate and returns them to the positive space-charge grid. As the negative 
control-grid voltage is reduced, more electrons pass to the plate and fewer 
to the space-charge grid. Thus, the plate current increases, and the 
space-charge-grid current decreases 
with decrease of negative voltage on 
the control grid. Figure 3-10 shows 
typical curves of plate current and of 
first-grid current as a function of 
second-grid voltage. 

Although the transconductance of 
a space-charge tetrode is greater than 
that of a triode with a similar cathode, 65 AD 
the relatively high current to the Moltoge oP eecand Ong Soa 
space-charge grid results in a less eff 5,7, 210— Characteristics showing 
cient use of the cathode current. of a space-charge tetrode as a function 
Because more recently developed pen-  °f S¢¢ond-srid voltage ees. 
todes have much better characteristics than space-charge tetrodes, space- 
charge tetrodes are now used only in special applications, some of which 
will be discussed in later chapters. 

3-10. The Pentode.—For most applications the curved portions of 
the characteristic curves of screen-grid tetrodes at plate voltages lower 
than the screen voltage are undesirable. In amplifiers, excessive dis- 
tortion results if the tube is operated in this region and, if the circuit 
contains inductance and capacitance, oscillation may occur (see Sec. 10-17). 
Restriction of operation to the region to the right of the plate-current 
dip reduces the output voltage or power that can be obtained at a given 
value of operating plate voltage. 

By the use of a ribbed plate and special treatment to reduce secondary 
emission, it is possible to design tetrodes whose characteristic curves 
do not have portions with negative slope. The type 48 tetrode is an 
example of such a tube. The effects of secondary emission can also be 
reduced or eliminated by preventing the secondary electrons emitted by 


° 
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Plate Current-Milliamps. 


‘ct TYPE 57 TUBE 
(Gsconnected to plate) 


ey =t/0v. 
eb = //0v. 


Current to First Grid, Milliamps. 


1 ARDENNE, M. von, Hochfrequenztech. u. Elektroakustik, 42, 149 (1983). See 
also Wireless Hng., 11, 93 (1934) (abstr.); I. Lanemurr, U. S. Patent 1558437, filed 
Oct. 29, 1913; WARNER, loc. cit. 
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the plate from going to the screen. This can be done by placing 
between the screen and the plate a third grid, called the suppressor grid. 
Figure 3-1la shows the arrangement of the electrodes of a typical sup- 
pressor pentode of the voltage amplifier type, the 57. The purpose of the 
shield in the dome of the tube is to shield the control-grid lead and 
terminal from the plate. This shield is connected internally to the 
cathode and shaped so as to act as the continuation of an external shield 
which may be placed around the tube. In voltage pentodes of more 
recent design, such as that shown in Fig. 3-116, special precautions in 
placing and shielding the leads have made it possible to connect the 
control grid to a base pin instead of to a 
terminal at the top of the tube.! In power 
pentodes the control-grid terminal is in the 


---G, Terminal 


oiled base of the tube. 
ne Figure 3-12 shows a series of plate charac- 
oN . Go teristics of the 57 tube at constant control-grid 
~o=-4-G5 and screen-grid voltages for a number of sup- 
“--1~Plafe  pressor-grid voltages. It can be seen that the 
_---shieti | Secondary-emission dips move to the left and 


become less pronounced as the suppressor-grid 
voltage is reduced below the screen voltage. 
When the suppressor voltage is zero, 7.e., when 
the suppressor is connected to the cathode, the 
secondary-emission effects are almost entirely 
absent. 

The explanation of the action of the suppressor is simple. When 
the suppressor is connected to the cathode, the field between the plate 
and the suppressor is always such as to move electrons toward the plate. 
The secondary electrons removed from the plate have sufficiently low 
velocity of emission so that even at low plate voltages few can per- 
manently leave the plate against this retarding field. Velocity acquired 
_by the primary electrons in the space between the cathode and the screen 
carries most of them through the screen and suppressor and thence into 
the field beyond the suppressor, which draws them to the plate. 

The additional shielding effect of the suppressor grid results in grid- 
plate capacitance that is even lower.than that of tetrodes and in plate 
resistance and amplification factor that are even greater than those of 
tetrodes. It can be seen from Fig. 3-12 that the plate resistance of the 
suppressor pentode can be varied by means of negative suppressor 
voltage. , 

In some pentodes the suppressor is permanently connected to the 
cathode internally; in others, on the other hand, all three grids may have 


1 Keuuy, R. L., and Miter, J. F., Electronics, September, 1938, p. 26. 


Fie, 3-lla—Electrode 
structure of the type 57 pen- 
tode. GiG2, and G3 are norm- 
ally the control, screen, and 
suppressor grids, respectively. 


Sec. 3-10] GRID-CONTROLLED HIGH-VACUUM TUBES 61 


external connections in order that the grids may be used in various ways. 
When the second and third grids are connected to the plate, the tube 
has ordinary triode characteristics. When the first and second grids - 
are used together as the control grid and the third is connected to the 
plate, the tube acts as a triode with very high amplification factor and 
low plate current. Other special applications of pentodes will be dis- 
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Fig. 3-11b.—Typical metal voltage-amplifier pentode in which the control-grid con- 
nection is brought out through the base. Note the conical stem shield 12. (Courtesy of 
Radio Corporation of America.) 


cussed in later chapters (see end of Sec. 6-1 and Secs. 10-3, 10-4, 10-12, 
10-23, 10-39, 12-6, and 12-33). 

Figures 3-13 and 3-14 show the plate characteristics for two types of 
suppressor pentodes, the 57 and the 2A5 (see also Figs. A-13 to 15 and A-19, 
pages 677-678). It will become apparent from material to be presented in 
this and later chapters that ideal characteristics for amplifier tubes would 
be straight, parallel, and equidistant for all values of plate voltage. The 
gradual bending of the characteristics at low plate voltages, particularly 
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Fig, 3-12.—Plate characteristics of the type 57 pentode, showing the effect of variation of 
suppressor voltage e-3 at 90-volt screen voltage e,2. 
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Fig. 3-13.—Plate characteristics of a typical voltage pentode. 
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Fia. 3-14.—Plate characteristics of typical power pentode. 
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noticeable in the characteristics of pentodes designed to give large 
power output, such as the type 2A5, causes distortion in amplifiers and 
is, therefore, objectionable. It is the result of nonuniformity of the field 
in the plane of the suppressor grid. Because of the shielding action of 
the grids, the plate voltage has relatively little effect upon the number of 
electrons arriving in the plane of the suppressor grid. As the plate 
voltage is raised, however, more and more electrons arriving at the 
suppressor are drawn to the plate. The comparatively constant “satu- 
ration”’ plate current is obtained when all electrons arriving at the plane 
of the suppressor are drawn to the plate. Because of nonuniformity of 
field in the plane of the suppressor, saturation is attained at different 
plate voltages for various points in this plane, and so the characteristics 
bend over gradually and have broad knees. This difficulty is Byoided 
in the beam power pentode.+ 

3-11. Beam Pentodes.—In the beam tube the secondary digebrens 
are returned to the plate by the repulsion of negative space charge 
between the screen and the plate. This space charge is accentuated 
by the retarding field of the plate when the plate potential is lower than 
the screen potential. By proper design the space charge may be made 
so dense as to cause the formation of a virtual cathode [7.e., a plane of 
zero average field and zero electron velocity (see Sec. 2-12)] near the 
plate at low plate voltages. For all values of plate voltage less than 
the screen voltage a potential minimum is formed which may be kept 
sufficiently lower than the plate potential so that secondary electrons 
from the plate are returned to the plate. The action is similar to that 
of a suppressor grid; but, if the density of space charge and the electron 
velocity at the virtual cathode are uniform and the distance of the virtual 
cathode from the plate is everywhere the same, saturation takes 
place simultaneously at all points in the plane of the virtual cathode, 
and the knee of the plate characteristic is sharp. The virtual cathode 
and the plate act in a manner similar to a diode, the plate current being 
limited by space charge at low plate voltages. As in a diode, saturation 
at low plate voltage, 7.e., a low-voltage knee, requires that the virtual 
cathode shall be close to the plate. 

In the beam power tube, of which the 6L6 is a typical example, the 
required electron density is achieved by confining the electrons to beams. 
The homogeneity of space charge and electron velocity is attained by 
proper design of the contours of the cathode, grids, and plate and by 
correct choice of the ratio of screen-plate to screen-cathode spacing (2.9) 


1Scnapz, O. H., Proc. I.R.E., 26, 137 (1938). See also F. Beuow, Z. Fern- 
meldetech. 9, 118 (1928); R. 8S. Burnap, RCA Rev., 1, 101 (1936); J. F. Dreyer, Jr., 
Electronics, April, 1936, p. 18; J. H. O. Harrres, Electronics, May, 1936, p. 33; B. 
Sauzpere and A. V. Haurr, RCA Rev., 2, 336 (1938). 
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and beam angle (approximately 60 degrees). The electrons are confined 
to beams by means of beam-forming plates, as shown in Fig. 3-15, which 
are at cathode potential. The flattened cathode gives a larger effective 
area than a round cathode and so results in a higher transconductance. 
The screen current of beam power 
tubes is much lower than that of 
suppressor pentodes. The screen 
and control grid have equal pitch 


Beam-forming 4 
Plate .-------- 


ce ee and are proportioned and assembled 
Gree so that the screen grid is hidden from 


the cathode by the control grid, and 
the individual beam sheets formed 
by the control grid are focused in the 
plane of the screen. Very few, 
= therefore, of the electrons moving 
Fie, 3-15.—Electrode structure of the toward the plate can strike thescreen 
type 6L6 beam power pentode. (Courtesy directly. Furthermore, because of 
ee ee eer the sharpness of the beams and the 
uniform fields, few electrons acquire tangential velocity at the expense 
of velocity normal to the electrode planes. The number of electrons 
that miss the plate at low plate voltage and return to the screen 
is therefore also small. Low screen current results in a number of 
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Fie. 3-16.—Plate characteristics of the type 6L6 beam power pentode. 


advantages, among which are low screen dissipation and consequent 
larger power rating without danger of electron emission from the screen 
because of high screen temperature, and the possibility of using low- 
power resistors in the voltage divider that supplies the screen voltage. 
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Figure 3-16 shows the plate characteristics of the 6L6. These char- 
acteristics are straight and parallel over a much greater range of plate 
voltage than those of suppressor pentodes, and the knees are sharper. 
The peculiar shape of the knees of the curves for positive control-grid 
voltages is the result of two possible distributions of space charge at the 
same value of plate voltage. As the plate voltage is gradually increased 
from a low value, the plate current increases continually until the point a 
is reached, at which it jumps abruptly to the higher value corresponding 
to this voltage. When the plate voltage is then gradually reduced, the 
current decreases continuously until the point b is reached, at which it 
falls abruptly to the lower value corresponding to this plate voltage. The 
abrupt changes in current aye accompanied by changes in space-charge 
distribution. 

3-12. Equations for Plate Current of Multigrid Tubes.—Plate- 
current equations similar to Eqs. (3-1) and (8-2) may be written for 
tetrodes and pentodes. In most circuits, however, only the control- 
grid and plate voltages are varied, and Eqs. (8-1) and (3-2) may be 
applied. 

Determination of Tetrode and Pentode Factors from Characteristics. 
The plate characteristics of tetrodes and pentodes are not ordinarily 
shown for sufficiently small incre- . 
ments of control-grid voltage to 
make possible the direct determina- 
tion of » from the plate charac- 
teristics. Furthermore, the plate 
resistance of voltage-amplifier 
tetrodes and pentodes, such as the 
24A (Fig. 3-9) and the 6J7 (Fig. 
3-13), is so high that the plate Fic. 3-17.—Graphical determination of 
characteristics are nearly horizontal HEpEPO UNOI nee PE Demioaee. 
throughout the working range of voltages and the plate resistance can be 
determined only approximately from the tangent to the plate characteris- 
tic at the point corresponding to the given voltages. The plate resistance 
of power suppressor pentodes such as the 245 (Fig. 3-14), however, and of 
beam pentodes such as the 6L6 (Fig. 3-16) is sufficiently low so that it 
can be determined with fair accuracy from the tangent to the plate 
characteristic. 

An approximate value of gm can be found from increments of plate 
current and grid voltage at constant plate voltage, as determined from 
the plate characteristics. Since g, is not constant, accuracy in the values 
of gm found by this method is dependent upon the use of very small 
increments. Accuracy also makes it desirable to use an increment of 

1 Sauzperc and Haerr, loc. cit. : 
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grid voltage such that the point at which g,, is desired lies at the center 
of the increment, as shown in Fig. 3-17. If the grid voltage intervals 
corresponding to the available plate characteristics are large, it may be 
advisable to construct the static transfer characteristic corresponding 
to the given plate voltage and to find g,», accurately from the slope of this 
characteristic at the given plate voltage. Equation (3-22) may be used 
to find an approximate value of u from gm in conjunction with the approxi- 
mate value of r, determined from the plate characteristic. 

3-13. Duplex Tubes and Tubes with More than Three Grids.— 
The behavior of the individual units of duplex tubes is no different 
than when these units are enclosed in separate envelopes. For this 
reason duplex tubes require no further discussion. Special tubes having 
more than three grids will be treated in later chapters in connection 
with their applications (see Secs. 6-18, 6-19, 9-12A, and 9-22). 

3-14, Applied Voltages in Grid and Plate Circuits.—In most applica- 
tions of vacuum tubes, one or more alternating voltages are applied to 
the control-grid and plate circuits, in 
addition to the steady voltages, as 
shown in Fig. 3-18. The steady ap- 
plied voltages #... Es, and Ey; are 
called the grid supply voltage or 
C-supply voltage, the plate supply 
voltage or B-supply voltage, and the 

; : filament or heater supply voltage, re- 
cireuthg, dewing oaois “woubecs, Spectively. v, and vp, the applied 
impressed alternating voltages, and alternating voltages in the grid and 
electrode ‘voltage plate circuits, are called the grid 
excitation voltage and plate excitation voltage, respectively. Because of 
impedance drops resulting from the flow of electrode currents or other 
circuit currents, the electrode voltages in general differ from the voltages 
impressed upog the electrode circuits. This will be discussed in detail 
in Secs. 3-17 and 4-1. 

All electrode voltages are measured with respect to the cathode, and 
an electrode voltage is said-:to be positive if the electrode is positive 
relative to the cathode. Similarly, supply voltages, instantaneous 
values of exciting voltages, and instantaneous values of voltages across 
load impedances are ordinarily measured relative to the cathode side of 
these voltages and are called positive if they tend to make the electrode 
positive. 

3-15. Form of Alternating Plate-current Wave.—Figure 3-19 shows 
the manner in which a sinusoidal grid voltage causes the plate current 
to vary when the load is nonreactive. The wave of plate current is con- 
structed by projecting from the wave of grid voltage to the transfer char- 
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acteristic at various instants throughout the cycle. The significance 
of the téme axis of the wave of varying plate current and of the cur- 
rent I; corresponding to this axis should be noted. J: is the current 
assumed at the instants in the cycle when the alternating grid voltage is 
zero. The reason why I» differs from the steady current J;,, assumed 
when the excitation is zero, will be explained in detail in Chap. 4 (Secs. 
4-8 to 4-10). 

Curvature of the transfer characteristic in general causes the wave of 
varying plate current to be asymmetrical even though the exciting voltage 
is sinusoidal. It will be proved in later sections that the wave of alter- 
nating plate current, measured relative to the time axis, in general con- 
tains not only a fundamental component of the same frequency as the 
grid excitation voltage, but also harmonics of that frequency, and a steady 
component. When the load is nonreactive, the wave of plate voltages is 
of the same form as the wave of plate current. 

Usually it is most convenient to measure the instantaneous value of 
the alternating component of plate or grid current or voltage relative to 
the time axis of the wave. Occasionally, however, it is necessary to 
measure the instantaneous value with respect to the average value. An 
instantaneous value measured relative to the axis differs from the value 
measured relative to the average in that the former contains the steady 
component of the alternating current or voltage, whereas the latter does 
not. Unless otherwise specifically stated, the terms alternating plate 
current and alternating grid current, and the corresponding terms for 
voltages, will be understood to refer to values measured relative to the 
time axes. 

In some applications of vacuum tubes the curvature of the charac- 
teristic or the amplitude of the alternating plate current, or both, are 
small enough so that the alternating plate current is essentially sinusoidal, 
as shown in Fig. 3-20. The difficulty in making a rigorous analysis 
sometimes necessitates the assumption that the alternating plate current 
is sinusoidal, even though it is known to be distorted. 

Most circuit elements dealt with in the power field of electrical 
engineering are linear elements, 7.e., elements in which the currents flow- 
ing through the elements are proportional to the voltages across the 
elements. The currents that flow as the result of simultaneous applica- 
tion of direct and alternating voltages or of two or more alternating 
voltages of different frequencies are entirely independent. Hence, when’ 
several voltages are applied simultaneously, the net result may be deter- 
mined by making relatively simple analyses involving only direct currents 
or alternating currents of only one frequency at a time and superimposing 
the individual results. Comparatively few symbols suffice in dealing 
with such circuits. Vacuum tubes, on the other hand, are nonlinear 
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circuit elements. The direct currents that flow in a circuit containing a 
nonlinear element depend not only upon the impressed direct voltages but 
also upon the impressed alternating voltages. Similarly, the alternating 
currents depend upon both the alternating and the direct impressed 
voltages. Furthermore, in addition to currents having the same fre- 
quencies as the impressed voltages, alternating currents will in general 
flow whose frequencies differ from those of the impressed alternating 
voltages. It is apparent that the analysis of vacuum-tube circuits may 
be considerably more complicated than that of power circuits containing 
only linear circuit elements. 
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Fia. 3-19.—Plate-current relations for asymmetrical wave of plate current. 


3-16. Symbols.—Because it is often necessary to consider simul- 
taneously the various direct and alternating voltages and currents in 
vacuum-tube circuits, a large number of symbols must be used. This is 
unfortunate but usually unavoidable. The symbols used in this book 
are based upon those standardized by the Institute of Radio Engineers. 

The student will find it helpful to learn the following rules, according 
to which these symbols are formed: 


1, The subscripts . and , refer to the grids or to the grid circuits, and the 
subscripts , and » to the plate or to the plate’ circuit. 

2. Lower-case letters indicate instantaneous values of varying quantities, 
and capital letters indicate steady (direct) values and average, r-m-s, and crest’ 
values of varying quantities (see Figs. 3-19 and 3-20). 


Sec. 3-16] GRID-CONTROLLED HIGH-VACUUM TUBES — 69 


3. Lower-case letters with subscripts - and » indicate total instantaneous values 
of varying quantities (see Figs. 3-19 and 3-20). 

4. Lower-case letters with subscripts , and » indicate instantaneous values of 
the alternating components of varying quantities. Ifthe wave form of the varying 
quantity is asymmetrical, second subscripts . and ; are added to differentiate 
between an instantaheous value measured relative to the average value and an 
instantaneous value measured relative to the. value corresponding to the axis 
of the wave (see Fig. 3-19). ; 

5. Capital letters with subscripts . and , indicate direct or average values. 
Second subscripts ., a, and , are added to differentiate between quiescent, average, 
and time-axis values of an asymmetrical wave of total varying plate current. or 
voltage (see Fig. 3-19). 
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Fig, 3-20.—Plate-current relations for sinusoidal wave of plate current. 


6. Capital letters with subscripts , and , indicate r-m-s or crest values of 
alternating quantities. Crest values of sinusoidal alternating quantities are 
distinguished from r-m-s values by the addition of the second subscript » (see 
Fig. 3-20). 


In tetrodes and pentodes and in tubes having more than three grids, 
it is necessary to distinguish between the voltages and between the 
currents of the various grids. This is done by means of the addition of a 
number in the subscript to indicate the number of the grid.” Thus ec, 
€c2, €3, etc., indicate the instantaneous total voltages of the first, second, 
and third, etc., grids, grid 1 being nearest the cathode. Usually the 
first grid serves as the control electrode, and ¢,; indicates the control-grid 
voltage. In many analyses it is necessary to speak only of the control- 
grid voltage. It is then convenient to omit the number in the subscript, 
even though the tube contains more than one grid. In the work that 
follows, therefore, it will be understood that, when no number appears 
in the subscript, reference is to the control grid and that the term grid 
refers to the control grid. 
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The symbols are as follows: 


Control-grid supply voltage... 0.0.6.0. cece eee ene Bec: Or Eee 
Sereen-grid supply voltage........0..0.0 000.0 cee cece eee eee ee Ecce 
Plate supply voltage... 0.0... cc cece nee e eens Ey 
Filament or heater supply voltage..........0..0..00.00 000 cee eee cence Es; 
Instantaneous value of grid excitation voltage....................00.. V9 
Instantaneous value of plate excitation voltage....................... Up 
Instantaneous total grid voltage............ 0.00.00 e eee eee ee “. @e 
Instantaneous total plate voltage.............0 0.0... eb 
Instantaneous total grid current........00.0.000 020 ee ee nes te 
Instantaneous total plate current...........00.00 20.00 c cece t 
Quiescent (zero excitation) value of grid voltage...................... Eco 
Quiescent (zero excitation) value of plate voltage..................... Boo 
Quiescent (zero excitation) value of grid current...................... Leo 
Quiescent (zero excitation) value of plate current..................... Ibo 
Voltage corresponding to time axis of wave of ‘varying plate voltage..... Ev: 
Current corresponding to time axis of wave of varying plate current..... Ive 
Average value of grid voltage (grid bias)...................0000e002++ He (or Bea) 
Average value of plate voltage........0.0.0.. 0. ccc cece eee ee eee Ea 
Average value of grid current........ b itassendt a aah ralanich oha hiss, 2c sate teat ia Tes 
Average value of plate current. . st Uatasieeng ae dee 
Instantaneous value of alternating ‘component of grid ‘voltage. Se esate aes eg 
Instantaneous value of alternating component of plate voltage, measured 
relative to the time axis of the wave of alternating plate voltage...... ep 
Instantaneous value of alternating component of plate voltage, measured 
relative to average plate voltage........... 05... c cee cee eee Cpa 
Instantaneous value of alternating component of grid current.......... tg 


Instantaneous value of alternating component of plate current, measured 
relative to the time axis of the wave of alternating plate current (see 


Bigs 3-19) iis dca tins dane saves SAM Seen ae ae eae aba se ews wal tp 
Instantaneous value of alternating component of plate current, measured 

relative to average plate current (see Fig. 3-19).................0005 tpa 
Effective value of alternating component of grid voltage............... E, 
Effective value of alternating component of plate voltage.............. E, 
Effective value of alternating component of grid current............... I, 
Effective value of alternating component of plate current.............. I, 
Crest value of sinusoidal alternating component of grid voltage (grid 

SWIND) cei cres waieta is Aalathcs sh boateh aoa hs aaron in vets wh we 4 pid teal Ba RS Eqm 
Crest value of sinusoidal alternating component of plate voltage........ Em 
Crest value of sinusoidal alternating component of grid current......... Tom 
Crest value of sinusoidal alternating component of plate current........: Ipm 

+ ot . (zc) = (Tew + je) 

Impedance of the grid circuit at angular frequency w...... { OF Ze = te + Jey 


Impedance of the plate circuit (load impedance) at angular 


a eee soc {ip Oe = Oe tila 


frequency w : 
or 2 = 7T5 + jx 


1 : 
; Yeo = (ee = (ge)o — J(bedw 
Admittance of the grid load at angular frequency w... on 
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Wie = Gy = We — JOve 


1 ‘ 
Or ye = = g, — joo 


Admittance of the plate load at angular frequency w. 


D-c resistance of the grid load.. Soa dia eink Ga ache Regatta Pes See de 

D-c resistance of the plate load... aoe see te cok ute 
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3-17. Current and Voltage Relations in the Grid and Plate Circuits.— 
The following relations are apparent from Fig. 3-18 and from Fig. 3-19 
and the similar wave of plate voltage: 


ts = Int + tp = Ita + tna . (3-24) 

> = Eye + Cp = Hea + Cpa (38-25) 

Boa = Ey — Trals (3-26) 
di ae ee eke 

oo = 5 — (x, oy + rin + & J bp it) (3-27) 


in which Ly, 7, and C, are the equivalent series inductance, resistance, 
and capacitance of the plate load. For the special case in which the 
wave of alternating plate current is symmetrical, as illustrated by the 
sinusoidal current wave of Fig. 3-20, Ib, and Is: are identical with I, and 
Eva and Ey are identical with Ey. i» and ip. are then also identical, as 
are ¢, and éj,2. For a symmetrical wave, therefore, Eqs. (3-24), (3-25), 
and (3-26) reduce to the following: 


to = Ite + %p ; (3-28) 
3 Be te, (3-29) 
By = Ey — Ins (3-80) 


Equation (3-30) also holds when the excitation voltage is zero. When 
the plate current is sinusoidal, Eq. (3-27) may be written more con- 
veniently in terms of effective values, as follows: 


Ep = Vp — Its (8-31) 


In many circuits the plate excitation voltage V, is zero, and Eq. (3-31) 
reduces to 
Ey = —I (3-32). 


The following equations are apparent from Fig. 3-18 and from a 
diagram analogous to that of Fig. 3-19: 


be = Tet + tg = Leal + tga (3-33) 
eo = Ect + &g = Ey + ga (8-34) 
E, (or Hea) = Ecco — Tcake (3-35) 


I 


&g 


d,| .,1f. 
i= (u. a + tein + i - iv) (3-36) 
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in which L,, r., and C. are the equivalent series inductance, resistance, 
and capacitance of the grid load. In many vacuum-tube circuits, cur- 
rents other than grid current flow through impedances contained in the 
grid circuit (see Sec. 4-1). The expression for e, given by Eq. (3-36) 
must then be replaced by one including the alternating voltages resulting 
‘from the flow of these additional currents. 

’ In many vacuum-tube circuits the control grid is maintained suffi- 
ciently negative so that grid current does not flow. Unless some other 
direct current flows through a resistance contained in the grid circuit, 
Eq. (3-35) then simplifies to 


E.(or Ea) = Ecc (3-37) 


and, unless some other alternating current flows through an impedance 
contained in the grid circuit, Eq. (3-36) becomes 


Cy = Vy (3-88) 
“which may also be written in terms of effective values as follows: 
E,=V,. (3-39) 


The method of evaluating Z,, when E, results wholly or in part from the 
flow of alternating currents through impedances contained in the grid 
circuit, will be explained in detail in Sec. 4-1. 

3-18. Static and Dynamic Operating Points.—The steady values 
of electrode voltages and currents assumed when the excitation voltages 
are zero are called the quiescent or static operating voltages and currents. 
The point on the static characteristics corresponding to given static 
operating voltages and currents is termed the static operating point (or 
quiescent point). The static operating point will be indicated on the 
characteristic curves by the letter O and will sometimes be referred to 
as the O-point. The average values of electrode voltages and currents 
assumed with excitation are called the dynamic operating voltages and 
currents. The corresponding point on the plate characteristics is termed 
the dynamic operating point and will be indicated by the letter A. The 
dynamic and static operating points coincide when the wave of plate 
current is symmetrical. Static and dynamic operating points will be 
discussed in detail in Secs. 4-7 to 4-13. 

The amplitude of the alternating control-grid voltage Em is called 
the grid swing. The direct component of control-grid voltage E, is 
called the grid bias or C bias. Because the symbol E, has long been used 
to represent the grid bias, this symbol, rather than the alternative Eva, 
will be used throughout the remainder of this book. Grid bias may be 
obtained by the use of a battery or other source of fixed voltage, or it 
may be produced by the flow of cathode current through a resistance, as 
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in Figs. 5-7 and 5-8. The former is called fixed bias, the latter self-bias. 
The term bias is also sometimes applied to the direct component of 
voltage of electrodes other than the control grid. 

3-19. Generation of Harmonics.—TIf a sine wave of excitation voltage 
is applied to an electrode of a vacuum tube, it is found that the plate 
current in general contains not only an alternating component of the 
same frequency as that of the applied voltage but also components whose 
frequencies are equal to harmonics of the impressed frequency. Usually 
there is also a change in average plate current. If two or more sinusoidal 
voltages are impressed simultaneously the wave form of the alternating 
plate current is even more complicated, containing the applied frequencies 


Average. _ 
currerit 


&g 


Fig. 3-21.—Generation of second-harmonic and steady components of plate current by a 
tube with a parabolic transfer characteristic. 


and their harmonics and also frequencies equal to the sums and differences 
of the applied frequencies and their integral multiples. ! 

The generation of. new frequencies by a vacuum tube is associated 
with the fact that it is not a linear circuit element, 7.¢., that the charac- 
teristic curves are not linear. The appearance of plate-current com- 
ponents of frequencies different from the impressed frequency as the 
result of curvature of the transfer characteristic can be readily demon- 
strated graphically. The transfer characteristic of Fig. 3-21 is parabolic, 
and the exciting voltage sinusoidal, as indicated by the curve of e,. The 
wave of 7, is constructed by finding from the transfer characteristic the 
values of instantaneous plate current corresponding. to instantaneous 
grid voltages at various instants of the cycle. The dotted curves show 

1Tt is evident, therefore, that it is not in general possible to apply to the vacuum 
tube the superposition theorem, which states that the current that flows through a 
linear circuit element as the result of a number of simultaneously impressed voltages 
of different frequencies is equal to the sum of the currents that would flow if the 
various voltage components were applied individually. . 
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the fundamental, steady, and second-harmonic components into which 
the alternating plate current 1, may be resolved, 

3-20. Series Expansion for Alternating Plate Current.—Theoretically, | 
it should be possible to predict from Eq. (3-2) and corresponding tetrode 
and pentode equations the form of the alternating plate current cor- 
responding to an exciting voltage of known wave form. Practically, 
however, F(e, + nec + €) is so complicated in form that Eq. (8-2) is of 
little or no value for this purpose. The behavior of a nonlinear circuit 
element can in general be analyzed mathematically most readily by 
expressing the alternating current in the form of an infinite power series. 
For a two-terminal element, in which the current depends upon only one 
voltage, the series involves only the impressed voltage, the element 
impedance and its derivatives at the operating point, and the circuit 
impedance. It may be derived by the application of Taylor’s expansion 
for a function of one variable to the functional equation of current. 
Because the plate current of a vacuum tube depends upon all the electrode 
- voltages, a complete series expansion applicable to a tube with three or 
more electrodes must involve all electrode voltages, as well as various 
tube factors and their derivatives at the operating point.!_ The general 
series expansion. for tetrodes and pentodes is complicated, therefore, 
particularly if control-grid current is assumed to flow and the control- 
grid circuit contains an impedance. When all electrode voltages except 
those of the control grid and the plate are constant, however, as is 
usually true, the action of multigrid tubes is similar to that of triodes, and 
the general form of the series reduces to that for a triode. The triode 
expansion may consequently be applied to any tube in which only the 
plate and control-grid voltages vary. Furthermore, most problems in 
which the series expansion is of value can be adequately treated by the 
use of the form derived under the assumption that control-grid current 
does not flow. A further simplification results from the assumption that 
wis constant, which is approximately true in many tubes. For the gen- 
eral forms of the series expansion for plate current of multigrid tubes, and 
for the similar expansions for currents to other electrodes, the student 
should refer to the work of Llewellyn? and others.’ 

3-21. Series Expansion. Resistance Load.—The series expansion 
for the plate current of a triode with negative grid voltage, constant 
amplification factor, and nonreactive load has the following form: 


tp = aie + age? + ase? + > + + ~ (3-40) 

1 Carson, J. R., Proc, I.R.E., 7, 187 (1919). 

? LLEWELLYN, F. B., Bell System Tech. J., 5, 433 (1926). 

3 BrainerD, J. G., Proc. I.R.E., 17, 1006 (1929); Caporaus, P., Proc. I.R.E., 
18, 1593 (1930); Boner, M. O., Phys. Rev., 39, 863 (1932); Bennett, W. R., Bell 
System Tech. J., 12, 228 (1933); Esptey, D. C., Proc. 1.R.E., 22, 781 (1934); Barrow, 
W.L., Proc. T.R.E., 22, 964 (1934). 


Sec. 3-22] - GRID-CONTROLLED HIGH-VACUUM TUBES 75 


where 
_ ia 
a lp + 1% 
- —_H'tp _ of» 
a, = Gs Fn) des (3-41) 
= By = orp ars) 
a= 6(rp + 7) |r, 2) ()' - — ToT + 1) 
and 
e=e% +7 . (3-42) 


' For common high-vacuum triodes, Eq. (3-40) converges rapidly 
enough so that the required accuracy ‘is usually obtained with only a 
few terms of the series if the current amplitude is not too great. drp/dep 
may be evaluated by plotting a curve of ry vs. e, determined from the 
static plate characteristic corresponding to the given operating grid bias. 
Or,/de, is the slope of this 7,-e, curve at the point corresponding to the 
operating plate voltage. Other higher-order derivatives may be evalu- 
ated in a similar manner from curves of derivatives of the next lower 
order, but the accuracy rapidly decreases with increase of order of the 
derivative. The value of the series expansion lies not so much in the 
direct solution of numerical problems, as in the general analysis of 
the operation of vacuum tubes. In later chapters the series expansion will 
be applied to the analysis of the operation of vacuum tubes as amplifiers, 
detectors, modulators, and oscillators. 

3-22. Derivation of Series Expansion..—Equations (3-40) and 
(3-41) are derived by applying Taylor’s theorem for two variables to 
Eq. (8-2). This gives the following equation for alternating plate 
current: 


oo es 1 Oty Oty 1 {du 
in = (Bee + Ben) + (% e + $e <*) * 
mn (2, e+ $e a) +. ++ (3-43) 


dy \". d ; 
50, or) isa convenient symbolical 
b 


in which a term of the form (% @g + 


representation of the terms? 


1 The following outline of the derivation of Eqs. (8-40) and (3-41) is included in 
order to explain the general method and justify the use of these equations throughout 
the remainder of the book. The student will not be seriously handicapped by 
omitting Sec. 3-22. ; ; 

2 Oscoop, W. F., ‘Advanced Calculus,” p. 172, The Macmillan‘Company, New 
York, 1925. 
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n(n — 1) Ot, 

€y” ep + 

- 7 2) de," *de," 


eee n—1)(n —2 O74, 
r gat eg” ep? +--+ (8-44) 


0", he n 0 ng, 


den”) Th de 8ep 


Cg” ey” 


and all derivatives are evaluated at the static operating point. 

Although the amplification factor varies with operating voltages, for 
many purposes sufficient accuracy is obtained by assuming it to be 
constant. Under this assumption a term of the form 0%1,/0é."*"de,” 


0", * 
becomes p"-” oo and Eq. (3-43) reduces to 


(Cp + meg)? 07%, 


— = (€p + hes) = oh =F 


2! 0e,? 
Cy + pe,)? 034; 
(ep 31 a) Pras car (3-45) 
But, at the operating point, 
ais 
Oey lp 
0% df 1 1 or, 
dey? ee (;) 5a dep o-90) 
: O%ty _ = 2 ~ 7,2] 
de? ry? _ "? Be, 
Therefore, 
— Cp + beg 2 (Cp + bey)? Ory 
@ Ilr, Qr,2 Oe * 
(Cp + pe,)* ory!’ or 
"Bir,® 2 Ie, — "» 96,2 + +++ (3-47) 


The plate resistance r, and its derivatives in Eq. (3-47) are evaluated 
at the operating point. 

Vacuum tubes are usually used with some form of.load impedance 
in the plate circuit. It is convenient to consider first the relatively 
simple case in which the load is a resistance. For resistance load, 
Eq. (3-27) is 

Cp = Vp — Up%e (38-48) 
and 


Cp + Meg = Vp + Meg — Ayhs = pb (« + *e) — Ups - (3-49) 


or 
Cp + Hey = We — Upls (3-50) 
* This may be shown by applying %)/dec*~™de,™ and di,/de" to Eq. (3-2). 


Sec. 3-23] GRID-CONTROLLED HIGH-VACUUM TUBES 77 


Substituting Eq. (3-50) in Eq. (8-47) gives 


we — ints (we — ts)" orp 
Saat 
L!rp 2! ry? des 


be (RY ate] 


Equation (3-51) cannot be conveniently used, paenaie i» appears in an 
involved manner on the right side of the equation. An explicit expression 
for 7p may be obtained by assuming that 7, is of the form of Eq. (8-40) 


tp = aye + age? + ase®> +--+ (3-40) 


The coefficients of Eq. (3-40) may be evaluated by substituting (3- =) 
‘in (3-51), giving 


tp = 


y fon n=l _ n=1 
© Lr, 2!r,? de, 
n=] . 
e C-} 3 
Be — 1 ne” ‘ 
Eras Scenes meaey 2 Py (cae he rele... (89) 
3!7,8 dep ? der? 


° 
Equation (8-52) is an identity, which must hold for all values of e. 
This can be true only if for every value of n the summation of terms 
in e* on the left side of the identity is equal to the summation of terms 
of e” on the right side. Terms in e on the right side arise only from the 
first term of Eq. (8-52). Therefore, 


aye = (“ _ a) e (3-53) 
Tp lp 


Terms in e? arise from the first two terms of the right side of Eq. (8-50). 
Therefore, 


a 2 

ete E 4 (u me ‘| e2 (3-54) 
By the solution of Eqs. (3-53) and (3-54) and a similar equation in-e?, the 
first three coefficients of Eq. (3-40) may be shown to have the values 
given by Eqs. (8-41). 

3-23. Harmonic Generation and Intermodulation.—Before proceed- 
ing to a discussion of the more general problem of a tube with impedance 
load it is necessary to show that the presence of the second- and higher- 
order terms of the series is associated with the production of components 

of alternating plate current of frequencies other than those which are 
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contained in the applied signal. Consider, for instance, the simple case 
in which the excitation voltage has only a single frequency. Then 


e= Ey sin wt 
= £,? sin? ot = 44m? — 4E 2? cos 2ut (3-55) 
ée = 2£,,3 sin wt — +E,,3 sin 3et 


Thus the second-order term of the series gives rise to a steady component 
and to a second-harmonic component in the alternating plate current. 
The third-order term gives rise to a fundamental and a third-harmonic 
component of alternating plate current. The production of harmonics 
in the plate current has been shown graphically in Fig. 3-21 for the simple 
case in which the static characteristics are assumed to obey a parabolic 
law, % = A(e + ne-)?, and z is assumed to be zero. If ry is ZeLO, Ay, Qe, 


. ‘ Oty we 07%, pe 0°%, . 
and a3, as given by Eqs. (8-41), reduce to u Be,’ 2 aa? 28d 3) 96,9 
n Ong ; 03 
respectively. Similarly, any coefficient a, reduces to aloes it Since fat 
b 


and higher-order derivatives of plate current with respect to plate 
voltage are zero when the static characteristics obey a parabolic law, 
the plate-current series contains only the first- and second-order terms. 
Consequently the alternating plate current should consist of fun- 
damengal, steady, and second-harmonic components when the excita- 
tion is sinusoidal. This is in agreement with Fig. 3-21. 

If the excitation voltage contains more than one frequency, the plate 
current contains not only the impressed frequencies and their harmonics, 
but also frequencies equal to the sums and differences of the impressed 
frequencies and their integral multiples, as may be shown by expanding 


(Ey sin wit + Ey sin wel + Ey sin West + a 'e 3e yr. 


These are called intermodulation frequencies. Intermodulation is defined 
as the production, in a nonlinear circuit element, of frequencies equal to 
the sums and differences of integral (1, 2, 3, etc.) multiples of. two or 
more frequencies which are transmitted to that element. It should be 
noted that the harmonic and intermodulation frequencies contained in 
the output are not present in the impressed excitation but are generated 
by the nonlinear circuit element. It is also important to note that the 
fact that the intermodulation frequencies are equal to the sums and 
differences of multiples of the impressed frequencies does not imply that 
these sum and difference frequencies are the result of interaction of the 
generated harmonics. The sum and difference frequencies and the 
harmonics are generated simultaneously by the nonlinear element. It 
will be shown in later chapters that intermodulation jn vacuum-tube 
circuits is sometimes desirable and sometimes objectionable. 
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* The production of intermodulation frequencies can be demonstrated 
in a striking manner by a simple laboratory experiment. The voltages 
from two audio-frequency oscillators are filtered to remove harmonics 
and are applied in series to the grid circuit of a vacuum tube. The 
voltage developed across a plate load resistance (preferably considerably 
smaller than the plate resistance) is applied to the input of a low-pass 
filter (0 to 3000 eps, for instance), the output of which goes to headphones 
or, through an amplifier, to a loud-speaker. The oscillator frequencies 
are made high enough so that the fundamental components of the output 
voltage cannot pass through the filter. Various combinations of oscilla- 
tor frequencies can be found at which one or more frequencies are heard 
in the phones, the pitch of which varies with the tuning of either oscilla- 
tor. The frequencies are always found to be equal to the difference 
between one oscillator frequency ‘or one of its multiples and the other 
oscillator frequency or one of its multiples. Since the application of 
oscillator harmonics to the grid is prevented by filtering the oscillator 
voltages, the frequencies that are heard in the output are generated by 
the tube. A similar experiment, performed with a high-pass filter in 
the output, demonstrates the production of intermodulation frequencies 
equal to the sums of the oscillator frequencies and their multiples. 

3-24. Series Expansion. Impedance Load and Variable Amplification 
Factor.—The derivation of the series expansion for the more genesal case 
of impedance load, although similar in form to that for resistance load, is 
considerably more complicated. Since the coefficients of the series 
involve the load impedance, which depends upon the frequency, there 
must be a coefficient a, for each frequency arising from the expansion of 
e" = (EF, sin wt + EF, sin wt + - + - )",-instead of a single coefficient 
a,, a8 with resistance load. This fact may be indicated by writing Eq. 
(3-40) in the form | 


Up = Daye + Dare” + Daze? + me pen (8-56) 


An exc&llent development of the series expansion for the general case of 
impedance load and variable amplification factor has been given by 
Llewellyn, who has derived the first two coefficients.!. These are 


(a1), = T GN 
(2) nk = 
Ory 


128 rg? = Ceoatendad + SE bry + eaallry + Goal — wry 2 
Qirp + (z)alir> + Z)allrp + ()n—x] 


(8-57) 


1 LLEWELLYN, loc. cit. 
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in which ; 
(a), =retij(), Hs. = 0% — j(t)e 
* (Zea = To + j(X)n—x 


and r, and u and their derivatives are evaluated at the operating point: 
The subscript , in the symbol (zs), indicates that the reactance of the 
load is to be evaluated at the frequency 2rh. The coefficient (a),+2 i8 
similar to (d2),_. except that (%), and (z),-1 are replaced by (z), and 
(2)n+z, respectively. The coefficients for the second-harmonic and 
steady components may be written in the forms (@2)i4x, (de)e+n, (A2)a—a, 
(a2)x-z, ete., and found from the formulas for (a2)a4, and (a2); by 
replacing & by h wherever it appears in these formulas. 

Because the plate current contains components having different 
frequencies, the series expansion cannot be stated in terms of effective 
values of currents and voltages. Since an imaginary component of 
instantaneous current has no apparent meaning, some question arises 
as to the significance of the use of complex coefficients in conjunction 
with instantaneous values of voltage. No difficulty arises, however, if 
the coefficients are considered as a form of shorthand notation. The 
magnitude of each coefficient can be used to determine the amplitude of 
the particular component of plate current, and the angle can be used to 
determine the phase angle of that component of current. Consider, for 
instance, the simple case in which e is of the form FH sin wt. The first 
coefficient a; is u/[rp + 7% + j(x»)o], and the first term in Eq. (3-56) is 
ue/[rp + 7» + 7(4)o], which should be interpreted as a convenient short- 
-hand method of expressing the instantaneous value of the fundamental 
component of plate current, — 


pi _, (oo 
i — 1 dated Fy 
ate free Gilet sin E tan a+ = 


The second term of the series consists of a steady component and a 
second-harmonic component. The latter is of the complex form 
e 


b 2 
c+ja°’ 


: : bE? : ~ 
which should be interpreted as Vera sin (2ue — tan“! 3) If the 


exciting voltage contains two frequencies f, and f, whose values are, by 
way of example, 60 and 100 eps, respectively, the exciting voltage is of 
the form’ £, sin 120ct + E; sin (2000c¢ + 6). The first term of Eq. 
(3-56) then becomes! yex/[rp + (2)1202] + uee/[rp + (2s)2000r], which 


1 The symbols (z)120r and (2s)1207 indicate that the impedance and the reactance 
of the load are to be evaluated at the frequency 120 cps. 
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should be interpreted as 


cm sin | 120c¢ — tan-1 (a5) 120 
V (rp + 16)? + (26) s20" ae 


HE : pop were some | 
+ VGre ny? Gates sin | 20008 + 6-— tan rare 


The second term of the series gives rise to a steady component, a 120- 
cycle component, a 2000-cycle component, a 1060-cycle component, and a 
940-cycle component. The. amplitude of the latter component can be 
determined, for example, by multiplying the product #,,#;, by the magni- 
tude of the coefficient (@2)940, which is found by substituting (2) s000r, 
(25) 120, ANG (Z)iss0r in Eq. (3-59).! The amplitudes of the other com- 
ponents can be found in a similar manner. 

When only the first term of the series expansion is taken into con- 
sideration, 7.e., when the tube is assumed to be a linear circuit element, 
the plate current contains only the impressed frequencies and Eq. (3-56) 
reduces to 


- pe 
tp = ord (8-58) 


for each frequency contained in the excitation voltage e. Effective 
values of current and voltage may then be used and Kq. (3-58) written 
in the form 

bE = wE, + Vy 
Tr +2 T+ 2 


No step in the derivation of Eqs. (3-40) and (3-41) restricts these 
equations to alternating exciting voltage. They apply equally well when 
e is a small change of applied grid or plate voltage. Equations (3-56) 
and (3-57), on the other hand, involve impedances that are evaluated 
at specific frequencies. They cannot, therefore, be used when e is not a 
periodic function of time. The sudden application of grid or plate 
excitation or of direct voltages will in general result in the production of 
transient components of plate current when the grid or plate circuits 
contain reactance. The theory of the transient behavior of tube circuits 
is beyond the scope of this book.? 

3-25. Relation of Series Coefficients to Dynamic Tube Characteris- 
tics.—A study of Eqs. (3-41) and (3-57) shows that the introduction of 
load impedance into the plate circuit reduces the ratios of the coefficients 


Ip = (3-59) 


1The amplitude of a plate-current component whose frequency is nf, + mf; is 
equal to E,"£," multiplied by the magnitude of the coefficient (dn—m) nak i 

2 Jackson, W., Phil. Mag., 18, 143, 735 (1932); Scutusineur, K., E. N. T., 38, 144 
(1981). ; 
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of the higher-order terms of the series to the first-order coefficient. This 
can be shown most readily for the special case of resistance load. For 
resistance load, Eqs. (3-57) give the following expression for the ratio of 
the coefficient of the second term to the coefficient of the first term of the 
series: 


2 2 
ou og = Hoe Ou (Tp + 1)? i arp 
a2 _ 9 Oec kk dey (3-60) 
a1 2p F 7)? 


As 7 is increased, the ratio is reduced and approaches the limiting value, 
4(-— -— If » is practically constant, as is true over certain ranges 

KO ep ; 
in many tubes, the ratio of a, to a; decreases rapidly and becomes neg- 
ligibly small as rp becomes large. If y is constant, the introduction into 
the plate circuit of a load resistance equal to twice the plate resistance 
reduces a; to $ its value for zero load resistance and a, to 7 its value 
for zero load resistance. The ratios of a3 and higher-order coefficients 
to a, decrease even more rapidly with increase of load resistance than that 
of a to a: A similar analysis for the more general case of impedance 
load, although not quite so simple, also shows that in general the ampli- 
tudes of the second- and higher-order terms of the series are decreased 
relative to the amplitude of the first term by an increase of load impedance 
and, if » were constant, could be reduced to any desired degree by making 
%/T, sufficiently high. , 

Equations (3-40) and (3-41) show that for resistance load the dynamic 
transfer characteristic would be a straight line if the series contained only 
the first term and that the presence of the higher-order terms is associated 
‘with curvature of the dynamic transfer characteristic. If only the first 
. term were present, a change of grid voltage Ae, would result in a propor- 
tional change of plate current Az,, indicating a linear relation between 7 
and e,. The higher-order terms of the series destroy this linearity, since 
contributions to At from the higher-order terms are not proportional to 
Ae. Reduction of the higher-order terms of the series by increase of load 
resistance is, therefore, accompanied by reduction of the curvature of the 
dynamic transfer characteristic. 

That the transfer characteristic of a triode is straightened in the 
negative range of grid voltage by the introduction of plate load resistance 
and, hence, that the coefficients of the second and higher terms of the 
series are reduced with respect to the first term can also be shown by 
constructing dynamic transfer characteristics for different values of load 
resistance. Although the dynamic transfer characteristics can be most 
readily obtained from the plate family of characteristics in a manner that 
will be explained in Chap. 4, it is instructive at this point to derive one 
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from the static transfer characteristics. O represents the static operating 
point in Fig. 3-22. With no external resistance in the plate circuit a 
‘change of grid voltage from E, to E, + Ae, would cause the current to 
change to 7’, corresponding to a new point a on the same static character- 
istic. With resistance in the plate circuit, however, the increase of plate 
current accompanying the change in . 
grid voltage increases the JR drop in 
the plate circuit and thus reduces the 
voltage of the plate to a new value 
Ex, — RsAi, corresponding to point a’. 
Similarly, if the grid voltage is changed 
to EH, — Ae,, the point shifts to b’. By 
plotting corresponding values of 7 and 
e, it is possible to obtain the complete 
dynamic transfer characteristic, shown 
by the dashed line. Figure 3-23 shows 
the dynamic transfer characteristics of 
a type 56 triode for various values of 
resistance load, the plate supply voltage 
being increased with R, in such a manner as to maintain the same static 
operating point. Figure 3-24 shows similar curves for constant plate 
supply voltage. 
In the positive range of grid voltage, the introduction of load resist- 
ance into the plate circuit may increase the curvature of the transfer 


Plate Current 


\ 


Grid Voltage 
Fia, 3-22.—Construction of a dy- 
namie transfer characteristic from the 
family of static transfer characteristics. ° 
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Fig, 3-23.—Dynamic transfer character- 
istics of the type 56 triode for four values of 
load resistance at fixed operating voltages. 

‘ty = Bo. 


characteristic. 


Grid Volts 


Fig. 3-24.—Dynamic transfer character- 
istics of the type 56 triode for five values of 
load resistance at fixed plate supply voltage. 


The reason for this is made apparent by reference to Fig. 


3-6. Since the amplification factor is equal to the slope of the ee, 
characteristics, it is evident from Fig. 3-6 that the amplification factor 


varies greatly in the positive region of grid voltage. 


Hence the ratio 
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ae/a given by Eq. (3-60) does not approach zero as 7; is increased, but 
increases with r, at large values of 7. The inerease of curvature with 
increase of load resistance can also be explained readily physically. As 
pointed out on page 49, the bending over of the transfer characteristics at 
positive grid voltages results in part from diversion of electrons to the grid. 
At a given positive grid voltage, the. number of electrons diverted to 
the grid increases as the plate voltage is decreased. The increase of 
IR drop resulting from an increase of load resistance decreases the plate 
voltage. More electrons are diverted to the grid, and so the plate current 
is decreased. Increase of load resistance therefore increases the bending. 
over of the transfer characteristics at positive grid voltages and may éven 
cause them to have maxima. 
by At large values of grid excitation voltage, 
the amplification factor of pentodes is not con- 
stant throughout the negative-grid range of 
operation and, although the curvature of the 
transfer characteristic first decreases with 
increase of load resistance, a value is reached 
beyond which curvature again increases (see 
E, Oe Sec. 6-25). 

Grid Voltage When the load contains reactance, as well as 

Fra. 3-25.-—Typical dy- resistance, the behavior is complicated by the 
namic transfer characteristic phase difference between the plate voltage and 
for mdnctiee load. 

plate current. If the impedance is sufficiently 
heh, the dynamic transfer characteristic obtained with sinusoidal excita- 
tion is nearly elliptical. For lower values of impedance the dynamic 
transfer characteristic resembles an ellipse but has a curved axis, as shown 
for inductive reactance in Fig. 3-25. As the reactance is reduced, the 
path of operation gradually changes into the curve obtained for pure 
resistance (see Sec. 4-6). 

3-26. Dynamic Plate Resistance.—The dynamic plate resistance is the 
quotient of the alternating plate voltage by the inphase component of the 
alternating plate current, all other electrode voltages being maintained 
constant. The quadrature component of current, which results from 
electrode capacitances and, at ultrahigh frequencies, from electron transit 
time, is negligible at low audio frequency. The inphase component of 
plate current corresponding to a given alternating plate voltage when 
other electrode voltages are constant may be found from Eqs. (3-40) to 
(3-42) by making e, and r, zero. When ris zero vp = @p, and Eq. (3-40) 
becomes ° 


Plate Current 


Tp 2p? de Grpr>V de ? den? 


“52 3 , 2 
ee Ge SG (2% 1, Sr) 4... (3-61) 
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Because of curvature of the static plate characteristics, the derivatives 
of the plate resistance are not zero. When the excitation voltage is high, 
therefore, the second- and higher-order terms of Eq. (3-61). are not negligi- 
ble. Contributions of the third- and other odd-order terms to the funda- 
mental component of plate current cause the ratio of the alternating plate 
voltage to the fundamental component of alternating plate current to 
differ from rp, the static plate resistance. As e, is reduced, however, the 
ratio of the higher-order terms to the first term decreases, and e,/ty 
approaches r,. If the amplitude of the plate excitation voltage is small 
enough, the dynamic plate resistance approximates the value determined 
from the slope of the static characteristic at the operating point (at 
frequencies low enough so that the electron transit time is negligible). 
The static plate resistance may, therefore, be found dynamically by using 
a sufficiently small plate excitation voltage. In a similar manner it may 
be shown that the dynamic measurement of transconductance and of 
variable amplification factor requires the use of small excitation voltages. 


Problems 


3-1. From the static plate characteristics of the type 6J5 tube find the values of 
Hy Tp, and gm at the point H, = 200 volts, #, = —8 volts. 

3-2. From the static plate characteristics of the type 6SJ7 tube, find the values of 
My Tp, and gm at the point EH, = 200 volts, Z, = —2 volts. 

3-3. a. From the lowing data find approximate values-of y, rp, and dn at the 
point £, = 180 volts, £, —12.5 volts. (Note that only two of-these factors can be 
found directly from the date, given.) 


Ey, volts} E,, volts | Ip, ma 


180 —12.5 7.5 
160 —10.0 7.5 
180 —12.3 7.84 


b. From the following data find approximate values of Hs Tp, and gm at the point 
Ey = 250 volts, E, = —16 volts. 


Ey, volts| E., volts | Ib, ma 


250 —16 2.0 
220 —14 2.0 
260 —16 3.0 


3-4. Determine the frequencies of all components of alternating plate current 
associated with the first three terms of the plate-current series when the frequencies 
60, 100, and 900 cps are simultaneously impressed upon the grid of a vacuum tube. 
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3-5. Equation (3-2) suggests that it should be possible to express the alternating 
plate current by the following series, in which u is assumed to be constant: 


dp = kilep + weg) + kelep + wey)? + ks(ep + He)? + ++ (3-62) 
By differentiating both sides of this equation successively and evaluating each 
derivative at the operating point, show that k,n = |, x + and thus derive 


Eq. (3-45). 
3-6. a. Show that, if the amplification factor is constant and the load impedance 


pw” on4, é 
= a [see Eq. (3-45)]. 


zero, the coefficients a, of the series expansion for.z, reduce to 

b. Show that, if the static characteristics are assumed to be parabolic, all coefficients 
of terms of the series expansion for 7 of higher order than the second are zero. 

c. By means of the series expansion show that for parabolic characteristics, con- 
stant amplification factor, and zero load impedance the amplitudes of the steady and 
second-harmonic components of plate current are one-fourth the amplitude of the 

‘fundamental component when the grid bias #, is one-half the cutoff value and 
e=e = E, sin wt. 

3-7. Show that Eqs. (3-57) reduce to Eqs. (3-41) if » is constant and the load is 
nonreactive. 

3-8. Evaluate a; and a2 graphically for a type 6J5 triode with resistance load at 
rated operating voltages when (a) ry = 0; (6) ro = rp; (c) 7» = 2rp. 


CHAPTER 4 


METHODS OF ANALYSIS OF VACUUM TUBES AND 
VACUUM-TUBE CIRCUITS 


Since the application of vacuum tubes is governed in part by the 
extent to which it is possible to analyze the operation of tubes and asso- 
ciated circuits, a study of the methods of analysis is of considerable 
importance. This chapter will, therefore, present analytical and graphi- 
cal methods of analysis of high-vacuum tubes and their circuits. 

4-1. The Equivalent Plate Circuit.'—In the solution of many vacuum- ° 
tube problems, particularly when the excitation voltage is small and the 
load impedance high, sufficient accuracy is obtained by making use of only 
the first term of the series expansion for the plate current [Eqs. (3-58) 
and (3-59)|. To a first approximation the alternating plate current is 
then given by the equations 


pe pe 


te tnt in eo) 
ue 
a ny | 4-2 
Vietat ae 
where 
= V> re, —1__%% 
K= i + EH, and 6= — tan re 


In these equations r, is the plate resistance at the operating point, and 
z is the impedance of the plate load at the frequency of the applied 
voltage. The value of J, given by Eqs. (4-1) and (4-2) is the same as that 
which would flow in the simple series circuit of Fig. 4-la. This equivalent 
plate circuit may, therefore, be used to find the approximate value of the 
fundamental component of plate current and of the currents in the various 
branches of the load impedance. This fact may be expressed in the 
form of the equivalent-plate-circuit theorem for amplification, which states 
that the fundamental component of alternating plate current is approxi- 
mately equal to the current that flows as the result of the application of 


1 Mier, J. M., Bur. Standards Bull. 15, 367 (1911); Proc. I.R.E., 6, 141 (1918) ; 
Van DER Bu, H. J., Phys. Rev., 12,.171 (1918); Proc. [.R.E., 7, 97 (1919); CHaFree, 
E. L., Proc. I.R.E., 17, 1633 (1929); Goopuus, W. M., Electronics, December, 1933, 
p. 341; Ricursr, W., Electronics, March, 1936, p. 19; Lanvon, V. D., Proc. I.R.E., 18, 
294 (1930). 

87 


88 APPLICATIONS OF ELECTRON TUBES [Cuar. 4 


the voltage Vp + yi, to an equivalent circuit consisting of the external 
load impedance in series with a constant resistance equal to the a-e plate 
resistance of the tube at the operating point. 

Equation (4-1) may also be written in the form 


Ex(gr + ye) = Virgo t+ Eygn (4-3) 


Equation (4-3) suggests the parallel equivalent circuit of Fig. 4-1. 
The ease of combining admittances sometimes makes it advantageous to 
use. Eq. (4-3) and the parallel equivalent circuit, in place of Eq. (4-1) 
and the series equivalent circuit, particularly when the load impedance 
consists of a number of parallel branches (see Appendix, Sec. A-1). 

By making use of the first term of the series expansion for the grid 
current, equations analogous to Eqs. - 
(4-1) and (4-3) may be derived for 


tp es] Ez) ies the grid circuit of a triode. 
ul 


<—VpgptEg gin 


1,= ths 44) 
VptpHEg Pas 
(a) (>) and 
Vig. 4-1.—Seri d llel ivalent 
° mm“plate circuits. | Eae(Qg + ye) = Vee + Engn (4-5) 


The equivalent grid circuits are of the same form as Figs. 4-la and 
4-1b, the subscripts », ,, and , being replaced by ,, », and ., respectively 
and w by wy. Equations (4-1) to (4-5) may also be written in terms of 
~ crest values of currents and voltages. Similar equations may be written 
for any electrode of a multigrid tube. 

Equations (4-1) to (4-5) are based upon Fig. 3-18, in which the load 
impedance is assumed to be free of e.m.fs. and the plate excitation voltage 
V, is assumed to be im series with z. The load impedance is in general 
made up of a number of branches that may contain other e.m.fs., in 
addition to or in place of the e.m.f. in series with the entire impedance. 
Application of the principle of superposition, which is valid under the 
assumption that the second- and higher-order terms of the plate current 
series may be neglected, shows that the presence of additional e.m.fs. 
within the load does not affect the currents caused by E, or by a voltage 
V» in series with 2. The equivalent circuit will, therefore, give the 
correct values of currents if the additional voltages are included in the 
equivalent circuit in. the positions that they occupy in the actual circuit. 
The equivalent circuit must include all portions of the actual circuit 
that are conductively, inductively, or capacitively coupled to the plate. 

If the grid circuit contains impedances through which alternating 
current flows, as in Figs. 4-2 and 4-30, the value of the alternating grid 
voltage H, may differ from the excitation voltage V, applied from an 
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external source. V, may, in fact, be derived entirely from the flow of 
alternating currents through impedances contained in the grid circuit. 
In general, therefore, it is necessary to evaluate H, before the network 
equations for the equivalent circuit can be solved. £, is usually found 
most readily from the actual circuit and is equal to the vector sum of all 
alternating voltages between the cathode and the grid along any con- 
tinuous path. 

The use of equivalent circuits greatly simplifies the solution of many 
problems involving tubes and associated circuits. Once the equivalent 
circuit has been formed, it is not even necessary to know that a vacuum 
tube is involved, as fundamental currents and voltages at various points 
may be computed by the ordinary méthods of a-c circuit analysis. The 
validity of the equivalent circuit in a given problem depends upon the 
desired accuracy. If only qualitative results are desired, it is often 
possible to apply the equivalent circuit even when harmonic produc- 
tion is high. Where a high degree of accuracy is essential, the use of the 
equivalent circuit is valid only at small amplitudes. It cannot be 
applied when the conditions of operation are such that current ceases to 
flow during a portion of the cycle of exciting voltage (see Sec. 5-15). 
The equivalent circuit obviously gives no indication of the production of 
harmonics and intermodulation frequencies. The acceptance of the 
equivalent circuit is, therefore, tantamount to the assumption that the 
tube is a linear circuit element. 

Since the grid conducts only when it is positive and since the grid 
characteristics are not linear, the flow of grid current through external 
impedance distorts the alternating grid voltage. Furthermore, the grid 
current varies with plate voltage. For these reasons the simple equiv- 
alent plate circuit is not applicable with accuracy when grid current 
flows through a grid-circuit impedance. Ordinarily, however, in circuits 
in which appreciable grid current is allowed to flow, the conditions of 
operation are such that the equivalent circuit would not be applicable 
even if no grid current flowed. In such circuits it is necessary to resort 
to graphical or experimental methods of analysis. 

4-2. Construction of Equivalent Plate Circuits——Use of the following 
procedure ensures the correct formation and solution of series equivalent 
plate circuits. (See Appendix, Sec. A-1, for parallel-circuit procedure.) 
With suitable changes of yee it may be applied to the circuit 
of any electrode. 


1. Insert the equivalent voltage nE, and the a-c plate resistance 7, in series 
between the plate and the cathode, indicating the polarity of the equivalent 
voltage to be such that the cathode side of the voltage is positive, as in Fig. 4-20.1 


1 The polarities indicate the vector relations between the yoltages, a change in sign 
being equivalent to a reversal in the direction of the vector representing the voltage. 
The polarities may also be construed to apply to the instantaneous voltages at some 
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If alternating voltage is impressed upon more than one grid, there is an equivalent 
voltage in series with r, for each grid that is excited. 

2. Assume polarities for the grid and plate excitation voltages V, and V>. 
It is convenient to indicate the polarities to be such as to make the grid and plate 
positive relative to the cathode. (When excitation voltages that are in phase 
opposition are applied simultanequsly to two electrode circuits, however, only 
one of the excitation voltages can be indi- 
cated as having such polarity as to make 
its electrode positive relative to the cathode.) 

3. Assume positive directions for the 
various alternating circuit currents. It is 
sometimes convenient to choose the positive 
direction of plate current as that in which 
the equivalent voltage uE, tends to cause it 
to flow, i.e., through r, from plate to 
cathode, as shown in Fig. 4-2, but this is not 
essential. 

4. Delete the tube symbol (or show 
dotted), all electrode supply voltages and 
other direct voltages, and all circuit 
branches not coupled to the plate (such as 
the screen circuit of a screen-grid tetrode, 
(b) as it is usually used). 

5. Redraw the resulting equivalent cir- 
cuit in the form in which it may be most 
_ Teadily analyzed. 

6. Express the alternating grid voltage 
E, as the vector sum of all alternating 

(c) voltages between the cathode and the grid 

ied) abe dieeulty break along any continuous path. This can usu- 
responding equivalent series plate cir- ally be done most conveniently by reference 
cuit; (c) equivalent plate circuit after to the original circuit, all currents and exci- 
Sonnet neh tation voltages being indicated in the same 
directions as in the equivalent circuit. Any voltage that contributes to £,, 
including the excitation voltage V,, must: be preceded by a positive sign in this 
summation if it tends to make the grid positive relative to the cathode, and by a 
negative sign if it tends to make the grid negative relative to the cathode. If 
alternating voltage is impressed upon more than one grid, each equivalent grid 
voltage in the equivalent circuit must be evaluated in this manner. It should 


instant in the cycle. When g, is positive, a positive increment of grid voltage produces 
a positive increment of plate current. Likewise, when rp, is positive, a positive 
increment of plate voltage produces a positive increment of plate current. Hence, 
when FE, makes the grid positive relative to the cathode, the polarity of the equivalent 
voltage uE, must be such as to cause plate current of the same direction as is produced 
by a positive plate voltage. This is ensured by making the polarity of the equivalent 
voltage such that it tends to cause current to flow into the plate and calling E; positive 
if it makes the grid positive relative to the cathode. 
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be noted that V, may be zero in some circuits, E, being derived entirely from the 
flow of alternating currents through impedances contained in the grid circuit, as 
in Fig. 4-30m. 

7. Write network equations for each loop of the equivalent circuit. These 
equations, in conjunction with the expression for #, found in step (6), may be 
solved simultaneously to find all circuit currents and voltages. A negative 
value of any current found in this manner merely indicates that the current is 
opposite in direction to the assumed positive value, t.e., that its phase is opposite 
to that assumed in the equivalent circuit. 


The method of constructing equivalent plate circuits and of evaluating 
E, can be shown best with the aid of specific examples. Application of 
steps (1) to (4) of the above procedure to Fig. 4-2a gives the equivalent 
circuit of Fig. 4-2b, which may be rearranged in the more convenient 
form of Fig. 4-2c. The most direct path between the cathode and the 
grid is through C;. The only alternating voltage between the cathode 
and the grid along this path is that resulting from the flow of J, through 
C;. Hence #, = —I2/jwC;. The minus sign must be used because the 
flow of I, in the indicated positive direction causes C; to charge in such 
polarity as to make the grid negative relative to the cathode. An 
alternative path from cathode to grid is through r3 and V,. Summation 
of voltages along this path shows that HE, is also equal to 


ae Vg ot he = Ears. ' 


I2r3 is positive because the flow of J. in the indicated positive direction 
produces a voltage across r; that tends to make the grid positive relative 
to the cathode. Either of these two expressions for E£,, together with 
the three equations obtained by summing voltages in the three loops 
of the equivalent circuit, may be solved simultaneously to find the values 
of the currents in terms of the circuit constants and V,. If C; were 
omitted, Iz would be zero and E, would be equal to V, — Jir3. The 
right-hand loop of the equivalent circuit of Fig. 4-2c would then also be 
absent. 

Alternating voltage may be applied Sette acotaty to two or more 
electrodes in order to produce an alternating plate current, as in the 
circuit of Fig. 4-3a. In this circuit the excitation voltage V,; is impressed 
upon the first grid, but the flow of J, through the resistance r produces 
an alternating component of suppressor voltage. The equivalent 
circuit, shown in Fig. 4-30, therefore contains the two equivalent voltages 
BE, and py3sHy3.1 Hi is equal to Vai, and F,3 is equal to —Iyr. Since 
the screen voltage is constant, the equivalent plate circuit does not 
contain an equivalent screen voltage. If the screen circuit contained an 
impedance, however, the flow of alternating screen current through this 


1 upg = —Oe€p/de,3 at constant Zp. 
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impedance would produce an alternating component of screen voltage, 
which would affect the alternating plate current. The equivalent plate 
circuit would then contain a third equivalent voltage, upeM,2. Since 
Ej, would have to be found from the equivalent screen circuit, which 
would in itself contain three equivalent voltages, two of which would 
‘depend upon the plate current, it is evident that the analysis of the circuit 
would be very involved. Fortunately, however, this difficulty is seldom 


(a) 


Cb): 
Fie. 4-3.— (a) Pentode circuit with excitation applied to both first and third grid circuits; 
(6) equivalent plate circuit. 


. 


encountered in practice, because the impedance of the screen circuit is 
ordinarily made negligible at the frequency of the excitation voltage. 
Figure 4-4a shows a circuit in which the excitation is applied to the 
plate circuit. Through voltage-divider action of the circuit impedances, 
a portion of the impressed voltage V, is also applied to the grid. The 
seven-step procedure outlined at the beginning of this section may be 
applied, V, being for convenience indicated in such polarity as to make 
the plate positive. The equivalent circuit is shown in Fig. 4-4b. Flow. 


(b) 


Fig. 4-4.—(a) Triode with excitation applied to both plate and grid circuits; (6) equivalent 
plate circuit. 


of I; in the indicated positive direction tends to make the grid positive. 
Hence E, = + joLd. 

4-2A. Equivalent Circuits for Electrodes Other Than the Plate —The 
procedure of Sec. 4-2 is not restricted to the plate circuit, but may, with 
suitable changes in symbols, be used in forming the equivalent circuit 
of any electrode of an amplifier tube excited by alternating voltages 
impressed upon the circuit of that or of any other electrode. In the cir- 
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cuit of Fig. 4-5a, for instance, the excitation is impressed upon the 
circuit of the third grid in order to vary the second-grid current. The 
equivalent second-grid circuit, formed by a five-step procedure analogous 
to that outlined in Sec. 4-2 for plate circuits, is shown in Fig. 4-5b. 
Because no.alternating voltages are impressed upon the first grid or 
upon the plate, the equivalent circuit contains only one equivalent 
voltage, yesH,3.' The alternating third-grid voltage H,3 is equal to 
+V os —I if. 

Any two of the three tube factors relating two electrodes of a multigrid 
tube may be negative (see Secs. 3-8, 3-9, 6-39, 10-3, and 10-23). Negative 
tube factors do not change the method of forming the equivalent circuit 
or of evaluating the alternating grid voltages but may affect the numerical 


(a) 
Fic. 4-5.—(a) Pentode with excitation applied to the suppressor circuit in order to produce 
an alternating screen current; (6) equivalent screen circuit. 


solution of the equivalent-circuit equations or the interpretation of an 
equation obtained by the solution of the circuit equations. The fact 
that tube factors are negative need not be taken into account until 
numerical values are introduced into the equations or their solution. 

4-3. Tube Capacitances and Admittances.—The complete equivalent 
circuit is not so simple as that. which has been presented up to this point. 
The small interelectrode capacitances and the conductances caused by 
surface leakage or by electron or ion currents between grid and cathode or 
grid and plate cannot always be neglected. Fortunately this fact does not 
invalidate the equivalent-circuit theorems, inasmuch as the interelectrode 
capacitances and conductances act the same as equal capacitances 
and conductances connected externally between the electrodes. It is 
permissible, therefore, to add them to the simple equivalent grid and plate 
circuits as parts of the external impedances. In modern tubes of good 
manufacture the leakage conductances are so small that they can usually 
be neglected in comparison with other tube and circuit impedances. 
Figure 4-6 shows the complete equivalent circuit of a triode (or any tube 
in which only the plate and control-grid voltages are allowed to vary) 
with negligible leakage conductances. 


1 3 = —S€g2/deg3 at constant igo. 


94 APPLICATIONS OF ELECTRON TUBES [CHap. 4 


The rather involved formulas for the total grid and plate admittances 
which may'be derived by the solution of the network of Fig. 4-6! are 
seldom useful. This is partly because of the complexity of the formulas 
and partly because the flow of grid current through z, during only a portion 
of the cycle causes the alternating grid voltage to depart markedly from 
sinusoidal form and thus destroys the accuracy of the formulas. More 
. frequently used are the somewhat less complicated formulas for the case 


Cathode 
Fia. 4-6—Complete equivalent circuit of triode with negligible electrode leakage con- 
ductances. Cyx, Cgp, and Cys are the interelectrode capacitances. 


in which the grid bias is sufficiently great to prevent the flow of thermionic 
grid current. These are? 


oC on*(Go + go) + CorGmlo(Con + Cox) — bo] 
[w(Cop + Cox) — bs]? + [gp + go]? 


+5 {o(Ca + On) 
oC opJm(Gn + 9s) — wCop*[@(Cop + Cox) — bl (4-6) 
{w(Cop + Cox) — be]? + [9p + 90]? 
¥, = 9, + whee’. + wCosdnlia(Cop + Cox) — bel 
yA 1o(Con + Cyn) — be]? + ge? 


WC yrJmJe — 0'Cgp*[w(Cop + Con) = | _ 
#5 [0(Cn + Con) + ce hea oe 


where 


Y,= 


+ 


and Y,= # 
Dp 


qi 
Y, = E. 
Simplifications that facilitate the use of Eqs. (4-6) and (4-7) can usually 
be made in particular applications. 


1 Cuarres, E. L., Proe. I.R.E., 17, 1633 (1929); Conesroox, F. M., Wireless Eng., 
10, 657 (1933). See also J. M. Mutter, Bur. Standards Sci. Fane 851 (1919); S. 
BALLANTINE, Phys. Rev., 15, 409 (1920). 

2 These formulas seelant electron transit time, which must be taken into consider- 
ation at ultrahigh frequencies (see footnote 1, p. 97). 
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Inspection of Eq. (4-6) shows that the effective input capacitance of a 
vacuum tube is increased by the flow of plate current. An insight into the 
physical reason for this change, as well as useful approximate expressions 
for the effective input capacitance and the input conductance, can be 
obtained by an approximate analysis based upon Fig. 4-7. The input 
current J; is the vector sum of two components: J,, which flows through 
Cx, and Iz, which flows through C,,. The voltage which causes J, is E,, 
whereas that which causes J; is the vector difference! between E, and 
Ez. HE.» in general differs from E, in both phase and magnitude. This 
fact may be expressed symbolically by the relation EH, = AE,, where A is 
a vector quantity that is ordinarily greater than unity in magnitude.? 
Then the vector difference between E, 
and E, is E,(1— A) and the input Cgp 
current is 


L,=I, + Ie = EyjoC yx sd 
+ E,jwCop(l — A) (4-8) 


and the input admittance is 


I; Fie. 4-7.—Circuit i i 
==] — .4-7.— uit of a triode with 
Yo E, jolCox + Corl A) ] impedance load, showing interelec- 


(4-9) trode capacitances. 


Reactance in the load 2 in general causes A to have an imaginary 
component and hence Y, to have a conductive component. When % 
is a pure resistance 7;, which is small in comparison with the reactance of 
Cp, and C,, in parallel, however, the imaginary component of A is negligi- 
ble and the equivalent plate circuit shows A to have the value 
—pre/(rp +7). Yz, is then purely capacitive and the equivalent input 
capacitance is 


go 
C; = hs Cor + Cop — A) = Con + Cop ( + A m-) (4-10) 
For pure reactance load x;, small in comparison with the reactance of 
Cox + Cop, the equivalent plate circuit shows A to be —juas/(r» + Ja). 
The input admittance is 


: ae : Xe? _ PpLpwC gp 
Y, jo | un + Coy ( + KB rp? + 20 al =)| Bh Tp? + ay? (4-11) 
The effective input capacitance is 


= ap? . 
Ci = Con + Cop ( + oy at) (4-12) 

1 It is the vector difference, rather than the vector sum, because both E, and Ea 
are measured relative to the cathode. 

2 It will be seen in Chap. 5 that A is called the voltage amplification (see Sec. 5-4). 
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Equations (4-10) and (4-12) may be written in the form 
Ci = Cyr + Con(1 + |A)) (4-13) 


If the reactance of Cp. + Cop is large in comparison with rp, C; increases 
with the ratio of r, or 2 to r,, approaching the limiting value 


Max. C; = Cox + Cop(1 + yu) (4-13«) 


The input conductance for reactive load, given by the last term of 
Eq. (4-11), is zero when 2 is zero, rises to a maximum value at x = rp, 
and then falls with further increase of z. When the load is an inductance 
L,, the input conductance is negative and has an approximate maximum 
value : 

Max. G, = — tuo, (4-13b) 


It should be remembered that this analysis is an approximation and 
that Eqs. (4-9) to (4-130) yield sufficiently accurate results only when the 
reactance of Cp, + Cy,» is considerably larger than r, and z. The effece 
of the capacitance Cy. + Cop is usually to decrease A and thus to reduce 
the effective input capacitance below the value given by Eq. (4-13a). 
. This equation is, therefore, useful in indicating approximately the largest 

value of C; that is likely to be obtained. At 10,000 cps the reactance of 
Cor + Cop is of the order 1 to 3 megohms in receiving tubes and so does 
affect the value of Y, of pentodes, tetrodes, and high-mu triodes even at 
audio frequencies. For accurate values of input admittance it is neces- 
sary to use Eq. (4-6). Equations (4-9) to (4-130) may be obtained from 
Eq. (4-6) by making 8 or gy zero and assuming that w(C,,» + Cpx) is much 
larger than g, and gs. The approximate analysis shows that the increase 
of effective input capacitance over that obtained when the cathode is cold 
results from the action of #,, in sending current through C%p. 

The fact that the input conductance may be negative when the plate 
load contains inductance is of importance because oscillation may take 
place when an oscillatory circuit shunts a negative resistance (see Secs. 
10-17 and 10-21). It will be shown in Chap. 6 that the input capacitance 
must be taken into consideration in the analysis of vacuum-tube ampli- 
fiers at frequencies above about 2000 cps. Special tubes having very 
low interelectrode capacitance have been designed for use at. high radio 
frequencies. The 954 and 955 tubes shown in Fig. 2-16 are examples of 
such tubes. 

It was pointed out in the foregoing analysis that the current that flows 
into Cj» is caused to flow by the vector difference of H, and E,. If the 
plate load is nonreactive, Hs is 180 degrees out of phase with E,, the input 
current leads H, by 90 degrees, and the input admittance is purely sus- 
ceptive. - If the load contains reactance, on the other hand, E., is not 
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exactly in phase opposition to Z,, and so the input current has a com- 
ponent that is in phase with E,, and thé admittance has a conductive 
component. At frequencies so low that: electron transit time has a 
negligible effect, the input admittance can have an appreciable con- 
ductive component only when the load (including C,:) has an appreciable 
reactive component. If the frequency of the input voltage is so high 
that the transit time is of the same order of magnitude as the period, 
the electrons arrive at the plate an appreciable fraction of the cycle 
after they leave the cathode. Since the number that leave the cathode 
is determined by the grid voltage at the instant that they leave, it 
follows that the plate current lags the grid voltage. 4 is, therefore, 
not 180 degrees out of phase with H,, even when the load is nonreactive. 
Hence the input admittance has a conductive component. The effective 
input conductance resulting from transit time when the load is non- 
reactive is ; 

G, = Kgnf?T? (4-18c) 


in which K is a parameter that depends upon the electrode spacing and 
upon the operating voltages, g,, is the transconductance, f is the frequency, 
and 7’ is the electron transit time.!_ Because of the grid circuit power 
loss that is associated with it, input conductance resulting from electron 
transit time is one of the factors that limit the performance of amplifiers 
and oscillators at ultrahigh frequencies. ; 

4-4. Graphical Methods——Many vacuum-tube problems can be 
solved most teadily by graphical methods based upon the plate or transfer 
families of characteristics.2 In certain cases there is some advantage 
in the use of the transfer characteristics, but the usefulness of the plate 
characteristics is much broader. - This results partly from the fact 
that with nonreactive load the locus of corresponding values of plate 
current and plate voltage assumed during the cycle with a given load 
is a straight line, and partly because certain areas of the i-e, diagram 
are proportional to power supplied or expended in various parts of the 
plate circuit, as will be shown in Sec. 4-21 and Chaps. 7 and 8. 

4-5. Static Load Line.—When the excitation voltages are zero, 
the plate current and voltage assume their quiescent values, which are 
related by Eq. (8-30). This equation may be written in the form 

Ey Te Eis 


1 Ferris, W. R., Proc. I.R.E., 24, 82 (1936); Nortu, D. 0., Proc. 1.R.E., 24, 10 
(1936). ; 

? Warner, J. C., and Loueuren, A. V., Proc., [.R.E., 14, 735 (1926); Gremn, E., 
Wireless Eng., 8, 402, 469 (1926); Grinwatp, E., T.F.T., 22, 306 (1933); Cockrna, 
W. T., Wireless Eng., 11, 655 (1934). 
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If R, is constant, Eq. (4-14) is that of a straight line intersecting the 
voltage axis at the point ¢, = Ey and having a negative slope in amperes 
per volt equal to the reciprocal of the d-c load resistance. It is possible 
that the d-c load resistance may vary with J,. Equation (4-14) is then 
that of a curve passing through the point on the voltage axis where 
é& = Ey: Static load lines for fixed and variable load resistance are 
illustrated in Figs.*4-8a and 4-8b. 


th Ebb 


Plate Current 


Plate Voltage Eb, &b Plate Voltage Ebb 
(a) (b) 


Fie. 4-8.—(a) Static load line for a fixed d-c load resistance; (b) d-c load resistance that 
varies with current. 


The line represented by Eq. (4-14) is the locus of all static operating 
points that can be assumed with the given d-c load resistance and plate- 
supply voltage, and is called the static load line. From a comparison of 
Eqs. (8-26) and (3-30) it follows that all corresponding values of average 
plate current and average plate voltage assumed with olanon must 
also lie on the static load line. 


Plate Current 
Plate Current 


Plate Voltage Ebb Plate Voltage 
(a) - (b) 


Fre. 4-9.—Method of constructing the static load line. (a) Plate supply voltage given; 
y (6) static operating point given. 


If the plate supply voltage is known, the static load line for constant 
d-c load resistance may be constructed by joining the point e, = Hy, on 
the voltage axis with the point % = E»/R, on the current axis. Usually, 
however, the slope of the static load line is so great, that its intercept on 
the current axis is beyond the current range covered by the plate diagram. 


Ssc. 4-6] METHODS OF ANALYSIS OF VACUUM TUBES 99 


Some other convenient point must then be used. Since the slope of the 
static load line is equal to 1/R;,, it follows that Ae,/Ai, = Rs, where 
Ae, and A% are the difference in voltage and current of any two points on 
the line. Hence the line can be constructed by drawing it through the 
point Hy on the voltage axis and through any other point whose coordi- 
nates differ from those of the point FE, by amounts Ae, and Az, such that 
Ae,/Aiy = R,, as shown in Fig. 4-9a. Any convenient value of Aes, such 
as 10 or 100 volts, may be used in this relation to find Az. After the 
static load line has been drawn, the static operating point for a particular 
grid bias may be determined from the intersection of the static load line 
with the static characteristic corresponding to the given bias. 

If the static operating current and voltages, rather than the plate 
supply voltage, are given, the static load line is drawn'through the static 
operating point and any other point whose coordinates differ from those 
of the operating point by amounts Ae, and Az such that Ae,/Ai = Ro, 
as shown in Fig. 4-9b. Although the required plate supply voltage may 
then be found from the intersection of the static load line with the 
voltage axis, it may be determined with greater accuracy from Eq. (4-14). 

4-6. Dynamic Path of Operation. Dynamic Load Line.—The locus 
of all corresponding values of instantaneous plate current and plate 
voltage assumed during the cycle with a given value of load impedance 
is called the dynamic path of operation. Under the assumption that the 
alternating plate current is sinusoidal, the instantaneous alternating plate 
current and plate voltage are 


tp = Ipm sin wt (4-15) 
ep = —Ipmla| sin (wt + 8) (4-16) 
(see Hig. 3-32) where 
-1 % 
? = tan“! a (4-17) 


Expanding sin (wt + 6) and substituting Eq. (4-15) in Eq. (4-16) gives 
ep = ty)z0| cos 6 + \z] WTpm? — tp? sin 8 (4-18) 
Transposing, squaring, and substituting r»/|2s| and x,/ \z,| for cos @ and 
sin 6, simplify Eq. (4-18) to 
ep? + Wepigrs + ip*|20?| = Ipm'as? . - (4-19) 


This is the equation of an ellipse whose center is at the operating point. 
It follows that the dynamic path of operation is an ellipse whose center 
is the operating point, as shown in Fig. 4-10. When 7, = Ipm, ep = Ep’ 
and Eq. (4-19) reduces to Ipm/Ep’ = —1/ro, indicating that the slope 
of the line joining the operating point with the points of tangency of the 
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ellipse to the upper and lower horizontal tangents is the reciprocal of the 
a-c load resistance. 
The presence of harmonies in the plate current and voltage causes 
the path of operation to depart from the elliptical form indicated by 
an analysis based only upon the fundamental component. Graphical 
methods of analysis are most useful when harmonic production is not 
negligible. Since the true path of operation cannot be determined until 
the harmonic content is known, however, and the path of operation is 
needed for the determination of harmonic content, graphical analysis is 
rather complicated when the load reactance is taken into consideration.! 
For this reason it is customary to make the assumption that the load 
ib is nonreactive. Although the results 
attained under this assumption are not 
rigorous, they are of considerable value 
in predicting the performance of 
ec=2E,. vacuum-tube circuits. If a = 0, Eq. 
(4-19) reduces to 


€b Cp + tyro = 0 (4-20) 


Fra. 4-10.—Path of operation fora “Which is the equation of a straight 
load containing reactance. Distortion line through the static operating point 
ap esutiiett vo/ pe meslieible: having a negative slope equal to the 
reciprocal of the a-c load resistance. This line, which represents the locus 
of all corresponding values of plate current and voltage assumed during the 
cycle with the given resistance load, is called the dynamic load line. If the 
a-c load resistance varies with plate current, as is usually true if the plate is 
coupled to the grid of a tube that passes grid current, then the dynamic 
load line is a curve whose slope at every point is the reciprocal of the 
a-c resistance corresponding to the current at that point, as in Fig. 8-24. 
The dynamic load line will be indicated by the letters M-N, as in Figs. 
4-14 to 4-21. 

4-7. Construction of the Dynamic Load Line. The Plate Diagram.— 
In most vacuum-tube circuits the a-c resistance of the load differs from 
the d-c resistance. Figure 4-11 shows a circuit in which the a-c resist- 
ance exceeds the d-c resistance. The d-c resistance &, is merely the 


resistance R, of the primary of the transformer. The a-c resistance 


252 
rp, however, is equal to Ry + ( i + ae at - 5? which, for an iron-core 


Plate Current * 


; Plate Voltage Ey=¥ Ena 


transformer, can usually be simplified to Ri + (Re + R)/n®, where n is 


1GREEN, loc. cit.; ARDENNE, M. von, Proc. I.R.E., 16, 193 (1928); Barcuay, 
W.A., Wireless E'ng., 5, 660 (1928); Preisman, A., RCA Rev., 2, 124, 240 (1937) vie 
bibliography); Pretsman, A., ‘Graphical Constructing for Vacuum Tube Circuits,” 
McGraw-Hill Book Company, Inc., New York, 1943. 
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the secondary-to-primary turn ratio (see Sec. 7-21). Figure 4-12 shows 
a circuit in which the a-c resistance is less than the d-c resistance. In 
applications of this circuit to vacuum tubes, the condenser C is usually 
so large that its reactance is negligible in comparison with Rs, and so 
the a-c resistance is that of R, and Re in parallel. The d-c resistance, 
on the other hand, is Ry. 


Cc 
R, Mi 
> R R; Ro 
Ly o 
>. 
Fie. 4-11,—Circuit in which the a-c re- Fig. 4-12.—Circuit in which the a-c re- 
sistance between the terminals exceeds the sistance between the terminals is less than 
d-c resistance, the d-c resistance. 


Since the slope of the a-c load line is equal to 1/7, the coordinates 
of any two points on this line must differ by amounts Ae, and Az, such 
that Ae/Ai, = 7. If the dynamic operating point is known, the line 
may be constructed by drawing it through the operating point and any 
other point whose coordinates differ from those of the operating points 
by amounts such that Ae,/At® = 7. 

The family of plate characteristics, together with the static and 
dynamic load line, is called the plate- 
circutt diagram, or simply the plate 
diagram. The use of plate diagrams in 
the prediction of vacuum-tube amplifier 
performance will be. treated in later 
chapters. For reasons already given, the 
reactive component of load impedance will 
be neglected in the construction of plate- 
circuit diagrams in the derivations and 
analyses presented in the remainder of this 
book. ; 

The dynamic transfer characteristic 
may be readily derived from the plate fe, $18- Ue of ts aymanie 
diagram by plotting corresponding values cal construction of the plate- 
of i, and e, for the points at which the current wave. 
dynamic load line intersects the static characteristics. The dynamic 
transfer characteristic can then be used to determine the wave form of 
the plate current for a given wave of alternating grid voltage. From the 
values of instantaneous grid voltage at various instants in the cycle 
the corresponding values of current are determined by reference to the 
curve, or the current wave may be constructed by projection, as shown 
in Fig 4-13. 
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It is sometimes convenient to indicate the range over which the 
grid voltage varies by showing the wave of alternating grid voltage 
on an extension of the plate characteristic through the static operating 
point, as in Fig. 4-14. It should be noted that because the statie char- 
acteristics for equal intervals of grid voltage are not usually equally 
spaced, the wave of plate current cannot be accurately constructed by 
projecting from the grid voltage wave to the load line and thence to 
the plate current wave. 

4-8. Plate Diagram for a Load Having Equal A-c and D-c Resist- 
ance.—Figure 4-14 shows the plate diagram for a circuit in which the 
load is a pure resistance that does not vary with frequency. Since the 
a-c and d-c load resistances are equal, the static and dynamic load lines 


Plate Current 


alien) 
oT 
og 


Plate Voltage Ebb &b 
Fia. 4-14.—Triode plate diagram. Pure resistance load. 1, = Rp. 


coincide. The path of operation and shape of the static characteristics 
are such that the current amplitude of the positive half cycle exceeds 
that of the negative. The average plate current therefore increases 
with excitation and the dynamic operating point A lies above the static 
operating point O. In general, the position of A relative to O depends 
upon the region of operation and the shape of. the static characteristics. 
Shift of the operating point with excitation is predicted by the series 
expansion for alternating plate current, since the even-order terms of 
the series give rise to direct components of current, the magnitudes of 
which increase with the excitation amplitude. 

4-9. Simplified Plate Diagram for a Load Having Unequal A-c and | 
D-c Resistances.—Figure 4-15 shows an approximate plate diagram 
for a circuit in which the a-c resistance of the load exceeds the d-c resist- 
ance.! In the construction of this diagram it is assumed that the dynamic 
load line passes through the static operating point. The wave of alter- 


1In Fig. 4-15 values of instantaneous plate voltage in excess of the supply voltage 
result from voltage induced in the inductance of the load coupling transformer. 
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nating plate current 7), derived from the dynamic transfer characteristic 
in the manner explained in Sec. 4-7, shows, however, that the average 
plate current exceeds the static plate current and hence that the dynamic 
operating point lies above the static operating point O. It will be shown 
in See. 4-10 that the dynamic operating point must lie on the dynamic 
load line. Since the static load line is the locus of all corresponding 
values of average plate current and average plate voltage, the dynamic 
operating point must also lie on the static load line. The static and 
dynamic load line must, therefore, intersect at the dynamic operating 
point, rather than at the static operating point, and the diagram of 
Fig. 4-15 is not correct. In many analyses of vacuum circuits, par- 
ticularly when triodes are used, it is nevertheless permissible to assume - 
that the static and dynamic load lines intersect at the static operating 


_cynamic lead line 


Plate Current 


Plate Voltage Ebb 


Fig. 4-15.—Simplified plate diagram for a circuit in which the a-c resistance of the load 
exceeds the d-c resistance. 


point, i.¢., that the static and dynamic operating points coincide. Errors 
resulting from neglecting the shift of the operating point with excitation 
in the. graphical analysis of vacuum-tube circuits are appreciable only 
when there is a relatively large change of average plate current with 
excitation, as there may be, for instance, in pentode circuits. Con- 
struction of the plate diagram.is considerably more complicated when 
shift of the operating point is taken into consideration, as will become 
apparént in the following sections. 

4-10. Exact Plate Diagram for Loads Having Unequal A-c and D-c 
Resistances.—The instantaneous value of plate current must become 
equal to the average value Is. twice in each cycle. Similarly, the instan- 
taneous value of plate voltage must become equal to the average value 
Hy, twice in each cycle. When the load is nonreactive, the load voltage 
and plate current are in phase and have identical wave form. The 
instantaneous values of plate current and plate voltage must, therefore, 
become equal to the average values of current and voltage at the same 
instants, and so the dynamic load line, which is the locus of all possible 
simultaneous values of 7% and e, assumed during the cycle, must pass 
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through the dynamic operating point A, at which the current and voltage 
have the average values I,, and Ey. As already pointed out, the dynamic 
operating point A must also lie on the static load line, and so the dynamic 
and static load lines intersect at the dynamic operating point. Unless the 


Plate Voltage, e,, sec=E¢ -Egm 


Fig. 4-16.—Exact plate diagram for a pentode with nonreactive load. mm > Ry. Con- 
ditions of operation such that the average plate current increases with excitation. 


wave of plate current is symmetrical, the dynamic operating point lies 
either above or below the static operating point. 

Equations (8-58) and (3-59) show that, with nonreactive load, the 
instantaneous values of alternating grid voltage and alternating plate 
current are zero simultaneously. The time axis of the alternating—plate- 
current wave must therefore intersect the dynamic load line at a point 


Plate Current 


Plate Voltage 
Fic. 4-17.—Plate diagram for a pentode with nonreactive load. mm < Rs. Conditions of 
operation such that the average plate current increases with excitation. 
on the diagram at which the instantaneous alternating grid voltage is 
zero, t.¢., at which e. = E,. In Figs. 4-16 to 4-18, this is the point 7 
determined by the intersection of the dynamic load line with the static 

characteristic corresponding to e, = E,. 
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Typical plate diagrams are illustrated’ by Figs. 4-16 to 4-18. The 
diagram of Fig. 4-16 is for a circuit in which the a-c load resistance 
exceeds the d-c load resistance, such as that of Fig. 4-11 or one in which 
the load resistance is coupled to the plate by means of a choke and a 
condenser, as in Fig. 5-17. The diagram of Fig. 4-17 is for the circuit of 


Piate Current 


Ebb. 
bb Plate Voltage 


Fig. 4-18.—Plate diagram for a pentode with nonreactive load. 7 > R». Conditions of 
operation such that average plate current decreases with excitation. 


Fig. 4-12, in which the a-c load resistance is less than the d-c load resist- 
ance. Figure 4-18 is an example of a pentode plate diagram in which 
the operating point is chosen so that the average plate current decreases 
when the tube is excited. 

When the bias is obtained by the use of a cathode resistor,! the change 
in bias: with average cathode current results in appreciable reduction in 


Plate Current, ty 


; Plate Voltage,ep 
Fig. 4-19.— Plate diagram for self-biased circuit. 7 > Rp. 


the shift of the operating point. A plate diagram for self-bias operation 

is illustrated in Fig. 4-19, in which the separation of the points is exagger- 

ated for the sake of clearness. The point O lies at the intersection of the 

static load line with the static characteristic corresponding to the static 

bias #,... The point T lies at the intersection of the dynamic load line 
1 See Sec. 5-8. 
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with the static characteristic corresponding to the dynamic bias F,. 
With triodes, #.. = Ine and E, = Iva, where R.. is the biasing 
resistance. With tetrodes and pentodes the action is more complicated 
than with triodes, since the bias is produced not only by the average 
plate current but also by the screen current, which + varies with bias and 
may vary appreciably with excitation. 

It should be noted that dependence of a-c load resistance upon 
frequency causes the slope of the dynamic load line to change with 
frequency. Furthermore, departure of the plate-current wave from 
sinusoidal form increases with amplitude of excitation voltage, so that 
the difference between static and dynamic average plate current also 
increases with excitation amplitude. The form of the plate diagram 
therefore changes with frequency and with amplitude of excitation. 

In graphical analyses of vacuum-tube circuits the average plate 
current J, is determined from the dynamic load line, from the dynamic 
transfer characteristic, or from the wave of plate current derived from 
the dynamic load line. Since the value of Jj, must be known in order to 
locate the dynamic load line, the dynamic operating point and dynamic 
load line must be located by trial. If the dynamic operating point is 
correctly chosen, the average plate current, as determined from the 
dynamic load line or the wave of plate current derived from it, must. be 
equal to the current J;, at the assumed dynamic operating point. Loca- 
tion of the dynamic operating point is greatly facilitated by the use of 
graphical methods of harmonic analysis. For this reason it is desirable 
to study graphical methods of harmonic analysis before discussing prac- 
tical methods of locating the dynamic load line and analyzing the plate 
diagram. 

4-11. Graphical Analysis of Plate Current—Graphical methods of 
analyzing the plate current of a vacuum tube are based upon the assump- 
tion that for sinusoidal excitation voltage the plate current contains a 
finite number of frequency components, or upon the equivalent assump- 
.tion that the plate current may be expressed as a finite series. If as 
many instantaneous values of current can be determined graphically 
as there are components, or terms in the series, simultaneous equations 
can be set up from which the amplitudes may be computed. A number 
of interesting and useful methods have been developed, which differ from 
one another mainly as to choice of the points of the cycle at which the 
currents are evaluated and as to whether the instantaneous currents are 
measured with respect to alternating current zero or with respect to the 
instantaneous values: that would obtain at those instants in the cycle 
if there were no ‘distortion:! The accuracy and convenience of these 
methods depend: upon the manner in which the selected currents aré 

1 See bibliography at end of ep aa 
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chosen. The currents may be evaluated at equal time intervals of the 
excitation cycle, as exemplified by the method of Lucas; they may be 
evaluated at equal grid-voltage intervals, as in Espley’s method; or 
they may be evaluated at such instants as to give the highest accuracy. 
The advantage ef the second method lies in the fact that the grid voltages 
at which the current is evaluated may often be made to coincide with 
those of the static plate characteristics, so that the currents may be read 
directly from the intersections of the dynamic load line with these static 
characteristics. Chaffee has developed a more general method which 
includes all three of these special methods.! 

In the treatment that follows, it will be assumed that the load is 
nonreactive. The path of operation is then a straight line, and evaluat- 
ing the current at a given number of points on the path of operation is 
equivalent to evaluating at twice that number of instants in the funda- 
mental cycle. It will sometimes be convenient to differentiate between 
methods of analysis according to the number of instantaneous values of 
current that are used to determine the amplitudes of the fundamental 
and harmonic frequency components. Thus a seven-point analysis is 
one in which the current is evaluated at seven points of the path of oper- 
ation or of the dynamic transfer characteristic, or at 14 instants in the 
fundamental period. 

4-12. Derivation of Formulas for Graphical Analysis.—In the follow- 
ing analysis the excitation voltage is assumed to be impressed upon the 
control grid in order to vary the plate current. The form of the analysis 
is similar when the excitation is applied to any electrode in order to vary 
the current of that or any other electrode. With suitable changes of 
symbols, therefore, the equations derived in this section may be applied 
to the analysis of the alternating currents flowing in any electrode when 
the excitation is sinusoidal and the load nonreactive. Since the instan- 
taneous alternating voltage across a nonreactive load is proportional 
to the instantaneous alternating plate current, the equations may also be 
applied to the analysis of load voltage. The use of the equations may, in 
fact, be extended to the harmonic analysis of any quantity that varies 
periodically as the result of the sinusoidal variation of anether quantity 
that is related to the first through a single-valued curve of known form. 

Substitution of the sinusoidal voltage #,sin wt for the excitation 
voltage ¢ in the series expansion for 7, [Eq. (3-40)], gives 


tp = 1H ym Sin wt + a2 gm? sin? wt + A3E gm? sin® wt 
+ aiBigné sint wt + +++ (4-21) 
which may be written in the form 


1 Cuarrer, E. L., Rev. Sci. Instruments, 7, 384 (1936). 
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ly = Hy Fs Hy sin wt — H, cos 20t — AH; sin 3wi + Hy cos 4ut 
+ Hssin Sot — +++ (4-22) 


in which H, is the amplitude of the nth harmonic component of the 
alternating plate current and Ho is the steady component of alternating 
plate current. As previously explained, the time axis of the alternating- 
plate-current wave passes through the point 7, and 7, is measured with 
respect to the current Jy, corresponding to the time axis. The total 
instantaneous plate current is 
ty = Lu + tp = Tot + Ho + Ay sin wt — H, cos 2at — Hs sin 3wt 

+ H, cos 40t + Hs sin 5wt— +++ (4-23) 


Formulas must be derived for the coefficients of Eq. (4-23) in terms 
of selected values of instantaneous plate current. The accuracy of these 


Plate Current 


Plate Voltage 
Fie, 4-20.—Diagram used in the derivation and application of Eqs. (4-29). 


formulas for harmonic amplitudes increases with the number of points 
of the fundamental cycle at which the current is evaluated and also 
depends upon the location of these points in the cycle. The variation 
of the instantaneous total plate current with amplitude of a given har- 
monic is greatest at the instants at which the harmonic has its crest 
value. Highest accuracy is therefore obtained if the currents used to 
determine the amplitude of a given harmonic correspond to the instants 
at which the harmonic has its crest value. : 

Tn order to explain the method and thus justify the use of the formulas, 
Espley’s formulas will be derived for the simple case in which the third 
and higher harmonics are assumed to be negligible. Under this assump- 
tion the alternating plate current may be expressed by two terms of the 
plate-current series. Plate excitation voltage is assumed to be zero. 
The total instantaneous plate current is 


ty = Ty + A1€, + A2€,” (4-24) 
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_ The following relations are apparent from Fig. 4-20: 


ty = Imex When @) = Em (4-25) 
ty = Lin when eg = —E ym (4-26) 
Substituting Eqs. (4-25) and (4-26) in Eq. (4-24) and solving the result- 
ing simultaneous equations gives 
Poss = Livin ape Tisax + Train rat QT: 
QE om si QE om? 
Substituting Eq. (4-27) in the first two terms of Eq. (4-21) and expanding 
sin? wt gives — 


ts = Lv + 4(T nox + Tmin mses QT) + $(Tnsx =, Lmin) sin wt : 
— (Imax + Imin — 2Ie:) cos 2wt (4-28) 


a1 = (4-27) 


The average plate current and the amplitudes of the fundamental and 
second-harmonic components of plate current are - , 


= 4(Tmax + Tou = 27s) 

Lot + Hy = 4(Tmax + Tinian + QI) 
Ay = 4(Leax — Lmin) 

Ay, > 4D max + LTinin = 2T et) 


It is important to note that Eqs. (4-29) will give sufficiently accurate 
values of steady, fundamental, and second-harmonic components of 
plate current only when higher harmonics are negligible. If the higher 
harmonics cannot be neglected, it is necessary to use formulas based 
upon a greater number of terms of the series expansion for 7». To 
derive equations that include harmonics up to the nth, n terms of the 
' expansion are used, and the series is evaluated at n + 1 values of instan- . 
taneous grid voltage. Espley’s method for four harmonics requires the 
determination of the instantaneous plate currents corresponding to 
€g = + Egm, @g = +4 gm, eg = 0, eg = — $E gm, and &g = — Egm. These 
five values of current will be represented by the symbols Ji, Ii, Lo, 
f-y,, and [-, respectively. The following expressions give the ampli- 
tudes of the components of plate current: 


Loa = (hi te 211s + 2115 + I_1) 

Ay = a(i ae Ti — Tis _ I_1) 

He = 4h — 22u + I_1) (4-30) 
$1 ~ 2y + Q_y — Ts) 

A, = ae = 4T + 6Lo: ac 4I_1, + Ti) 


a 
| 


BN 
ES 
I! 


(4-29) 


= 
I 


Ii, Lig, I-45, and I_; are determined from the intersections of the dynamic 
load line with the static characteristics corresponding to ¢. = HE. + Egm, 
éc = EF, +4E gm, Cc = Eo —4E jm, and e, = E; — Eym, respectively, as shown 
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Plate Current 


Plate Voltage "bb &b 
Fic. 4-21.—-Use of the plate diagram in the application of Eqs. (4-30). 


bb 
1 n 
4 
‘2. 
le eg = EQ t§ Egm I2 
5 styl 5+ 
Ely thf ec =Et3 Egm it e 
® “s 
3 lbery, fers ; tt © 
eo La RY AX --ee ec =Ee3 Egm + 
+ 3 jan Li = 
ek 3 
A lg 
-j/ 3 
| 


Ebb Plate Voltage 


(a) (b) 


Fic. 4-23.—Use of (a) the plate diagram and (6) the dynamic transfer characteristic in the 
application of Table 4-I. 
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in Fig. 4-21. If the static characteristics corresponding to these values 
of grid voltage are not available, the currents may be read from the 
dynamic transfer characteristic, as shown in Fig. 4-22. 

For six harmonics, Espley’s method requires that the plate current 
be evaluated at the seven points of the load line or dynamic transfer 


TasLe 4-I 
ea 
qh Isg Ty Tu Ti, Ix Ina 
Loa 0.131 0.295 ; —0.105 0.359 | —0.105 0.295 0.181 
A, 0.261 0.394 | —0.07 0 0.07 —0.394 | ~—0.261 
Hy 0.218 0.19 | —0.475 |} 0.133 | —0.475 | 0.19 0.218 
, As 0.176 —0.141 | —0.246 0 0.246 0.141 | —0.176 
Hy, 0.12 —0.295 0.105 0.141 0.105 | —0.295 0.12 
A; 0.063 —0.253 0.316 0 —0.316 0.258 | —0.063 


Ae 0.032 —0.19 0.475 | —0.633 0.475 | —0.19 0.032 


characteristic corresponding to eg = 0, + $#gm; + $Hom, and + Eym, as 
indicated in Figs. 4-23a and 4-230. The coefficients by which these 
currents must be multiplied are given , 
in Table 4-I. To find the amplitude 
of the harmonic listed in any row of 
this table, the coefficients appearing | 
in that row are multiplied by the 
graphically determined numerical 
values of the currents listed at the 
heads of the columns, and added. 
Espley’s equations are convenient 
to use if the instantaneous grid volt~ 
ages at which the currents are found 
correspond to the given static charac- 
teristics; but the accuracy, particularly 
of the even harmonics, is not the &€¢ 
highest that may be obtained, since 
the instantaneous currents do not in 
general correspond to the instants at 
which the harmonics have crest values. 
Maximum seven-point accuracy in the 
evaluation of each harmonic would Fia. 4-24,—Use of the dynamic trans- 
require a different set of seven instan- pine aaa Hi: Hie BPR ueA MOE: OF 
taneous cufrents for each harmonic 
and would therefore greatly increase the work of analysis. The following 
equations, in which the currents are evaluated at or near the instants at 
which the harmonics have crest values, have five- and seven-point 
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accuracy. The currents must be found corresponding to plus and minus 
0.3, 0.5, 0.7, 0.8, and full grid swing, as shown in Fig. 4-24. If the cur- 
rents are indicated by the symbols li, J-1, Ie, I_.s, etc., the harmonic 
amplitudes are 


Toa = $C + 205 + 22.5 + I-1) 
He = $d — 2f6 + I-1) 
Hy = 4h — 205 + 205 ~ Ia) 
Hy = 3 — 20, — 26 — 204 — Is) 
Hy, = 0.0952, ~ 0.1977., + 0.2072., — 0.207I_.3 
+ 0.1977_., — 0.0957_4 
S010, — 20.g + 20.3 — 20.3 + 22_.3 — 1-1) 
Ay = ah ~ I, — H3- Hs) 
S(T + 62, + 107.5 ~ 62.3 + 61_.5 
— 107_.; — 6f.3 — 724) 


(4-31) 


These formulas for I,., He, and H3 are the same as those given under Eqs. 
(4-30). That for H, may be derived by a 
modification of Espley’s method or by that 
of Chaffee, under the assumption that 
sin 45° = 0.700. Those for Hs and Hy, 
may be derived by Espley’s or Chaffee’s 
method for seven points. 

Sometimes it is convenient or necessary 

Bids ASPB aaa, to measure the instantaneous alternating 
the relation between instantaneous currents (with respect to the current cor- 
currents measured relative to zero responding to the time axis Ji), rather 
and relative to Tot. é : 

than the instantaneous total currents, in 

making graphical analyses. The following relations are apparent from 
Fig. 4-25: 


K=Intu Tiss = In — ty ) 

Lys = In + 244 Ts = Tee — ti . oe) 
in which the lower-case symbols indicate currents measured relative 
to Iv. By means of Eqs. (4-32), Eqs. (4-80) may be transformed into 


Tea = 4(t1 + 2trg + 6], — 20 1g22 #1) 

Hy = 3(t + ty + 1 + 4) 

He = £(t1 — t1) (4-33) 
S(t — Wg — Biys + 11) pe 

Hy = alti — 4tyy + 404, — 01) 


Ss 
f 


If the dynamic transfer characteristic is symmetrical about #,, then 
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a, = t_, and ty = t_y, and Eqs. (4-33) reduce to 


Loa = Lue = Too Hy = $(t1 + ty) 


II 


In a similar manner, for a symmetrical dynamic transfer characteristic, 
the seven-point equations corresponding to Table 4-I become 


H, = H.= Hs = He = 0 
Hz = 0.8512, — 0.2812, — 0.492:1, 
As = 0.1277, — 0.5062, + 0.633%, 


(4-35) 


For a symmetrical characteristic, Eqs. (4-31) are 


= y5(741 + 67.3 + 107.5 — 67.2) 
E(t, — 20.3 + 27,3) 


Equations (4-34), (4-35), and (4-36) show that with symmetrical dynamic 
transfer characteristics the dynamic and static operating points coincide 
and the even harmonics are zero. 
These equations will be found useful 
in the analysis of push-pull amplifiers, 
which will be defined in Chap. 5. 
The dynamic transfer characteriStics 
of push-pull amplifiers are of the Grid voltage 
_ form shown in Fig. 4-26. Is, is seen 
to be zero in this case. 

4-13. Choice of Equations.—The 
choice of the equations to be used in 
’ a particular analysis depends largely 
upon the accuracy required and upon 
the convenience of application. The 
number of static plate characteristics Tey. oe = Aenmelieal: Waves. Bt 
intersected by the load line may be plate current produced when the tranfer 
such as to make it convenient to characteristic is symmetrical. 
apply a seven-point analysis when five-point accuracy is sufficient. ‘For 
very high accuracy, or in the determination of a large number of har- 
monics, some form of ‘‘schedule”’ method of analysis may have to be used. 

4-14. Field of Application of Equations for Harmonic Analysis—— 
As pointed out at the beginning of Sec. 4-11, the development of the 
equations of Secs. 4~11 and 4-12 was made for the special case of excita- 


= 


= 
T 


Plate Current 


| 
| pm 
| 


1 Matti, M. G., ‘Electric Circuit Analysis,” p. 188, John Wiley & Sons, Inc., 
New York, 1930; Knigut, A. R., and Fert, G. H., “Introduction to Circuit Anal- 
ysis,’ Chap. 14, Harper & Brothers, New York, 1943. “ 
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tion applied to the control-grid circuit in order to vary the plate current. 
By suitable changes of symbols the equations may be applied to the anal- 
ysis of the current or voltage of any other electrode or of any quantity 
that varies periodically as the result of the sinusoidal variation of an- 
other quantity related to the first through a single-valued curve of 
known form. 

4-15. Significance of Algebraic Signs of Numerical Values of Current 
Components.—It should be noted that the algebraic sign of the amplitude 
of a particular harmonic may turn out to be either positive or negative. 
The significance of the algebraic signs is indicated by Eq. (4-22). A . 
reversal of sign merely indicates a 180-degree shift in the phase of a given 
harmonic. If the amplitude is positive, the harmonic adds to the fun- 
damental at the instant when the fundamental has its positive crest 
value; if the amplitude is negative, the harmonic subtracts from the 
fundamental at that instant. 

4-16. Nonsinusoidal Excitation Voltage.—The formulas for harmonic 
content developed in this chapter are all based upon the assumption that 
the alternating grid voltage is sinusoidal. They are not, therefore, of 
value in analyzing the alternating plate current when the grid voltage 
is not sinusoidal. It is possible, however, to construct a wave of plate 
current by means of the dynamic transfer characteristic and to analyze 
it by well-known methods of wave analysis.!. This neglects the fact that 
the a-c load resistance and slope of the lofid line may be different for each 
input frequency component. An approximate analysis may be made 
under the assumption that the components of the wave of plate current 
are the same as would be obtained if the various components of the grid 
voltage were applied separately and the corresponding output com- 
ponents added. This would be valid if there were no intermodulation. 
It gives no indication of the intermodulation frequencies and neglects the 
fact that the dynamic operating point is different for each component 
than it would be for the resultant grid voltage. Ordinarily, adequate 
indication of the performance of the tube and circuit may be obtained 
by graphical methods based upon sinusoidal excitation, with full excita- 
tion voltage. 

4-17. Mechanical Aids to Harmonic Measurement.—Scales that 
make possible the direct reading of percentage second and third harmonic 
have been described by D. C. Espley and L. I. Farren.?. These scales, 
which are based upon a five-point analysis, are particularly useful when 
a large number of graphical determinations of harmonic content must 
be made. 

1Moutun, E. B., Wireless Eng., 8, 118 (1981). 

2 Espuey, D.C., and Farren, L.1., Wireless Eng., 11, 183 (1934); Sarpacusr, R. L., 
Electronics, December, 1942, p. 52. 
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4-18. Percentage Harmonic and Distortion Factor..—The per- 
centage of a given harmonic is defined as the ratio of the amplitude of 
the harmonic to the amplitude of the fundamental, multiplied by 100. 
Thus, if harmonics above the second are negligible, Eqs. (4-29) indicate 
that the second harmonic percentage is 


Tiaax + Imin — 210: 
2 (Tmax a i) 


The relative importance of different harmonics in producing audible 
distortion of speech and music depends to some extent upon the funda- 
mental frequency. A given percentage of harmonic is in general more 
objectionable the higher the order of the harmonic. High-order har- 
monics result in unpleasant sharpness of tone or a hissing sound. Actu- 
ally, however, the intermodulation frequencies, rather than the harmonics, 
are largely responsible for the *disagreeable effects. The principal 
reason for this is that the intermodulation frequencies are in general 
inharmonically related to the impressed frequencies. A second reason is 
that some of the intermodulation frequencies corresponding to impressed 
frequencies near the upper end of the audio-frequency band may fall 
near the center of the band, whereas the harmonics fall outside of the 
band. The amplification of succeeding amplifiers and the sensitivity 
of the ear may be greater to these mid-band intermodulation frequencies 
than to the impressed frequencies.” 

For a given value of maximum grid swing, the amplitude of a sum- 
or difference-fréquency component associated with any term of the 
series does not exceed that of the corresponding harmonic produced 
when a single frequency is applied. The harmonic amplitudes at ‘a 
given grid swing may, therefore, be used as a measure of distortion. 
A fairly satisfactory index of audible distortion is the distortion factor, 
which is defined by the equation 


Rit aad fame 2 gn peta 
Hy 


Percentage Hz = x 100 (4-37) 


6 = 


(4-38) 


Distortion factors up to about 0.05 are ordinarily not objectionable, 
and considerably larger values are frequently tolerated. Specific values 
will be discussed in Chaps. 6 to 8. 

4-19. Practical Procedure. Location of Load Line. Harmonic 
Determination.—If the position of the static operating point is not 
known, the first step in the construction of a plate diagram is to locate 


1 Massa, Frank, Proc. I.R.E., 21, 682 (1933); Federal Radio Commission Rules 
and Regulations, Secs. 103, 189; Nason, C. H. W., Radio Hng., 18, 20 (1933); Grar- 
FUNDER, W., KuEEen, W., and WEHNERT, W., Electronics (abst.), November, 1935, 
p. 48; Bartiett, A. C., Wireless Eng., 12, 70 (1935). 

2 Massa, F., Electronics, September, 1938, p. 20. 
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the static operating point by the method explained in Sec. 4-5. The 
dynamic operating point must then be determined by trial and the 
dynamic load line drawn. There are several ways of making use of 
graphical methods of harmonic analysis in locating the dynamic operating 
point. The most obvious consists in guessing the location of the dynamic 
operating point and drawing a tentative dynamic load line through 
this point. By means of this tentative load line or the dynamic transfer 
- characteristic obtained from it, I, is determined by means of Eqs. 
(4-29), (4-30), or (4-31), or Table 4-I. If the computed value of In, is equal 
to the value at the assumed dynamic operating point, the assumed point 
is correct. If the computed value exceeds the value at the assumed 
point, the point should be raised; if the 
computed value is less than the value 
at the tentative dynamic operating 
point, on the other hand, the point 
should be lowered. The procedure is 
repeated until the assumed and com- 
puted values of Ij, agree. It is some- 
times of help to plot a curve of computed 
against assumed Jy,. The two values 
will be equal at the point at which 

Fie. 4-27.—-Diagram showing a the curve intersects a 45-degree line 
method of locating the dynamic oper- from the origin (equal scales being 
ating point. use d). 

A very simple construction, illustrated in Fig. 4-27, is helpful in 
locating the dynamic operating point.! A tentative load line is drawn 
through the static operating point or through a tentative dynamic 
operating point. With this load line, Ji, is computed by means of 
one of the graphical formulas. A point A, is then located on the tentative 
dynamic load line, such that the current corresponding to this point is 
equal to the computed value of Iy,. A close approximation to the correct 
dynamic operating point is given by the intersection of the static load 
line and the static plate characteristic through A,. The correctness of 
this new operating point should be checked by comparing its current 
with the value of J;, computed graphically from the new dynamic load 
line. If necessary, the procedure should be repeated. 

When self-bias is used,” the process of locating the dynamic operating ~ 
point is complicated by the necessity of using the dynamic value of 
bias in locating point 7. The construction shown in Fig. 4-27 is then 
of little value, but the use of a curve of assumed against computed values 
of Iva, as explained above, is helpful. With self-biased tetrodes and 

1 Beprorp, L. H., Wireless Eng., 8, 599 (1931). 

2 See Sec. 5-8. 


ip 
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pentodes, the graphical analysis involves so many factors, including 
dependence of screen current upon bias and excitation, that it is usually 
simpler to make laboratory measurements. The graphical location of 
the operating point may be simplified somewhat by assuming that the 
screen current is not affected by the change in bias, or that the variation 
of screen current with bias is proportional to the variation of plate current. 

When the dynamic operating’ line has been located, the funda- 
mental and harmonic components of alternating plate current or voltage 
may be determined by application of graphical formulas. 

Voltage amplifiers and triode power amplifiers are ordinarily used 
in such a manner that the steady component of alternating plate current 
does not exceed 5 per cent of the amplitude of the fundamental com- 
ponent. When this is so, it is usually not necessary to go to the trouble 
of locating the dynamic operating point, sufficiently accurate results 
being obtained from a load line drawn through the static operating point 
as in Fig. 4-15. Kilgour has shown, however, that considerable error 
may result when this approximation is used in the analysis of power pen- 
tode amplifiers. + 

4-20. Operating Point for Tubes with Filamentary Cathodes.—In 
obtaining the data for the static characteristics of a tube with a filamen- 
tary cathode, the filaments are always operated on direct voltage, and 
the grid and plate voltages are measured with respect to the negative 
end of the filament. When such a tube is operated with alternating 
filament voltage, the grid and plate circuits are connected to the filament 
through a center tap on the filament transformer or through a center-tap- 
ped resistor shunting the filament (see Sec. 5-13), and the operating grid 
bias is specified with respect to the center tap. Under d-c operation the 
grid is negative with respect to the- center of the filament by. half 
the filament voltage, and so the same plate current is obtained when the 
grid bias is lower than under a-c operation. Therefore the numerical 
value of bias used in locating the operating point graphically under a-c 
operation should be less than the voltage specified or applied between 
the grid and center of the filament by one-half the filament voltage. In 
families of plate characteristics furnished by tube manufacturers the static 
characteristic corresponding to specified operating voltages with respect 
to the center of the filament is often shown as a dotted curve. The fila- 
ment voltage is ordinarily so much smaller than the plate voltage that no 
correction need be made in plate voltage in locating the operating point. 

4-21. Graphical Determination of Power Output.2—Ordinarily only 
the fundamental power output is of importance. This is 

1 Kineour, C. E., Proc. I.R.#., 19, 42 (1931). 


2 Fora discussion of the determination of power output in cireuits using alter- 
nating plate supply voltage, see W. A. Schwaizmann, Electronics, August, 1943, p. 94. 
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P, = (0.707H;)2r5 = $H42r5 (4-39). 


where H, is the graphically determined value of fundamental plate- 
current amplitude. If harmonics higher than the second can be neglected, 
the fundamental amplitude given by Eqs. (4-29) is a close approximation. 
The corresponding equation for fundamental power output is 


P, = $ Tenax 7 Tunin) Yo (4-40) . 


But since the slope of the dynamic load line is 1/r; it can be seen from 
Fig. 4-20 that Qinex — Imin)'s = Einex — Emin. 


Grid Current 


‘Plate and Grid Currents 


100 150 eb 0.5 10 15 20 25 30 35 ec, : 
Plate Voltage Grid Voltage 


Fie. 4-28.—Use of the plate diagram and the static 7,.-e, characteristics in the graphical 
construction of the dynamic grid characteristic. 


Therefore Eq. (4-40) may be transformed into - 
Py = 4 Dinax ame Trnies) (Emax 4 Erin) (4-41) 


This is equal to one-eighth of the area of the rectangle KMIN in Fig. 
4-20. ; 

4-22. Dynamic Grid Characteristics.—The grid current corresponding. 
to a given value of grid voltage depends upon the plate voltage. When 
load is used in the plate circuit, the plate voltage varies with grid voltage 
in a manner that is determined by the load impedance. Therefore the 
form of the curve of grid current vs. grid voltage varies with the load 
impedance. Figure 4-28 shows the method of deriving a dynamic grid 
characteristic for a given plate load from the curves of % and 17, vs. é>. 
For a given value of grid voltage the intersection of the load line with 
the plate characteristic for that grid voltage determines the corresponding 
value of plate voltage. The grid current at this plate voltage is then 
read from the static i.-e, characteristic for the given grid voltage: The 
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dynamic grid-current curve is drawn by plotting values of ¢., determined 
in this manner, against e.. Thus in Fig. 4-28 the plate voltage correspond- 
ing to a grid voltage of 25 for the given plate load resistance is 50 volts. 
At e = 50 volts, the grid-current curve for e, = 25 volts indicates a 
grid current of 19.5 ma. These values determine one point on the 
dynamic grid-current characteristic. 

When the grid is allowed to assume positive voltages and the grid 
circuit contains appreciable impedance, the instantaneous voltage 
of the grid will be less than the applied excitation voltage by the imped- 
ance drop. This:will cause the wave form and phase angle of the grid 
voltage to differ from those of the grid excitation voltage. The effects 
of the resulting grid-circuit distortion and methods of determining it 
from the characteristic curves will be 
discussed in Chap. 8. 

4-23. Starting and Stopping Tran- 
sients.—In a circuit of the type shown 
in Fig. 4-11, the average plate current 
cannot increase instantaneously from 
Iv to Ita. Because of inductance in the 
primary of the transformer there will 
always be transient conditions just after 
the voltage e, is applied or removed 
from the grid circuit. When the volt- 
age is first applied, any tendency forthe . eae : eed ak marae ne 
steady plate current to increase.results  sients upon the shift of the operating 
in the production of an induced voltage P0imt- 

—L(dI,/dt), in the primary of the transformer. This voltage opposes the 
plate supply voltage, producing an effect equivalent to a reduction of the 
supply voltage to a new value Hy — L(dI,/dt). The static load line is 
shifted to the left sufficiently so that the current Ji.’ of the transient 
dynamic operating point A’ is equal to the initial steady current Iy,. This 
is illustrated in Fig. 4-29. The average current immediately starts to 
increase exponentially, and points A’ and 7’ approach their steady 
positions A and 7. When e, is removed from the grid circuit, an induced 
voltage is added to Hy of sufficient magnitude to give a new static 
operating point O”, for which J,” is equal to Zu. The plate current 
immediately begins to decrease, and O’’ moves down the static character- 
istic for e- = E., eventually reaching O. The capacitance in the circuit 
of Fig. 4-12 also results in transients. Any increase in the steady com- 
ponent of plate current increases the steady JR drop through R, and thus 
unbalances the voltages in the branch containing C, which in turn causes 
charging current to flow into C until the increase in condenser voltage is 
equal to the product of R, by the increase in steady plate current. This 


tb 
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charging current in effect diverts a portion of the plate current from R, 
so that, while C is charging, the drop through R, is less than its final 
value. The result is the same as though R, were shunted during the 
transient time by a resistance that increased exponentially from an 


V 
(k) 


Fra, 4-30.—Diagrams for Prob. 4-1. 


initial value Re to an infinite value. On the plate-circuit diagram this is 
shown by a change in the slope of the static load line from an initial 
slope of 1/R, + 1/Rz to its final slope 1/R:. Not only is a transient 
associated with the change in steady plate current when the load con- 
tains reactance, but there is also in general a transient for each frequency 
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contained in the plate current.1. These transients may under certain 
conditions prove to be very undesirable in oscillographic work. 


Problems 


4-1. a. Construct the equivalent plate circuits for the circuits of Fig. 4-30, 
indicating the assumed polarities of all impressed and equivalent voltages. 
b. Write the network equations for the equivalent circuits. : 
c. Express E, as a summation of voltages between the cathode and the grid. 
d. Form the parallel equivalent plate circuits (see Appendix, Sec. A-1). 
4-2. a. Construct the equivalent second-grid circuit for the circuit of Fig. 4-31. 
b. Write the expression for Hy; in terms of V2, r-, and C,. 
" 4-8. a. Construct the equivalent plate circuit for the circuit of Fig. 4-32. 


Fia, 4-31.—Diagram for Probs. 4-2 and 4-4. Fig. 4-32.—Diagram for Prob. 4-3. 


b. By means of the equivalent circuit derive an expression for J in terms of # and 
thus show that the circuit acts like an admittance of value 


_ rll +) trp — i/o hare 
Ye ral = Geb) ea 


c. Show that when zr is large in comparison with rp the circuit acts like a resistance 
re in parallel with a reactance x. whose values are 


rp(r?C2w? + 1) 


"= Ct +a) +1 oe 
ete _ Co + 1/rCw (4-44) 
Ym 
d. Show that when rCw is large, Eq. (4-43) reduces to 
= Tp mi 
RET, (4-45) 


4-4. a. Making use of the similarity between the equivalent circuits of Probs. 4-2 
and 4-3, write equations equivalent to Eqs. (4-43) and (4-44) for the circuit of Fig. 
4-31. 

b. The current to the second grid in Fig. 4-31 increases with a positive increment 
of second grid voltage, which is positive, but decreases with a positive increment of 
third grid voltage, which is negative. Making use of this fact, show that the effective 
parallel resistance between A and B may be negative, and that the effective parallel 
reactance may be inductive. 

c. Show that, when r is large in comparison with r,2, the minimum value of 
negative resistance is equal to r,2/(1 + yes) and that the negative resistance 
approaches this value when the resistance r is large in comparison with the reactance 
of C. 


1 Jackson, W., Phil. Mag., 18, 143, 735 (1932). 
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4-5. a. By means of the equivalent plate circuit, show that the effective resistance 
between points A and B of Fig. 4-30) is equal to! 


2rp?r 
rp +m — w) 


b. Determine the condition that makes r, negative. 

4-6. a. Under the assumption that z is a pure resistance and that the reactances 
of Cyp and Cy. are very high in comparison with the load resistance 7, construct the 
vector diagram for the circuit of Fig. 4-7 at a frequency sufficiently low so that 
electron transit time need not be taken into consideration. Show vectors for E,, I, 
HE», the resultant voltage H, — EH impressed upon C,,, and the current J» into Cyp.? 
Note that the condenser current is purely capacitive relative to E,. 

b. Repeat (a) for a load having zero resistance and a capacitive reactance. Note 
that the condenser current has a component that is conductive and a component that 
is capacitive relative to Ey. 

c. Repeat (a) for a load having zero resistance and an inductive reactance. Note 
that the condenser current has a negative conductive component and a capacitive 
component relative to E,. 

d. Repeat (a) for a nonreactive load at a frequericy so high that: electron transit 
time causes the plate current to lag the grid voltage. Note that the condenser 
current has a conductive component. ; 

4-7. a. Construct the approximate plate diagram for a type 45 tube when 
Ey, = 280 volts, EZ. = —50 volts, R, = 500 ohms, and r, = 3333 ohms. : 

b. Derive a dynamic transfer characteristic from the plate diagram. 

4-8. If the static operating voltages of a type 45 tube are H,. = 240 volts, 
E, = —50 volts; the plate supply voltage is 250 volts; and the a-c load resistance is © 
5000 ohms, 

a. Find p, rp, and gm at the static operating point. 

b. Find the d-c resistance of the load. 

c. Construct the approximate plate diagram. 

d. Find the amplitudes of the fundamental and second-harmonic components of 
plate current at grid swings of 50 volts and 40 volts. 

e. Find the fundamental power output at grid swings of 50 volts and 40 volts. 

4-9. a. Locate the dynamic operating point and dynamic load line for a type 
2A5 tube connected as a pentode and operated with a load that has a d-c resistance 
of 300 ohms and an a-c resistance of 5000 ohms. H,,. = 250 volts, H, = —15.0 volts, 
and Eym = 15.0 volts. (Note that the third, fourth, and fifth harmonics cannot be 
neglected.) (See p. 62 for 2A5 characteristics or, preferably, refer to a tube manual.) 

b. Find Hi, He, H3, Hs, and Hs. 

c. Find the required B-supply voltage. 

d. Find the fundamental power output. 

e. Find the harmonic amplitudes and the power output under the assumption that 
the operating point does not shift when the tube is excited. 

4-10. Repeat Prob. 4-9 for self-biased operation, assuming that the screen cur- 
rent remains constant at 6.5 ma. H.. = —15.0 volts. 


1Srewart, J. A., ‘The Roberts Neutralizer Circuit”? (Bachelor’s thesis), Purdue 
University, June, 1935. 

2 Since an increase of plate current causes the plate end of the load impedance 
to become more negative relative to the cathode end, and Ez, is assumed to be measured 
relative to the cathode end, Ez» = —Ipri. Hence the direction of Es is opposite to 
that of E,, and the direction of E, — Hy is the same as that of E,. 


Te (4-46) 
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4-11. A type 53 tube is used with a pure resistance load of 1000 ohms and a 
plate supply voltage of 120 volts. Construct the corresponding dynamic grid 
characteristic. 
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CHAPTER 5 
AMPLIFIER DEFINITIONS, CLASSIFICATIONS, AND CIRCUITS 


The many applications of thermionic electron tubes may be divided 
into amplification, modulation and detection, generation of alternating 
voltage, power rectification, current and power control, and measure- 
ment. The subject of amplification will be treated in this and. the 
- following three chapters. The purpose of the present chapter is to 
define terms that must be used in the discussion of amplifiers, to classify 
different types of amplifiers, and to show basic circuits of amplifiers. 
Chapters 6 to 8 will deal with the characteristics and the design of 
amplifiers. ; 

5-1. Signal—The term signal is applied to any alternating voltage 
or frequency impressed upon the input of an amplifier or other four-- 
terminal network. It is also applied to the resulting fundamental 
components of output voltage or current, as distinguished from harmonic 
or intermodulation components. 

5-2. Amplifiers—An amplifier may be defined as a device for increas- . 
ing the amplitude of electric voltage, current, or power, through the 
control, by the input, of power supplied to the output circuit by a local 
source. A vacuum-tube amplifier is one that employs vacuum tubes to 
effect the control of power from the local source. 

Amplifiers are but one type of the general four-terminal network. 
Other types include the transformer and the filter. Wherever possible, 
the definitions and discussions given in this chapter are worded so as to 
apply also to other four-terminal networks. : 

5-3. Amplifier Distortion—lIf an amplifier, or other four-terminal 
network, is distortionless, the application of a periodic wave of any form 
to the input terminals will result in the production of an output, wave 
that is a replica of the input wave. In general, such a periodic wave will 
consist of a fundamental and one or more harmonics. In order that the 
output wave form shall be identical with that of the input, three condi- 
tions must be satisfied: (1) The output must contain only the frequencies 
contained in the input. (2) The output must contain all frequencies 
contained in the input, and the relative amplitudes of the various com- 
ponents must be the same as in the input. (8) If any component of the 
output is shifted in phase relative to the corresponding component 
of the input, all components must be shifted by the same number of 

124 : 
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electrical degrees of the fundamental cycle of that component. Examina- 
tion of a fundamental wave and its nth harmonic shows that (8) is 
equivalent to saying that the phase shift of the nth harmonic, measured 
in electrical degrees of its own cycle, must be either n times the phase 
shift of the fundamental or an integral multiple of 180 degrees. This can 
be true only if the phase shift for sinusoidal input is either proportional 
to the frequency, or zero or 180 degrees at all frequencies.1_ Failure to 
satisfy these three conditions results in three corresponding types of 
distortion: nonlinear distortion (amplitude distortion), frequency dis- 
tortion (frequency discrimination), and phase distortion, any one of 
which alters the wave form of the output relative to that of the input. 

Nonlinear distortion (amplitude distortion) is the generation in an 
amplifier or other four-terminal network of frequencies not present in 
the impressed signal. It is usually associated with a nonlinear relation 
between output and input amplitudes. In vacuum-tube amplifiers 
it is the result of curvature of the dynamic tube characteristics. The 
generation of harmonics and intermodulation frequencies was discussed 
in Chap. 4. A nonlinear relation between the output and input ampli- 
tudes when the dynamic transfer characteristic is curved is predicted by 
the fact that the third and higher odd-order terms of the series expansion 
for plate current [Eq. (3-56)] give rise to fundamental components of 
plate current, the amplitudes of which vary as the cube or higher odd 
power of the excitation voltage. For this reason, unless the coefficients 
of all odd-order terms of the series are negligibly small, the voltage, 
current, and power output are not proportional to the exciting voltage. 
Nonlinear distortion is objectionable in the amplification of speech and 
music mainly because intermodulation frequencies are in general inhar- 
monically related to the impressed frequencies and, therefore, produce 
unpleasant discords.? Although it is the inharmonic intermodulation 
frequencies, rather than the harmonics, that are objectionable, nonlinear 
distortion is most readily measured and specified in terms of the distor- 
tion factor, defined in Sec. 4-18. Nonlinear distortion can be minimized 
by proper choice of tubes, load impedances, and operating voltages, and 
by avoiding too high excitation voltage. 

Excessive nonlinear distortion may occur when the exciting voltage 
and grid bias are such that the normal range of operation on the dynamic 
transfer characteristic is exceeded. Figure 5-1 shows how improper 
choice of grid bias or the use of excessive excitation may result in thé 
flattening of one or both peaks of the wave of alternating plate current. 
A similar flattening of the positive peak may result from the flow of grid 

1 Pry, T. C., Physik. Z., 28, 273 (1922). , 


? BARTLETT, ‘A. C., Wireless Eng., 12, 70 (1935); Barrow, W. L., Phys. Rev., 39, 863 
(1932); ESpuey, D. C. , Proc. I.R.E., 22, 78 (1934). 
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current. In the circuit of Fig. 3-18, the flow of grid current through the 
grid-circuit impedance z, causes the instantaneous alternating grid 
voltage e, to be less than the instantaneous grid excitation voltage », 
during the time in which the grid is posi- 
tive. In the circuit of Fig. 5-2, the 
excitation voltage is produced by the flow 
of alternating current 7, through the grid- 
circuit impedance 2. During the part 
of the cycle in which the grid is positive, a 
portion 7, of the current ¢ flows into the 
grid of the tube and so reduces 7, below 
the value that it would have if grid current 
did not flow. The alternating grid voltage ° 
_ is therefore also reduced below the value it 
would have if the grid did not conduct. 
Flattening of the peaks of alternating plate 
current as the result of excessive grid 
excitation voltage is called overloading. 
Flattening of the plate current peaks is an 
indication of the generation of harmonics 
and intermodulation frequencies of large 
amplitude. 
Frequency distortion in an amplifier or 
other four-terminal network is the variation 


Fie. 5-1.—Distortion of waves 2 : eae ee 
of plate current as the result of of amplification or sensitivity with fre- 


OverloR GRE, quency of the impressed signal. In a 


vacuum-tube amplifier it results from dependence of circuit and inter- 
electrode impedances upon frequency. It can be minimized by proper 
design of input, output, and interstage cou- 
pling circuits, being least in amplifiers in 
which the circuits do not contain reactance. 
The difficulty of preventing frequency distor- 
tion increases with the width of the frequency 
band for which the amplifier is designed and moe 

with amplification per stage. Although fre- ee PPR rer 
quency distortion may not produce disagree- impedance as the result of 
able effects in the amplification of music, it pa pac cree racks 
impairs fidelity of tone and may prevent the 

reproduction of the sounds of some instruments. By eliminating the 
high frequencies essential to the reproduction of consonants, it may 
make reproduced speech difficult to understand. 


1 At ultrahigh-frequency. electron transit time also causes frequency and phase 
distortion. 
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Phase distortion is the shifting of the phase of the output voltage 
or current of an amplifier or other four-terminal network relative to the 
input voltage or current by an amount that is not proportional to fre- 
quency. Like frequency distortion, it results from the reactance of 
electrodes and circuit elements and can be made negligible by designing 
the coupling and other circuit elements so that the reactances have 
negligible effect throughout. the desired frequency range. This causes 
the phase shift to approximate zero or 180 degrees throughout the fre- 
quency range. Because phase distortion usually cannot be detected by 
ear it is ordinarily the least objectionable type of distortion in the 
amplification of sound. Itis objectionable, however, in the amplification 
of television signals.and in the use of amplifiers in the oscillographic 
study of voltage and current wave form. 

Since the variations of amplification and of phase of the output voltage 
of an amplifier with frequency are both caused by tube and circuit 
reactances, the phase of the output voltage is ordinarily constant through- 
out any range of frequency in which the amplification is constant. 

' It is of interest to note that the human ear has both noticeable non- 
linear and frequency distortion. 

5-4. Amplifier Classification —Vacuum-tube amplifiers are commonly 
classified in four ways: (1) according to use, (2) according to circuits, 
(3) according to frequency range, and (4) weoundin’ to ae portion of the 
cycle during which plate current flows. 

Voltage, Current, and Power Amplifiers —When slagailiéa as to 
type of service, amplifiers are termed voltage amplifiers, current.amplifiers, 
or power amplifiers, depending upon whether they are designed to furnish 
voltage, current, or power output. The effectiveness with which a 
voltage amplifier accomplishes its function is indicated by its voltage 
amplification. Voltage amplification is the ratio of the signal voltage 
available at the output terminals of an amplifier, transformer, or other 
four-terminal network, to the signal voltage impressed at the input 
terminals. It will be represented by the symbol A. Methods of 
measuring voltage amplification are discussed in Sec. 15-41. 

Current amplification is the ratio of the signal current produced 
in the output circuit of an amplifier, transformer, or other four-terminal’ 
network to the signal current supplied to its input circuit. The effective- 
ness with which a current amplifier accomplishes its function may some- 
times be specified by its current amplification, but usually the input 
impedance is so high that this term has no useful significance unless the 
input is shunted by a specified impedance. The performance can be 
indicated better by the current sensitivity, which is defined as the ratio 


1 See footnote, p. 126. 
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of the signal current produced in the output circuit of an amplifier or 
other four-terminal network to the signal voltage impressed at the input 
terminals. Current sensitivity is measured in mhos. 

Power amplification is the ratio of the power delivered to the output 
circuit of an amplifier, or other four-terminal network containing a 
source of local power, to the power supplied to its input circuit. Because 
of the high input impedance of many types of power amplifiers, this 
term may have no useful significance unless the input is shunted by a 
specified impedance. It is usually better, therefore, to specify the 
performance of a power amplifier by its power sensitivity, which is defined 
as the ratio of the signal-frequency power delivered by the output circuit 
of an amplifier or other four-terminal network containing a local source of 
power, to the square of the effective value of the signal voltage impressed 
at the input terminals.! Power sensitivity is measured in mhos. 

A frequency-response characteristic is a graph that relates the amplifica- 
tion or sensitivity of an amplifier or other four-terminal network with 
the frequency of the impressed signal. The term is usually applied 
to a graph of voltage amplification as a function of frequency of the 
impressed signal. 


Eco Ere Epp 
Fic. 5-3.—Direct-coupled amplifier. Fie. 5-4.—Direct-coupled amplifier, 


In amplifiers designed to furnish voltage output, all stages, including 
the final one, should be voltage amplifiers. In amplifiers designed to 
furnish power output, on the other hand, the last stage must be a power 
amplifier. All other stages are voltage amplifiers unless the final power 
tube operates in such a manner that grid current flows during part of 
the cycle, in which case the next to the last stage must also be a power 
amplifier. The theory and characteristics of voltage, current, and 
power amplifiers will be considered in Chaps. 6 to 8. 

5-5. Amplifier Circuits——The classification of amplifiers according 
to circuits is based upon the number of stages, upon the type of circuit 
used to couple successive stages, and upon whether each stage uses a 
single tube or a symmetrical arrangement of two tubes. The coupling 
circuit serves a dual function. It converts the alternating plate current 
of one tube into alternating voltage to excite the grid of the following 


a Batuantine, Stuart, Proc. I.R.E., 18, 452 (1930). 
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tube; and, by preventing application of direct plate voltage of one tube 
to the grid of the following tube, it allows the proper operating voltages 
of all electrodes to be maintained.. There are three fundamental types 
of coupling: direct coupling, impedance-capacitance coupling, and trans- 
former coupling. 

5-6. Direct Coupling.—A direct-coupled amplifier is one in which 
the plate of a given stage is connected to the grid of the next stage either 
directly or through a biasing battery. Basic circuits of two-stage 
amplifiers with direct coupling are shown in Figs. 5-8 and 5-4. The 
biasing battery adjacent to the grid of the second tube in the circuit of 
Fig. 5-3 is necessitated by the fact that the plate of the first tube is 
positive relative to its cathode, whereas the grid of the second tube 
must be negative relative to its cathode. The need for this battery is 
avoided in the circuit of Fig. 5-4 by making the cathode of the second 
tube positive with respect to the cathode of the first tube. The voltage 
of the cathode of the second tube in Fig. 5-4 is adjusted so that the 
voltage between p and q is less than the drop through 2, by the required 


grid bias of the second tube. 
Output Output 
cS 


Fie, 5-5.—Direct- eauplad amplifiers with a single source . es and C voltages. 


The several voltage sources of Fig. 5-4 may be replaced by a single 
voltage source and a voltage divider.!' In order to prevent the applica~- 
tion to the grid of the first tube of voltage changes or alternating volt- 
ages resulting from the flow of plate current of the second tube through 
the voltage divider, it is desirable to use two voltage dividers, as shown 
in Fig. 5-5a. Direct voltage is prevented from appearing between the 
output terminals by connecting the lower output terminal to a point 
on the voltage divider that is at the same potential as the plate of the 
output tube. The flow of alternating plate current of each tube through 
its voltage divider applies to the grid of that tube an alternating voltage 
in phase opposition to the impressed signal voltage and thus causes 
some loss of amplification. This difficulty may be avoided by the use 
of push-pull circuits, which will be discussed in Sec. 5-10.2 If the 


1Lortin, E. H., and Wurrs, 8. Y., Proc. I.R.E., 16, 281 (1928); 18, 669 (1930). 
2 Gotppere, H., Trans. Am. Inst. Elec. Eng., 69, 60 (1940). 
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amplifier is to be used only for the amplification of alternating voltages, . 
the loss of amplification can be prevented in the circuit of Fig. 5-5a by 
connecting a condenser between each cathode and the negative side 
of the voltage supply. In order to avoid frequency distortion these 
condensers must be large enough so that their reactances are small 
at the lowest frequency to be amplified. Another circuit that makes 
possible the use of a single voltage source is shown in Fig. 5-56. In this 
circuit the grid biasing voltages are obtained by the flow of plate current 
through resistors adjacent to the cathodes. The voltage drop across 
the cathode resistor of the second stage must be equal to the plate voltage 
of the first tube minus the magnitude of the grid bias of the second tube. 
This circuit is particularly applicable when the second tube is a power 
tube requiring a relatively high grid bias. When the amplifier is used ° 
only in the amplification of alternating voltages, loss in amplification 
resulting from alternating voltage produced across the cathode resistors 
may be prevented by shunting them with condensers of_low reactance. 
In the amplification of direct voltages this type of circuit is of principal 
value in push-pull form, in which the cathode resistors do not cause 
loss of amplification. Such a circuit is shown in Fig. 6-44. The use of 
cathode resistors to produce grid bias will be discussed in further detail 
in Sec. 5-8. 

Another form of direct-coupled amplifier is similar to the circuit of 
Fig. 5-6, except that the coupling condenser C,, is replaced by a glow- 
discharge tube. Such a tube is characterized by a practically constant 
voltage drop over a wide range of current (see Sec. 11-4). Variations of 
voltage of the plate of one tube are therefore passed on to the grid of 
the following tube-and the difference in direct voltage between these 
electrodes appears as voltage drop in the glow tube. The objection to 
such a circuit arises from the fact that the current that flows through the 
glow tube has small random fluctuations which cause. relatively large 
disturbances in the amplifier output. Although these disturbances 
may be very serious in amplifiers used for the production of sound or in 
other applications, glow-tube coupling is sometimes used in vacuum- 
tube instruments and in control apparatus. An example of the use of 
glow-tube coupling is afforded by the circuit of Fig. 6-37. 

Direct-coupled amplifiers respond down to zero frequency, 1.e., 
they amplify changes of direct voltage. Although the small frequency 
distortion and the response at zero frequency are advantages of the 
direct-coupled amplifier, the response to changes of steady voltage 
makes it difficult to use more than two stages in the circuits of Figs. 5-3-to 
5-5. Small changes in the operating voltages of the first tube. are 
amplified to such an extent that it is hard to maintain correct grid bias 
in the final stage of an amplifier having three or more stages... This 
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' difficulty may be reduced, however, by the use of inverse feedback 
(see Sec. 6-36) and push-pull circuits.‘ A practical three-stage circuit 
is shown in Fig. 6-44. 

. 5-7. Impedance-capacitance Coupling—In the impedance-capaci- 
tance-coupled amplifier of Fig. 5-6 the plate voltage is kept from the 
grid of the succeeding tube by 
the use of a coupling condenser 
C.. If the reactance of this con- 
denser is small in comparison to 
the grid coupling impedance 2:2, 
practically the full voltage de- 
veloped across 2, is applied to the 
grid of the second tube. 2 is 
almost always a resistance. The 
plate coupling impedance 2; may 
be a resistance, an inductive reactance, a resonant circuit, or a more 
complicated type of impedance. When resistance is used, the amplifier 
is termed a resistance-capacitance—coupled amplifier, or simply a resistance- 
coupled amplifier. 

5-8. Use of Cathode Resistors to Provide Bias.—It is unnecessary 
to use a separate voltage source to supply grid-bias voltages. The 
plate and grid supply voltages of Fig. 5-6 may be replaced by a single 
voltage source and voltage divider, or the bias voltages may be obtained 


nput Ld Output 


amplifier. 


Fig. 5-7,—Impedance-capacitance—coupled amplifier with self-biasing resistors Rec. 


by the use of cathode resistors, as in Fig. 5-7. The steady components 
of plate and screen. currents through a biasing resistor R,- cause a steady 
voltage drop that is of such polarity as to make the grid negative with 
respect to the cathode. The tube is said to be sedf-biased. The correct 
value of biasing resistance for any stage is equal to the required bias 
divided by the sum of the static operating plate and screen currents. 
If the resistance alone is used, the signal voltage produced across this 
resistance is also applied to the grid and, being opposite in phase to the 
input voltage, reduces the amplification. Although the effects of the 


1Crapp, J. K., Gen. Radio. Expt., 9, February, 1939, p. 1; GoupBEre, loc. cit.; 
Goopwin, C, W., Yale J. Biol. and Med., 14, 101 (1941). 
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out-of-phase voltage applied to the grid are not necessarily without 
benefit (see Sec. 6-29), the loss in amplification may be prevented by 
shunting the resistance with a by-pass condenser C’.., whose reactance is 
small at signal frequency. To ensure that the amplification will not 
fall off at low frequencies, this condenser must have sufficiently high 
capacitance so that the alternating voltage 
across R,, is negligible at the lowest frequency 
to be amplified. Because the required biasing 
voltage is usually relatively small, a low- 
voltage, high-capacitance electrolytic condenser 
(25-volt, 25-yf, for instance) may ordinarily be 
used, 
Another method of preventing the appli- 
cation of out-of-phase signal voltage to the 
amplifcr yith aitbaaey grid is by the decoupling circuit of Fig. 5-8. 
resistor and decoupling filter. The condenser C,, and resistor R,,’ serve as 
a simple filter by acting as a voltage divider 
for any alternating voltage appearing across R...1 If the reactance of 
C.< is small in comparison with the resistance R..’ at the lowest fre- 
quency to be amplified, a negligible portion of the alternating voltage will 
appear across C,. at this and higher frequencies. ‘The condenser charges 
up to a voltage equal to the direct voltage across R.. and thus applies 
this amount of biasing voltage to the grid circuit. The advantage of 


th 


Fig. 5-9.—Doubly tuned transformer-coupled amplifier. 


the circuit of Fig. 5-8 over that of Fig. 5-7 is that it requires a smaller 
value of C... Its disadvantage is the need for an additional resistor. 
The by-pass condenser in the circuit of Fig. 5-7 and the condenser- 
resistance filter in the circuit of Fig. 5-8 also serve to reduce hum by 
preventing ripple voltage, which appears across R.. as the result of a 
poorly filtered B supply (see Chap. 14), from being applied to the grid. 
In some circuits grid bias is derived from the nearly constant voltage 


1 Pounn, F. J. A., Wireless Eng., 9, 445 (1932); Kinross, R. I, Wireless E'ng., 10, 
612 (1932); Srevens, B. J., Wireless Eng., 11, 129 (1934); Cranks, G. F., Wireless 
Eng., 11, 370 (1934); Witx1ams, Emrys, Wireless Eng., 11, 600 (1934). See also 
Sec. 6-38. 
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drop across a glow-discharge tube (see Sec. 12-4 and Figs. 14-21c, 14-22, 
and 14-28). 

5-9. Transformer Coupling.—Basic circuits of transformer-coupled 
amplifiers are shown in Figs. 5-9 to 5-11. The amplifiers of Figs. 5-9 


Fria. 5-10.—Singly tuned transformer-coupled amplifier. 


.and 5-10, which incorporate resonant circuits, are, used principally at 
radio frequencies. The transformers may be either air-core or iron-core. 
The amplifier of Fig. 5-11, which employs untuned iron-core trans- 
formers, is used principally at audio frequencies. 


Fig. 5-11.—Untuned transformer-coupled amplifier. 


5-10. Push-pull Amplifiers—The circuits illustrated in Figs. 5-3 
to 5-11 use a single tube in each stage of amplification. Such amplifiers 
are said to be single sided. It is also possible to use two tubes in each 
stage, connected so that the alternating grid voltages of the two tube 
are opposite in phase, but the output 
voltages of the two tubes add, as in’ 
the single-stage circuit of Fig. 5-12. 

An amplifier that uses such a sym- E ovtous 
metrical arrangement of two tubes is 
called a push-pull amplifier. 

Push-pull amplifiers have a num- 
ber of advantages over single-sided yy, 5.19—Single-stage push-pull am- 
amplifiers. (1) The principal ad- plifier. 
vantage of push-pull amplifiers is that 
they do not introduce even harmonies of the impressed signal or the 
accompanying intermodulation frequencies associated with the even- 
order terms of the series expansion. (2) The reduction of even-order 
nonlinear distortion makes possible the use of higher bias and grid swing 
and hence the development of greater power output than that of the 
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same two tubes used in parallel in a single-sided amplifier. (3) Hum 
voltage resulting from insufficient filtering of the B supply, and fluctua- 
tions of supply voltage, are applied in the same phase to the two tubes 
of a push-pull amplifier and hence the effects balance out of the output. 
(4) In push-pull transformer-coupled amplifiers the steady plate currents 
pass through the coupling-transformer primary in opposite directions 
and so do not tend to saturate the core if the two tubes have identical 
characteristics. For this reason a smaller core can be used. (5) The 
fundamental components of alternating plate currents of the two tubes, 
which are opposite in phase, cancel in the biasing resistance R., and 
therefore do not produce alternating voltage across this resistance. Even 
if the alternating currents of the two tubes are not exactly equal in 
amplitude, any alternating voltage produced across R,. is applied in, 
the same phase to the two grids and so this voltage does not produce any 
effect upon the output voltage. Hence the by-pass condenser may be 
omitted without loss of amplification, and danger of frequency distortion 
resulting from the variation of reactance of this condenser with frequency 
may be avoided. (6) Similarly, the fundamental components of plate 
current of the two tubes cancel in the impedance of the source of plate 
voltage and any small alternating voltage produced in this impedance if 
the currents are not exactly equal is applied to the two tubes in the same 
phase. Loss of amplification in individual stages or danger of oscillation 
as the result of feedback of signal voltage from any stage to a preceding 
stage (see Sec. 6-38) is thus avoided. 

The symmetry of push-pull amplifiers can be made sufficiently close 
by choice of similar tubes and by minor circuit adjustments, so that the 
negative half of the output wave may be considered to have the same 
form as the positive half. A periodic wave that has this type of sym- 
metry contains no even harmonics.! It follows, therefore, that a properly 
balanced push-pull amplifier does not generate even harmonics of the 
applied frequencies. This is also shown by Eqs. (4-34) to (4-36). 

That a symmetrical push-pull amplifier does not generate even 
harmonics or even-order intermodulation frequencies may be proved 
rigorously by means of the series expansion for alternating plate current. 
Since the circuit is assumed to be symmetrical, the coefficients for the 
series are the same for the currents of both tubes. Let e, and 7, be the 
alternating grid voltage and alternating plate current of one tube and 
e,’ and 1,’ those of the other tube. Then 


ty = Dareg + Daves? + Dasze,? +- Daeg —- - + - (5-1) 
bp! = Lareg! + Vaeg’® + Vasey’? + Daye’? — - - - (5-2) 


1 Matti, M. G., “Electric Circuit Analysis,” p. 176, John Wiley & Sons, Inc., New 
York, (19380). 
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But e,’ = —e,. Therefore 
tp’ = —Lareg + Lare,? — aszez? + Dase,t?— --: (5-3) 


Because the plate currents flow through the primary of the coupling 
transformer in opposite directions, the voltage across the secondary is 
proportional to the difference between 7, and 7,’. 


Go = A(ty — ty’) = 2A(Zaye, + Yasey? + Dasey®>+ ---) (5-4) 


in which A, the constant of proportionality, is different for each frequency 
component of the expanded series. If e, = En sin wt is substituted in 
Eq. (5-4) and the powers of sin w are expanded, the resulting series 
contains only the fundamental and odd-harmonic frequencies. If ¢, is 
the sum of several voltages of different frequencies, the series contains 
also odd-order intermodulation frequencies, but no even-order inter- 
modulation frequencies. With triodes, the coefficients of the third- and 
higher-order terms of the series can be made small enough so that the 
output of a push-pull amplifier has negligible harmonic and intermodula- 
tion content. With pentodes a great reduction of amplitude distortion 
can be effected by the use of push-pull circuits operated under conditions 
that give small third-harmonic content but that would give high second- 
harmonic content with single-sided amplifiers. 

If the output transformer of Fig. 5-12 is center tapped, it can be used 
to excite a following push-pull amplifier stage. Impedance-capacitance 
coupling may also be used, as shown 
in Fig. 5-13. In this circuit there 
can be no external connection be- 
tween either side of the input and 
the cathode circuit, as this would in 
effect short-circuit the a-c input to 
one tube. For this-reason the input 
can be grounded only at the mid- 
point of the input resistor. Al- Fig, 5-13.—Resistance-capacitance- 
though push-pull stages may be used a Pee crea 
throughout a multistage amplifier when it is desired to reduce distortion 
to a minimum, it is more common to use the push-pull connection only 
in the final stage, in which the current amplitude, and hence the dis- 
tortion, are large. 

5-11. Phase Inverters.—The requirement that the exciting voltages 
of the two tubes of a push-pull amplifier shall be opposite in phase neces- 
sitates the use of special circuits in coupling a single-sided stage to a 
push-pull stage by means of resistance-capacitance coupling.! One 


1 AuantiE, F., Wireless Eng., 6, 307 (1929); Davipson, P. G., Wireless Eng., 6, 
437 (1929); Saortr, H. L., Radio Eng., January, 1935, p. 14. 
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circuit that may be used for this purpose is shown in Fig. 5-14. In this 
circuit, the 180-degree difference in phase of the exciting voltages of the 
push-pull tubes is obtained by splitting the plate resistor of the first 
stage into two parts and inserting the B-supply voltage between them.! 
The signs in Fig./ 5-14 show the polarities of the instantaneous voltages 
across the various resistors when the instantaneous input voltage is of 
such polarity as to swing the grid voltage of the first tube in the positive 
direction. This circuit has the disadvantage that the input cannot be 
grounded if the voltage supply is grounded. This disadvantage may be 
avoided by connecting the lower input terminal and the lower end of the 
input resistor to the negative side of the supply voltage Hy, instead of 
as shown in Fig. 5-14.2 The voltage developed across the lower plate 
resistor of the first tube is then applied to the grid in series with the input 


E Output 


Fria. 5-14.—Amplifier circuit in which resistance-capacitance coupling is used to couple a 
single-sided stage to a push-pull stage. 

voltage. Since these voltages are opposite in phase, the resultant grid 

voltage is small and the amplification of the first stage is approximately 

unity. The reduction of amplification, which may be undesirable, is 

accompanied by a decrease of nonlinear distortion in the first stage (see 

Sec. 6-30). 

A second type of phase-inverter circuit, in which the phase reversal 
is accomplished by means of an extra tube, is shown in Fig. 5-15. The 
signs indicate the relative polarities of the instantaneous alternating 
voltages throughout the circuit. The alternating grid voltage of tube Te, 
which is obtained from the plate load resistance of 71, is opposite in 
phase to the voltage impressed upon the grid of T;. Hence the output 
voltages of the two tubes are opposite in phase. The slider of the voltage 
divider is set so that (71 + r2)/ri is equal to the voltage amplification of 
T,. The alternating grid voltages and, therefore, the output voltages, . 
of the two tubes are then equal in amplitude. A twin type of.tube is 
usually used for T, and Ts. A simple method of balancing the circuit 
is to connect a pair of headphones across the biasing resistor and to 


7 TULAUSKAS, L., Electronics, May, 1933, p. 134. 
2 McProup, C. G., and WitpEermourg, R. T., Electronics, October, 1940, p. 50. 
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adjust the voltage divider so that only harmonic and other distortion 
frequencies are heard. 

A third type of phase-inverter circuit, called the cathode phase inverter, 
is shown in basic form in Fig. 5-16a.1_ The alternating grid voltage for 
Ts, which is obtained from the resistance in the cathode circuit of 71, is 


Fig. 5-15,—Use of a phase-inverting tube in coupling a single-sided stage to a push-pull 
stage. 
opposite in phase to the alternating grid voltage of 71, and so the two 
output voltages (measured relative to the common output terminal) are 
opposite in phase. A simple analysis, based upon the equivalent plate 
circuits (see Prob. 5-1), shows that the ratio of E.1 to E.2 is equal to 
roll + (rp + re2)/(H + Lril/ree. This ratio can be made equal to unity 
by making rs larger than 7; When it is desired, for the sake of sim- 


(a) (b) 


Fig, 5-16.— Cathode phase inverter (a) with a common cathode coupling and biasing resistor 
and (6) with coupling resistance greater than the biasing resistance. 


plicity, to make ry; and 72 of equal value ~, the amplitudes of the two 
output voltages can be made to approach equality by making (u + 1)r. 
large in comparison with r, +7. The voltage amplification is then 
approximately ur,/2(rp + 7). In order to make the two output voltages 
essentially equal in this manner, it is necessary to use values of 7, con- 
siderably larger than those required to provide the correct grid bias. In 


1Scumirt, O. H., J. Sci. Instruments, 15, 136 and 234 (1938): Rev. Sci. Instru- 
ments, 12, 548 (1941). 
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the modified circuit of Fig. 5-16b the bias is provided by the resistance 
Rec, Whereas the alternating grid voltage of 7. is taken from across both 
r, and R,. through the condenser C, the reactance of which is negligible 
in comparison with the resistance R. 

5-12. Output Circuits.—It is often advan- 
tageous or necessary to prevent the steady 
component of plate current of the output tube 
from passing through the loud-speaker or other 
load. This may be done by using an output 
transformer as in Figs. 5-9 to 5-12, 5-14, and 
5-15, a resistance-capacitance network as in 
Fig. 5-17—Choke-conden- Figs. 5-7 and 5-13, or a condenser-choke 

ser—coupled load. combination as in Fig. 5-17. 

5-13. Use of Center-tapped Filament Transformer with ilashehtary 
Cathodes.—When tubes with filamentary cathodes are operated from 
an a-c filament supply, the grid and plate circuits are connected to the 
cathode through a center tap on the filament transformer or through a 
center-tapped resistor shunted across the filament. The reason for 
the center connection is to prevent a-c output at supply frequency as the 
result of a variation of voltage of one end of the filament relative to the 
grid. The center connection is equivalent to a connection to the mid- 
point of the filament. When the alternating voltage drop in the filament 
causes the voltage of the grid relative to one end of the filament to 
‘ become more negative, it causes the grid voltage relative to the other 
end to become less negative. If the filament is symmetrical, the decrease 
of space current from one end of the filament is offset by an equal increase 
from the other end, and the plate current remains constant. Slight 
deviation of the filament from symmetry with respect to the mid-point 
can be compensated by the use of a resistor with an adjustable tap. 

5-14. Frequency Range.—<According to frequency range, amplifiers 
are classified as wide-band and narrow-band. The presence of circuit 
inductances and capacitances restricts the frequency range over which 
any amplifier can amplify uniformly. The width of the response band 
may be reduced to any desired amount by the use of tuned circuits or 
band-pass filters in the amplifier. For most applications of audio- 
frequency amplifiers it is desirable to amplify uniformly over as great a 
frequency range as possible, and so untuned amplifiers are the rule. 
Tuned amplifiers, which are indispensable in radio-frequency amplifica- 
tion, are seldom of value in audio-frequency work unless it is desired to 
emphasize or repress certain frequencies. Amplifiers incorporating 
band-pass filters are of value at both radio and audio frequencies.! 


1 Burrerworty, S., Wireless Eng., 7, 536 (1930). 
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They may be used in separating and isolating various portions or com- 
ponents of a wide band of frequencies which are simultaneously produced 
or transmitted. 

5-15. Class A, Class AB, Class B, and Class C Amplifiers.—According 
to the portion of the cycle during which plate current flows, amplifiers 
are classified as Class A, Class AB, Class B, and Class C. A Class A 
amplifier is one in which the grid bias and alternating grid voltage are 
such that plate current in the tube, or in each tube of a push-pull stage, 
flows at all times. A Class AB amplifier is one in which the grid bias 
and alternating grid voltages are such that plate current in the tube, or 
in each tube of a push-pull stage, flows for appreciably more than half: 
but less than the entire electrical cycle. A.Class B amplifier is an 
amplifier in which the grid bias is approximately equal to the cutoff 
value, so that the plate current is approximately zero when no exciting 
grid voltage is applied and so that plate 
current in the tube, or in each tube of a 
push-pull stage, flows for approximately one- 
half of each cycle when an alternating grid 
voltage is applied. A Class C amplifier is 
an amplifier in which the grid bias is appre- 
ciably greater than the cutoff value, so that 
the plate current in each tube is zero when 
no alternating grid voltage is applied and so 
that plate current flows in each tube for 
appreciably less than one-half of each cycle 
when an alternating grid voltage is applied. Fic. eed Class 
The suffix 1 may be added to the letter or ap CHTaMOR: 
letters of the class identification to denote that grid current does not 
flow during any part of the input cycle, and the suffix 2 to denote that 
grid current flows during some part of the cycle. 

Class Al operation is illustrated in Fig. 5-18. According to the 
definition of Class A amplification, the lower limit of instantaneous total 
plate current is zero. Practically, however, distortion caused by curva- 
ture of the dynamic transfer characteristic at low values of plate current 
limits the minimum plate current in a single-sided amplifier to values 
that ordinarily are not less-than one-fifteenth of the maximum plate 
current and that may be considerably larger. Since grid current starts 
flowing when the grid voltage is zero or even slightly negative, the upper 
limit of plate current is approximately that corresponding to zero grid 
voltage. The largest amplitude of alternating plate current is evidently 
obtained when the grid bias and signal voltage have such values that the 
grid voltage is equal to or slightly less than zero at the positive crest of 

‘exciting voltage and the plate current has the minimum value of Inia, 
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consistent with allowable amplitude distortion, at the negative crest of 
exciting voltage. 

Although larger amplitude of alternating plate current can be obtained 
with Class A2 operation than with Class Al, this advantage is offset 
by the higher value of static operating current, which increases the power 
consumption and the loss within the tube (see Sec. 7-2), and by the 
complications arising from the flow of grid current (see Sec. 8-9). Class 
A2 operation is, therefore, seldom used. Class Al operation is used in 
voltage amplifiers and in many audio-frequency power amplifiers, It 
results in lower distortion than do other types of operation but is less 
‘efficient than Class AB, B, or C operation. 


Fig, 5-19.—Single-sided Class B2 operation. Fic. 5-20.—Push-pull Class B2 operation. 


Class B2 operation is illustrated in Figs. 5-19 and 5-20. If a single 
tube were used as a Class B audio-frequency amplifier, all, or nearly all, 
of the negative half of the cycle would be cut off, as shown in Fig. 5-19, 
and amplitude distortion would be excessive. When two tubes are used 
in push-pull, however, the grid bias can be adjusted so that each tube 
functions in alternate half cycles during a little more than half the cycle, 
and the resultant current through the load is very nearly a replica of the 
exciting grid voltage, as shown in Fig. 5-20. In radio-frequency ampli- 
fiers, tuned circuits may be used in the plate circuit to suppress harmonics 
in the output and thus make possible the use of a single-sided amplifier. 
Class B operation is used in a-f amplification only in power amplifiers. 
Class B amplifiers are capable of delivering large amounts of power at 
higher efficiency than Class A amplifiers, but the harmonic content is 
greater. Difficulties of design result from the flow of grid current at the 
high excitation voltage required in order to take full advantage of the 
capabilities of Class B amplifiers. The characteristics of Class B audio - 
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amplifiers and the special problems encountered in their design will be 
treated in detail in Chap. 8. 

Class AB operation is intermediate. een that of Class A and 
Class B. Single-sided Class AB1 and AB2 operation are illustrated in 
Figs. 5-21a and 5-21b. Because plate current in a single tube does not 
flow during the entire cycle, it is necessary to use push-pull circuits to 
avoid excessive distortion in Class AB a-f amplifiers. Often the grid 
is not allowed to swing positive, since the flow of grid current results in 
complications which may offset the advantages (see Sec. 8-9). Con- 
siderably greater power output and higher efficiency can be obtained 
with Class AB1 amplifiers than with Class Al amplifiers. Class AB 
amplifiers will be treated in Chaps. 7 and 8. 

Because of the fact that plate current flows during less than 180 
electrical degrees it is impossible to use Class C operation in a-f amplifiers 


& (a) As 


(b) 


Fra. 5-21.—(a) Single-sided Class AB1 operation. (6) Single-sided Class AB2 operation. 


designed for wide frequency bands. In r-f amplifiers, harmonics are 
suppressed by the use of resonant circuits. The efficiency of Class C 
amplifiers is greater than that of the other classes. 

5-16. The Decibel.—Although current, voltage, and power amplifica- 
tion, as well as the magnitude of a given voltage, current, or power, 
relative to reference values, can be expressed as an ordinary ratio, it 
has been found to be far more convenient to make use of logarithmic 
ratios. The unit that has been adopted in this country is the decibel, 
which is indicated by the symbol db and is defined as follows: 

1. The ratio of two amounts of power P; and P, is said to be n db if 


n = 10 loge (5-5) 


2. The ratio of two voltages HZ, and E, or two currents I, and I, is 
said to be n db if 


n = 20 logis Bs or n= 20 logis LE (5-6) 
Ey I, 
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If P, exceeds Py, n is positive, P: is said to be “up’’ n db with respect 
to P;, and n is said to indicate a gain; if P, exceeds Po, n is negative, Pe: is 
‘said to be “down” n db with respect to Pj, and n is said to indicate a loss. 


2 
By substituting P = Iz cos @ and P = e cos. 6 in Eq. (5-5) the 


student may show that Eqs. (5-5) and (5-6) give the same number of 
decibels if the impedances in which P; and P»2 are developed have the 
same magnitude and phase angle. 

It follows from the definition of a logarithm that if a system is made 
up of a number of units whose decibel gain or loss is nj, no, ns, ete., the 
over-all gain or loss of the system is 


Ree ree ee (5-7) 


due account being taken of the signs of 11, "2, nz, etc. 

Tt should be noted that the decibel always refers to the ratio of two 
amounts of power, voltage, or current. A single quantity of power, 
voltage, or current can be specified in decibels by agreeing to express 
the ratio always with respect to a fixed reference value, called zero level. 
In telephone engineering practice, 6 mw has long been accepted as zero 
power level. The somewhat more convenient value of 1 mw, as well as 
other values, is often used. The term volume unit is used in place of. 
“‘decibel”’ in specifying power when 1 mw is used as zero power level.! 

The small numbers in which it is possible to express the decibel 
gain corresponding to large amplification ratios and the ease of adding 
and subtracting, as compared with multiplying and dividing, constitute 
two advantages of the use of the decibel. Furthermore, the change in 
gain of an amplifier in decibels is a better index of the effect of the sound 
output upon the ear, than the corresponding change in amplification.’ 

A chart for determining decibel gain corresponding to power, voltage, 
and current ratios is given on page 676. 


; Problems 
5-1. a. By the use of equivalent plate circuits, show that the voltage amplification 
of tube T; in the circuit of Fig. 5-16 is 


prolty + re + le + 1)ri] o (5-8) 
(rp + rei) (rp + ree) + (2rp + ror + 12) + A)re 


A= 


and that the ratio of the output voltages of the two tubes is 
Eo. [ 1. Oe + re) | To1 
= = — 5-' 
Bus 1G Fire! Ta om, 


1 ArreiL, H. A., Curnn, H. A., and Morris, R. M., Electronics, February, 1939, 
p. 28; Cuinn, H. A., Gannert, D. K., and Morris, R. M., Proc. I.R.E., 28, 71 (1940). 
2 Perry, 8. V., RMA Tech. Bull. 1, Nov. 1, 1940. 
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b. Show that when ry: = m2 = 7 and (u + L)re > > rp +70, Eqs. (5-8) and (5-9) 
reduce to 


=o Mw 

Be 3s is) 
Bei on 

mrr} (5-11) 


(5-10) 


5-2. The voltage produced by the flow of 1 ma through a resistance of 1000 ohms 
is amplified to give a voltage of 100 volts across a 10,000-ohm resistance. Find the 
voltage gain, current gain, and power gain in decibels. 


CHAPTER 6 


ANALYSIS AND DESIGN OF VOLTAGE AND CURRENT 
AMPLIFIERS . 


Voltage amplifiers are usually operated in such a manner that ampli- 
tude distortion is small. Much can be learned regarding their perform- 
ance, therefore, by taking into account only the fundamental components ” 
of plate current and making use of 
the equivalent-plate-circuit theorem. 
The results of such an approximate 
analysis are closely verified by 
laboratory measurements. When it 
is necessary to determine the har- 
monic content or to make more 
Fic. 6-1.—Single-sided amplifier with accurate predictions regarding the 

impedance load. amplification, the graphical methods 
explained in Chap. 4 may be employed. 

_ 6-1. Voltage Amplification of Tube with Impedance Load.—The 
simplest form of vacuum-tube voltage amplifier consists of a single tube 
with an impedance in the plate circuit, as shown in Fig. 6-1. Figure 6-2 
shows the equivalent plate circuit. As far as its shunting effect. upon 
z is concerned, C,, may be replaced by an equivalent capacitance 


Fig. 6-2.—Equivalent circuit for the ampli- Fic. 6-3.—Simplified equivalent circuit for 
fier of Fig. 6-1. the amplifier of Fig. 6-1. 


Cop’ = Cyp(E, + Ex)/Ez, in parallel with C,,.. Since Ew is usually 
large in comparison with E,, Cy’ is approximately equal to Cj». ‘The 
equivalent circuit may then be simplified to that of Fig. 6-3, in which 
Cor’ = Cox + Cop. At low frequency the reactance of Cp,’ is so high 
that its effect may be neglected. Under this assumption the voltage 
amplification is 
Ex “s Ew _ = I Mz 
_ Vv, &#£, EE,” %%+% 


(6-1) 
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The manner in which |A /u varies with the ratio \20/ol with pure 
resistance load and with pure reactance load is shown in Fig. 6-4. The 
voltage amplification approaches the amplification factor when the load 
impedance becomes large in comparison with the plate resistance. 
Inductance load has the advan- 1.0 
tage that loss of direct voltage i 
resulting from JR drop in the load 
may be kept to a minimum by 
making the d-c resistance small. 
This advantage is more than off- 
set, however, by dependence of 
‘load impedance upon frequency, 
which tends to make the ampli- 
fication fall and to advance the 
phase of the output voltage with 


0.8 


0.6 


2p/Tp 


respect to the exciting voltage at 
low frequency. 
At frequencies which are so 


Fig. 6-4.—Curves showing the manner in’ 
which the amplification of a single tube with 
pure resistance load and with pure reactance 


load varies with load impedance. 


high that the reactance of Cpx’ is 
comparable with the plate resistance, the effective load impedance z 
consists of the parallel combination of 4 and the reactance of C,,’._ The 
voltage amplification therefore falls off at high frequency, and the phase 
of the output voltage is retarded. The upper limit of the range of 
uniform amplification can be raised at the expense of amplification, by 
reducing 2. With resistance load it 
is not difficult to. obtain uniform 
amplification from zero frequency 
well into the radio-frequency range. 

Special methods of improving the 
&b «high-frequency response will be 
discussed. . 

For triodes with resistance load, 
the manner in which A varies with rn, 
is complicated by the fact that, as 
this resistance is increased, the path 
of pperation is lowered and the plate resistance is increased. Thus, the 
plate resistance at the operating point O’ of Fig. 6-5 is higher than that 
at the point O. The amplification does not increase so rapidly, there- 
fore, as would be indicated by Eq. (6-1) if the plate resistance were 
assumed to be constant. The manner in which the voltage amplification 
varies with load resistance can be determined most readily graphically. 
The voltage amplification is roughly equal td the difference in plate 
voltage of points of intersection of the load line with two adjacent static 


Plate Current 


: Plate Voltage 


Fie. 6-5.—Plate diagram of a triode 
with pure resistance load, showing the 
variation of voltage output with load re- 
sistance at constant excitation. 
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plate characteristics, divided by the difference of grid voltage of the two 
characteristics. This is the ratio Z,/E, or E,'/E, in Fig. 6-5. The 
accuracy of this method increases, of course, as the interval between. the 
characteristics is decreased. It can be seen from Fig. 6-5 that the rate 
at which the amplification is increased with load resistance is small at 
high values of load resistance. For this reason and because of the falling 
off of amplification at high frequency when 7 is large, the load resistance 
is usually limited to 500,000 ohms or less in practice, even with triodes 
having high plate resistance. The voltage amplification that can be 
realized in practice with triodes approximates 80 per cent of the amplifica- 
’ tion factor. 

For pentodes with resistance load, the action is complicated by the fact 
that at low values of plate current the spacing of the static characteristics 
rapidly becomes smaller as the negative grid voltage is increased. The 
resulting curvature of the dynamic transfer characteristic causes ampli- 
tude distortion. This difficulty 
can be reduced by increasing the 
plate supply voltage, but the re- 
quired voltage rapidly becomes 
prohibitive as the load resistance 
is increased. Practical values of 

oie, ee Rene ee pentode load resistance are also 
aeie lad relctene Pomtode is used as nited to about 500,000 ohms. 

Since pentode ‘plate resistances 
are well in excess of a megohm, the realizable voltage amplification 
is much smaller than the amplification factor, 350 representing the 
approximate limit. Because the plate resistance of pentodes is con- 
siderably higher than the usable load resistance, Eq. (6-1) reduces to 
A = gm% for pentodes. 

Values of voltage amplification approximating the amplification 
factor of pentodes can be obtained by using the plate resistance of a 
second pentode as the load resistance,! as shown in Fig. 6-6. The a-c 
resistance of the pentode that is used as load is high, but its electrode 
voltages may be adjusted so that the d-c drop through it is small, and so 
that its plate current is equal to the desired operating plate current of 
the amplifier pentode. In this manner it is possible to obtain high-a-c 
load resistance without lowering the operating plate voltage and current 
of the amplifier pentode to values that give excessive distortion. The 
interelectrode capacitances of the two tubes cause the amplification to 
fall at the upper end of the audio-frequency range. 


‘Hurp, J. F., Wireless Eng., 8, 192 (1931); Mutsswer, E. R., Electronics, July, 
1933, p. 195; Howson at W., J. Franklin Inst:, 216, 749 (1933); ScHMre O., Rev. Sct. 
Instruments, 4, 661 (1933). 


Sxc, 6-4] VOLTAGE AND CURRENT AMPLIFIERS 147 


6-2. Voltage Amplification of Multistage Amplifiers—The over-all 
amplification of a multistage amplifier is equal to the product of the 
amplifications of the individual stages. (The over-all gain is equal to 
the sum of the gains of the individual stages.) In forming the equivalent 
circuit of each stage, the stage must be considered to consist of the tube 
and all circuit elements coupled to the plate, including the tube capaci- 
tances and the input admittance of the following tube. Different types 
of coupling may, of course, be used in the different stages. The form of 
the plate load of the final stage depends upon the purpose for which the 
amplifier is designed. 

6-3. Voltage Amplification of Direct-coupled Amplifier—The direct- 
coupled amplifier illustrated in Figs. 5-3 to 5-5 consists of two stages of 
the simple amplifier of Fig. 6-1. Because of the effect of the mput 
capacitance of the second tube upon the amplification of the first stage, 
the amplification begins to fall off at a lower frequency than with a single 
stage; otherwise the behavior is similar. The over-all amplification is 
the product of the amplifications of the two stages (the sum of the decibel 
gains), which may be determined from the equivalent circuit of Fig. 6-3. 
The direct-coupled amplifier is a special form of an. impedance-capaci- 
tance-coupled amplifier in which the coupling capacitance and grid-leak 
impedance are infinite. Since the 
impedance-capacitance—coupled am- 
plifier is analyzed in the following 
sections, the direct-coupled amplifier 
need not be treated in further detail. 
If the coupling and output imped- 
ances of this type of amplifier are 
nonreactive, the amplification is inde- 
pendent of frequency from: zero fre- 
quency up to frequencies at which the effect of interelectrode capacitances 
becomes apparent. This type of amplifier gives the least frequency and 
phase distortion and is the only type of multistage amplifier that will 
amplify at zero frequency, 7.¢., that will amplify changes in direct voltage 
or current. 

6-4. Impedance-capacitance-coupled Voltage Amplifier—The basic 
circuit of a two-stage impedance-capacitance;coupled amplifier is shown 
in Fig. 6-7. The final stage may be considered as a special form of 
impedance-capacitance-coupled stage in which one or two of the 
coupling elements are absent. If the amplifier is used to furnish voltage 
output only, z.c., if the external-impedance across the output terminals 


F 1G. 6-7. eee impedance-capaci- 
tance—-coupled amplifier. 


1 The student is cautioned against attempting to combine the equivalent circuits 
of two or more stages into a single Pawan circuit. 
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is infinite, the load of the final stage may be considered to be merely z, 
and the amplification may be found by the use of Eq. (6-1). 

The equivalent circuit of an impedance-capacitance-coupled stage 
is shown in Fig. 6-8a. Because the effective plate-to-cathode capacitance 
Cox is very much smaller than the capacitance of the coupling condenser 
C., the effect of C,.1 upon the behavior of the amplifier is the same as 
though C',.1 were connected in parallel with the input impedance 2,2 of 
the following tube.1 Further simplification results from the assumption 
that the input conductance of the following tube is negligible. Then the 
admittance is [see Eq. (4-13)] 


Yoo = Baa = joCia = jolC ore + (1 = {Aol) Cope] (6-2) 


in which | A, is the magnitude of the voltage amplification of the following 
stage, and Cyx2 and Cyp2 are the interelectrode capacitances of the following 


: + 
(a) (b) 
‘Fig. 6-8.—Equivalent plate circuit for the first stage of the amplifier of Fig. 6-7. 
tube. The effective input capacitance Ci. of the following tube, in 
parallel with the effective plate-to-cathode capacitance C'p:1, may be 
replaced by an equivalent capacitance 


Co = Corr + Core + (1 + [Aal)Cope (6-3) 


For convenience in analysis the ‘parallel combination of z2 and Cz may be 
replaced by the equivalent impedance 


—_ &2 
~ 1 + joC rz 


Za! 


or yo = y2 + Jol, (6-4) 


Figure 6-8b shows the simplified equivalent circuit. Summation of 
voltages in the circuit of Fig. 6-9 yields the following equations 


Iy(Tp + z1) — Tz, = pkg (6-5) 
Tle. +2! ee = Ts (6-6) 


Examination of Fig. 6-7 shows that the second grid is made more negative 
when J, and J are increased by making the grid of the first tube less 
1 Strictly, Cosi’, as defined on p. 144, rather than Cy, should be used in this 


analysis. In tubes suitable for use in voltage amplifiers, however, Cy 1 is so much 
smaller than Cp; that little error results from using Cp instead of Cyn’. 
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negative. Therefore, Ej. = — Iz’, and the voltage amplification is 
E 2 T2ef 

Az y= - 6-7 

En Eg: ( ) 


Solution of the simultaneous equations (6-5) to (6-7) gives the follow- 
ing general expression for the voltage amplification of a stage of an 
impedance-capacitance—coupled amplifier: 


A=-~ weve (6-8) 
(21 + 22')r'p + 2122 — is 20 21) 


Equation (6-8) may be readily transformed into the equivalent equation 


A= - eT (6-9) 
(yr + y2’)tp + 1-5 Be (yp + 1) 


Equations (6-8) and (6-9) and their rationalized equivalents are too com- 
plicated to show clearly the influence of the various circuit constants 
upon the voltage amplification. The formulas for special fortns of the 
impedance-capacitance~coupled amplifier are considerably simpler. 


Fig. 6-9.—Two-stage resistance-capacitance—coupled amplifier. 


6-5. Resistance-capacitance-coupled Amplifier—The most com- 
monly used type of impedance-coupled amplifier is the resistance- 
capacitance-coupled amplifier, in which the coupling impedance 2. 
and grid coupling (grid-leak) impedance 2. are resistances 7; and re, as 
shown in Fig. 6-9. Figure 6-10 shows a typical frequency-response 
curve of such an amplifier. It can be seen from this curve that the 
amplification remains constant over a considerable range of frequency 
but falls on either side of this range. The range of constant amplification 
is called the mid-band range of frequency. -The amplification in this 
range is called the mid-band amplification and is represented by the 
symbol A, The mid-band range usually extends from below 100 cps 
to above five thousand cps, and may be greatly extended in both 
directions. 

Examination of Fig. 6-9 shows that the reduction of voltage amplifica- 
‘tion at low frequencies must result from the voltage-dividing action of 


a: 
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C.andr,. Since the reactance of C, increases as the frequency is reduced, 
more of the alternating voltage across 7, appears across the condenser 
and less is applied to the grid of the following tube. The reduction of 
amplification at high frequencies, on the other hand, must result from 
the shunting effect of C2, the effective input capacitance of the following 
stage. As the frequency goes up, the resultant impedance of the parallel 
combination of 71, 72, and C’, goes down, and so the voltage amplification 
falls, as predicted by Eq. (6-1) and shown by Fig. 6-4. The constant 
ocala in the mid-band frequency range indicates that within this 
range the reactance of the series capaci- 
tance C, is so small that C. may be 


considered to be short-circuited and that 
the impedance of the parallel capaci- 
tance C2 is so high that C, may be con- 


Ee 1000 10,000 100,000 sidered to be absent. Furthermore, the 
ee ee effect of C. is negligible in the frequency 
Fic. 6-10.— Typical shape of the onoe in which C, reduces the amplifi- 
frequency-response characteristic of a 
resistance-capacitance-coupled am- cation, and the effect of C, is negligible 
aia in the range in which C2 reduces the 
amplification. Hence the mid-band, high, and low ranges of frequency 
may be considered separately in analyzing the behavior of the amplifier. 
Although expressions for the voltage amplification of a resistance- 
capacitance-coupled amplifier can be readily obtained by making 
appropriate simplifications in Eq. (6-9), it is more instructive to derive 
them directly from equivalent circuits. Since both C, and C2 have 
negligible effect in the mid-band range, the mid-band load of the first 
stage of the circuit of Fig. 6-9 consists of r; and re in parallel. The 
voltage amplification can be found from Eq. (6-1). If the numerator 
and denominator of the right side of Eq. (6-1) are divided by rp, the 
equation becomes 


Volt SJ] 


Age se BPP ee (6-10) 
Tp 2b Tp 2b 
But since the effective load impedance is that of r; and rz in parallel, 


Sie Se (6-11) 


Substitution of Eq. (6-11) in Eg. (6-10) gives for the mid-band ampli- 
fication 


pee eee, Rees ee er (6-12) 


4 
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in which 
_ 1 = rfp ; 
ae | gly loom t nite + rare (6-18) 


Tp ry Te 


The approximate equivalent circuit of the first stage of the amplifier 
of Fig. 6-9 at frequencies above the mid-band range is that of Fig. 6-11. 
The voltage amplification can be found from Eq. (6-10) if it is noted 
that the load is the parallel combination of 11, 72, and C2. 


ae =, + jos (6-14) 


Substitution of Eq. (6-14) in Eq. (6-10) gives for the high-frequency 
amplification (see also Sec. A-1, page 671) 


Gm Im An 
A,=- =— 2" = "* §=(6-15) 
1 1 1 : 1 : 1 C 
LAL EE jl. 2 gelg, Oe 
lp ry Te Th 


The subscript in A, indicates that Eq. (6-15) holds at frequencies above 
the mid-band range. It can be seen from Eq. 
(6-15) that as the frequency is reduced at 


frequencies above the mid-band range, the Co Eg2 
voltage amplification approaches the mid-band 
value gmr. aE git 

In the theoretical determination of the Fig. 6-11.—Simplified 


frequency response of amplifiers.and in the eduivalent plate circuit for 
E : one stage of a resistance- 

design of amplifiers to meet specified frequency- coupled amplifier at high 

response requirements, it is convenient to know frequencies. 

the complex ratio of the amplification at any frequency to the mid-band 


amplification. Equation (6-15) maybe written in the form 
An _ 1 _ troy - 
An 1+ jor: 4/1 + (orn)? (cos y — j sin 7) 


i : 
= ee ee 6-1 
V1 + (wrnC2)? fy ( o 


where 
y = — tan” on, (6-17) 


y is the angle of the phase shift of the output voltage relative to the mid- 
band phase of the output voltage. (In the mid-band frequency range, 
the output voltage is 180 degrees out of phase with the input voltage.) 
The magnitude of the ratio of the high-frequency amplifi¢ation to the 
mid-band amplification is seen from Eq. (6-16) to be 

A; 1 


74 = Vit tnt = cos y (6-18) 
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|A nf, An| can be evaluated most readily at a given value of wr,C2 by finding 
the cosine of the angle whose tangent is wrC',. Curves derived from 
Eqs. (6-17) and (6-18) are shown in Fig. 6-12. These curves give the 
relative amplification and the relative phase shift at high frequencies 


E1.0 

Lao met 190 > 
<a8 1 aod 
50.7 ? 70» 
= 0.6 60° 
05 Lp 50¢ 
204 . 40 5 
€ 4 || : o 

0.3 we 1 30 
2 a 
50.1 = 102 
gor Se ait Mth ios 
x Ol 02 0304 06 081.0 345 7 10 
wrp,e 2 


Fig. 6-12.—Generic curves of relative amplification and relative phase shift of a resistance- 
capacitance—coupled stage at high frequencies. 


with respect to the mid-band values, as a function of frequency and 
circuit constants. 

The approximate equivalent circuit of the first stage of the amplifier 
of Fig. 6-9 at frequencies below the mid-band range is shown in Fig. 6-13. 
Summation of voltages in this circuit yields the 
following equations: 


I,("p + 11) = Ir, = pkgs (6-19) 
yd oer i) =Iyry (6-20) 
wo. 
Fic. 6-13.—Simpli- The output voltage is Ey. = —Ir, and the voltage 
fied equivalent plate amplification is 
circuit for one stage of a 
resistance-coupled am- : 
plifier at low fre At= Eyx _ Ire (6-21) 
quencies. . : E gl E gl aa 


Solution of the simultaneous equations (6-19), (6-20), and (6-21) gives 
the voltage amplification at low frequencies: 


Ap=- ee 
rire + Tip + Patp — ite ty) r1) 
‘ Qmbh An 
=- ea aees 6-22 
jo + 11) J ( ) 


7 (rire + itp + rerp)ole a wriC, 
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where 
rite t rity tren _ 1 

te T+ 11 rar 1/ri + 1/rp 
The subscript in A; indicates that Eq. (6-22) holds at frequencies below 
the mid-band range. Equation (6-22) shows that the low-frequency 
amplification approaches the mid-band value gnr, as the frequency is 
increased at frequencies below the mid-band range. 

Equation (6-22) may be written in the form 


A 1 


(6-23) 


An /1 + 1/(or.C)? ie ( ) 
where 
a = tan7! aCe (6-25) 


a is the phase angle of the output voltage relative to the mid-band phase 
of the output voltage. The magnitude of the ratio of the low-frequency 
amplification to the mid-band amplification is 

Ay _ oie 
Am 1 + 1/(@nC.)? 
Curves derived from Eqs. (6-25) and (6-26) are shown in Fig. 6-14. 

These curves give the relative amplification and the relative phase shift 


= COS a (6-26) 


0 2 345 7 10 

‘w rn Ce > 

Fia. 6-14.—Generic curve of relative amplification and relative phase shift of a resistance- 
capacitance—coupled stage at low frequencies. 


-at low frequencies with respect to the mid-band values, as a finelion of 
frequency and circuit constants. 

The manner in which the voltage amplification and phase shift of a 
resistance-capacitance-coupled amplifier: vary with the circuit constants 
and with frequency is completely specified by Eqs. (6-12), (6-17), (6-18), 
(6-25), and (6-26) (subject to the limitation that the effective input con- 
ductance of the following tube is negligible) and by the curves of Figs. 
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6-12 and 6-14, which are derived from these equations. The method 
of using these equations and curves can be best shown by computing the 
voltage amplification of one stage of a resistance-capacitance—coupled 
amplifier in the mid-band range and at a frequency above and one below 
the mid-band range. The amplifier will be assumed to have the following 
circuit and tube constants: 


nw = 100 7, = 200,000 ohms 
Tf = 100,000 ohms rz = 500,000 ohms 
Cy = 200 pyf C, = 0.01 uf 
r,, as determined from Eq. (6-13), is 58,800 ohms, and gm is 
100 
a as es 3 
100,000 107? mho. 


The mid-band voltage amplification is found by Eq. (6-12) to be —58.8. 
At a frequency of 10,000 eps, wr.C2 is 


2a X 104 X 58,800 XK 2 XK 107" = 0.738. 


Figure 6-12 shows that, at this value of wriC2, |A,/Am| is approximately 
0.8. Hence |A;| is 0.8 X 58.8 = 47 at 10,000 cps. By means of Eq. 
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Fie. 6-15.—Theoretical frequency-response characteristics for a typical resistance-coupled 
amplifier. 

(6-23), 7: is found to be 566,000 ohms. At a frequency of 50 cps, wriC. 
is 2r X 50 X 5.66 X 10° x 10-§ = 1.78. Figure 6-14 shows that, at 
this value of wrC., |A1/Am| is approximately 0.86. Teherefore |A;| is 
0.86 X 58.8 = 50.6. Theoretical frequency-response curves for the 
tube factors used in this illustrative problem and for four combinations of 
circuit constants, including those used in the problem, are shown in 
Fig. 6-15. 
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6-6. Effect of Circuit Constants upon Resistance~capacitancc-— 
coupled Amplifier Response.—Equation (6-12) may be put into the form 


An = (6-27) 


LB 

1+ r,(1/ri + 1/re) 
which shows that the maximum amplification, the mid-band value, 
incrgases with increase of amplification factor », coupling resistance 1, 
and grid-leak resistance 72, and decreases with increase of plate resistance 
fp. Examination of Fig. 6-14 and Eq. (6-23) shows that the mid-band 
range, throughout which the amplification is independent of frequency, 
can be extended at the low-frequency end by increasing rz and C, and, 
less effectively, by increasing 71 or r». Examination of Fig. 6-12 and 
Eq. (6-13), on the other hand, shows that the mid-band range is extended 
in the high-frequency direction by decreasing 11, re, 7», or Co. For con- 
venient reference, these facts are shown in tabular form in Table 6-I, 
which lists effects produced by increasing the various tube factors and 
circuit constants. Improvement of characteristics, consisting of widen- 
ing of the range of uniform amplification or of increase of maximum 
amplification, is indicated by a plus sign in this table; a narrowing of the 
range of constant amplification or a reduction of maximum amplification 
is indicated by a minus sign; 0 signifies that variation of a given quantity 
has no effect upon the amplification in a particular portion of the fre- 
quency band. The lowering of the upper limit of uniform amplification 
listed in the bottom row of the table results from the increase of C2, shown 
by Eq. (6-3), and so is actually included in the effect tabulated in the 
preceding row. 


Tape 6-I.—Ervrect or TusE Factors AnD Circuit CoNSTANTS UPON RESISTANCE- 
CAPACITANCE-COUPLED AMPLIFIER RESPONSE 


Lower frequency Mid-band Upper frequency 
Increase of limit of mid-band amplification, limit of mid-band 
amplification Am amplification 
Bt 0 + 0 
Tp + od = 
C. + 0 0 
r1 + + = 
T2 + + = 
C2 0 0 - 
A of following stage 0 0 - 


The improvement of low-frequency response resulting from increase 
of C., and the effect of decrease of 7: upon the upper limit of uniform 
amplification and upon amplification throughout the whole frequency 
range, are clearly shown by Fig. 6-15. 
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The value of C2 for any stage of an amplifier can be readily determined 
experimentally by the aid of Fig. 6-12 [or Eq. (6-18)], the tube of the 
following stage being used as a vacuum-tube voltmeter to indicate the 
output voltage! (see page 597). The voltmeter tube is first biased to 
cutoff. The input to the stage under test is then applied and adjusted 
to give a convenient small value of plate current of the voltmeter tube 
at some frequency within the mid-band range. The frequency is then 
raised until the input voltage must be increased in some convenient 
ratio at constant output voltage, as indicated by the current of the volt- 
meter tube. The value of wr,C2 corresponding to the voltage ratio may 
be read from Fig. 6-12; and, since the frequency is known and r;, may be 
computed, C, may be found. A convenient input voltage ratio is 1.41, 
for which wr,C, is unity. A separate vacuum-tube voltmeter may be 
used in place of the following tube if correction is made for the voltmeter 
capacitance and conductance. 

6-7. Practical Considerations in the Design of Resistance-capaci- 
tance-coupled Audio Amplifiers.»—A study of Table 6-I reveals that the 
design of a practical multistage resistance-capacitance—coupled amplifier 
must involve the compromise between high amplification and uniform 
amplification. Increasing the amplification by increasing the resistance 
of 71 or r2 results in a lowering of the high-frequency limit of uniform 
amplification. Furthermore, in a multistage amplifier, increase of the 
amplification of each stage affects the high-frequency response of the 
preceding stage adversely because of increase of effective input capaci- 
tance. For these reasons it is usually better to increase the amplification 
by increasing the number of stages rather than by raising the amplifica- 
tion of each stage. The adverse effect of reduction of re upon the 
response at low frequency can be compensated by an increase of C,. A 
practical limit to the maximum size of C, may exist because of increase 
of leakage with condenser size, which tends to raise the direct grid voltage 
of the following tube; and because of the internal inductance of certain 
types of condensers, which may resonate with the capacitance at a 
frequency within the mid-band or high-frequency range. The effect of 
condenser inductance upon the frequency response may be prevented by 
shunting the large condenser with a small one. 

Another point that must be taken into consideration in the choice 
of the coupling resistor of a resistance-coupled amplifier is the effect of the 
large direct voltage drop in the coupling resistor. This is even more 
objectionable than it is in a single-stage amplifier or in a direct-coupled 
amplifier because the a-c resistance of the coupling circuit is less than the 
d-c resistance, as explained on page 101. It can be seen from Fig. 6-16 

1 Sueey, S. W., and Kimpatt, C. N., RCA Rev., 2, 171 (1937). 

2 See also Sec. 6-38. 
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that too large a value of plate coupling resistance puts the operating 
point O in such a location that comparatively small grid excitation extends 
the path of operation into a region of high amplitude distortion and may 
even cause the plate current to be cut off during the negative peaks of grid 
excitation voltage. The operating point O’, obtained with a smaller 
coupling resistance 7, or higher B-supply voltage, allows the application 
of higher exciting voltage without overloading. 

It is ordinarily not practicable to use plate coupling resistance in 
excess of either 500,000 ohms or five times the plate resistance, Necessity 
for uniform response at high frequency may 
require the use of considerably lower values. 
The allowable plate supply voltage is limited 
because of danger of damage to the tube, 
particularly during the warming-up period 
of the cathode, before the flow of plate 
current reduces the plate voltage below the . fic. 6-16—Plate diagram 
supply voltage. The maximum operating il ee 
plate voltage specified by tube manufac- plate supply voltage results in 
turers is usually approximately half the value high nonlinear distortion. 
that the tube can safely stand. With pentodes, the distortion resulting 
from the low operating plate voltage in resistance-coupled amplifiers 
can be reduced by lowering the screen voltage. This lowers the plate 
current and thus raises the plate voltage. As a rule, the screen voltage 
should be approximately one-fifth of the plate supply voltage. 

There is also usually a limit to the size of the grid-leak resistance that 
can be used. With oxide-coated cathodes it is practically impossible to 
prevent small amounts of barium or strontium from being deposited on 
the control grid during manufacture or use of the tube. The tempera- 
ture of the control grid may become sufficiently high to allow some 
emission to take place. The emitted electrons are drawn to the cathode 
and plate, both of which are at higher potential than the grid. The 
resulting current through the grid resistor is in the direction to make the 
-grid voltage less negative. This causes the plate current to increase and 
thus raises the plate temperature and, as the result of heat radiated from 
the plate, that of the grid. Furthermore, if the grid voltage rises suffi- 
ciently so that the grid is positive during a portion of the cycle, electrons 
will be drawn from the cathode to the grid. The impact of these electrons 
upon the grid also contributes to the rise of grid temperature and may 
at the same time cause secondary emission from the grid. If the num- 
ber of électrons leaving the grid as the result of primary and secondary 
emission exceeds the number entering the grid, the grid potential rises 
farther. The action tends to become cumulative, particularly if second- 
ary emission from the grid is large, and the plate and grid temperatures 
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may become so high as to result in damage to the tube. The action is 
complicated by ionization of residual gas in the tube, which allows 
positive-ion current to flow when the grid.is negative and increases elec- 
tron current to the grid when the grid is positive. The direction of the 
positive-ion current is such as to cause the grid potential to rise. Posi- 
tive-ion current may, therefore, contribute to the initial rise of grid 
voltage. Cumulative rise of grid voltage and plate. current may be 
prevented by making the resistance of the grid resistor low enough so 
that the initial rise in grid potential caused by grid emission and positive- 
_ ion current is small. The maximum grid-circuit resistance that can be 
safely used with most tubes having oxide-coated cathodes is } to 1 
megohm. For tubes in which the operating plate current is large, such 
as those designed to deliver large power output, the allowable grid-circuit 
resistance may be considerably lower, especially if fixed bias is used. 
Self-bias tends to prevent the cumulative increase of plate current and 
thus allows the use of higher resistance than is safe with fixed bias. The 
maximum allowable resistance is usually specified in the tube-operating 
data provided by the tube manufacturer. 

The transient response is often an important consideration in the 
design of a resistance-capacitance-coupled amplifier, particularly when 
it is necessary to amplify voltage pulses without distortion. If a very 
large coupling condenser is used in order to make amplification possible 
at very low frequencies, the time taken for the condenser to charge and 
discharge may be so great that the duration of the transient set up by 
the sudden application of steady excitation or of a voltage pulse may be 
excessive. ‘Too large a value of the product C,rz also results in another 
undesirable effect. Any temporary disturbance of high amplitude may 
cause one or more of the grids to swing positive, causing a flow of electrons 
to these grids that leaves the sides of the condensers adjacent to the grids 
negatively charged. This makes the negative grid voltage greater than 
the operating value and may even bias one or more grids beyond cutoff 
and thus reduce the amplification to zero. If the product C.r2 is large, 
the time taken for the charge to leak off through the grid resistors may 
be so long that the amplifier is inoperative for an appreciable time. 

6-8. Design Procedure for Resistance-capacitance—coupled Voltage 
Amplifiers—Since circuit constants suitable for use with different 
types of tubes in resistance-capacitance—coupled amplifiers are specified 
by tube manufacturers,' it is seldom necessary to design special circuits. 
An understanding of the correct design procedure is, however, valuable. 

The high-frequency amplification of a given stage depends upon the 
_ effective input capacitance C2 of the following stage, which depends in 
turn upon the voltage amplification of the latter. For this -reason it is 

1 See, for instance, the RCA Tube Manual... 
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most convenient to design the last stage of the amplifier first and to 
proceed stage by stage toward the input stage. Although the reduction 
of amplification that can be tolerated at the limits of the desired frequency 
band depends upan the purpose for which the amplifier is to be used, 
the design can usually be considered to be good if the ratios |A;/A»|-and 
|A:/Am| for the entire amplifier do not fall below 0.9. Since the values 
of these ratios for the entire amplifier are equal to the products of the 
corresponding ratios for the individual stages, the minimum allowable 
ratios for the individual stages increase with the number of stages. 

The following is a satisfactory procedure in the design of a multistage 
voltage amplifier: 


1. Choose a tube for each stage whose amplification factor exceeds the desired 
voltage amplification of the stage. Because the grid swing of the last stage of a 
multistage voltage amplifier may be large, it is often good practice to use in the . 
last stage a tube requiring a higher grid bias than that of the preceding stages, 
i.e., one having a relatively low amplification factor. (The allowable grid swing 
is usually about 4 to 2 volt less than the grid bias:) 

2. Choose the grid coupling resistance rz of each stage so that it does not 
exceed the maximum value specified by the manufacturer for the following tube. 

3. Choose the plate coupling resistances 7;. These should not as a rule exceed 
in value either the grid coupling resistances, five times the plate resistances, or 
500,000 ohms. 

4. By means of Eq. (6-12), detemnnine the voltage amplification of each stage 
in the mid-band range. For tubes with high plate resistance, this approximates 
the product of g,, and the resistance of ri and rein parallel. The over-all amplifi- 
cation in the mid-band range should then be found and compared with the 
desired over-all amplification. 

5. By means of Fig. 6-12 or Eq. (6-18), find the ratio [An/A ml for the 
final stage at the upper limit of the desired frequency range. The effective 
capacitance across the output of the last stage (including the plate-cathode 
" eapacitance) should be used for Cz. If the [Ar/A ml is too low at this frequency, 
the output load resistance should be reduced’ and the amplification reeomputed 
in the mid-band range and at the upper limit of the desired frequency range. 

6. If capacitance coupling is used in the output, the coupling condenser C, 
should be chosen to give the required amplification at the low-frequency limit of 
the desired frequency range, as determined from Fig. 6-14 or Eq. (6-26). 

7. Using the amplification of the final stage-in Eq. (6-3), find the value of C, 
for the next-to-the-last stage. Although C2: may be found at the upper limit of 
the frequency band, the design will be conservative if the mid-band amplification 
of the last stage is used in evaluating Ca. The slightly larger value of Cz found in 
this manner will correct in part for the failure to take into account distributed 
circuit capacitances. 

8. Apply steps (5), (6), and (7) to the next-to-the-last stage and, in succession, 
to the preceding stages, using in each stage the value of Cz found from the mid- 
band amplification and interelectrode capacitances of the stage that follows it. 
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It should be noted that the values of .gn, rp, and » that are used in 
computing the amplification are those at the operating point. They can 
be determined most readily graphically. The operating point is found 
from the intersection of the static operating line with the static plate 
characteristic corresponding to the grid bias. The static load line must, 
of course, correspond to a resistance equal to the sum of all d-c resist-— 
ances between the plate supply and the plate. When the amplifier is 
being designed on the basis of fixed supply voltage, the voltage needed 
for bias must be taken into account. As the required value of bias is 
not known until the operating point has been chosen, a tentative estimate 
must be made of the manner in which the total voltage is divided between 
the plate supply voltage and the grid bias. If the required bias turns 
out to differ materially from the estimated value, a second, more accurate, 
estimate may be made. 

As tetrode and pentode plate characteristics are usually published 
for only one screen voltage, it may be necessary to make experimental 
determinations of characteristics at other screen voltages. With pen- 
todes, the procedure can be simplified considerably by making use of the 
fact that, since secondary emission effects are negligible, the potential 
distribution between the cathode and the plate and the distribution of 
space current between the various electrodes are not altered when all 
electrode voltages are changed in the same proportion. Plate character- 
istics obtained at zero suppressor voltage and at one value of screen 
voltage can be used at another value of screen voltage if the plate and 
control-grid voltage scales are changed in the same ratio as the two 
values of screen voltage, and the’ proper change is made in the current 
scale.! The factor by which the current scale must be multiplied can 
be determined from a curve of plate current vs. plate voltage correspond- 
ing to zero control-grid and suppressor voltage and to a fixed ratio of plate 
voltage to screen voltage, say 2 to 1. The conversion factor for the 
current scale is equal to the ratio of the plate currents at points on this 
curve corresponding to the original and the new screen voltages. 

When grid current is allowed to flow in a resistance-coupled amplifier, 
a part of the current that would otherwise flow through the grid coupling 
resistor flows through the tube during the portion of the cycle in which 
grid current flows: The resulting reduction in IR drop across the grid 
resistor tends to flatten the positive crests of alternating grid voltage 
and thus causes nonlinear distortion (see Fig. 5-2). 

Ordinarily the grid swing of a voltage amplifier is so small that the 
nonlinear distortion is well within the allowable value. When the grid 
swing is large, however, it may be advisable to check the final stage for 
harmonic content. By application of the graphical methods outlined 

1 RCA Laboratory Series, No, UL-7. 
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in Chap. 4 it is possible to determine the grid bias that will give the 
greatest allowable grid swing without exceeding the allowable distortion. 
In making such a determination and in finding the maximum crest 
output voltage graphically, it must be borne in mind that grid current 
may start flowing when the grid is $ to ? volt negative. Grid current 
therefore limits the allowable grid swing to values that are smaller than 
the grid bias. This is of particular importance in amplifiers using 
high-mu tubes, for which the grid bias is small. The maximum crest 
output voltage may be appreciably less than AE, (see Probs. 6-5 and 6-6). 

6-9. Effect of Plate Supply Filter and of Self-biasing Impedance.—In 
order to reduce the operating plate voltage of one or more stages of an 
amplifier or in order to prevent undesirable effects resulting from the 
interaction of two or more stages, it is sometimes necessary to use a 
filter of the type illustrated by the heavy lines of Fig. 6-47 in series with 
the plate coupling resistor. This will be discussed in Sec. 6-38. Increase 
of reactance of the filter condenser causes the effective coupling impedance 
of the stage to rise with decrease of frequency and thus tends to result 
in an increase of amplification at low frequency. The low-frequency 
response may also be affected by variation of Self-biasing impedance with 
frequency. The increase of reactance of the condenser shunting the 
cathode resistor tends to cause the voltage amplification to fall at low 
frequency as the result of degeneration (see Secs. 6-29 and 6-36). The 
effect is complicated by the application of the alternating voltage across 
the biasing impedance not only to the control grid but also to the screen 
grid. The low ratio of screen-plate transconductance to grid-plate 
transconductance ordinarily justifies neglecting the effect of the alter- 
nating voltage applied to the screen. In an accurate analysis the 
effects of the filter and biasing impedances must be taken into con- 
sideration by making use of a complete equivalent circuit that includes 
these impedances. : 

Usually sufficient accuracy is obtained under the assumption that 
the effects of the filter and the biasing impedance upon the relative 
amplification and phase shift at low frequency are independent of each 
other and of the effect of the coupling condenser C,. The resultant 
relative amplification is then the product of the relative amplifications 
indicated by the three equivalent circuits in which the biasing impedance 
and the filter impedance, the biasing impedance and the coupling con- 
denser reactance, and the filter impedance and the coupling condenser 
reactance, respectively, are assumed to be zero. The resultant phase 
shift is the sum of the phase shifts given by these three simplified circuits. - 
By using the parallel combination of r; and rz for 2; in Fig. 4-30b, the 
student may show that the relative amplification and phase shift resulting 
from only the biasing impedance is given by the equation 
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Ar Umi + (ik? + 2k F 2)? + (kb + 1)? ze km 3 
7 eae m+ (b+ 1) i alk ee as 
where 
Te as Ree(u + 1) 
Tp + rire/ (ri + T2) ° 
m= RecwC ce 


and R., and C,, are the biasing resistance and capacitance. The student 
may also find it of interest to derive an expression for the relative ampli- 
fication at low frequency when only the plate-supply filter is considered, 
the biasing impedance and coupling condenser reactance being assumed 
to be zero. 

Equation (6-28) makes possible the determination of the size of the 
bias by-pass condenser that will prevent the amplification from falling 
below a given value at a given frequency. If the relative amplification 
at 50 cps, for instance, is to be not less than 0.8, and Fig. 6-14 shows the 
coupling condenser to reduce the relative amplification to 0.95 at this 
frequency, then the value of A:/Anm given by Eq. (6-28) must exceed 
0.8/0.95 = 0,848 at this frequency. The corresponding value of by-pass 
capacitance may be found from the equation or from curves derived from 
it at various values of k. 

A third factor that may influence the amplification is impedance 
in the screen circuit, which causes the screen voltage to vary with screen 
current. This is particularly important in amplifiers using tetrodes, 
the screen current of which varies greatly with plate voltage. For this 
reason. it is advisable to use with tetrodes a voltage divider of low resist- 
ance, rather than a voltage-dropping resistor, in reducing the screen 
voltage below the plate supply voltage. A voltage-dropping resistor 
may be used with pentodes. In either case, ample by-pass capacitance 
should be provided in order to reduce the effective impedance to a low 
value at the lowest frequency to be amplified. 

6-10. Compensated Amplifiers.t—Drooping of the frequency-response 
curve of a resistance-capacitance—coupled amplifier at the lower end 
of the frequency range can be prevented by shunting a portion of the 
coupling resistor 71 with a condenser, as shown in Fig. 6-17a. This causes 
the coupling impedance to rise at low frequency and thus compensate 
for the loss of gain resulting from the voltage-dividing action of the 


1Lans, H. M., Proc. I.R.E., 26, 722 (1932); Ropinson, G. D., Proc. I.R.E., 21, 833 
(19383); Bearpsaty, J., Television and Short-wave World (London), 5, 95 (1936); 
Wa ker, L. E. Q., Television and Short-wave World, 9, 305 (1936); Ssevey, 8S. W., and 
Kimpat, C. N., RCA Rev., 2, 171 (1937); Nagy, P., Television and Short-wave World, 
14, 160, 220 (1937); Freeman, R. L., and Scuanrtz, J. D., Electronics, August, 1937, 
p. 22; Everest, F. A., Electronics, January, 1938, p. 16, May, 1938, p. 24. 
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coupling condenser and grid leak. In this manner low-frequency 
amplification can even be made to exceed the mid-band value. With 
the circuit of Fig. 6-17b the amplification can be made to increase at 
high frequency relative to the mid-band amplification at the expense - 
of mid-band and low-frequency amplification. A similar effect is 
obtained by the use of low by-pass capacitance across the cathode self- 
biasing resistor. 

The high-frequency response of a resistance-coupled amplifier can 
be greatly improved by the use of inductance in series with the plate 


Fig. 6-174. 


Fig. 6-17c. 

Fig. 6-17.—a. Use of capacitance across a portion of the coupling resistance to improve 
low-frequency response. 6. Use of resistance shunted by capacitance in series with the 
plates to improve high-frequency response. c. Use of inductance in series with the plate 
coupling resistance to improve high-frequency response. 


coupling resistance, as shown in Fig. 6-17c. The inductance L is chosen 
so that it resonates with the effective input capacitance of the following 
tube in the vicinity of the frequency at which the amplification would 
* otherwise start to fall appreciably. In.this manner the high-frequency 
limit of the range of uniform response can be raised considerably and, 
if desired, the high load impedance resulting from parallel resonance 
can be made to produce a high-frequency. peak in the response curve. 
It follows from the discussion in Sec. 6-6 that, in order to ensure uniform 
response up to very high frequency, the ratio of rz and r, to 21 must be 
large in amplifiers using high-mu tubes.1_ Under this assumption, the 
student may derive the following relations for the mid-band and high- 


Lry > > 2, because ry is large in high-mu tubes and z: must be relatively small in 
order to ensure adequate amplification at high frequencies. rz must be large in order 
to ensure adequate amplification at low frequencies without excessively large C.. 
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frequency amplification and phase shift of the compensated amplifier 


of Fig. 6-17c (see Prob. 6-8). | 


An = sce (6-29) 
yi + | eK) x(2)'| 
Ay = An —- 2 z 2 = ly (6-30) 
) +a) 3] 
where : 

y = tan ja — K) = + K? (2) (6-31) 

me | 
Oy = r1Co (6-32) 

L 


w, is defined by Eq. (6-32) as the frequency at which the reactance 
of the shunting capacitance C, is equal to the coupling resistance r;. - 
Curves of |A;/An| and of y for several values of K are shown in Fig. 6-18 
as a function of w/w,. The great improvement resulting from the use of 
compensating inductance is evident from a comparison of the curves 
for K = 0.41 or 0.5 with those for K = 0, corresponding to an uncom- 
pensated amplifier. It can be seen from Eq. (6-32) that the frequency 
w,, beyond which the amplification falls rapidly, can be increased at a- 
given value of C2 only by decreasing 7, which also reduces the mid-band - 
amplification. There is a limit, therefore, to the frequency range over 
which the amplifier can be made to have uniform response. 

The compensating circuits of Figs. 6-17a and 6-17c are used in 
amplifiers for cathode-ray oscilloscopes and in “video” amplifiers for 
television, in which uniform amplification is essential over a frequency 
band extending from low audio frequencies well into the radio-frequency 
range. ° ; 

6-11. The Cathode-follower Amplifier—The amplification of a ” 
stage of a resistance-coupled amplifier begins to fall off appreciably in 
the high-frequency range at a frequency at which the reactance of the 
input capacitance of the following stage becomes less than about three 
times 7,, the effective output impedance of the given stage, defined by 
Eq. (6-13). Increasing the amplification of a given stage by increasing 
r, and rz therefore has two objectionable effects in an ordinary multistage 
resistance-coupled amplifier. The high amplification increases the 
effective input capacitance of the stage in question and thus affects 
the high-frequency response of the preceding stage adversely; and the 
high value of the coupling resistances allows the input impedance of the 
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following stage to.fall below 37, at a comparatively low frequency and 
thus affects the high-frequency response of the given stage adversely. 
These adverse effects can be prevented by making the effective output 


Relative Amplification, |ze,, /eern| 


elative Phase Shift, Degrees Lag 


a 


Fria. 6-18.—Generic curves of high-frequency relative amplification and relative phase 
shift at five values of K = “5 for an inductance-compensated resistance-capacitance~ 
coupled amplifier. 
impedance of the preceding stage low by the use of low coupling resist- 
ances, and by making the effective input capacitance of the following 
stage low by making its amplification small [see Eq. (6-3)] by the use of 


Fig. 6-194.—Basic circuit of the cathode- Fic. 6-19b.—Equivalent plate circuit of the 
follower amplifier. cathode-follower amplifier. 

low load impedance. Although the low-gain stages that precede and 

follow the high-gain stage may contribute little or nothing to the over-all 

amplification, they make possible higher uniform amplification over a 
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given wide frequency band than can be attained in the conventional 
multistage amplifier. Unfortunately, however, the use of low resistances 
in the plate circuits of the stages that precede and follow the high-gain 
stage causes the curvature of the transfer characteristics of these stages 
to be high and thus results in high nonlinear distortion. “This difficulty 
can be avoided by using in these stages the cathode-follower amplifier 
shown in basic form in Fig. 6-19a.! In this amplifier the plate load 
resistor is adjacent to the cathode and also forms a portion of the grid 
circuit, so that the output voltage, in addition to the input voltage, is 
impressed upon the grid circuit. Although the cathode-follower amplifier 
has a voltage amplification that is less than unity, it has low effective 
input capacitance, high input impedance, low output terminal imped- 
ance, and low nonlinear distortion. 

6-11A. Voltage Amplification of the Cathode-follower Amplifier —It 
can be seen from Fig. 6-19a that the grid-plate capacitance of the tube 
shunts the input and therefore does not affect the voltage amplification. 
The plate-cathode capacitance Cp, shunts the load (cathode) resistor r. 
The grid-cathode capacitance C,; shunts the load resistor through the 
input voltage. Since the voltage across r opposes V, in the grid circuit, 
C,x can be replaced by a smaller equivalent capacitance in parallel with r 
in determining the voltage amplification’ In many practical circuits the 
output voltage is of the order of 0.9V,, and this equivalent capacitance is 
therefore of ‘the order of only 0.1C,;. For values of r that are usually 
used, the effect of the interelectrode and circuit capacitances upon the 
voltage amplification is ordinarily negligible at frequencies below about 
1 megacycle. At higher frequencies the effect of the capacitances can be 
taken into account by shunting r in the equivalent circuit by Cp, and by 
the approximate equivalent value of C,, or by using the exact equivalent 
circuit, in which C,, is shown in its.actual position. In the equiva- 
lent plate circuit of Fig. 6-196 z is assumed to include C,; and the 
equivalent of C,:, as well as any additional external load, coupling, or 
wiring impedances that may shunt r. 

Solution of the equivalent circuit shows that the voltage amplification 
is 

Hep ; 
ate tT, + a(l + n) oe) 


Curves of A vs. 1r3/7rp derived from Eq. (6-34) for nonreactive load at 


1Preisman, A., RCA Rev., 2, 430 (1938); Lockuart, C., Television and Short-wave 
World, 18, 492 (1940); Wittiams, E., Wireless World, 47, 176 (1941); Hanney, E. A., 
Wireless World, 48, 164 (1942); Norpica, C. F., Radio, August, 1942, p. 28; Locx- 
wart, C. E., Electronic Engineering (London), 15, 287 (December, 1942), 16, 375 
(February, 1943), 16, 21 (June, 1943); Ricuter, W., Electronics, November, 1943, 
p. 112; Saapiro, D. L., Proc. I.R.E., 32, 263 (1944). 
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Fie. 6-20.—(a) Voltage amplification of a cathode-follower amplifier as a function of 
7/Tp. (b) Ratio of nonlinear distortion in a cathode-follower amplifier to that in a con- 
(c) Ratio of allowable crest input 
voltage to operating plate voltage of a cathode-follower amplifier. 


ventional amplifier using the same tube and load. 
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several values of » are shown in Fig. 6-20a. For values of » andr, found 
in ordinary tubes, A is of the order of 0.9 or higher when 7; is equal to 
10,000 ohms. 

Figure 6-21 shows a resistance-capacitance—coupled cathode-follower 
amplifier stage. C2 isthe sum of theeffective 
input capacitance of the following stage and 
the effective output capacitance of the given 
stage (approximately Cp. + 0.1C,.). The 
voltage amplification at frequencies in and 
above the mid-band range can readily be 
found from Kq. (6-34) if it is noted that the 
load is the parallel combination of ri, re, 
and C,. In the mid-band range the effect 

Fig. 6-21.—Resistance- of Cz is negligible and z is the resistance of 
ae per ae eas r; and 72 in parallel. The mid-band ampli- 

fication can therefore be determined from 
Fig. 6-20a by using ryre/(r1 + 72) forr,. The amplification at frequencies 
* above the mid-band range is 


An = (6-844) 


en Gm Ss Seep os 
gm + 1/rp + 1/ry + V/re + JgC2 L/ri’ + jwC2 
where 
Tr = Ta/(Gmrn + 1) (6-34B) 
and r, is defined by Eq. (6-13). 

Equation (6-34A) differs from Eq. (6-15) only in that r;’ replaces rp. 
Hence the relative amplification and the relative phase shift at fre- 
quencies above the mid-band range can be determined from Eqs. (6-16) 
and (6-17) or the curves of Fig. 6-12 if 7,’ is used in place of r,. It 
follows that, at any value of A;/Am, wra'Ce for a cathode-follower stage 
is equal to wraC’z for a conventional stage. Since r,’ is normally much 
smaller than 7,, the product of the effective capacitance C. and the upper 
limiting frequency of uniform response is much greater for a cathode- 
follower stage than for a conventional stage. A considerably higher 
frequency limit may therefore be attained with a cathode-follower 
stage, even when the stage is followed by a high-gain stage having a 
larger value of effective input capacitance. If, for example, C, = 250 
pf, 71 = 10,000 ohms, rz = 100,000 ohms, and the tube is a 6J5 operated 
at normal voltages, the response of a cathode-follower stage is flat to 
approximately 500 ke. For the same value of C2, 50 ke represents a 
good value for the approximate upper limit of mid-band amplification 
of a conventional stage. 

The relative amplification and relative phase shift of the resistance- 
capacitance—coupled cathode-follower amplifier at frequencies below the 
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mid-band range can be found from Eggs. (6-24) and (6-25) or from 
Fig. 6-14. 

6-11B. Effective Input Capacitance of the Cathode-follower Amplifier. 
Examination of Fig. 6-19a shows that the interelectrode-capacitance cur- 
rent flowing through the source of V, is made up of a component that 
flows through C,, and a component that flows through C,,. The former 
component is equal to V,jwC,,. The latter component is caused to flow 
by the vector sum of V, and the voltage across 7, which is equal in magni- 
tude to AV, and is opposite in phase to V,. Hence this component of 
current is equal to V,(1 ~ A)jwC,x, and the total current through the 
source is jwV [Cop + (1 — A)C,x]. The effective input capacitance is 


Ci = Cy + 1 — ACE (6-35) 


When % is zero, A is also zero and C; has its maximum value, Cyp + Cyr. 
As z is increased, A approaches 1 in magnitude. For nonreactive load, 
A is real, and C; approaches its minimum value, Cy. In many practical 
cathode-follower circuits A approximates 0.9 and C; has the approximate 
value Cy, + 0.1C,.. Comparison of Eqs. (6-35) and (4-13) shows that 
the effective input capacitance of a cathode-follower stage is very much 
lower than that of an ordinary amplifier stage. The grid-plate capaci- 
tance of voltage-amplifier pentodes is of the order of 0.005 uuf and the 
grid-cathode capacitance -of the order of 6 uyf. Hence very low effec- 
tive input capacitances may be obtained with such tubes. 

6-11C. Effective Output Terminal Impedance of the Cathode-follower 
Amplifier—The effective output terminal impedance or admittance can 
be determined by finding the current that flows as the result of applica- 
tion of an alternating voltage V to 
the output terminals, as shown in 
Fig. 6-22a. Under the assumption 
that the circuit is linear, 7.e., that 
the equivalent plate circuit is valid, 
any current flowing in the plate cir- 
cuit as the result of application of 
additional exciting voltage to the rn - _{b) 
grid circuit is independent of the cur- ee Ce ee atthe 
rent that flows as the result of V.  cathode-follower amplifier. (a) Actual cir- 
The gri d-excitation voltage may cuit; (6) equivalent plate circuit. 
therefore.be assumed to be zero and the grid circuit to contain only the 
internal impedance z, of the source of grid-excitation voltage. 

It can be seen from Fig. 6-22a that the output terminals are shunted 
not only by the plate-cathode path of the tube, but also by r, by Cx, by 
the series combination of C,, and z,, and by any external load or coupling 
circuits connected between the terminals. If the output admittance of 


170 APPLICATIONS OF ELECTRON TUBES {Cuap. 6 


the tube itself is known, it may be added to the admittances of any or 
all of the other paths to find the resultant admittance. The effective 
admittance of the tube alone is seen from the equivalent circuit of 
Fig. 6-226 to be 

(V + uE,) 


nen I, — 

Y,= Yo ae (6-36) 
The alternating grid voltage HE, is equal to the impressed voltage V less 
the voltage drop through z, resulting from the flow of current through the 
grid-cathode capacitance C,;. Since the capacitance of Cj, is of the 
order of 4 pf, its reactance is about 40,000 ohms at 1 megacycle. If z, is 
nonreactive and less than about 10,000 ohms in magnitude, the alter- 
nating grid voltage H, exceeds 0.97V at frequencies below this value. 
Little error then results from assuming that H, is equal to V, and Eq. 
(6-36) becomes 


(6-37) 


The reduction of EH, resulting from impedance drop in z at high fre- 
quencies when z, is large reduces Y, below the value given by Eq. (6-37). 
This effect is, however, usually sntall or entirely absent. 

Equation (6-37) shows that the output terminal admittance of the 


tube is somewhat greater than the transconductance. Actual values of _. 


gm are large enough so that the output terminal impedance Z,, 7.e., the - 
reciprocal of Y,, may be smaller than 170 ohms with single tubes and does . 
not exceed 1000 ohms under the assumptions made in the derivation of 
Eq. (6-37). In many applications the admittance of the load and of the © 
capacitances that shunt the output terminals are so small in comparison 
with the tube admittance Y, that they have little effect upon the resultant _ 
admittance. Equation (6-37) then gives a close approximation to the. 
over-all admittance. The interelectrode capacitances and cathode-to- ~ 
ground wiring capacitance may begin to have an appreciable effect upon 
the resultant output admittance at frequencies above a few megacycles. 

6-11D. Cathode-follower Amplifier Circuits and Applications.— 
Figure 6-23 shows two practical cathode-follower circuits in which 
the grid bias can be adjusted to the correct value when r exceeds the 
value required to give the correct grid bias. The resistance r’ should be 
large in comparison with the reactance of C at the lowest frequency to be 
amplified. Circuit (a) is superior to circuit (6) when high input imped- 
ance is of primary importance. The proper bias can also be obtained by 
connecting the:lower input terminal to a tap on a voltage divider across. 
the voltage supply. 

An amplifier incorporating cathode-follower stages is shown in Fig. 
6-24. The low effective input capacitance of the cathode-follower stage 
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Tz prevents falling off of amplification and large shift in phase of the 
output of the preceding high-gain stage T. at high frequencies. The low 
effective output impedance of the cathode-follower stage T3 prevents 
the input capacitance of the following high-gain stage 7, from causing the 
amplification to fall off at high frequencies. The combined use of the 
cathode-follower stages and inductance in the plate circuits of the high- 
gain stages makes possible uniform amplification throughout a frequency 


b 
Fia. 6-23.-Cathode-follower amplifiers with es ane 
range extending from low audio frequency well into the radio-frequency 
range. 
The use of the cathode-follower stage 7’; in the amplifier of Fig. 6-24 
_ illustrates another important application of the cathode-follower ampli- 
fier. If the input were connected directly to the grid of the high-gain 
stage 72, the high effective input capacitance of this stage might react 
-/unfavorably upon the source of the input voltage at high frequencies. 
Although the input stage 7; actually reduces the over-all amplification 
slightly, its high input impedance is a distinct advantage in many appli- 


Fre. 6-24.—Four-stage amplifier incorporating cathode-follower input and coupling stages. 


cations, as in cathode-ray oscilloscopes (see Sec. 15-21), which must meet 
_ the requirement that negligible current be drawn from the source of input 
voltage. A second advantage of the cathode-follower input stage may 
result from its ability to handle large input voltages without overloading. 
. This is so because the alternating grid voltage is equal to the difference 
between the impressed voltage and the voltage across r, which is almost 
as great as the impressed voltage. A cathode-follower stage is also used 
to advantage as the last stage of an amplifier when the output voltage 
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must be made independent of external impedance connected across 
the output terminals of the amplifier. Since Z) may readily be made as 
low as a few hundred ohms, the output voltage will be practically unaf- 
fected by impedances of the order of several thousand ohms or more 
shunted across the output. 

The high input impedance and low output impedance of a eathode- 
follower stage also make possible its use in place of an impedance-match- 
ing transformer in matching a high-impedance line or network to a 
low-impedance line or network. The input impedance can be made to 
have any desired value within a wide range by means of impedance shunt- 
ing the input terminals. The output terminal impedance can be made to 
have the desired value by proper choice of the tube and by adjusting the 
transconductance by means of the grid bias. The advantage of the 
cathode-follower amplifier over an impedance-matching transformer is 
that it is unaffected by changes of frequency over a very wide range of 
frequency. It will be shown in Sec. 6-11E that a disadvantage of the 
cathode-follower amplifier in impedance matching is that relatively little 
power or current can be developed in the load without excessive amplitude 
distortion. 

The fact that the output voltage of a cathode-follower stage is in phase 
with the input voltage, rather than in phase opposition! as in the ordinary 
type of resistance-capacitance~coupled stage, is occasionally useful. 

6-11E. Design of Cathode-follower Amplifiers.—The cathode-follower 
amplifier is a form of inverse-feedback amplifier, which will be discussed 
in detail in Secs. 6-29 to 6-37. It will be shown in Secs. 6-30 to 6-32 that 
distortion may be low in inverse-feedback amplifiers. The curves of 
Fig. 6-20) show the ratio of the distortion factor of a cathode-follower 
amplifier to that of an ordinary single-stage amplifier having the same 
tube and load. The curves show that this ratio is low for high values 
of amplification factor. It should be borne in mind, however, that 
high-mu tubes have high plate resistance. Since low load impedance is 
desirable in order to minimize the effect of interelectrode capacitances at 
high frequencies, the use of a high-mu tube may result in a low ratio of 
load impedance to plate resistance, which is favorable to high nonlinear 
distortion. For this reason it may be desirable in high-frequency circuits 
to use tubes having only medium values of amplification factor and 
relatively low plate resistance, such as the 6J5. 

In order to avoid excessive distortion as the result of grid-circuit 
overloading (see Sec. 5-3), the grid swing must be kept less than the bias. 
The ratio of the crest input voltage to the grid swing is given by the 
equation 

1 Both voltages are measured relative to the common terminal (lower terminals 
in Fig. 6-192). 
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where k = r3/rp. The maximum allowable value of Ej, is E., which is 
roughly equal to E,.(k + 1)/u(k + 2) (see Eq. 7-19). Hence 


L+hwtl), 1+ k@+)) : 
aa ==: E, = ple + 2) Ebo (6 39) 


Curves of Max. Von/Ebo vs. Ts/Tp are shown in Fig. (6-20c) for various 
values of ». Figure 6-20c shows that large values of input voltage can be 
used if » is low and 7)/r, is high. Since, as already pointed out, low 7, is 
desirable, high r,/7rp) requires low rp, which is also obtained in low-mu 
tubes. The 6J5 tube, used with a 10,000-ohm load resistance, can handle 
a crest input voltage equal to approximately 0.4E;,. It can be seen from 
Fig. 6-20c that use of a tube with higher p, such as the 6SF5, gives some 
decrease in allowable input voltage. The higher mu tube has the dis- 
advantage, moreover, of requiring a much larger load resistance. 

It was pointed out in Sec. 6-11B that very low values of effective 
input capacitance can be obtained in a cathode-follower amplifier by using 
a voltage-amplifier pentode. The low allowable input voltage of such a 
tube may, however, offset the advantage of low input capacitance. 
Equation (6-37) shows that low output impedance is obtained with tubes 
having high transconductance. 

In choosing r, it should be borne in mind that a low value is desirable 
in order to minimize the effect of tube capacitances and in order to | 
prevent large direct voltage drop in the resistance. A high value is 
desirable, on the other hand, in order to make possible high excitation 
without excessive nonlinear distortion and in order to make the amplifi- 
cation nearly unity. The best value in a given amplifier will depend 

upon which of these factors is the most important in the application for 
' which the amplifier is designéd. A value of approximately 10,000 ohms 
is: satisfactory in many applications, and there is usually little or no 
advantage in the use of larger values. 

When a cathode-follower amplifier is used in impedance matching, 
the load resistor r is necessary only if the external load does not provide 
a path for the direct plate current. The external load is then matched 
when its admittance is equal to the resultant admittance of the tube and r. 
Often, however, r is unnecessary, or the effective output impedance of 
the tube is so small in comparison with r that the external load is nearly 
matched when its admittance is equal to the tube admittance, as given 
by Eq. (6-37). Then 


Max. Von = 


“t= 5 (6-394) 
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where 2, is the impedance of the external load. The dashed lines in 
Figs. 6-20a, 6, and e show values that satisfy this relation when the load 
is nonreactive. It can be seen from Fig. 6-20c that, except at very low un, 
the ratio of load resistance to plate resistance and the allowable input 
voltage are both very low. Figure 6-200 shows that the reduction of 
nonlinear distortion resulting from inverse feedback is also small. Non- 
linear distortion may, therefore, be excessive unless the input amplitude 
is much smaller than the value found from Eq. (6-39) or Fig. 6-20c. 

Although the crest input voltage that may be impressed without grid 
overloading may be made of the order of one-fourth the plate supply 
voltage by the use of a high-transconductance; low-mu tube, such as the 
2A3, the high nonlinear distortion resulting from low ratio of load imped- 
ance to plate resistance may still be large unless the input amplitude is 
small in comparison with this value. This may present a problem if the 
source cannot be shunted with a voltage divider. The problem may 
sometimes be solved by the use of two cathode-follower stages in suc- 
cession. The first stage uses a tube that can handle a large input voltage, 
such as the 6J5. The second stage, which uses a high-transconductance 
tube, is matched to the load, the input voltage to this stage being adjusted 
to a sufficiently low value by means of an adjustable tap on the load 
resistor of the first stage. The low allowable grid excitation of a cathode- 
follower matching stage imposes a limitation upon the power and current 
that can be delivered to the load. This disadvantage is not avoided by 
the use of the two-stage circuit, since the first stage merely makes possible 
the reduction of excitation of the matching stage without the use of a 
voltage divider across the input source. 

6-11F. Filter-type Wide-band ‘Amplifiers—-Another type of wide- 
band amplifier that has proved very useful in television is the filter-type 
amplifier, in which complex band-pass filters are used to couple stages. 
The analysis and design of such amplifiers is beyond the, scope of this 
book.# 

6-12. Transformer-coupled Audio Amplifier. Preliminary Analysis. 
The analysis and design of the transformer-coupled audio-frequency 
amplifier are complicated by the action of distributed winding capaci- 
tance, which reduces the amplification at high frequency because it 
shunts the output, and may increase it over some portion of the frequency 
range as the result of resonance with leakage inductance. Before 
analyzing this type of amplifier rigorously, it is instructive to make a 
qualitative study of its behavior at low, intermediate, and high audio 
frequencies. 


1 See, for instance, H. A. WHEELER, Proc. I.22.1/., 27, 429 (1939). This reference 
contains a bibliography of 21 items. 
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1. Amplification at Low and Intermediate Frequencies.—Below a few 
hundred cycles the reactance of the distributed 
capacitance of the windings is so high (approxi- 
mately 10° ohms) that its effect may be neglected. 
In Class Al amplification the admittance of the 
following tube is also negligible. The secondary a 
of the transformer may therefore be considered .___F!¢._6-25.—Simplified 

‘ : P equivalent plate’ circuit of 
to be unloaded. The equivalent circuit, neglect- . a transformer-coupled au- 
ing the small core losses, is that of Fig. 6-25. dic-frequency stage at low 

‘ : 5 and mid-band frequencies. 
zi, the primary impedance, is equal to 7 + joLa, 
where Z, is the total primary inductance. The magnitude of the voltage 
induced across the primary is 


bE g ywwly wl 1 


lp) = = 6-40 
Ml ta ete | OO 

The magnitude of the secondary voltage is 
[E2| = n[Ei| = ussest (6-41) 


yi 4 (at | Tees) 


where n is the ratio of secondary to primary turns. The magnitude of the 
- voltage amplification of the stage is _ 


E Ny 

| |A| = a a= meee s +r? 
I . 1 Pp , 

| J a ar ) 
As w is increased |A| increases, approaching the limiting value nu. The 
Le curve relating low-frequency amplification 
with frequency is of the same form as the 
upper curve of Fig. 6-4 (the scale of ordi- 
nates being multiplied by n).. The. fre- 
quency at which |A| approaches the value 


nu goes down as the ratio Li/(rp + 11) is 
increased and may be below 100 eps in a 


(6-42) 


090909 
rearytre(rjtrp) 
Ce 


Fig. 6-26.—Simplified equiva- 
lent plate circuit of a transformer- : : 
coupled audio-frequency stage at well-designed amplifier. Equation (6-42) 


Pie TICDES shows that the loss of amplification at low 


frequency is the result of falling of the primary reactance with frequency. 

2. Amplification at High Frequency—When the frequency: becomes 
so high that the distributed capacitance cannot be neglected, the circuit 
approximates that of Fig. 6-26, in which C, represents an equivalent 
capacitance replacing the primary, secondary, and interwinding capaci- 
tances of the transformer and the input capacitance of the following tube; 
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L, is the total equivalent leakage inductance; and r, is the total equivalent 
winding and plate resistance, all quantities being referred to the second- 
ary. The voltage applied to the-grid of the following tube is that across 
the condenser. The magnitude of the voltage amplification is 


| Ee! : ; Ny 

So 6-43 
[Boil Ce y/r2 + (wl. — 1/wC.)? oe 
This has a maximum value at approximately the frequency that makes 
the reactive term -under the radical zero. The voltage amplification at 
resonance is therefore approximately 


lAl = 


A, = fle. ue | (6-44) 
Ce. Te ae Gee 
By proper design it is possible to make the factor »/L,./C./re approxi- 
mately equal to unity, so that there is little rise in amplification because 
of resonance, and the amplification is substantially constant up to 
10,000 eps or higher. 


- Lom 


«30 ee ae ee 


10 100 1900 10,000 
Frequency, c.p.s. 


Fig. 6-27.—Frequency-response curve of a transformer-coupled audio-frequency amplifier. 


Equation (6-43) shows that A falls above resonance frequency. Both 
the factor wC,, outside of the radical, and the factor wL., under the 
radical, increase with frequency, so that the amplification eventually falls 
to zero. Physically, the increase of w(, is associated with the shunting 
effect of the distributed capacitance, and the increase of wL, with the loss 
in voltage in leakage reactance. Figure 6-27 shows the frequency- 
response curve of a typical transformer-coupled amplifier. 

6-13. Transformer-coupled Audio Amplifier. Rigorous Analysis.— 
Figure 6-28 is an equivalent circuit that closely represents a stage 
of transformer-coupled amplification. The assumptions are made that 
the distributed capacitances of the primary and secondary and between 
primary and secondary may be replaced by lumped capacitances C,, 
Co, and Cis. -rre is an equivalent resistance to take account of the 
hysteresis and eddy-current core losses. 1, and re are the primary and 
secondary resistances.. L, and L, are the total primary and’ secondary 
inductances, and M is the mutual-inductance between -windings.. ‘Since 
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the purpose of the following discussion is primarily to make a qualitative 
analysis that will point out the principal characteristics of a typical 
amplifier and how they are influenced by circuit and tube constants, it 
will be permissible to make certain simplifying assumptions that would 
not be valid if exact results were required. An excellent complete analy- 
sis based upon an equivalent circuit that shows the primary and secondary 
leakage inductances has been made by Koehler.! For a complete anal- 


Fie. 6-28.—Complete equivalent plate circuit for a stage of a transformer-coupled audio- 
frequency amplifier. 


ysis and a discussion of design problems, the reader should refer to ; 
Koehler’s paper. 

The primary distributed capacitance C and the plate-to-cathode 
capacitance C’,, may be neglected in an approximate analysis, since the 
impedance corresponding to C; + C,, is much higher than other imped- 
ances in parallel with it. Cy, may be replaced by an equivalent capaci- 
tance C,’ in parallel with C,. (Below resonance primary and secondary 
terminal voltages are approximately in phase or 180 degrees out of phase, 
and their amplitude ratio is n. Under this condition the value of C,’ 
that will cause the same secondary cur- 
rent as Cy is Ci(n +1)/n. In the 
vicinity of resonance the phase of the 
secondary terminal voltage shifts, and 
the magnitude becomes greater, so that 
Cx’ changes.) Y,2 may be neglected in Fig. 6-29.—Simplified equiva- 
comparison with the very much higher lent plate circuit for a stage of 
admittance of the distributed capacitance, ee eee te 
and C, and C,’ replaced by a single equiva- 
lent capacitance C.. 71; and r, may be replaced by a single resistance 71’. 
7ne is high enough so that it may be neglected in an approximate analysis. 
With these simplifications the circuit of Fig. 6-28 may be replaced by the 
less complicated equivalent circuit of Fig. 6-29. 

The following equations are obtained from the network of Fig. 6-29: 


D121 + IejoM = ply (6-45) 
Ieza + IijoM = 0 (6-46) 
1 Koruter, Guenn, Proc. I.R.E., 16, 1742 (1928). 
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where 


aaritjols and 2=rmtj (ot. ee x) (6-48) 


The solution of Eqs. (6-45) to (6-47) yields the relation 


C 21(Ze + M%w?/z1) 


A= 


or 
Mu 


aie C 2o(21 + M%w?/zo) 


(6-50) 


Since the polarity of the secondary voltage depends upon the relative 
directions of winding, the minus sign in Eqs. (6-49) and (6-50) may be 
dropped. 

The coefficient of coupling & is defined by the equation 


M 
Vink 


If the leakage inductance is small or proportional to the number of turns, 


k= (6-51) 


L 

Ly = = (6-52) 
Substituting Eqs. (6-48), (6-51), and (6-52) in Eq. (6-49) gives 
Lynpk 


! - eo te a 1 ke? Dy Low? 
C.(r1 + joy) E rg (at. tn) + ry! tee | 


1. Response at Low Frequency.—At frequencies below 200 or 300 eps 
the term 1/wC, is so much larger than the other terms of the second factor 
of the denominator of Eq. (6-53) that the other terms may be neglected 
and Eq. (6-53) simplified to 


A= 


(6-53) 


or job, 


At PE jada a 


For a typical well-designed audio transformer, k is about 0.998, so that 
Eq. (6-54) may be further simplified to 


At cae joly 
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As the frequency is increased from a low value, A; increases, approach- 
ing the limiting value nu, and the phase of the output voltage approaches 
that of the excitation voltage. This limiting value may be attained at a 
frequency of 100 cps or less and maintained up to several thousand cycles 
ormore. Asin the analysis of resistance-capacitance—coupled amplifiers, 
it will be called the mid-band amplification and will be represented by the 
symbol An. , 

An = np (6-56) 


The substitution of Eq. (6-56) in Eq. es gives 
At joly 


An Ti joli Jr - GE ye 


(6-57) 
where 


= aja _ 
$ = tan™* —- (6-58) 


i 


¢ is the angle of the phase shift of the output voltage relative to the mid- 
band phase of the output voltage. (In the mid-band frequency range, 


1.0 TTI 

e 7, pt er iif 

pre ete meter H 

08 fF 80 

SCRA ot 

4 Da ia Tae ths 

ae PA os 

~ 0.5 Bf 
32 
ao 


0.2 03 0405 07 


wl, 
rpt YY 


Fra. 6-30.—Generic curves of relative amplification and relative phase shift for transformer- 
coupled audio-frequency amplifiers at low frequency. 
the output voltage is either in phase with or 180 degrees out of phase 
with the input voltage.) The magnitude of the ratio of the low-frequency 
amplification to the mid-band amplification is 
Ai wl, 
= SS = 608 6-59 
Am Vr? + (wh)? $ ( ) 
Figure 6-30 shows curves of |4i/Am | and ¢ vs. wh;/r;’ derived from 
Eqs. (6-59) and (6-58). 
At first thought, a maximum value of A sate be expected at or near 
the natural resonant frequency of the secondary. That this is not true 
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results from the close coupling between primary and secondary. * The 
value of A at the natural frequency of the secondary can be found by 
substituting w? = 1/L.C. in Eq. (6-50) and combining it with Eqs. (6-51) 
‘and (6-52). This gives 


a ee (6-60) 
WC rire re 
ae ++ je. 


The values: of resistance, inductance, and distributed capacitance of 
audio transformers are such that the first and third terms of Eq. (6-60) 
are negligible in comparison with k, so that A = np/k. Since k is prac- 
tically unity, A is approximately equal to nu, the mid-band amplification. 

2. Response of Transformer-coupled Amplifier at High Frequency —At 
frequencies above 1000 or 2000 eps, wZ, is so much larger than 71’ that 


(r1')? may be neglected in comparison with w*Z,*._ With this approxima- - | 


tion, Eq. (6-53) may be put into the form 
nuk 
joC.{re + ae + jlwLe(l — bk?) — 1/wC.]} 


The factor (1 — k?) is called the leakage factor. When the leakage 
inductance is small or proportional to the number of turns, 


(1-B)L, =L, +n, =L, (6-62)! 


An = (6-61) 


L, and Ly are the secondary and primary leakage inductances, and L, 
is the total equivalent leakage inductance, referred to the secondary. 
Since & is very nearly unity, the total equivalent resistance of the wind- 
ings and the tube, referred to the secondary, is 


te ther! Sret nr! =retwe(ritre) =r. | (663) 


1 This may be shown by assuming the total primary and secondary inductances to 
be made up of inductances Ly’ and L,’, having perfect coupling (unity coupling 
coefficient), and leakage inductances L, and Ls, having zero coupling. 


Mt), _, _M? 
( — 2*)L, = (a - iLL) In = In a 
cae ay io MER 
= Le a ra (since Ly'L;! = 1) 
LiL! 
= , leew Br 
a Le + L, Ly + Ly 


Lyk! ) se __ a! 
Leigh 8 Pe Fy 
If the leakage inductance is small, L, may be neglected in comparison with Ly’. 


Furthermore, if the leakage inductance is small or is proportional to the number of 
turns, L,’/Ly'’ = n*, and so , 


Ses aes (wy a 


(1 — WL, = Ly + n°Ly 
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Hence Eq. (6-61) may be written 


ny 


An = 3o0Ir, + Hels — 1700] 


(6-64) 


Equation (6-64), which is equivalent to Eq. (6-43), has a maximum 
value near the frequency w) = 1/+/L,C., at which the equivalent leakage 
inductance L, resonates with the equivalent distributed capacitance 
_¢.. Equation (6-64) may be put into the form 


An 7p 7 w 1 o\ a 
peor 
Wo Qo Ori) 
where 
eile 1 fie 
Qo = Te te NCe ab-08) 


Equation (6-65) gives the vector ratio of high-frequency amplification 
to mid-band amplification nu, as a function of the ratio of the angular 
frequency to the resonant angular frequency wo. Curves of magnitude 
of amplification and of phase shift relative to the mid-band values as 
determined from Eq. (6-65) for three values of Qo are shown in Fig. 6-31.1 

Subject to the approximations that have been made in the analysis, 
the amplification and phase shift of a transformer-coupled audio amplifier 
are completely specified by Eqs. (6-56), (6-58), (6-59), and (6-65), or by 
the curves of Figs. 6-30 and 6-31. The numerical values of the quantities 
that appear in these equations can be readily determined by laboratory 
measurement, 

The response of a self-biased transformer-coupled amplifier is influ- 
enced at low frequency by the self-biasing impedance. The effect is 
complicated by the possibility of resonance between the primary induc- 
tance and the capacitance of the by-pass condenser. The student will 
find it instructive to derive curves of relative amplification and relative 
phase shift at low frequency by analyzing the equivalent circuit obtained 
by inserting the parallel combination of R.. and Cec in the equivalent 
circuit of Fig. 6-25. It should be noted that the alternating voltage 
appearing across R,. is impressed upon the grid. 

Sometimes it is advantageous to apply the plate supply voltage 
through a choke and to couple the transformer primary through a con- 
denser. This prevents direct current from passing through the primary 
and thus makes possible the use of smaller transformers. Because the 
transformer may then be connected directly to the cathode, instead of to 
the positive side of the B supply, the alternating plate current need not 


1 Terman, F. E., Electronics, June, 1937, p. 34. 
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pass through the: biasing resistor, and loss of amplification may be 
avoided. Resonance between the transformer primary inductance and 
the coupling condenser capacitance may increase the amplification 
at low frequency. The low effective load impedance at resonance, how- 
ever, results in relatively high nonlinear distortion (see Sec. 3-25). In 
order to minimize capacitance from plate to ground, the coupling con- 
denser should be placed in the cathode lead of the transformer primary. 
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Fig. 6-31.—Generic curves of relative amplification and relative phase shift for transformer- 
coupled audio-frequency amplifiers at high frequency. wo = Vine. .= wees, 
Ce é 


The response of transformer-coupled: amplifiers can be altered by 
shunting the secondary of one or more transformers with resistance or 
capacitance. , 

6-14. Transformer Design—The correct designing of an audio- 
frequency coupling transformer.is not a simple matter, as a compromise 
must be made between conflicting requirements. Equation (6-59) and 
the curve of Fig. 6-30 show that for satisfactory response at low audio 
frequencies the primary inductance must be high. Even with high- 
permeability cores this requires the use of a large number of turns. A 
high resonance frequency wo, beyond which amplification falls rapidly, 
calls for low leakage inductance and small distributed capacitance. The 
leakage inductance and distributed capacitance can be minimized by 
proper methods of windirg and careful choice of shape and arrangement 
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of coils,! but with any type of winding the increase of distributed capaci- 
tance with number of turns affects the high-frequency response adversely. 
Since a high transformation ratio requires either a small number of 
primary turns or a large number of secondary turns, or both, it follows 
that the increase in voltage amplification which results from the use of a 
high transformation ratio can be obtained only at the expense of poor 
response at low or high frequency, or both. In early receivers for broad- 
cast reception, high amplification was obtained by the use of audio 
‘transformers with small primaries. As a result, these receivers were 
noted for their lack of bass tones. Well-designed modern transformers 
for Class A voltage amplifiers do not ordinarily use transformation ratios 
higher than 3 to 1. Equation (6-65) and the curves of Fig. 6-31 show 
that the shape of the resonance peak can be controlled by choice of the 
ratio 


e 


wolve <. 1 . Ju 
n(rp +) +72 Wry +71) +72 C. 


Since this ratio contains ry, the height and sharpness of the resonance 
peak are affected by the plate resistance. For this reason and because 
high plate resistance is unfavorable to good response at both low and 
high frequencies, it is important to use a-f transformers with the types 
of tubes for which they are designed, or with tubes having similar 
characteristics. , 

6-15. Comparison of Resistance-capacitance and Transformer-— 
coupled Audio Amplifiers.—The fact that uniform amplification in excess 
of the amplification factor of the tube can be obtained with transformer 
coupling if the plate resistance is not too high made the use of trans- 
former coupling decidedly advantageous before the development of tubes 
with high amplification factors. Unfortunately, however, high amplifi- 
cation factor is accompanied by high plate resistance, and so high-mu 
tubes like the type 68J7 pentode cannot be satisfactorily used with 
transformer coupling. The response is poor at low frequency because 
of the low ratio of primary reactance to plate resistance; and at high fre- 


quency because of the low value of = 4 [Fe A voltage amplification of 


50 represents about the highest. that can be obtained with transformer 
coupling without sacrifice of response at low or high frequency. With 
resistance-capacitance coupling, even though the stage amplification is 
much lower than the amplification factor of the tube, the high amplifica- 
tion factors of tubes like the 6SJ7 make it possible to obtain an amplifica- 
tion of 100 or more-per stage. Because likelihood of oscillation makes it 
difficult to use more than two transformer-coupled stages on a common 


1 Konnuer, loc. cit. 
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voltage supply, higher amplification at audio frequencies can as a rule 
be obtained with resistance-capacitance coupling than with transformer 
coupling. Resistance-capacitance coupling is considerably cheaper than 
transformer coupling, weighs less, and requires less space. Because of 
the lower direct voltage drop in the plate circuit, and because voltage 
induced in the transformer. inductance allows the instantaneous plate 
voltage to exceed the B-supply voltage (see Figs. 4-15 to 4-18), higher 
voltage output may be obtained with a given plate supply voltage with 
transformer output than with resistance output. Transformer coupling 
to the load may be necessary in the output stage when the load impedance 
is so low as to cause excessive nonlinear distortion without impedance 
matching (see Sec. 7-21). 

6-16. Inductance-capacitance Coupling.—Inductance-capacitance 
coupling has the advantage over resistance-capacitance coupling of lower 
. direct voltage drop in the plate load. Because there is only one winding, 
it is possible to obtain somewhat higher inductance than in the primary 
of a transformer. Although this higher inductance improves the’ low- 
frequency response over that of a transformer-coupled amplifier, it is still 
too low to prevent the amplification from falling off at low frequency with 
high-amplification-factor tubes. The high-frequency response is also 
somewhat better than in transformer-coupled amplifiers because of the 
lower distributed capacitance of the single winding. These advantages 
are offset by the fact that the voltage is not stepped up as it may be by 
a transformer. Inductance-capacitance coupling is now seldom used. 
It may be analyzed by the methods that have been used in this chapter. 

6-17. Choice of Tubes for Audio-frequency Voltage Amplifiers. 
Equations (6-1), (6-12), and (6-56) show that the maximum amplification 
obtainable with a voltage amplifier is proportional to the amplification 
factor of the tube. For this reason the amplification factor may in 
general be considered to be the “figure of merit”’ of a triode used in an 
audio-frequency voltage amplifier. Other factors such as plate resistance 
and plate current are also of importance in choosing the tubes for.a voltage 
amplifier. It was shown in preceding sections that plate resistance 
reduces the attainable gain of direct- or resistance-capacitance—coupled 
amplifiers and causes frequency distortion in transformer-coupled ampli- 
‘fiers. High plate current causes high direct voltage drop in the coupling 
resistor of direct- or resistance-capacitance-coupled amplifiers and thus 
necessitates the use of higher plate supply voltage. It tends to cause 
nonlinear and frequency distortion in transformer-coupled amplifiers 
because of core saturation. It also increases the power consumption in 
the plate circuit. 

Higher voltage amplification is in general attainable with pentodes 
than with triodes in resistance-coupled amplifiers, but nonlinear distor- 
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tion may be greater and, because of higher plate resistance, it is more 
difficult to design for uniform response over a wide band. Since the 
rite 


gm, the 
rit re 
transconductance may be considered to be the figure of merit of pentodes | 
in resistance-coupled voltage amplifiers. As pointed out in Sec. 6-15, the 
high plate resistance of pentodes makes them unsuitable for use in 
transformer-coupled a-f amplifiers. 

6-18. Control of Amplification of Audio-frequency Amplifiers——The 
most common method of controlling the amplification of audio-frequency 
voltage amplifiers is by means of a voltage divider that varies the excita- 
tion voltage of one of the tubes. In transformer-coupled amplifiers the 
voltage divider is shunted across the secondary of the input. transformer, 
as in Fig. 6-32a; in resistance-coupled amplifiers it may serve as the grid 
coupling resistance, as in Fig. 6-326. In the transformer-coupled circuit, 


| es 
Lima 


Fre. 6-32.—Methods of varying the amplification of transformer- and resistance-coupled 
audio-frequency amplifiers. 


amplification attainable with pentodes approximates 


the resistance of the voltage divider should be high in order to prevent 
appreciable loading of the transformer. Potentiometers of 500,000 ohms 
resistance or higher are commonly used. In order to keep the grid swing 
of all stages as low as possible and thus to minimize nonlinear distortion, 
the amplification control is usually used in the grid circuit of the first 
stage. Occasionally, however, the amplitude control is used in a later 
stage so as to reduce noise caused by the slider of the voltage divider. 
Because the voltage amplification of resistance-coupled amplifiers 
using pentodes or other high-plate-resistance tubes is nearly proportional 
to gm, the amplification of such amplifiers can be readily controlled by 
varying the transconductance by means of thegrid bias. Inordertomake 
it possible to reduce the transconductance to a low value without danger 
of having the grid swing beyond cutoff, the signal is applied to a remote- 
cutoff grid (see Fig. 3-7). Although the gain-control voltage may be 
applied to the same grid as the signal, less control voltage is required if 
it is applied to an additional sharp cutoff grid. It may be applied 
simultaneously to both grids. The 6L7 type of tube is suitable for this 
purpose. This type of control has the advantage that it may be accom- 
plished by means of a rheostat or potentiometer that is located at a dis- 
tance from the amplifier and is by-passed by a condenser at the amplifier. 
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If two tubes controlled in this manner and excited by separate signal 
voltages use a common plate load resistance, a gradual transition 
may be. made from one signal to the other by raising one control voltage 
and lowering the other. 

6-19. Volume Compression and Expansion.1—The wide range of 
power level of speech creates a problem in transoceanic radio 
telephony. If the amplification is adjusted so that the loudest sound 
will fully modulate the transmitter, the fainter sounds may not be 
distinguishable above static and other interfering noises. This difficulty 
can be overcome by automatically increasing the amplification of the 
weaker signals in order to reduce the signal amplitude range and raise the 
average level. At the receiving end the process must be reversed by 
automatically raising the amplification with signal amplitude, so that 
the range of power level of the output is proportional to the power-level 
range of the original sounds. 

A similar problem is encountered in the recording of phonograph 
records. The range of sound level that can be recorded is much smaller 
than that which is necessary for the faithful reproduction of orchestral 
music (for which the power ratio corresponding to the weakest and 
strongest sounds is very great). If the recorded sound is too faint, needle 
scratch is objectionable. If it is too loud, on the other hand, there is 
danger that the needle may cut from one groove to the next. The ampli- 
tude range must, therefore, be reduced in the recording amplifiers and 
should, preferably, be increased by the reproducing amplifier. 

These results can be accomplished by means of automatic gain control 
of audio-frequency amplifiers. The a-f output is applied to a detector, 
the output of which controls the bias of the amplifier grids. Whether 
- the amplitude range is increased or decreased depends upon whether the 
direct voltage output of the detector is applied to the grids in such a 
manner as to increase or to decrease the amplification with increase of 
amplifier output. A typical “volume expander” circuit is shown in 
Fig. 6-33. Since the voltage amplification of a resistance-coupled ampli- 
fier with small ratio of load to plate resistance is proportional to trans- 
conductance [see Eqs. (6-1) and (6-12)], increase of grid bias reduces 
the amplification. To prevent excessive amplitude distortion when the 
transconductance is reduced to a low value by high negative bias, the 
signal is applied to a remote-cutoff grid. Neéd for large gain-control 
voltage is avoided by applying the gain-control voltage to an additional 


1Martugs, R. C., and Wricur, 8. B., Elec. Eng., 58, 860 (1934); BALLANTINE, 
8., Proc. I.R.E., 22, 612 (1934); Sowzrsy, A. L. M., Wireless World, 34, 150 (1934); 
Radio Eng., November, 1934, p. 7, Tuomas, T. S. E., Wireless Eng., 12, 493 (1935); 
Sinner, C. M.,. Electronics, November, 1935, p. 14; Hatuman, L. B., Jr., Electronics, 
- June, 1936, p. 15; RCA Application Note 53. 
«, 
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sharp-cutoff grid. This is made possible by the use of the 6L7 type of 
tube. 

6-20. Tone Control.'—Differences in the acoustical properties of 
different rooms, nonuniform response of loud-speakers, individual pref- 
erences, and the fact that the sensitivity of the ear falls off at low and 
high frequencies often make it desirable or necessary to change the fre- 
quency characteristics of audio-frequency ‘amplifiers. Minor changes 
in the characteristic of an amplifier can be obtained by the use of simple 
filters. One commonly used filter consists of a condenser in series with 
a variable resistance, shunted across some point of the amplifier, usually 
between grid and cathode of one of the tubes. Decrease of resistance 
cuts down the response at the higher frequencies. Sometimes tone. 
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Fig. 6-33.—Circuit diagram of a volume expander. 


control is combined with the manual gain control in such a manner that 
the amplification is reduced more at the middle of the audio range than 
at the upper and lower ends. This tends to correct for the apparent 
loss of low and high tones at low sound level caused by the nonuniform 
response of the ear. Some amplifiers are provided with separate tone 
controls for the low and high frequencies and, in more elaborate systems, 
separate amplifiers and loud-speakers may be used to cover two or more 
portions of the entire a-f range. Considerable flexibility of tone control 
may be attained in this manner. 

6-21. Resistance-coupled Radio-frequency Amplifiers.—The analysis 
that has been made of resistance-capacitance-coupled amplifiers is 
valid at radio frequencies if the frequencies are not so high that the 

‘time of transit of electrons from cathode to plate must be taken into 
consideration.? 

1Scrocain, M. G., Wireless Eng., 9, 8: (1932); Hazeltine Service Corp., Radio 
Eng., June, 1935, p. 7; Couzsroox, F. M., Wireless Eng., 10, 4 (1933) (with bibliog- 


raphy of seven items); CALLENDER, M. V., Proc. I.R.E., 20, 1427 (1932). 
* LLEWELLYN, F. B., Proc. I.R.E., 21, 1532 (1933); 28, 112 (1935). 
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Tuned Radio-frequency Amplifiers—Transformer-coupled r-f ampli- 
fiers are commonly of two types: doubly tuned and singly tuned. In 
doubly tuned amplifiers, tuning capacitance is used in parallel with both - 
the primary and the secondary of the transformer, as shown in Fig. 5-9. 
In singly tuned amplifiers, only the secondary is shunted by tuning 
capacitance, as shown in Fig. 5-10. Radio-frequency transformers are 
‘now made either with air cores or with special low-loss iron cores. The 
primary and secondary are coupled loosely enough so that the capacitance 
between primary and secondary is negligible. 

6-22. Doubly Tuned Radio-frequency Amplifier—The equivalent 
circuit of the doubly tuned amplifier, at frequencies below those at which 
time of transit of electrons must be considered, is shown in Fig. 6-34a.1 


ame 
(a) JOC (b) 
Fie. 6-34.—(a) Equivalent plate circuit for doubly tuned r-f amplifier; (6) Approximate 
equivalent circuit applicable to tetrodes and pentodes. 
Solution of the network equations for this equivalent circuit gives the 
following expression for voltage amplification: 


_ — uM /C2 
(1 + jwCiry) (122 + w?®M) + jz2/wC, 


in which 2; = 71 + gol; + 1/jwCi and ze = re + jwole + 1/joCs. For 
reasons that will be explained, screen-grid tubes or pentodes are far 
superior to triodes in tuned radio-frequency amplifiers. In practice the 
reactance of the primary condenser in the vicinity of the frequency for 
which the amplifier is designed is so much smaller than the plate resistance 
of a tetrode or pentode that little error results if 1/r, is neglected in com- 
parison with jwC; in Eq. (6-67). Equation (6-67) then simplifies to 


J(GmM /wC' C2) 
212g + M2? + 22/702? 


The form of Eq. (6-68) is too complicated to yield readily to an 
analysis to determine the manner in which A varies with frequency. 
With typical circuit constants and plate resistance, however, the third 
term in the denominator is sufficiently small in comparison with the sum 


As 


(6-67) 


(6-68) 


1r. includes an equivalent resistance to take into account the effective input 
conductance of the following tube, and C2 includes the effective input capacitance of 
the following tube. 
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of the other two terms so that it may be neglected. It is most convenient, 
therefore, first to neglect this term and later to determine under what 
conditions and in what manner the result should be modified in order to 
take its effect into account. Equation (6-68) may then be simplied to 


_ §GmM /wCsC2) 


4 2122 + Mw? 


(6-69) 

A general indication of the form of the curve of A vs. w can be obtained 
by considering the special case, often met in practice, in which the primary 
and secondary inductances, capacitances, and resistances are equal. 
Then 21 = z = r + j(wl — 1/#C), and Hq. (6-69) becomes 


-InM 
A 7 (6-70) 
oa iat 1 : I : 
[iat + 30 +520 +7 |[ia@ — 20 +339 +2] 


The effect of w in the numerator being neglected, A will have a maximum 
at approximately the two frequencies A 
that make the reactance zero in the | 
two factors of the denominator of 
Eq. (6-70). The curve of A vs. 


frequency will, therefore, in general coupling 
have two peaks, as shown by curve ~-b- Critical 
‘ : . coupling 
a in Fig. 6-35, whose separation 
increases with M. 
‘ : e\ -c-Loose 
The amplification given by the coupling 


approximate equation (6-69) is the 
same as that of the equivalent circuit 


of Fig. 6-346, which is, therefore, an 
approximate equivalent circuit of + 


the doubly tuned amplifier used Frequency 
with tetrodes and pentodes. Since Fia, 6-35.--Frequency-response curves 
the complete analysis of this circuit fr doubly tuned transformer-coupled r-f 


amplifier. 


and of Eq. (6-68) is fairly long and 
involved, it will not be given. The student will find it instructive to 
refer to some of the excellent analyses that have been published. 

The results of such analyses show the following important facts: 

1. If the primary and secondary resonance frequencies have the 
same value fo, the two frequencies corresponding to the peaks of the 
response curve have the approximate values 

1 See, forinstance, W. L. Everitt, ‘Communication Engineering,” p. 496, McGraw- 


Hill Book Company, Inc., New York, 2d ed., 1937; E. A, GUILLEMIN, “Communication 
Networks,” Vol. I, p. 323, John Wiley & Sons, Inc., New York, 1981. 
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oe ee Sa eee (6-71 
j fof £4 fk <i) mon 


2. When wo2M? > rire, the height of the peaks does not change 
as the value of M is changed by varying the coupling, other parameters 
being held constant. 

3. The ratio h of the height of the peaks to that of the intervening 
trough is related to the circuit parameters by the equation 


mPa a wo2L tLe wo? 2 
hivVhPt1=k os ye (6-72) 
in which k is the coefficient of coupling, ~/M?/LiL2. 

4, h is unity when wo?M? = rire, indicating that the height of the 
peaks is equal to that of the trough. At this critical coupling, therefore, 
the two peaks merge into one. 

The peak voltage amplification at critical coupling, which is the same 
as that corresponding to the two peaks of the response curve above critical 
coupling, is found from Eq. (6-69) to be 


A actin [Ee Ee = tm 50.0. on bibe % 
af mC, roe : Q:02 CG (CF © 78) 
where 
Q1 = woh and Qs = wola 
Ty Te 


@: and Qe, which may be shown to be the ratio of the energy stored per 
cycle to the energy dissipated per cycle in the primary and secondary 
circuits, respectively, are a measure of the efficiency of the resonant 
circuits. 

5. The height of the single peak falls, and the peak becomes sharper, 
as the coupling is decreased below the critical value. 

-Typical curves of A vs. w for coupling greater than, equal to, and 
less than the critical value are shown in Fig. 6-35. 

The importance of the third term in the denominator of Eq. (6-68) 
can be determined by analyzing a practical case. Laboratory measure- 
ments of a typical air-core 450-ke transformer gave the following approxi- 
mate values 


Ly = Le = 2 X 10-* henry 
7; = re = 150 ohms at 450 ke 


Ci = C, = 60 X 10- farad 
1 
= —=— = 289 X 10! rad/s 
TOS EC co 
Q.= wok = 38 


Tr 
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For a 6K7 r-f pentode, r, is approximately 1 megohm. With these © 
values the sum of the first and second terms of the denominator at 
critical coupling is 45 X 10° (ohms)? at the secondary.resonance fre- 
quency, and the third term approximately 5 X 10? (ohms)? In this 
example comparatively little error results from dropping the third term. 
Coils of better design, however, may have values of Q of 100 or more, 
and with different operating voltages, or a different type of tube, the 
plate resistance may be reduced appreciably. The third term may then 
be of the same order of magnitude as the other two terms of the denomina- 
tor, so that it cannot be neglected. 

The third term in the denominator of Eq. (6-68) is a minimum 
at the secondary resonance frequency, which, in transformers with 
similar primary and secondary constants, corresponds to the frequency 
of the trough of the resonance curve. This term, therefore, tends to 
raise the trough of the curve. It also increases the critical coupling 
above the value M = +/rire/wo indicated by the analysis in which this 
term is neglected. 

The doubly tuned amplifier with coupling slightly in excess of the 
critical value amplifies very nearly uniformly over the range of fre- 
quencies lying between the two peaks, and the amplification falls rapidly 
outside of this range. For this reason this type of amplifier is often 
called a band-pass amplifier. The response curve can be made to approxi- 
mate square-top form more nearly by using a closely coupled doubly 
tuned stage in conjunction with a singly tuned stage or a loosely coupled 
doubly tuned stage.1 A square-topped response curve is desirable in 
amplifiers used for radio reception, which should amplify uniformly at all 
frequencies contained in the modulated wave and cut off sharply at 
lower and higher frequencies. 

Advantage may also be taken of the change in width of the frequency 
band of a doubly tuned amplifier with change in coupling. It is evident 
that for a value of coupling corresponding to curve a of Fig. 6-35 the 
frequency band over which amplification is essentially constant is 
considerably wider than for coupling corresponding to curve 6. Adjust- 
able coupling thus makes possible the choice of a narrow band for high 
selectivity in the reception of a weak modulated carrier wave in the 
presence of a strong carrier wave in an adjacent frequency channel or of a 
wide band for high quality in the reception of a strong modulated wave. 
This change in selectivity may be accomplished automatically by the 
use of vacuum-tube coupling in addition to inductive coupling.’ 

Subject to the assumptions made in its derivation, Eq. (6-68) shows 
that the amplification of a doubly tuned amplifier is proportional to the 
transconductance of the tube. 


1Lou, Ho-Suon, Proc. I.R.E. 26, 469 (1938). 
2 Mayer, H. F., Electronics, December, 1936, p. 32. 
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6-23. Singly Tuned Amplifier——For the sake of analysis, the trans- 
former-coupled circuit with tuned secondary may be considered as a 
special form of the doubly tuned circuit. It is convenient for this 
purpose to write Be: (6-67) in the form 


uM /Co 
(1 + joC rrp) Gola + riz + w?®M2] + ryze 
In practice the primary of the transformer is sufficiently small so that 


both its reactance and resistance are negligible in comparison with rp. 
If this is assumed to be true and C, is made zero, Eq. (6-74) reduces to 


pM /C2 
Zap + Zorn + w2M? 


A=-— (6-74) 


A=- (6-75) 

Differentiation of Eq. (6-75) with respect to M at constant w shows 
that A has a maximum value at a given frequency when w?M? = gry. 
The value of coupling at which this relation is satisfied is termed optimum 
coupling. Differentiation of Eq. (6-75) with respect to w at constant M 
shows that A is a maximum for a given value of M at approximately 
the secondary resonance frequency. At this frequency, which is deter- 
mined by the relation wo? = 1/LeC2, the secondary reactance is zero, 
and the criterion for optimum coupling reduces to wo?M? = rery. Sub- 
stitution of wo = ~/1/L2C2, 2 = 72, and wo?M? = rerp in Eq. (6-75) 
gives for the optimum amplification at resonance 


Optimum A = — piel = — $y/4gmQe Vé (6-76) 


It is evident from Eq. (6-76) that for high voltage amplification a radio- 
frequency amplifier with tuned secondary should use a tube with both 
high amplification factor and high transconductance, that the Q of the 
secondary should be high, and that the ratio of secondary inductance to 
capacitance should be high. 

The curve of amplification as a function of frequency is of the same 
form as the curve of admittance vs. frequency of a simple series circuit 
containing inductance, capacitance, and resistance. The sharpness of 
the resonance peak increases with decrease of M and wo and with increase 
of L2/re and rp: 

Dividing Eq. (6-73) by Eq. (6-76) aioe (subject to the approxima- 
tions made in the development of these equations) that the ratio of the 
optimum amplification of the doubly tuned amplifier to that of the singly 
tuned amplifier is equal to ~/Zi/rir,Ci. For typical transformers used 
with r-f pentodes this ratio is somewhat less than.unity. In fixed-fre- 
quency amplifiers, however, the advantage of the sharpness of the 
response curve of the doubly tuned amplifier, which may be made to 
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approximate rectangular form, more than offsets the disadvantage of the 
slightly lower amplification. In applications in which the frequency of 
the input changes, on the other hand, the greater simplicity of tuning 
of the singly tuned amplifier is an advantage. 

It is evident from Eqs. (6-73) and (6-76) that high voltage amplifica- 
tion necessitates the use of low effective transformer resistances (high-Q 
coils) and high L/C ratio. The skin effect, radiation loss, dielectric 
loss, and tube input. conductance resulting from electron transit time 
cause the effective a-c resistances 7; and rz to increase with frequency. 
Distributed winding capacitances, circuit capacitances, and tube capaci- 
tances limit the extent to which C; and C2 can be reduced and thus 
necessitate decreasing the L/C ratios as the resonant frequency of the 
amplifier is increased. The attainable voltage amplification of tuned 
r-f amplifiers therefore decreases as the frequency is increased. The 
decrease of amplification is accompanied by decrease of selectivity. 
These facts are very important in the design of r-f amplifiers and are 
one of the reasons why amplification in modern radio receivers is accom- 
plished mainly at frequencies lower than those of the received signals. 

6-24. Choice of Tubes for Tuned Radio-frequency Amplifiers— 
Tetrodes and pentodes are used practically universally in tuned r-f 
amplifiers, in preference to triodes. The advantages of tetrodes and 
pentodes are threefold. The high values of amplification factor and 
transconductance result in high voltage amplification; the low grid-to- 
plate capacitance reduces the tendency of the amplifiers to oscillate 
as the result of the feeding back of amplified voltage to the input; and 
the lower effective input capacitance lowers the frequency limit of 
amplification and reduces the attainable amplification and sharpness of 
tuning at very high frequencies. 

By the use of coils having a high ratio of inductance to resistance, 
the amplification of each stage of a tuned r-f amplifier using high-trans- 
conductance tubes can be made much greater than the amplification 
factor of the tube. 

Control of Amplification—The dependence of voltage amplification 
of tuned r-f amplifiers upon transconductance of the tube makes possible 
the variation of amplification by means of operating voltages. Usually 
the most effective method, particularly when the gain is controlled. 
automatically by means of tubes, is to vary the grid bias of the amplifier 
tubes. Automatic control of amplification is discussed in. Pere. 6-19 
and 9-26. 

6-25. Distortion in Radio-freqwency Amplifiers .—Curvature of the 
transfer characteristic of tubes used in r-f amplifiers results in several ° 
types of distortion in the amplification of modulated voltages, most of 
which are caused by intermodulation of the various frequency components 


194 APPLICATIONS OF ELECTRON TUBES [Cuar. 6 


in the impressed modulated voltage or in two modulated voltages simul- 
taneously impressed upon the amplifier.1 In the reception of radio 
signals this produces such undesirable effects as nonlinear distortion of 
the audio-frequency output, superposition of the a-f modulation of an 
undesired station in an adjacent channel upon the desired a-f output 
of the station to which the receiver is tuned, and the reception of stations 
lying outside of the tuning range of the receiver when the receiver is 
tuned to the sum or difference of their frequencies. Another objection- 
able effect is increased hum in the output of a-c-operated receivers as _ 
the result of intermodulation between the desired input signal and 60- 
or 120-cycle voltages not completely removed from the output of the power 
supply and therefore impressed upon the amplifier grids. These various 
types of intermodulation may be shown to be associated with the second- 
and higher-order terms of the series expansion for alternating plate 
current. 
In tuned r-f amplifiers using tubes with high plate resistance, such as 
tetrodes and pentodes, the load impedance at resonance may be small in- 
comparison with the plate resistance of the tube. Under this condition 
the series expansion for giclee plate current reduces to 

tp = oe + ek hi (6-77) 
This shows clearly that the various types of distortion which occur in 
tuned r-f amplifiers increase with input amplitude and with curvature 
of the static transfer characteristics. In automatic control of amplifica- 
tion, the output is maintained constant by increasing the bias with input 
(Sec. 9-26). At-high input the operating point is then close to cutoff. 
Curvature is high in this region, and there is even danger of reducing the 
plate current to zero during part of the cycle. Hence distortion may 
be excessive at high inputs. It may be reduced by the use of variable-mu 
tubes. The transfer characteristics of variable-mu tubes (see Sec. 3-7) 
approach the voltage axis so gradually that, even though the operating 
bias is made high in order to reduce the transconductance and hence the 
voltage amplification, high excitation amplitude may be used. without 
danger that the current will be reduced to zero. At low bias, on the 
other hand, the transconductance has the high value necessary for the 
amplification of weak signals. Some tubes, of which the 6L7 is an 
example, have both a remote-cutoff grid, to which the signal is applied, 
and a sharp-cutoff grid, which may be used to control the amplification. 
6-26. Current Amplification Figure 6-36 shows a single-stage cur- 

rent amplifier. The current amplification is 
1 Harris, Syivan, Proc. I.R.E., 18, 350 ee) BALLANTINE, Stuart, and Snow, 

H. A., Proc. I.R.E., 18, 2102 (1930). 
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I, ph, 1 BZ, 

I, tte Ty t+% oe 
The current amplification increases as % is decreased, approaching the 
limiting value gnz. The current sensitivity is u/(rp + %), which 
approaches the value gm as zis decreased. This indicates the importance 
of transconductance in tubes used for current amplification. In a 
multistage current amplifier, all but the last 
- stage are voltage amplifiers and require tubes 
with high amplification factor to give high 
over-all current sensitivity. Special tubes and 
circuits: for the amplification and measurement Fic. 6-36.—Single-stage 

of small currents are described in Sec. 15-11. ‘current amplifier. 
Current amplifiers are useful in the operation of relays' and electro- 
magnetic oscillographs.2. One common application is in the amplification 
of the current of phototubes used to control relays. Circuits for ‘this 
purpose are analyzed in Chap. 13. Another application of current 
amplifiers is in the regulation of generator voltage. <A typical circuit 
is shown in basic form in Fig. 6-37, in which 7; is a voltage amplifier, 
T. is a current amplifier, and 7’; is a glow tube that reduces the voltage 
applied to the grid of 7; from the positive terminal of the generator and 
thus lowers the required biasing battery voltage (see Sec. 12-4). The 


generator 


Fig. 6-37.—Vacuum-tube voltage regulator for d-c generator. 


action is as follows: Reduction of terminal voltage makes the grid of T; 
more negative and so makes that of 72 less negative. The resulting 
increase of plate current of 7's raises the field current of the exciter, which 


1 GeorcE, E. E., Electronics, August, 1937, p. 19; Dupury, B., Electronics, May, 
1938, p. 18; Murnter, M. W., Electronics, December, 1933, p. 336. 

2 Jackson, W., Wireless Eng., 11, 64 (1934); Retcu, H. J., and Marvin, G. S., 
Rev. Sct. Instruments, 2, 814 (1931); Watporr, 8. K., J. Franklin Inst., 218, 605 
(1932). 

3.VaNn DER Bu, H. J., “The Thermionic Vacuum Tube and Its Applications,” 
p. 371, McGraw-Hill Book Company, Ine., New York, 1920; Verman, L. C., and 
Retcu, H. J., Proc. ].R.E., 17, 2075 (1929); Verman, L. C., and Ricuarps, L. A., Rev. 
Sct. Instruments, 1, 581 (1980). 
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in turn raises the excitation of the main generator and restores the termi-. 
nal voltage to nearly its original value. Obviously the exciter may be 

eliminated if the current of 7 is sufficient to excite the generator directly. 

T: may also be eliminated if very high constancy of voltage is not required. 

By the addition of a rectifier, the circuit may be adapted to alternator 

regulation. 

6-27. Shielding — The high amplification obtained in radio-frequency 
amplifiers and in audio-frequency amplifiers using tetrodes or pentodes 
usually necessitates the complete shielding of the individual stages in 
multistage amplifiers to prevent oscillation. It may also be necessary 
to shield input leads to the amplifier to prevent the picking up of stray 
fields and to prevent oscillation as the result of feedback from the output 
to the input. : 

6-28. Limit of Amplification Amplification is usually limited by a 
tendency of the amplifier to oscillate as the result of the feeding back 
of some of the output voltage to the input. This can be minimized by 
shielding, by careful placing of apparatus, and by the use of chokes and 
by-pass condensers and of more than one power supply. By means of 
successive amplifiers operated from separate power supplies, very high 
gain or power output can be obtained. Because of inherent fluctuations 
of currents in amplifiers, however, there is a lower limit to the input 
voltage or current that can be amplified to a given output level. Current 
and voltage fluctuations in an amplifier are called noise. Noise results 
from a number of causes, among which are the shot effect, ionization, 
secondary emission, vibration of tube elements, imperfect contacts, 
fluctuations of resistance of old or damaged batteries, incomplete filtering 
of power supplies, variation of resistance of circuit elements, and random 
motion of electrons through high resistances (thermal agitation). The 
shot effect (see Sec. 2-14) can be kept to a minimum by operating tubes 
well above temperature saturation. Ionization and secondary emission, 
which have been greatly reduced in modern tubes, can be eliminated 
when necessary by the use of very low voltages. ‘‘ Microphonic”’ effects 
resulting from the vibration of tube elements have been largely eliminated 
in modern tubes by improving the methods of mounting and supporting 
the elements. Current fluctuations produced by the random motion 
of electrons in resistances are in some respects similar to those produced 
by the shot effect. The r-m-s output voltage of an amplifier resulting 
from the random motion of electrons in a resistance is given by the 


formula 
B=2ver {” RlAla (6-79) 


in which k is Boltzmann’s constant (1.38 X 10-" erg/degree); T is the. 
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absolute temperature in degrees K; R is the resistive component of the 
impedance in which the disturbance arises, measured at the frequency f; 
| | is the magnitude of the voltage amplification between the resistance 
and the output at the frequency f; and f; and f. are the lower and upper 
frequencies at which the amplification may be assumed to have fallen to 
zero. Itis evident from Eq. (6-79) that, in order to minimize noise, it is 
advisable to make the frequency range of the amplifier only wide enough 
to.cover the desired band. 

6-29. Inverse Feedback Amplifiers.—Much improvement in the 
operating characteristics of an amplifier may be obtained by feeding a 
portion of the output voltage. back to the input. This process is called 
feedback. If it.is.accomplished in such a manner that the voltage fed 
back subtracts from the impressed voltage and thus reduces the alternat- 
ing grid voltage, the output voltage is reduced and feedback is said to 
be inverse. Since the voltage fed back is greatest at frequencies at which 
the amplification is highest, the reduction in output voltage for a given 
input voltage is greatest at these frequencies. Inverse feedback there- 
fore tends to reduce frequency distortion. The voltage fed back also 
contains nonlinear distortion and noise components which are amplified 
by the amplifier and cancel a portion of the nonlinear distortion and 

_hoise components in the output. Hence, inverse feedback also reduces 
nonlinear distortion and noise generated in the amplifier. Other equally 
important improvements result from the use of inverse feedback. The 
benefits may be summarized as follows: 


1. Reduction of nonlinear distortion. 

2. Reduction of frequency distortion. 

3. Reduction of phase distortion. 

4. Reduction of noise. 

5. Increase of stability (reduction of variation of amplification or of current 
or power sensitivity with operating voltages and tube age). 


In Fig. 6-38, which represents a feedback amplifier in general form, 
A is the amplification of the amplifier without: feedback and 8 is the feed- 
back-network attenuation, or ratio of the feedback voltage to the total 
output voltage. Both A and are in general complex quantities. The 
product A, which is called the feedback factor, is assumed to be positive if 
the vector sum of the impressed voltage and the feedback voltage is larger 
than the impressed voltage. 

The total output voltage e, consists of two parts: that resulting from 
the applied input e;, and that resulting from the feedback input Be. The 

1 Nyquist, H., Bell System Tech. J., 11, 126 (1932); Baccauiy, W., Wireless Eng., 
10, 413 (1933); Buacx, H. 8., Elec. Eng., 683, 114 (1934); Bell Laboratories Record, 12, 


290 (1934). For additional references see the supplementary bibliography at the end 
of this chapter. 
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first is made up of the fundamental output e; = Ae., harmonic and inter- 
modulation components e,, and noise e,. The second contains three 
corresponding components, plus new harmonic and intermodulation 
components that are.generated from the original distortion which is fed 
back. These secondary distortion components are ordinarily so small 
that they may be neglected. The amplitude distortion e, is usually 
generated mainly in the final stage, and its amplitude may be assumed 
oy egtenten to be a function of the amplitude of the 
fundamental output voltage ey. 

The manner in which the noise output 
is affected by feedback depends upon the 
point in the amplifier at which it is intro- 
Fig. 6-38.—Schematic diagram of duced. Hence the analysis of the effect of 

feedback amplifier. feedback upon noise can best be considered 
independently of nonlinear distortion. This is made possible by the 
fact that noise is in general independent of signal amplitude. If the 
noise output is disregarded, the output voltage is 


@ = er ten + Ape, (6-80) 
pce ey + Cn Ae; its Ch (6-81) 


network 


~1T—Agp 1i—<Ag'i— Ag 


Without feedback the output voltage would be es + ex. 

Equation (6-81) shows that, for a given applied input voltage e,, 
feedback changes both the fundamental and the harmonic components . 
of the output voltage by the factor 1/(1 — AB). 

The gain of an amplifier is increased, and feedback is said to be 
positive, or regeneratwe, when 1 — Ag| <1. The gain is decreased, and 
feedback is said to be negative, inverse, or degenerative when |1 — Ap| > 1. - 
When |i — Af| = 1, the gain is unaffected by feedback.! 

6-30. Reduction of Nonlinear Distortion by Inverse Feedback.—Sup- 
pose that a voltage e,’ is applied to the amplifier without feedback. 
This results in an output (noise neglected) 


Co! = e;" xe en! = Ae,’ + en . (6-82) 


To produce the same fundamental output with feedback requires an 
input voltage e; = (1 — A@)e.’.. For this input, the output with feed- 
back, as given by Eq. (6-81), is 


1The student should note specially that the criterion for determining whether 
feedback is positive or negative is the magnitude of 1 — A relative to unity, and not 
the magnitude or phase angle of the feedback factor AS. The feedback is, in fact, 
negative when A@ is positive and real, if its magnitude exceeds 2. This will be dis- 
cussed in connection with polar diagrams (Sec. 6-34). ‘ 
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_ ACL — AB)e’ €h ey} 
aT Tea. “edge 


eh 
i a (6-83) 
But since harmonic generation is a function of the amplitude of the funda- 
mental output, which is the same for both amplifiers, e, = ¢,’.. Therefore, 


bo = ej + (6-84) 


eh 
1 — Ag 
This shows that, for the same fundamental output, the harmonic and 
intermodulation output are changed in the ratio 1/(1 — Af) by the use 
of feedback. If |1 — Af| > 1, the nonlinear distortion is reduced. 
Thus nonlinear distortion is reduced by negative feedback. 

Feedback does not reduce distortion resulting from the flow of grid 
current in the input stage of an amplifier when the grid is driven positive. ! 
Since the grid-current distortion is a function of the alternating grid volt- 
age é,, and the distortion and the signal are both amplified in the ratio A 
between the input grid and the output, the amplified distortion is a func- 
tion of the signal output and is unaffected by feedback if the signal output 
remains constant. Feedback does, however, reduce grid-current distor- 
tion set up in stages other than the first, the reduction being greatest for 
distortion set up in the output stage. 

6-31. Reduction of Frequency Distortion by Inverse Feedback.— 
Equation (6-81) gives the voltage amplification or ratio of the funda- 
mental output to the input of a feedback amplifier as 

,_@_ A 

A’= a Lae (6-85) 
It can be seen from Eq. (6-85) that for very small values of the denomina- 
tor, such as may be obtained with positive feedback, a small change in 
the denominator, resulting from variation of A, may produce a very large 
change in e,/e; As Af is increased beyond the value 2 or 3, however, 
the importance of 1 diminishes in comparison with Af, particularly if 
the imaginary component of A is large in comparison with the real 
component. The ratio e,/e; approaches the limiting value —1/8, which 
is independent of A. Frequency distortion may, therefore, be reduced 
by the use of negative feedback. 


If , 
|AgB| >> 1, a (6-86) 
Eq. (6-85) simplifies to 
Wiehe goed 
A’ = A OR (6-87) 


Equation (6-87) has three important implications: 
1 See pp. 125-126. ° 
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1. If |Ag| >> 1, the gain is inversely proportional to 8, which means 
that the frequency-response characteristic of the feedback amplifier with 
high feedback factor is the inverse of the response characteristic of the 
feedback network. By proper design of the feedback network the 
amplifier may be made to have any desired frequency response. In 
particular, it is possible to correct for nonuniform response of any network 
preceding or following a feedback amplifier by using an identical network 
as the feedback network of the amplifier. The design of this identical 
network is usually much simpler than the design of a network having 
inverse characteristics. Furthermore, if feedback is obtained through 
a resistive network, 8 is independent of frequency, and the relative phase 
shift and dependence of gain upon frequency may be made negligible. 

2. If |A8| >> 1, amplification is independent of the load impedance 
in the output of the amplifier, provided that the load does not form a part 
of the feedback network.. When 8 is made dependent upon load imped- 
ance, the amplification can be caused to vary in a desired manner with 
load impedance. 

3. If |A8| >> 1, the amplification is independent of A and, there- 
fore, of tube factors. The amplification is unaffected by variations of 
battery voltage or aging of tubes. Hence the gain stability of an ampli- 
fier is improved by feedback if the feedback factor is large. 

Equation (6-87) also holds under the more general condition that 


|i — Ap| = |A8| (6-88) 


of which Eq. (6-86) is a special form. If Af is written in the form 
a + jo, Eq. (6-88) is satisfied if 


Vl = a)? +0? 
a 


/a? + b? (6-89) 
x (6-90) 
Thus the amplification with feedback may also be made to depend only 
on 6 by making the real component of the complex feedback factor equal 
to. Since AS changes with frequency, this condition can in general be 
satisfied at only one frequency and from a practical point of view is, 
therefore, of only incidental interest. 

6-32. Reduction of Phase Shift by Inverse Feedback.—Reduction of 
amplifier phase shift by inverse feedback may be readily shown for the 
case in which @ is a.real quantity, 7.e., when there is no phase shift in the 
feedback network. Let 


I Ih 


A=a-+jb = |Al/e (6-91) 


in which |A] is the magnitude of the voltage amplification and @ is the 
phase angle of the output voltage of the amplifier, pelnuive to the input 
voltage, without feedback. 
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b 


— 1 _' 
6 = tan - (6-92) 
and 
|A| = Va? + b? (6-93) 
The amplification with feedback is 
; Mets 5 ; 
At = Ee A a+ jb _ a — (a® + 6)B + 7b (6-94) 


Ee 1—Ap —(at+ 768 (l — af)? + 036? 


in which E, and E; are the output and input voltages, respectively, of the 
feedback amplifier. The phase angle of the output voltage relative to 
the input voltage, with feedback, is 


ae ee PRE ans = tan b/a 
a— (a + b%)B 


= tan = Bie 
erase 1— ABv/i + ba? 
tan 6 

= tan Wienceaste, EGE 

Tesi ae 


When the feedback is negative, 7.e., when |1 — AS| > 1, |A8| must be 
either negative or greater than 2, Examination of Eq. (6-95) shows that 
ais then less than 6. Hence the phase shift of the output voltage relative 
to the input voltage is reduced by inverse feedback. A similar analysis 
may be made for the more general case in which B is complex. 

6-33. Reduction of Noise by Feedback.—An analysis similar to that 
which was made for the effect of feedback upon nonlinear distortion shows 
that if the output is kept constant by increasing the input, A being kept 
constant, the effect of inverse feedback is to reduce the noise-to-signal 
ratio of the output by the factor 1/(1 — A), regardless of the point at 
which the noise is introduced. If the output is maintained constant by 
increasing the voltage amplification A of the amplifier, on the other hand, 
rather than by increasing the input voltage, the noise-to-signal ratio is 
reduced in the ratio 1/(1 — A8) only when the change of A is made in the 
portion of the amplifier preceding the point at which the noise is intro- 
duced. It is unaffected by feedback if the change in A is made in the 
portion of the amplifier that follows the point at which the noise is intro- 
duced. At constant excitation and constant output, therefore, negative 
feedback is effective in reducing hum resulting from poor filtering of the 
power supply of the final stage, but has little or no effect upon noise-to- 
signal ratio of hum or other noises originating in early stages, such as 
those caused by thermal agitation and microphonic effects. 

6-33A. Effect of Inverse Feedback upon Allowable Input Voltage.— 
Examination of Fig. 6-38 shows that the ratio of the impressed voltage 
to the alternating grid voltage of a feedback amplifier is (1 — Af). The 
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voltage that can be impressed without overloading the amplifier is there- 
fore increased in the ratio (1 — A§) by inverse feedback. It has already 
been pointed out that the impressed voltage must be increased in this ratio 
in order to produce the same output as without feedback. - 

6-34. Polar Diagram.—Black has shown that much important 
information regarding the performance of a feedback amplifier can be 
determined from a polar diagram of A8 drawn for all frequencies from 
0 to «.1 AP may be expressed in the form a + jb, or in the equivalent 
polar form |48|/9, where 


|AB| = Va +B? and 6 = tan—! 4, 
In a multistage amplifier 


AB = |B||Ai||Aal|As| - - - [Aa - - [83 + 61 +02 + O3 + °° 
On + eee £ 
where (6-96) 
B = ag + joe = |B\/0s 
An = an + jon = |An{/On 


The polar diagram may be constructed by plotting the imaginary part 6, 
of Af, against the real part a, or by plotting |A§|, the length of the radius 
vector against the polar angle 6. |A| is the product of the magnitude 
of 8 and the magnitudes of the gains of individual stages, and @ is the 
sum of the phase angle of 8 and those of the individual stages of the 
amplifier. 

For ordinary forms of resistance- and transformer-coupled amplifiers 
the magnitudes of the stage amplifications and the corresponding phase 
angles can be determined from Figs. 6-12, 6-14, 6-30, and 6-31 or the 
equations from which they are derived. Consider, for instance, the 
transformer-coupled amplifier of Fig. 6-40b, in which the feedback 
network is a simple resistance voltage divider. Assume that the mid- 
band amplification is 30 and that r; = r;’.. Then ® = r;/(rz + 17’) = 0.5 
and in the mid-band range |Af| = 30 X 0.5 = 15. Since the voltage 
fed back is opposite in phase to the impressed voltage, 6 = 180 degrees. 
Below the mid-band range, corresponding values of |AS| and @ are 
found from Fig. 6-30. Thus, when Li/(rp + 11) is 0.8, |Ai/An| = 0.3 
and the phase shift relative to the mid-band phase is 73 degrees leading. 
Hence |Af| = 30 X 0.8 X 0.5 = 4.5 and @ = 180 — 73 = 253 degrees. 
Above the mid-band range Fig. 6-31 is used in a similar manner. Thus, 
if Qo is 1.0, |Ar/Am| is 1.1 when w/w» is 0.5, and the corresponding phase 
angle relative to the mid-band value is 33 degrees lagging. Therefore 


1 Brack, loc. cit. 
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|Ap| = 30 X 1.1 X 0.5 = 16.5and 6 = 180 — 33 = 147 degrees. Other 
corresponding values of |Af| and @ are found in a similar manner. 
Typical polar diagrams are shown in Fig. 6-39. Diagram a is that 
for the resistance-capacitance—coupled stage obtained when % in Fig. 
6-40a is a resistance. Diagram b is for the transformer-coupled stage 
of: Fig. 6-406, and diagrams c and d are for the two-stage feedback 
amplifier of Fig. 6-41b. In these diagrams the phase angle is indicated 
relative to the position of the input voltage vector. The circuits of 
Figs. 6-40 and 6-41 are such that the feedback voltage at mid-band 


Midbond je 
frequency 
y 


Frequency Frequency 
increase increase 
(a) jb (b) jb 


Lag [frequency 


/ Lag | Frequency 
" crease 


4 increase 


(c) (d) 


Fig. 6- 39. — Polar diagrams for (a) the circuit of Fi ig. 6-40a with nonreactive load, (b) the 
circuit of Fig. 6-40b, and (c) and (d) the circuit of Fig. 6-416. 


frequencies is opposite in phase to the applied voltage. The feed- 
back vector is, therefore, negative at these frequencies and is drawn 
to the left of the origin. It should be noted that equal arc lengths or 
angles of the polar curve do not necessarily represent equal frequency 
ranges. The vector will, for instance, remain fixed in magnitude and 
direction throughout any frequency range for which the amplification 
of the amplifier and the attenuation of the feedback network are constant. 
By means of a simple vector diagram, or from the relation 


Vi-F FR =I 
the student may show that the locus of all values of Af for which 
ra [1 — AB| = 


is a circle of unit radius on the polar diagram, having its center at the 
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point 1, j0. From the definitions of degenerative and regenerative 
feedback it follows that for all frequencies at which Af terminates 
within this circle the amplifier is regenerative, and for all values of 
frequency for which Af terminates outside of this circle the amplifier is 
degenerative. Figure 6-39), for example, shows that the amplifier of 
Fig. 6-40b is regenerative at frequencies higher than that corresponding 
to point P; it is degenerative at lower frequencies, and is unaffected by 
feedback at.the frequency corresponding to P. The beneficial effects 
of the feedback are obtained only in the frequency range in which the 
feedback is degenerative. 

6-35. Oscillation—Equation (6-85) shows that the Lene 
of a feedback amplifier is infinite if 48 = 1+ j0. Under this condi- 
tion, oscillation takes place. Nyquist has shown! that this is not. the 
only condition under which the amplifier will oscillate but that oscillation 
will occur if the polar diagram formed by plotting Af and its conjugate 
encloses the point 1, j0.. An inspection of Fig. 6-89 shows that such a 
polar diagram cannot enclose the point 1, 70, if the absolute value of AB 
is less than unity when the feedback voltage is in phase with the input 
voltage (@=0). This requirement can be met with ease in several 
common types of amplifiers. Practical negative-feedback amplifiers are 
designed so that the feedback voltage is opposite in phase to the input 
voltage at the middle of the frequency band, where the response curve is 
flat. Oscillation will not occur if the phase shift of the feedback voltage, 
relative to its phase at the middle of the band, at no time reaches 180 
degrees, or if the absolute value of A falls below unity before the relative . 
phase shift reaches 180 degrees. Figures 6-12, 6-14, 6-30, and 6-31 
show that the high values of relative phase shift occur at frequencies 
for which A is small, so that it is possible to prevent oscillation in one-, 
two- or three-stage resistance-coupled inverse-feedback amplifiers and in 
single-stage transformer-coupled inverse-feedback amplifiers. 

6-36. Practical Inverse Feedback Circuits—Since the over-all 
amplification of a feedback amplifier is 4/(1 — AB), reduction of dis- 
tortion and noise and increase of supply-voltage stability are obtained 
with less sacrifice of over-all amplification if the feedback factor Af is 
increased by increasing A, rather than by increasing 6. For this reason 
the advantages of inverse feedback increase with amplification per stage 
and with the number of stages. Because very high stage gain can be 
realized with tetrodes and pentodes, they are almost always used in at 
least the voltage amplifying stages of a multistage feedback amplifier. 
In the diagrams of Figs. 6-40, 6-41, and 6-42, all tubes are shown as 
triodes in order to eliminate those portions of the circuits not actually 
involved in feedback. Tetrodes and pentodes merely require additional 

1 Nyquist, loc, cit. ; , 
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fixed grid voltages. The condensers shunting the self-biasing resistors 
are assumed to be sufficiently large so that negligible feedback is pro- 
duced by the resistors that they shunt. 

Figure 6-40a shows one of the two basic types of single-stage negative 
feedback circuits. For the special case in which 2 is a resistance, the 
polar diagram, shown in Fig. 6-39a, is readily drawn by the use of Figs. 
6-12 and 6-14. This diagram does not intersect a circle of unit radius 
drawn about the point 1, j0, and does not enclose this point. This 
type of amplifier is, therefore, always degenerative and cannot oscillate. 
If 2 contains inductive reactance, the relative phase shift approaches. 
180 degrees lead at low frequency, and the diagram is in the fourth 


Fre. 6-40.—Single-stage single-sided inverse-feedback amplifiers. 


quadrant at low frequency. The diagram does not enclose the point 1, 
j0, but at low frequency is within the unit circle about this point. The 
amplifier is therefore regenerative at low frequency but does not oscillate. 
The impedance 2 in Fig. 6-40a may be the primary of an output trans- 
former. The feedback voltage may also be taken from the secondary 
of the transformer, as in Fig. 6-40b.. No isolating condenser need then 
be used. The polar diagram for this circuit, derived by the use of 
Figs. 6-30 and 6-31, is that of Fig. 6-39b. This diagram shows that the 
circuit is regenerative at high and low frequencies, where the gain has 
fallen to low values, but that oscillation does not take place. 

The second type of single-stage circuit, shown in Fig. 6-40c, makes 
use of the bias resistor to provide feedback voltage. 6 = r;/z, and 
A = —ypz,/(rp + 2%-+ 77). The polar diagram may be derived from these 
expressions for 8 and A. The feedback factor can be increased above that 
obtainable with the biasing resistor alone by use of the modified circuits 
of Figs. 6-40d and 6-40e. 
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Figure 6-41a shows the basic inverse feedback circuit that is ordi- 
narily used in a two-stage resistance-capacitance-coupled amplifier. 
The feedback voltage must be applied to the first tube in a different 
manner from that of Fig. 6-40a because of the added phase shift which 
takes place in the second stage. At frequencies for which the reactance 
of the condenser C;; is negligible, 8 = —r,/(ry + 7,'). Figure 6-416 shows 
a modification of Fig. 6-41a in which the use of an output transformer 
makes the coupling condenser unnecessary. Polar diagrams for this 
amplifier are shown in Figs. 6-39c and 6-39d. Diagram c is for the case 
in which gain of the resistance-coupled stage begins to fall off at about 
the resonance frequency of the transformer stage. Diagram d is for the 
case in which the gain of the resistance-coupled stage is uniform to | 
frequencies at which the amplification of the transformer stage: has 


(a) (b) 
Fic. 6-41.—Two-stage single-sided inverse-feedback amplifiers. 
fallen to a low value. Both amplifiers are regenerative at low and high 
frequencies, but only the former will oscillate. 

In a three-stage resistance-capacitance—coupled amplifier the relative 
phase shift approaches 270 degrees at very low and very high frequency. 
To prevent oscillation when inverse feedback is used, it is necessary to 
ensure that at the extremes of the frequency band, where the phase shift 
is high, the amplification has fallen sufficiently so that |A8| <1. This 
may be accomplished by designing one stage to have nearly uniform 
amplification, and hence small phase shift, up to and beyond the fre- 
quency limits at which the amplification of the other two stages falls to 
such a low value that |Ag| < 1.1 Because the phase shift in a trans- 
former-coupled stage may approach 180 degrees at high frequency unless 
the transformer secondary is loaded, it is not feasible to use inverse 
feedback in multistage transformer-coupled amplifiers unless low shunting 
resistances are used across the secondaries.+ 

Figure 6-42 shows two methods by which negative feedback may be 
applied to a push-pull stage. Circuit a corrects for loss of gain at low 
frequency caused by falling primary reactance' but does not correct for a 

1 Terman, F. E., Electronics, January, 1937, p. 12. 
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falling high-frequency characteristic caused by distributed capacitance of 
the secondary of the output transformer. Circuit b corrects for both, 
but some difficulty may be experienced in obtaining sufficient: feedback 
voltage with a low-impedance secondary load such as a loud-speaker voice 
coil. The use of feedback on only one side of a push-pull amplifier should 
be avoided, and less distortion is obtained in push-pull amplifiers with 
transformer output when the feedback is between points at which the 
amplifier is single sided.1 

The circuits of Figs. 6-40a, 6-40b, 6-41, 6-42a, and 6-42b give all the 
benefits that have been discussed and in addition result in increased 
damping of transient oscillations of a loud-speaker,? used as the load. 
Solution of equivalent plate circuits for these circuits, when the load 
impedance is replaced by a generator of zero internal resistance and 
voltage E, shows that the effective internal impedance between the output 


Fie. 6-42.—Single-stage push-pull inverse-feedback amplifiers. 


terminals of the amplifier is changed by the factor 1/(1 — A8) by feed- 
back. Negative feedback therefore reduces the effective resistance 
shunting the loud-speaker and thereby increases the speaker damping. 

In the circuits of Figs. 6-40c, 6-40d, and 6-40e, 8 varies with load 
impedance, and therefore feedback does not correct for frequency dis- 
crimination caused by variation of load impedance. These circuits do, 
however, reduce harmonic distortion and hum, and increase the gain 
stability. Solution of the equivalent plate circuits for the circuits of 
Figs. 6-40c, 6-40d, and 6-40e with a generator in place of the load shows 
that the effective terminal impedance is r, + r;(1 + A). The increase 
of effective resistance shunting the loud-speaker reduces the damping 
with these circuits. 

Ample improvement in amplifier characteristics and performance is 
usually attained with a negative-feedback factor equal to 3 or 4 (approxi- 
mately 10 to 12 db) in the mid-band frequency range. For an amplifier 
designed for carrier telephone service, Black reported distortion energy 

1 Day, J. R., and Russet, J. B., Electronics, April, 1937, p. 16. 


2 Dreyer, J. F., Jr., Electronics, April, 1936, p. 18; July, 1936, p. 30; Martin, L., 
Radio Eng., May, 1987, p. 13. 


208 _ APPLICATIONS OF ELECTRON TUBES [CHap. 6 


75 db below signal energy, as compared with 35 db without feedback, and 
gain stability better than 0.0007 db per volt change of plate voltage. 
Figure 6-43 shows frequency-response curves of an amplifier with and 
without feedback. A Class B amplifier with inverse feedback, and dis- 
tortion curves for this amplifier, are shown in Figs. 8-28 and 8-29. 
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Fie, 6-43.—Frequency-response curves showing the reduction of frequency distortion that 
results from inverse feedback. 


Figure 6-44 shows a push-pull direct-coupled amplifier in which inverse 
feedback is used to stabilize against changes of supply voltage and tube 
characteristics, to reduce distortion, and to afford a simple means of 
controlling amplification.t The feedback is controlled by means of the 
variable resistance R;. The potentiometer P and variable resistance RP» 


/Omeg 


500K 500K 


+ + + - + 
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Fia. 6-44,—Push-pull direct-coupled amplifier with inverse feedback. 


are coarse and fine balancing controls. The amplification of this ampli- 
fier ranges from 10? to 10° and the response curve is fiat up to 10,000 cps. 

6-37. Use of Inverse Feedback to Obtain High Selectivity—Ampli- 
fiers having very. high selectivity may be obtained by the use of inverse 
feedback by taking the feedback voltage from the output of the amplifier 


1Goopwin, C. W., Yale J. Biol. and Med., 14, 101 (1941). 
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through some form of resonance bridge, such as those discussed in Sec. 
15-16.1 The output of the bridge is zero at resonance but increases 
rapidly as the frequency departs from the resonance value. The ampli- 
fication is therefore high at resonance and falls rapidly on either side of 
resonance. A typical circuit is shown in Fig. 6-45.? In this circuit, 
the effective Q, which is a measure of the selectivity of the circuit, is 
Q.{1 + ARs/(Re-+ Rs)], in which Q, is the Q of the tuned arm of the 
bridge and A is the voltage amplification of the amplifier without feed- 
back. Values of effective Q ranging from 2000 to 5000 may be readily 
realized with this circuit at audio and low radio frequencies. By means 
of the potentiometer P the selectivity may be varied without changing 
the amplification at resonance. The circuit of Fig. 6-45 and similar 
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Fig. 6-45.—The use of inverse feedback to obtain high selectivity. 
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circuits are used in oscillators (see Sec. 10-39), wave analyzers (see Sec. 
15-38), and other instruments. 

6-38. Use of By-pass Condensers.—The presence of impedance in 
the voltage supply of a multistage amplifier or in a common lead between 
the voltage supply and the plates or other electrodes may result in 
objectionable feedback or even oscillation? An example of a circuit 
in which a resistance common to several stages may lead to oscillation 
is given by Fig. 6-46. The resistance r may be that of a worn battery, a 
poorly designed power supply, or of a voltage-dropping resistor. The 
arrows indicate the directions of the instantaneous alternating plate 
currents of the three tubes resulting from an instantaneous applied 
voltage that swings the grid voltage of the first tube in the positive 
direction. Because of amplification, tp: + 7,3 exceeds tp2, and so the 
drop through r is in the direction shown. This voltage drop is added 
to that caused by the flow of 7,; through the plate resistor of the first 
stage, and the alternating voltage applied to the grid of the second tube 
is greater than it would be if r were zero. A number of other similar 
feedback effects take place between stages because of r, but these are of 
smaller magnitude. If r is large and the gain of the amplifier high, the 


1 AuaustanT, U. 8. Patent 2106785; Scort, H. H., Proc. I.R.E., 26, 226 (1938); 
Terman, F. E., Buss, R. R., Hewrierr, W. R., and Cant, F. C., Proc. I.R.E., 27, 
649 (1939). 

2? Terman, Buss, Hewxert, and Cant, ibid. 

PANpEeson, J. E., Proc. I.R.H., 15, 195 (1927); Tamm, R., E.T.Z., 57, 631 (1930). 
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feedback may be sufficiently great to cause oscillation. This may be 
prevented by shunting r with a condenser C, whose reactance is small 
throughout the amplification range. Because wound paper condensers 
have appreciable inductance, large condensers of this type should be 
shunted by small condensers that are effective at radio frequencies. 

A common source of feedback in audio-frequency amplifiers is 
B-supply regulation. Because of variation of voltage drop through the 


Fie. 6-46.—Circuit diagram showing the manner in which common plate supply 
impedance. causes regeneration in a multistage resistance-coupled amplifier with an odd 
number of stages. 
rectifier tubes and filter, the terminal voltage of a B-supply varies with 
the current drain. This type of feedback causes low-frequency oscilla- 
tion, aptly termed -motorboating. Feedback resulting from B-supply 
regulation can be reduced by using in each stage a decoupling filter con- 
sisting of a resistance and a condenser, as shown by the heavy lines of 
Fig. 6-47.1_ Better filtering may be obtained, particularly in radio- 
, frequency amplifiers, by the use of 
chokes instead of resistors. Chokes 
have the additional advantage of not 
reducing the operating plate voltage 
greatly. Better methods of prevent- 
ing motorboating are to make the 

, gain of the amplifier small enough at 

Fia. 6-47.—Plate decoupling | filters vee low frequency so that this low- 

(heavy lines). frequency oscillation cannot occur,? 

or to use inverse feedback. When 

voltage-dropping resistors must be used to reduce the electrode voltages 

of the tubes of a number of stages, it is in general advisable to use indi- 
vidual resistors and by-pass condensers for the different tubes. 

The tendency toward motorboating is-much less in push-pull ampli- 
fiers than in single-sided amplifiers, since voltage drops in voltage-supply 
impedances are normally in phase opposition for currents of the two sides 

1 BaagaLiy, W., Wireless Eng., 11, 179 (1934); Cocxine, W. T., Wireless World, 


29, 322, (1931). See also p. 132. 
2 RCA Application Note 67. 
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of the amplifier. There is, however, the possibility that voltage from the 
output may be fed back to the input in such a manner that the grid 
voltages of the two input tubes are in phase. The two tubes in each 
stage respond to this type of excitation as though they were in parallel, 
instead of in push-pull, and so motorboating may result.1 This difficulty 
is prevented by the use of inverse feedback. It is of interest to note that 
the feedback control in the circuit of Fig. 6-44 is such that it does not 
reduce the inverse feedback insofar as action of the tubes in parallel is 
concerned. 

6-39. Use of Vacuum Tubes as Variable-impedance Elements.*>— 
Vacuum tubes may be used in obtaining an impedance the magnitude 
and phase angle of which may be readily 
varied. Inductive reactance may be produced 
by circuits containing only capacitances and 
resistances, and capacitive reactance by circuits 
containing only inductances and resistances. 
Negative effective resistance may also be 
readily produced. 

Figure 6-48 shows one type of impedance- 
conversion circuit. In this circuit the alternat- Fic. 6-48.—Reactance-tube 
ing plate voltage is the voltage across C and r, canal: 
whereas the alternating grid voltage is that across r. Since the voltage — 
across r leads that across the series combination of C and r, and the grid 
voltage has more effect upon the plate current than does the plate 
voltage, the plate current leads the plate voltage. The tube therefore 
acts as an impedance having a capacitive component. Solution of the 
equivalent plate circuit shows that, between the input terminals A and 
B, the circuit acts like a parallel combination of capacitive reactance x. 
and resistance r. of values (see Prob. 4-3).° 


__ Tp(r?w?C? + 1) (6-97) 


ee Clur F795) 
_ Tp(r?w?C? + 1) 
Me = 299071 + uw) + rprwC? + 1 see08) 
The effective capacitance between A and B is 
Cp eg (6-99) 
tC? 1 Im 


1 Goopwin, loc. cit. 

2 Travis, C., Proc. [.R.E., 23, 1125 (1935); Suearrmr, C. F., Proc. I.R.E., 28, 
66 (1940); Reicu, H. J., Proc. I.R.E., 80, 288 (1942); Bronertt, C., and GReENovGH, 
L., Proc. I.R.E., 30, 542 (1942). See also Secs. 10-23 and 10-24 and Probs. 4-3 to 4-5. 

3 Expressions may, of course, also be derived for equivalent series resistance and 
reactance. ; 
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Ordinarily g,, is so much greater than unity that the second term in the 
parentheses may be neglected. C, then has its maximum value when 
r = 1/#C and the maximum value of effective capacitance is 


— Jn e 
Max. C, = es (6-100) 


The corresponding value of effective shunting resistance is 


r. at max. C, = = (6-101) 


™m 


Since the transconductance depends upon the grid bias, the effective 
capacitance can be changed by means of the grid bias. 


(b) 


_ Fig. 6-49.— Variants of the reactance-tube circuit of Fig. 6-48. 


Equation (6-100) indicates that large effective capacitance necessi- 
tates the use of tubes with high transconductance. Equation (6-101) 
shows, however, that the effective shunting resistance varies inversely 
with transconductance. It follows that the use of a high-transconduct- 
ance tube in order to obtain high effective capacitance results in low 
effective shunting resistance, which may be undesirable in some applica- 
tions of the circuit. 

If rg, and yp are large in comparison with unity, the effective conduct- 
ance is zero (the effective shunting resistance is infinite) when the grid 
voltage is approximately 90 degrees out of phase with the plate voltage. 
This phase relationship can be attained in the circuit of Fig. 6-48 only 
by making rwC zero. The grid voltage and, therefore, C, are then also 
zero. Figure 6-49 shows two circuits in which the required phase relation 
can be attained without reducing the alternating grid voltage to such 
an extent that the effective capacitance is too small to be useful. Circuit 
a incorporates a transformer of such turn ratio and coupling that the 
application of the voltage EF to the plate circuit results in the applica- 
tion of a voltage KE to the grid circuit, in phase opposition to the voltage 
applied to the plate circuit. Solution of the equivalent plate circuit 


1Suparrer, loc. cit. 
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shows that, under the assumptions that rg, >> k-+ 1 and that the 
primary impedance of the transformer is infinite, the effective input 
conductance is zero when 

ku — 1 
p+ 
If ku is considerably larger than unity, the effective input resistance is 
infinite when (rCw)? is equal to k, 7.e., when the resistance 7 is equal to 
+/k times the reactance of the condenser C. This is also the approximate 
criterion for maximum effective capacitance, which is given by the relation 


(rCw)? = (6-102) 


Max. C, & Mis (6-103) 


Comparison of Eqs. (6-100) and (6-103) shows that, when k exceeds 
i, the circuit of Fig. 6-49a gives greater maximum effective capacitance 
than the circuit of Fig. 6-48. The fact that the effective resistance 
shunting this maximum effective capacitance is theoretically infinite 
may be a great advantage in some applications of the circuit of Fig. 6-49. 
Because the primary impedance of the transformer is not infinite, r, can- 
not be made infinite in practice. It may, however, be made large. The 
type of transformer used in this circuit depends upon the frequency at 
which the circuit is to be used. An audio interstage coupling transformer 
may be used at audio frequencies, and singly or doubly tuned transformers 
at radio frequencies. 

In the circuit of Fig. 6-49b the proper phase relation between the grid 
and plate voltages is achieved by the use of a two-stage resistance- 
capacitance coupling network. Analysis of this circuit shows that, when 
’gm is large in comparison with unity, the effective admittance between 
A and B is given by Eq. (6-117). If » equals or exceeds 15, the effective 
conductance can be made zero by proper choice of rwC. For values of » 
equal to 20 and 100, respectively, the conductance is zero when rwC is 
equal to 0.53 and 0.96, and the corresponding values of effective capacit- 
ance C, are 0.1479,,/w and 0.32gn/w. At large values of » the effective 
capacitance approaches the limiting value g,/3w. It should be noted 
that increasing the value of » decreases the amplitude of the voltage that 
can be impressed upon the circuit without overloading. A power pentode 
such as the 6F6, which combines relatively high values of u, gm, and allow- 
able grid swing, is a good tube for this circuit. 

Although the tubes in Figs. 6-47 and 6-48 are shown as triodes, the 
plate and grid may be replaced by any two electrodes of a multielectrode 
tube if the control electrode is maintained sufficiently negative to prevent 
the flow of electrons to it. In particular, the plate and grid of Fig. 6-48 
may be replaced by the screen and suppressor, respectively, of a pentode, 
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the plate and first grid voltages being maintained constant, as shown in 
Fig. 6-50. Appropriate changes of symbols then transform Eqs. (6-97) 
and Saas into (see Prob. 4-4) 
_ _ Tg2(r?C?w® + 1) 
te = ane Fa) (6-104) 
T92(r?C7w? + 1) 
72? (1 + H23) + Tgarw?C? + 1 


es (6-105) 
in which r,2 is the screen resistance, and yes is the screen-suppressor mu- 
factor. Because an increase of negative suppressor 
voltage reduces the number of electrons that go to 
the plate, the screen current increases with a nega- 
tive increment of suppressor voltage. j23 is there- 
fore negative. Since the magnitude of jos is greater 
than unity, r. may be negative; and since |veslr may 

a hie eocue. be greater than ry, the numerical value of x, may 
tode reactance-tube be positive, z.e., the effective reactance between A 
circuit. and B may be inductive. The circuit thus acts like 
a negative resistance in parallel with (or in series with) an inductance.! 

Expressions for x, and r. may be readily derived for circuits in which 
the capacitance is replaced by an inductance and for those in which the 
position of the condenser or inductance 1 is interchanged with that of the 
resistance. ? 

A second type of circuit that may be used-in changing the phase angle 
or magnitude of an impedance is shown in Fig. 6-51. By the use of 
inverse feedback and of low load impedance in the final stage of the 
amplifier, the voltage amplification A 
is made independent of r and C 
throughout the frequency range in 
which the circuit is to be used. The 
output voltage AH is then in phase 
with or in phase opposition to the 
impressed voltage H. Ais assumed to 
be positive when the relative polarities F16- &51- br asset Henceanes 
of the instantaneous input and output 
voltages are as indicated by the signs in Fig. 6-51. Under the assumption - 
that the input impedance of the amplifier is infinite, the current resulting 
from the application of the voltage E is 


1 Actually the circuit acts like an inductance only in that the current lags the volt- 
age. Since the instantaneous value of the reactive voltage between A and B is pro- 
portional to the integral of the current, rather than to the rate of change of current, 
it is more correct to say that the circuit acts like a negative capacitance. 

°2 Retcn, loc. cit. 
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E-—AE . 
and between the points A and B the circuit acts like a parallel combina- 


tion of reactance x, and resistance r, of values 


_ rte?? + 1 
Re OL =a} 

pte? + 1 
Me es — oA) 


(6-107) 
(6-108) 


or like a series combination of reactance 2,’ and resistance r.’ of values 


1 
xe! = ( — Ajo (6-109) 
r= (6-110) 


If the amplifier contains an odd number of stages, the output voltage 
is in phase opposition to the input voltage (both being measured relative 
to the common terminals) and the numerical value of A is negative in Eqs. 
(6-107) and (6-108). The effective resistance is then positive and the 
reactance capacitive. The equivalent capacitance is 


_a- ae 
o p2y?O? + J 


(6-111) 


At a given value of C, C. has its maximum value when r is zero. The 
effective resistance shunting C, is then infinite and the effective capacitance 
is 

Max. C, = (1 — A)C (6-112) 


It is evident that very large values of effective capacitance can be 
obtained with this circuit if A is large. Since A may be varied by means 
of the bias of one or more grids of a stage to which inverse feedback is 
not applied, the value of the effective capacitance may be readily varied. 
The input voltage H must, of course, be maintained low enough to prevent 
overloading of the amplifier. 

If the amplifier of Fig. 6-51 contains an even number of stages, the 
numerical value of A is positive in Eqs. (6-107) to (6-110) and the circuit 
acts like an inductive reactance! in parallel with (or in series with) a 
negative resistance, the value of which may be made low by the use of a 
high-gain amplifier. If the condenser C in the circuit of Fig. 6-51 is 
replaced by an inductance, the circuit acts like an effective capacitance 
in parallel with (or in series with) a resistance. 


1 See footnote 1, p. 214. 
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Figure 6-52 shows another circuit by means of which the magnitude 
or phase angle of an impedance may be varied with the aid of a vacuum 
tube. Applications of this circuit are limited for the 
following reasons: It does not give an inductive react- 
ance when 2 is capacitive, it cannot be used to produce a 
negative resistance, the effective capacitance is always 
less than the capacitance of z, and the effective shunting 
resistance cannot be made infinite. 


Fie, 6-52.— 
Series reactance- Problems 
tube circuit. 


6-1. Show that the voltage amplification of a single-stage 
amplifier with nonreactive load r, and self-biasing resistor R.. without a by-pass con- 
denser (see Fig. 4-30a) is 


we Bre (6-113) 


tp Fre + (e+ 1) Ree 


Fig. 6-53.—Diagram for Prob. 6-2. 


6-2. a. Draw the equivalent circuits for the amplifier of Fig. 6-53. 

b. Neglecting interelectrode capacitances, derive a general expression for the 
voltage amplification of each stage. 

c. T, and T, are type 6J5 tubes, operated at a plate supply voltage of 250 volts 
and a bias of —6 volts, and the circuit elements have the following values: 


71 = 50,000 ohms ¢ = 0.005 pf 
re = 250,000 ohms 7. = 50,000 ohms 


Find the gain in decibels of each stage and of the amplifier at 60, 100, and 1000 cps. 
Check by means of Fig. 6-14. 

d. Repeat (c), substituting type 6SJ7 tubes for type 6J5. Use the values 4 = 1500 
and rp = 1.5 megohms. 

_e. Discuss the suitability of these amplifiers for use at frequencies between 50 and 
3000 cps. 

f. Determine the size of the cathode resistors necessary to provide the required 
bias when type 6J5 tubes are used. 

6-3. Design a two-stage resistance-capacitance-coupled voltage amplifier using 
6SF5 tubes, which will give the highest voltage amplification consistent with uniform 
response in the range from 100 to 10,000 cps. The output of the amplifier is to be 
applied to the deflecting plates of a cathode-ray oscillograph. The capacitance of | 
these plates and their leads is 5 yf. 
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6-4. a. Plot a frequency-response curve for the amplifier of Prob. 6-2, using type 
6J5 tubes and the circuit constants listed in part (c) and taking interelectrode capaci- 
tances into account. The output of the second stage is shunted by a 4-yyf capacitance. 
Cox _ Cop = 3.4 ppl; Cor = 3.6 ppl. 

b. What should be done in order to reduce frequency distortion in this amplifier? 

6-5. By graphical methods determine the maximum crest fundamental voltage 
output and the voltage amplification of a type 6J5 triode in class Al operation under 
the following operating conditions: 


Ew = 250 volts 
E, = —6 volts 
re = Ry = 100,000 ohms 


The harmonic content must not exceed 5 per cent. Grid current starts flowing at 
ee = —0.5 volt: 

6-6. a. By graphical methods determine the maximum crest fundamental voltage 
output and the voltage amplification of a type 6SF5 triode in class Al operation under 
the following operating conditions: 


Ex, = 300 volts 
E. —1.5 volts 
7 = Ry = 500,000 ohms 


tod 


The harmonic content must not exceed 5 per cent. Grid current starts flowing at 
éc = —0.75 volt. 
b. Repeat (a) for a 6SF5 tube in the first stage of the circuit of Fig. 6-52. 


Ex» = 300 volts 7: = 500,000 ohms 
#E, = —1.5 volts re = 1,000,000 ohms 
f = 1000 eps C. = 0.01 pf 


6-7. a. By graphical methods find the voltage amplification of a type 6SF5 triode 
for the following operating conditions: 


Esp 
E, 


b. Find ry and » at the operating point and find A by the use of Eq. (6-1). 
c. Find the required resistance of the self-biasing resistor. 
d. By means of Eq. (6-113) of Prob. 6-1 find the voltage amplification when the 
self-biasing resistor is used without a by-pass condenser. 
6-8. a. Assuming that rz >> 71 + jwl, show that the high-frequency ampli- 
fication of the circuit of Fig. 6-17c is 
i 


A uri + jJwL) 


250 volts ro = Re = 1 megohm 
—1.5 volts Egm = 1 volt 


ll 


Al 


+” joCarsti + jab) +1, +n + Jol (6-114) 
b, Show that ifr, >> m1 + jb, Eq. (6-114) reduces to 
A, = T1 + joel “ (6-115) 


Im joCer — wLC, +1 


c. Transform Eq. (6-115) into Eq. (6-30). 
6-9. An audio-frequency interstage coupling transformer has the following 
constants: 
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Primary inductance Ly.......0.0 02.00. cee e eee ee 25 henrys 
Equivalent leakage inductance, referred to the secondary, 

Die ioe ghee aes y heh a tea ot disptleton ee Nae Tl BAN! 2 henrys 
Equivalent distributed capacitance, referred to the 

BOCONGATY sO. visa Faescin, salve hes: Ob aed Cee ted eh hese 80 wut 
Primary resistance ri... 2... el cee eee 850 ohms 
Secondary resistance r2.................-2.+..+2..+.- 10,000 ohms 
PUL TEtIO! 2) 5.56.86 ylcon bodes mod Ba waln Spd Maal ehe balers 3 


a. This transformer is used to couple a type 6J5 tube to a type 2A3 tube. The 
operating voltages of the 6J5 are H,, = 250 volts and E, = —8 volts. Construct a 
frequency-response curve for the first tube and transformer. 

b. Show that excessive frequency distortion results when the type 6J5 tube is 
replaced by a type 6SJ7 tube used as a pentode. 

6-10. a. For the transformer whose constants are given on page 190 determine 
the coefficient of coupling that will give a 10-kc separation of resonance peaks with a 
type 6SK7 tube. 

b. Find the voltage amplification corresponding to the peaks and to the trough 
of the response curve when the control-grid voltage is — 3 volts. 

6-11. Design a two-stage amplifier for use with an electromagnetic oscillograph 
that requires a crest alternating current of 50 ma for full deflection. Resistance of the 
element is 5 ohms. In order to make possible the study of transients at very low 
frequency, the response should be uniform down to zero frequency. Full deflection 
must be obtained with an input voltage that does not exceed 1 volt, and amplitude 
distortion must not exceed 5 per cent. Specify all circuit constants and voltages. 

6-12. The terminal voltage of a 120-volt d-c generator is regulated by applying the 
voltage to the input of a two-stage amplifier in such a manner that decrease of terminal 
voltage increases the field excitation and thus raises the voltage. The action is as 
follows: If the terminal voltage tends to fall by 1.05 volts with increase of load, the 
amplifier increases the field current sufficiently to raise the induced voltage by 1 volt, 
so that the net change in terminal voltage is only 0.05 volt. The average field current 
is 50 ma. In the normal range of field current a 1-ma change results in a 0.1-volt 
change of induced voltage. 

a. Choose a suitable tube to control the 50-ma field current. 


Field resistance = 2000 ohms. 


b. Determine the change of grid voltage of this tube that is necessary in order to 
raise the induced voltage by 1 volt. 

c. Choose a first-stage amplifier circuit and tube such that the 0.05-volt drop in 
terminal voltage will give the necessary change in the grid voltage of the second tube. 

d. Draw a circuit diagram, specifying all circuit constants, tube operating voltages, 
and supply voltages. 

6-138. Construct a polar diagram for the circuit of Fig. 6-41a used with the follow- 
ing tubes and circuit constants: 


Ti 637 ’ 7, = 500,000 ohms Cy = 0.1 pf 
T: 6F6 (pentode) r2 = 1 megohm rz = 100,000 ohms 
z = 7, = 7000 ohms C. = 0.01 uf rr’ = 1000 ohms 


6-14. The amplifier shown in Fig. 6-54 “motorboats” (oscillates at a frequency 
of 2 or 3 cps) when used with a B-supply of poor regulation. The motorboating stops 
when the switch S is opened but not when the first tube is removed. “Explain. 


It 
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Fig. 6-54.—Diagram for problem 6-14, 


6-15. Design a voltage amplifier incorporating cathode-follower stages and having 
a voltage gain of 85 db from 100 cps to 500 ke and an effective input capacitance not 
to exceed 3 upf. 

6-16. a. Show that the alternating grid voltage in the circuit of Fig. 6-49b is 


_ at — a? + 3ja3 


Ey = at + 7a? +1 


V (6-116) 


where a = rol’. 

b. Show that, if the product rgn is sufficiently large in comparison with unity so 
that the effect of the coupling circuit upon the effective admittance is negligible, the 
effective admittance between A and B is 


_ wt Vat + (7 = wa? +1 + 3juat 
Y, = Gat Yat ED (6-117) 

c. Plot a curve of a vs. » for values of a that make the effective conductance zero. 

d. Plot a curve of effective capacitance C, vs. » when a is chosen so that the effec- 
tive conductance is zero, 
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CHAPTER 7 
CLASS A AND CLASS AB1 POWER AMPLIFIERS 


7-1. Methods of Analysis of Power Amplifiers—The amplitude of 
the alternating plate current of power-amplifier tubes under rated con- 
ditions of operation is so great that nonlinear distortion is not negligible. 
A rigorous analysis based upon the series expansion for plate current 
should, therefore, take into account the second- and higher-order terms. 
By considering only the first term of the series, however, it is possible to 
derive a number of approximate relations, which, although they do not 
yield accurate numerical results, are useful in making a qualitative study 
of the effects of various circuit and tube factors upon the performance of 
Class A power amplifiers. An examination of Eqs. (3-41) and (8-57) 
shows that the second- and higher-order terms of the series expansion 
are absent only when r, and y are constant. Neglecting the second- and 
higher-order terms of the series expansion is therefore equivalent to 
assuming the static plate characteristics to be linear, parallel, and equi- 
distant. Much of this chapter will be devoted to the derivation of useful 
approximate relations based upon the first term of the series expansion 
and upon ideal static plate characteristics of constant slope and spacing. 
Considerable error may result from the application of these formulas to 
numerical problems. For this reason graphical analyses or, preferably, 
laboratory measurements must be made when accurate results are: 
essential or when it is necessary to determine nonlinear distortion. 

As explained in Chap. 4, graphical analyses become very complicated 
when load reactance is taken into consideration. Although loud-speakers 
and other ordinary loads are not nonreactive, the assumption is usually 
made that the reactive component of load impedance may be neglected 
and the path of operation drawn as a straight line of negative slope equal 
to the reciprocal of the effective a-c load resistance. This assumption is 
justified because it leads to results which, although not accurate, are of 
great value in the analysis and design of amplifiers and which could 
otherwise be obtained only with great difficulty. Beyond Eq. (7-9), the 
treatment presented in this chapter is based upon nonreactive load 
impedance. For methods that take reactance into consideration, the 
student will find it profitable to refer to the literature on this subject.! 

1 Green, E., Wireless Eng., 3, 402, 469 (1926); ARDENNE, von, M., Proc. I.R.E., 


16, 193 (1928); Barcuay, W. A., Wireless Eng., 5, 660 (1928); WuiTenHan, C. C., 
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7-2. Power Relations in Vacuum-tube Plate Circuits — Although 
the vacuum tube is replaced by an equivalent generator in series with the 
plate resistance in analyses based upon the equivalent plate circuit, 
power in an actual plate circuit can come from only one source, the B 
supply. The power supplied to the plate circuit by the source of direct | 
plate voltage is 


pe 1 [* | 
Pi =F i Epi, dt = Hu a | % dt = Ewlva (7-1) 
T 0 T 0 


where T is the period of the fundamental component of plate current. 
This input power is converted into a-c and d-c power developed in the 
load and into plate dissipation (heat) in the tube. This fact may be 
stated in the form of the equation . 


P; =P, + Po + Ioa?Rp (7-2) 


in which P, is the plate dissipation, P, is the a-c output power developed 
in the load, and J;.?R; is the d-c power developed in the load. 
Equation (7-2) may be rewritten in the form 


P, = P; — Po — Ina’Rs (7-3) 


which states that the plate is not called upon to dissipate the portion of 
the input power that appears as output. If the input power remains 
essentially constant, the plate dissipation must rise as the output power 
is decreased by decreasing the excitation voltage. This is true in Class A 
amplifiers, in which the average plate current J,. under excitation does 
not differ greatly from the quiescent plate current I;.. Plate dissipation 
in Class A operation is thus a maximum when the excitation voltage is 
zero. At zero excitation, Iz, becomes J;, and P;, as given by Eq. (7-1), 
becomes El,.. Equation (7-3) then becomes 


Max. Class A P, = InFw — Toh, = Lyo(Ep = Leos) (7-4) 
By means of Eq. (3-30), Eq. (7-4) may be transformed into 
Max. Class A Py, = In.Eoo (7-5) 


In Class A amplification, therefore, the plate dissipation will always be 
within the allowable value if the zero-excitation plate dissipation Ip.Hb. 
does not exceed the rated maximum plate dissipation. In Class B and 
Class C operation, on the other hand, the power input falls more rapidly 


Wireless Eng., 10, 78 (1933); Sécurine, F., Wireless Eng. (abstr.), 10, 165 (1933); 
Preisman, A., RCA Rev., 2, 124, 240 (1937) (with bibliography); Jonxerr, J. L. H., 
Wireless Eing., 16, 274, 344, (1939); FarrwEatuer, A., and Wituiams, F. C., Wireless 
Eng., 16, 57 (1939). Preisman, A., “Graphical Construction for Vacuum Tube 
Circuits,” McGraw-Hill Book Company, Inc., New York, 1943. 
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than the power output as the excitation is reduced, becoming zero at 
zero excitation, and go the full-excctation plate dissipation must not exceed 
the allowable plate dissipation. As explained in Chap. 2, the energy 
lost in plate dissipation first appears as kinetic energy of the electrons, 
which is in turn converted into heat when the electrons strike the plate. 
The allowable dissipation depends upon the maximum temperature that 
the plate can acquire without giving off absorbed gas or emitting electrons. 
When not definitely specified, the maximum allowable plate dissipation of 
small receiving tubes may be assumed to equal the product of the maxi- 
mum values of rated operating plate current and plate voltage. 

7-3. Plate-circuit Efficiency.—Plate-circuit efficiency is defined as the 
ratio of the fundamental a-c power output to the power input of the plate 
circuit 


Np = Dp (7-6) 


Plate-circuit efficiency is important for two reasons. First, increase of 
plate-circuit efficiency may result in reduction of first cost of an amplifier 
and associated power supply. Since the allowable plate dissipation is 
related to tube size, the required size of tube tends to decrease with 
increased plate efficiency. Increased efficiency reduces the required 
capacity of the B supply. Secondly, economy of operation increases with 
plate-circuit efficiency, both because of reduction of power input to the 
plate circuit, and because of possible reduction of cathode heating power 
as the result of reduced tube size. Economy of operation is of particular 
importance in battery-operated amplifiers and in very large a-c—operated 
amplifiers. 

In a power amplifier, the load is usually coupled to the plate by means 
of an output transformer or a choke-condenser filter. Since the primary 
resistance of a well-designed output transformer or the resistance of an 
output choke is only a few hundred ohms, the d-c power Iy.2R, developed 
in the load, which serves no useful purpose, is ordinarily negligible. The 
output transformer or filter, therefore, not only prevents any objection- 
able effects that might result from the flow of direct current through the 
load, but also increases the plate-circuit efficiency. 

It is readily proved that the maximum theoretical efficiency of Class 
A amplifiers with transformer-coupled nonreactive load is 50 per cent 
when the distortion is negligible. In Fig. 7-1 is shown the path of opera- 
tion of a Class A amplifier with transformer-coupled nonreactive load. 
Since the discussion is not limited to any special type of tube, no static 
characteristics are shown. If the distortion is negligible, the waves of 
plate current and voltage are sinusoidal, and the power output is 3 pm pm. 
Since distortion is assumed negligible, Iza is equal to Ib. If the d-c 
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resistance of the plate circuit is negligible, Hy, is equal to E,.. The power 
input, as given by Eq. (7-1), is J,.H%.. Equation (7-6) gives the plate- 
circuit efficiency as I pmEpm/2Iy.Hy.. As the path of operation is extended. 
Ipm and Epym inerease. Their maximum 
values are obtained when the path extends | 
to the current axis in one direction and the 
voltage axis in the other. Then the plate 
current is just reduced to zero at the negative 
peak of excitation voltage, and the plate 
voltage is reduced to zero at the positive 
peak of excitation voltage. Under this con- 
dition of operation Ipm = Ip, and Eom = Epp. 
The plate-circuit efficiency is then 3, or 50 
per cent. Actual Class A efficiencies are 
less than 50 per cent (see Secs. 7-10 and 
7-15). Class B and C efficiencies may exceed 50 per cent. 

7-4. Power Output.—If only the first term of the series expansion 
for plate current is considered and V, is zero the r-m-s plate current is 


Ebo 


Fie. 7-1.—Generalized Class A 
path of operation. 


_ BE, o 
p~ Tp + 2b (7 7) 
The approximate power output is 
: 2B Pr 
ey fie) ee ee Nad 2 
P, = I," (rp + 1)? + 20? (7 8) 
Equation (7-8) may be written in the form 
P. = gun? m cos 0 (7-9) 


m? + 2m cos 6 + 1 


where cos 6 = r;/ lzo| and m = Tp/|e|. Equation (7-9) indicates that 
tubes used to deliver power should have a high product of amplification 
factor by transconductance. It also shows that the power output 
depends upon the load power factor and upon the ratio of the load imped- 
ance to the plate resistance and is proportional to the square of the 
excitation voltage. As would be expected, the power output at a load 
impedance of given magnitude is greatest for nonreactive load, for which 
cos # = 1. 

Differentiation of Eq. (7-9) with respect to m, all other quantities 
being held constant, shows that the power output is a maximum at a 
fixed value of grid swing when 4% = 7,. From the definition of power 
sensitivity it follows that this is the criterion for maximum power sensi- 
tivity. It should be noted that this criterion for maximum power output 
holds only when the grid swing is constant and sufficiently small so that. 
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nonlinear distortion is negligible. In most applications of power ampli- 
fiers the grid swing is large enough so that nonlinear distortion is not 
negligible. It will be shown that the grid swing must then be varied with 
load resistance in order to obtain the greatest output consistent with 
allowable distortion, and that the best value of load impedance is not 
equal to the plate resistance. 

7-5. Optimum Power Output—Optimum power output is defined 
broadly as the greatest power output that can be obtained at a given 
operating plate voltage, subject to limiting restrictions on operation. 
The load resistance that gives optimum power is called optimum load 
resistance. Restrictions on operation that must be taken into considera- 
tion in the determination of optimum power and optimum load resistance 
include allowable nonlinear distortion, allowable grid current, available 
grid-circuit input power, and grid and plate dissipation. 

7-6. Class A Power Amplifiers.—The flow of grid current involves a 
number of difficulties, which will be discussed in detail in Chap. 8. In 
Class A amplifiers the objectionable effects of the flow of grid current 
more than offset the advantages resulting from the increase in excitation 
voltage that may be obtained by allowing the grid to swing positive. For 
this reason Class A2 operation is seldom used. It will not be discussed 
further. 

In Class Al amplifiers the operating restrictions are that nonlinear 
distortion and plate dissipation must not exceed the allowable values and 
that grid current must not flow. Since the nonlinear distortion at a 
given grid swing depends upon the load resistance and the location of the 
operating point, the maximum excitation voltage that can be used at a 
given operating plate voltage, without exceeding the allowable nonlinear 
distortion, varies with load resistance and with grid bias. Under the 
‘assumption that grid current starts flowing at zero grid voltage,' the grid 
swing must not exceed the grid bias. The limiting grid swing at a given 
operating plate voltage and load resistance is greatest when the grid 
bias is adjusted so that the nonlinear distortion is equal to the allowable 
value when the grid swing is equal to the grid bias. This value of grid 
swing will be called full grid swing, and the corresponding power output 
full power output. 

Determination of optimum Class A power output and load resistance 
is complicated by the dependence of nonlinear distortion upon load 
resistance. As the load resistance is varied, the grid bias and excitation 
voltage must be adjusted so as to maintain full grid swing. Optimum 


1 As pointed out in Secs. 3-4 and 6-8, grid current may start flowing when the 
grid is slightly negative. Because the voltage at which grid current starts flowing is 
small in comparison with the bias of power tubes, the error involved in this assump- 
tion is ordinarily small. 
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Class Al power output is defined as the greatest power output that can 
be obtained when the grid bias and excitation voltage are adjusted so 
that the harmonic content has a specified value, grid current does not 
flow, and- allowable plate dissipation is not exceeded.! Usually 5 per 
cent is accepted as maximum allowable harmonic content.? , 

7-7. Triode Class Al Power 
Amplifiers—The harmonic content 
of the alternating plate current of + 
single-sided triode Class A amplifiers 
is almost entirely second harmonic. 
That the grid bias and excitation 
voltage of a Class Al triode power 
amplifier must be varied with load “ 4 
resistance in order to maintain full Plate Voltage “> 
power output can therefore be shown Fi. 7-2.—Triode plate diagram for Class 
by means of Eq. (4-37), which gives Se ca 
the percentage second harmonic when the third and higher harmonics 
are negligible. 


Plate Curren 


Trnax + Tonia ae QL 


2 (Tmax — Tom) x 100 (4-37) 


Percentage H, = 


In Fig. 7-2 the ratio of the positive to the negative swing of plate current 
is 


a_ | Bee aa Te 
ae ey ee (7-10). 
Combining Eqs. (4-37) and (7-10) gives 
me 
Percentage H, = 100 (7-11) 


Equation (7-11) shows that the second-harmonic distortion increases 
with the ratio a/b. The shape of triode characteristics is such that the 
ratio a/b, and hence the second-harmonic distortion, increases as the 
operating point is lowered at constant load resistance and decreases as 
the load line is made less steep by increasing the load resistance with a 
fixed operating point. 

As the load resistance is increased at a given value of plate supply 
voltage, the operating point can be lowered and the grid swing increased 
without exceeding the allowable distortion. This can be explained by 


1 Thus optimum P, is the maximum full P, obtained as 7; is varied. 
? Massa, Frank, Proc. I.R.H., 21, 682 (1933). 


228 APPLICATIONS OF ELECTRON TUBES [CHar. 7 


reference to Fig. 7-3, in which, for simplicity, shift of the operating point 
with change of excitation is neglected. Let MN be the original load line, 
for which the distortion has the limiting value. Then let the load 
resistance be increased so that the new path of operation is M’N”. 
Because the static characteristics of a triode are nearly parallel, the 
ratio a/b is more nearly equal to unity for the new load line, and so the 
amplitude distortion is less than the allowable value. The operating 
point may, therefore, be lowered to O’ by increasing the negative grid 
bias to the value £,’, giving a lower path of operation M’N’, for which 
nonlinear distortion is equal to the 
limiting value. This has two bene- 
ficial effects. (1) The increase of bias 
increases the allowable grid swing from 
the value E, to the new value £,’ and 
thus raises the power output obtained 
with the new resistance over the value 

ig? eb caTae’ wikia iawaes obtained with the new resistance and 
showing the necessity of varying bias original bias. (2) The reduction of 
and grid swing with load resistance. © gnerating plate current decreases the 
plate dissipation and increases the plate-circuit efficiency. 

7-8. Theoretical Value of Optimum Load and Optimum Power 
Output of Class Al Triode with Transformer-coupled Resistance Load 
and Specified Plate Supply Voltage.'—Several investigators have derived 
expressions for optimum load resistance and optimum power output based 
upon empirical equations for plate current. Because no single simple 
equation accurately expresses the plate current throughout the range of 
operation, most of these derivations have proved to be of little practical 
value. More useful approximate expressions have been derived under 
the assumption that the static characteristics are linear throughout the 
operating range. Although accurate determinations can be made only 
by experimental or graphical methods, these expressions are often of 
considerable value in making rough computations and in predicting the 
general effect of various parameters ‘upon the performance of power 
amplifiers. 

In the determination of optimum operating conditions it is possible 
either that the operating plate voltage is specified at a fixed value, or 
that it may be adjusted to the optimum value consistent with allowable 
plate dissipation and distortion. In the design of amplifiers using 
relatively small tubes, the operating plate voltage is usually fixed. This 
ease will be analyzed first. 


1 Since condenser-choke coupling, illustrated in Fig. 5-17, is equivalent to coupling 
through a transformer having unity turn ratio, Sec. 7-8 and subsequent: sections also 
apply to condenser-choke—coupled load. 
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The allowable plate dissipation determines the maximum operating 
plate current that can be used at a given operating plate voltage and must, 
therefore, be taken into consideration in determining the optimum load 
resistance, bias, and power output. Often, however, the allowable 
dissipation is high enough so that the operating point and load resistance 
are determined entirely by the considerations of amplitude distortion, 
flow of grid current, and power output. It is convenient, therefore, first 
to assume that the allowable plate dissipation is so high that it does not 
affect the choice of operating point, and then to see in what manner the 
procedure must be modified if the allowable dissipation limits the plate 
current to a value less than that determined on the basis of harmonic 
content, flow of grid current, and power output. 


Ew Emin Emax 


Fic. 7-4.—-Idealized triode plate diagram used in determining theoretical optimum load 
resistance and grid bias at fixed Hyo. 


One of the most frequently used rules for the choice of load resistance 
in triode power amplifiers with transformer-coupled load was first given 
by W. J. Brown.! Brown’s derivation is based upon the assumptions 
that the operating plate voltage is fixed and equal to the plate supply 
voltage, that the minimum plate current Imin is not varied with load 
resistance, that the plate characteristics are straight, equidistant, parallel 
lines, and that the allowable plate dissipation is large enough so that it 
does not affect the choice of operating point.2_ The following derivation 
is a modification of that of Brown. 

Assuming that the plate characteristics are straight, equidistant, 
parallel lines is equivalent to assuming that the plate resistance and 


1 Brown, W. J., Proc. Phys. Soc. London, 36, 218 Cee See also NorrinaHam, 
W. B., Proc. I.R.E., 29, 620 (1941). 

2 Sines the tube hotenterntes are assumed to be face the static and dynamic 
operating points coincide. 
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amplification factor are constant. The plate current is therefore given 
by the first term of the series expansion. 


LE, 


“ To +1 (7-12) 


fe, 


At full grid swing, the grid swing is equal to the bias. Therefore, at full 
grid swing, 


_ _HE. ' 
ie — Tp + Tp (7 13) 
Inspection of Fig. 7-4 shows that 
Er 
Emax a Ebo == Em =. — Lpm's = SS ier . (7-14) 


Points W and N have the same value of 2, but differ in grid voltage by 
2H,.. For the assumed ideal characteristics, u is constant, and 


365 _ Ae, 

de, Ae, 

at constant 7%. Hence, 
Ae : ‘ 
p= ie at const. 7 (7-15) 
Emax’ at Ew 

eS  “2E, — 0 iD 
Emax > Ew oo 2uE. (7-17) 


Substituting Eq. (7-17) in Eq. (7-14) gives 


Ey. — Ew = — wE, (2 ose ) = — ppt? 71) 


Tp + To TT, + Pp 
. Evo _ Ey To + ig 
E. = — . P = 
ui 1 + 2rp (7 ) 
Substitution of Eq. (7-19) in Eq. (7-13) gives 
. oy ees Ey. mas Ew 
Lom 7 Te + 2rp (7-20) 
The power output at full grid swing is 
= dom = 4 2 ie is 
Full P; $l om Tb 3( Koo Ew) (re +r 2r,)2 (7 21) 


The power output is a maximum with respect to 7, when dP,/dry = 0. 
Differentiation of Eq. (7-21) with respect to r, shows that this is true when 


Src. 7-8] CLASS A AND CLASS AB1 POWER AMPLIFIERS 231 


the load resistance is equal to twice the plate resistance. Therefore 


Optimum r, = 2rp (7-22) 
Substitution of Eq. (7-22) in Eq. (7-19) gives the optimum bias, 
| Optimum F, = — 2 (0 Bs (7-23) 


Since Imin does not actually remain constant as 7, is varied but may be. 
decreased with increase of 7, it is of interest also to derive an- expression 
for Z, under the assumption that the ratio of Imax to Imi remains constant 
as 7, is varied, which is roughly true. Such a derivation yields the fol- 
lowing equations: 


a (7-24) 


3k = 1 Eso 
Ak m 


Optimum r, = 


Optimum #, = — 


(7-25) 


where k = Imax/Imin- ; 
Examination of plate diagrams of triode power tubes shows that 
under standard operating conditions Fy, the plate voltage corresponding 
to Imin and zero grid voltage, never differs greatly from E,./10 for 5 per 
cent H», and that Imax/Imin ranges from approximately 5 to 15. For 
these values, Eq. (7-23) calls for a bias of —0.675(Ey./u), and Eq. (7-25) 
a bias of from —0.7(£,./u) to —0.73(Ey./n). Values that are checked 
experimentally within 5 per cent are given by the following equation, 
which is intermediate between Eqs. (7-23) and (7-25): 


A= 07 Fin (7-26) 


The value of optimum load resistance given by Eq. (7-24) does not 
ordinarily differ greatly from that given by Eq. (7-22). Since both 
equations are approximations, therefore, it.is usually preferable to use 
the simpler equation (7-22), even though Eq. (7-24) may approximate 
more closely the experimentally determined value. 

Substituting Eq. (7-22) in Eq. (7-9) and letting 2, = 0 gives 


Po = $uGmEg” (7-27) 


But for optimum Class Al amplification the grid swing is approximately 
equal to FE, so that EH, = 0.707E, and 


Optimum P, & $ugnH? (7-28) 


From the definition of power sensitivity it follows that the theoretical 
power sensitivity corresponding to optimum load resistance is 


P.§8. at optimum load = 3ugn (7-29) 
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In spite of the fact that the characteristics of triodes do not satisfy 
the hypotheses made in the foregoing analysis, Eqs. (7-21) and (7-22) 
are roughly verified by laboratory measurements. A curve of power 
output as a function of r,/r, as determined from Eq. (7-21) is shown in 
Fig. 7-5. Experimentally determined curves of power output as a 
function of r;/ry for a type 45 triode at three values of second-harmonic 
distortion are shown in Fig. 7-6. The similarity between the theoretical 
and the experimental curves is apparent. Furthermore, Fig. 7-6 shows 
that optimum load for the 45 tube at 5 per cent second harmonic is very 
nearly twice the a-c plate resistance at the operating point. It may be 
shown by graphical studies based on ideal static characteristic curves 
which follow simple power laws that curvature of the characteristics tends 
to reduce the optimum value of r, and that increase of nin tends to 


2 
° se 5s 
o = 
% Jd 3 
S fred . 
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Fig. 7-5.—Theoretical curves of full power Fie. 7-6.—Experimentally  deter- 
output and of plate-circuit efficiency for anideal mined curves of full power output of 
triode in Class Al operation. type 45 triode in Class Al operation. 


increase optimum r,. The close agreement between Fig. 7-5 and Eq. 
(7-22) is probably explained by compensation of these two effects. The 
agreement is not so close with other types of triodes, practical values of 
r,/r, ranging from 2 to3 for optimum output at 5 per cent second harmonic. 

At first thought, Eq. (7-22) may be surprising in view of Maxwell’s 
rule that maximum transfer of power from a generator to a load takes 
place when the load impedance is equal to the generator impedance. 
This rule assumes, however, that the voltage of the generator is not 
varied as the load impedance is varied, whereas in the derivation of 
Eq. (7-22) the exciting voltage was assumed to vary with load imped- 
ance in such a manner that the grid swing had the largest value consistent 
with allowable distortion and with the restriction on grid current. In 
Sec. 7-4 it was shown that the maximum output at fixed grid swing, or 
maximum power sensitivity, is obtained when the load impedance is a 
resistance equal to the plate resistance. 

Optimum Pure Resistance Load.—An analysis similar to that used 
in the derivation of Eq. (7-22) shows that, if the load is a resistance 
inserted directly in the plate circuit, the optimum load resistance for a 
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Class Al triode amplifier is equal to the plate resistance. Because of 
loss of direct voltage and power in the load, this type of load is seldom 
used. - 

7-9. Optimum Power Output in Terms of Operating Plate Voltage.— 
At optimum load resistance, Eq. (7-21) reduces to 


_ (Bo — By)? 


Optimum Ps => T6rp (7-30) 
2 
~ 0.05 Eee (7-31) 
Tp 


Although the numerical values of optimum power indicated by Eq. 
(7-31) are usually not greatly in error, its principal value lies in the 
fact that it indicates the manner in which optimum power output. of 
triodes depends upon plate supply voltage and plate resistance. It is 
evident from Eq. (7-31) that, in order to give high power output at a 
given plate supply voltage, a triode should have low plate resistance. 
Variation of plate resistance by changing the grid structure and electyode 
spacing of a triode is accompanied by a roughly proportional change in 
amplification factor. Triodes with low plate resistance therefore have 
_ low amplification factor and a low product of transconductance by 
amplification factor. For this reason it is difficult to obtain both high 
power output and high power sensitivity [see Eq. (7-29)] with triodes. 

7-10. Theoretical Plate-circuit Efficiency.—Accurate determinations 
of plate-circuit efficiency, like those of power output, must be made by 
graphical methods or laboratory measurements. It is profitable, 
however, to determine the largest value of plate-circuit efficiency that 
could be obtained with idealized linear triode characteristics. To 
simplify the derivation, Jin will be assumed to be zero. 

With linear characteristics, Ix, = Iz., and Eq. (7-1) becomes 


P; = Ewuloo (7-32) 


Because the primary resistance of well-designed output transformers 
is small, Ey, may be replaced by Ey. 


Pi Esolto * (7-33) 


Figure 7-4 shows that, if Inn is zero, Ip, is equal in magnitude to Ipm 
and EF, is zero. Then from Eq. (7-20), 


Be Evo | 
Theo = Tb ae or, (7-34) 
Substituting Eq. (7-34) in Eq. (7-33) gives 
2 
pe (7-38) 


te + 2r, 
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But if #, is zero, Eq. (7-21) becomes 


oe Oats 
P, = Qebo lb -26 
(re + 2r,)3 wae) 
The plate-circuit efficiency for ideal linear triode characteristics is 
ee 2 (7-37) 


= P= BG. + By) 


- The ideal theoretical plate-circuit efficiency, as determined from 
Eq. (7-87), is plotted in Fig. 7-5 as a function of 7,/rp. . It can be seen 
from Eq. (7-37) or Fig. 7-5 that the plate-circuit efficiency of triodes in 
Class Al amplification increases with load resistance! and that the 
maximum possible ideal value of 50 per cent is obtained with infinite 
load, at which the power output is zero. At optimum load the plate- 
circuit efficiency for ideal linear characteristics is 25 per cent. The 
facts that the static plate characteristics are not linear and that Inin 
and EF, are not zero reduce actual values of plate-circuit efficiency of 
‘Class Al triode power amplifiers at optimum load to values that range 
from about 20 to 23 per cent. 

7-11. Limitation of Power Output by Plate Dissipation—At a 
given value of operating plate voltage the use of optimum load deter- . 
mined by Eq. (7-22) and the corresponding optimum grid bias specified 
by Eq. (7-26) may give such a high value of static operating plate current 
that the zero-excitation plate dissipation exceeds the allowable dis- 
sipation. The zero-excitation plate dissipation may be reduced to the 
allowable value by reducing the operating plate voltage, the load resist- 
ance being maintained constant at approximately twice the plate resist- 
ance. This results in little change in plate-circuit efficiency. The 
zero-excitation plate dissipation may also be reduced to the allowable 
value by increasing the load resistance and grid bias, as explained in Sec. 
7-7, and thus reducing the plate current. Equation (7-37) shows that the 
plate-circuit efficiency increases with increase of load resistance. This 
means that reduction of plate dissipation by increase of load resistance 
and grid bias is accompanied by less reduction in power output than 
when it is effected by decrease of operating plate voltage. For this 
reason, power triodes in Class Al amplification, when operated at high 
plate voltage, are often used with an a-c load resistance that is con- 
siderably higher than twice the plate resistance. When the power output 
is limited by plate dissipation, the operating plate current for a given 
operating voltage is determined from the allowable plate dissipation, and 


1 Since the negative grid bias is increased with m, J,, and hence P; decrease with 
increase of 7». 
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the load resistance is chosen to have the lowest value consistent with 
allowable distortion. 

7-12. Graphical Determination of Power-triode Operating Conditions 
and Performance at a Specified Operating Plate Voltage-——The work 
of determining a triode load line corresponding to a given harmonic 
content can be greatly simplified by the use of the so-called power-output 
rule, first described by K.S. Weaver.! This device is based upon the fact 
that for a given second-harmonic content and negligible third and higher 
harmonies, the lengths of the portions of , 
the load line lying above and below the 
operating point have a fixed ratio. This 
is readily proved by reference to Fig. 
7-2. By similar triangles, 


ca 

aoe (7-38) Ine 
Combining Eq. (7-88) with Eq. (7-11) 
gives 


Cc 

5 7-39 

d 1 — 262 ey) Fig. 7-7.—Method of using 
power-output rule in drawing the 


where 6 is the ratio of the second- load line corresponding to optimum 
harmonic amplitude to the fundamental 1°*¢ 
amplitude. For the commonly accepted value of 5 per cent second 
harmonic, Eq. (7-39) becomes 
<= 1.29 (7-40) 
d 

The power-output rule has two uniform scales which are marked 
off in opposite directions from a common origin. The length of the 
divisions of one of these scales is arbitrary, and the length of those of 
the other is 1.22 times as great. The load line corresponding to 5 per 
cent second harmonic at full grid swing is found by placing the origin 
of the rule on the operating point and turning the rule so that the inter- 
sections of the edge of the rule with the static characteristics for e, = 0 
and e, = 2H, give equal readings on the two scales, as shown in Fig. 7-7. 
The power output is determined from the load line in the usual manner. 
With the aid of Eq. (7-39) it is a simple matter to construct rules for any 
percentage second harmonic. 

Since the operating conditions specified in manufacturers’ tube 
manuals are satisfactory for most ordinary applications of power tubes, 

1 Weaver, K. S., QST, November, 1929, p. 14. See also GrEENWoop, W., 


Wireless Eng., 8, 429 (1931); EspLey, D. C. and Farren, L. I., Wireless Eng., 11, 183 
(1934), Radio Eng., September, 1934, p. 20. 
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it is not often necessary to make determinations of triode operating 
points and performance. When it is desired to operate a power triode 
at a specified operating plate voltage that differs from values listed in 
tube manuals, the following procedure may be used: 


1. Estimate the approximate location of the operating point and determine 
graphically the value of u at this point. 

2. By means of Eq. (7-26), determine the optimum grid bias. 

3. Using the plate current corresponding to the given operating plate voltage 
and the optimum grid bias, determine the plate dissipation. If the plate dissipa- 
tion is within the allowable value, the operating point is the point corresponding 
to these voltages. If the plate dissipation exceeds the allowable value, however, 
the operating point is that determined by the operating plate voltage and the 
maximum allowable operating plate current, which is equal to the allowable plate 
dissipation divided. by the operating plate voltage. The magnitude of the grid 
bias corresponding to the operating point then exceeds the value determined by 
means of Eq. (7-26). It is ordinarily permissible to make an adjustment up to 
5 per cent or so in the value of the grid bias in order to use a value for which a 
plate characteristic curve is available. 

4, Using a power-output rule, draw a dynamic load line corresponding to 
5 per cent second harmonic content (or other allowable value) through the 
operating point. If a power-output rule is not at hand, the load line may be 
drawn corresponding to a load resistance equal to twice the plate resistance, and 
the harmonic content determined graphically by means of Eq. (4-37). If the 
harmonic content differs considerably from the allowable value, the toad line 
should be redrawn and again checked. 

5. The dynamic operating point may be located and the true dynamic load 
line drawn. Ordinarily this added work is not justified by the small increase in 
accuracy of the results. 

6. Determine the power output graphically by the method explained in Sec. 
4-21. The power output may be checked roughly by the use of Eqs. (7-28) and 
(7-31). 

7. Find the power input to the plate circuit by means of Eq. (7-1) or (7-2). 
Find the plate circuit efficiency by dividing the graphically determined power 
output by the power input. 


7-13. Determination of Optimum Operating Conditions for a Power 
Triode with Unspecified Operating Plate Voltage.—It is sometimes neces- 
sary to determine the optimum load, bias, and performance of a power 
triode when the allowable plate dissipation and harmonic content are 
specified, but the operating plate voltage is not specified. The theoretical 
expression for optimum load resistance may be derived by expressing 
FE, in terms of r, in Eq. (7-21) and setting the derivative of P, with 
respect to 7, equal to zero. The resulting expression is, however, very 
complicated. The following analysis is much simpler:! 


1 NorrineuaM, loc. cit. 
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Equation (7-21) may be written in the form 
P. = (Iso — Imin)?rs (7-41) 
For optimum P,, dP./dr, = 0. Therefore, since Imin is constant, — 
dy, Bae te Loo we Linin . 
‘dry 2ry =) 


Tom = Iso — Imin and, when the plate dissipation is equal to the maximum 
allowable value Pom, Pym = Evolto. Hence, at maximum plate dissipa- 
tion, Eq. (7-20) may be written in the form 


G.Aijesegen& Fen (7-43) 


Differentiation of Eq. (7-43) with respect to r, gives 


is, Pera 
beside + 2r,) & be Fon (7-44) 


Substitution of Eq. (7-42) in Eq. (7-44) gives 
Pym 
YT = 2rp+ T,, (7-45) 


Substitution of Eq. (7-45) in Eq. (7-43) gives 


P ‘pmd min 
I,,? 


Equation (7-46) relates the operating plate current I. with the known 
values of Pym, Imia, 7p, and EL, at optimum load. In using Eq. (7-46) it 
is necessary to assume a reasonable value of Imin and to determine from 
the plate characteristics a value of r, that holds approximately within 
the operating range. The left-hand and right-hand sides of Eq. (7-46) 
are then plotted against I,.. The intersection of the two resulting curves 
gives the optimum value of J, corresponding to the given value of Pom 
and the assumed values of Imin and rp. 1, may then be found from Eq. 
(7-45). Eso = Pym/Ivo. HE, may be found from Eq. (7-19). It is advis- 
able to check r, at the resulting operating point against the assumed 
value, and to check the graphically determined harmonic content against 
the allowable value. If either the plate resistance or the harmonic con- 
tent differs appreciably from the assumed value, the procedure may be 
repeated, using new values of r, and Imin. After the dynamic. load line 
has been constructed, the power output and plate-circuit efficiency are 
found in the usual manner.! 


4p = Tay Bs (7-46) 


1 An alternative, often easier, method of determining optimum operating con- 
ditions at unspecified plate voltage is to apply the procedure of Sec. 7-12 at various 
plate voltages and plot a curve of P, vs. Ey. 
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7-14. Conversion Equations for Power Triodes.—Under the assump- 
tion that the plate current of triodes varies as the 3 power of the plate 
voltage, conversion equations can be derived by means of which it is 
possible to make rapid approximate determinations of operating current, 
grid bias voltage, plate factors, and power output at any operating plate 
voltage when the values are known at one value of operating plate 
voltage. The plate current is approximated by the equation 


iy = Ae,” (7-47) 


The plate resistance is found by differentiating Eq. (7-47) with respect 
to é, and evaluating at the operating point. 


l= = = Exo # (7-48) 
The transconductance is 
Jn = . = Su AL” (7-49) 
P : 
The.power output is , 
~ Ero? _ 3A 5 
Po= iGr, ~ 3B Evo (7-50) 


The grid bias is given by Eq. (7-26). 
From Eqs. (7-26) and (7-47) to (7-50) the following relations a are 
readily found: 


Ti (ey" Ed _ Eso! Py - (B ) : 
Tyo \ Boo E. Evo P, Eo] - 
rp! a (Fs) Gm! o Car 

i i. Exo! Gm 7 Ebo 

Ey.’ and Ey, are any two values of operating plate voltage. In 
spite of the fact that triode characteristics do not obey a $-power law 
and that Eqs. (7-26) and (7-30), which are used in deriving Eq. (7-50), 
are based upon linear characteristics, Eqs. (7-51) are sufficiently accurate 
to be useful when #,.’ and HE, do not differ too greatly. Curves based 
upon Eqs. (7-51) are shown on page 677. 

7-15. Class A Tetrode and Pentode Power Amplifiers.—In Sec. 7-9 
it was pointed out that in triodes the low plate resistance required for 
high power output cannot be attained without correspondingly low, 
amplification factor, which results in low power sensitivity. This’ 


difficulty is avoided by the use of tetrodes or pentodes. Because of the 
greater ease of preventing with pentodes the undesirable shape of plate 


(7-51) 
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characteristics resulting from secondary emission, tetrodes are used com- 
paratively little in power amplifiers. Much of the following discussion 
of power pentodes also applies, however, to power tetrodes. 

Pentodes have two advantages over triodes in Class Al power ampli- 
fication: They have higher plate-circuit efficiency and power output and 
they have higher power sensitivity. The higher plate-circuit efficiency 
of pentodeés is associated with the shape of the characteristics, which is 
such as to allow the path of operation to extend more nearly to zero plate 
voltage, as required for the ideal maximum efficiency of 50 per cent. 
Physically, the higher efficiency of pentodes is explained by the effect of 
the positive screen voltage, which reduces the plate voltage necessary to 
produce a given plate current and thus allows a greater percentage of the 
plate supply voltage to appear across the load. 


J 


Yoo oe 
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Fig. 7-8. Lesa of plate diagrams of the type 45 power triode and the type 2A5 
power pentode. 


It is instructive to compare in Fig. 7-8 the plate diagram of thetype 
45 triode with that of the type 2A5 power pentode, which has the same 
values of static operating plate voltage and current. The plate voltage 
of the pentode is reduced to a much lower value at the peak of. plate 
current, and the area of the rectangle enclosing the path of operation of 
the pentode is considerably larger than that enclosing the path of opera- 
tion of the triode. Inasmuch as these areas are to a first approximation 
proportional to the power output, and the input plate power is the same 
for both, the 2A5 power output and plate-circuit efficiency are greater 
than those of the 45. (This analysis neglects: shift of the dynamic 
operating points.) Efficiencies of about 35 per cent are readily obtainable 
with pentodes. 
‘The higher power sensitivity of Aubsaess is possible because, with a 
given transconductance, pentodes can be. designed with much higher 
amplification factors than triodes (see Secs. 3-10 and 3-11). In pentodes 
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the high amplification factor results mainly from the shielding action of - 
the sereen and suppressor grids. Although these grids shield the cathode 
effectively from the plate, the positive screen-grid voltage produces a 
high positive field at the cathode, so that a comparatively high negative 
control-grid voltage is necessary in order to reduce the plate current to 
zero. The introduction of the screen and suppressor grids thus increases 
the amplification factor without reducing the full grid swing. Equation 
(7-9) shows that the combination of high amplification factor and high 
transconductance is necessary for high power sensitivity and that, if high 
amplification factor and high transconductance can be obtained without 
reduction of full grid swing, high power sensitivity will be obtained with- 
out sacrifice of power output. 

7-16. Power Output, Distortion, and Optimum Load of Class A 
Pentode Power Amplifiers.—The shape of the characteristics of pentodes 
is such that it is not possible to derive simple theoretical equations for 
optimum load resistance, optimum 
power, and optimum bias, as was 


w» 
3 3 done for triodes. For this reason 
A 2 + the correct operating conditions 
= J“ = must be determined entirely by 
£ | 3 graphical methods or by laboratory 
= é measurement. 
= 0 008 O10 als 0 Figure 7-9 tilustrates typical 
rb/Tp curves of power output and har- 


Fig. 7-9.—Typical curves of power out- 
‘put and harmonic content of a power 
pentode. 


monic content as a function of load 
resistance for a suppressor pentode 


in single-sided Class Al operation. 
The exact shapes of these curves and the relative positions of 
their maxima or minima are dependent upon the type of tube 
and upon operating voltages. The large percentage of second 
harmonic at low load impedance is associated with the crowding 
together of the plate characteristics at low plate current, which flattens 
the negative peak of alternating plate current, as shown by Fig. 4-16. 
At high load impedance, on the other hand, the large percentage of second 
harmonic results from the crowding together of the characteristics at 
low plate voltage, which flattens the positive peak of alternating plate 
current, as shown by Fig. 4-18. The second harmonic is zero at approxi- 
mately the load resistance for which the positive and negative swings of 
plate current are equal. It is possible to design and operate a pentode 
so that the load for maximum power also gives minimum second harmonic, 
but this is in general not true. The form of the static plate characteristics 
is such that the minimum value of total harmonic content usually ranges 
from 6 to 10 per cent at full grid swing. 
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Since the load for maximum power output ‘is, in general, different 
from that for minimum distortion, choice of the load must involve a 
compromise between large power output and small distortion. Because 
of the relatively high minimum distortion, distortion is ordinarily the 
determining factor, and the most suitable load does not differ greatly 
from that corresponding to zero second harmonic. It should be noted 
that the triode-optimum-load relation r, = 2r, does not hold for pentodes, 
optimum power output being obtained for load resistances ranging from 
about 7,/4 to rp/8. Considerable reduction in harmonic content can be 
achieved by using two tubes in push-pull and choosing a load resistance 
lower than that corresponding to zero second harmonic. The even 
harmonics are eliminated by the push-pull connection. By reduction 
of load impedance, the third harmonic may then be cut down to 5 per cent 
or less without excessive loss of power output (see Sec. 7-31). Further 
reduction of distortion may be achieved by the use of inverse feedback. 

7-17. Disadvantages and Problems of Pentode Power Amplification. 
Nonlinear distortion is considerably more objectionable in suppressor 
pentodes than in triodes. This results not only from the greater distor- 
tion factor, but also from the presence of large percentages of third and 
higher harmonics, as well as second. Associated with the large per- 
centage of odd harmonics is variation of power sensitivity with signal 
amplitude because of contributions to the fundamental output by the 
third and other odd terms of the plate-current series. The shape of 
pentode static plate characteristics is such that the coefficient of the 
third term of the series expansion for alternating plate current is negative. 
The fundamental component of plate current associated with the third 
term of the series expansion is therefore opposite in phase to that associ- 
ated with the first term and reduces the total fundamental plate current. 
Since the contribution of the third term increases with the cube of the 
excitation voltage, whereas that of the first term increases only with the 
first power of the excitation voltage, this type of distortion tends to build — 
up the amplitude of the weaker components of the output, relative to the 
stronger, and so affects the fidelity of reproduction. Figure 7-10 com- 
pares the variation of power sensitivity of triodes and pentodes.!. The 
effective input capacitance of power pentodes is in general greater than 
that of comparable power triodes and thus causes greater frequency 
distortion in the preceding stage. 

The variation of loud-speaker impedance with frequency is more 
objectionable with pentodes than with triodes. Because of the large 
variation of harmonic content with load impedance it is difficult to keep 
the harmonic content low over a wide range of frequency: Furthermore, 
the load resistance required to keep the nonlinear distortion within 

1 Guessnur, J. M., Proc. I.R.E,, 19, 1391 (1931). 
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allowable limits is usually considerably less than that which gives maxi- 

mum power output, and so the power output and power sensitivity vary 

appreciably with load, as may be seen from Fig. 7-9. The effective tube 

resistance shunting the loud-speaker is also considerably higher with 

pentodes than with triodes. For this reason the loud-speaker is damped 

less with pentodes, and “‘booming” caused by loud-speaker resonance 
may be objectionable. 


8 As pointed out in Chap. 6, 
2 these different types of distortion 
Fa Q2 can be greatly reduced by the use 
2 ; of negative feedback. The distor- 
2 gL ertedes . tion resulting from the variation of 
3 H2A _ speaker impedance can also be 
$ 45 reduced by shunting the primary of 
a the. output transformer with a 


25 50 75 100 
Per Cent of Full Grid Swing series combination of capacitance 
_ Fre. 7-10.—Variation of power sensi- and resistance.! Curve a of Fig. 
peli of triodes and pentodes with grid 711 shows the variation of imped- 
ance of a loud-speaker with fre- 
quency. Curve b shows the improvement obtained by shunting the 
primary of the output transformer with a 5000-ohm resistor in series 
with a 0.1-»f condenser. The reduction of pentode distortion by the use 
of push-pull Class A and Class AB circuits will be discussed later in this 
chapter and in Chap. 8. 
As the result of higher amplification, the degenerative effect of a self- 
biasing resistor is greater in pentodes than in triodes. For this reason a 
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Fie, 7-11.—Variation of effective impedance of a loud-speaker, (a) without shunting net- 
work, and (b) with resistance-capacitance shunt. 
larger by-pass condenser is required to prevent.degeneration. Inasmuch 
as degeneration reduces nonlinear and frequency distortion, there is an 
advantage in omitting the by-pass condenser, but it is more advantageous 
to use a form of inverse feedback which also reduces the effective resist- 
ance shunting the loud-speaker (see page‘207). 
* TuLausKas, L., Electronics, 8, 142 (1931). 
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7-18. Effect of Operating Plate Voltage upon Pentode Power Output. 
Power pentodes are designed to operate with a screen voltage equal to 
the plate voltage. The derivation of Eqs. (7-51) is based upon assump- 
tions that do not hold in connection with pentodes. Nevertheless, when 
the screen voltage is made equal to the operating plate voltage, these 
equations and the curves based upon them (see page 677) appear to hold 
with sufficient accuracy for values of H,,’ in the approximate range from 
4F,. to 2H. to make them of value in approximate determinations. This 
is probably explained, in part at least, by the facts that the plate current 
is determined largely by the screen voltage, that the plate current vs:* 
screen voltage characteristics are similar in form to triode plate charac- 
teristics, and that the potential distribution between cathode and anode 
is unaltered when all electrode voltages are changed in proportion. 

7-19. Beam Power Tubes as Class Al Amplifiers.—The characteristic 
curves of a typical beam power tube, the 6L6, were shown in Fig. 3-16. 
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Fig, 7-12.—Power output and distortion curves for the type. 6L6 beam power pentode in 
Class Al operation. 


The shape of these characteristics is such that at a given operating plate 
voltage even greater power output without excessive nonlinear distortion 
can be obtained than with suppressor pentodes. The static charac- 
teristic curves are more nearly straight and parallel at low plate voltages 
than those of suppressor pentodes. Figure 7-12 shows curves of. power 
output and distortion against load resistance for a single 6L6 under 
typical operating voltages with grid swing equal to the grid bias. In 
order to reduce nonlinear distortion, beam power tubes are usually 
used in push-pull circuits (see Sec. 7-31). Inverse feedback may also be 
used to advantage. 

7-20. Screen Dissipation of Tetrodes and Beam Pentodes.—The large 
increase of screen current of power tetrodes and beam. pentodes as the 
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plate voltage swings to low values necessitates precautions to ensure 
that the allowable screen dissipation is not exceeded. The dynamic 
screen-current curve may be constructed in a manner analogous to that 
illustrated in Fig. 4-28 for control-grid current. The screen dissipation 
under excitation may then be found by taking the product of the direct 
sereen voltage and the average screen current, determined graphically 
from the dynamic screen-current characteristic. For the degree of 
accuracy ordinarily required in the determination of screen dissipation 
the average screen current may be found by the use of Eq. (4-29), Imax 
being the screen current corresponding to the control-grid and plate 
voltages at the positive crest of exciting voltage, I being replaced by 
the quiescent value of screen current, and Imin being zero. 

Because of the reduction of minimum plate voltage with increase of 
load, the maximum and average screen currents increase with plate load 
resistance. Screen dissipation thus limits the maximum load resistance 
that can be used. It is important to note that the load should never be 
removed from the secondary of the output transformer of a tetrode or 
beam pentode, as the resulting increase of effective load impedance may 
result in damage to the tube because of excessive screen dissipation. For 
the same reason the plate voltage of tetrodes and pentodes should not 
be removed without also removing the 
screen voltage. 

7-21. Turn Ratio of Output Trans- 
former.—The loud-speaker or other device 
that is to be operated by the power output 
of a vacuum tube may have an impedance 
that differs materially from the desired 
optimum value. In order to correct for 
this difference, the turn ratio of the output transformer must be such 
that the effective primary impedance of the loaded transformer will be 
equal to the required load impedance. 

In determining the input impedance of a loaded transformer, leakage 
inductance can be taken into account by assuming that the inductances 
are made up of portions L; and Le, having perfect coupling (unity coeffi- 
cient of coupling), and portions LZ,’ and L,’, having zero coupling. The 
equivalent circuit, neglecting core losses, is shown in Fig. 7-13, in which 
r, and r2 represent the primary and secondary winding resistances. Solu- 
tion of the network equations for this circuit gives for the effective input 
impedance 


Fig. 7-13.—Equivalent circuit of a- 
loaded transformer. 


M%? 
te + jole + jwole’ +z 


a= 7 = 71 + joa + Li’) + (7-52) 


where 2 is the impedance of the secondary load. 
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Since the coefficient of coupling between Li and Lz is assumed to be 
unity, M? = LiL,. If the leakage inductance is small or is proportional 
‘to the number of turns, then Lz = n?I4, where n is the ratio of secondary 
to primary turns; and so M? = L,?/n?. Substituting this relation in 
Eq. (7-52) transforms it into 


Lig*w? 7 


| " U = 
a7 mt joUn + Ly) + (re + jules + joly she z)n? (7 53) 
Equation (7-53) may be written in the form 
: “a hope 
gana ee Ee Ge 


(re + julie + jwLe’ + 2)n? 


In a properly designed transformer the total secondary winding reactance 
is so large in comparison with the secondary winding resistance, leakage 
reactance, and the load impedance, that only the term jwl:. need be 
considered in the denominator of the last term of Eq. (7-54). Also, since 
Lj = L2/nz, the second and fourth terms cancel. Equation (7-54) then 
simplifies to 


a= 7, + < + jo (uy + ts) + = (7-55) 


If the resistance and leakage reactance of the windings are small in 
comparison with the load, which is true at loads for which the transformer 
is designed, Eq. (7-55) reduces to . 

a= 7 (7-56) 

Equation (7-56) shows that the effective input impedance of the 
loaded transformer is equal to the impedance of the secondary load 
divided by the square of the secondary-to-primary turn ratio. It should 
be noted that the validity of this equation rests upon the following 
assumptions: 


1. Negligible core loss. 

2. Leakage reactance small in comparison with the total adie reactance 

3. Winding resistance small in comparison with winding reactance. 

4, Load impedance small in comparison with total secondary impedance, but 
Jarge in comparison with winding resistances and leakage reactances. 


These conditions are satisfied in output transformers and other 
impedance-matching transformers. The turn ratio of the output trans- 
former should, therefore, be equal to the square root of the ratio of the 
effective impedance of the loud-speaker or other load, to the optimum 
load resistance. Thus, if the load resistance is 20 ohms and optimum 
load for the given power tube is 2000 ohms, the output transformer should 
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have a 10 to 1 step-down ratio. Since the impedance and effective 
resistance of a loud-speaker or other load vary with frequency, it is 
customary in the field of communication to specify impedances at 1000 
cps and to match impedances at this frequency. The resulting mis- 
matching at frequencies above and below this value causes frequency 
distortion which can be prevented by the use of impedance equalizing 
networks, similar to that discussed on page 242, or by inverse feedback. 

If the primary and secondary winding resistances are not negligible, 
the first two terms of Eq. (7-55) cannot be dropped and it is necessary 
to use the more complete expression 


eran Laan a (7-57) 


7-22. Push-pull Power Amplifiers..—In a push-pull amplifier with 
transformer-coupled output the instantaneous plate voltage of each 
: tube varies not only with its own 
plate current but, because of coupling 
through the primary of the trans- 
former, with the plate current of the 
other tube. The dynamic transfer 
characteristic of each tube is different, 

Fie. 7-14.—Push-pull amplifier with therefore, from the dynamic transfer 
resistance load coupled through a trans- characteristic obtained with only one 
EB EE ATES RAMU EIT SHO: tube. For this reason the graphical 
analysis of the operation of push-pull power amplifiers is not so simple 
as that of single-sided amplifiers. The following treatment is essentially 
that developed by B. J. Thompson.? 

Tf the output transformer is assumed to have zero winding resistance 
and leakage reactance and if the small magnetizing current is neg- 
lected, the primary and secondary ampere turns are always equal in 
magnitude and opposite in sign, and the voltage induced across a given 
number of turns is proportional to the number of turns. The analysis 
of output transformers given in Sec. 7-21 shows, furthermore, that if the 
secondary load applied to such an ideal transformer is nonreactive, the 
voltage across the primary is in phase with the primary current and 
proportional to it. Well-designed output transformers approximate 
these ideal conditions very closely. 

Figure 7-14 shows the circuit of a push-pull power amplifier with 
transformer-coupled resistance load 7. In order to simplify the analysis, 

‘the secondary of the output transformer will be considered to have the 


1 The student should review Sec. 5-10. 
2 Tuompson, B. J., Proc. 1.R.E., 12, 591 (1933). 
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same, number of turns N as each half of the primary. The effect of 
change of transformation ratio will be considered later. 

Because the plate currents in the two halves of the primary flow 
in opposite directions, the net instantaneous primary ampere turns 
are the difference between the ampere turns of the two halves Ni — Nw’. 
Since the leakage inductance is assumed to be zero and the circuit to be 
symmetrical, this difference must equal Ni,, the instantaneous value 
of the secondary ampere turns. The instantaneous secondary current 
is therefore 


i, = ty — 15 (7-58) 
The secondary voltage is 
er = “Le = (a = te’) re (7-59) 


But since each half of the primary has the same number of turns as 
the secondary and there is no flux leakage, the voltage induced across 
each half of the primary is also (% — #’)rs. If % is greater than 7%’, 
the direction of these voltages is such as to lower the plate voltage of 
tube 1 below Ey and to raise the plate voltage of tube 2. Because the 
primary is assumed to have zero resistance, the operating plate voltage 
Ey, is equal to Ey and the instantaneous plate voltages of the two tubes 
are 

& = Evo — (te — ty’) 

ey = Exo + (te — te’) ro (7-60) 


7-23. Composite Characteristics ——LEquations (7-58) to (7-60) show 
that the instantaneous load current, voltage, and power, as well as the 
tube plate voltages, depend upon the instantaneous values of the differ- 
ence between the plate currents of the two tubes and upon the load 
resistance. It is to be expected, therefore, that a plate diagram involving 
the plate-current difference should be of value in the analysis of push-pull 
amplifiers. Since a necessary condition for the complete suppression of 
even harmonics is that the amplifier shall be in all respects sym- 
metrical, an increase of instantaneous grid voltage of either tube is 
accompanied by an equal decrease of instantaneous grid voltage of the 
other tube. For an instantaneous value of alternating grid voltage e,, 
one grid has a total instantaneous voltage e. = FE. + e,, and the other 
e’. = H, — e,. The sum of the instantaneous grid voltages of the two 
tubes is e, + e,’ = 2H,. Therefore the diagram should show the varia- 
tion of e& and e’ with 7% — %’ under the condition that the sum of the 
grid voltages of the two tubes is always 2H#,. Furthermore, since, as 
shown by, Eqs. (7-60), the changes of plate. voltage of the two tubes 
relative to E,. are equal and opposite, the diagram should be formed in 
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such a manner that an increase of plate voltage of one tube corresponds 
to an equal decrease of plate voltage of the other tube. 

The method of constructing such a diagram is shown in Fig. 7-1l5a. 
The plate characteristics for tube 2 are plotted below those for tube 1, 
with a common voltage axis, but with voltage and current scales that 
increase in opposite directions. The relative position of the two sets of 
characteristics is such that the operating points O and O’ of the two tubes 
lie in the same vertical line, and a common point on the voltage axis 
indicates Ey. for both tubes. Then curves of % — i’ vs. ey are plotted 
for pairs of characteristics such that e+e,’ = 2H,. Figure 7-15a 
shows the method of doing this for the pair of characteristics correspond- 
ing to e, = FE, + e, and e,’ = FE, — e,. Any point X on this composite 


Plate Current 


Raney Sane ‘ 
; EpoAep Ebo Epotdey 
egs0 . ‘|| Plate Voltage 

(b) 


(a) 


Fic. 7-15.—Methods of constructing composite plate characteristics. 


characteristic is located by making the vertical distance PX equal to the 
distance PU minus the distance PW. ° If 1,’ exceeds 4, PU minus PW 
is negative and X lies below the voltage axis. It is not actually necessary 
to use the second set of plate characteristics in order to construct the 
composite characteristics. If preferred, a single family of characteristics 
may be used, as shown in Fig. 7-150. At various values of Ae, the 
distance P’W, corresponding to the plate voltage £,. + Ae, and the grid 
voltage H, — Ae, is subtracted from the distance PU corresponding 
to the plate voltage Z,. — Ae, and the grid voltage EH, — Ae. Although 
triode characteristics are shown in Fig. 7-15a and pentode characteristics 
in Fig. 7-15b, either method of construction may be used for any type of 
tube, the procedures being independent of differences in the shapes 
of the characteristics. 

The composite characteristics of triodes for values of #, corresponding 
to Class A operation are usually nearly straight and parallel. They may 
be approximated by locating the point on each plate characteristic of one 
tube corresponding to cutoff for the other tube and joining these points 
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with a straight line. For high values of bias the composite triode char- 
acteristics may be appreciably curved. In Fig. 7-16 are shown the 
composite characteristics for type 45 triodes at an operating plate 
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Type 45 tube 
¥ia. 7-16.—Composite plate characteristics for the type 45 power triode at two values of 


grid bias. 
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Fig. 7-17.— Composite plate characteristics for the type 47 power pentode at two values of 
grid bias. 


voltage of 180 volts, and —50- and —40-volt grid bias. The composite 
characteristics of pentodes do not approximate straight lines, as may be 
seen from the suppressor- and beam-pentode characteristics of Figs. 7-17 


and 7-18. 
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It is evident from the method of deriving the composite character- 
istics and from Fig. 7-16, that, when the two tubes are alike and the 
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Fie. 7-18.—-Composite plate characteristics 
for the type 6L6 beam power pentode. 


circuit is symmetrical, the com- 


posite plate diagram is sym- 
metrical about ‘the voltage axis. 
Furthermore, the load line passes 
through only the second and fourth 
quadrants. For these reasons, 
only the portion of the diagram 
lying in the second quadrant need 
be constructed. If the tubes are 
not identical, the composite plate 
diagram is not symmetrical about 
the voltage axis, and both the 
second and the fourth quadrants 
must be used. 


7-24. Load Line.—Let % — %’, @, and e&’ be any simultaneous 
instantaneous values of current difference and plate voltages assumed 


tb 


Fig. 7-19.—Composite plate diagram. 


during the cycle with a given load 7, and operating plate voltage yo. 
The corresponding point is indicated by X in Fig. 7-19. A straight line 
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is drawn through this point and the point. Q on the voltage axis cor- 
responding to E,.. The following relations are evident from Fig. 7-19 
and Eq. (7-60): 


PX =% -%! (7-61) 
PQ = ko -— & = (ts — te’) (7-62) 
PX -1 

PO 5 we) 


Since % — i’, &, and ¢’ are any simultaneous instantaneous values 
assumed during the cycle, it follows that the straight line through Q 
having a negative slope equal to 1/r, represents the locus of all cor- 
responding values of current difference and plate voltage with’ the 
given load and operating voltages. Furthermore, Eq. (7-58) shows that 
the current difference at any point is also equal to the load current 7,, 
and Egs. (7-59) and (7-62) show that PQ, the change in voltage relative 
to Eyo, is equal to the load voltage e,. 
Therefore the line MQN is also the 
locus of all corresponding values of 
instantaneous alternating grid voltage 
and secondary load current and volt- 
age and is called the load line. These 
values of load current and voltage are, 
of course, measured relative to Q. 

7-25. Path of Operation of Each 
Tube.—Because the instantaneous plate 
voltage of each tube is dependent not 
only upon its own plate current but 
also upon that of the other tube, the : 
effective load on each tube varies beer ea 
throughout the cycle, and the path of “Zube2 
operation of each tube is curved. The iG 950 abds wonigsiterplate 
individual paths of operation may be diagram showing the individual paths 
obtained by plotting corresponding Si epersuon of shelve wales, 
values of 2 and e and of 2’ and e,’ determined from the composite plate 
diagram. The method of constructing individual paths of operation is 
illustrated in Fig. 7-20, which shows typical triode paths. It is of 
interest to note that the curvature of the path of operation of each tube 
is such that the curvature of the dynamic transfer characteristic of each 
tube is greater than it would be if the tube were used by itself with 
constant load resistance. 

7-26. Graphical Determination iat Harmonic Content and Power 
Output.—A dynamic characteristic of load current vs. alternating grid 
voltage may be derived from the composite plate diagram by plotting 


252 APPLICATIONS OF ELECTRON TUBES [Cuap. 7 


simultaneous values of 7, and e, determined from the intersections of the 
load line with the composite characteristics. Figure 4-26 shows such a 
characteristic and illustrates its use in determining the wave form of the 
load current. The dynamic characteristic may be used for harmonic 
analysis of the load current. Since the characteristic is symmetrical, 
Eqs. (4-34), (4-35), or (4-36) may be used. These equations may also 
be used to determine the amplitudes of the various components of load 
current directly from the composite plate diagram, in the same manner 
as for a single tube (all currents being measured relative to the voltage 
axis). In Fig. 7-176, for instance, zy, and 7; at full grid swing are the 
currents corresponding to the intersection of the load line with the 
composite characteristics for eg = 12 volts and e, = 24 volts, respec- 
tively, or 35 ma and 62 ma. Hence Eqs. (4-34) show that 


A, = $(62 + 35) = 64.7 ma, 


and H; = 4(62 — 70) = —2.7 ma. 

The fundamental power output may be computed from the graphically 
determined value of H;. If the third and fifth harmonics are small, 
however, as is true for Class A triode amplifiers, little error is introduced 
by assuming that the amplitude of the fundamental component of 
load current is the crest instantaneous load current I,., determined by 
the intersection of the load line with the composite characteristic: cor- 
responding to the crest value of the instantaneous alternating grid 
voltage. At full grid swing this is the current corresponding to the 
point M in Fig. 7-19. Then the power output is approximately 


Poy = emts = LirmE rm (7-64) 


It can be seen from Fig. 7-20 that the increase of plate current of each 
tube when its grid swings in the positive direction is greater than the 
decrease when the grid swings in the negative direction. The average 
current, therefore, increases with excitation. The average current Iva 
for one tube can be found by applying one of the formulas of Chap. 4 
to the path of operation of one tube. (Note that Is: = Ibo.) The power 
input to the plate circuit is 


| Py = 2Hvalvs = 2rolra (7-65) 


An approximate expression for power input can be obtained by using 
I. in place of Iva. 

7-27. Class AB Push-pull Operation.—In push-pull amplifiers 
with fixed grid bias there is no abrupt increase of amplitude distortion 
when the bias is increased beyond the limiting Class A value, as the 
student may show by graphical analysis of composite plate diagrams at 
various values of grid bias. When bias is obtained by the use of a 
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cathode resistor, however, rectification caused by the interruption of 
plate current in each tube during a portion of the cycle in Class AB 
operation causes the average plate current to increase at high excitation. 
This tends to overbias the grids and raise the nonlinear distortion. 
Distortion is also augmented by the lowering of operating plate voltage 
if the B-supply regulation is high. The increased distortion is -particu- 
larly noticeable with triodes. Even with self-biased triodes, however, 
the bias may be increased considerably beyond the limiting Class A 
value without raising the distortion to excessive values. At a given 
operating plate voltage, this increase of bias reduces the operating plate 
current and thus decreases the plate dissipation and increases the plate- 
circuit efficiency. At a given plate dissipation it allows the use of higher 
plate voltage and consequent development of ; 
greater power output at higher efficiency. 
For this reason Class AB bias is usually used 
in push-pull amplifiers, in preference to Class 
Al bias. 

7-28. Optimum Operation of Class Al and 
Class AB1 Push-pull Triode Amplifier—The 
shape of triode composite characteristics is 
such that the harmonic content in Class Al 
and fixed-bias Class AB1 operation is small 
except at very low values of load resistance. — 
For this reason the grid swing and power out- 
put are not limited by allowable distortion, 


Fie. 7-21.—Idealized tri- 
; ; ; - i . ode composite plate diagram 
as in single-sided amplifiers. Full grid swing used in determining theo- 


is equal to the grid bias, and optimum load  ‘etical optimum Class A load 


: . . . resistance, 
resistance for given operating voltages is that 


which gives the greatest power output at full grid swing. 

The theoretical optimum load resistance for triodes in Class Al or 
fixed-bias Class AB1 operation at given operating voltages can be deter- 
mined from the idealized composite plate diagram of Fig. 7-21. In Fig. 
7-21 the composite static plate characteristics are assumed to be straight, 
parallel, and equidistant. If rp, is defined as the reciprocal of the slope 
of the composite characteristics, 


vm 
i acl Peed SP (7-66) 


Substituting Eiq.-(7-66) in Eq. (7-64) gives 
Po = 37 pp(Zn ~ Irm)Irm (7-67) 
P.is maximum when dP./dIim = 0, or 
Dn = 22m (7-68) 
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and 
Evm 


lop = I 
rm 


= 1p (7-69) 


Equation (7-69) states that the optimum load resistance is equal to 
the composite plate resistance, the latter being defined as the reciprocal 
of the slope of the composite characteristics. Inasmuch as the com- 
posite characteristics are not strictly straight and parallel, r,, may be 
defined more specifically as the reciprocal of the slope of the composite 
characteristic for e, = 0 at the point at which it crosses the voltage axis. 
This may be stated symbolically by the relation 


1 E — ty’) 


0 q = Ero and e,=0 


rat (7-70) 
Optimum power output is obtained when the slope of the load line is 
equal in magnitude to the slope of the composite characteristic corre- 
sponding to eg = 0 (e. = E,) at their point of intersection. 

7-29. Limiting Class Al Triode Operation..—Because the large 
variation of average current with signal amplitude in Class AB ampli- 
fication increases the difficulty of maintaining constant operating volt- . 
ages, it is sometimes of advantage to be able to determine the highest 
grid bias that can be used in Class Al push-pull operation. At this bias 
the minimum instantaneous plate current of each tube is just equal to 
zero when the grid swing is equal to the bias. The theoretical value of 
this limiting bias at optimum load can be determined for triodes from 
Fig. 7-22 by assuming that the static characteristic corresponding to 
zero grid voltage follows a $-power law, which is approximately true for 
most power triodes. Under this assumption, 


i = Ae for e=0 (7-71) 
a _ My _ BAe, = 
oe 3Aey ae éo = 0 (7-72) 


Dividing Eq. (7-71) by Eq. (7-72) gives 

trp = Feb for éo = 0 (7-73) 
At M, where % = Imm and ¢, = Emi, the composite static plate charac- 
teristic joins the static characteristic for tube 1, and the value of rp at 


that point is equal to r,,, the reciprocal of the slope of the composite 
characteristics. Hence, evaluating Eq. (7-73) at M gives 


Limp = GE min (7-74) 


1 The author is indebted to Mr. W. R. Ferris of the RCA laboratories for the 
derivations in this section. 
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But, since Enin = Evo — Irmfy and, for optimum output, rpp = 7, 


LimTpp = Eo — Erin (7-75) 
Combining Eqs. (7-74) and (7-75) gives 
Eo aes Bonin —= $B min (7-76) 
and . 
Eoin = = 6 Eo (7-77) 
Ex = Evo at Enin = 0. 4 Evo (7-78) 


At N the plate and grid voltages of tube 1 have the values 


€> = Eso + Erm = Exo + 0.425. = 1.4Ey. (7-79) 
é, = 2E, (7-80) 


Since the plate current of tube 1 is zero at point N under maximum 
Class Al bias, a grid voltage equal to twice the grid bias gives cutoff at a 


ty 
Fig, 7-22 -—Idealized composite plate diagram of triodes with optimum load resistance and 
maximum Class Al bias. 


plate voltage 1.4#,... Therefore the limiting value of #£, for push-pull 
Class Al operation of triodes is one-half the value that reduces the plate 
current to zero at a plate voltage equal to 1.4E;,. . Because of variation 
of amplification factor, the value determined in this manner is not exactly 
equal to the value that results in plate-current cutoff at a plate voltage 
of 0.7E%.. The error, however, will usually be less than 5 per cent if the 
limiting Class Al bias i is determined from the formula 


E, = -0.7 8 2 (7-81) 
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This value of bias gives the highest plate-circuit efficiency that can be 
obtained in optimum push-pull Class Al operation of triodes. 

Optimum power output and load resistance of triodes at the limiting 
value of Class Al bias can be determined without constructing composite 
characteristics. By using Eq. (7-77), it can be seen from Fig. 7-22 that 
Im is the plate current of one tube at the plate voltage 0.6#,, and zero 
grid voltage. Optimum power output may be found by substituting 
this value of Im in the following equation, which is derived by substituting 
Eq. (7-78) in Eq. (7-64): 


Optimum P, = 0.21 mE vo (7-82) 


Optimum secondary load resistance is equal to the reciprocal of the slope 
of a line drawn through the point £,, on the voltage axis, and the point 
€ = 0.6H,. on the zero-grid-voltage characteristic of one tube. This is 


0.4E5, 


Optimum ry = T 


(7-83) 

7-30. Push-pull Class Al Triode Power Output in Terms of Operating 
Plate Voltage.—An expression for optimum power output of push-pull 
triodes in terms of operating plate voltage can be derived from the plate 
diagram of Fig. 7-22. 


E,, — Ey = distance YQ = YS + SQ 


= Lent pp + Limo (7-84) 
_ By ~ #H, 
Im = He: (7-85) 


Substitution of Eq. (7-85) in Eq. (7-64) gives 


(Zoo — Ey)*1 
2(rpp + 1%)? 


For optimum power output, 7, = rpp, and for maximum Class AJ bias, 
Ey & Ero — 0.8E bo = 0.2E to. 

: Eso? 

Optimum P, = 0.08 — 


Ppp 


Full P, = (7-86) 


(7-87) 


The principal value of Eq. (7-87) lies in the fact that it shows the manner 
in which ‘the power output depends upon the operating plate voltage 
and upon plate resistance. rp, decreases with increase of steepness of 
the static plate characteristics. Therefore, triodes used in Class A push- 
pull power amplification should have low plate resistance. 

7-31. Suppressor and Beam Power Pentodes in Push-pull Operation. 
It can be seen from the composite plate diagrams of Figs. 7-17 and 7-18 
that the shape of composite pentode characteristics is not such as to 
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allow Eq. (7-69) to be applied. Distortion rapidly becomes prohibitive 
as the load resistance is increased beyond the value for which the load 
line intersects the composite characteristic for full grid swing at the knee. 
The characteristics fall so sharply at plate voltages lower than that 
of the knee that the power output also begins to decrease as the load 
resistance is increased beyond this value. The load lines shown in Figs. 
7-17 and 7-18 represent approximately the limiting load resistances 
beyond which the distortion rises sharply and little or no increase in poner 
output is obtained. 

Comparison of Figs. 7-17 and 7-18 shows clearly that the minimum 
plate voltage of the beam power tube can be reduced to a lower percentage 
of the operating voltage than that of the suppressor pentode without 
producing excessive distortion. This makes for higher plate-cireuit 
efficiency and higher output at a given plate dissipation. The composite 
characteristics of the beam pentode are also seen to be more evenly 
spaced than those of the suppressor pentode, so that distortion can be 
made much lower with the beam pentode than with the suppressor 
pentode. Two 6L6 tubes in Class Al push-pull operation are capable of 
delivering an output of 14.5 watts with a distortion factor of only 2 per 
cent and a plate efficiency of 41.5 per cent. 

7-32. Summary. Push-pull Operation—A complete analysis of the 
operation of tubes of a given type in a push-pull amplifier with an output 
transformer of unity turn ratio between the secondary and each half of 
the primary may be made by constructing composite plate diagrams for 
various values of operating plate voltages. The amplitudes of the fun- 
damental and harmonic components of the load current may be deter- 
mined by applying Eqs. (4-34), (4-35), or (4-36) to the plate diagrams or 
to transfer characteristics of load current vs. instantaneous alternating 
’ grid voltage derived from the plate diagrams. 

Optimum load resistance for triodes in Class Al or Class ABI opera- 
tion is that corresponding to a load line whose slope is equal in magnitude 
to that of the composite characteristics. For pentodes, optimum Class 
Al or Class AB1 load resistance is approximately that corresponding 
to a load line which intersects the composite characteristic corresponding 
to positive crest alternating grid voltage just to the right of the knee, the 
exact value being influenced by the allowable nonlinear distortion. | 

Optimum load resistance and power output for triodes with maximum 
Class Al bias may be quickly determined without constructing composite 
characteristics by substituting in Eqs. (7-82) and (7-83) the plate current 
determined from the zero-grid-voltage plate characteristic of one tube 
at a plate voltage of 0.6E,.. 

7-33. Turn Ratio of Output Transformer. Plate-to-plate Load.— 
The foregoing analysis was based upon a transformer having unity turn 


258 APPLICATIONS OF ELECTRON TUBES 


ratio between half the primary and the secondary. For any other turn 
ratio the load must be transformed into an equivalent load at unity 
turn ratio, and this equivalent load must be used in determining the slope 
of the load line and the power output. The analysis of Sec. 7-21 shows 
that the equivalent unity-turn-ratio load 7; is equal to r/n?, where r is 
the actual secondary load and n is the turn ratio of the secondary to each 
half of the primary. Usually the optimum value of 7, is determined 
graphically or experimentally, and r is the known resistance of the loud- 
speaker or other load. The transformer turn ratio is then chosen so that 


ne = = (7-88) 


It is common practice to specify the optimum plate-to~plate load, rather 
than the optimum unity-turn-ratio load. A plate-to-plate load is a load 
connected across the primary from plate to plate. Since the total 
number of primary turns is 2N, a load connected from plate to plate has 
the same effect as though it were connected across a secondary having 
2N turns. For such a transformer n is 2, and so - 

m= (7-89) 
where 7 is the plate-to-plate load. Hence the optimum plate-to-plate 
load is four times the optimum unity-turn-ratio load. For an optimum 
plate-to-plate,load ry, and an actual secondary load _r, the turn ratio must 
be chosen so that 


n= Of (7-90) 
Tob : i 
Problems 


7-1. Construct a “‘power-output rule” for 5 per cent second harmonic. 
7-2. a. Neglecting the shift in operating point with excitation, locate the optimum 
operating point for a 45 triode operated at a plate voltage of 200 volts. The load is 
nonreactive and is coupled to the tube through a transformer of small. primary 
resistance. The allowable plate dissipation is 10 watts, and the allowable second-- 
harmonic content is 5 per cent. 

b. Locate the optimum load line. 

c. Determine the optimum power output graphically. 

d. From the load Jine find the optimum load resistance. 

e.. Determine the plate resistance.at the operating point. 

f. Using the values of r, and r, found in (e) and (@), find the optimum. power 
output by means of the equivalent plate circuit. 

g. Check the optimum power output by means of Eq. (7-21). 

h. Find the power input to the plate circuit, and the plate efficiency. Use the 
graphically determined value of power output. 

4. Find the power sensitivity, using the graphically determined value of optimum 
power. 8 
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j. If the resistance of the load across the secondary of the output transformer is 
40 ohms, find the correct transformer ratio. 

7-3. Repeat Prob. 7-2, using an operating plate voltage of 300 volts. 

7-4. Determine the optimum operating voltages, load, and power output of a type 
45 triode at unspecified operating plate voltage, an allowable plate dissipation of 9 
watts, and an allowable second-harmonic content of 5 per cent. 

7-5. In the diagram of ‘Fig. 7-23 are shown idealized triode and pentode char- 
acteristics for the same operating voltages and currents. Both sets of characteristics 
are assumed to be straight, parallel, and equally spaced, and the pentode character- 
istics are assumed to be parallel to the voltage axis to the right of the knees. Imi is 
assumed to be zero for both tubes. -' By means of this diagram show that a triode 
which operates at the same. plate voltage as a pentode and delivers the same power 


Emin. Ebo 
Fig. 7-23.—Diagram for Prob. 7-5. 


output. at the same efficiency and power sensitivity would have to have a transcon- 
ductance whose value is approximately (2H. — Emin) /Emin times that of the pentode. 

7-6. a. Construct composite characteristics for type 6F6 tubes connected as 
triodes, operating at a plate voltage of 250 volts and a grid bias of — 30 volts. 

b. Draw the load line for optimym load, and determine the optimum plate-to-plate ° 
load resistance. 

c. Find the percentage H; and percentage H; at full grid swing. 

d. Find the power output for two tubes. 

e. Find the plate efficiency. 

f. Find the required transformer turn ratio if the secondary load is ss ohms. 

g. Plot the path of operation for one tube. 
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CHAPTER 8 
CLASS B AND CLASS AB2 AMPLIFIERS 


The distinguishing feature of Class AB, Class B, and Class C amplifiers 
as a group is that plate current in individual tubes does not flow during 
the whole cycle. Class B and Class C operation were originally used in 
radio-frequency amplifiers. Later it was shown that the high power 
output and efficiency of Class B operation could also be attained without 
excessive distortion in audio-frequency amplifiers.2 More recently Class 
B audio power amplifiers have to a great extent been displaced by Class 
AB amplifiers using beam power tubes, which give much lower amplitude 
distortion and operate at only slightly lower efficiency. Class B opera- 
tion now finds its principal application in r-f amplifiers; in battery- 
operated a-f power amplifiers, where low power consumption is essential; 
and in high-power a-f power amplifiers used to supply signal excitation 
in linear plate modulation. Class C operation, as explained in Chap. 5, 
can be used only in r-f amplifiers. 

8-1. Class B Audio-frequency Amplifiers.—Because a tube that is 
used in Class B amplification passes 
plate current during only approximately 
half the cycle, Class B audio amplifiers 
must employ two tubes in push-pull in 
order to prevent excessive distortion. 
The composite plate diagrams discussed 
in the preceding chapter are applicable 
to the analysis of Class B amplifiers. 
Since the static operating plate current 
is small, if not actually zero, the com- 
posite portions of the plate characteris- 
tics take up a relatively small portion of Fig. 8-1.—Composite plate dia- 
the whole curves, as shown in Fig. 8-1, ne eo Ae ca, bias 
and only at very small signal voltages 
does the path of operation intersect these composite curves. 

The advantages of Class B operation over Class A operation in audio- 
frequency power amplifiers are the higher plate-circuit. efficiency and the 
resulting higher power output that can be attained with tubes of a given 


1 The student should review Sec. 5-15. 
* Barton, L. E., Proc, 1.R.E., 19, 1131 (1931); 20, 1035 (1982). 
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size and with power supplies of a given capacity. The principal disad- 
vantage is the much greater nonlinear distortion. Furthermore, full 
advantage of the capabilities of Class B amplification is obtained only 
when the grid swing is so great that grid current flows during a consider- 
able portion of the cycle. The flow of grid current and the associated 
expenditure of power in the grid circuit are disadvantages that result 
in a number of design problems. These and other desigh problems will 
be discussed in detail in Sec. 8-9. 

The greatest plate-circuit efficiency is obtained if the grids are actually 
biased to cutoff, reducing the static operating plate current and static 
plate power dissipation to zero. Under this condition of operation only 
one tube at a-time carries current, and the plate-circuit diagram reduces 


Fie. 8-2.—Composite plate diagram for Fig. 8-3.—Dynamie transfer character- 
triodes biased to cutoff. istic corresponding to the plate diagram of 
Fig. 8-2. ’ 


to that of Fig. 8-2. The dynamic transfer characteristic corresponding 
to Fig. 8-2 for the two tubes is of the form shown in Fig. 8-3. It is 
apparent that the relation between plate current and grid voltage is far 
from linear and that bad distortion will result. If, on the other hand, 
the grid bias is made sufficiently less negative than the cutoff value (as in 
Fig. 8-1) so that those portions of the dynamic transfer characteristics 
which are approximately straight fall on a common line, as in Fig. 8-4, 
then distortion will be greatly reduced. 

The resultant dynamic curve of load current vs. alternating grid 
voltage for that portion of the cycle during which both tubes pass current 
cannot be obtained by adding the currents of the two individual dynamic 
characteristics of Fig. 8-4. These dynamic characteristics are drawn 
under the assumption that the instantaneous plate voltage of each tube 
depends only upon the plate current of that tube, whereas, as shown in 
Chap. 7, it depends upon both plate currents. The resultant dotted 
portion of the dynamic transfer characteristic in Fig. 8-4 must be derived 
by the method explained for push-pull amplifiers in Sec. 7-23. It is 
generally slightly S-shaped, as shown in Fig. 8-5. At high excitation this 
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curvature is relatively unimportant, but at low excitation it results in- 
appreciable nonlinear distortion. 


ee 
tty 
- 
eg 
Fig, 8-4.—Dynamic transfer character- Fig. 8-5.—-Dynamic transfer character- 
istic corresponding to the plate diagram of istic at small values of grid swing. (eg is 
Fig. 8-1. measured relative to E,.) 


8-2. Class B Characteristics.—Because the path of operation is not 
restricted to the negative grid-voltage region in Class B amplifiers, 
problems of Class B amplifier design involve not only the plate charac- 
teristics, but also the grid characteristics. In Fig. 8-6 are shown static 
curves of % and 7, vs. e, for a type 46 tube. The dynamic transfer charac- 

200 


Type 46tube 
FE p= 400. 


Milliamps. 


ip and te ; 


Fie. 8-6.—Static plate characteristics and plate-grid transfer characteristics for type 46 
tube, connected for zero-bias Class B operation (grids tied together). 


teristics and the dynamic grid characteristics, which are shown in Figs. 
8-8 and 8-9, may be derived from the static characteristics by methods 


- outlined in Chaps. 4 and 7. Figure 8-7 shows composite plate charac- 


teristics used for deriving the dynamic characteristics at low grid swings. 

At higher alternating grid voltage the load lines of Fig. 8-6 determine 

directly corresponding values of 7, and e, for the given loads; they also 
1 The type 46 tube is designed to operate with zero bias in Class B amplifiers. 
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determine simultaneous values of e and e, that can be used in Fig. 8-6 
to pick simultaneous values of 7, and e, for the dynamic grid characteris- 


Type 46 tube 
ip Ne) 4 Epp= 400v. 


Plate Current, Milliamps. 
cs) 


Fre. 8-7.—Composite plate characteristics at zero bias for type 46 tubes connected for 
Class B operation (grids tied together). 
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Fig. 8-8.—Dynamic transfer character- Fig. 8-9.—Dynamic grid character- 
istics of type 46 tube in zero-bias Class B istics of type 46 tube in zero-bias Class B 
operation. operation. 


tics of Fig. 8-9. The slope of any load line is the reciprocal of 7p, 7.¢., of 
irs, where 7 is the effective plate-to-plate load resistance.! 


1 Except at low grid swings, only one tube at a time passes current and so the 
effective load per tube is 7, = 4rw. : 
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The bending over of the dynamic transfer characteristics at high 
positive grid voltages results from diversion of electron current from plate 
to grid. For a given value of grid voltage, the grid current, and hence 
the loss of plate current, are greater the lower the plate voltage. Since 
' voltage drop in the load resistance lowers the instantaneous plate voltage, 

* the diversion of current from plate to grid is greater for higher load 
resistances, and therefore the bending of the dynamic transfer charac- 
teristics increases with load resistance. , 

8-3. Harmonic Content.—Equations (4-35) or (4-36) or other more 
accurate methods of harmonic analysis may be used in determining the 
amplitudes of the fundamental and the third- and fifth-harmonic currents. 
It should be noted that, although the push-pull circuit prevents the 


10 
5 
rc 0 
rp=50002 
se 5 » 4000. > 
O 
10 
a 1000 
15 1500 
+2000 
20 2500 
Oo 10 20 30 40 50 60 © 10 20 30 40 50 60 
Grid Swing, Volts ; Grid Swing, Volts 
Fia. 8-10.—Per cent third harmonic as a Fie. 8-11.—Distortion factor as a func- 
function of grid swing. Type 46 tubes in tion of grid swing. Type 46 tubes in zero- 
zero-bias Class B operation. bias Class B operation. 


appearance of even harmonics or steady components in the output, the 
plate current of each tube contains a large steady component and that 
the average plate-supply current is the sum of the average currents of the 
two tubes. The high-order harmonic content of the plate-current wave of 
each tube is so great that the five- and seven-point methods of graphical 
analysis of Chap. 4 do not give accurate values of average plate current. 
The average plate current may be found by the use of more accurate 
selected-ordinate analyses, or by determining the average ordinate of the 
plate-current waves constructed from the plate diagram or dynamic 
transfer characteristic. 

Figure 8-10 shows curves of per cent third harmonic derived from 
the dynamic transfer characteristics of Fig. 8-8 by the use of Eqs. (4-34), 
(4-35), or (4-86). As explained in Sec. 4-15, the algebraic sign of the 
harmonic amplitude is merely an indication of the phase relation between 
the fundamental and the harmonic. When the load current is repre- 
sented by Eq. (4-22), the numerical value of H; will in general be negative 
if the curvature of the transfer characteristic is predominantly convex 
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upward, and positive if the curvature is predominantly concave upward. 
The reduction of harmonic content with grid swing at grid swings below 
30 volts and reversal to substantial negative values results from the 8 
curvature of that part of the dynamic transfer characteristic which is 
shared by both tubes. 

Distortion.—Figure 8-11 shows curves of distortion factor, as defined 
by Eq. (4-88), the third and fifth harmonics, only, being considered. 

8-4. Power Output.—Accurate determinations of Class B power 
output must be made either experimentally or by substituting graphically 
determined values of fundamental plate-current amplitude in the relation 


P, =3H,r, (for two tubes) (8-1) 


in which 7; is the effective load resistance per tube (one-fourth the 
effective plate-to-plate load resistance). Figure 8-12 shows curves of 
power output of two tubes as a function 
of grid swing. These curves were derived 
by substitution in Eq. (8-1) of values of 
H, determined by the application of Eqs. 
(4-35) to the dynamic transfer character- 
istics of Fig. 8-8. 

Approximate expressions for power 
output can be derived under the assump- 
tions that the tubes are biased to cutoff, 
so that I,, is zero, and that the distortion 

o- IGda Site, W., °° © is negligible. The wave of plate current 

Hid. Bd -Power-outenl-de’s of each tube then approximates a half 
function of grid swing. Type 46 sine wave of amplitude Im, and the two 
tubes in sero-bias Class B operation. tubes combine to give sinusoidal output 
as shown in Fig. 5-20. The approximate power output is 


P, = 41 pm?to = 41 pmE pm (for two tubes) (8-2) 


Since the current wave of each tube is assumed to be a half sine wave and 
since the average value of a half sine wave, averaged over the whole cycle, 
is the.crest value divided by z, the average plate current of each tube is 


2 Tom 
Tea al mae, (8-3) 


Substituting Eq. (8-3) in Eq. (8-2) gives for: the approximate power 
output : 


Py = 4.941 ¢a7ro (total power in terms of average 
current of one tube) (8-4) 
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The value of Eq. (8-4) lies in the ease with which approximate laboratory 
measurements of power output of tubes in Class B amplification can. be 
made by the use of a d-c milliammeter. In Fig. 8-13 is shown a simple 
circuit which may be used for this purpose. The power output is half 
as great as with two tubes, so the power output in the circuit of Fig. 8-13 
is given by 


P, = 2ATI5q7rp (for one tube) (8-5) 


Equations (8-2) to (8-5) cannot be J 
applied with accuracy when the path of Vg 
operation extends beyond the knee of the 
dynamic transfer characteristic. 

8-5. Power Input, Plate Dissipation, 


and Plate-circuit Efficiency.—The power Hrd S19 Chesuke oeatio awe 
input to the plate circuit is droviniatenaaniaeisenkion cower 
output of tubes in Class B 

P; = 2Eoloa (8-6) operation. 


where Iz, is the average plate current of one tube. An approximate 
expression for the power input is obtained by substituting Eq. (8-3) in 
Eq. (8-6), giving 


P; = * Bal om (8-7) 
The approximate plate dissipation is 
jie ee eee ae ($2 ss i) (8-8) 


The approximate plate-circuit efficiency is found by combining Eq. (8-2) 
and Eq. (8-7). 


P, _ + Eym _ 0.785E pm 


Np = P; = 4 Ex = Ew (8-9) 


Equation (8-9) shows that the plate-circuit efficiency of an ideal 
distortionless Class B amplifier increases with alternating plate-voltage 
amplitude and that the maximum theoretical efficiency would be obtained 
if the amplitude of the alternating plate voltage were equal to the plate 
supply voltage. This would give a value of 78} per cent. In order to 
obtain this maximum efficiency, the tubes would have to be biased to 
cutoff, the plate voltage would have to fall to zero at the positive crest 
of grid voltage, and the distortion would have to be zero. Although this 
condition cannot be attained in practice, practical efficiencies of 60 per 
cent or higher are obtained. Because of this high efficiency, plate dissi- 
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pation is low, and relatively small tubes can furnish large amounts of 
power in Class B amphification.! 

8-6. Use of Hyperbolas in the Determination of Approximate Output, 
Dissipation, and Efficiency.—For a constant value of power, Eq. (8-2) 
represents a rectangular hyperbola. As H’ym is measured in a negative 
direction relative to Ey, the hyperbola lies in the second quadrant (with 
respect to Ey as zero axis) and is asymptotic to the voltage axis and to 
the line ¢,'= Ey. The hyperbola for a given power output may be con- 
structed by plotting corresponding values of voltage, measured negatively 
relative to Hy, and current, whose product is equal to 2P., as shown in 
Fig. 8-14. For a constant value of plate dissipation, Eq. (8-8) also 
represents a rectangular hyperbola. J pm is infinite when Hymn = 4Ey3/x, 


Plate Current 


ey, b 


0 ike 
“0274 Epp Ebb 


Plate Voltage Ebb 


Fie. 8-14.—Class B power-output hyper- Fic. 8-15.—Class B plate-dissipation hyper- 
ola. bola. 


showing that the hyperbola is asymptotic to the line Lym = 4E3/r. As 
Eym is measured with respect to Ey, this asymptote lies at a distance 
Ew — (48/7) = —0.274E, from the origin, and the hyperbola is in the 
first quadrant (with respect to the line —0.274#y as zero axis). The 
hyperbola for a given value of plate dissipation may be constructed by 
plotting corresponding values of voltage, measured positively relative to 
é = —0.2742,,, and current, whose product is equal to 2P,, as shown in 
Fig. 8-15. If a number of these hyperbolas are plotted on the plate 
diagram, the approximate values of power output, plate dissipation, 
and piate-circuit efficiency can be determined at a glance for any load 
resistance and grid swing. Output and dissipation hyperbolas have been 
plotted in the plate diagram of the 46 tube in Fig. 8-16. Comparison of 
power output read from this diagram with the more accurate values 
plotted in Fig. 8-12 shows that values determined in this manner are 


1 At 60 per cent efficiency the ratio of output to dissipation is 1.5; at 22 per cent 
efficiency it is approximately 0.28. Therefore, at the same plate voltage and with the 
same dissipation, one would expect to obtain roughly five times as much power in 
Class B as in Class A amplification. 

2 De La SaBLoniéRE, C. J., Wireless Eng., 12, 133 (1935). 
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within 6 or 7. per cent of the correct values if the path of operation does 
not extend into the region where the static characteristics cease to be 
approximately parallel. It should be noted that the shape and spacing 
of these hyperbolas depend only upon the current and voltage scales. 
They are not altered by change in tube characteristics, and change in Ey, 
merely shifts them. Therefore, if they are plotted on transparent paper 
they can be used for any tube and plate supply voltage providing that 
the static characteristics are drawn to the same scales. 


200 


b>» Milliamps. 


Plate Current, i 


200 
Plate Voltage 
Fia. 8-16.—The use of hyperbolas in the approximate graphical determination of Class B 

power output and plate dissipation. 


8-7. Determination of Optimum Load.'—The manner in which the 
load resistance of a Class B amplifier is chosen depends upon the 
amount of power available from the preceding stage, which is called the 
drier. If the available driver power is greatly in excess of the power 
expended in the grid circuit of the Class B tubes, then the grid driving 
power need not be taken into consideration, and the load resistance may 
be chosen so as to give the greatest power output consistent with allow- 
able values of distortion, plate and grid dissipation, and maximum peak 
plate current. Thus, if the available grid driving power is unlimited, 


1The method of analysis discussed in this section is based upon the families of 
trey and 7,-¢, characteristics. An excellent method of analysis based upon the e-e, 
characteristics at constant plate current and at constant grid current has been 
developed by E. L. Chaffee. At present this method is limited in its application by the 
fact that e-e. characteristics are not ordinarily available. Those interested in the 
design of Class B and Class C amplifiers should refer to Dr. Chaffee’s article, J. 
Applied Physics, 9, 471 (1938). See also R. L. Sarbacher, Electronics, December, 
1942, p. 52. 
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Figs. 8-8, 8-11, 8-12, and 8-16 show that with a load resistance of 2000 
ohms (8000 ohms plate-to-plate) type 46 tubes in Class B amplification 
will give an output of approximately 30 watts without exceeding 5 per 
cent distortion, the maximum allowable peak plate current of 200 ma, 
or the maximum allowable plate dissipation of 10 watts per tube. The 
required average grid driving power can be determined by taking one-half 
the product of the peak grid voltage by the fundamental component of 
grid current found graphically from Fig. 8-9 at the chosen load resistance. 

The first cost and economy of operation depend among other things 
upon the amount of power that must be supplied by the driver. When 
cost and economy of operation are primary considerations, it is sometimes 
i , necessary to choose the load resistance in 
such a manner as to give the highest 
power output per milliwatt of driver 
power, consistent with allowable distor- 
tion, dissipation, and peak plate current. 
Because the grid current usually rises 
rapidly with positive grid voltage, the 
peak grid power may be high even though 
the average grid power is small. Peak 
grid power, therefore, rather than average 
60 grid power, is the determining factor. 
Curves of optimum power output, opti- 


Peak Grict Power, Watts 


40 50 
Grid Swing, Volts 

Fiq. 8-17.—Peak grid power as a . ; 2 : 
function of grid swing. Type 46 mum load, distortion, grid swing, plate 


tubes in zero-bias Class B dissipation, and efficiency as a function 


operation. of peak grid power may be derived from 


the grid-current, power-output, distortion, and plate-dissipation curves 
of Figs. 8-9, 8-12, 8-11, and 8-16. 

The first step is the construction of curves of peak grid power as a 
function of grid swing for different values of load resistance. These 
curves, shown in Fig. 8-17, are constructed by taking the products of 
simultaneous values of crest grid current and grid voltage read from the 
curves of Fig. 8-9 and plotting them against grid swing. Then points 
on.the power-output curves of Fig. 8-12 corresponding to various constant 
values of peak grid power are found by means of the peak—grid-power 
curves of Fig. 8-17 and joined, as shown in Fig. 8-18. Thus, Fig. 8-17 
shows that for l-watt peak grid power, the grid swings for 1000-, 2000-, 
3000-, and 5000-ohm loads are 48, 44, 393, and 334 volts, respectively. 
These and intermediate values of grid swing determine the 1-watt peak— 
grid-power contour of Fig. 8-18. An alternative procedure is to use 
Fig. 8-12 in finding points of the peak—grid-power curves of Fig. 8-17, 
corresponding to various constant values of power output, and to join 
these points. This gives the constant power-output contours of Fig. 
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8-19. The maxima of the constant peak-grid-power contours of Fig. 
8-18 or the minima of the constant power-output contours of Fig. 8-19 
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Fria, 8-18.—Power output as a function of grid swing for various values of load resistance 7p 
and for various values of peak grid power Py. 
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Fig. 8-19.— Peak grid power as a function of grid swing at constant load resistance rm, and at 
constant power output P,. 

determine simultaneous values of peak grid power, optimum power out- 

put, optimum load resistance, and grid swing which may be plotted to 

give the optimum-power, optimum-load, and grid-swing curves of Fig. 
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8-20. (The dashed. curve of Fig. 8-18 passes through the maxima.) 
These values of grid swing may be used to determine the plate dissipation 
from Fig. 8-16, and percentage H; and distortion factor from Figs. 8-10 
and 8-11. They may also be used in Fig. 8-9 to find the peak grid resist- 
ance, which is defined as the ratio of the peak grid voltage to the peak 
grid current. 

Portions of the curves of Fig. 8-20 that lie to the right of the dotted 
line correspond to plate dissipation in excess of the allowable 20 watts 
(for two tubes) and so cannot be used. Figure 8-20 therefore shows that 
if it is essential to keep peak grid power to a minimum, the greatest 
power output that can be developed with 46 tubes is only 22 watts and is 
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Fic. 8-20.—Optimum power output, optimum load resistance, peak grid swing, plate 
dissipation, percentage H:;, distortion factor, and peak grid resistance as a function of peak 
grid power. Type 46 tube in zero-bias Class B operation. 


obtained with a load of about 1600 ohms (6400 ohms plate-to-plate). 
It is interesting to note, however, from Figs. 8-18, 8-16, and 8-11 that at 
this value of power output an increase of load resistance to 2000 ohms 
produces only a very small increase of peak grid power and results in an 
appreciable reduction in required grid swing and plate dissipation and 
in some reduction in harmonic content. The curves of the 46 tube are, 
of course, used only for the purpose of illustrating the method of analysis. 
The final curves for other types of tubes differ considerably and con- 
clusions drawn from the 46 curves do not necessarily apply to other 
types of tubes. 

8-8. Approximate Determination of Maximum Power under Specified 
Conditions of Operation.—A very simple method is available for the 
approximate determination of optimum load resistance under any 
specified limiting condition of operation, such as allowable peak grid 
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power, peak grid current, grid swing, etc.!_ It is merely necessary to draw 
a curve on the plate diagram giving the locus of simultaneous values of 
Tom and. E’ym that will give the specified peak grid power, grid current, etc. 
The optimum load under the specified condition of operation is that 
corresponding to the load line whose slope is equal to minus the slope of 
the locus curve at their point of intersection. The proof of this is simple. 
In Fig. 8-21 let the curve represent the locus of all simultaneous values 
of Ipm and Eym that will satisfy the specified limiting condition of opera- 
tion. Under the assumptions that the grid bias is equal to the cutoff 
value and that distortion is negligible, the power output is 


P, = $1 pmE pm (8-2) 


Under the specified limiting condition, the values of Ipm and Em must 
correspond to points on the locus. The power is 
a maximum when 


dP, 


aE, = ° (8-10) 
or 
AL pm _ 
Eym Gan + Lom = 0 (8-11) 


Fie. 8-21——Class B 
al pm Tym (8-12) plate diagram, showing 


dEwm E locus of simultaneous 
a eg values of Ipm and Epm 


Since Ipm and Eym must correspond to points of Under, specified limiting 
. : condition of operation. 

the locus and must also lie on the load line, 

AL ym/dE pm is the slope of the locus at the point of intersection with 
the load line. Ipm/Eypm is the slope of the load line. Therefore the 
power output is a maximum when the slope of the locus at the point of 
intersection is equal to the negative of the slope of the load line. The 
student will find it interesting to check values determined in this manner 
with the more accurate determinations that have been discussed. 

8-9. Problems of Class B Amplification—A number of special 
problems are encountered in the design and operation of Class B ampli- 
fiers. ‘These problems and the methods of solving them follow: 

1. The variation of power input to the plate circuit with excitation 
amplitude necessitates the use of a power supply of low regulation. If 
the plate power is derived from batteries, the internal resistance of the 
batteries must be low. If the power is obtained from a rectifier, it is 
advisable to include in the power supply a voltage stabilizer of the type 
discussed in Sec. 14-13 and shown in Fig. 14-22. It is essential to use a 
rectifier transformer of low regulation, a low-resistance filter, and mer- 


1 Macrapyren, K. A., Wireless Eng., 12, 528 (1935); Mouromtszrr, J. E., and 
Kozanowskxl, H. N., Proc. I.R.E., 28, 1224 (1935). 
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cury-vapor rectifier tubes. Mercury-vapor rectifiers have a low internal 
voltage drop which remains practically constant over a wide range of 
current. The characteristics of mercury-vapor tubes and the design of 
filters are taken up in Chaps. 12 and 14. 

2. The flow of grid current in Class B amplifiers necessitates the use 
of a C-voltage supply of low regulation, or of special tubes that can be 
operated without biasing voltage. Owing to the variation of average 
plate current with grid swing and the fact that the tube is biased nearly 
to cutoff, cathode biasing resistors cannot be used without great reduction 
of power output and production of excessive distortion. 
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48 plate 
he voltage 
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40,0002 + 
mess ce ecs 500 V.- ---->t 
Fra. 8-22.—Circuit for preventing dis- Fie. 8-23.—Practical form of the circuit of 
tortion resulting from C-supply imped- Fig. 8-22. 


ance. 


Because of curvature of the grid-current characteristics and the flow 
of grid current during only a portion of the cycle, C-supply regulation 
distorts the alternating grid voltage. The simplest method of over- 
_ coming this difficulty is by the use of a voltage stabilizer in the output 
of the C supply. A voltage-stabilizer circuit designed particularly for 
this type of service is discussed in Sec. 14-13 and shown in Fig. 14-24. 
A second method was devised by Rockwell and Platts.1_ Their basic 
circuit is illustrated in Fig. 8-22. 7, and 7, are the amplifier tubes, and 
T; and T, are auxiliary compensating tubes. #& is the resistance of the 
C-supply. Without 7; and Y,, the flow of grid current through R during 
the portion of the cycle in which the grids are positive would cause a 
voltage drop through F that would distort the alternating grid voltage. 
The grid bias of the auxiliary tubes T; and 7, is adjusted, however, so 
that plate current starts flowing in one of these tubes at the same instant 


1 Rocxwe 1, R. J., and Puarrs, G. F., Proc. 1.R.E., 24, 553 (1936). 
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that grid current starts flowing in the corresponding amplifier tube. By 
adjustment of P; and P»2 the plate current of the auxiliary tubes can be 
made to increase in approximately the same manner as the grid current of 
the main tubes, so that most of the grid current of the amplifier tubes 
flows through the auxiliary tubes, rather than through R, and the dis- 
tortion caused by the voltage drop through R is reduced. Figure 8-23 
shows a practical form of this circuit. By overcompensating, so that the 
negative grid bias decreases as the grid swings positive, it is possible to 
reduce the distortion caused by the reduction of plate voltage at the 
current peaks because of plate supply regulation. Two sets of auxiliary 
tubes may be used, one to compensate for grid-supply regulation, and the 
other for plate supply regulation. Rockwell and Platts report 2' per 
cent distortion in the circuit of Fig. 8-23 at 90 watts output, as compared 
with 5.3 per cent distortion with uncompensated battery bias and 9 per 
-cent distortion with uncompensated rectifier 
bias. 
For relatively small power output a num- 
ber of special zero-bias Class B tubes have 
been designed. Examples of these are the 
46, the 79, the 53, and the 6N7. In order 
to obtain the required low value of operating 
plate current without grid bias, the tubes Plate Voltage, e, 
_ must be designed to have high amplification ies: BOL ceieeatate at 
factors. (This follows from principles dis- path of operation of driver re- 
cussed in Chap. 3. High amplification fac- fet NSHBHOR Ol er Ot 
tor is attained by making the shielding of 

the grid so great that little field from the plate penetrates to the 
cathode. The field at the cathode, and hence the plate current, 
is then small at zero grid voltage.) In the 46 tube the high amplification 
factor is obtained by the use of two grids, which are connected together 
for Class B operation. By connecting the second grid to otDe plate this 
tube can also be used as a Class A amplifier. 

3. Power expended in the grid circuit of the Class B tubes requires 
the use of a driver stage capable of supplying, without excessive dis- 
- tortion, the necessary peak grid-power and the power lost in the coupling 
transformer. Because of variation of grid resistance of the Class B tube, 
evidenced by curvature of the grid-current characteristic and by the 
fact that grid current flows during only part of the cycle, the effective 
load transferred to the driver varies during the cycle. If the coupling 
transformer has small leakage reactance, the driver output voltage is 
in phase with the Class B grid voltage, and the effective driver load 
resistance is a minimum at the ends of the path of operation and a 
maximum at the middle. The path of operation of the driver is curved, 


wo? 


Plate Current, i, 
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as shown in Fig. 8-24.1_ The curvature of the driver load line tends to 
flatten the peaks of driver output voltage and thus adds to the dis- 
tortion of the Class B stage resulting from bending over of the dynamic 
transfer characteristics. This type of driver distortion is reduced by 
increasing the optimum driver power relative to the peak grid power 
required by the Class B tubes. For this reason it is always best, when 
possible, to use a driver whose power rating is sufficiently might so that 
it is essentially unloaded. 

4, The impedance drop in the grid circuit produced by the effective 
grid-circuit impedance causes the instantaneous grid voltage to differ 
_ from the instantaneous applied excitation voltage. As the result of 
lack of proportionality between grid current and grid voltage, this 
distorts the grid voltage. Under certain conditions the distortion caused 
by resistance in the grid circuit may cancel a portion of the plate-circuit 
distortion, but in general grid-circuit distortion increases the total dis- 
tortion. By means of a graphical analysis based upon the grid-current 
characteristic, McLean has shown that the presence of inductance in the 
grid circuit results in the production of high-order harmonics (ninth 
and higher) of appreciable magnitude in the grid voltage.2,) Emphasizing 
of the higher harmonics by the inductance is to be expected, since the 
inductive reactance is proportional to the frequency. 

McLean’s method of analysis consists of constructing a curve of 
grid current vs. electrical degrees of the excitation voltage for sinusoidal 
excitation of frequency f and analyzing this curve for harmonics up to 
the 15th. The grid-current series, 


i, = XI, sin Qanf, 


derived in this manner, is then substituted in the equation 
€a = Nelg + Le te (8-13) 


in which @, is the distortion voltage, r, is the effective grid-circuit resist- 
ance, and L, is the total effective leakage inductance of the coupling 
transformer, referred to the secondary. 7. is approximately equal to 
n*y,, where n is the secondary-to-primary turn ratio of the coupling | 
transformer, and r, is the plate resistance of the driver [see Eq. (7-56)]. 
McLean’s work shows the importance of keeping the leakage reactance 
of the driver output transformer as small as possible. Sinee r, = n?rp, 


i At small values of instantaneous alternating grid voltage the load on the driver 
is principally the primary reactance of the transformer, which tends to make this part 
of the path of operation elliptical. Consequently the path of operation may contain 
a loop about the operating point. 

2 McLran, T., Proc. I.R.H., 24, 487 (1936). 
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it is evident that the plate resistance of the driver should be as low as 
possible and that a step-down transformation ratio should be used to 
reduce the effective grid-circuit resistance. High driver output voltage 
(measured across the primary of the transformer) is also advantageous, 
since, for a given grid swing of the output tubes, the required value of n 
varies directly with the driver output voltage, and therefore r, varies 
inversely as the square of this voltage. For this reason it is desirable to 
operate the driver amplifier at as high direct plate voltage as possible. 

Some writers have contended that the effect of the varying grid 
resistance of Class B tubes can be reduced by shunting the secondary 
of the driver transformer with a resistance. McLean proved, however, 
that the effective grid-circuit impedance, and hence the distortion, is 
always increased by loading the transformer.! 

The use of inverse feedback in the driver stage instead of step-down 
transformation ratios to reduce the effective grid-circuit resistance 
has been suggested.2 As pointed out on page 207, the terminal imped- 
ance of certain inverse-feedback circuits is reduced by negative feedback 
in the ratio 1/(1 — AB). The use of negative feedback has the advantage 
that inductance-capacitance coupling can be used in place of trans- 
former coupling, thus eliminating the objectionable effect of transformer 
leakage inductance. 

5. Because of secondary emission effects, the form of the grid-current 
characteristic varies greatly in different tubes and with tube age. Second- 
ary emission tends to increase with tube age. For this reason it is 
often difficult to match tubes closely. . If secondary emission is so great, 
that the grid characteristic has a region of negative slope, there is danger . 
that oscillation of the dynatron type may take place (Sec. 10-22). This 
difficulty may be prevented by shunting the grids with small rectifier 
tubes biased so that current starts to flow at the beginning of the nega- 
tive-resistance region.® 

6. Distortion resulting from curvature of that portion of the dynamic 
transfer characteristic which is shared by both tubes may be high at 
small grid. swings. At large grid swings the amplitudes of harmonics 
introduced by this curvature are small, and the order of the harmonics 
is high. Fortunately, the total distortion may be kept within allowable 
limits. This type of small-signal distortion can be controlled to some 
extent by tube design and is less in tubes that require grid bias than in ° 
zero-bias tubes such as the 46. This can be shown by comparison of the 
composite plate characteristics of the two types of tubes. As can be 


1See also L. E. Barton, Proc. I.R.E., 23, 557 (1935). 

2 Bacaauuy, W., Wireless Eng., 10, 65 (1988) ; Macrapyen, K. A., Wireless Eng., 
12, 642 (1935). 

3 McLean, loc. cit. 
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seen from Fig. 8-7, the composite characteristics of zero-bias tubes are 
~ eonstructed by combining static plate characteristics of positive grid 
voltage with those of negative grid voltage. Because of differences of 
shape and spacing of the curves for positive and negative grid voltages, 


Amperes 
Plate Current, i, and ip~i,! 


1 
9000 11,000 13,000} 15000 ep 
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Fig. 8-25.—Composite plate characteristics of type 207 tubes at small values of grid swing. 
Evo = 13,500 volts; Z. = —600 volts. 


the composite characteristics are not straight, parallel, or equidistant, 
and so the dynamic transfer characteristic is curved at small-signal 
voltages. If the tubes operate with appreciable negative bias, on the 
other hand, the composite characteristics that are intersected by the 
load line are constructed by combin- 
ing pairs of static characteristics, 
both of which are for negative grid 
voltages, and so the composite char- 
acteristics are more nearly straight, 
parallel, equidistant lines. Figure 
8-25 shows composite characteristics 
of the type 207 tube at an operating 
4 plate voltage of 13,500 volts and a 
0 IO eed seit vot 4 (0 50° negative bias of 600 volts. Figure 
Fie, 8-26.—Curves of per cent H; 8-26 shows percentage Hs and dis- 
and of distortion factor for type 207 tubes tortion-factor curves at small grid 
iaebinsee Clare BOresanon. swings derived from Fig. 8-25. The 
maximum small-signal distortion is 3 per cent as compared with 5 per 
cent for the type 46 tube. 
8-10. Driver Transformer Design—When a Class B amplifier 
is designed on the basis of limited grid driving power, the design of the 
coupling transformer between the driver and output stages is con- 
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siderably more complicated than when the driver is essentially unloaded. 
The limited-grid-power design has been discussed in detail in a bulletin 
issued by RCA.1 When the driver is essentially unloaded, the ratio of 
transformation should be chosen so that grid overloading occurs sim- 
ultaneously in the driver and output stages (see Sec. 5-2). The voltage 
output of the driver should be high enough so that a step-down. trans- 
former can be used. Leakage reactance should under all circumstances 
be kept as small as possible. At signal amplitudes that are so small 
that grid current does not flow in the output stage the secondary of the 
transformer is unloaded, and principles of Class A coupling transformer 
design apply (see Sec. 6-14). To ensure adequate response at low fre- 
quency, the primary inductance must be high. In a step-down trans- 
former this requirement is not difficult to attain. 

8-11. Class AB2 Operation.—The advantages of Class AB1 operation 
of push-pull amplifiers were discussed in Chap. 7. Even greater power 
output without excessive nonlinear distortion can be obtained by Class 
AB2 operation. The advantages of Class B operation are, in fact, 
attained in part in Class AB2 operation without some of the Class B 
disadvantages. The power output and plate-circuit efficiency, although . 
less than in Class B operation, are considerably higher than in Class A 
operation. Small-signal distortion is avoided. because the tubes operate 
Class A at small-signal voltage. The greatly reduced grid driving power 
as compared with that in Class B amplifiers simplifies the design of the 
driver stage and results in small grid-circuit distortion. Grid driving 
power need not be taken into consideration in the determination of 
optimum load. 

Self-bias may be used in Class AB2 amplifiers, but the large increase 
of average plate current causes the bias to increase with signal voltage 
and thus reduce the optimum power output. This is clearly shown by 
Fig. 8-27, in which the power output of two type 45 tubes in Class AB2 
push-pull operation is plotted against zero-signal grid bias; for fixed bias 
operation and for self-bias operation.? With self-bias the power output 
at 5 per cent distortion decreases with increase of zero-signal bias. It 
is therefore inadvisable to use higher bias than necessary to keep the 
zero-signal dissipation within the allowable limit. The cathode resistor 
must be shunted by an ample by-pass condenser. Increase of average 
plate current with signal amplitude necessitates the use of a B supply of 
low regulation in Class AB2 amplifiers. 

An example of the large output that can be obtained with small tubes 
and moderate-plate voltage in Class AB2 operation is given by the 6L6 
beam: power tube, which will deliver an output of 60 watts (two tubes) 


1 RCA Laboratory Series UL-1. - 
2 RCA application note 40. 
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with 65 per cent plate-circuit efficiency (61 per cent including screen- 
circuit losses), and 2 per cent total harmonic, at a plate voltage of 400 and 
an average grid driving power of 0.35 watt. In Class ABI operation the 
output is 32 watts at approximately 63 per cent efficiency (58 per cent 


Grid’ Swing, Volts 


Grid Swing,Volts 
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Fig. 8-27.—Power output of two type 45 tubes in push-pull operation as a function of grid 
bias. 


including screen power, 54 per cent including screen and biasing power, 
and 45 per cent including also cathode heating power). 

8-12. Negative-feedback Class B and Class AB Amplifiers.—The 
distortion in Class B and Class AB amplifiers can be greatly reduced by 
the use of inverse feedback. A typical Class B amplifier employing 
negative feedback is shown in Fig. 8-28.1 Figure 8-29 shows the great 
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Fig. 8-28.—Class B amplifier with inverse feedback. 


reduction in harmonic content that results from the use of negative feed- 

back in a Class B amplifier. 
8-13. Class C Amplification.2—An analysis of the theory and design 

of Class C amplifiers is beyond the scope of this book. The plate-circuit 


2 Day, J. R., and Russetn, J. B., Electronics, April, 1937, p. 16, 
2 See Supplementary Bibliography. : 
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efficiency of Class C amplifiers is higher than that of Class B amplifiers; 
measured efficiency of 85 per cent may be attained in practice. Because 
plate current flows during only a portion of the cycle, this type of ampli- 
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Fig. 8-29.—Amplitude distortion curves for the amplifier of Fig. 8-28, with and without 
feedback. 


fier is employed only in radio-frequency amplification, where sharply 
tuned resonant circuits may be used to suppress harmonics. 


Problems 


8-1. a. Construct curves similar to those of Figs. 8-8 to 8-12 for type 53 tubes in 
zero-bias Class B operation. From these curves determine the optimum plate-to- 
plate load resistance, assuming no limitation on grid driving power. 

b. From the i,-e, characteristic corresponding to the load found in (a), determine 
the fundamental component of grid current by graphical analysis, and from it find the 
average grid driving power required to deliver the full power output. 

c. Find the plate-circuit efficiency at optimum output. 

8-2. Prove that it is impossible to obtain an output of 40 watts in Class B ampli- . 
fication from two tubes that have a rated plate dissipation of 5 watts each. 
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CHAPTER 9 
MODULATION AND DETECTION 


Transmission of intelligence through space by means of electromag- 
netic radiation cannot be accomplished satisfactorily at audio frequencies. 
There are several reasons for this: (1) The radiation efficiency of antennas 
is very low at audio frequencies, and so the range is small. (2) Efficient 
radiation and reception of electromagnetic waves require the use of 
antennas and circuits tuned to the frequencies of the waves. The 
antennas required at audio frequencies would be impractical because of 
their great lengths, and they would not respond equally well to all fre- 
quencies in the audio range. (3) If transmission were effected at audio 
frequencies, all transmitters would operate over the same frequency range 
and so the programs of various transmitters would be heard simultane- 
ously at the receiver. These difficulties are avoided by radiating a 
radio-frequency wave, the amplitude, frequency, or phase of which is 
varied in accordance with the audio-frequency signals that it is desired 
to transmit. At the receiver, the variations of amplitude, frequency, 
or phase of the received wave are reconverted into a-f voltages. The 
processes of modulation and detection, whereby radio transmission is 
made possible, afford two very important fields of application of vacuum 
tubes. 

9-1. Modulation.—The process whereby some characteristic, usually 
amplitude, frequency, or phase, of a sinusoidally changing voltage, cur- 
rent, or other quantity is varied in accordance with the time variations 
of another voltage, current, or other quantity, is called modulation. The 
term carrier is applied to the quantity the characteristic of which is 
varied, and the term modulation (signal) to the quantity in accordance 
with which the variation is performed. The carrier frequency is the 
frequency of the unmodulated carrier. Usually the modulation fre- 
quency is considerably lower than the carrier frequency. 

Since the sounds of the human voice and of musical instruments 
involve a large number of frequencies produced simultaneously, the form 
of the modulating wave is rarely sinusoidal. To simplify theoretical 
analyses, however, the assumption is generally made that the modulation 
is sinusoidal. It is then necessary to investigate also the effects of the 
interaction of two or more components of a complex modulating wave in 
the modulation process and in the process of reproducing these compo- 
nents from the modulated wave. 

283 
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It will be shown that both the process of modulation and that of 
recovering the original modulation frequencies, which is one form of a 
more general process called detection (Sec. 9-10), involve the generation 
of frequencies not present in the impressed excitation. The similarity 
of the processes of modulation and detection by vacuum tubes is particu- 
larly marked in the case of amplitude modulation. They differ mainly 
as to the frequencies impressed upon the circuit and the frequencies 
- selected from the output by some form of filter. 

The production and detection of amplitude-modulated voltages is 
accomplished electronically by means of some form of rectifier, which is 
a device that gives unequal changes of current in response to changes of 
voltage of equal amplitude but opposite sign. Rectification is said to be 
complete if the change in current in response to a change of voltage of 
one sign is zero. Complete rectification may be obtained with a device 
that conducts in one direction only. Such a device is said to be a perfect 
rectifier. Partial rectification takes place either because of curvature of 
the current-voltage characteristic of the rectifier, or because of unequal 
resistances to flow of current in the two directions. The high-vacuum 
diode is an example of a device that may be used to obtain either complete 
or partial rectification. When rectification is accomplished by means 
of curvature of the characteristic of a rectifier, the characteristic curve is 
usually continuous over the range of operation. When this is true, a 
series expansion of current in terms of voltage may be used in the theoreti- 
cal analysis of the modulator or detector. When the operating point is 
at a point of singularity, however, as must be true with perfect rectifica- 
tion, or if the range of operation becomes so great that it includes a 
singular point, then other methods of analysis must be employed. For 
this reason it is convenient to consider separately modulation and detec- 
tion by characteristic curvature and by complete rectification. 

Rectification in which the average current of an electrode is changed 
by application of alternating voltage to that electrode is called simple 
rectification; rectification in which the average current of an electrode is 
changed by the application of alternating voltage to another electrode is 
called transrectification. 

9-2. Amplitude Modulation.—A quantity y varying sinusoidally with 
an amplitude A, an angular frequency ,, and a phase angle ¢ may be 
represented by the equation 


y = Asin (wt + 4) (9-1) 


Since the phase angle ¢ is constant in amplitude modulation and is 
determined by the instant in the carrier cycle at which it is decided to 
start observing time, there is no important loss of generality in setting 
¢ equal to zero. 
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Let the phase angle be zero and the amplitude be varied sinusoidally 
at modulation frequency wm between the limits 1+ M and 1 — M, as 
indicated by the equation 


A = K(1 + M sin ont) (9-2) 


in which K and M are constants and w,, is less than w;,. Equation (9-1) 
then becomes 


y = KA + M sin onl) sin ox (9-3) 


Equation (9-3) represents a wave the frequency of which is constant 
and the amplitude of which is varied at modulation frequency between the 


(a) 


Unmodulated carrier, y=K sinw,t 


(b) (OS J 


Modulation wave form, sin w,,t 


Modulated wave, y=K(I+Msin wmt) sin wt. 
Fie. 9-1.—Amplitude modulation. 


limits 1 + M and 1 — M, as shown in Fig. 9-1 for several values of M. 
The coefficient M, which is called the modulation factor or degree of 
modulation, determines the extent to which the carrier is modulated. 
When JM is zero, the carrier is unmodulated and its amplitude remains 
constant, as shown by curve a of Fig. 9-1. When M lies between zero 
and unity, the modulated wave is of the form of curve c of Fig. 9-1. 
When & is unity, the amplitude varies between zero and twice the 
unmodulated value, as shown by curve d of Fig. 9-1, and modulation is 
said to be complete. 
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It should be noted that there is no direct relation between the ampli- 
tude of the envelope of the modulated wave c or d and the modulation- 
frequency wave 6 in accordance with which the modulation is performed. 
The degree of modulation associated with modulation excitation of given 
amplitude depends not only upon the amplitudes of the carrier and. modu- 
lation excitations, but. also upon the characteristics of the circuit by 
means of which the carrier is modulated. In particular, the modulation 
factor is not necessarily unity when the carrier and modulation-excitation 
voltages impressed upon a modulator are equal in amplitude. The 
wave form and frequency of the envelope are, however, the same as those 
of the modulation excitation applied to the modulator unless the modula~ 
tor introduces distortion in the form of undesired frequency components. 

In the simple case that has been discussed, in which the wave is 
assumed to be’ sinusoidally modulated, the modulation factor is equal 
to the ratio of the difference between the maximum or minimum ampli- 
tude of the modulated wave and the amplitude of the unmodulated 
carrier wave to the amplitude of the unmodulated carrier wave. . When 
the modulating wave is not sinusoidal, however, the maximum increase 
and decrease of amplitude from the unmodulated value may not be equal, 
and a more general definition of modulation factor is necessary. The 
modulation factor is defined as the maximum departure (positive or 
negative) of the envelope of the modulated wave from its unmodulated 
value, divided by its unmodulated value. The modulation factor times 
100 per cent is called the percentage modulation. Sometimes in the dis- 
cussion of an asymmetrically modulated wave it is necessary to dis- 
tinguish between the modulation factors corresponding to the minimum 
and the maximum amplitudes of the modulated waves. These are called 
the inward and outward modulation factors, respectively. 

9-3. Side Frequencies in Amplitude Modulation.—By trigonometrical 
expansion, Eq. (9-3) may be changed into the form 


y = K sin ont — 4K M [cos (we + om)é — cos (we — wm)t] (9-4) 


Equation (9-4) shows that an amplitude-modulated wave is made up of 
three components having frequencies equal to the carrier frequency, the 
carrier frequency plus the modulation frequency, and the carrier fre- 
quency minus the modulation frequency. The process of amplitude 
modulation therefore involves the generation of sum and difference 
frequencies, called the upper side frequency and the lower side frequency, 
respectively. When the carrier is modulated by a band of modulation 
frequencies, applied individually or simultaneously, the side frequencies 
lie in bands, called the upper side band and lower side band. The fre- 
quency width of the side bands is the same as that of the modulation- 
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frequency band. It is important to note that the modulation frequency 
is not in itself present in the modulated wave. 

For reasons stated in the introduction to this chapter, carrier fre- 
quencies used in transmission by means of electromagnetic radiation 
lie in the radio-frequency range. It is entirely possible, however, to 
modulate an audio-frequency carrier by means of signals of lower audio 
frequency. This is done in carrier telephony over wires.' If telephone 
signals were transmitted only at their original audio frequencies, only 
one conversation could be transmitted at one time over a pair of wires. 
By modulating carrier frequencies with the voice frequencies, however, a 
large number of conversations can be transmitted simultaneously. 
Suppose, for instance, that the range from 100 to 2500 cps is adequate 
for the transmission of intelligible speech. Then the modulation of 


Carrier input Modulated output 
E, sin wyt e. E,(ItMsin catveineact 
R-f by-pass---; = 
condenser 
Modulation input 
E;sinw,,t 


Fig. 9-2,—Van der Bijl modulator. 


carriers of 3000, 6000, 9000, 12,000 cps, etc., will result in the production 
of upper side bands in the ranges 3100 to 5500, 6100 to 8500, 9100 to 
11,500, 12,100 to 14,500 cps, etc. The carrier and lower-side-band 
components of the modulated waves can be removed by means of filters. 
The upper side bands, together with the original voice band, can then be 
transmitted simultaneously without interference. This is known as 
single-side-band transmission. At the receiving end the frequencies in 
the various channels are separated by band-pass filters and reconverted 
to the original 100- to 2500-cycle range by a similar process. In modern 
carrier telephony systems carrier frequencies of 20 ke or higher are used. 

9-4. Amplitude Modulation by Curvature of Tube Characteristics.— 
Amplitude modulation by means of vacuum tubes is based upon inter- 
modulation resulting from either curvature of an electrode or transfer 
characteristic or from the cutting off of an electrode current. Although, 
for reasons that will be explained, modulation by curvature of tube char- 
acteristics is now seldom used, the theory is nevertheless of importance. 
Figure 9-2 shows the circuit diagram of the van der Bijl modulator, which 
makes use of curvature of the transfer characteristic. In this circuit 
the carrier and modulation frequencies are impressed upon the grid 


1Coupirts, E. H., and BhackweE tt, O. B., J. Am. Inst. Elec. Eng., 40, 205 (1921). 
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circuit of a triode or multigrid tube and the modulated voltage is taken 
from a parallel-resonant plate circuit, tuned to the carrier frequency. 

A graphical explanation of the operation of the van der Bijl modulator 
can be given with the aid of a transfer diagram. Figure 9-3 shows that, 
when only the carrier excitation is 
impressed upon the grid, the ampli- 
tude of the carrier-frequency plate 
current is much greater for the 
smaller grid bias #,’ than for the 
larger bias £,’’. If the bias is 
varied between these values, the 
amplitude of the carrier component 

= of the plate current also varies. 
+} 4 “~~ Eg sin wy t The bias is varied in effect at 

Fre. 9-3.—Variation of amplitude of modulation frequency by choosing 
carrier-frequency plate current with grid a0 intermediate value of bias F, 
bias. and also applying the modulation 
excitation voltage, as shown in Fig. 9-4. The wave a of plate current 
may be separated into the components b and c of Fig. 9-4. Curve b may 
be further resolved into a steady component, a modulation-frequency 
component, and modulation-harmonic components; curve ¢ into a 
varying-amplitude carrier-frequency component (carrier plus  side- 
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Fia. 9-4.—Amplitude modulation by curvature of the transfer characteristic. Waves (5) 
and (c) are two components into which the wave (a) of plate current may be resolved. 
frequency components) and carrier-harmonic components. Since the 
plate load is tuned to the carrier frequency, the impedance of the plate 
circuit is high at the carrier frequency and at the side frequencies, which 
do not differ greatly from the carrier frequency (inasmuch as the modu- 


Szc, 9-4] MODULATION AND DETECTION 289 


lation frequency is normally much lower than the carrier frequency), but 
negligible at the other frequencies contained in the plate current.! 
The voltage appearing across the load is therefore of the form of the 
varying-amplitude carrier component of curve ¢ of Fig. 9-4, 7.¢, the 
desired modulated wave. ; 

A more rigorous analysis of modulation by characteristic curvature 
may be made by means of the series expansion for alternating plate 
current. The alternating plate current, as given by the first two terms 
of the series expansion, is 


typ = Dare + Dare? (9-5) 
where ; 


e =e a (3-42) 


If the excitation voltage e contains two components Fz sin wt and Ey 
SIN Wt, 


e = Ee sin ont + Ey sin wnt (9-6) 
and the alternating plate current is 


tp = (a1). 2 sin. wxt + (1) mE1 Sin wrt : ; 
: + Zae(He sin wit + Hy sin Gat)? (9-7) 


Expansion of Eq. (9-7) shows that the alternating plate current contains 
components whose frequencies are the carrier frequency, twice the carrier 
frequency, the modulation frequency, twice the modulation frequency, 
and the upper and lower side frequencies, as well as steady components. 
As pointed out in the last paragraph, since the impedance of the load 
is high only at the carrier and side frequencies, only these frequencies 
have appreciable amplitudes in the output. The output voltage is 
therefore equal to the sum of the products of the carrier and side-fre- 
quency currents by the corresponding values of the load impedance 
at these frequencies, ; 


& = a1(2) Ee sin wit + (G2)i4m(%)ermliEe sin (we + wm)t 
- pam (2) ¢—m(2b) emia ie sin (wr = Wm)t (9-8) 


If the resonance curve of the plate load is symmetrical and the circuit is 


i The tuning of the resonant circuit must be broad enough so that the circuit 
can respond to the side frequencies. That the tuning should not be too sharp also 
follows from the fact that high selectivity is an indication of low damping. If the 
damping is too low, the amplitude of oscillation of the resonant circuit does not 
decrease in response to modulation-frequency changes of alternating plate current 
amplitude, and so the tuned circuit will tend to oscillate at constant amplitude. 
Hence the output voltage will be a constant-amplitude carrier-frequency voltage, 
instead of the desired amplitude-modulated voltage. 
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accurately tuned to the carrier frequency, the load impedance is the same 

at the two side frequencies and the coefficients (a2) 44m and (d2)4—-mare equal 

and may be replaced by the symbol a2. Equation (9-8) is then identical 
‘with Eq. (9-4) if the following substitutions are made in Eq. (9-4): 


K= a1 (2) .Be (9-9) 
and 
2a2(2) ktmH 1 
2 ee -10 
mM. ai(2s)x (9 ) 


This proves that the output voltage is an amplitude-modulated wave. 

Because Eq. (9-5) may be used to express the alternating plate current 
of a diode or a multigrid tube, as well as that of a triode, it follows that 
any type of vacuum tube may be used for this type of modulation. The 
two excitation voltages may be impressed upon the same electrode circuit, 
or upon the circuits of any two electrodes. Since e = e, + v,/u in Eq. 
(9-5), lower excitation voltages are required when they are impressed 
upon the control-grid circuit of a triode or multigrid tube than when 
they are impressed upon the plate circuit of a diode. Because the pro- 
duction of side frequencies in this type of modulation is associated with 
the second-order term of the series expansion, it is referred to as parabolic, 
or square-law, modulation. 

It can be seen from Eq. (9-10) that the modulation factor in this type 
of modulation is proportional to the amplitude of the modulation voltage 
and to the ratio a2/a:, but is independent of the amplitude of the carrier 
excitation. The amplitude of the side frequencies is proportional to both 
the carrier excitation amplitude and the modulation excitation amplitude 
and to a. Equations (3-57) and (8-60) show that, when yp is constant 
or nearly constant, a2 and @2/a; increase with dr,/d¢, and thus indicate 
that it is desirable, in square-law modulation, to operate at a point on the 
plate characteristic where the curvature is high. A grid bias that is equal 
to approximately one-half the cutoff value is generally used. 

Terms of higher order than the second, neglected in the foregoing 
analysis, give rise to components of plate current of other frequencies. 
The third-order term, for instance, is associated with the generation of 
frequencies equal to three times the carrier frequency, three times the 
modulation frequency, and twice-either the carrier or the modulation 
frequency plus or minus the other frequency. If the modulation excita- 
tion voltage contains more than one frequency, the plate current will also 
contain intermodulation components having frequencies involving the 
sums and differences of the various modulation frequencies, the carrier 
frequency, and their multiples. The objectionable intermodulation 
components are those whose frequencies lie within the side bands and 
are therefore not suppressed by the tuned plate circuit. These fre- 
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quencies give rise to distortion components that are superimposed upon 
the modulation frequencies when the modulation frequencies are again 
derived from the modulated wave by detection. Their presence is also 
evidenced by departure of the envelope of the modulated wave from 
the form of the impressed modulation excitation voltage. They are 
associated with the third- and higher-order terms of the plate-current 
series, and the ratio of their amplitudes to those of the desired side- 
frequency components is proportional to the (n — 2) power of the ampli-_ 
tudes of the modulation-excitation components that give rise to them, 
where n is the order of the term in the series with which they are 
associated. Distortion therefore increases with the amplitude of the 
modulation excitation, and hence also with the modulation factor, and 
may become objectionable at high values of modulation factor. 

9-5. Balanced Modulator.—Either the carrier or the modulation 
frequency, as well as many of the intermodulation frequencies, may be 
prevented from appearing in the output by the use of the balanced 
modulator shown in Fig. 9-5. One exci- 
tation voltage e1 is applied to the circuit 
in such a manner that it causes both 
grids to swing in the same direction, = E Output e, 
whereas the other voltage e: is applied 
so that it causes the grids to swing in bis 
opposite directions. If the grid excita- Hig: G6 > Balanved modulates, 
tion voltage of tube T is e: + e2, then 
that of tube T’ is e: — ez. Under the assumption that the two tubes are 
identical and the circuit symmetrical, the plate currents of the two 
tubes are 


ax(e1 + €2) + ae(er + eo)? + as(er tes)? + +++ (9-11) 
ae ai(er on €2) + ar(ey — 2)? + as3(e1 — €2)3 ane oh (9-12) 


Because the two plate currents flow through the two halves of the 
primary of the output transformer in opposite directions, the voltage 
across the secondary is proportional to the difference between 7, and 7,’. 


&o = A(ty = ty’) = 2Alares + 202€1e2 + A3(3e17e2 + €2°) + 
as(4er3e, + 4e1¢2*) + as(5e14e2 + 10e12e23 + eo5) + +--+] (9-13) 


tp 


tp 


where A is a constant of proportionality. Since a3 and a4 are small in 
comparison with a, and a2 and since the ratios of the third- and higher- 
order terms to the first and second decrease with decrease of modulation 
factor, the third- and higher-order terms may be neglected at small 
modulation factor. Equation (9-13) then simplifies to 


og = 2A (axe + 2a2€2¢1) (9-14) 
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If e: = Ey sin wnt and e2 = Es sin wt, Eq. (9-14) becomes, for resistance 


load, 
é, = 2Aaik, (1 +2 “4 Fi, sin ont) sin wil (9-15) 
1 


which is of the form of Eq. (9-3). For certain applications it is advan- 
tageous to use the balanced modulator in such a manner that the carrier 
is eliminated from the output. This can be done by making e, the 
carrier excitation and e2 the modulation excitation. The output then 
contains the modulation frequency and the 
side frequencies. At large values of modu- 
lation factor the second- and higher-order 
terms in Eq. (9-13) may not be negligible, 
indicating the production of undesired 
intermodulation frequencies. These are 
fewer in number than when a single tube 
is used, 

Figure 9-6 shows another form of the 
balanced modulator circuit whose action is similar to that of the circuit 
of Fig. 9-5. An analysis like that given for the first circuit shows that 
the output voltage is 


 @o = ZAlacler + e2)? + as(er + e2)* + °° * J (9-16) 


If only the first term is considered and e; = E, sin wt and eg = Ez sin wzt 
are substituted in Eq. (9-16), Eq. (9-16) becomes 


eo = 2Aa.|H iF cos (we = Wm)t = E,k, cos (wr + Wmyt 
+.$282 + $22? — 4EY cos Qomt — $4? cos 2w;t| (9-17) 


ete, g = 


Fig. 9-6.—Balanced modulator. 


The output of this circuit therefore contains neither the carrier nor the 
signal frequency but does contain the 
side frequencies. 

Balanced modulator circuits have §1Sinwmt 
numerous applications and will be re- 
ferred to in later chapters. . 

9-6. Amplitude Modulation by Com- Easinegt 
plete Rectification.—Because the degree 
of modulation attainablé in square-law F1¢- 9-7.—Diode modulator circuit. 
modulation without excessive distortion is small and because the power 
efficiency is low, modulation by means of vacuum tubes is now accom- 
plished almost entirely by making use of the unilateral conductivity of 
electron tubes, rather than of curvature of tube characteristics. Figure 
9-7 shows a simple diode circuit that can be used to produce a modulated 
voltage. The parallel resonant circuit is tuned to the carrier frequency. 


Output 
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The action of the circuit of Fig. 9-7 can be explained with the aid of 
the dynamic. tube characteristic. ‘Since the tube is a perfect conductor, 
z.€., since current flows in one direc- 
tion only, plate current flows only 
during portions of the cycle in which 
the plate is positive, and so the 
plate current consists, in general, of 
pulses. The manner in which the 
plate current varies with time when a 
carrier-frequency excitation voltage 
is applied to the circuit is shown in 
Fig. 9-8 for several values of fixed 
plate biasing voltage H,. Because 
the current pulses occur at carrier- 
frequency intervals, the plate current 
contains a carrier-frequency com- 
ponent, the amplitude of which in- 


Plate current 


ki : Fic. 9-8.—Variation of amplitude 
creases as the bias is changed in a of alternating plate current with bias in 


positiv e direction between values # diode modulator circuit having carrier 


3 excitation only. 
equal to minus and plus the crest 


excitation voltage. If the bias E, is replaced or supplemented by a 
modulation-frequency alternating voltage, the amplitude of the carrier 
component of plate current varies at modulation frequency. This is 


Plote current 


|! “Plate excitation ‘Time 


voltage 


fanart fl pnnasco 


S--E, sinwyyt . 
FE, sinwayt 


Fig. 9-9.— Amplitude modulation by complete rectification. Waves (b) angl (c) are two 
components into which the wave (a) of plate current may be resolved. 


accomplished by impressing the modulation excitation in series with the 
carrier excitation.and optional bias, as in Fig. 9-7. The forms of the 
total excitation voltage and of the resulting plate current when the fixed 
bias is zero are shown in Fig. 9-9. The wave a of plate current may be 
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separated into the components shown by curves 0 and c of Fig. 9-9. 
Curve 6 may be further resolved into a steady component and com- 
ponents whose frequencies are the modulation frequency and its 
harmonics. Curve c may be resolved into a varying-amplitude carrier- 
frequency component and carrier-harmonic 
components. Since the resonant circuit is 
tuned to the carrier frequency, its impedance 
is high only at the carrier and side fre- 
quencies, and so only the modulated-carrier 
component of plate current produces appre- 
ciable output voltage. 

The action of the diode modulator can 
be explained also with the aid of a modula- 
tion characteristic, which is a curve of ampli- 
tude of carrier-frequency output voltage as 
a function of direct voltage HZ, at constant 
amplitude of carrier excitation Z,. A theo- 


aa +1 


0 
Ey / Ez 


Fria. 9-10.—Ideal linear diode . ee ae ‘ 
siSduletion aie ctance and retical analysis indicates that if the tube 


(dotted) typical experimentally characteristic were linear down to zero cur- 


determined characteristics. y 
ee rent and the load were a pure resistance, 


the fundamental component of output voltage HE, resulting from 
carrier excitation of amplitude #, would vary with #, in the 
manner indicated by the solid curve of Fig. 9-10 (see Sec. A-2 
of the Appendix). Experimental curves, obtained by means of the 
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« Fig. 9-11.—Essentially undistorted linear diode modulation. 


circuit of Fig. 9-8, differ from this theoretical curve because of 
curvature of the diode characteristic and* because the load is not a 
resistance. When the L/rC ratio of the tuned circuit is high, the curve 
flattens off at a positive value of #, that is considerably less than Ez, 
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as shown by the dotted curves of Fig. 9-10. In the circuit of Fig. 9-8, 
the filtering action of the resonant circuit suppresses all but the funda- 
mental carrier frequency from the output voltage. Figure 9-11 shows 
the manner in which the amplitude Ey 
of the carrier-frequency output volt- 

age varies when FE, is varied periodi- Amplitude of carrier 
cally over an essentially linear range frequency output 
of the modulation characteristic in __voltage % 
accordance with a wave of modula- 
tion excitation voltage. It can be 
seen that the wave of output voltage 
amplitude, which is the envelope of 
the modulated wave, has the same 
shape as the modulation excitation 
voltage. The modulated wave of 

Fig. 9-11 is undistorted and contains Lips ulation Modulated output 

only the desired carrier and side pycitotion voltage 
frequencies. When the range in Fie. 9-12.—Modulation distortion re- 
which EH, varies is not confined to _ sulting from high negative bias in a diode 
the linear portion of the modula- ™°t#tor- 

tion characteristic, the wave form of the modulation envelope differs from 
that of the modulation excitation voltage and the output contains 
undesired intermodulation frequencies that will cause distortion when 
the modulation frequencies are derived from the modulated voltage wave 


L— —— —— 
— 


4 mplitude of 
carrier -fre- 
quency oufput 
voltage 


Modulation 
excitation 


Modulated output voltage 
Fie. 9-13.—Modulation distortion resulting from excessive modulation excitation voltage. 
by detection. Figure 9-12 shows the manner in which incorrect choice 
of biasing voltage HE, results in distortion of the modulated wave, and 
Fig. 9-13 shows how the modulated wave is distorted by excessive 
amplitude of modulation excitation voltage. 
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Because the amplitude of the carrier-frequency output voltage can 
be made to vary essentially linearly with instantaneous modulation 
excitation voltage when the modulator circuit is properly designed and 
operated, modulation by complete rectification is called linear modulation. 
The close approach to linearity that can be achieved in practical circuits, 
and the resulting freedom from excessive distortion make linear modula- 
tion far superior to square-law modulation. 

9-7. Linear Plate and Grid Modulation— Although the simple 
diode modulator circuit of Fig. 9-7 is useful in studying and demon- 
strating the principle of linear modulation (see Prob. 9-10), it is not used 
in practice, since triode or multigrid-tube circuits require lower excitation 
voltages and have higher efficiency. Generally the carrier excitation 
is applied to the control grid of a triode or tetrode and the modulation 


L-E, sin wpy,t 


&c 


i 
J 
=f, sin wt 


Fig. 9-14.—Graphical explanation of linear plate modulation. 


excitation to the plate. Complete rectification takes place because of 
plate-current cutoff. This type of modulation is called linear plate 
modulation (plate-voliage modulation). The circuit of the linear plate 
modulator is similar to that of Fig. 9-2, but the modulation input trans- 
former is in the plate circuit, instead of in the grid circuit. A graphical 
explanation of the operation of the circuit may be given with the aid of 
‘Fig. 9-14. Hy. and #, are the operating plate voltage and grid bias. 
Curve a shows the form of the plate-current pulses produced when the 
carrier excitation voltage EH. sin wt is impressed upon the grid circuit. 
Curves 6 and c show the plate-current pulses for the higher direct plate 
voltage H,’ and for the lower direct plate voltage H,’’, respectively. 
When the plate voltage is varied periodically between these limits by 
means of the modulation excitation voltage #1 sin wnt, the plate current 
varies in the manner indicated by curve d. The tuned plate circuit 
converts the carrier and side-frequency components of plate current 
into output voltage, giving the modulated output voltage wave e. The 
modulgtion characteristic is similar in shape to that of the diode linear 
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modulator, being nearly linear over a wide range of direct voltage. 
When the grid is biased somewhat beyond cutoff, the operation is essen- 
tially linear, and so very little distortion results even at 100 per cent 
modulation. Less power need be furnished by the source of carrier 
excitation than in a diode circuit, and the amplification produced by the 
tube reduces the required carrier excitation amplitude below that required 
with a diode. 

In linear plate modulation the source of modulation voltage must 
furnish a large part of the’ power supplied to the plate circuit. The 
power that must be supplied by the source of modulation voltage is 


ip 


3--— Unmodulated carrier 
excitation voltage 


~~-Carrier plus signal 
excifartion voltage 


‘Signal excitation voltage 
Fra. 9-15.—Linear grid modulation. A parallel resonant circuit converts the carrier and 
side-frequency components of plate current into output voltage. 


less in linear grid modulation (grid-bias modulation) in which the modula- 
tion voltage, as well as the carrier voltage, is applied to the grid circuit.1 
Linear grid modulation has the additional advantage of requiring much 
lower modulation excitation voltage, but gives somewhat higher dis- 
tortion and is less efficient. Linear grid modulation is illustrated 
graphically in Fig. 9-15. As in other modulation circuits, the tuned 
plate load converts the carrier and side-frequency components of plate 
current into output voltage. 

In properly designed circuits distortion as low as 2 per cent may be 
attained at 100 per cent modulation in linear plate modulation and as 
low as 5 per cent in linear grid modulation. The distortion can be 
reduced below these values by the use of inverse feedback. 

Several modifications of the basic linear modulation circuits have 
been developed in order to increase the efficiency or to reduce the required 
modulation-frequency exciting voltage. The modulation excitation 


1 Kisupaves, A. W., and Coram, R. E., Proc. [.R.E., 21, 212 (1933). 
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may, for instance, be applied in series with the cathode of a triode, it 
may be applied simultaneously to the plate and screen of a tetrode or of 
a beam pentode, or it may be applied to the suppressor of a pentode.! 

Equation (9-4) shows that the carrier-frequency component of an 
amplitude-modulated wave is independent of the degree of modulation. 
The continuous radiation of energy associated with the carrier com- 
ponent of the wave limits the efficiency that may be attained in a, trans- 
mitter. Several systems of amplitude modulation that give higher 
efficiency have been proposed.? As will be shown in a later section, 
higher efficiency is also attained in frequency modulation. 

9-8. Graphical Modulation Analysis.—The theoretical performance 
of modulators may be determined graphically by the following method :? 


1. By applying Eq. (4-30) to the plate or transfer diagram of the tube or by 
a more accurate graphical method, determine the fundamental carrier-frequency 
component of plate current or output voltage for the given carrier excitation 
voltage and various values of direct voltage applied to the electrode to which the 
modulation excitation is to be applied. Using these values, plot the modulation 
characteristic (fundamental component of plate current or putput voltage vs. 
direct voltage). 

2. Treating this modulation characteristic just as an ordinary dynamic 
transfer characteristic, determine the fundamental and harmonic components 
of the modulation envelope, or the distortion factor, by application of Eqs. (4-29), 
(4-30), or (4-31) or Table 4-I. If preferred, the modulation envelope may 
be derived by graphical construction as in Figs. 9-11 to 9-13. Thus, if the curve 
of Fig. 9-16 represents the variation of fundamental carrier output voltage with 
direct grid voltage for the given carrier excitation, then Fmax and Fin are the 
maximum and minimum amplitudes of the modulated output voltage for the grid 
bias and wave of signal voltage shown, and F, is the amplitude of the unmodulated 
carrier, Substituting Fina, fo, and Fin in Eq. (4-87) (instead of Imax, In:, and 
Imin) will give the percentage second harmonic of the signal in the modulated 
wave. Curve 6, constructed by projecting from curve a to the modulation 
characteristic at various instants in the cycle, represents the upper half of the 
envelope of the modulated wave. 


It is evident that, if the three-point equations (4-29) and (4-37) are used 
in the second step, it is unnecessary to plot the modulation characteristic. 
Only the three values Fux, fo, and Fmin need be found. The method 
used to derive the modulation characteristic should be of higher order 
of accuracy than that used to determine the distortion from the modula- 


1 Green, C. B., Bell Lab. Record, 17, 41 (1938). 

2 Currerx, H., Proc. I.R.E., 23, 1370 (1935); Douerty, W. H., Proc. I.R.E., 24, 
1163 (1936); Doms, R. B., Proc. I.R.E., 26, 963 (1938); GaupErNack, L. F., Proc. 
I.R.E., 26, 983 (1938); Roprr, H., Proc. I.R.H., 27, 386 (1939); Vancz, A. W., Proc. 
I.R.E., 27, 506 (1939). 

3 Pererson, E., and LuEwE.uyn, F. B., Proc.-I.R.E., 18,.38 (1930). 
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tion characteristic. In using the three-point equation to find the per- 
centage second harmonic of the signal, therefore, Pax, Fmin, and F, 
should be evaluated by the five-point equations (4-30) or (4-31) or the 
seven-point equations of Table 4-I. 

A similar three-point method may be used in determining the dis- 
tortion of a modulated signal by an amplifier.! In this case the modula- 
tion characteristic of the amplifier is a curve of fundamental carrier 
output vs. amplitude of unmodulated carrier excitation at the given 
operating voltages. 

9-9. Secrecy Systems (Speech Scramblers).2—The use of radio 
as a means of transmitting private conversion has necessitated the 
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Fie, 9-16.—Use of the modulation characteristic in the graphical determination of modula- 
tion distortion. 


development of methods of making transmitted speech unintelligible 
when received with an ordinary radio receiver. The balanced modulator 
affords one method of accomplishing this result. In Fig. 9-5 let e 
be the voice input and e: be a 3100-cycle carrier voltage. The output 
will:contain the carrier and .the side frequencies, as well as higher-order 
intermodulation frequencies. The carrier, the upper side frequencies, 
and most of the higher-order frequencies can be removed from the output 
by a low-pass filter that cuts off slightly below 3100 cps. The lower 
side band represents a band of frequencies that is inverted with respect 
to the input signal band. The application of voice frequencies ranging 


1 Ferris, W. R., Proc. I.R.E., 23, 510 (1935). 

2 Fayarp, G., Bull. soc. frang. élec., 9, 1146 (1929); 10, 328 (1930); Kustrat, T., 
and Saxamoro, T., Radio Research (Japan) Rept., 2, 175 (1932) Gn English); Marsv- 
yAKI, T., Radio Research (Japan) Rept., 2, 187 (1932); Niwa, Y. and Hayasut, T., 
Radio Research (Japan) Rept., 2, 195 (1932); Cursa, &., Radio Research (Japan) Rept., 
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October, 1943, p. 108. 


300 APPLICATIONS OF ELECTRON TUBES [Cuar. 9 


from 100 up to 3000 cps produces output frequencies ranging from 
3000 cps down to 100 cps, the high frequencies being converted into 
low and the low into high. Thus, a 100-cycle input voltage gives a 
3000-cycle output voltage, whereas a 3000-cycle input voltage gives a 
100-cycle output voltage. A 1550-cycle signal passes through without 
change of frequency. This frequency transposition converts normal 
speech into unintelligible gibberish, which can be reconverted into 
intelligible sounds by a similar frequency transposition at the receiving 
end. ‘To correct for differences between. the two tubes of the balanced 
modulator, resistance and capacitance balances must be employed in the 
modulator plate circuit, as shown in Fig. 9-17. For satisfactory results 
it is usually necessary to provide adjustment of the amplitude of the 
3100-cycle carrier input to the modulator. 


= ~T | Amplél 
va I d fier |S 
nip ; 
> Scrarn bled 

output 


Voice / 
input T: 


Tand T’-56, 53 or 6N7 


Fig. 9-17.—Simple circuit for frequency inversion (speech scrambler). 


By using a higher value of carrier frequency, the signal band can be 
simultaneously shifted and inverted. The difficulty of “unscrambling” 
can be increased by breaking up the voice input into a number of small 
bands and inverting and shifting each of these. More complicated 
circuits are used in practical secrecy systems for radio telephony. 

9-10. Detection of A-m Waves.—The process whereby the modula- 
tion frequency is derived-from a modulated wave is a special case of a 
more general process called detection. Detection may be defined broadly 
as the process whereby the application of a voltage of a given frequency or 
frequencies to a circuit containing an asymmetrically conducting device 
produces currents of certain desired frequencies or desired changes in 
average current. The detection of a modulated wave to produce the 
modulation frequency is often termed demodulation in the United States.! 
Other examples of detection are the production of a difference or beat 
frequency by the simultaneous application of two frequencies to a 
detector, and the production of a steady voltage or current by the applica- 
tion of an alternating voltage. According to the broad definition just 
given, modulation may, in fact, be considered to be a special form of 


1“ Standards on Radio Receivers,” p. 5, Institute of Radio Engineers, New York, 
1938. 
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detection. As already pointed out, the processes involved in amplitude 
modulation are similar to those involved in detection of amplitude- 
modulated waves. Detection of amplitude-modulated voltages, like 
their production, may be accomplished either as the result of curvature 
of vacuum-tube characteristics or as the result of complete rectification. 

9-11. Detection by Curvature of Current-voltage Characteristic. 
If a wave of alternating voltage is applied to the grid or plate circuit 


ae Cg= Ey sinayt 


i 


Fig. 9-18.— Detection of an a-m wave by curvature of a triode transfer characteristic. 


of a diode or triode, together with proper operating voltages to bring 
the operating point to a point of the characteristic where the curvature 
is high, the wave of plate current is asymmetrical, as shown by the 
transfer diagrams of Figs. 3-19, 3-21, and 9-18. If the input wave is 
sinusoidal, the plate current contains a steady component, the applied 
. frequency, .and its harmonics. If the excitation voltage contains two 
or more frequencies, the plate current contains components having 
these frequencies, their harmonics, and the sums and differences of the 
impressed frequencies and their integral multiples, and a steady com- 
ponent. This process of frequency generation, which is identical with 
that of the production of a modulated wave by curvature of the char- 


302 APPLICATIONS OF ELECTRON TUBES [Cuapr. 9 


acteristic, has already been discussed in Secs. 3-23 and 9-4. The produc- 
tion of a difference-frequency voltage by the simultaneous application 
of two voltages of different frequencies to a detector is of value in hetero- 
dyne radio receivers (see Sec. 9-25) and heterodyne (beat-frequency) 
oscillators (see Sec. 10-52). 

Figure 9-18 shows the form of the asymmetrical wave of plate current 
for unmodulated carrier excitation and for excitation consisting of an 
amplitude-modulated voltage. The wave may be analyzed into a 
number of components, including that indicated by the dotted line, 
which shows the average current in each carrier-frequency cycle. For 
modulated excitation the dotted curve is seen to contain a steady com- 
ponent and an alternating component having the same frequency as the 
envelope of the impressed modulated voltage, 7.e., modulation frequency. 
The plate load impedance serves to convert the component of plate 
current of desired frequency, the modulation frequency, into output 
voltage and to suppress the carrier-frequency components. This is 
accomplished by using for the load the parallel combination of a high 
resistance and a condenser whose reactance is negligible at carrier fre- 
quency but high at modulation frequency. 

9-12. Analysis of Square-law Detection—The process of detection 
by means of curvature of vacuum-tube characteristics can be analyzed 
rigorously by use of the series expansion for alternating plate current. 
At small values of excitation voltage the plate current may be expressed 
approximately by the first two terms of the series. 


dp = aie + are? , (9-18) 
If the exciting voltage is amplitude-modulated, 


e= #1 + M sin ont) sin ot = E;, sin wit 
+ $ME, [cos (wx + wm)t — Cos (we — wm)é] (9-19) 


If Eq. (9-19) is substituted in Eq. (9-18), the first term of Eq. (9-18) 
. gives rise to carrier and side-frequency components. The second term 
gives rise to three steady components, three components of frequency 
double those of the carrier and side frequencies, and six components of 
frequencies equal to the sums and differences of the carrier and side 
frequencies, taken in pairs. If the impedance of the plate load is negligi- 
ble at carrier and higher frequencies but high throughout the range of 
modulation frequency, the voltage developed across the load will con- 
tain only those frequencies which lie in the modulation-frequency range. 
The upper side frequency minus the carrier frequency and the carrier 
frequency minus.the lower side frequency are both equal to the modula- 
tion frequency; the difference between the two side frequencies is equal 
to twice the modulation frequency. The voltage across the load is 
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Co = (G2) etme (20) min?M COS wat + $(d2)%—e—m (2) mEP2M Cos wmt 
ee a ee .* a ea 


(wz + @m) — wy, — (WE — Om) 
+ 42) (etm) —e—m) (2) om? M 2 608 2wnt (9-20) 
ee et ea 


(wx + Wm) — (wr mr ®m) 


The first two terms of Eq. (9-20) have the desired modulation fre- 
quency. Because these components are derived from the second term 
of the-plate-current series and because their amplitudes are proportional 
to the square of the carrier amplitude of the modulated input voltage, 
this type of detection is known as square-law detection. The third 
term of Eq. (9-20) represents the second harmonic of the modulation 
frequency. Since the input to the detector was assumed to be sinu- 
soidally modulated, this term indicates distortion in the process of 
detection. 

The impedances z, and the coefficients a, in Eq. (9-20) are not the 
same in all three terms, since the frequencies are different. The values 
of a, may be determined as explained in Sec. 3-24. If u is assumed to be 
constant, Eq. (8-57) gives the following values of a2 for the three terms 
of Eq. (9-20): 

— 3u?rp(Orp/des) 


(G2) (e-+m)—k = [ro + (2s) e4mllr> + ay + (2) m 
a — 5p°rp(Orp/ der ~ 
(G2)k—Ge—m) = [to + (e)allto + (%)x—m][rp + (Ze) ml (9-21) 
— 4u*rp(Orp/de) 


(23) etm—t-m = [rp + (Z)irm|[rp + (Z)e—m] lr» + (25) 2m] 


Because the load impedance is assumed to be negligible at carrier and 
side frequencies, (2s)rim, (2o)k—m, and (2), may be neglected in com- 
parison with r, in Eqs. (9-21). Equations (9-21) then reduce to 


3 (a2) (k+m)—k = A2,b—(k—m) = 3 Where) 06) = 3 BiG ee!) 
: Tyltp + (2) ml Tp + (2)m 
(42) (e-+m)—ce—m) = iia (te) 06%") | 
tT, + (2) 2m 


(9-22) 


The output voltage is 


07%, | (26) m 


— 172M 2%», 2% (Zs) 2m 
€o ain My Tp Bee? Tp + (2) m 


Lp + (2b) 2m 


COS mt + cos Dent (9-23) 

If the load impedance at twice the modulation frequency does not 
differ greatly from that at modulation frequency, which is normally 
true, the ratio of the second harmonic to the fundamental modulation- 
frequency output of the detector approximates 4M, which has a value 
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of 25 per cent for 100 per cent modulation. A more complete analysis 
shows that, if the carrier if modulated simultaneously by a number of 
modulation frequencies, the detector output contains also components 
whose frequencies are the sums and differences of the various modulation 
frequencies and whose amplitudes are proportional to the products 
of the corresponding modulation factors. It is these sum and difference 
frequencies, which are generally inharmonically related to the modulation 
frequencies, rather than the harmonics, that cause objectionable dis- 
tortion in the reproduction of voice or music. Because the sum- and 
difference-frequency amplitudes are proportional to the products of 
the modulation factors of the modulation-frequency components that 
give rise to them, the largest sum- or difference-frequency amplitude 
cannot exceed the largest second harmonic. Therefore the factor +M 
is a satisfactory distortion index in the detection of a modulated wave 
by a square-law detector. To prevent excessive distortion it is necessary 
to keep the degree of modulation low. Unfortunately, however, the 
amplitude of the fundamental output is also proportional to the modula- 
tion factor. The impossibility of maintaining high modulation without 
introducing excessive distortion represents one disadvantage of square- 
law detection. It is of interest to note that, since the third term of 
Eq. (9-20) arises from the difference between the upper and lower side 
frequencies, this term is absent when one side frequency is removed from 
the carrier before detection. Consideration of higher-order terms of 
the plate-current series shows that the detector output also contains 
other distortion terms, which may become of importance at high excita- 
tion voltage, as well as other modulation-frequency components. The 
above analysis is therefore accurate only when the excitation voltage is 
small. 

Because the amplitude of the detector output is proportional to 
E,?, small changes of amplitude of the detector input, such as might 
result from fading of a received radio wave, result in relatively large 
changes in output voltage. This is another disadvantage of the square- 
law detector. 

If additional carrier-frequency voltage, of amplitude E;’, in phase 
with the carrier component of the modulated input voltage, is supplied 
to the detector, the coefficient of the first term of Eq. (9-19) becomes 
E, + E;,/, and E;? in the first term of Eg. (9-23) is replaced by 


E,(E; + Ez’). 


This shows that the amplitude of the detector output can be greatly 
increased by the superposition of additional carrier voltage upon the 
modulated voltage applied to a square-law detector. Because of the 
difficulty of synchronizing the local oscillator to the received carrier, 
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this is not a practical method of increasing the amplitude of received 
radio signals. The difficulties of synchronization may, however, be 
eliminated by suppressing the carrier from the transmitted wave and 
applying it to the detector. If the carrier is removed from the modulated 
wave at the transmitter, the amplitude of the detector output is propor- 
tional to E,H,’. Another advantage of carrier suppression at the 
transmitter lies in the fact that the carrier component of the modulated 
wave requires at least twice as much power as the side-frequency com- 
ponents. This may be shown by computing the power supplied to a 
resistance by a generator whose voltage is of the form of Eq. (9-19). 

By substituting Eq. (9-19) in the second term of Eq. (9-18) and 
applying Eqs. (3-57), the student may derive the following expression 
for the change in the average plate current of a square-law detector 
when it is excited by a modulated voltage: 

00, 
es? 


2. 
Alna = 4Ex? re (M2 + 2) (9-24) 


p + To 
The variation of average plate current with carrier amplitude makes 
possible automatic volume control of radio receivers (see Sec. 9-26). 
Since e in Eq. (9-18) is equal to e, + vp/x, it follows that the foregoing 
analysis holds whether the modulated voltage is applied to the grid 
or to the plate of a triode or to the plate of a diode. The analysis is 
applicable also to tubes with more than one grid if excitation voltage is 
applied to only one grid. For a given input amplitude, however, the 
output will be » times as great if the modulated voltage.is applied to the 
grid as if it were applied to the plate. For this reason it is distinctly 
advantageous to apply the modulated voltage to the grid circuit. This 
has the additional advantage that, if the grid is not allowed to become 
positive, it does not draw current. 
9-12A. Frequency Converters.—It follows from the discussion of 
Sec. 3-23 that the simultaneous excitation of a square-law detector by 
two. different frequencies results in the generation, among other com- 
ponents, of those having frequencies equal to the sum and the difference 
of the impressed frequencies. If the plate circuit of the detector con- 
tains or is followed by a filter tuned to either the sum or the difference 
frequency, the output contains only this frequency. The detector 
therefore serves as a frequency converter. If one of the excitation 
voltages is modulated, and the other is that of an oscillator of fixed 
frequency, the detector output contains carrier and side frequencies 
equal to the oscillator frequency plus or minus the original carrier and 
side frequencies. The effect of the detector in conjunction with the 
“local” oscillator is therefore to convert all input frequencies to new 
values that are higher or lower than the original values by the frequency 
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of the oscillator. The filter must, of course, pass a band of frequencies 
of width equal to the original band width. 

In practical frequency converters the two signals are usually impressed 
upon two grids of a multigrid tube. By the use of special five-grid tubes, 
called pentagrid converters, it is possible to make a single tube serve both 
as the oscillator and as the detector. The first and second grids serve as 
the grid and plate, respectively, of a triode oscillator. The input signal 
is impressed upon the fourth grid. The third and fifth grids, which are 
tied together within the tube, serve both as a shield for the fourth grid 
and as accelerating electrodes similar to the screen of a tetrode. The 
output is taken from the plate circuit. Frequency converters are used 
in superheterodyne radio receivers, which are discussed further in Sec. 
9-25. When used in this manner they are called first detectors. 

9-13. Square-law Detector Circuits——Figure 9-19 shows the circuit 
of a single-tube square-law detector. The function of the condenser C’ 
is to prevent the direct voltage and changes of direct voltage resulting 
’ from detection from appearing in the 
output. R.. provides grid bias. A 
more nearly parabolic transfer charac- 


Cc 
Anput Ouiput teristic may be attained by the use of a 
balanced push-pull circuit. Such a cir- 
Fie. 9-19.--Square-law plate cuit, shown in Fig. 15-2, is occasionally 
detector. of value when a true square-law detec- 


tor is required for measuring purposes (see Sec. 15-2). Because of its 
relatively low output and its high second-harmonic distortion (10 per 
cent when M = 40 per cent, and 25 per cent when M = 100 per cent), 
the square-law detector has beeh largely replaced by types making use of 
complete rectification. 

9-14. Detection by Complete Rectification—-When a wave of 
modulated voltage is applied to a diode in series with a pure resistance, 
plate current flows only during the positive half cycles of impressed 
voltage, as shown in Fig. 9-20. The current wave consists of pulses 
and is very nearly a replica of the positive portions of the applied voltage 
wave, as shown in Fig. 9-20. It may be resolved into the components 
represented by curves a and 6. Curve a, which resembles the impressed 
modulated wave but is distorted, may be broken up further into com- 
ponents having frequencies equal to the carrier and side frequencies and 
their harmonics. Curve.b, which is the average current in each carrier- 
frequency cycle, may be further separated into a steady component and 
modulation-frequency and modulation-harmonic components. 

Normally the carrier frequency is so much higher than the modulation 
frequency that each carrier-frequency cycle of the impressed wave may 
be assumed to be sinusoidal. By the use of high load resistance (of 
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the order of 500,000 ohms), the curvature of the dynamic characteristic 


may be made very small. Each pulse of plate current then approxi- 

. . (1+ M sin wpt)E, . oe he 

mates a half sine wave of amplitude ae ae , in which r is the 
Pp 


resistance of the load, and r, is the a-c resistance of the tube during the 
time it conducts... The average current, averaged over one carrier- 
frequency cycle, is 


_ (L+M sin ont) FE; 


Iu = =, 2s) (9-25) 
and the average voltage across the resistance is 
E, Ls FEixr ME,r SIN Wnt (9-26) 


an ae ED) 


The first term of Eq. (9-26) represents the direct output voltage and the 
second term the modulation-frequency output voltage. 
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Fig. 9-20.—Graphical explanation of diode detection of a modulated wave. Waves a and 
b are two components into which the wave of plate current tp, can be resolved. 

The operation ‘of the diode d€tector is greatly improved by shunting 
the resistance with a condenser the reactance of which is low at carriér 
frequency but high at modulation frequency. The circuit is that of 
Fig. 9-21a. The condenser C increases the modulation-frequency 
output voltage and suppresses carrier and side-frequency voltagés 
from the output. The action of the circuit of Fig. 9-21a differs from that 
of the circuit in which the condenser is omitted. If only the condenser 


1 Although rp varies during the positive half cycle, r is so much larger than rp that 
the variationins, +rissmall. This is another way of saying that the slope 1/(rp +1) 
of the dynamic plate characteristic is nearly constant. 
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were used and the excitation consisted of an unmodulated carrier volt- 
age, the condenser would be charged to a voltage equal to the crest 
impressed voltage, which is the carrier amplitude. An increase of ampli- 
tude of impressed voltage would cause an equal increase of direct con- 
denser voltage but, because the tube is a perfect rectifier, the condenser 
could not discharge following a decrease of impressed voltage, and so the 
condenser voltage would not fall. The resistance allows the condenser 
to discharge when the amplitude of the impressed voltage is lowered. 


c’ c 
Input r C Output wf TOT EL: Output 
t r | | = 
(a) (b) 


Fie. 9-21.—Diode detector circuits. 


If the ratio of the resistance to the capacitance is made low enough, 
the condenser voltage can follow rapid reductions of amplitude. Then, 
when a modulated voltage is impressed upon the circuit, the condenser 
voltage is very nearly equal to the amplitude of the impressed voltage 
at all times, and so the condenser voltage is practically identical in 
wave form with the envelope of the impressed voltage. It therefore 
contains a steady component plus a modulation-frequency component. 


ylnput voltage 
RA 


Diode Current 


Fic, 9-22.— Wave forms of modulated input voltage, output voltage, and plate current in a 
diode detector circuit. 


The wave formsof the output voltage and of the diode current are illus- 
trated roughly in Fig. 9-22. (In order to show the behavior more clearly 
the ratio of carrier frequency to modulation frequency is made relatively 
low in Fig. 9-22 and the carrier-frequency ripple is made large.) It can 
be seen that current: flows through the diode only during the relatively 
short portions of the positive half cycles preceding the positive crests 
of impressed voltage throughout which the impressed voltage exceeds 
the condenser voltage. During the remainder of each cycle the con- 
denser discharges exponentially through the resistance. 
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The resistance r may be connected across the tube, as shown in Fig. 
9-21b, instead of across the condenser. The condenser then discharges 
through the resistance and source in series, instead of through the 
resistance alone. Since the impedance of the source is low at modulation 
frequency, this does not affect the behavior of the circuit. Because of 
the low impedance of the source at modulation frequency, the modulation- 
frequency voltage across the tube in the circuits of Fig. 9-21 equals 
that across the condenser C, and so the output may be taken from across 
the tube instead of from across the condenser. Carrier-frequency voltage 
will, however, then be present in the output. The condenser C’ in the cir- 
cuits of Fig. 9-21 prevents the appearance of direct voltage in the output. 


tT 


tos 


. Ex (14M sin wt) sin wyt 
Tr (one cycle) 


Fig. 9-23.—Diagram used in the derivation of Eqs. (9-35) and (9-37). 


9-15. Analysis of Ideal Linear Diode Detection.—Detection by 
complete rectification of a diode can be analyzed under the assumption 
that the diode static characteristic is a straight line passing through the 
origin, as shown in Fig. 9-23. The carrier frequency is assumed to be so 
much higher than the modulation frequency that each carrier-frequency 
cycle of the impressed voltage can be considered to be sinusoidal. Only 
one cycle of the impressed modulated voltage £,(1 + M sin wmt) sin wet is 
shown in Fig. 9-23. During the portion of the cycle in which plate 
current flows, some current flows through the resistance and the rest 
into the condenser. Since the condenser discharges through the resist- 
ance during the remainder of the cycle, as much charge flows through r 
in one cycle as is passed by the tube. The charge passed by the tube 
in one cycle, divided by the period of one carrier-frequency cycle, is 
therefore equal to the average current through the resistance. The 
product of this average current and the resistance is equal to the average 
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voltage across the resistance and condenser. If the reactance of the 
condenser at carrier frequency is very small in comparison with the 
resistance, the voltage #, across the condenser and resistance remains 
very nearly constant throughout the carrier-frequency cycle, and so 
may be assumed to be equal to the average voltage. The voltage EH, 
is of such polarity as to bias the tube negatively. Although #, is prac- 
tically constant throughout any carrier-frequency cycle, it varies with 
the amplitude of the modulated input voltage, 7.e., at modulation fre- 
quency, as will now be shown. 

It can be seen from Fig. 9-24 that the 
instantaneous plate voltage is equal to the 
instantaneous impressed voltage minus £,. 
Current flows when the instantaneous plate 
Fie, 9-24.—Diode detector voltage exceeds zero, as shown in Fig. 9-23. 

spate Current starts flowing in the given carrier- 
frequency cycle at a time ¢, after the beginning of the cycle such that 


Ex(1 + M sin wnt) sin wito — E, = 0 (9-27) 
or 
=F,1+ M sin mt) sin wito (9-28) 


Although Eq. (9-28) expresses the output voltage in terms of the carrier 
amplitude and the modulation factor, it is necessary to express sin wito 
- in terms of r and r, before the equation can be used. This may be done 
as follows: 

The instantaneous plate current is equal to the instantaneous plate 
voltage, divided by the plate resistance r,, which has been assuméd to be 
constant. 

_ B01 + M sin wnt) sin wt — EH, 
Tp 


(9-29) 


E, may be eliminated from Eq. (9-29) by means of Eq. (9-28). 
_ (1 + M sin wnt) 


Tp 


(sin wat — sin wats) (9-30) 
The charge that flows ote the tube thnoughont the nth carrier- 
frequency cycle is 


(Go ATe—& FL EM sin ‘on 
(n—~1)Te+to lp 


Q= t) (sin wit — sin wf.) dé (9-31) 


in which 7; is the period of the carrier-frequency cycle. 


E,(1 + M sin om 


WET p 


Q= t) [2 cos wats + (2wxt, — 2) sin wet.] (9-32) 
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The average current throughout the carrier-frequency cycle is 


I, = 2 =.Qee 
bk T Or 
_— Ex + M sin ont) | cos wxto + (ov = =) sin wrto | (9-38) 
Tl p 


But, since EF, & Iy.r, Eq. (9-27) may be written in the form 


: ie Tur 
SI Cie eT MT Sin Ga) (9-34) 


Substitution of Eq. (9-33) in Eq. (9-34) gives the following relation: 
sin wt = — | eos wrto + { wito — *) SiN wrt, (9-35) 
IT |. 2 


Although Eq. (9-35) cannot readily be solved for sin w;¢,. as a function of 
r/T» it is a simple matter to plot a curve of sin wy, vs. r/rp by substituting 


Detection Efficiency, D 


100. 500 1900 


r/ = 
Fig. 9-25.—Variation of diode detection efficiency with ratio of load resistance to plate 
resistance for several values of firC. 


various values of wit. in Eq. (9-35) and finding the corresponding values 
of r/r,. This gives the upper curve of Fig. 9-25. Such a curve shows 
that sin w:é is a single-valued function of r/r,. Since r and r, are con- 
stant in a given circuit, it follows that sin w:, is constant in Eq. (9-28). 
Hence the output of the ideal linear diode detector contains a steady 
component proportional to the carrier amplitude #;,, and a modulation- 
frequency component proportional to the carrier amplitude and to the 
modulation factor. Both components also increase with the ratio r/rp, 
in the manner indicated by the upper curve of Fig. 9-25. In contrast 
with detection by curvature of tube characteristics, detection by com- 
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plete rectification does not introduce harmonics of the modulation 
frequency if the tube characteristic is truly linear. As will be shown in 
Sec. 9-19, however, curvature of the diode characteristic results in some 
nonlinear distortion. - 

9-16. Detection Efficiency and Effective Input Resistance of the 
Ideal Linear Diode Detector.—The ratio of the amplitude of the modula- 
tion-frequency output voltage HZ, to the product H,M is called the 
detection efficiency and is represented by the symbol D. This may be 
stated symbolically by the relation 


EL, = DE,M (9-36) 


Inspection of Eqs. (9-26) and (9-28) discloses that the sum of the direct 
and modulation-frequency output voltages of the ideal diode detector 
is given by the relation 


EL, = DE, + M sin oi) (9-37) 


where Dis equal to sin w:¢. when the reactance of the detector condenser at 
carrier frequency is very small in comparison with r, and to r;/x(rp + 1) 
when the condenser is omitted. In Fig. 9-25 the detection efficiency is 
plotted against r/r, at zero and infinite carrier-frequency condenser 
reactance and at several intermediate values. These curves show 
clearly that the detection efficiency and therefore the output voltage are 
increased by the condenser. 

The carrier-frequency power taken from the source of detector input 
voltage may appreciably affect the operation of the voltage source. 
When the excitation voltage is taken from the output of a radio-frequency 
amplifier, for instance, the energy dissipation in the detector circuit 
reduces the sharpness of tuning of the amplifier. It is therefore often 
important to know how the power loss and the effective input resistance 
of the detector depend upon the detector plate and load resistances. 
The average power dissipated in the detector circuit in a given carrier- 
frequency cycle is equal to the integral, over the cycle, of the product of 
the instantaneous impressed voltage #,(1 + M sin wt) sin w,¢ and the 
instantaneous current 7, divided by the period of the carrier cycle. The 
current %, which is given by Eq. (9-30), flows during the time interval 
starting at the time ¢, after the beginning of the positive half cycle and 
ending at the time ¢, before the end of the positive half cycle, as shown 
in Fig. 9-23. The average power input during the nth carrier-frequency 
cycle is 


1 Ay? + M sin Wmt)? Tiare 
¢ 


; (sin wit — sin wets) sin wat di 
Tr Tp n—1)Tr-+to 


(9-38) 
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2 i 2 
ee E71 + M sin wnt) I ~ ost) — sin w;t, cos one (9-39) 


2aT p 


The effective input resistance may be defined as the equivalent resistance 
that would dissipate the same average power as the detector in each 
carrier-frequency cycle as the result of application of the same modulated 
voltage. According to this definition, the power dissipated in each cycle 
is equal to one-half the square of the crest applied voltage in that cycle 
divided by the effective input resistance. 


$[E.(1 + M cos wnt)]? 


Te 


P; = (9-40) 


Substitution of Eq. (9-39) in Eq. (9-40) gives the following expression 
for the effective input resistance: 


TT p 


t= 
T : 
(; — ost) — SIN wylo COS wyto 


(9-41) 


The values of wast, Sin wit, and cos w,t, for various values of /"p can be 
found with the aid of Eq. (9-35). 

A similar analysis (see Prob. 9-6) shows that when the condenser is 
omitted from the detector circuit the 
effective input resistance is 


Te = U(r, + 1) (9-42) 


In Fig. 9-26, r./rp is shown as a function 
of r/r, for infinite and for zero condenser 
reactance. In both casesr, = 2r, when 
“t» = 0. For large values of r/rp, re ap- 
proaches the value $r for zero reactance 13510 50100 5001000 
and 2r for infinite reactance. The con- c 
denser therefore lowers the effective : 
input resistance. Fee pes nl ee 
9-17. Ideal Linear Diode Detection input resistance of a diode detectcr 
of A-m Wave of General Form—An ‘°° 
examination of the equations of Secs. 9-14 and 9-15 shows that the 
integrands of the integrals evaluated in the analysis of the ideal linear 
diode detector do not involve the factor E,(1 + M sin w,t) which 
defines the form of the envelope of the modulated wave, and that this 
factor is therefore carried outside of the integral sign through all opera- 
tions. It appears in Eqs. (9-26) and (9-28) in unmodified form. If the 
modulated wave is of the much more general form E,f(é) sin wt, in which , 
f(@® is any function of time, the envelope factor E,f(t) replaces the factor 


Tp 
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E,(1 + M sin emt) throughout the analysis and, particularly, in Eqs. 
(9-26) and (9-28).! This fact indicates that the wave form of a complex 
modulation voltage by means of which the carrier was modulated is not 
distorted in the process of detection by an ideal linear diode detector. 
The output voltage contains only the frequencies of the original modula- 
tion voltage. For a modulated voltage of general form, Eg. (9-37) 


becomes 
EH, = DE, f(t) (9-43) 


9-18. Ideal Linear Diode Detection of the Sum of Two Voltages of 
Different Frequencies.—The linear diode detector is sometimes used to 
produce a difference frequency as the result of the simultaneous applica- 
tion of two sinusoidal voltages of unequal frequency. To analyze this 


Fig. 9-27.—Resultant of two sine waves of equal amplitude and 5 to 4 frequency ratio. 


process it is necessary first to study the form of the resultant wave pro- 
duced by the addition of two sine waves. Figure 9-27 shows the resultant 
of two sine waves of equal amplitude and 5 to 4 frequency ratio. By 
adding waves that have both unequal frequency and unequal amplitude, 
the reader may show that, in-general, the resultant of two sine waves of 
somewhat different frequency resembles an amplitude-modulated wave. 
It differs from such a wave in that the points at which the resultant crosses 
the axis are not equally spaced, indicating additional phase modulation. 
The form of the envelope of the resultant wave and the manner in 
which the phase varies with time can be determined analytically. Let 
‘ the two impressed voltages be e; = E1 cos wit and eg = E, cos wot. The 
resultant voltage is 


é= Ey sin wit + E, sin wet (9-44) 
= Ey sin wyt + Ey sin [wit = (w1 — w2)t] (9-45) 


By expanding the second term of Eq. (9-45) and collecting terms in 
sin wit and cos wit, Eq. (9-44) may be transformed into 


e = Esin (wit — 9) (9-46) 
1 Roper, Hans, Proc. I.R.E., 20, 1946 (1932). 
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in which 
E = E, V/1 + 2h cos (1 — ws)t + h?. (9-47) 
h sin (w1 — wet 
= —1 — 
® an 1 + h ces (w1 = we)t (9 48) 
— bs t 
h= E, (9-49) 


If e, represents the component of the applied voltage that has the larger 
amplitude, then Z, = Ey, andh S 1. 
Figure 9-28a shows how the phase angle ¢ varies throughout one 
cycle of difference frequency, f: — f2, for various values of h between 
0.2 and 1. When the amplitudes are equal, h = 1 and ¢ varies between 


locus of ° 
maximum $-7 
0 
o~<O 


0 © fo NpRaS TN 
< fn NI 
2 Var ae a ae 
D 
e 90 is Sn a-Cbs (wy -w)t>~ 


{a) (b) 


Fic. 9-28.—Effect of amplitude ratio h upon (a) phase modulation and (b) form of envelope 
of the resultant of two sine waves of unequal frequency. 


+90 and —90 degrees, a sudden reversal of phase taking place at the 
instant (wi — w:)t = 7. As h is decreased by changing the amplitude 
of either component, the maximum value of ¢ rapidly decreases, being 
only slightly greater than 114 degrees when h = 0.2. Figure 9-28 shows 
how £ varies throughout the difference-frequency cycle, for various values 
of h, HE, being kept constant at unity.. Comparison with the dotted 
curve, which represents cos (w1 — w2)é, shows that the amplitude varies 
at a fundamental frequency equal to the difference frequency but also 
contains a steady component and harmonies of the difference frequency. 
E. B. Moullin has shown! that 


V1 + 2h cos (wi — wot + h? = b, + by cos (w1 — wet 
+ be cos 2(w1 — ws)t + b3 cos 38(w; — welt + +--+ (9-50) 


Each coefficient of this series is in itself an infinite series that converges 
rapidly if h <1. The following expressions for the first two coefficients 
are accurate within 1 per cent when h does not exceed unity: 


1 Movin, E. B., Wireless Eng., 9, 378 (1932). See also F. M. Cotzsroox, 
Wireless Eng., 9, 195 (1932). ; 
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A? , ht , hs 
b=ltatoaetoat as (9-61) 
h? ht  ghé 
bi = ( — OY = 26 — 9i0 Sy ES ) (9-52) 


Equation (9-50) proves rigorously that E contains a steady component, 
a fundamental difference-frequency component, and all harmonics of the 
difference frequency. 

This analysis shows that the resultant of two sine waves of different 
frequencies is equivalent to a wave whose frequency is that of the com- 
ponent of higher amplitude and whose amplitude and phase are modulated 
simultaneously. The modulation voltage with which the amplitude of 
this equivalent wave is modulated contains the fundamental difference 
frequency and all its harmonics. The phase modulation, the funda- 
mental frequency of which is also equal to the difference frequency, may 
be made as small as desired by making h small. Under the assumption 
that h is small enough so that the phase modulation is negligible, the sum 
of the two sine waves is equivalent to an amplitude-modulated wave 
E,f() cos wit, in which f(é) is given by Eq. (9-50). Substitution of Eq. 
(9-50) in Eq. (9-48) shows that when this voltage is applied to an ideal 
linear diode detector the output voltage is 


EF, = DE [bo + bi cos (1 bas we)t + be cos 2(wy oe we)é Ss ] (9-53) 


The value of D in Eq. (9-53) may be found from the curves of Fig. 9-25. 

Examination of Eqs. (9-51) and (9-52) and similar equations for the 
higher-order coefficients of Eq. (9-50) shows that the ratio of the ampli- 
tude of the nth harmonic to the amplitude of the fundamental difference- 
frequency output of the detector is roughly proportional to A”-! and that 
the exactness of the proportionality increases rapidly as h is decreased. 
The harmonic content may, therefore, be made as small as desired by 
making the amplitude of one component of the input much larger than 
the other. The amplitude of the fundamental mooulation:frequericy: 
component of detector output voltage is 


he ht hs 
zy = BiDn(1 —K -B — BM 1 YS ) (9-54) 
As h is decreased, this approaches the limiting value 

E, = E,Dh — ED (9-55) 


This shows that, if one input voltage is considerably larger than the other, 

the amplitude of the fundamental difference-frequency component of 

linear diode detector output depends only upon the amplitude of the 

smaller input voltage.! This is of importance in the design of super- 
18iarrer, M., Wireless Hng., 11, 25 (1934). 
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heterodyne radio receivers and heterodyne oscillators (see Secs. 9-25 
and 10-52). 

9-19. Effect of Curvature of Diode Characteristic_—Equations (9-26), 
(9-28), and (9-48) hold only for linear characteristics. If the diode 
characteristic is not linear, the wave of plate current is not an exact 
replica of the upper half of the applied modulated voltage. This fact 
suggests that the output contains harmonics of the modulation voltage. 
In general, the relation between total instantaneous diode plate current 
and plate voltage may be expressed in terms of a series 


ty = prey + pre? + pert t +: (9-56) 


Analysis by the method used in deriving Eqs. (9-28) and (9-43) shows 
that the voltage output across the condenser-resistance load is of the form 


E, = Pik. f(t) + PoE 2) + PEA O® +: (9-57) 
If the input voltage is a simple modulated wave, then f(é) is 
(1 + M sin wnt), 


and the second term gives rise to steady, fundamental, and second-har- 
monic components, and the third term to steady, fundamental modula- 
tion-frequency, second-harmonic, and third-harmonic components. If 
the input wave is modulated by several modulation frequencies, the out- 
put also contains frequencies equal to the sums and differences of the 
modulation frequencies and their multiples. The fundamental modula- 
tion-frequency components of the output arising from the second- and 
higher-order terms of Eq. (9-55) destroy the linearity between modula- 
tion-frequency output voltage and carrier amplitude that is obtained 
when the characteristic is linear. The sum and difference frequencies 
produce objectionable dissonance when the detector is used in the repro- 
duction of music. The form of the coefficients of Eq. (9-55) may be 
shown to be such as to indicate a reduction of distortion with increase 
of load resistance. 

The action of practical diode detectors with high load resistance 
approximates that of the ideal linear detector at high excitation voltages 
and is intermediate between that of the ideal linear diode and a parabolic . 
diode at low excitation voltage. In practice, detection is said to be linear 
if the desired output voltage is substantially proportional to the carrier 
voltage throughout the useful operating range of the detecting device. 

9-20. Design of Practical Diode Detectors.—In order to ensure 
low distortion resulting from curvature of the diode characteristic, to 
minimize loading of the source of detector input voltage, and to attain 
high detection efficiency and hence output voltage, the load resistance 
should be high. There is no advantage, however, in making the load 
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resistor much greater than the grid coupling resistor of the‘amplifier that 
follows the detector. Values ranging from 100,000 ohms to 1 megohm 
are normally used. 

Care should be exercised in the choice of the condenser capacitance 
of a diode detector, since incorrect capacitance may cause several types 
of distortion. The charging current that can flow into the condenser 
for a given value of instantaneous impressed voltage is limited by the 
tube, by the impedance of the source, and by leakage through the load 
resistance. If the condenser is too large, many carrier-frequency cycles 
may be required for the condenser voltage to reach equilibrium after an 
increase or a decrease of amplitude of impressed alternating voltage. 
Then, if the impressed amplitude fluctuates rapidly, the changes in con- 
denser voltage are smaller than the changes in amplitude. The change in 
condenser voltage for a given change of impressed amplitude decreases 


_- Output voltage 


circuit values. 


as the frequency of the amplitude variation is increased. Since the 
envelope of a modulated wave varies at modulation frequency, it follows 
that the use of too large a condenser.causes frequency distortion of the 
detector output. With a large condenser and load resistance and low 
tube resistance and source resistance, the condenser voltage may be able 
to respond fully to an increase of amplitude of impressed voltage, but 
not to a decrease of amplitude, as illustrated in Fig. 9-29. Frequency 
distortion will then be accompanied by nonlinear distortion in the detec- 
tion of a modulated wave. Both of these types of distortion may be 
made negligible by satisfying the relation 2af,rC < ~/(1/M)? — 1, in 
which f,, is the highest modulation frequency with which the carrier is 
modulated.? 

When the detector is resistance-capacitance coupled to the grid of an 
amplifier tube, the detector load resistance at modulation frequency is 
that of r in parallel with the amplifier grid leak (the coupling capacitance 
being assumed negligible at modulation frequency), whereas the d-c 
resistance is that of r alone. To prevent the amplitude distortion dis- 


1TrErmMaAN, F. E., and Morgan, N. R., Proc. I.R.E., 18, 2160 (1930); Netson, 
J. R., Proc. I.R.E., 19, 489 (1931); Neuson, J. R., Proc. I.R.E., 20, 989 (1932); 
Terman, F, E., and Netson, J. R., Proc. 1.R.E#., 20, 1971 (1932); Cocxine, W. T., 
Wireless E'ng., 12, 595 (1935). z 
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cussed above, it is then necessary to satisfy the relation 


where f, is the highest modulation frequency and r,, is the effective load 
resistance at modulation frequency. The difference between the modu- 
lation-frequency and d-c resistances of the load with resistance-capaci- 
tance coupling causes another type of amplitude distortion because of 
complete cutting off of diode current during the inward modulation crests 
when the degree of modulation is high. This type of distortion, which 
results in clipping of the negative peaks of modulation output voltage, 
may be prevented by keeping the degree of modulation less than a limit- 
ing value given approximately by the relation M = (r,, + 2r,)/(r + 2r,), 
where r, is the effective resistance of the 


r 


source at carrier frequency.? Peak clipping Cc 
is explained graphically in Sec. 9-23 and 1 
illustrated in Fig. 9-35. r 

The load resistance not only allows the 3 


condenser to discharge in response to the ; 
envelope of the impressed voltage, but also "*% %80.~Fulkwave diode de- 
allows it to discharge during the portions 

of the carrier-frequency cycle in which the instantaneous impressed 
voltage is less than the condenser voltage. This causes the condenser 
voltage to vary by a small amount at carrier frequency. The 
presence of carrier-frequency voltage in the output is the limiting 
factor in determining the minimum condenser capacitance that can 
be used. The ratio of the amplitude of the carrier-frequency voltage 
in the output to the amplitude of the signal-frequency voltage is 
approximately 1/zfirn.C, where f, is the carrier frequency. Since the 
carrier frequency is usually at least ten times the highest signal frequency, 
there is no difficulty in making C large enough to meet this requirement 
without making it too large to avoid modulation-frequency distortion. 
A capacitance of approximately 150 uyf is suitable for C in the broadcast 
band. 

Some reduction in the required size of C results from the use of the 
full-wave diode circuit of Fig. 9-30. The output of this circuit does not 
contain the carrier frequency, and so the condenser need be only large 
enough to remove the second harmonic of the carrier frequency. 

1 Roserts, F., and WiuiiaMs, F. C., J. Inst. Elec. Eng. (London), 16, 379 (1934); 
Bannon, 8., Proc. I.R.E., 25, 1565 (1937). 

? WHEELER, H. A., Proc. I.R.E., 26, 745 (1938); Court, W. P. N., Wireless Eng., 
16, 548 (1939); Sruruny, K. R., Wireless Eng., 17, 19 (1940); Pretsman, A., Com- 
munications, August, 1940, p. 18; September, 1940, p. 8. 
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9-21. Linear Plate Detection (Linear Transrectification)—If a 
modulated wave of voltage is applied to the grid of a triode biased to 
cutoff, plate current flows only during the positive half cycles of the 
modulated voltage, as shown in Fig. 9-31. The action is similar to that 
of a diode except that the amplification of the tube greatly increases the 


cali 


Time 


weer gt Ey sin wt 


arated @g=E,(1+Msin wet)sin at 


® 
aS 
R 
Fie, 9-31.—Linear plate detection. 


sensitivity and that, if the grid is not allowed to swing positive, less load 
is placed on the voltage source. If the transfer characteristic were linear, 
there would be no signal distortion, and signal output would be propor- 
tional to carrier amplitude. Curvature of the characteristic causes dis- 
tortion, which may be reduced by the use of high plate load resistance. 
Usually the bias is somewhat less than the 
cutoff value, and the action at low excita- 
c tion is by curvature of the transfer char- 
acteristic. At large values of excitation 
voltage the action approximates that of 
the linear diode. The distortion of the 
linear plate detector is in general greater 
Fra. 9-32.—Linear plate detector. than that of the diode detector, but it has 
the advantages of greater sensitivity and high input impedance. Figure 
9-32 shows the circuit of a typical linear plate detector. In this circuit, 
bias is obtained from the steady component of voltage across the load 
resistance. 

9-22. Linear Grid Detection.—Figure 9-33a shows a detector, similar 
in form to the diode detector of Fig. 9-28, in which the grid and cathode 
of a triode are used as the rectifier and the output is taken from across 


Jnput 


Ebp Output 


00.0002 
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the tube, as explained in Sec. 9-14. Since the modulation-frequency 
output voltage appears between the grid and the cathode of the triode, 
the plate current contains a modulation-frequency. component, and 
amplified modulation-frequency voltage may be taken from across a 
plate load resistor, as shown in Fig. 9-33b. Because there is also carrier- 
frequency voltage present between the grid and the cathode, the con- 
denser C, must be used in order to suppress carrier voltage from the 
output. The grid resistor may be connected across the grid condenser, 
instead of between the grid and the cathode. The grid circuit is then 
similar in form and action to the diode circuit of Fig. 9-21. Choice of 
the values of r and C is governed by the same considerations as those 
determining the choice of the resistance and capacitance of diode circuits, 
as discussed in Sec. 9-20. 


(a) (b) 


Fia. 9-33.—(a) Diode detector using the grid circuit of a triode; (b) linear grid detector. 


In the linear grid detector, rectification in the grid circuit produces 
the biasing voltage necessary in using the triode to amplify the modula- 
tion-frequency voltage. The bias increases with the amplitude of the 
input voltage and at high values of input amplitude may be so great that 
the operating point is in a region where the transfer characteristic has 
high curvature and plate-current cutoff may occur. This results in two 
objectionable effects: The modulation-frequency voltage is distorted in 
amplification, and detection by transrectification is superimposed upon 
grid detection. Since the modulation-frequency output resulting from 
transrectification is opposite in phase to that resulting from grid rectifica- 
tion, the detection efficiency decreases at large values of excitation. 
Reduction of detection efficiency may, however, be prevented by the use 
of an inductance in place of the grid leak r. The advantage of the linear 
grid detector over the linear diode detector and the linear plate detector 
is its higher sensitivity, which results from amplification of the modula- 
tion-frequency voltage generated in the grid circuit.! It approaches 
linearity more closely than the linear plate detector. The high sensitivity 
of the linear grid detector can be attained without the attending disadvan- 
tages by using a diode detector and a separate stage of audio-frequency 
amplification. By the use of a tube that combines a diode and a triode 
or pentode in a single envelope, this can be accomplished without increas- 
ing the number of tubes. 

1TrrRMan, F, E.. and Morgan, N. R., Proc. I.R.E., 18, 2160 (1930). 
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If sufficient additional fixed positive bias is used in the circuit of Fig. 
9-33), grid current flows continuously and detection is the result of curva- 
ture of the grid characteristic, rather than of complete rectification. 
Although used in early radio receivers, this type of detection has been 
entirely superseded by linear diode detection in communication apparatus. 

9-23. Graphical Detection Analysis——The similarity between the 
variation of the average current of a detector tube with amplitude of 
exciting voltage and the variation of steady plate current of an amplifier 
tube with direct grid voltage suggests the use of detection diagrams which 
are analogous to amplifier plate diagrams.! For diode or other simple 
rectification, the curves of average plate current against average plate 
voltage for fixed values of sinusoidal exciting voltage are called rectifica- 
tion characteristics. For plate detection or other transrectification, the 
curves of average current to an electrode vs. average voltage of that 


Fia. 9-34.—Circuits for the determination of (a) rectification characteristics and (b) trans- 
rectification characteristics. 


electrode for fixed values of exciting voltage applied to any other electrode 
are called transrectification characteristics. Circuits for the determination 
of these characteristics are shown in Fig. 9-34. For the ideal linear diode 
the rectification characteristics obey the equation 


Lox = Eas | cos Wrlo + wile = *) sin ote 
TT p 2 


where sin wito = H,/H, EH, is the average plate voltage, and # is the 
amplitude of excitation. Ideal linear diode rectification characteristics 
are: shown in Fig. 9-35. Experimental characteristics for a type 6H6 
diode are shown on page 684. 

When a modulated voltage #,(1 + M sin wnt) sin wid is applied to the 
detector, in place of the steady exciting voltage used. in obtaining the 
characteristics, the amplitude of the exciting voltage varies in a manner 
analogous to the variation of grid voltage of an amplifier and causes an 


1 BaLLANTINE, S., Proc. I.R.E., 17, 1153 (1929); Netson, J. R., Proc. I.R.E., 19, 
489 (1931); NEuson, J. R., Electronics, March, 1931, p. 550, July, 1931, p. 14; Lucas, 
G. 8. C., Wireless Eng., 9, 384 (1982); Turner, P. K., Wireless Eng., 9, 384 (1932); 
Kingour, C. E., and Guessner, J. M., Proc. 1.R.£., 21, 930.(1988), - 
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analogous variation of average current. If static and dynamic load lines 
are drawn on the detection diagram, corresponding to the d-c resistance 
and the a-c resistance at modulation frequency, respectively, the funda- 
mental and harmonic signal amplitudes may be determined graphically 
by the methods of Chap. 4. A typical detection diagram is illustrated 
in Fig. 9-35 for an ideal linear diode and a load whose resistance at modu- 
lation frequency is less than its d-c resistance (resistance-capacitance— 
coupled load). The “static” operating point O, which corresponds to 
zero modulation factor, is determined by the intersection of the static load 
line with the rectification characteristic for which EZ = Ey, the unmodu- 
lated carrier amplitude. The swing of EF along the dynamic load line is 


Epb= 0 


Dynamic load 
line ~~. 


b; character- 
istic 


Input Output 


Fra. 9-35.—Detection plate diagram for ideal linear diode with load whose modulation 
frequency resistance is less than its d-c resistance. 

equal to ME,. It can be seen from Fig. 9-35 that, if the a-c load resist- 

ance is much lower than the d-c load resistance, cutoff may occur when 

the degree of modulation is high.! This causes peak-clipping, which has 

been discussed in Sec. 9-20. 

9-24. Series Expansion and Equivalent Circuit for Detection. Since 
the direct voltages of all electrodes except that in which the detected cur- 
rent flows are normally maintained constant, the average current to that 
electrode is a function of only the amplitude of the exciting voltage and 
of the average voltage of that electrode. The average plate current of a 
diode or plate detector may therefore be expressed by the functional 
equation 

Tue = fe + UE) (9-58) 

1 Kiteour and GLEssNER, loc. cit. For an analysis that takes load reactance into 


account, see A. Preisman, ‘‘Graphical Constructions for Vacuum Tube Circuits,” 
Chap. 6, McGraw-Hill Book Company, Inc., New York, 1943. 
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in which F, is the direct voltage applied to the plate, H is the amplitude 
of the sinusoidal exciting voltage applied to the plate or other electrode, 
and U is a factor analogous to amplification factor. U indicates the 
relative effectiveness of the direct plate voltage and the excitation voltage 
in controlling the average plate current. 

When the exciting voltage is a modulated carrier voltage, the ampli- 
tude of the exciting voltage varies at modulation frequency and causes the 
average current to vary at a fundamental frequency equal to the modula- 
tion frequency. The varying component of the average detector current 
can be expressed in terms of a series analogous to that for an amplifier 
with varying grid voltage, derived from Eq. 
(9-58) in a manner similar to that used in the 
derivation of Eqs. (3-40) and (3-56). The series 


Zunes) expansion for the alternating component of aver- 
(ie) age detector current is 
Fig. 9-36.—Equivalent tg = Aye + ZAve? + TA? +--+ (9-59) 


plate circuit for detection. : : : ; 
in which ¢ is the instantaneous amplitude of the 


modulated input voltage, and the coefficients are of similar form to those 
of Eq. (8-57). The first coefficient is given by the relation 


U 


A= 9-60 
1 Tp + 2a( Wm) ( ) 
where r,’, the detection plate resistance, is defined by the equation 
1 = OB, : 
in = ie (9-61) 
and U, the detection mu-factor, is defined by the equation 
dF, 
= aE (Inn = const.) (9-62) 


For the sinusoidally modulated voltage, 
em = E,(1 + M sin wnt) sin wzt 


e= #E,(1 + Msinog,t). Substitution of this value of e and of Eq. 
(9-60) in the first term of Eq. (9-59) shows that the fundamental modula- 
tion-frequency component of detector current is 


UME, 


7 Te + 24 (@m) 


ti (9-63) 


and that the fundamental modulation-frequency current and output 
voltage can, therefore, be found from the equivalent plate circuit for 
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detection shown in Fig. 9-36. Equation (9-63) may also be written in 
-the form! 
_ Olen ty M. Ey, 


T= OB iT elon) ee 


‘01 y,/0E, which is analogous to transconductance, is called the rectification 
coefficient (in simple rectification) or transrectification coefficient (in 
transrectification). 

The detection plate resistance r,’, the rectification or transrectification 
coefficient dZ,,/9H, and the detection mu-factor U may be determined 
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(b) 
Fic. 9-37.—(a) Essential steps in communication by means of a-m waves. (6) Block ' 
diagram of the superheterodyne receiver. 


from the rectification or transrectification characteristics at the operating 
point, in exactly the same way that the plate resistance, transconduc- 
tance, and amplification factor are found from the static plate character- 
istics. A bridge for the dynamic measurement of 1,’ is described on 
page 655. 

Equations (9-58) to (9-64) may also be applied to grid detectors, 
proper changes in subscripts being made. Account must be taken, how- 
ever, of the signal-voltage amplification in determining the signal voltage 
output in the plate circuit. 

9-25. Radio Communication by Means of A-m Waves.—The block 
diagram of Fig. 9-37a shows the essential steps in communication by 
means of amplitude-modulated waves. The reader should note the 
frequencies present at various points in the system. In the super- 
heterodyne type of receiver now used almost exclusively in broadcast 


1 BaLLantine, loc. cit. See also E. L. Cuarrer, and G. H. Brownina, Proc. 
I.R.E., 16, 113 (1927). 
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reception, the carrier frequency is transformed to a value of 450 ke before 
the modulated signal is amplified to the level required for detection. 
This is accomplished by impressing the modulated signal and the output 
of a local oscillator, whose frequency is 450 ke higher than that of the 
incoming carrier, upon a frequency converter or jirst detector, as shown 
in Fig. 9-376. The 450-ke intermediate-frequency amplifier selects the 
desired difference-frequency components from the output of the first 
detector. Because most of the amplification is accomplished at the 
fixed intermediate frequency, the superheterodyne circuit makes possible 
the high amplification and selectivity that can be attained with a large 
number of tuned amplifier stages without requiring the simultaneous 
variation of more than three condensers (first amplifier, oscillator, and 
first detector) in the operation of the receiver. 

9-26. Automatic Gain (Volume) Control (A. V. C.).1—Because of 
fluctuations in the field intensity of radio waves striking the antenna, 
the audio-frequency output of a radio receiver also fluctuates unless the 
receiver is provided with some sort of automatic compensation. The 
simplest method of maintaining constant output is by the use of auto- 
matic control of the amplification of the radio-frequency amplifier stages. 
Automatic gain control is based upon the combination of two principles 
already discussed: (1) The amplification of an r-f amplifier varies with the 
transconductance of the tubes, which in turn depends upon the operating 
voltages; (2), the direct output voltage of a detector varies with the car- 
rier amplitude of the modulated input voltage. The output of the 
amplifier is applied to a detector, the direct-voltage output of which 
controls the voltages of one or more grids of the amplifier tubes in such 
a manner as to reduce the amplification when the input of the amplifier 
rises. 

Figure 9-38 shows a type of automatic gain control commonly applied 
to radio receivers in which linear diode detection is used. For simplicity, 
only one stage of the r-f amplifier is shown and the amplifier tube is 
shown as a triode, rather than as a pentode. r;, is the detector load 
resistance, across which the modulation-frequency and direct output 
voltages appear. Cis the detector condenser. The d-c detector output 
is applied to the grid of the r-f amplifier tube through the high resistance 
(approximately 1 megohm, usually) r2, which, in conjunction with the 
condenser C2, filters out the modulation-frequency voltage. The modu- 
lation-frequency output of the detector is applied to the audio amplifier 
through the condenser C3. As the r-f output of the amplifier increases, 
the direct voltage across r; goes up. The polarity of this voltage is such — 
as to make the r-f amplifier grid more negative and thus reduce the r-f 
gain. The rapidity with which the grid bias of the r-f amplifier tube can 

1 Wuerewer, H. A., Proc, I.R.E., 16, 30 (1928). 
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change decreases with increase of rz or C2. Too rapid response tends to 
cause degeneration at low audio frequencies. C, serves the additional 
functions of affording a low-impedance connection between the trans- 
former secondary and the cathode in the r-f amplifier and of preventing 
the r-f output of the amplifier from being applied to the grids of controlled 
tubes. 

Similar action may be obtained with other types of detectors, but the 
diode detector has the advantage that the d-c output is proportional 
to the carrier amplitude and independent of the degree of modulation.! 


To a-F. 
Amplifier 


Fia. 9-38,—Basic circuit of diode automatic gain control as applied to r-f amplifier. 


9-27. Frequency Modulation.2—Frequency modulation is the process 
whereby the frequency of one wave or oscillation is varied with time in 
accordance with the time variations of another wave or oscillation. 

‘Figure 7-18 shows a wave of a quantity y, the value of which varies 
periodically with time at a frequency that is a function of time. The 
amplitude has a constant value K. If the variation of frequency is 
sufficiently slow so that each cycle can be assumed to be essentially sinu- 
soidal, the value of y at any instant é, is equal to sin 6, where @ is 
the number of degrees elapsed in y 

the cycle in progress at the instant 1. 
It can be seen from Fig.. 9-39 that 
the value of @, and hence of y, at 
that instant depends not only upon 
the frequency at that instant, but 
also upon the manner in which the 
frequency varied previously. If n is the number of cycles that have 
elapsed between the instants ¢ = 0 and ¢ = h, then the value of y at the 


Fie. 9-39.—Frequency-modulated wave. 


1 An excellent review of various systems of automatic gain control is given by 
W. T. Cocxine in Wireless Eing., 11, 406, 476, 483, 542 (1934); 12, 87 (19385). 

2 Carson, J. R., Proc. I.R.E., 10, 57 (1922); 7, 187 (1919); van per Pon, B., 
Proc. I.R.E., 18, 1194 (1930); Smiru, C. H., Wireless Eng., 7, 609 (1930); Roprr, H., 
Proc. I.R.E., 19, 2145 (1931) (with bibliography of 21 items); Lucx, D. G. C., and 
Roper, H., Proc. I.R.E., 20, 884 (1932); Armstrone, E. H., Proc. I.R.E., 24, 689 
(1936). See also supplementary bibliography at the end of this chapter. 
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instant t, may be expressed by the relation 
y: = K sin n(2n) (9-65) 


(Thus, in Fig. 9-39, n = 5 + 6/27 and y: = K sin (107 + 6) = sin 0. 
t, is equal to the number of cycles between zero and t, multiplied by the 
period of each cycle.) The portion An of a cycle that elapses during any 
small interval between ¢ and ¢ -++ At is equal to the ratio of the interval At 
to the period 7 for that cycle. Thus 


An = F=f at (9-66) 


where f is the value of the frequency at the instant ¢. Therefore the 
number of cycles in the interval 0 to ¢; is 


n= [rat (9-67) 


If the instantaneous frequency f is varied sinusoidally at modulation 
frequency fm about an unmodulated carrier value f, in accordance with 
the relation 


f =fi(l + B cos Qnfut) ~ (9-68) 
then : 
n= f; fill + B cos 2afnt) dt (9-69) 
n=te (« Ee ae sin 2rful) (9-70) 
and 
ee Be. 
yi = K sin { 2nfitr + 7. sin 2rfmtr) - (9-71) 


Since ¢; may have any value, the subscript 1 may be omitted and Eq. 
(9-71) written in the form 


y = K sin (wt + My sin wnt) (9-72) 


in which My = Box/om = Bfs/fm. Equation (9-72) is that of a constant 
amplitude wave, the frequency of which is varied in accordance with Eq. 
(9-68). Bf, which is shown by Eq. (9-68) to be the maximum change in 
frequency from the unmodulated carrier value, is called the frequency 
deviation and will be represented by the symbol fz. M;, which is equal to 
Sa/fm, the ratio of the frequency deviation to the modulation frequency, is 
called the deviation ratio or frequency modulation index. Equation (9-72) 
may be written 


y = K sin (ou +# sin vn) (9-72a) 
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Equation (9-72) may be expanded into the series! 


= K{Jo(M,) sin ot + Ji(M,)[sin (oz + om)é — sin (wr — wn)t] 
+ Jo(M,)[— sin (wr + 2om)é + sin (wr — 20mn)é] 
+ J3(M,)[sin (w, + 80mn)é — sin (we — 30m)é] 
+ J4(M,)[— sin (wr + 40m)é + sin (wx — 4am)t] 
Se (9-73) 


in which the coefficients J,(//,;) are Bessel functions of the first kind. 
The coefficients for any given value of M,; may be evaluated by the use of 
published tables that list numerical values of Jo(x), J1(z), Jo(x), etc., for 
various values of 2.? , 
Equation (9-73) shows that a frequency-modulated wave theoretically 
contains an infinite number of side frequencies, separated in frequency 
value by the modulation frequency. 


The values of J,(My) decrease very ne 

rapidly, however, beyond a value of ¢¥ 8 

n that is slightly greater than M;,. $26 

This can be seen from Fig. 9-40, of j 

which shows as a function of My; the os 

highest order of the side frequencies 2 ? 

whose amplitudes are greater than 5 0 

per cent or than 10 per cent of that of e L aiekine Roti, Me me 

the unmodulated carrier.? Fic. 9-40.—Highest order of side 
frequencies whose amplitudes are 


Because My; is inversely propor- 
tional to fm, the number of side fre- 
quencies of appreciable amplitude 
decreases with increase of modulation 
frequency and, when the deviation is 


greater than 5 per cent and than 10 per 
cent of the unmodulated carrier, 
plotted as a function of the deviation 
ratio. 


large in comparison with the 


highest modulation frequency, the over-all band width does not vary - 
greatly as the modulation frequency changes throughout the audio- 
frequency range. This fact can be shown with the aid of Fig. 9-41 by 
noting that the total band width of the upper and of the lower frequency 
bands in which the side frequencies lie is equal to nf, where n is the order 
of the highest-order side frequency component of appreciable amplitude. 
Inspection shows that for the 10 per cent curve n is approximately equal 


1VAN DER POL, loc. cit.; Ropu, loc. cit. 

* Jannxe, E., and Enos, F., “Tables of Functions with Formulae and Curves,’”’ 
3d ed., B. G. Teubner, Leipzig andl Berlin (1938); Gray, A., and Matuews, G. B., 
ey Treaties on Bessel Functions,” Macmillan & Coupany; Ltd., London (1922). 
See also Roper, op. cit., p. 2175. It is of interest to note that J)(0) = land J.(0) =0. 
Hence, when M 718 zero, t.e., when the wave is unmodulated, Eq. (9-73) reduces to 
y = K sin om, as it should. 

3 Roper, loc. cit. In using Fig. 9-40, nis read as the next lower integer to the value 
indicated by the curve. Thus, for @; = 1,” = 2. 
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to 1.0 + 1.1M;. Hence the width of the upper and of the lower band is 
approximately 


E 0+ 1.1 Bs) = fn + l.1fa 


where fa is Bf, the deviation in cycles per second. The total band width 
is approximately 2f,, + 2.2f2, which is very nearly equal to 2fz when 
fa/fm, t-e., My, is large. A similar expression may be derived for the 5 per 
cent curve of Fig. 9-40 but, because of greater curvature of this curve, the 
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Fra. 9-41 —Amplitudes and distribution of side-frequency components of f-m wave for 
60-ke deviation and four values of modulation frequency. 


tk 


expression is not quite so simple. More complete analyses have been 
made.! In present frequency-modulation broadcasting systems the 
maximum deviation is 75,000 cps and the highest modulation frequency is 
15,000 cps. MM; is therefore 5 and the band width at full deviation varies 
from about 165,000 to 200,000 cps as the modulation frequency varies in 
the a-f range. Figure 9-41 shows the manner in which the number, 
distribution, and amplitude of the carrier and side-frequency components 
change with modulation frequency for a frequency deviation of 60,000 
cps.” 

It should be noted that the amplitudes of the side-frequency com- 
ponents of a frequency-modulated wave depend both upon the amplitude 


1 Buack, L, J., and Scort, H. J., Electronics, September, 1940, p. 30. 
2 Everitt, W.L., Trans. Am, Inst. Elec. Eng., 69, 613 (1940), 
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of the original modulation-frequency excitation [through variation of B 
in Eg. (9-68)] and upon the modulation frequency, as has just been shown. 

A more complete analysis than that which has just been presented 
shows that the side frequencies produced when the carrier is modulated 
simultaneously at two or more frequencies are not in general equal to the 
side frequencies produced when the carrier is modulated individually at 
these same frequencies. When the total deviation is the same, however, 
the side frequencies remain within a band of the same approximate 
width.! 

9-28. Phase Modulation.—An analysis similar to that made in the 
preceding section for frequency modulation shows that when the phase 
angle of the carrier is varied in accordance with the relation 


= dol + B sin wm) (9-74) 
the resulting phase-modulated wave is of the form? 
y =Ksin (ot + My sin ont) (9-75) 


in which M,, the phase modulation index, is equal to ¢oB. Equation 
(9-75) differs from Eq. (9-72) only in that M, replaces My. It may, 
therefore, be expanded into an equation of the same form as Eq. (9-73). 
Since M, is not inversely proportional to f,, as in frequency modulation, 
however, the number of side frequencies of appreciable amplitude is 
independent of f,, and so the required band width is proportional to the 
modulation frequency. Because of the much larger band width required 
at high modulation frequency, because of the more complicated circuits 
required for detection, and because of sensitivity of the receiver to micro- 
phonic tube vibrations,? phase modulation is less satisfactory than 
frequency modulation in radio broadcasting and has thus far been used 
only experimentally. 

9-29. F-m Circuits.—The most direct method of producing frequency 
modulation is by variation of oscillator frequency in response to the time 
variation of the modulation-frequency signal. Since the frequency of 
most oscillators is controlled by the reactance of a parallel resonant 
circuit (see Chap. 10), the frequency may be varied by use of one of the 
circuits, discussed in Sec. 6-39, in which the effective capacitive or induc- 
tive reactance is varied by means of the grid voltage of a vacuum tube. 
Two frequency modulators are shown in Figs. 9-42 and 9-43.4 (Although 
one or both tubes in Figs. 9-42 and 9-43 may be multigrid tubes, they are 
shown as triodes in order to simplify the diagrams.) In the circuit of Fig. 

1 Crossy, M. G., RCA Rev., 8, 103 (1938). 

2 Roper, loc. cit. 

3 Crospy, M. G., Proc. I.R.E., 27, 126 (1939). 

4 Travis, C., Proc. I.R.H., 23, 1125 (1935). See also M. G. Crosspy, RCA Rev., 
5, 89 (1940). 
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9-42, tube 7. and the circuit elements lying to the right of the condenser C’ 
make up a feedback oscillator of a type that will be discussed in Sec. 10-30 
and is shown in basic form in Fig. 10-49. The frequency of oscillation 
of this circuit is determined by the inductance of L and the total capaci- 
tance that shunts it. The main tuning capacitance C is shunted by the 
auxiliary capacitance C’ in series with the plate resistance r, of tube 7). 
Variation of the control-grid voltage of 7, changes the plate resistance 
and, hence, the effective capacitance of the series combination of r, and 
C’. It follows that the frequency of oscillation may be varied by means 
of the control-grid voltage of 7;. Mathematical analysis shows that, if 
the oscillator capacitance is varied periodically over a range that is small 
in comparison with the average capacitance, at a frequency that is very 
small in comparison with the average frequency of oscillation, the 
instantaneous frequency varies approximately linearly with capacitance. 
Hence, if the circuit of the reactance tube 7, is designed so that the 


‘Modulation excitation 
Fig. 9-42.—Frequency modulator. : Fie. 9-43.—Frequency modulator. 


effective capacitance varies linearly with control-grid voltage, the oscil- 
lator frequency will be modulated linearly with respect to modulation 
excitation impressed upon the control grid of 7. 

A more satisfactory circuit is that of Fig. 9-43. In this circuit 7, 
and the circuit elements lying to the right of it constitute the oscillator, 
the frequency of which is determiried by the inductance Z and the total 
capacitance shunting Z. 71, C’, and r comprise a reactance-tube circuit 
discussed in Sec. 6-39 and shown in Fig. 6-50. The effective capacitance 
of this circuit shunts the main tuning capacitance C. Equation (6-99) 
shows that the effective capacitance varies with the transconductance of 
T,. The oscillator frequency may, therefore, be varied by means of the 
voltage of one or more grids of 7. By proper choice of tube, operating 
voltages, and circuit constants, the frequency can be made to vary linearly 
with grid voltage. The frequency variation is then proportional to the 
instantaneous value of modulating voltage impressed upon the grid or 
grids. A number of modifications of these basic circuits may be made to 
meet specific requirements.! : 

1 FREEMAN, R. L., Electronics, November, 1936, p. 20; Fostrr, D. E., and SeE.ey, 


S. W., Proc. I:R.E., 25, 289 (1937); Sunarrer, C. F., Proc. I.R.E., 28, 66 (1940); 
Crossy, M. G., QST, June, 1940, p. 46; Crospy, M. G., RCA Rev., 6, 89 (1940). 
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An entirely different principle is used in the Armstrong system of 
modulation.1 If M; is less than about 0.5, all but the first two terms of 
Eq. (9-73) are very small,? and Eq. (9-73) may be written in the approxi- 
mate form 


y = KJ((M)) sin ont + KF 04) Iain (wn + on)t — cin (os — wn)f] (0-76) 
The amplitude-modulated wave / 
y = K’'(1 + M sin wnt) cos wxt * (9-77) 
may be written in the form 
y = K’' cos wt + $K'M[sin (w, + wm)t — sin (wp — wm)t] (9-78) 


Equation (9-78) differs in form from Eq. (9-76) only in the 90-degree 
difference in phase of the carrier-frequency term and in the fact that the 
side-frequency coefficient of Eq. (9-76) decreases with increase of modu- 
lation frequency whereas that of Eq. (9-78) is independent of frequency. 
J1(M),) is very nearly proportional to M,, and hence inversely proportional 
to fm, for values of My; ranging from zero to 0.5. Hence if a 90-degree 
phase shift is made in the second term of Eq. (9-78), if the modulation 
factor M is made inversely proportional to frequency, and if MK’ is of the 
proper value, the wave represented by Eq. (9-78) will be identical with 
that represented by Eq. (9-76). This is accomplished in the Armstrong 
system by amplitude-modulating the carrier by means of a balanced 
modulator [in which the carrier is suppressed from the output (see Sec. 
9-5)], and combining the resulting side-frequency output with the 
unmodulated carrier shifted 90 degrees in phase. M is made inversely 
proportional to the modulation frequency by passing the modulation- 
frequency excitation through an “‘equalizer” that makes its amplitude 
inversely proportional to the modulation frequency before impressing 
it upon the modulator. The equalizer usually consists of a resistance- 
capacitance network. 

The maximum value of approximately 0.5 that can be used for My 
directly in the Armstrong system is too small to give the benefits that can 
be attained by the use of frequency modulation in radio communication 
(see Sec. 9-31). This difficulty is avoided by performing the modulation 
at a much lower carrier frequency than that desired for transmission. By 
means of a series of frequency-multiplying circuits the frequency of the 
modulated voltage is then multiplied to the desired value. This process 
also raises the deviation ratio to the desired value. 

9-30. Detection of F-m Voltage.——Prior to detecting a frequency- 
modulated voltage it is necessary to eliminate any amplitude variation 

* ARMSTRONG, loc. cit. 

2 Jarre, D. L., Proc. I.R.E., 26, 475 (1938). 
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that may have been introduced subsequent to modulation. This is 
accomplished by impressing the voltage upon the input of a limiter, which 
is merely a tuned radio-frequency amplifier operated at low plate voltage. 
The action of such a circuit may be understood by reference to the plate 
diagram of Fig. 9-44. Since the d-c resistance of the tuned plate circuit is 
small, the operating plate voltage is practically equal to the supply volt- 
age. At resonance, however, the a-c load resistance is high. It can be 
seen from Fig. 9-44 that, no matter how large the grid excitation is made, 
the plate voltage cannot swing beyond the limits indicated by points a 
and b. Hence, beyond the excitation that causes the voltage to swing 
to these limits, increase of grid excitation has no effect upon the amplitude 
of the fundamental output voltage. Harmonics are suppressed by the 
- tuned circuit. In practice, the excitation is made large enough and the 


Type 6 SK7 


Plate Current -Ma. 


a 100 


200 300 400 
Plate Voltage 


Fre. 9-44,—Limiter plate diagram. 


operating voltage sufficiently low so that the output amplitude remains 
constant in spite of fluctuations of impressed voltage. 

The detection of frequency-modulated voltages is accomplished by 
first causing the changes of frequency to vary the amplitude of the voltage 
and then detecting the resulting amplitude-modulated wave by means of a 
diode detector in a manner discussed in Secs. 9-14 to 9-17. The circuit 
used to produce amplitude modulation as the result of frequency: 
modulation is called a discriminator. This term is commonly applied 
also to the complete detector, including the diode portion. 

The simplest type of discriminator is a series resonant circuit tuned 
slightly off resonance with the carrier.t The voltage produced across 
either the condenser or the inductance varies approximately linearly with 
frequency over a limited range of frequency, and so variations of fre- 
quency produce proportional variations of amplitude. A similar action 
takes place in tuned-radio-frequency amplifiers tuned slightly off reso- 
nance with the carrier frequency. For this reason careful tuning is desir- 


1 AnpREW, V. J., Proc. I.R.E., 20, 835 (1932); Cuarren, J. G., Proc. I.R.E., 28, 
517 (1935); Rover, H., Proc. I.R.E., 25, 1617 (1937). 
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able in amplifiers used for frequency-modulated voltages. (Note, however, 
that the limiter removes amplitude variations resulting from this cause.) 

A more common discriminator circuit is shown in Fig. 9-45. This 
circuit was originally designed for use in automatically tuned radio 
receivers to produce a direct voltage as the result of a change of fre- 
quency.! The‘action of the circuit is as follows: The voltage HE; impressed 
upon the circuit of the diode T; is the vector sum of E’ and E”’, whereas 
the voltage EH. impressed upon the circuit of T, is the vector sum of E’ 


limiter 


Fig. 9-45.— Discriminator circuit. 


and FE’. As explained in Sec. 9-14, if the reactance of Cs and C, at 
carrier frequency is low in comparison with the shunting resistances, then 
C; and C, charge in the indicated polarities to voltages nearly equal to the 
crest voltages EZ, and E, impressed in the respective circuits. The output 
voltage E, is the sum of the condenser voltages. 

Since the reactance of C4 is negligible, the series combination of C1 
and L; isin parallel with L, and the voltage E’ across L; is either in phase 
with or 180 degrees out of phase with the primary voltage EZ;. It will be 
assumed that the reactance of Ls exceeds that of Ci, so that E’ is in ue 
_ with #; By virtue of circuit symmetry, the Voltages E” and E’” 
each equal in magnitude to half the voltage 
Ec across Cz. E” is of the same sign as Ec; Bb MBE ‘2G HI 
E'” is opposite in sign. The voltage across ry re 
C, can be determined with the aid of the Bia, 6-40 iguivalent eis 
equivalent circuit of Fig. 9-46, in which Le cuit for the transformer of the 
and rz are the self-inductance and resistance U8cTiminator of Fig. 9-45, 
of the transformer secondary and M is the mutual inductance. The 
induced-voltage HE is 90 degrees out of phase with the primary current. 
As the primary resistance r; is small, E; is also practically 90 degrees out 
of phase with the primary current, and so # is in phase with or 180 
degrees out of phase with E,. It will be assumed to be opposite in phase 
to E;. Figure-9-47a shows the vector diagram of the secondary of the 
equivalent circuit at resonance.? Hc lags E by 90 degrees. The vector 


1 Travis, loc. cit.; ARMSTRONG, op. cit., p. 699; Crospy, M. G., Proc. I.T.E., 24, 
898 (1936); Foster and SEE Ey, loc. cit.; Roper, H., Proc. I.R.E., 26, 590 (1938). 

2 The voltage H,is actually very small in comparison with Ec. It is exaggerated 
in Fig. 9-47 for the sake of clarity. ; 
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diagrams of Fig. 9-48a, showing the vector sum of E’ and #” and of E’ 
and &’” indicate that the voltages H, and EF, impressed in the two diode 
circuits are equal. The voltages across C3 and C4 are, therefore, also 
equal in magnitude. Because they are of opposite polarity, the output 
voltage E, is zero. 

Figure 9-476 shows the vector diagram for the equivalent secondary 
circuit at a frequency slightly above resonance.!- J, Hc, and E; are all 
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Fia. 9-47.—Vector diagrams for Fie. 9-48.—Vector diagrams for the circuit ‘of 
the secondary of the equivalent cir- Fig. 9-45. 
cuit of Fig. 9-46. 


smaller than at resonance, but the reduction of He is greater than that of 
E,, and so Ec lags E by more than 90 degrees. Figure 9-48) shows that 
the magnitude of Z, now exceeds that of EH: Therefore, the voltage 
across C3 exceeds that across C1, and £, has a positive value. Below 
resonance, on the other hand, H, exceeds #; in magnitude and £, is nega- 
tive. A typical curve of Z, as a function of frequency change from the 
resonance value fy is shown in Fig. 9-49. The linearity of this curve in the 
vicinity of resonance makes possible the conversion of the frequency- 
modulated input voltage into the modula- 
tion-frequency output voltage without 
distortion. If the circuit is tuned to the 
carrier frequency, the instantaneous output 
voltage is proportional to the instantaneous 
value of modulation-frequency voltage used 

Bee epee wise east to modulate the carrier. The output volt- 
acteristic for the discriminator age is therefore of the same wave form as 
of Fig. 9-45. the original modulation voltage. 

9-31. Interference Suppression.—The most important advantages of 
frequency modulation over amplitude modulation in radio communi- 
cation result from the greater suppression of undesired carriers and noise. 
An analysis of noise suppression in amplitude-modulation and frequency- 
modulation systems can be made by making use of the fact, proved in 
Sec. 9-18, that the sum of two sinusoidal waves can be considered to be a 
wave modulated simultaneously in amplitude and in phase. One wave is 


1In the vicinity of resonance, the vector Ey, ~ Ec is actually much smaller than 
shown. 
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assumed to be the desired carrier, and the other the interfering carrier or 
noise. 

If E;,, sin wst represents the desired carrier voltage impressed upon the 
input of the receiver, and EF, sin w¢ an interfering carrier voltage, both 
being assumed for the present to be unmodulated, the resultant voltage 
impressed upon the receiver is : 


e = FE, sin wt + E; sin wt (9-79) 
As pointed out in Sec. 9-18, Eq. (9-79) may be transformed into 
e = E sin (wxt — ¢) (9-80) 
in which 
E = EF, VJ/1 + 2h cos pit + h? (9-81) : 
E; 
haz (9-82) 
Whi = OE — O% (9-83) 
¢ = tan? HSM (9-84) 


1 +h cos wpit 


Since both EF and ¢ are functions of time, the impressed voltage is 
equivalent to a voltage modulated in both amplitude and phase. In 
Fig. 9-27, which shows the wave form of the sum of two sinusoidal 
voltages of equal amplitude and 5-4 frequency ratio, the amplitude 
modulation is evident at a glance. The phase modulation is indicated 
by the unequal spacing of the points at which the curve crosses the time 
axis. 

9+32. Interference-to-signal Ratio in A-m Systems.—In a properly 
tuned amplitude-modulation (a-m) receiver, the detector responds only 
to amplitude modulation and not to frequency modulation. Figure 9-50 
shows the manner in which EL, the amplitude of the resultant input volt- 
age, varies with time at constant amplitude of desired carrier voltage and 
several values of amplitude of interfering carrier voltage. The curve 
corresponding to #; = E, shows that when the two carrier voltages have 
equal amplitude the desired carrier is fully modulated, at the difference 
frequency fi:, by the undesired carrier. As the amplitude H; of the 
interfering carrier is reduced, the degree of modulation is also reduced, and 
is always equal to #;/H;,,! the ratio of the amplitudes of the two carriers. 
The ratio of the amplitude of the interference output of the detector to 
the desired audio-frequency output which would be obtained without the 
interfering carrier is equal to the ratio of the modulation factor E;/E;, 


1 Examination of Eqs. (9-51) and (9-52) shows that the modulation factor corre- 
sponding to the fundamental difference-frequency component of E is less than E;/E;, 
but approaches this value as h is reduced. It is equal to approximately 0.67E;/E; 
when h is unity and to approximately 0.913#;/E, when h is 4. 
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corresponding to the interfering carrier to the modulation factor M 
corresponding to the desired a-f signal. This is. the interference-to-signal 
ratio: 


(9-85) 


If the desired carrier is fully modulated by the desired a-f signal, this 
ratio reduces to. E,/Ez. 


fm iy a as a Sa as es oe 
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Fia. 9-50.—Wave form of the envelope of the resultant of a desired and an interfering 
unmodulated carrier at several ratios of carrier amplitudes. 

9-33. Interference-to-signal Ratio in F-m Systems.—In a frequency- 
modulation receiver, the purpose of the limiter is to remove amplitude 
modulation from the discriminator input. Since the limiter cannot func- 
tion completely when the amplitude modulation of the impressed voltage 
approaches 100 per cent, it can be seen from Fig. 9-50 that amplitude 
modulation of the desired carrier by an interfering carrier can be com- 
pletely removed only when the amplitude of the interfering carrier is 
somewhat less than that of the desired carrier. When the amplitude 
modulation is completely removed, H of Eq. (9-80) is constant at the 
input to the discriminator. Analysis of Eq. (9-84) indicates that ¢ 
varies periodically with time and that the fundamental frequency at 
which ¢ varies is the difference between the frequencies of the two carriers. 
The manner in which ¢ varies during one difference-frequency cycle for 
several values of H;/E;, is shown in Fig. 9-284. 

The symmetry of the curves of Fig. 9-28a is such that ¢ may be 
expressed as an infinite series of sine terms: 


¢ = ¢1 sin Wygt + do sin Quit + d3 sin Swrzit + soe (9-86) 


Equation (9-80) may therefore be written in the form 
e = #, sin (0 _ > on SiN nat) (9-87) 
n=1 


in which £, is the constant amplitude of the voltage output of the limiter. 
Equation (9-87) is that of a phase-modulated wave modulated simul- 
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taneously at frequencies equal to the difference between the frequencies 
of the two carriers and at harmonics of the difference frequency. When 
E,/E, is less than 0.5, all terms of the summation of Eq. (9-87) except 
the first are sufficiently small so that they may be neglected in an approx- 
imate analysis. Analysis of Eq. (9-84) shows, furthermore, that ¢1 is 
approximately equal to F;/H;, radians when F;/E;,is less than 0.5.1 Equa- 
tion (9-87) then becomes 


e= E, sin @ =, a sin on) (9-88) 
k 
or 
; fa’. 

e= EH, sin ( a Fe sin ont) (9-89) 
in which 

1 — Seif 7 

fi’ = E (9-90) 


Comparison with Eq. (9-72a) shows that Eq. (9-89) is that of a frequency- 
modulated voltage of deviation f,’. Since the amplitude of the output 
of the limiter has the constant value E,, the output of the limiter when 
the carrier is modulated by the desired audio-frequency signal is 


e, = EH, sin (. -# sin on!) (9-91) 


m™ 


The action of a properly designed discriminator is such that the output 
voltage is proportional to the deviation of the impressed frequency- 
modulated voltage. Therefore, the ratio of the undesired difference- 
frequency output to the desired a-f output of the discriminator is 


N _ fi _fuy, Bi : 
S fa fa Ey 


Comparison of Eqs. (9-85) and (9-92) shows that the interference-to- 
signal ratio is lower in the frequency-modulation system. by the factor 
Sus/faM, which equals fy:/fa when the amplitude modulation factor is 
unity. Equation (9-92) indicates that the strength of the heterodyne 
whistle caused by the interfering carrier in a frequency-modulated 
receiver is proportional to the difference frequency and approaches zero 


cy 


(9-92) 


1This may also be seen from an examination of Fig. 9-28a. If the second and 
higher terms of Eq. (9-86) are negligible, ¢1 is approximately equal to the maximum 
value of the curve of Fig. 9-28a corresponding to the given value of E;/H;,. Inspection 
of Fig. 9-28¢ shows that values of the maxima of the curves are approximately E/E; 
radians for values of #,;/E;, equal to and less than 0.5. 
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as the carrier frequencies approach equality. It is loudest when fi; 
has its greatest value, which is the highest frequency f, passed by the a-f 
amplifier that follows the discriminator. For a deviation of 75,000 cps 
and a 15,000-cycle a-f band width, Eq. (9-92) shows the maximum 
interference-to-signal ratio to be 
N _ 15,000 #; E; 

Hence, under the condition least favorable to the frequency-modulation 
system, i.e., when the interfering carrier frequency differs by 15,000 cps 
from the desired carrier frequency, the suppression of the undesired 
carrier is five times as great as in the amplitude-modulation system. 
Greater improvement results if the a-f pass band is narrower. 

9-34. Use of Preemphasis.—Interference can be greatly reduced by 
the use of preemphasis of high frequencies. In preemphasis of high 
frequencies the amplitude of the modulation voltage impressed upon the 
frequency modulator of the transmitter is made to increase linearly with 
frequency above 1500 cps, and the response of the discriminator is made 
to vary inversely with frequency above 1500 cps. As far as the desired 
signal is concerned, the two effects offset each other, giving a modulation- 
frequency output that is independent of frequency. The interference 
output of the discriminator, however, is inversely proportional to fix 
above 1500 cps. Since the interference output is also proportional to fy’, 
Eq. (9-90) shows that the amplitude of the heterodyne whistle caused by 
an interfering carrier increases linearly with f;,; below 1500 cps and remains 
constant at the 1500-cycle value above 1500 cps. The value of the 
noise-to-signal ratio N/S then does not exceed the value obtained when 
fu: is 1500 cps, 7.e., 0.02H,;/E;,, in a system using 75,000-cycle deviation 
and 15,000-cycle audio-frequency band width. Hence in such a system 
the use of preemphasis increases the suppression of an undesired carrier 
by a factor of 10, making the suppression fifty times as great as in an 
amplitude-modulation system. The improvement resulting from pre- 
emphasis decreases with the a-f band width. 

9-35. Interference of Modulated Carriers—-When one or both 
carriers are modulated, the instantaneous frequency difference f;,; varies. 
In a frequency-modulation system without preemphasis, the difference- 
frequency interference output has its maximum amplitude only when 
the difference frequency is equal to the maximum frequency passed by 
the audio-frequency amplifier. When preemphasis is used, the beat- 
frequency amplitude is constant for values of difference frequency above 
1500 cps. In either case, the maximum value is obtained during only a 
portion of the modulation-frequency cycle. Furthermore, if both waves 
are modulated, the difference frequency is above the a-f amplifier range 
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during a part of the time.t Hence the average interference amplitude is 

_less than when the carriers are unmodulated, and, in a system using 
75,000-cycle deviation and 15,000-cycle a-f band width, the noise-to- 
signal ratio is less than 0.2#;/E, without preemphasis and less than 
0.02#;/E, when preemphasis is used. 

In an amplitude-modulation system the amplitude of the interference 
output is independent of the difference frequency, and so the noise-to- 
signal ratio is unaffected by modulation of the carriers. 

9-36. Static Interference.—Although static is not ordinarily a 
periodic disturbance, Fourier theory indicates that it may be considered 
to consist of a continuous spectrum of frequencies. The second term of 
Eq. (9-79) may represent any frequency component in this spectrum. 
Fiquation (9-80) then represents the instantaneous voltage impressed 
upon the receiver as the result of the desired carrier and the given 
component of the frequency spectrum. 

In an amplitude-modulation receiver, the resulting output is equal to 
sM'E;,, where s is the receiver sensitivity and M’ is the modulation factor 
corresponding to modulation of the desired carrier by the given static 
component. It has already been pointed out that Fig. 9-50 shows M’ 
to be equal to £;/E,. The receiver output corresponding to this com- 
ponent is therefore sH;. Since the output frequency f,; is the difference 
between the frequency of the given component and that of the carrier, 
only those static components whose difference in frequency from the 
carrier lies within the audio-frequency pass band of the receiver con- . 
tribute to the noise output. The total output caused by static is the sum 
of the outputs resulting from these components. 


Settn 
N= tk—fr 


sE; df (9-94) 
in which f;, is the upper a-f limit of the receiver and £; is the amplitude of a 
static component of frequency f. If HE; and s are assumed to be inde- 
pendent of f, Eq. (9-94) reduces to 


N = 2sE;f, (9-95) 


in which the value of EZ; depends upon the form and amplitude of the 
noise. The desired signal output of the receiver is 


S = sME, (9-96) 


1 When the unmodulated carrier frequencies are equal, the maximum difference 
frequency is equal to twice the maximum frequency passed by the a-f amplifier and is 
obtained at an instant when one modulated carrier frequency is a maximum and the 
other a minimum. 
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Hence the noise-to-signal ratio is 


N _ hhh 
SME; 


(9-97) 


In a frequency-modulation receiver, the output resulting from a given 
noise component is 


Ny = Exsfa = Enxsfiios = 


Bethel =s(f—fiE; (9-98) 
k 


The total noise output from a receiver when preemphasis is not used is 


te 


N& a Eis(f — fu) df + fe 7, EB Se — I) df = Ejsf,2 (9-99) 


The desired a-f signal output is 


S = Exsfa 9-100) 
and so 
NE: ohh 
S  &;, as Sa oy) 


Comparison of Eqs. (9-97) and (9-101) shows that for the same a-f band 
width the noise-to-signal ratio is lower in the frequency-modulation 
receiver in the ratio Mf,/2f2 when high-frequency preemphasis is not used. 
For 100 per cent amplitude modulation, a 5000-cycle a-f band width, 
and 75,000-cycle deviation, this improvement ratio is 1:30. For a 
5000-cycle a-f band width in the amplitude-modulated receiver and a 
15,000-cycle a-f band width in the frequency-modulated receiver, the 
improvement ratio is 1:10. 

When preemphasis is used, the response of the discriminator varies 
inversely with frequency for difference frequencies above 1500 eps, and so 
N; has the constant value 1500s#; above 1500 cps and decreases below 
1500 eps. If it is assumed that this value also holds below 1500 cps, the 
total noise output is given by the relation 


(NW = 1500s f°" af = 3000sf: (9-102) 
Therefore 
| eee mee A 
5 3000 5! xP (9-103) 


Comparison of Eq. (9-103) with Eq. (9-97) shows that the noise-to-signal 
ratio is smaller in the frequency-modulation system than in the amplitude- 
modulation system in the approximate ratio 1500M/fz, which is equal to 
sg when M is unity and fz equals 75,000 cps. -This clearly predicts the 
large decrease in static interference observed in frequency-modulation 
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receivers over amplitude-modulation receivers. Other types of noise 
interference may be analyzed in a like manner. 

A similar analysis shows that the noise output is also smaller in the 
frequency-modulation than in the amplitude-modulation system when the 
receiver is not tuned toa carrier. This is done by letting the two voltages 
in Eq. (9-79) be those corresponding to any two components in the noise 
spectrum, one of which is, in effect, considered to be modulated by the 
other. 

9-37. Interference Caused by Carrier or Static of High Amplitude.— 
In the analyses of Secs. 9-31 to 9-36 it was assumed that the amplitude 
of the interference input to the receiver is less than that of the desired 
carrier. The analyses show that the interference output is then lower 
in a frequency-modulation than in an amplitude-modulation system, 
and that the superiority of the former increases with the deviation. To 
analyze the behavior of the two systems when the interference input 
exceeds the desired carrier input, it is merely necessary to allow the first 
term of Eq. (9-79) to represent the interference voltage and the second 
term the carrier. Such an analysis indicates that the interference sup- 
pression is then greater in the amplitude-modulation than in the fre- 
quency-modulation system, and that the interference increases with the 
deviation in the latter. At distances remote from the transmitter, 
therefore, amplitude modulation may be preferable to frequency modu- 
lation, and low deviation may be preferable to high deviation. This 
prediction is verified by experimental observations. 

9-38. Advantages and Disadvantages of Frequency Modulation in 
Radio Communication.—The advantages of frequency modulation over 
amplitude modulation in radio communication may be summarized as 
follows: 


1. Greatly reduced interference from stations operating in the same and 
adjacent channels.! If the amplitude of one modulated carrier is greater than 
twice that of another of the same frequency, the interference of the weaker is 
negligible. For a 3 to 1 ratio of signal strengths, a maximum deviation of 75 ke, 
and an audio-frequency band width of 15 ke, the level of the interference is 
40 db below that of the desired a-f autput. ; 

2. Greatly reduced interference from static and other noise. Unless the 
noise input to the receiver exceeds the desired carrier input, the ratio of the a-f 
signal output to the noise output is greater in a frequency-modulation system 
than in an amplitude-modulation system and increases with the deviation ratio.1 


1 AnmsTRoNG, loc. cit.; Crosspy, M. G., Proc. I.R.E., 25, 472 (1937); Ropmr, H., 
Electronics, May, 1936, p. 22; Werr, I. R., Gen. Elec. Rev., 42, 188 and 270 (1939); 
Levy, M.L., Electronics, June, 1940, p. 26; Guy, R. F., and Morris, R. M., RCA Rev., 
5, 190 (1940); GoupMan, 8., Electronics, August, 1941, p. 37; Retcx, H. J., Communi- 
cations, August, 1942. 
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8. Because of reduced noise interference, a wider a-f band can be used in 
a frequency-modulation system without excessive noise. Greater tone fidelity 
may thus be obtained. 

4. Increased transmitter efficiency. In frequency modulation, increase of 
side-frequency amplitudes with modulation is accompanied by reduction of 
amplitude of the carrier component and the total power furnished by the trans- 
mitter remains. constant. The transmitter may, therefore, be operated in such 
a manner that its efficiency is high at all times.!. This is in contrast with ampli- 
tude modulation, in which the amplitude of the carrier-frequency component of 
the modulated wave is independent of modulation factor and the total power 
furnished by the transmitter increases with modulation. 


A difficulty encountered in the use of frequency modulation in broad- 
casting is that of maintaining the average carrier frequency constant 
without preventing the desired modulation. This is accomplished in the 
Armstrong system by the use of crystal control (see Sec. 10-47). In the 
reactance-tube system the frequency is kept constant by use of electronic 
automatic frequency control and by more complicated methods.? 

In order to obtain the advantage of freedom from interference the 
deviation, and hence the band width, must be large. The great demand 
for broadcasting and other communication channels makes it infeasible to 
use wide bands except at ultrahigh frequencies. The range from 42 to 
50 Mc has been set aside for frequency-modulated waves and 200 ke has 
been designated as the channel width. This allows a maximum deviation 
of approximately 75 ke for an a-f modulation range up to 15 ke. Although 
low level of natural static constitutes an advantage of ultrahigh-frequency 
transmission, it also has a number of disadvantages. These are 


1. The transmission range is small. Because ultrahigh-frequency waves 
are not reflected by ionized layers of the earth’s upper atmosphere, they 
move in straight paths and their range is theoretically limited to the distance 
of the horizon. It has been found in practice that consistent reception may 
be achieved over about three times this range. By locating the transmitting 
antennas on the tops of mountains and tall buildings, ranges of about 150 miles 
are now attained. 

2. Buildings, hills, and other objects cast shadows and thus prevent satis- 
factory reception in some areas. 

3. Automobile ignition systems and other electrical equipment set up serious 
local interference. 


The Yankee network of the New England region overcomes the 
difficulty of limited range by the use of sufficiently close transmitter 


1 Roper, H., Proc. I.R.H., 19, 2145 (1931); Cuarresn, J. G., Proc. I.R.E., 28, 517 
(1935); Everitt, loc. cit. 

2 Morrison, J. F., Communications, August, 1940, p. 12; Proc, I.R.E., 28, 444 
(1940). 
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spacing to give complete coverage. The programs that originate at one 
transmitter are rebroadcast at the same frequency by other transmitters 
of the chain without being changed to audio frequency in the process. 
In this manner excellent quality is maintained.! 


Problems 


9-1. By means of the third term of the series expansion for plate current, deter- 
mine, for the van der Bijl modulator, the amplitudes of the components of plate 
current whose frequencies are the carrier frequency plus and minus twice the modu- 
lation frequency. By comparing these amplitudes with that of the side frequencies, 
show that distortion of the side frequencies increases with percentage modulation. 

9-2. Show that at constant modulation factor the amplitude of the side-frequency 
components produced by a square-law modulator is proportional to the unmodulated 
carrier amplitude. 

9-3. Determine the frequencies and the relative amplitudes of the various com- 
ponents of the outputs of the circuits of Figs. 9-5 and 9-6 when voltages Zi cos wit 
and E2 cos w2t are applied to the circuits. Consider three terms of Eq. (9-13) and two 
terms of Eq. (9-16). 

9-4. Find the power supplied to a resistance 7, by a generator whose terminal 
voltage is of the form of Eq. (9-19), and determine what portion of the power is 
associated with the carrier component and with each side frequency. 

9-5. Derive Eq. (9-24). 

9-6. In a diode detector that does not use a condenser, if the load resistance is high 
enough so that the dynamic tube characteristic is essentially linear and if the ratio of 
the carrier frequency to the modulation frequency is high, the current that flows 
during the positive half of a carrier cycle may be considered to be sinusoidal in form. 

a. Write an expression for the instantaneous plate current resulting from the 
application of an amplitude-modulated voltage to such a detector. 

b. Derive Eq. (9-42). 

9-7. Show that the equation of a rectification characteristic for an ideal linear 
diode detector using a condenser is (see Sec. 9-23) 


To, = ci [ cos orto + (wt. - § sin wrto | 
Tp 2 


where sin wt, = Ey/E. 

9-8. a. From the detection characteristics given on page 684, determine the 
amplitudes of the fundamental and second-harmonic components of the modulation 
voltage output of a type 6H6 diode used with a load having d-c and modulation- 
frequency resistance of 250,000 ohms and negligible carrier-frequency impedance. 
The unmodulated input carrier amplitude is 15 volts r.m.s., and the modulation factor 
is 80 per cent. 

b. Repeat for 100 per cent modulation. 

9-9. Repeat Prob. 9-8 for a load having a d-c resistance of 500, 000 ohms and an 
a-c resistance of 300,000 ohms at modulation frequency. 

9-10. (Suggested laboratory experiment.) 

a. Using the circuit of Fig. 9-51, adjust the condenser C' to resonance with the 
5000-cycle impressed voltage. When the circuit is properly tuned, the deflection of 
the oscilloscope is a maximum, and the pattern is sinusoidal. 


1 Armstrong, E. H., Elec. Eng., 59, 485 (1940). 
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b. Using the oscilloscope deflection as an indication of the output voltage, or with 
the aid of a vacuum-tube voltmeter, plot a curve of alternating output voltage as a ~ 
function of biasing voltage Zo. 

c. Using the modulation characteristic of part b, predict the shape of the envelope 
of the modulated wave that will be produced if 60-cycle voltage is impressed in series 
with the 5000-cycle voltage. Use several values of bias and of 60-cycle modulating 
voltage. 

d. Apply to the circuit the values of bias and modulating voltage assumed in part c 
and compare the wave forms of the output voltage with those predicted in part c. 


5000~ 
oscillator 


To oscilloscope 


Fra. 9-51.—Circuit for determining the modulation characteristic of a diode modulator. 


e. Adjust the bias and exciting voltages so as to give a modulated voltage of good 
waveform. Impress the output voltage upon a diode detector and observe the wave 
form of the output of the detector for various combinations of detector load resistance 
and capacitance. 
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CHAPTER 10 
TRIGGER CIRCUITS, PULSE GENERATORS, AND OSCILLATORS 


Among the important applications of electron tubes is their use in the 
generation of alternating voltage and current and of random or periodic 
voltage or current pulses. A closely allied application is made in vacuum- 
tube switching circuits, usually called trigger or gate circuits. Since cer- 
tain types of pulse generators and oscillators are based upon trigger 
circuits, a discussion of trigger circuits serves as a logical introduction to 
the theory of pulse generators and_ oscillators. 

10-1. Trigger Circuits—A trigger circuit is one which, for fixed 
values of supply voltages and circuit parameters, has two states of 


Current,I 


oO. . Voltage Ep 
Fie. 10-1.—Basie trigger circuit. Fia. 10-2.—Current-voltage diagram for the circuit 
of Fig. 10-1. 


equilibrium, characterized by two stable sets of circuit currents. The 
value of such circuits arises from the fact that they can be made to 
“trigger”? abruptly from one state of equilibrium to the other by means 
of small impressed controlling voltages or small changes in circuit 
parameters. : 

Triggering may take place in a circuit of the form of Fig. 10-1 if the 
current-voltage characteristic of the element N has a negative slope over 
a portion of the operating range. It is evident from the figure that the 
voltage EH across the element N must be related to the current J through 
the element by the following equation 


E = Ey — IR - (10-1) 


Equation (10-1) is that of the straight line MN through the point onthe 
voltage axis corresponding to the supply voltage Ex», having a negative 
slope in amperes per volt equal to the reciprocal of the resistance R in 
series with the element. Since all corresponding values of current and 
voltage through the element N are also specified by the characteristic 
curve of the element, it follows that the only values of current that can 
obtain with the given supply voltage and resistance are those correspond- 
349 
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ing to the intersection of the resistance lme MN with the characteristic 
curve. It can be seen from Fig. 10-2 that, if the characteristic curve has 
a portion whose slope is negative, the resistance line may intersect the 
characteristic curve in three points, 1, 2, and 3. This fact indicates that 
there are three possible equilibrium values of current. 

Analysis of Fig. 10-2 shows that 2 is a point of unstable equilibrium, 
whereas 1 and 3 are points of stable equilibrium. If the current and 
voltage have values corresponding to point 2, any small increase of cur- 
rent due to any cause is accompanied by a decrease of voltage across the 
element. More voltage ‘is thus made available to send current through 
the resistance, and so the current rises farther. The action is cumulative, 
the current rising until point 1 is reached. Any further increase of cur- 
rent above that corresponding to point 1 would necessarily be accom- 
panied by an increase of voltage across the tube. The voltage across 
the resistance would therefore have to fall, which could be true only if 
the current became smaller. Hence the current would return to the 
value corresponding to point 1. A similar analysis shows that if the 
current is initially that corresponding to point 2, any small initial decrease 
of current becomes cumulative, and so the current falls to that of point 3. 

If the applied voltage Hy, is gradually raised from zero, the inter- 
section of the resistance line with the characteristic curves moves along 
- the branch OA of the characteristic curve. When the intersection is at 
A, an infinitesimal further increase of voltage causes the current to fall 
abruptly to the value at £, 7.e., the circuit triggers. Further increase 
of supply voltage causes the intersection to move toward C. If the sup- 
ply voltage is then decreased gradually, the intersection moves down the 
branch CB until the point B is reached, from which the current jumps 
abruptly to the value corresponding to point D. It can be seen that 
similar abrupt changes of current take place if the slope of the resistance 
line is varied by changing the resistance R or if the characteristic curve 
is displaced vertically or horizontally. In trigger circuits incorporating 
vacuum tubes, this displacement can be accomplished by varying one or 
more electrode voltages. 

Since the a-c resistance of a circuit element is defined as the reciprocal 
of the slope of the static current-vs.-voltage characteristic of the element, 
it follows from the foregoing analysis that any circuit element that has a 
negative a-c resistance in a portion of its operating range may serve as 
the basis of a trigger circuit.t 


1 Lest the negative slope of the resistance line MN in Fig. 10-2 should be confusing, 
it is well to point out that this line shows the current through the resistance as a func- 
tion of voltage drop in the resistance. If the current were plotted as a function of 
voltage applied to the resistance, the resulting curve would have a positive slope and 
would pass through the origin. 
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10-2. Tetrode Trigger Circuits——The plate characteristics of screen- 
grid tetrodes are similar in form to the curve of Fig. 10-2 (see Fig. 3-9). 
It is to be expected, therefore, that a trigger circuit can be formed by 
inserting a resistance in series with the plate supply voltage of a screen- 
grid tetrode.! The slope of the negative-resistance portion of the plate 
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Fic. 10-3.—Current-voltage diagram for pentode trigger circuit. 


characteristics of modern tetrodes is so low, however, that resistances of 
the order of 100,000 ohms or higher, and correspondingly large values 
of ‘plate supply voltage, must be used. For this reason and because of 
change in shape of the tube characteristics with tube age as the result of - 
changes in secondary emission, this type of circuit has found little or no 
application. The circuit is mentioned here because of the possibility of 
its use in future problems. The circuit can Ra. 

be triggeréd by varying any of the electrode EVV 

voltages or the series resistance. 


10-3. Pentode Trigger Circuits.—A second iS 
characteristic of the form of that of Fig. 10-2 Ss 
is one relating the screen current 7,2 of a sup- e 
pressor pentode with the screen voltage e.: 25000. 7500e 
when the suppressor grid is coupled to the laje 


screen in such a manner that a change in #5 to 280. 
screen voltage is accompanied by aproportional *"* aan ee eee 
change in suppressor voltage, the suppressor 

voltage being maintained negative and the plate voltage positive. A 
typical characteristic is illustrated in Fig. 10-3 (see also Fig. 10-43).? 
A trigger circuit can be formed by inserting a high resistance in series 
with the screen voltage supply, as in the circuit of Fig. 10-4. In this 

'Retcu, H. J., Electronics, August, 1939, p. 14. 


2 Heron, EB. W., Proc. ILR.E., 28, 1201 (1935). 
3 Reicu, H. J., Rev. Sct. Instruments, 9, 222 (1938). 
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circuit the screen and suppressor grids are coupled by means of the resist- 
ance R», and the suppressor grid is maintained negative by means of the 
‘resistance &,. The circuit may be triggered. by means of voltages in 
series with any of the electrode supply voltages, by voltage pulses 
impressed upon one of the grids through a condenser, as shown in Fig. 
10-4, or by changes of circuit resistances. The control grid is the most 
sensitive triggering electrode. The values of the supply voltages are. not 
critical, but the proper relation must be maintained between them. 
The circuit constants shown in Fig. 10-4 are typical. The resistance R, 
is not required but may be used for the purpose of obtaining a voltage 
output from the plate circuit. 

The physical explanation of the operation of the circuit of Fig. 10-4 
is based upon the fact that the negative suppressor prevents some elec- 
trons from reaching the plate and causes them to return toward and strike 
the screen. An increase of negative suppressor voltage causes more 
electrons to be returned to the screen and thus increases the screen cur- 
rent. Suppose that the screen current in the circuit of Fig. 10-4 has its. 
lower equilibrium value and that the screen voltage is reduced. Because 
of the screen-suppressor coupling, the reduction of positive screen voltage 
is accompanied by an increase of negative suppressor voltage. Although 
the decrease of screen voltage tends to decrease the screen current, the . 
associated increase of negative suppressor voltage tends to increase the 
» sereen current. In certain ranges of operating voltages the increase in 
screen current resulting from the increase of negative suppressor voltage 
exceeds the decrease resulting from the decrease of positive screen voltage, 
and so the net result is an increase of screen current. Since JR drop in 
the screen circuit resistance R; causes the increase of screen current to be 
accompanied by further drop in screen voltage, tae action becomes 
cumulative and the screen current continues to rise. As the negative 
suppressor voltage increases, the effect of the suppressor voltage upon the 
screen current becomes smaller and finally, when no electrons strike the 
plate, is practically zero. At some value of suppressor voltage, therefore, 
the effect of the changing suppressor voltage becomes less than that of 
the changing screen voltage. As further decrease of screen voltage would 
then cause a decrease of screen current, the current cannot continue to | 
rise. It then has its higher stable value. The action may be reversed 
by a suitable increase of screen voltage. Because an increase of screen 
current is accompanied by a reduction of plate current, the plate current 
also-has two stable values, the higher of which corresponds to the lower 
value of screen current. By proper choice of voltages and circuit con- 
stants, the lower value of plate current may be made zero. This is impor- 
tant in certain applications of the circuit. 
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10-4. Eccles-Jordan Trigger Circuit—The most frequently used 
trigger circuit, firs® described by Eccles and Jordan,! is shown in basic 
form in Fig. 10-5. The functioning of this circuit depends upon the fact. 
_that current flows through only one tube at a time. Assume, for the 
purpose of explanation, that a condition of equilibrium exists in which 
both tubes conduct simultaneously. Any small increase of current in 
either tube, due to any cause, increases the 
voltage drop in the corresponding coupling 
resistance and thus increases the negative 
grid voltage of the other tube and thereby 
decreases .the plate current of the other 
tube. This in turn reduces the negative 
grid voltage of the first tube and thereby 
causes further increase in the plate current 
of the first tube. The action is cumulative 
and so one plate current rises while the 
other falls to zero. 

The action of the Eccles-Jordan circuit can also be analyzed with the 
aid of the current-voltage characteristic of the circuit. Figure 10-6 
shows a curve of external current that flows as the result of the applica- 
tion of direct voltage between points A and B of the circuit of Fig. 10-5 
‘(see also Fig. 10-46). Since this curve has a portion with negative 

slope, the theory of Sec. 4-1 predicts that triggering should take place if 

a voltage. source Ey, in series with a resistance R is connected between 
points A and B, as shown by the dotted 
lines of Fig. 10-5. The corresponding 
resistance line MN may intersect the 
characteristic curve in three points, as 
shown in Fig. 10-6, if the slope of the 
resistance line is less than the slope of the 
characteristic curve at the origin, 7.e., if 
the resistance BR exceeds the negative 

Fie. 10-6.—Current-voltage di- resistance at the origin. Abrupt changes 
pa ea erties “eo ‘rigeer’ of current through R and of voltage 

between A and B can be made to occur 
by varying Ey or by shifting the characteristic curve by changing the 
operating voltages of the tubes. 

If & is increased, the line MN becomes more nearly horizontal and, 
in the limiting case when BR is infinite, coincides with the voltage axis. 
Making RF infinite is, of course, equivalent to eliminating the external 
circuit made up of Hy, and R. The external current is then zero, but 

1Eccuss, W. H., and Jonpan, F. W., Radio Rev., 1, 143 (1919). 


Fig. 10-5.—Basic Eccles-Jordan 
trigger circuit. 


354 APPLICATIONS OF ELECTRON TUBES [Cuap. 10 


changes in electrode voltages can cause abrupt transfer of current from 
one tube to the other and a reversal of voltage betwen A and B. The 
magnitudes of the two values of this voltage are given by the intercepts 
P and Q of the characteristic on the voltage axis. If the circuit is in all 
respects symmetrical, these two values of voltage are of equal magnitude 
and are equal to the product of R, and the equilibrium plate current of 
either tube. Ordinarily this circuit is used without the external resistance 
R and the voltage supply E,, the circuit being triggered by changes of 
grid or plate voltages of such polarities as to reduce the plate current of 
the conducting tube or as to cause plate current to flow in the non- 
conducting tube. 

Figure 10-7 shows a practical form of the Eccles-Jordan trigger circuit 
that requires only one voltage source. 
In this circuit the grid of one tube 
is coupled to the plate of the other 
by means of resistance R, and the 
correct operating grid voltages are 
maintained by means of the resist- 
ances f,’. The circuit may be trig- 
gered by means of voltages introduced 

in series with the electrodes, by 

el eae tiger ec Eccles: changes of circuit resistances, or by 

means of voltage pulses applied to 

one or more electrodes through transformers or through a condenser, as 
shown in Fig. 10-4. 

The function of the condensers C., which are essential only when the 
circuit is triggered by means of voltage pulses of short duration, is to 
prevent the objectionable effects of interelectrode capacitances. Grid- 
cathode capacitance tends to prevent the grid voltage from changing 
relative to the cathode. Grid-plate capacitance couples the grid of each 
tube to the plate of the same tube and thus tends to prevent triggering. 
(If tube 1 is conducting and the plate current starts to fall, the resulting 
reduction in voltage drop in the resistance FR, causes the plate voltage to 
rise. Since the voltage across C,, cannot change instantaneously, there 
is a corresponding rise in grid voltage, which tends to prevent the reduc- 
tion of plate current.) Plate-cathode capacitance tends to prevent the 
plate voltage from changing relative to the cathode. The interelectrode 
capacitances therefore act in such a manner as to increase the time 
required for triggering and to reduce the reliability of operation. Con- 
densers C., the capacitance of which exceeds the interelectrode capaci- 
tances, reduce the undesirable effects of the grid-cathode and grid-plate 
capacitances. Because the voltages across these condensers cannot 
change instantaneously, a change of voltage of either plate results in a 
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nearly equal instantaneous change in voltage of the grid of the other 
tube. When the condensers are omitted, on the other hand, the change 
in grid voltage cannot exceed the change in plate voltage multiplied by 
the ratio R.’/(R. + R.’), and the action of the interelectrode capacitances 
may reduce the change in grid voltage considerably below this value. 
The capacitance of the condensers C, should not be larger than necessary, 
since the charging and discharging of these condensers immediately 
following triggering cause exponential variations of the circuit currents 
and voltages that are objectionable in some applications. Fifty micro- 
microfarads is usually a satisfactory value. 

Figure 10-8 shows a modification of the basic Eccles-Jordan circuit 
that has desirable. characteristics.1_ In this circuit. the suppressor grids 
of pentodes serve the same function as the triode grids of the circuit of 
Fig. 10-7. A constant positive volt- 
age is applied to the screen grids, 
as in the use of pentodes as volt- Rc 
age amplifiers, and the control 
grids are used for triggering the cir- 
cuit. Because the high negative 
voltage of the suppressor grid of 
the nonconducting tube prevents 
the flow of plate current regardless 
of the voltage of the control grid, 
the circuit cannot be made to trig- 
ger by the application of positive voltage to the control grid of 
the nonconducting tube. Application of negative voltage to the con- 
trol grid of the conducting tube, however, reduces its current and thus 
triggers the circuit. If short negative voltage pulses are applied simul- 
taneously to both grids, the plate currents of both tubes remain zero 
throughout the duration of each pulse. During this time the condensers 
C, cause the suppressor of the tube which has been conducting to be more 
negative than that of the other tube and thus cause the current to transfer 
to the other tube at the end of the triggering pulse.!? The size of the 
condensers should bé such that the time taken for them to charge or dis- 
charge from one equilibrium value of voltage to the other value is large 
in comparison with the duration of the triggering impulse, but small in 
comparison with the time between successive pulses. Their capacitance 
should also exceed the interelectrode capacitances. Condensers of 
50 put capacitance are usually satisfactory. Reliable triggering necessi- 
tates the use of triggering pulses of very short duration. The purpose . 
of the resistors R; is to maintain the control grids at cathode potential — 

1Retcu, H. J., Rev. Sci. Instruments, 9, 222 (1938). 

2 Toomim, H., Rev. Sci. Instruments, 10, 191 (1939). 
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Fie. 10-8.—Modified form of LEccles- 
Jordan trigger circuit using pentodes. 
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between triggering impulses. If the grids are allowed to float, stray 

fields cause random or periodic triggering. 
The functions of the control and suppressor grids in the circuit of 
Fig. 10-8 may be interchanged, but the circuit is then sensitive to trigger- 
ing voltage of either polarity. It is also possible to connect the control 
and screen grids of pentodes as the triode grids and plates, respectively, 
are connected in the circuit of Fig. 10-7, and to take the output oleae 
or current from the plate circuits. 
10-5. Design of Eccles-Jordan Trigger Circuits—The values of the 
resistances Ry, R., and FR.’ are not critical in the circuits of Figs. 10-7 and 
10-8, but it is essential that the circuit be symmetrical: Small i inequal- 
ities of the resistances in the two halves of the circuit or differences] in 
the characteristics of the two tubes tend to make one tube or the other 
carry current continuously. The plate currents decrease with increase of 
R;, and the voltage across Ry increases. The choice of Ry is therefore 
governed to some extent by whether 


a current or voltage output is de- 
tod 2 og Re sired from the circuit. There is also 


a C=) a minimum value of R, below which 
the circuit does not have the nega- 
: tive-resistance characteristic essen- 
tial to triggering (see Prob. 4-5). 
“ R, and R,’ should be at least four or 
‘Fie, 10-9.—Self-biased Eccles-Jordan trig- five times as large as 2, and may con- 
ices veniently be made equal. Typical 
resistance values are R, = 10,000 ohms and R, = R,’ = 250,000 ohms. 
Supply voltages of 20 volts or less may be used in these circuits, but the 
voltage output available across R, increases with supply voltage. The 
circuits are not critical as to type of tube. The voltage divider 
used to provide grid bias in the circuits of Figs. 10-7 and 10-8 may be 
replaced by a properly chosen biasing resistor in the common cathode lead 
of the two tubes, as shown in Fig. 10-9. (This may be accomplished in 
effect by disconnecting the positive end of the voltage divider from the 
voltage supply in the circuits of Figs. 10-7 and 10-8). 

10-6. Applications of Trigger Circuits——Any of the circuit currents 
of a trigger circuit may be used directly to operate a relay or other current- 
controlled device if the inductance or resistance of the device is not so 
great as to prevent triggering. It is preferable, however, to use the 
voltage drop across one of the resistors to control the plate current of an 
amplifier tube, which may in turn be used to operate the relay or other 
device. Although voltage output may be taken directly from one of the 
- resistors if the resistance of the load is so high as to prevent unbalancing 
of the circuit, the use of a voltage amplifier between the trigger circuit 
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and the load is usually advisable. The circuits may be triggered by 
means of voltages applied to one or more electrodes, as already explained. 
Usually the circuits are so sensitive that the change of electrode voltage 
resulting from touching one of the tube electrode terminals is sufficient to 
cause triggering. The circuit of Fig. 10-8 can be triggered by negative 
control-grid voltage as low as $ volt. Any of the Eccles-Jordan circuits 
may also be triggered by means of changes of illumination if phototubes 
are connected in series with or in place of the resistances R, or in parallel 
with or in place of the resistances R,’._ Trigger circuits are used as the 
basis of pulse generators, relaxation oscillators, switching circuits, count- | 
ing circuits, frequency meters, time and speed meters, and other impor- 
tant circuits. Most of these applications will be taken up in this chapter 
and in Chap. 15. 

10-7. Circuits for Generating Triggering Pulses.—In order to ensure 
reliability in triggering, the triggering impulses applied to trigger circuits 


Cc 
o—| 
Input R 


Fig. 10-10.—Pulse-sharpening circuit (dif- Fie. 10-11—Form of the pulse pro- 
ferentiating circuit). duced by an abrupt ¢hange of direct voltage 
impressed upon the circuit of Fig. 10-10. 


must be of very short duration. Suitable pulses may be produced by 
means of the simple circuit of Fig. 10-10 if R and C are small. An 
abrupt change of direct voltage impressed upon the input to the circuit 
is followed by an exponential charging or discharging of the condenser. 
The flow of current through the resistance R during the charging or dis- 
charging time produces a pulse of output voltage of the exponential form 
shown in Fig. 10-11. The duration of the pulse can be made as short 
as desired by making R and C small.! If the input voltage is a periodic 
wave having discontinuities, such as a rectangular or triangular wave, 
an output pulse is produced at each discontinuity of input voltage. 
Figure 10-12a shows a typical wave of output voltage produced by square- 
wave input voltage. The output voltage produced by a triangular 


1 The equation.of the pulse of Fig. 10-11, derived under the assumption that the 
inductance in series with C and the capacitance shunting # are negligible, is 
€o = AE ie“ Re, 


in which AZ; is the change in direct input voltage. The series inductance and 
shunting capacitance tend to prevent sudden changes in output voltage and thus 
make it difficult to attain the rapid rise in voltage shown in Fig. 10-11 when the pulse 
is of very short duration. 
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wave of input voltage consists of periodic pulses of one polarity only, 
as shown in Fig. 10-12b. 

The resistance R of Fig. 10-10 may serve also as one of the trigger- 
circuit coupling resistances, such as R,’ of Fig. 10-7, R; of Fig..10-8, or 
the first-grid resistor of Fig: 10-4; and C may serve as an input coupling 
condenser, such as that of Fig. 10-4. Figure 10-13 shows a modification 
of the circuit of Fig. 10-10 that makes 
possible triggering by the opening 
and closing of a switch. A pulse of 
one polarity is produced when the 
switch is closed, and of opposite 
polarity when it is opened. The 
resistance Ra of Fig. 10-13, which 
serves to discharge the condenser 
when the switch is opened, should be 
small in comparison with R,’ or. R;. 

Periodic triggering pulses may be 
derived from a sinusoidal voltage by 

first transforming the sinusoidal 
eee ar ae Dae eel voltage into a rectangular wave and 
square and saw-tooth waves of voltage to impressing the latter upon the input 
Hie Pepe es ie creat Oka re 1e of the circuit of Fig.10-10. A simple 
‘“‘neak-clipping’’ circuit by means of which a sine wave may be converted 
into a wave approximating rectangular form is shown in Fig. 10-14. The 
output voltage increases with input voltage until the instantaneous 
impressed voltage is approximately equal to the diode biasing voltage. 
Current then starts flowing in one of the diodes and the resulting voltage 
drop in the series resistor prevents appreciable further rise of output 


—e eee 


5000002. 


7 Sinusoideat 
| input voltage 
S Rqd R ; 
Fig. 10-13.—Circuit for generating trig- Fie. 10-14.—Peak-clipping circuit for 
gering pulses by the closing and opening ofa the production of voltages of rectangular 
switch. wave form. 


voltage. The solid curve of Fig. 10-15 shows the form of the output 
voltage, which may be amplified and applied to another peak-clipping 
stage in order to make the reversal of voltage more abrupt. By the 
use of a number of stages, the voltage may be made to approach as 
nearly as desired a true rectangular wave. Peak clipping may also be 
accomplished by means of a limiter of the type discussed in Sec. 9-30. 
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Symmetrical voltage pulses may be produced with the circuit of Fig. 
10-14 by taking the output from across the resistance, instead of across 
the tubes, and making the diode biasing voltage so high that current 
flows through the diodes only at the peaks of the voltage waves. If only 
one diode is used, the pulses are of one polarity only; if two diodes are 
used, as in Fig. 10-14, alternate pulses are of opposite polarity. Similar 
results are obtained by applying a sinusoidal voltage to the input of a 
Class C amplifier biased considerably beyond cutoff. If the amplifier is 
single-sided, the pulses are of one polarity only; if the amplifier is push- 


pull, alternate pulses are of opposite = ,-, rN 
polarity. i \ "4 Input if \ 

Sharp periodic voltage pulses can i /~ Output , ‘ 
also be generated by a self-biased ge ee aes 
sinusoidal oscillator in which the bias- \ \ / 
ing resistor and condenser are so large Me uy ne 
that oscillation ceases after a single set \f 


cycle of oscillation and does not start Fie. 10-15——Input and output volt- 
again until the lapse of appreciable  *#°8 the cireuit of Fig. 10-14. 
time. The theory of such an oscillator is discussed in Sec. 10-38, and a 
typical circuit diagram and the form of the output wattage are shown in 
Figs. 10-58 and 10-59. 

10-8. Rectangular-wave and Rectangular-pulse Ganepaiors: —Ree- 
tangular waves of voltage are produced across the screen and plate 
resistors of the circuit of Fig. 10-4 and across the plate resistors of the 
circuits of Figs. 10-7 and 10-8 when the circuits are triggered periodically. 
If alternate pulses are spaced so that the circuits remain in one equilibrium 
state longer than in the other, the positive and negative halves of the 
rectangular waves are of unequal duration. Random rectangular pulses 
may be generated by the use of two triggering impulses separated in.time 
by the required duration of the pulse. The first impulse triggers the 
circuit in one direction, and the second in the other. 

Periodic or random rectangular voltage or current pulses of con- 
trollable length, initiated by single triggering impulses, may also be 
generated by unbalancing a trigger circuit in such a manner that it 
normally remains in one equilibrium state, and returns to that state after 
a short time interval when triggered into the other equilibrium state. 
This may be accomplished in the Eccles-Jordan type of circuit by replac- 
ing one coupling resistance R, by a condenser. A typical circuit is shown 
in Fig. 10-16. 

The circuit of Fig. 10-16 operates as follows. The voltage dividers 
controlling the grid biases are adjusted so that tube 7’; normally con-. 
ducts, but so that the circuit can be triggered. Application of a negative 
triggering impulse to the grid of 7'; stops the plate current in 7; and starts 
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it in 7's. -The resulting voltage drop in R, lowers the plate voltage of T; 
and hence the voltage impressed upon the series combination of R,’ 
_and C.. C, therefore starts discharging. The discharge current 2; flows 
through R,’ in the indicated direction and thus produces a voltage drop 
that biases the grid of 7, beyond cutoff. As C, discharges, however, the 
discharge current falls exponentially and so the negative bias of Ty 
gradually becomes smaller. After a time interval that is determined 
principally by the size of 2.’ and C, and to a lesser extent by the value of 


Triggering 
pulse 


Fie. 10-16.—Circuit for the production of rectangular voltage pulses of controllable length. 


R, and of the supply voltage, the grid voltage of T, rises above cutoff. 
Current then again starts flowing in 7, and the circuit triggers back to 
its original state of equilibrium, in which no current flows in 72.1 Because 
the discharging and charging of C, immediately following triggering 
produces an exponentially changing component of current through #;,, 
the voltage across JF, rises and falls exponentially, as shown in Fig. 10-17. 
If the resistance R; is sufficiently small in comparison with R.’, however, 
so that the condenser current does not greatly affect the voltage drop in 
: R,, the voltage pulse produced across Ry is approxi- 
mately rectangular. It can be made truly rectan- 
gular by passing it through a circuit of the form of 
Fre. 10-17—Volt. Fig. 10-10 or a limiter type of amplifier such as that 
age pulse produced by discussed in Sec. 9-30. Periodic pulses are obtained 
the circuit of Fig. 10° by the use of periodic triggering pulses. The pulse 
length is controlled by varying R.’ or C.. 
10-9. Vacuum-tube Oscillators—Advantages of electron-tube oscil- 
lators over alternators in the generation of alternating voltage and current 
include their wide fréquency range, the freedom from harmonics of 


1 The circuit may also be analyzed by making use of the fact that it takes time for 
the voltage across a condenser to change. Since the voltage across C, cannot change 
instantaneously, the grid voltage of T1 is lowered by an amount that is initially equal 
to the abrupt reduction of plate voltage of Ts. The high negative voltage thus 
applied to the grid of 71 prevents this tube from conducting. The drop in voltage 
across R;, caused by the flow of 72, however, causes C. to discharge through R#,’._ The 
exponential reduction of voltage across C, is accompanied by a corresponding gradual 
reduction of negative grid voltage of 7; until triggering takes place. 
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certain types and the richness in harmonics of others, their constancy of 
frequency, the ease with which their frequency may be varied, their 
portability, and their comparatively low cost. The fact that the ampli- 
tude and frequency of the output of electron-tube oscillators may be 
rapidly varied by means of voltage is one of the factors that have made 
possible the development of radio communication and broadcasting. 
Electron-tube oscillators have become an indispensable part of the 
equipment of scientific, educational, commercial, and defense laboratories. 

The following classification, although it is not complete as to modifi- 
cations of fundamental types, indicates the principal kinds of vacuum- 
tube oscillators: 


1. Relaxation: 
a. Glow-discharge and arc-discharge. 
b. Multivibrator. 
c. van der Pol (negative-transconductance). 
d. Saw-tooth—wave, using high-vacuum tubes. 
2. Negative-resistance: 
a. Dynatron. 
b. Negative-transconductance (transitron). 
ce. Push-pull. 
d. Negative-grid-resistance. 
e. Resistance-capacitance-tuned. 
3. Feedback: 
. Tuned-plate. 
. Tuned-grid with inductive feedback. 
. Tuned-grid with capacitive feedback. 
. Hartley. 
. Colpitts. 
. Tuned-grid—tuned-plate and other complex types using more than one 
tuned circuit. 
g. Resistance-capacitance-tuned. 
. Magnetostriction and piezoelectric. 
. Heterodyne. 
6. Ultrahigh-frequency: 
a. Positive-grid. 
b. Magnetron. 
c. Velocity-modulation. 
7. Tonic. 
8. Mechanical-electronic. 
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10-10. Relaxation Oscillators.—Relaxation oscillators are oscillators 
in which one or more currents or voltages change abruptly at one or 
more times in the cycle of oscillation. In certain applications, relaxation 
oscillators have a number of advantages over oscillators that give a 
sinusoidal output. Among these advantages are the number and ampli- 
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tude of harmonies present in the output; the ease with which the. fre- 
quency may be stabilized by the introduction into the oscillating circuit 
of small voltages whose frequency is a multiple or submultiple of the 
oscillator frequency; the wide range of frequency that can be obtained 
with a single oscillator; and the compactness, simplicity, and low cost of 
relaxation oscillators. They are of particular value in the production 
of saw-tooth voltages required for the operation of cathode-ray oscillo- 
graphs (see Sec. 15-20). The high harmonic content of relaxation 
oscillators, on the other hand, makes them unsuitable for applications 
in which sinusoidal wave form is essential. 

Glow- and arc-discharge tubes are often used in relaxation oscillators. 
The operation of glow and arc relaxation oscillators is so closely asso- 
ciated with the theory of glows and arcs that they can be discussed best 
in Chaps. 11 and 12, which deal with glow- and arc-discharge tubes and 
circuits. Relaxation oscillators using high-vacuum tubes are based 
upon the trigger circuits discussed in Secs. 10-2 to 10-5. Condensers 
are incorporated in these circuits in such a manner that triggering from 
one state of equilibrium to the other is followed by the charging or dis- 
charging of one or more condensers. The resulting gradual change of 
condenser voltages produces corresponding changes of electrode voltages. 
Critical values are eventually reached at which the circuit triggers to 
its original state of equilibrium. Triggering is again followed by gradual 
changing of condenser voltages to values at which the circuit again 
triggers and the cycle repeats. 

10-11. The Multivibrator—The most frequently used type of high- 
vacuum-tube relaxation oscillator 
is the. multwibrator, shown in 
basie form in Fig. 10-18.4 Com- 
parison with the Eccles-Jordan 
trigger circuit of Fig. 10-8 shows 
that, the multivibrator is derived 
from the Eccles-Jordan circuit. by 


Fie. 10-18.—Multivibrator. 


densers C,. The action of the 
multivibrator is similar to that of the pulse generator of Fig. 10-16, 
explained in Sec. 10-8. Figure 10-19 shows current directions and 
typical voltages in the circuit immediately following transfer of current 
from tube T; to tube T2. The cessation of current in 7, causes the plate 
voltage of T, to rise? and the start of current in 7’, causes the plate voltage 


replacing the resistors R, by con-.. 


of T, to fall. Since the plate voltage of 7’; is impressed across the series - 


1 Apranam, H., and Buocu, E., Ann. Physik, 12, 237 (1919). 
_ 2 Because of the flow of condenser current 7: through Ry, the plate voltage of T; 
does not immediately rise to the value of the plate supply voltage. 
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combination of R.2 and C,2, and the plate voltage of T2 is impressed across 
the series combination of R,; and C.1, the sudden change in plate voltages ° 
causes a condenser discharging current 7, to flow out of C.1 and a charging 
current 72 to flow into Cz. The flow of 7, through #.1’ biases the grid of 
T, negatively and prevents it from conducting; the flow of 72 through 
R.. and the grid of 7’, biases the grid of T, positively and thus keeps it 
conducting. As C., discharges and C2 charges, however, the currents 7, 
and 7, decrease exponentially and so the biasing voltages become smaller. 


Fia. 10-19.—Instantaneous currents and voltages in the multivibrator immediately follow- 
ing transfer of current from tube 71 to tube 72. 


The negative bias of 7, eventually becomes so small that plate current 
starts flowing in 7, and the circuit triggers.t. The transfer of’ current 
from T, to T; is followed by a similar series of events, the directions of 
the currents 7; and 7, being such as to maintain the grid of T, positive 
and that of T, negative. As C., charges and C2 discharges, the condenser 
currents, and hence the biasing voltages, gradually become smaller until 
the circuit again triggers. The cycle then repeats. 
Figure 10-20 shows the wave forms of the grid voltage and the grid 

current of eithertube. Thefact that 
the voltage is small during the posi- N N : 
tive portion of the cycle is explained = 
by the flow of grid current during the ec 
time the grid is positive. Because 
the grid current 7,2 rises rapidly with 
increase of positive grid voltage and 
produces a voltage drop in Ry, the Fia. 10-20.—Wave form of grid cur- 

‘ 5 . rent and grid voltage in a symmetrical 
grid voltage cannot swing far posi-  yuttivibrator. 
tive. The more rapid change of 
grid voltage during the positive portion of the cycle than during the 
negative portion is also caused by the flow of grid current. R.2' is shunted 
by the grid resistance of T2, which is small in comparison with both R,s' 
and #1 during the positive portion of the cycle. During the positive 
part of the cycle, therefore, the charging current of C.2 is limited almost 


1An alternative explanation of the action of this circuit is suggested by the 
footnote on p. 360. 
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entirely by Ro. During the negative portion of the cycle, however, the 
grid resistance is practically infinite, and so the discharging. current is 
limited by Rs1 + Reo’. Since R.»’ is considerably larger than Ry, the 
condenser charges much more rapidly during the positive part of the cycle 
than it discharges during the negative part. Because the grid voltage 
of the conducting tube falls to zero more rapidly than the negative grid 


nor Aes 


Fie. 10-21 Typical wave form of con- Fig. 10-22.—Typical wave form of grid- 
denser voltage in a symmetrical multivi- to-grid voltage in a symmetrical multivi- 
brator. brator. 


voltage of the other tube rises to the value at which plate current starts 
flowing, triggering is determined by the grid voltage of the nonconducting 
tube, and the period of oscillation by the rate of rise of negative grid 
voltage. Typical wave forms of condenser voltage, grid-to-grid voltage, 
and. plate-to-plate voltage in a symmetrical circuit are shown in Figs. 
10-21 to 10-23. The plate-to-plate voltage is of the form of Fig. 10-234 


FLA AR 
AAS AR 


Fie. 10-23 oe wave forms of Fig. 10-24. oe wave forms of (a) 
plate-to-plate voltage in a symmetrical  grid-to-grid voltage and (b) plate-to-plate 
multivibrator. voltage in an asymmetrical multivibrator. 


when the plate resistors are large and the grid resistors small; it is of the 
form of Fig. 10-236 when the plate resistors are small and the grid resistors 
large. Typical curves of grid-to-grid and plate-to-plate voltage in an 
asymmetrical circuit are shown in Fig. 10-24. 

The multivibrator is not critical as to tube type, supply voltage, . 
or circuit constants, provided that the resistances Ry, and Riz are large 
enough to ensure that the circuit can act as a negative resistance between 
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plates (see Prob. 4-5). The frequency of oscillation. increases with 
decrease of resistances and capacitances. The output voltage may be 
taken from across any of the circuit elements. Unless the impedance of 
the load is very high, however, it may be advisable to connect the load to 
the output of an amplifier which is directly coupled to the multivibrator. 
10-12. Van der Pol Relaxation Oscillator—Figure 10-25 shows the 
circuit of the van der Pol relaxation oscillator,! which may be derived 
from the pentode trigger circuit of Fig. 10-4 by 
replacing the screen-suppressor coupling resistor 
by a condenser. The circuit, functions as fol- 
lows: Triggering from the higher to the lower 
value of screen current causes an abrupt rise of 
screen voltage as the result of decreased voltage 
drop in the screen resistor. Because the volt- 
age across the condenser cannot change instan- 
taneously, there is an initial change of suppressor 
voltage equal to the change in screen voltage. 
The decreased negative suppressor voltage main- 
tains the lower screen current, but a charging current immediately 
' starts flowing into the condenser through R; and R,. As the voltage 
across the condenser rises, the suppressor voltage becomes more. nega- 
tive and finally reaches a critical value at which the circuit triggers back 
to the higher value of screen current. The resulting abrupt fall of screen 
and suppressor voltages is immediately followed by discharging of the 
condenser and exponential rise of suppressor voltage until the. circuit 
again triggers. Figure 10-26 shows a typical wave of condenser current 
or suppressor or screen voltage. The wave is 
fee be eee ba Te asymmetrical because during the charging of the 
_3 condenser the screen current has its lower value 
and, if the suppressor swings positive, suppressor 
Fre. 10-26.—Typical cyrrent flows. The flow of suppressor current 
wave form of condenser < 2 
current or screen or sup- together with the decrease of screen current and 
pressor voltage in the cit- the resulting increase in the portion of the cur- 
cuit of Fig. 10-25. Z 
rent through R; that flows into C, causes the con- 
‘denser voltage to change more rapidly than during the discharge of the 
condenser, when no suppressor current flows and the screen current is 
higher. The wave form of the condenser voltage is similar to the wave 
shown in Fig. 10-21, but the rising portion of the wave is of shorter dura- 
tion than the falling portion. The frequency of oscillation increases with 
decrease of R, and C. R; also affects the frequency, both because it 
affects the rate at which the condenser charges and discharges and 


*VAN DER Pou, B., Phil. Mag., 2, 978 (1926); Pacn, R. M., and Curms, W. F., 
Proc. I.R.E., 18, 1921 (1930); Heroup, E. W., Proc. I.R.E., 23, 1201 (1935). 
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Fria. 10-25.—Van der Pol 
relaxation oscillator. 
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because it determines the voltages at which the circuit triggers. As R; 
is increased from a low value, the frequency first decreases, passes 

through a minimum, and then increases.! 
10-13. Relaxation Oscillators for the Generation of Saw-tooth 
Waves.*—By adjustment of circuit constants and operating voltages, the 
condenser voltage in the circuit of Fig. 10-25 


NINA] can be made to have the saw-tooth wave forms 


(a) shown in Fig. 10-27. Similar waves can be 
obtained from across the condensers of an 
ae asymmetrical multivibrator. Waves of the form 
: ; of Fig. 10-276 are useful in connection with the 
operation of cathode-ray oscillographs (see Sec. 

YK 15-20) and cathode-ray television equipment. 
ees ocean Figure 10-28 shows another circuit, based 
waves of condenser voltage upon the pentode trigger circuit of Fig. 10-4, 
pre rable ae 10- with which a voltage wave of the form of Fig. 
10-276 can be more readily produced. The 
action of this circuit is dependent upon the abrupt change of plate cur- 
rent at critical values of plate voltage.. When the plate circuit is first 
completed, C is uncharged, and so the full plate supply voltage is applied 
to the plate. The plate current assumes its larger value, charging the 
condenser and thus lowering the plate voltage. At some value of con- 
denser voltage, the plate voltage reaches the critical value at which the 
circuit triggers and the plate current falls abruptly to its lower value, 
which may be zero or, at most, less than the condenser discharge cur- 
rent through R. The condenser then dis- 
charges through R until the plate voltage 
_ rises to its upper critical value and the 
cycle repeats. By making the plate sup- 
ply voltage much greater than the differ- 
ence in the critical plate voltages, the 
condenser may be made to discharge very 


00,000 2 


nearly linearly, giving a wave of condenser Fic. 10-28.—Relaxation os- 
voltage of the form of curve b of Fig. cillator for the generation of. 
10-27 saw-tooth voltage. ‘ 


The time taken for the condenser to charge decreases as the higher 
value of plate current is increased. By the use of screen supply voltage 
of 100 volts or more, positive control-grid voltage, and high values of R, 
the charging time may be reduced to a small fraction of the cycle. With 
screen supply voltage of 223 volts or less and negative control-grid 

1 Pace and Curtis, loc. cit. 


2 An excellent survey of saw-tooth-wave oscillators has been given by O. S. 
Puckte, J. Inst. Elec. Eng. (London), 89, 100 (1942). 
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voltage, on the other hand, the two values of plate current do not differ 
greatly, and the wave is of the form of Fig. 10-27c. Decrease of & 
increases the charging time and decreases the discharging time. At high 
values of R, the net effect of decrease of R is an increase of frequency. 
The oscillation frequency increases with decrease of C. An upper 
frequency limit exists as the result of plate-cathode tube capacitance, 
which has the same effect as the condenser C. The function of C, is 
merely to couple the screen and the suppressor. It has little or no effect 
upon the frequency if its reactance at oscillation frequency is small in 
comparison: with the resistance R;. The need of excessively high 
capacitance at very low frequency may be avoided by replacing the 
coupling condenser with a resistance, as in the basic trigger circuit of 
Fig. 10-4. This necessitates a readjustment of supply voltages. 


(a) . (b) 


Fig. 10-29.— Relaxation oscillators for the generation of saw-tooth voltage. 


A form of saw-tooth-wave oscillator derived from the Eccles- 
Jordan trigger circuit is shown in Fig. 10-29a.!_ The action is as follows: 
When the circuit-is first closed, C is uncharged, the plate and cathode 
of tube 1 are at the same potential, and current flows only through tube 
2. C charges through a high resistance R, and the plate voltage of tube 1 
rises. At a critical value of condenser voltage, current starts flowing in 
tube 1, and the current abruptly ceases in tube 2. C discharges rapidly 
through tube 1 and its plate resistor until a lower critical voltage is 
reached. The current then again transfers to tube 2, and the cycle 
repeats. By the use of high supply voltage, or by the substitution in 
place of R of a pentode, the plate current of which is practically inde- 
pendent of plate voltage ower a wide range of plate voltage, the condenser 
voltage wave may be made to assume the form of Fig. 10-276. The 
frequency of oscillation increases with decrease of C and R or with 
increase of charging current if a pentode is used in place of R (see pages 
456 and 489). 

Another saw-tooth-wave oscillator based upon the Eccles-Jordan 
trigger circuit is shown in Fig. 10-29b (see Prob. 10-1).? 


1 Puck sy, O.8., J. Sci. Instruments, 18, 78 (1936). 
* Porter, J. L., Proc. [.R.E., 26, 713 (1938). 
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Figure 10-30 shows an interesting circuit developed by Puckle.1 The 
action is as follows: When the supply voltage is first impressed, the con- 
denser C is uncharged, and the drop in voltage in R3 caused by the plate 
current of T'; causes the grid of T; to be biased beyond cutoff. C charges 
linearly through the pentode T1, which passes a constant current. When 
the voltage across C reaches a critical value, plate current starts flowing 
in Tz. The flow of this current through Rs applies a negative increment 
of voltage to the grid of 73. An amplified positive increment of voltage, 
produced across. Rs; is applied to the grid of 7's, reducing its bias and thus 
increasing the plate current of T.. Since the action is cumulative, C is 
rapidly discharged through J’. The cycle then repeats. The rate of 
charging of C’, and hence the frequency of oscillation, are controlled by 
Ry, which changes the bias of the second grid of 7; and thus the charging 
current. The need for the amplifier tube 73 is avoided in a similar 


Stabilizing ~ 
voltage input 


Fig. 10-30.— Relaxation oscillator for the generation of saw-tooth voltage. 


circuit developed by Kobayashi, in which the plate circuit of the discharge 
triode is coupled to the grid by means of a transformer in such a manner 
that initiation of plate-current flow in the triode causes the application 
of a positive increment of grid voltage to the triode and thus causes the 
plate current to rise cumulatively.” 

A saw-tooth wave of voltage may also be obtained from a self-biased 
feedback oscillator in which the biasing resistance and condenser are so 
chosen that the biasing voltage across the condenser increases very 
rapidly to such a high value that oscillation ceases after a. few cycles 
(see Sec. 10-38). The condenser then discharges slowly through the 
resistance.? The discharge may be made linear with respect to time by . 
substituting a pentode for the resistance and thus making the discharge 
current constant. 

An entirely different type of high-vacuum-tube saw-tooth-wave 
generator is shown in Fig. 10-31. The grid of the tube is normally 
biased beyond cutoff, so that the condenser charges up gradually through 

1 Puckze, O. 8., J. Television Soc. (Brit.), 2, 147 (1936). 


2U.S. Patent 1913449 (1929). 
3 APPLETON, Watson, and Warr-Hurp, Brit. Patent 234254. 
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the resistance R. Periodic positive voltage pulses of short duration, 
impressed upon the grid, cause the tube to conduct and thus to discharge 
the condenser periodically. The rate at which the condenser voltage 
rises and the voltage of the condenser at the instant it starts to discharge 
depend upon the values of the condenser capacitance C, the resistance 
R, and the charging voltage Z. The frequency of the saw-tooth con- 
denser voltage is that of the periodic pulses impressed upon the grid. 
Periodic triangular voltage pulses of the form shown in Fig. 15-51 are 
generated by this circuit if the grid bias is zero and the voltage pulses 
applied to the grid are negative.! High plate current then normally 
keeps the condenser essentially discharged. The negative pulses of grid 
voltage cut the plate current off for the duration of the pulses, allowing 
the condenser to charge through the resistance. To ensure that the 
condenser starts charging and discharging abruptly, the grid-voltage 
pulses should be rectangular. The length 
and frequency of the triangular pulses 
generated in this manner are the same as 
those of the grid-excitation pulses. A com- 
‘plete circuit, including the rectangular 
pulse generator that furnishes the grid 
excitation, is shown in Fig. 15-52. Inboth fF. Te ae saw- 
methods of using the circuit of Fig. 10-31, , 
linear charging of the condenser is approximated by making the supply 
voltage much higher than the maximum voltage to which the condenser 
charges. 

Saw-tooth—wave generators using glow- and arc-discharge tubes are 
discussed in Secs. 12-6-and 12-33. 

10-14. Use of Relaxation Oscillators in Frequency Transformation.— 
Relaxation oscillators are of great value in frequency transformation. 
Introduction into the oscillator circuit of a small voltage equal to a multi- 
ple or submultiple of the oscillation frequency causes the relaxation 
oscillator to “lock in.”” This locking action is possible because in all 
relaxation oscillators the relaxations take place at certain critical values 
of some voltage in the circuit. If a peak of the control voltage comes 
just before the relaxation occurs, the added voltage is enough to trip the 
circuit. The control voltage may have a much higher frequency than 
that of the oscillator because the only peak. of locking voltage which 
affects the oscillator is that which comes just as relaxation is about to 
occur. If the frequency of the control voltage is lower than that of the 
oscillator, then every nth relaxation of the oscillator will be controlled, 
where 7 is the ratio of the oscillator frequency to the control frequency. 
With reasonable care in circuit adjustment, relaxation oscillators may 

1 Hawortn, L. J., Rev. Sci. Instruments, 12, 478 (1941). 
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be controlled when the frequency ratio is as great as 50. The funda- 
mental output of one controlled oscillator may be used to control a 
second relaxation oscillator, which may in turn control a third, ete. By 
this means it is possible to obtain an audio-frequency voltage of great 
stability from the final relaxation oscillator when the first one is con- 
trolled by a crystal-controlled radio-frequency oscillator. The a-f out- 
put may be used to drive a synchronous clock.!_ By observation of the 
clock over a long period of time a very accurate determination may be 
made of the frequency of the crystal-controlled oscillator or of any lower 
frequency controlled by it. By separating and amplifying the various 


(a) 


Contry Frequency 
(c): 


Fie. 10-32.—Maultivibrator control circuits. 


Contro/ frequency 
(b) 


harmonics of the controlled relaxation oscillators, a large number of 
frequencies of high constancy may be obtained from one crystal oscillator. 

The multivibrator has proved to be the most satisfactory type of 
relaxation oscillator for use in frequency conversion. Its use in this 
manner has been discussed by a number of investigators.? Figure 10-32 
shows three ways in which the control voltage may be introduced into 
the multivibrator. In circuit a the control frequency must be an even 
integral multiple of the multivibrator frequency, in circuit b it must be 
an odd integral multiple, and in circuit c it may be any integral multiple. 
Resistance-capacitance coupling may be used in place of transformer 
coupling in impressing the control frequency upon the multivibrator 

1 Horton, J. W., and Marrison, W. A., Proc. I.R.E., 16, 137 (1928). ° 

2 ApraHAM and Burocu, loc. cit.; Mrrcier, M., Compt. rend., 174, 448 (1922); 


Cuarp, J. K., J. Opt. Soc. Am. and Rev. Sct. Instruments, 15, 25 (1927); Marrison, 
W. A., Proc. I.R.E., 17, 1103 (1929). 
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circuit. An excellent analysis of the control of multivibrator frequency 
has been given by Hull and Clapp, and further details by Andrew.! 
10-15. Analysis of Multivibrator Frequency Control—As pointed 
out in Sec. 10-11, triggering of a multivibrator is determined by the 
voltage of the grid that is negative. For this reason, the action of the 
stabilized circuits can be analyzed by reference to the negative portion 
of the wave of grid voltage. Under equilibrium conditions, each cycle 
of oscillation of the stabilized circuit must be identical with the previous 
cycle, and the grid voltage at the beginning’ of each cycle must be the 
same.as at the beginning of the previous cycle. Furthermore, in a 
symmetrical circuit, the number of cycles of control voltage per half 
cycle must be the same in both halves of the cycle. The instantaneous 
grid voltage must therefore be the same for both tubes at the 
beginnings of their respective half cycles. In the circuit of Fig. 10-32a, 


Zero 
\ 


/o ritical grid voltage 


/ 


Fie. 10-33.—Control of multivibrator frequency. The wave form of the grid voltage with 
and without control voltage is shown by the solid and dotted waves, respectively. 


in which the control voltage is applied in like phase to the grids of the 
two tubes, this requirement is satisfied if the instantaneous value of the . 
control voltage of one tube at the end of the negative half cycle of that 
tube is the same as at the beginning of that half cycle, 7.c., if there is an 
integral number of half cycles of control voltage per half cycle of oscilla- 
tion. (This assumes that the time required for triggering is of negligible 
duration.) Figure 10-33 shows how the frequency of oscillation is 
changed by an increase of control frequency at a frequency ratio of 6. 
The dotted curve shows the manner in which the negative grid voltage of 
one tube varies without control voltage. The solid curve shows the 
variation of grid voltage when control voltage is impressed, and the 
dashed line indicates the critical grid voltage at which triggering occurs. 
It can be seen that, as the frequency of the control voltage is increased, 
the beginning of the negative half-cycle shifts in phase relative to the 
control voltage in such a manner that there are always three cycles of 
control voltage per half cycle of oscillation. If the frequency is increased 
beyond that corresponding to curve c, the grid voltage curve will not 


1 Huu, L. M., and Ciapp, J. K., Proc. 1.R.E., 17, 252 (1929); Anprew, V. J., 
Proc. I.R.E., 19, 1911 (1931). 
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intersect the line of triggering voltage in three cycles, but at some time 
in the fourth cycle, and the frequency ratio will jump from 6to 8. As 
the control frequency is increased, therefore, the oscillation frequency 
will also increase over a'certain range, above which the frequency ratio 
will jump to a higher value at which control will again be attained 
throughout a similar frequency range. Further analysis of Fig. 10-33 
shows that the range of control frequency throughout which the oscilla- 
tor “locks in” increases with amplitude of control voltage. 

It can be seen from Fig. 10-33 that there must always be a whole 
number of cycles of control voltage per half cycle of oscillation, and so 
the frequency ratio for the circuit of Fig. 10-32a must be an even integer. 
In the circuit of Fig. 10-32b, however, the control voltage is applied to 
the two grids in phase opposition, and so the control voltage at the end 
of the negative half cycle must be of equal magnitude but opposite 
polarity to that at the beginning of the cycle in order to make the grid 
voltage the same in both tubes at the beginnings of their respective 
negative half cycles. There must be (n — 3) cycles of control voltage 
per half cycle of oscillation, and hence the frequency ratio will be 2n — 1, 
where n is any positive integer. The frequency ratio is therefore odd. 
In the circuit of Fig. 10-32c, the control voltage is applied to only one 
tube, and it is necessary only that the voltage at the beginning of the 
negative half cycle of grid voltage of that tube be the same in each succeed- 
ing cycle. This is true for any integral ftequency ratio. 

In a multivibrator based upon the circuit of Fig. 10-8, the control 
frequency may be applied to one or both control grids. In the van der 
- Pol oscillator the control frequency is best applied to the suppressor 
grid.t_ In the circuit of Fig. 10-28 the control frequency may be applied 
to any electrode, preferably the control grid or the suppressor grid. 

10-16. Analysis of Sine-wave Oscillators.—A given type of oscillator 
can usually be analyzed in several ways. A particular oscillator may, 
for instance, be analyzed on the basis of negative resistance or on the 
basis of feedback. If made on the basis of feedback, the analysis may 
make use of the series expansion for electrode current or, if one is not 
primarily interested in studying harmonic generation, a simplified 
analysis may be based upon the equivalent electrode circuit. “ When 
the equivalent electrode circuit is used, the circuit equations may be 
written in differential form, or complex notation may be employed. 
Still another method of analysis is to consider an oscillator as an amplifier 
in which the output voltage is impressed upon the input and to determine 
the conditions under which the output voltage is equal in phase and 
magnitude to the input voltage. - Choice of method in the analysis of a 
particular circuit is governed by the form of the circuit, by the preference 


1 Pace and Curtis, loc. cit. 
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of the person who makes the analysis, and by the amount of information 
that is desired concerning the performance of the oscillator. Usually 
a knowledge of the frequency of oscillation and the criterion of oscilla- 
tion is all that is necessary, but it may be important to know under what 
conditions the oscillations are essentially sinusoidal. For purposes of 
illustration, various methods will be used in subsequent sections in 
analyzing different circuits. Except at very high radio frequencies, the 
circuit tuning capacitances are usually so much larger than the inter- 
electrode capacitances that the latter may be 
neglected in an approximate analysis. 

10-17. Negative-resistance Oscillators..—The 
distinction between negative-resistance oscillators 
and feedback oscillators is in a sense artificial. 
A mathematical analysis of feedback oscillators Fis. 10-34.—Basic 

: . ‘ 8 : negative-resistance oscil- 
yields as the criterion for sustained oscillators  jaso. circuit. 
that the sum of certain parameters shall be 
equal to or less than zero. This criterion may always be written 
in such a form that one term is the positive circuit resistance. The other 
terms must, therefore, also have the dimensions of resistance, and at 
least one of them must be numerically negative in order that their sum 
shall be equal to or less than zero. One may say, therefore, that sus- 
tained oscillations can result if the tube in conjunction with the circuit 
can produce an equivalent negative resistance. Certain devices exhibit 
a negative a-c resistance without the action of an additional circuit, 
whereas the equivalent negative resistance in 
most feedback oscillators is dependent upon the 
action of the circuit. Under the first classifica~ 


i 


‘ tion of the above list will be considered only 
5 those oscillators in which the negative resistance 
= is: inherent in the tube, or in the tube and asso- 
Voltage © ciated resistors and capacitors, and does not 

Fie. 10-35-—Current- Tequire the presence of the tuned circuit. 
voltage characteristic Mathematical analysis shows that sustained 


of a negative-resistance 


pica: oscillations may be set up if either a parallel 


or a series combination of inductance and 
capacitance is connected across a device that exhibits negative a-c 
resistance. The dotted resistance of the circuit of Fig. 10-34 represents 
any device that has a negative a-c resistance. L, r, and C represent the 
inductance, resistance, and capacitance of the resonant tank circuit. 
(Losses in the condenser are assumed to be negligible.) Although the 
a-c resistance, as defined by the reciprocal of the slope of the current- 


1 For a bibliography of 55 items on this subject, see E. W. HERoLp, Proc. I.R.E., 28, 
1201 (1935). 
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voltage curve of Fig. 10-35, is not constant, it may be assumed to be 
constant in the range of operation if the current variations are not too 
large. Then the negative resistance is: 


p= a = const. (10-2) 


\ 


Application of Kirchhoff’s laws to the circuit of Fig. 10-34 gives the 
following differential equation for the current through the inductance: 


ad Pop ENE pot eas 
+(r+5)e+h =0 (10-3) 


Solution of Eq. (10-3) gives the following expression for any of the circuit 
currents :! 


Za Ae OME TWO gin (ws + a) (10-4) 
in which A and @ are constants, the values of which are different for the 


currents in the three branches of the circuit, and the angular frequency 
of oscillation is 


_fetet i, fi, ry 10-4A) 
w= it LC t (etd) ( ) 


If w is a real quantity, Eq. (10-4) shows that the circuit currents are 
sinusoidal and that their amplitude may decrease, remain constant, or 
increase. If the quantity (r/L + 1/pC) is positive, the exponential 
factor in Eq. (10-4) decreases with time, and oscillation started in any 
manner eventually ceases. If the quantity (r/L + 1/pC) is negative, 
on the other hand, the exponential factor increases with time and the 
amplitude builds up. In the critical case in which (r/L + 1/pC) is 
equal to zero, the exponential factor is unity, indicating that the ampli- 
tude of oscillation remains constant. (r/Z + 1/pC) may be negative or 
zero if either r or p is negative. . Hence, sustained oscillation of increasing 
or constant amplitude may be obtained if either r or p in Fig. 10-33 is a 
circuit element having negative a-c resistance in at least a portion of 
its operating range. The characteristics of negative-resistance circuit 
elements suitable for use in oscillators are such, however, that the 
equivalent oscillator circuits are necessarily of the form in which p is 
negative and r positive. 


1Counen, A., “Differential Equations,’ Chap. VII, D. C. Heath & Company, 
Boston, 1906. The student who is unfamiliar with the solution of differential equa- 
tions can show that Eq. (10-4) is a solution of Eq. (10-3) by substituting Eqs. (10-4) 
and (10-4A) in Eq. (10-8) and noting that an identity results. 
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If w is imaginary, Eq. (10-4) can be conveniently written, in the form 
re Ze HMloltt oom [efletta) — ¢-ilut-+e)] (10-5) 

J 


or 
Ze OE TU0Ot Boot 4 Bre 0" (10-6) 


in which w’ is a real quantity. 


pe Soares eA 1 
= jo = (445) Pte) (10-7) 


The second term within the brackets of Eq. (10-6) decreases with time 
and eventually becomes negligible in comparison with the first, which 
increases with time. The bracketed factor, therefore, increases expo- 
nentially with time. If (r/L + 1/pC) is zero or negative, the first 
factor is constant or increases exponentially, and so the product increases 
exponentially with time. Theoretically, therefore, if p is negative and 
of proper magnitude to make (r/L + 1/pC) 

zero or negative, the current, once it is 

initiated in any manner, will continue to 

rise. Practically, the current cannot con- ie: 10-38-—Typical none! 
‘tinue to rise indefinitely. Examination of sinusoidal voltage that may be 
Fig. 10-35 shows that, as the current increases, Benerated by a negative-re-. 
the magnitude of the negative resistance 

increases and that it eventually becomes positive. At some value 
of current (r/L + 1/pC) becomes positive and the current either 
assumes an equilibrium value or starts to decrease. The action of the 
condenser and inductance is such as to make the current decrease and 
finally to reverse. The result is a nonsinusoidal sustained oscillation, 
such as that shown by the oscillogram of Fig. 10-36. It was proved in — 
Sec. 10-1, however, that, if a negative and a positive resistance are 
connected in series, as they are in the left loop of the circuit of Fig. 
10-34, triggering may occur if the magnitude of the positive resistance 
exceeds that of the negative resistance. The nonsinusoidal oscillation 
is then a relaxation oscillation of the type discussed in Secs. 10-10 to 
10-15. (The analysis indicates that triggering is impossible for values 
of r and p at which sinusoidal oscillation can occur.) 

If (r/L + 1/pC) is positive, the first factor of Eq: (10-6) decreases 
with time. The product of the two factors first increases exponentially, 
passes through a maximum, and eventually approaches zero exponentially. 
This indicates that the current has the form of an exponential pulse. 
If the magnitude of the resistance of the positive-resistance element 
exceeds that of the negative-resistance element, the pulse may be accom- 
panied by triggering. It may, in fact, be initiated by triggering. 
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The results of the foregoing analysis may be summarized as follows: 


A. Sinusoidal oscillation may occur if w is real, .e., if |p] > L/(rC — 2+/ZC). 
1. The amplitude of oscillation decreases with time if (r/L + 1/pC) is 
positive, 7.e., if |p| > L/rc. 
2. The amplitude is constant if |p| = L/rC. 
3. The amplitude increases with time if |p| < L/rC. 
B. The current is exponential in form if w is imaginary, 1.e., if 


L 
lol < Go — 24/EG) 


1. Sustained oscillation occurs if |p| S L/rC. 
a. The current wave is continuous, but nonsinusoidal if |p| > r. 
b. Triggering occurs and the wave has discontinuities, 7.e., relaxation 
oscillation takes place, if |p| <r. 
2. The current is an exponential pulse if |p| > L/rC. 
a. Triggering does not occur if |p| > r. 
b. Triggering occurs if |p| <r. 


This summary is shown in graphical form in Fig. 10-87. Although 
similar analyses will not be made for feedback oscillators, such analyses 
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Fic. 10-37—Theoretical diagram showing the relative ranges of circuit parameters 
of a negative-resistance oscillator throughout which the various types of operation should 
occur. 


may be made. These analyses and their graphical summaries are of 
considerable instructional value because they show clearly that several 
types of operation are possible in a given circuit and that care is necessary 
in the design and adjustment of the circuit in order to ensure sinusoidal 
output from the oscillator. Figure. 10-37 is checked in its general 
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aspects by experimental investigations. It is found, for instance, that 
a large value of L/rC resulting from the use of insufficient capacitance 
causes the currents to be badly distorted from sinusoidal form. It 
should be noted, however, that the abrupt transitions from one type of 
operation to another indicated by Fig. 10-37 are not observed experi- 

mentally, since the magnitude of the neaplave resistance is in itself a 
function of the current. 

10-18. Amplitude of Oscillation of Negative-resistance Oscillators.— 
Practical negative-resistance oscillators are of such form that r is 
positive and p negative. In order that sinusoidal oscillation may start 
in. such a circuit, |po|, the static value of |p| at the operating point, must 
be less than L/rC. Although Eq. (10-4) indicates that the amplitude 
continues to increase with time, actually an equilibrium amplitude is 
reached. This is true because curvature of 
the current-voltage characteristic eventually 
causes |A|, the dynamic or average value of |p| 
during the cycle, to increase with amplitude. 
A number of investigators have shown that: 
equilibrium is established when || becomes 
equal to L/rC, if further increase of ampli- 
tude would cause [| to exceed: L/rC. 
Brunetti has proved from energy relations 
that p at a given amplitude may be meas- 
ured either by a bridge (see Sec. 15-34), or by 


Dynamic Negative Resistance, 8 


A-c Voltage Amplitude 


: . : Fie. 10-38.—Typical curve 
taking the ratio of the amplitude of a of dynamic negative resistance 


as a function of alternating 


sinusoidal applied voltage of given ampli-  Yoitage amplitude. 


tude to the amplitude of the fundamental 
component of the resulting current through the negative resistance ele- 
ment.? The current produced by a given voltage may be measured, or 
determined graphically from the characteristic curve of the negative- 
resistance element by the methods discussed in Sec. 4-12. 
The equilibrium amplitude of oscillation may be predicted by plotting 
a curve of |A| against amplitude of sinusoidal voltage applied to the nega~- 
tive resistance element at given operating voltages, as shown in Fig. 10- 
38.2 Possible equilibrium amplitudes are indicated by the intersections 
of the curve with the line |j] = L/rC. The values so determined are 
stable if further increase in amplitude results in increase of |p|. Values 
corresponding to points 1 and 3 of Fig. 10-38 are seen by inspection to be 
stable. The value at point 2 is unstable, since increase of amplitude 
results in decrease of |a| and thus in further increase of amplitude. In the 
example given, oscillation starts when L/rC exceeds |p,|._ Further increase 


1 For bibliography, see C. Brunetti, Proc. I.R.E., 25, 1595 (1937). 
2 BRUNETTI, loc. cit. ; 
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of L/rC causes the amplitude to increase.continuously until the intersec- 
tion reaches a, from which the amplitude increases abruptly to the value 
corresponding to b. Decrease of L/rC then causes continuous decrease 
of amplitude until the intersection reaches c, from which it-drops abruptly 
to the value corresponding to point d. Such abrupt changes of amplitude 
are often observed.! - 

10-19. Harmonic Content——When curvature of the current-voltage 
characteristic is considered, the differential equation for the circuit of 
Fig. 10-83 becomes much more complicated, and the solution has the 
form of an infinite series, indicating the presence of harmonics in the 
current. Thus, although curvature of the characteristic has the desirable 
effect of limiting the amplitude of oscillation, it also introduces harmonics 
of the fundamental frequency of oscillation into the current. In order 
to keep the harmonic content small, it is necessary that the equilibrium 


i i 
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Fie. 10-39.—T wo types of negative-resistance characteristics. 


amplitude shall be low and that curvature of the characteristic shall be 
small throughout the range of operation. 

The type of characteristic curve and the location of the operating 
point that will make it possible to satisfy these requirements can be 
determined from a study of the curves of Fig. 10-39. If the charac- 
teristic is of the form shown in Fig. 10-39a and the operating point is at 
O, increase of amplitude from a low value first causes a decrease in |p| 
(indicated by an increase of average slope over the range of operation) 
and hence a further rise in amplitude. When the amplitude becomes 
sufficiently great to extend the path of operation’ beyond the points of 
inflection at a, then |p| increases with further increase of amplitude and 
finally becomes so high that || = L/rC and the amplitude becomes con- 
stant. The equilibrium amplitude is relatively large, and the charac- 
teristic has appreciable curvature in the range of operation. Therefore, 
the requirements for low harmonic content are not: satisfied. If the 
characteristic and operating point are as shown in Fig. 10-396, on the 
other hand, then |g] increases continuously with increase of amplitude 
from a small value. By making L/rC only slightly greater than |p.l, 
. the reciprocal of the slope of. the characteristic at the operating point, 
the amplitude of oscillation may be made as small as desired. Since the 


1 For bibliography, see Brunerti, loc. cit. 
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curvature is also small in the operating range, low harmonic content may 
be attained. Fortunately it is possible to use negative-resistance ele- 
ments that have characteristic curves of the form of Fig. 10-390, so that | 
negative-resistance oscillators of very small harmonic content may be 
designed. The use of high-Q oscillatory circuits is also favorable to low 
harmonic content. 

10-20. Frequency of Oscillation—Under the threshold condition, 
when |p| = L/rC, Eq. (10-4A) reduces to 


Jot pel, 
w=] LG (10-8) 


Inasmuch as 7, the a-c resistance of the inductance coil and leads, is 
ordinarily only a few ohms, whereas the negative resistance |p| is seldom 
less than 2 or 3 thousand ohms, the frequency is practically equal to 
1/2r+/LC, and small changes in p, such as might result from the variation 
of battery voltages, have a negligible effect upon the oscillation frequency 
if the threshold condition can be maintained. 

10-21. Series Oscillatory Circuit—For the circuit in which the nega- 
tive resistance is shunted by a series combination of L, r, and C, the 
mathematical analysis gives the following expression for the angular 
frequency of oscillation: 


tee es = (ar) | (10-9) 


The oscillation is sinusoidal when |r + p| < +/L/C. In order for sus- 
tained oscillation to be possible, p must be negative, and its absolute 
value must be equal to or greater than r. Under the threshold condition 
at which oscillation will just start, the magnitude of p is equal to that . 
of r, and Eq. (10-9) reduces to 


1 
~ Vie 


The oscillation is then necessarily sinusoidal. 

Because of the necessity of providing a d-c path of low resistance, it is 
usually impossible to use the series type of circuit when the negative- 
resistance element consists wholly or in part of vacuum tubes. Although 
oscillation may be obtained in circuits that are presumably of the series 
type, careful investigation usually discloses that the circuit is actually 
oscillating as a parallel circuit of the form of Fig. 10-34, the distributed 
capacitance of the inductance coil serving as the shunting capacitance C. 
The series capacitance is found to have no effect upon the frequency. 


(10-10) 
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10-22. The Dynatron Oscillator—One cause of negative resistance 

in high-vacuum tubes is secondary emission, An excellent example of a 
negative-resistance characteristic resulting from secondary emission is 
shown by the plate characteristics of the old type 24A tube at low plate 
voltages. These characteristics were discussed in detail in Chap. 3 
(see Fig. 3-9). The newer type of 24A tube also has negative plate 
resistance at plate voltages lower than the screen voltage, but the magni- 
tude of the resistance is considerably higher than in the older tubes. The 
grid characteristics of many tubes also have portions with a negative slope. 
The possibility of using negative resistance resulting from secondary emis- 
sion in producing oscillations was first shown 
by Hull, who termed this type of oscillator the 
dynatron oscillator. The dynatron has since 
been studied theoretically and experimentally 
by many investigators, and much has been 
written on the subject.2 A typical dynatron 
oe 4[I circuit is shown in Fig. 10-40. The tuned cir- 
Fra. 10-40.—-Dynatron-oscil- gyjt, can also be connected in the screen-grid 

lator circuit. : ; 
lead, instead of in the plate lead.’ 

The negative-resistance characteristics of tetrodes approximate the 
desirable shape shown in Fig. 10-39b. Therefore by proper choice of 
operating point the amplitude of oscillation and the curvature in the 
operating range may be kept small, and the harmonic content low. Other 
advantages of the dynatron for laboratory applications are its good 
frequency stability and its simplicity. Because only one inductance is 

‘required, it is a simple matter to change from one frequency band to 
another. The amplitude of oscillation may be controlled by means of 
the control-grid voltage, which varies the slope of the characteristic in 
the negative-resistance range, and hence the value of p. Disadvantages 
of this type of oscillator result mainly from its dependence upon second- 
ary emission. Secondary emission changes with use of the tube, and large 
differences are observed in the shapes of the characteristics of individual 
tubes of the same type. 


aa ne 


1 Huu, A. W., Proc. I.R.E., 6, 535 (1918). 

2 Scroaaizr, M. G., Wireless Eng., 10, 527 (1933) (with bibliography of 35 items); 
Mout in, E. B., J. Inst. Elec. Eng. (London), 73, 186 (1933); Baxur, G. B., J. Inst. 
Elec. Eng. (London), 78, 196 (1933); Cotzsroox, F. M., Wireless E'ng., 10, 663 (1933) ; 
Hayas!, Tatvo, J. Inst. Elec. Eng. Japan, 53, 389 (1933); Cuarxs, G. F., Wireless 
Eng., 11, 75 (1934); CotEBroox, F. M., Radio Research Special Rept. 131 (England); 
Groszkowskl, J., Wireless Eng., 11, 193 (1934); Gacer, F. M., Proc. I.R.H., 23, 
1048 (1985); Gacer, F. M., and Russett, J. B., Proc. 1.R.E., 28, 1536 (1935); 
Hovutpi, J. E., Wireless Eng., 14, 422 (1937). 

3-Hayast, Taruo, Proc. I.R.H., 22, 751 (1934). 
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10-23. Negative-transconductance Oscillator—The objectionable 
features associated with secondary emission are avoided in another type 
of negative-resistance oscillator, the action of which depends upon the 
fact that negative voltage applied to the suppressor of a pentode such 
as the.6J7 or 6K7 causes electrons that have passed through the screen 
grid to be returned to the screen grid.1 Over a-certain range a positive 
increment of suppressor voltage (a decrease of negative voltage) allows 
more electrons to go to the plate and thus decreases the screen current, 
which means that the suppressor-screen transconductance is negative. 
Under proper operating conditions the screen current decreases with a 
positive increment of suppressor voltage even when the screen voltage 
is given an equal increment. By the use of the circuit of Fig. 10-41 the 
negative transconductance can be used to produce a negative resistance. 


Fig. 10-41.—The use of a pentode to pro- Fig. 10-42.—Transitron oscillator. 
duce negative resistance. 


If C, and R, are large enough so that a change in voltage of the screen 
grid G. is accompanied by a practically equal change in voltage of the 
suppressor grid G3, the action is as follows: An increase Ae,2 in the screen 
voltage is accompanied by an equal change Ae,3 of suppressor voltage. 
Aecg would by itself change 7.2 by the amount Ae2/r,2, and Ae,3 acting 
alone would change 7.2 by the amount Ae.sgz2. If the variation of rye 
with ¢¢3 and of gs2 with é-2 is small (z.e., if the curves of ic vs. €c2 for various 
values of ¢.3 are practically straight, parallel, and equidistant over the 
range under consideration), it may be assumed that the net change of 
tcg will be the sum of the two changes. 


A Ae, 1 
Ate, = a + Aecagse = Aece (4 + ss) (10-11) 
92 ~ WY g2 


Since gs: has been shown to be negative, it follows that, if the magnitude 
of gz exceeds the magnitude of 1/r,2, an increase of screen voltage is 
accompanied. by a decrease of screen current. When R, is so large in 
comparison with rz: that the current through R, and C, may be neglected, 


1 HERoLp, loc. cit. 
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this means that between points A and B the circuit will exhibit negative 
resistance of magnitude (see also Prob. 4-4). 


Tg2 Tg2 

= = 10-12 

le 1+ 192932 1+ pes 02) 

If a parallel resonant circuit whose parameters satisfy the criterion for 

sustained oscillation is inserted between A and B, as in Fig. 10-42, 
sustained oscillations result. 


a 


‘Screen Current igg,Milliamps. 


50 0 
Screen-Grid Volts, eg 


Fia, 10-43.—Static family of screen characteristics for a type 57 tube. The dotted lines 
show dynamic screen characteristics for the circuit of Fig. 10-41, derived under the assump- 
tion that changes of screen and suppressor voltage are equal. 


Dynamic curves of t.2 vs. é-2 for the circuit of Fig. 10-41 may be 
readily derived from the static family of ¢-2-e-2 characteristics.!_ Thus, in 
Fig. 10-48, the dotted dynamic 7,2-e-2 curves are obtained by connecting 
points for which e,.2. and e3 are changed by equal amounts from their 
static operating values. If, for instance, the operating values of e.. and 
écs are 100 volts and — 10 volts, respectively, then a 2-volt increase of 
éc2 to 102 volts is accompanied by a 2-volt increase of ¢.3 to — 8 volts, 
and the resulting current is 3.2 ma. Other points are located in a similar 
manner. If C, and R, are so small that the reactance of C, is appreciable 
in comparison with the resistance of R, at the desired frequency of oscilla- 


1 These curves should not be confused with curves of dynamic (average) negative 
resistance. 
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tion, the voltage-dividing action of C, and R, causes the change of es 
to be less than that of e.2. The dynamic curve is less steep, indicating 
a higher negative resistance. For this reason C, and R, should be large 
enough so that the coupling-condenser reactance at the lowest desired 
frequency of oscillation is small compared with the resistance of the grid 
resistor.! 

The pentode circuit of Fig. 10-42 may be modified to use a tetrode 
such as the 24A by the omission of the first grid G,. Oscillation can be 
obtained, however, only at low cathode temperature. The reason for 
this is that at normal temperature the resistance of the control grid, 
which is used in place of @2 of Fig. 10-41, is so low that 1/r 2 exceeds gss 
in Eq. (10-12), and p is positive, even though gz is negative. Use of the 
negative inner grid G, has the same effect as lowering the cathode tem- 
perature and has the additional advantage that the voltage of the first 
grid may be used to control the negative resistance and thus the ampli- 
tude of oscillation. 

The negative-transconductance oscillator 
is not dependent upon secondary emission 
and therefore does not have the objectionable 
features of the dynatron oscillator. The cir- 
cuit is slightly more complicated. 

10-24. Push-pull Negative-resistance 
Oscillator—A two-tube circuit which can 
be used as the basis of a negative-resistance Pye, 10-44-27: was. Bt 
oscillator is shown in Fig. 10-44.2. Although  triodes in a push-pull circuit to 
the equivalent plate circuit may be readily P*°duce neeative resistance. 
used to prove that a negative resistance may exist between points 
A and B (see Prob. 4-5), it is instructive to analyze the physical 
action of the circuit. & represents the fraction of r, from which voltage 
is applied to the grid of the opposite tube. On the assumption that the 
two tubes and their supply voltages are in all respects the same, the 
action is as follows: When the voltage Ae is zero, the points A and B 
are at the same potential, the two plate currents are equal, and no current 
flows through the external branch of the circuit. When Ae is applied, 
a current Az flows in the external branch. It is composed of two com- 
ponents: Az,, flowing through the plate resistors 74; and Age = — Ati, 

1 See also Prob. 10-3, p. 414. 

? Reicu, H. J., Proc. I.R.H., 25, 1387 (1937). See also L. B. Turner, Radio Rev., 
1, 317 (1920). 

It is interesting to note that the circuit of Fig. 10-44 is identical with the Eccles- 
Jordan trigger circuit of Fig. 10-5, that the dynatron oscillator is based upon the same 
circuit as the tetrode trigger circuit mentioned in Sec. 10-2, and that the negative- 
transconductance oscillator is based upon the same circuit as the pentode trigger 
circuit of Fig. 10-4. 
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circulating through the tubes. The resistor current is 
At, = 5- (10-13) 


Ae raises the voltage of the plate of tube 2 by Ae/2 volts and lowers the 
voltage of the grid of tube 2 by kAe/2 volts; the changes of plate and 
grid voltage of tube 1 are equal in magnitude to those of tube 2 but 
opposite in sign. On the assumption that Ae is small enough so that the 
plate resistance and transconductance, rp and gm, are practically constant, 
the changes in plate current are 


Aire = 2 + gues = — Ain (10-14) 
Pp 
Aiiacme Be (2 = kon) (10-15) 
lp 
The total change in 7 is 
Ae Ag does me TAs G 4s i= #) (10-16) 
Ty Tp 
Ai = $Ae Tr + rol — pk) (10-17) 
plo 
Ae 2r fs 2rp 
"Nit Fn — uk)” t% +r uk (10-18) 
T 


Equation (10-18) shows that, if the magnitude of wk exceeds the 
“ magnitude of (r, + 7:)/rs, the resistance between A and B is negative. 
If 7, is large in comparison with r,, the 
criterion for negative resistance is simply 
that the product yuk shall be greater 
than unity. The negative resistance of 
the ‘circuit results from the amplifying 
property of the tubes. If yk is suffi- 
ciently large, the change in plate current 
exceeds the change in current through 
the external resistors and is opposite in 
direction, causing a net external current 
opposite in direction to the eee 
voltage. 

Sustained oscillations are produced if a parallel resonant diva of 
low resistance is connected between A and B. The necessity for two 
B-supply voltages can be eliminated by using condensers and grid leaks 
to couple the grids to the plates, as shown in Fig. 10-45. k is unity in this 


Fie. 10-45.—Push-pull negative- 
resistance oscillator. 
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circuit but may be reduced for the purpose of controlling the amplitude 
of oscillation. The amplitude may be controlled more readily, however, 
by means of the grid bias. A twin triode, such as the 53 or the 6SN7GT, 
may be used in this circuit in place of two separate triodes. 


Ey 5-45 XX 


cae 
ei 


Volts-3.0 -2.4. -1.8 -1.2 -06 


Fie. 10-46.—Current-voltage characteristics for type 53 tubes used in the circuit of Fig. 
10-44. 


The reactance of the coupling condensers of Fig. 10-45 should be 
small in comparison with the grid resistors at the lowest desired frequency 
of oscillation. When this is true, it does not matter whether the resonant 
circuit is connected between the two plates or between the two grids. 

In Fig. 10-46 are shown curves of external current 7 vs. voltage e, 
between points A and B of the circuit of Fig. 10-44 for a type 53 twin 
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triode when kis unity. It is apparent that these curves have the desirable 
form of the curve of Fig. 10-39b. The amplitude and harmonic content 
may, therefore, be made as small as desired by adjusting the circuit 
parameters or by adjusting p by means of & or the supply voltages. 
This can also be seen from Fig. 10-47, which shows a typical curve of 
dynamic negative resistance vs. voltage amplitude derived from Fig. 
10-46 by use of Eqs. (4-35). The form of this curve is such that the line 
la| = L/rC can intersect the curve at 


ve 5008 only one point, the voltage of which 
$5 6,000 F sae zero as L/rC approaches 
Vig Pol. 

29 no The push-pull negative-resistance 
"E § 2,000 oscillator does not have the disadvan- 
Eo 0 tages of the dynatron oscillator and 
es “0 075 150 225 300 375 gives even lower harmonic content and 


Amplitude a at higher frequency stability than either 

fig: 40k 7D epienl. gaa SEE the dynatron or negative-transconduct- 

dynamic negative resistance vs. ampli- - ance oscillators. These advantages are 

tude of alerating voltage Qed partly offset by increased circuit 
~ complication. 

10-25. Negative-grid-resistance Oscillator (Tuned-grid with Capaci- 
tive Feedback).—In Sec. 4-3 it was shown that, as the result of grid-plate 
electrode capacitance, the input conductance of a vacuum tube may be 
negative when the plate load is inductive. When this is true, sustained 
oscillation may be set up in 4 parallel resonant circuit connected between 
the grid and-the cathode. Since the magnitude of the input conductance 
decreases with frequency, this type of oscillator can be used only at radio | 
frequency.. The variometer-controlled regenerative detectors which were 
popular in the early days of radio reception often proved to be excellent 
examples of this type of oscillator. The negative-grid-resistance oscil- 
lator may also be properly considered as a feedback oscillator. 

10-26. Resistance-capacitance-tuned Negative-resistance Oscilla- 
tors.—Sine-wave oscillators that do not require the use of inductance 
can be readily analyzed both as negative-resistance oscillators and as 
feedback oscillators. Since the feedback analysis is somewhat simpler, 
resistance-capacitance—tuned oscillators will be treated in Sec. 10-39. 

10-27. Method of Coupling to Negative-resistance Oscillators—In 
using the negative-resistance oscillators of Figs. 10-40, 10-42, and 10-45, 
the output voltage should be taken from across the resonant tank circuit 
or, preferably, from a separate coil coupled to the tank inductance L. 
When appreciable power is required or when the impedance of the load 
is such as to affect the frequency of oscillation if the load is connected 
across or coupled to the tuned circuit, the output should be taken from 
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an amplifier excited by the oscillator. Such an amplifier is called a 
buffer amplifier. 

10-28. Feedback Oscillators——A feedback oscillator can be con- 
sidered as a tuned feedback amplifier in which the amplitude and phase 
angle of the feedback voltage are such as to cause oscillation (see Sec. 
6-35).!_ Suppose that a voltage e; is applied to the input of an amplifier 
and that the resulting output voltage is ¢.. Ifa portion e; of the output 
voltage is applied to the input, in addition to e; and in phase with it, 
this feedback voltage will act in the same manner ase. If the magnitude 
of the feedback voltage is exactly equal to e:, it can replace e¢;, and the 


amplifier will continue to deliver the original output e,, if e; is removed. 


In other words, the amplifier will oscillate at constant amplitude. If 
the feedback is increased, the amplitude will build up; if it is decreased, 
the amplitude will die down. Among the simpler types of feedback 
oscillators are the tuned-plate oscillator of Fig. 10-48 and the tuned-grid 


wt on tt meen 


Fia. 10-48.—Tuned-plate oscillator. Fia. 10-49.—Tuned-grid oscillator. 
oscillator of Fig. 10-49, in which a portion of the voltage developed in 
the plate circuit is introduced into the grid circuit by means of magnetic 
coupling. 

Feedback oscillators are usually analyzed by use of the equivalent 
plate circuit, even though the amplitude of oscillation may be so high 
that the path of operation is far from linear. Although this method of 
analysis gives no indication of the production of harmonics, it yields 
considerable valuable information concerning the fundamental frequency 
of oscillation and the conditions that must be satisfied in order that 
sustained oscillations may be produced. In order to simplify the analysis, 
it is customary to neglect the effect of grid current. Although grid 
current cannot be neglected in a rigorous treatment, it is usually satis- 
factory to make use of the simpler analysis and to bear in mind that: the 
results must be modified to take grid current into account. Losses 
resulting from the flow of grid current have the same effects upon the 
operation of the circuit as an equivalent loss in the tuned circuit. Reduc- 
tion of plate current resulting from diversion of electrons to the grid 
increases the curvature of the dynamic transfer characteristic and thus 


1 For an analysis of phase relations in oscillators, see C. K. Jen, Proc. I.R.E., 19, 
2109 (1931). 
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tends to increase harmonic content. Because the grid current is a 
nonsinusoidal pulse; the harmonie content is also increased by the flow 
of grid current through the grid-circuit impedance. It will be seen, 
however, that advantage may be taken of the flow of grid current to 
limit the amplitude of oscillation by automatically increasing the grid 
bias. 

10-29. Tuned-plate Oscillator—Figure 10-50 shows the equivalent 
plate circuit for the tuned-plate oscillator under the assumption that 
condenser losses are negligible. The alternat- 
ing grid voltage e, is induced in the grid coil 
M by virtue of magnetic coupling to the plate 
ee ae coil. If M is assumed to be positive when an 

Bu eg increase of 7 results in a positive induced grid 


voltage, 
Fie. 10-50.—Equivalent di 
plate circuit for the tuned- = M ai (10-19) 
plate oscillator. : 


Application of Kirchhoff’s laws to the equivalent circuit gives the follow- 
ing equations: 


Tolp tert + LG Se ae (10-20) 


di 
Cb GeV Ges reo 10-21 
erha eg | boas eh) 


If Eq. (10-21) is differentiated and substituted in Eq. (10-20), the 
following second-order differential equation is obtained: 


di , difrarC +L — uM Tote 
at fC rl ) Pegi eee) 
This equation is of the form 
ata i+ bi =0 ~ (10-23) 


at? 
the solution of which is! 
i = Ae? sin (1/b — 4a? t + 8) (10-24) 


In order that oscillations shall not die out, the exponential factor 
of Eq. (10-24) must be unity or must increase with time; 7.e., a must be 
equal to or less than zero. The value of a may be obtained from Eq. 
(10-22). Since rp, C, and L are all positive quantities, the criterion for 
sustained oscillation is 


rorC +L—-uMs0 (10-25) 
1 CoHEN, op. cit., Chap. VII. 
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This can be satisfied only if M is positive and if 


|uM| = rerC +L (10-26) 
or 
Cc, L 
lanl = (ae + in, (10-27) 


It follows from Eqs. (10-19) and (10-25) that the coupling not only must 
exceed a critical magnitude but must be of such sign as to result in a 
positive component of grid voltage when the current through the plate 
inductance is increasing. 

Under the threshold condition, for which rorC +L — pM =0, the 
frequency of oscillation is 


1 t+ Tp 
= 10-28 
f av Yp ( ) 


When no power is being drawn from the oscillating circuit, r is small in 
comparison with r,, and the frequency of oscillation is practically the 
natural frequency of the resonant circuit, 1/2r+/LC. 

The ordinary complex method of solving the equivalent circuit is 
_also conveniently used in the analysis of oscillators. The following 
equations may be obtained by summing the voltages in the equivalent 
circuit of Fig. 10-50: 


Ipto + Ur + Jol) = nE, = ujoMI (10-29) 


| ae F 1\_ ; 
jo I (- + joL + 2) = 0 (10-30) 


The solution of these simultaneous equations gives the equation 
jo(Crrp +L — pM) — wr,LC +r, +r =0 (10-31) 


Equation (10-31) is an identity that can hold only if the real and the 
imaginary terms are individually zero. Equating the imaginary and 
the real terms to zero gives the criterion for oscillation [Eq. (10-25)] and 
the frequency of oscillation [Eq. (10+28)]. 

The significance of analyzing an oscillator circuit by solving the com- 
plex equations for the equivalent circuit becomes apparent when it is 
noted that the circuits of Figs. 10-48 and 10-50 may be considered to be 
those of a voltage amplifier, the output of which is taken from across L’. 
Since the complex equations (10-29) and (10-30) apply only to steady- 
state (constant-amplitude) values and since it is assumed in writing the 
equations that the vector input voltage /, of the amplifier is equal to 
the vector output voltage jwMTJ, the solution of Eqs. (10-29) and (10-30) 
is equivalent to determining the conditions under which the output 
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voltage is constant and equal in phase and magnitude to the input 
voltage. It should be noted that the complex method of analysis yields 
no information regarding conditions that must be satisfied in order that 
the oscillations shall be sinusoidal. This informa- 
tion may, however, be found from Eqs. (10-22) and 
(10-24) obtained in the differential-equation method 
of analysis. 

In order to emphasize the fact that curvature of 

Fig. 10-51.—Plate the tube characteristics results in the production of 
cireuit of tuned-plate harmonics in the oscillator current, it is of interest 
oscillator. ; : : : 

to analyze the circuit by using the series expansion 

for plate current. Summation of alternating voltages in the CLr branch 
of the circuit of Fig. 10-51 gives the equation 


di, . 1 Bats 
et aaa (10-32) 
or , 
La lee re +@ Lies. lp) = 0 . (10-33) 
But . 
tp = Q1€g : Axe,” + aseg? 2 (3-40) 
= am @ i+ aan? (4) + a3M3 wae(2 +e (10-34) 
Substituting Eq. (10-34) in Eq. (10-33) gives 
di , dijr dt 
aed iE Tole + aM § V+ astte (4): oe \ 
+ Iz =0 (10-35) 


Equation (10-35) has a simple sinusoidal solution only when a2 and 
coefficients of higher-order terms of the series are zero. The general 
solution is in the form of a series, which indicates the production of 
harmonics of the fundamental frequency. _ 

10-30. Tuned-grid Oscillator—An analysis similar to that which 
has been presented for the tuned-plate oscillator shows that the frequency 
of oscillation of the tuned-grid oscillator of Fig. 10-49 is 


1 
Wer/C(Lrp + L’r)/tp 


When no power is being drawn from the circuit, the term Lr, greatly 
exceeds L’r, and the frequency is very nearly equal to 1/2r+/LC. Under 


f= 


(10-36) 
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this same approximation the criterion for oscillation is 


rc, M 

9m 2 FF MU * Er, (10-37) 
The appearance of M in the denominator of one term of Eq. (10-37) and 
in the numerator of the other indicates that the required value of gm is 
large for both high and low values of M and that there is a value of M 
for which the required transconductance is a minimum. Solution of Eq. 
(10-37) for M shows that oscillation takes place only when / lies in the 
range between 


The limited range of M over which oscillation can occur is a practical 
disadvantage of the tuned-grid oscillator. 

10-31. Hartley Oscillator—The circuit of the Hartley oscillator is 
shown in Fig. 10-52. Analysis of the equivalent circuit shows that 
when no power is taken from the circuit the frequency of oscillation 
is very nearly equal to 1/2r+/LC, where L is 
the total inductance, ZL; + Le + 2M, of the two 
coils. The criterion for oscillation is (Cj, and 
Cy» neglected) 


yurCL : 
=F Madit —-G+m “**) 
It is interesting to note that Eq. (10-38) may c 


be satisfied when M is zero, indicating that M+ ee ce 
capacitive coupling through C' allows oscillation ; 
to take place even when there is no inductive coupling between the grid 
and plate circuits. The Hartley oscillator has long been a favorite 
circuit. One reason for this is that the criterion for oscillation is not 
critical. £, and Le are usually the two portions of a tapped coil, and the 
position of the tap may be used to control the amplitude of oscillation. 
The circuit will oscillate most readily when the ratio of Lz to L, lies in the 
range from approximately 0.6 to 1, the ratio increasing with amplification 
factor. Because the tuning condenser shunts both the grid and plate 
coils, the Hartley oscillator gives a lower frequency for a given total 
inductance than either the tuned-plate or tuned-grid oscillators and is 
therefore particularly suitable for the production of low audio frequencies — 
when the necessity for good wave form prevents the use of iron-core 
inductances. 

10-32. Colpitts Oscillator—Figure 10-53 shows the circuit of the 
Colpitts oscillator. The frequency of oscillation is nearly equal to 
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1/2r+/LC, where C = C:C2/(C: + C2), the resultant capacitance of 
C; and (> in series. The capacitances of the isolating condensers, C; 
and C., and the inductances of the chokes are made large enough so 
that they do not appreciably affect the oscillation 
frequency. As a variable-frequency oscillator 
the Colpitts oscillator is less convenient to use 
than the tuned-plate, tuned-grid, or Hartley 
oscillators, owing to the necessity of varying 
both C, and C2 in order to maintain oscillation. 
It has been found suitable for use in marine 
work, because the condensers may be sealed 
Fig. 10-53.-—Colpitts os- against moisture and the circuit tuned by means 
enter of a variometer type of variable inductance. 

10-33. Circuits Having More Than One Resonant Branch.—More 
complicated circuits than those which have been discussed are sometimes 
used. Among these are the Meissner circuit, shown in Fig. 10-54, and 


Fira. 10-54.—Meissner oscillator. Fig. 10-55.—Tuned-grid—tuned-plate oscil- 
lator. 


the tuned-grid-tuned-plate circuit of Fig. 10-55, in which feedback is 
through the grid-plate capacitance of the tube. The fact that both the 
grid and plate circuits are tuned in the latter circuit tends to improve the 
frequency stability and the wave form. A disadvantage of both of these 
circuits is that they may oscillate at two fre- 
quencies, and that the frequency may jump from 
one value to the other. Analysis shows that two 
frequencies of oscillation are to be expected when 
the circuit contains two resonant branches that are 
closely coupled. (The primary inductance of the 
Meissner circuit resonates with its distributed 
capacitance.) The two frequencies of oscillation piccaasee Gates 
are analogous to the two peaks of the resonance alized feedback oscilla- 
curve of a doubly tuned transformer (see Sec. 6-22), ter circuit. 

10-34. Generalized Feedback Oscillator Circuit—Figure 10-56 shows 
a generalized form of feedback oscillator circuit from which the various 
types of singly and doubly tuned circuits may be derived by the 
elimination of one or more of the circuit elementsor couplings. The inter- 
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electrode capacitances of the tube and the distributed winding capaci- 
tances may serve as the condensers of the circuit of Fig. 10-56 and those 
derived from it. 
10-35. Push-pull Oscillators.—The basic feedback oscillator circuits 
may be modified to use two tubes in push-pull. As in amplifiers, the use 
of push-pull circuits increases the power output and decreases the har- 
monic content. The frequency stability of push-pull circuits is also 
higher than that of single-sided circuits. They are used principally at 
high ‘and ultrahigh frequencies. 
10-36.. Figure of Merit of Oscillator Tubes.—The form of Eqs. 
(10-27), (10-37), and (10-38) shows clearly the importance of high trans- 
conductance in tubes used in feedback oscillators. These equations also 
show that, for a given transconductance, oscillation will take place more 
readily the higher the plate resistance. Since at a given transcon- 
ductance the amplification factor is proportional to the plate resistance, 
it follows that the “figure of merit”’ of a tube for use in a feedback oscilla~ 
tor is the product ugm. As high pgm is also one requirement of a power 
tube, power tubes are in general good feedback oscillator tubes. 
10-37. Series and Parallel Feed.—Circuits in which the plate supply 
voltage is connected in series with the plate inductance, as in Figs. 10-48, 
* 10-49, 10-52, 10-54, and 10-55, are called series-feed circuits. In practice 
it may be desirable or necessary to connect the plate to the oscillating 
circuit through a condenser and to apply the direct plate voltage through 
a choke, the reactance of which is so high that it does not appreciably 

affect the oscillating circuit. Air-core chokes are used in radio-frequency 
circuits, iron-core chokes in audio-frequency circuits. Examples of this 
method of applying the direct plate voltage, called parallel feed, are given 
by the circuits of Figs. 10-53, 10-57, 10-69, 10-71, and 10-75. A disad- 
vantage of parallel feed is that difficulty may be encountered in prevent- 
ing parasitic oscillations in the choke circuits. 

10-38. Use of Self-bias to Limit Amplitude of Oscillation —For the 
purpose of simplicity, fixed biasing voltages have been indicated in the 
basic oscillator circuits. Fixed bias is rarely used, however, in practical 
oscillators. In order to prevent excessive distortion and to aid in obtain- 
ing frequency stabilization, it is necessary to limit the amplitude of 
oscillation. In feedback oscillators the criterion for oscillation involves 
the transconductance of the tube, and the amplitude builds up until the 
average (dynamic) transconductance (see Sec. 3-26) drops to the critical 
value below which oscillation cannot take place. Unfortunately, the 
average transconductance first increases with amplitude, and so the 
amplitude may increase to a high value before the average transcon- 
ductance again falls sufficiently to result in equilibrium. If the circuit is 
adjusted to give small equilibrium amplitude, then it will not start of its 


° 
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own accord. As explained in Sec. 10-18, a similar difficulty may be 
experienced with some negative-resistance oscillators. This difficulty 
may be prevented by causing the grid bias to increase automatically with 
amplitude. 

The most common method of limiting the amplitude of oscillation is 
the use of a grid-blocking condenser and grid leak, as shown in Fig. 10-57. 
The initial bias is zero but, as soon as oscillation commences, the grid is 
driven positive during a portion of the cycle and so electrons flow from 
the cathode to the grid. During the remainder of the cycle these elec- 
trons cannot return to the cathode but can only leak off the condenser and , 
grid through the grid leak R.. The trapped electrons make the potential 
of the grid negative with respect to the cathode, thus providing a bias.? 
The greater the amplitude of oscillation, the more positive the grid swings, 
and the greater is the average grid 


c 

r current. Thus: the bias builds up 
with oscillation amplitude, causing 

Re the transconductance to fall until 


equilibrium is established. In this 
manner the amplitude may be pre- 
vented from becoming too high 

(a) (b) without making the quiescent trans- 

Fig. 10-57.—Self-biased Hartley os- conductance so low as to prevent 
cillator with (a) series plate feed and (6) oscillation from starting spontane- 
pernllph plate teed: ously. Under equilibrium conditions, 
grid current flows during only a very small fraction of the cycle, and the 
grid bias is very nearly equal to the amplitude of the alternating grid 
voltage. 

Low power loss in the resistor, high frequency stability, and good wave 
form call for the use of high grid-leak resistance; but if the resistance and 
capacitance are too high, oscillation is not continuous. After a number 
of cycles of oscillation the bias becomes so high that the circuit stops 
oscillating, or “blocks.” Because oscillation starts at a lower bias than 
it stops, some time elapses while the condenser discharges sufficiently to 
allow oscillation to recommence, and so periods of oscillation alternate 
with periods of rest. This phenomenon is termed motorboating.?, The 
period of motorboating depends upon the time required for the condenser 
to discharge, which increases with the product of the grid condenser 


1 The bias may also be considered to result from the flow of current through the, 
grid leak. 

2 Burartry, R. T., and Gitmovur, A., Phil. Mag., 40, 291 (1920); Rscuewkin, S., 
and Wwepensky, B., Physik. Z., 32, 150 (1922); Taytor, L. §., J. Opt. Soc. Am. and 
Rev. Sci. Instruments, 11, 149 (1926); J. Franklin Inst., 208, 351 (1927), 204, 227 
(1927); Phys. Rev., 29, 617 (1927). 
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capacitance and the grid-leak resistance. By proper choice of circuit 
constants, the circuit can be made to block after a single oscillation. 
Figure 10-58 shows one form of blocking oscillator used as a periodic- 
pulse generator, and Fig. 10-59 shows the form of a typical voltage pulse 
generated by such a circuit. If the inductances and distributed capaci- 
tances of the coils are small, the pulse is of very short duration. The 
repetition frequency is governed by the product RC. 

- Another factor that limits the size of the grid resistor is danger of 
cumulative increase of positive grid voltage and plate current as the 
‘result of primary and secondary grid emission. This action was explained 
on pages 157-158. 

When automatic bias is produced by grid rectification, as in the 
circuits of Fig. 10-57, the use of a biasing battery (or cathode bias resistor) 


Fria. 10-58.—Blocking oscillator for the Fie. 10-59.—Single-cycle pulse generated * 
generation of periodic pulses. by the circuit of Fig. 10-58. 


in addition to the condenser and leak has no effect upon the amplitude 
of oscillation. The grid swing is approximately equal to the equilibrium 
value of bias. If a C battery is introduced after equilibrium is estab- 
lished, the total bias will be temporarily increased by the battery voltage, 
and so the amplitude will fall. Because of the reduced amplitude and 
the increased bias the grid will no longer swing positive during the positive 
peaks of the cycle, grid current will cease flowing and the grid condenser 
will discharge, reducing the negative voltage of the grid. This will con- 
tinue until the negative grid voltage has fallen to the original equilibrium 
value, at which time the grid will again swing positive at the positive 
peaks, and equilibrium will be reestablished. at the initial amplitude. 
Thus, after the oscillator has started, the only permanent effect of the 
addition of the C battery is the lowering of the average condenser voltage 
by an amount equal tothe added battery voltage. The condenser cannot, 
however, charge in such a direction as to make its grid side positive, and 
so if the battery voltage is made to exéeed the equilibrium value of bias 
voltage, oscillation will cease. An external bias somewhat smaller than 
the equilibrium value will prevent the oscillator from starting. Change 
of plate voltage changes the equilibrium bias and hence the amplitude. 
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By the use of a diode as the rectifier, as in the circuit of Fig. 10-60,! 
automatic amplitude control may be combined with manual control by 
supplementary bias. The supplementary bias produced by the cathode 
resistor prevents grid rectification. Since the supplementary bias is not 
in series with the rectifier in this circuit, increase of supplementary bias 
reduces the bias that the rectifier must supply in order to maintain 
equilibrium. Because the bias provided by the rectifier is roughly equal 


Ty 


Fig. 10-60.—Cirecuit combining adjustable Fie. 10-61.—Application of diode am- 
bias and diode automatic bias. plitude control to the negative-resistance 
oscillator of Fig. 10-45. 


to the crest amplitude, the amplitude of oscillation is thus reduced by 
an amount equal to the supplementary bias. The heavy lines of Fig. 10- 
61 show how diode amplitude control may be applied to the negative- 
resistance oscillator of Fig. 10-45. The primary impedance of the 


transformer should’ be high in comparison with the impedance of the 
tank circuit. 
10-39. Resistance-capacitance-tuned Oscillators.—In Sec. 10-28 it 
was pointed out that if the application 
Ry - <6 of a voltage H; to the input of an 
’ amplifier produces an output voltage 
Amplifier E,, a portion Hs of which is impressed 
ae upon the Input _terminals, sustained 
al oscillation results if Hy is equal to EH; in 
phase and magnitude. Since the proper 
Fic. 10-62.—Basic circuit of one phase and magnitude of feedback volt- 
ste Ei ion mee-capacitance sine- soe may be attained without the use of 
inductance, it is possible to design oscil-. 
lators that do not require inductance. The basic form of one such oscil- 
lator is shown in Fig. 10-62.2 Inspection of Fig. 10-62 shows that the 
following relation must hold in order for sustained oscillation to take 
place: ; 
1 ARGUIMBAU, L. B., Proc. I.R.E., 21, 14 (1933); Groszkxowsk1, J., Proc. I.R.E., 
22, 145 (1934). . 
2Tt is of interest to note that the coupling network in this oscillator may be conr 
sidered to be a special form of the Wien bridge of Fig. 15-43 in which r; and ry 
are zero. 7 te ine 
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R/O + jwR2C2) 
. R2/(1 + joR2C>) + Ri + 1/joC, 


in which A is the vector voltage amplification of the amplifier. Rationali- 
zation of Eq. (10-39) gives a complex identity, the real and imaginary 
parts of which must each be identities. These two identities yield the 
following expressions for the frequency of oscillation and the criterion 
for sustained oscillation: 


E; = E, = AE; (10-39) 


1 
Bot oa See 10-40 

f Qr vV RiRC1C 4 ( ) 
~1,4 214 & 2 

A=l+tete | (10-41) 


If the two resistances are equal and the two capacitances are equal, these 
equations reduce to 

1 

Ba Po -42 

f IRC, (10 ) 


A=3 = (10-43) 


The fact that the frequency is inversely proportional to the capacitance, 
instead of to the square root of the capacitance, makes it possible to 
cover a 10-to-1 frequency range with ganged condensers of the type used 
in broadcast receivers. The frequency band may be readily changed by 
changing R; and R,. Care must be taken to make the circuit constants 
of such values as to ensure that the oscillation is of the sinusoidal type. 

Equation (10-41) shows that the vector amplification A of the ampli- 
fier must be real and positive, z.¢., the output voltage must be in phase 
with the input voltage. This is true in a two-stage resistance-capaci- 
tance—-coupled amplifier in the mid-band range of amplification. The 
range of frequency over which the amplification is independent of fre- 
quency may be extended and the amplification made essentially inde- 
pendent of the feedback circuit R1-Re-C1-C2 by the use of inverse feedback 
within the amplifier. The effect of the feedback network Ri-Ro-C1-C2 
upon the amplifier can be further reduced by the use of a cathode- 
follower output stage in addition to the two stages required to make the 
“output voltage of the amplifier in phase with the input voltage. 

Figure 10-63 shows a practical form of this circuit used in one of the 
most successful commercial resistance-capacitance—tuned oscillators.! 
The ballast lamip Rs, in combination with the resistance R.4, provides 
inverse feedback that makes the amplification and phase shift of the 
two-stage resistance-capacitance—coupled amplifier independent of vari- 
able circuit parameters, supply voltage, and tube characteristics, and at 

* TeRMAN, F, E., Buss, R. R., Hewnurt, W. R., and Cantu, F. C., Proc. 1.8.6., 
27, 649 (1939). 
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the same time affords a method of stabilizing the amplitude of oscillation. 
Increase of amplitude raises the current through the lamp and thus 
increases its resistance. This in turn increases the inverse feedback, 
which decreases A and hence tends to prevent increase of amplitude of 
oscillation. 

Because the mu-factor relating the suppressor and screen voltages 
of a pentode is negative throughout a portion of the operating range of 
voltages (see Sec. 10-23), a single-stage amplifier in which the output 


voltage is in phase with the input voltage may be made by impressing 
the input voltage upon the suppressor of a pentode and taking the output 
voltage from the screen circuit. Such an amplifier may, therefore, be 
used in the oscillator circuit of Fig. 10-62, giving the single-tube resist- 
ance-capacitance-tuned oscillator of Fig. 10-64. The purpose of the 
resistance R, and the condenser C; is to provide inverse feedback in order 
to improve wave form and stability. The frequency is varied by means 


Fra. 10-64.—Single-tube version of the circuit Fie. 10-65.—Basic circuit of the ‘‘phase- 
; of Fig. 10-62. shift’’ oscillator. 


of Ci, Cs, and Re. The condenser C; may shunt the screen resistor, 
instead of Re! 

A single-stage amplifier of the ordinary type-may be used as the 
basis of a resistance-capacitance—tuned oscillator if the feedback network 
is capable of providing a 180-degree phase shift. The basic circuit of 
such an oscillator is shown in Fig. 10-65.2, If Ry << # and.all capaci-. 

1DeLavp, P. §., Electronics, January, 1941, p. 34 (with bibliography). 


2 Ginzton, E. L., and Hortinesworts, L. M., Proc. I.R.E., 29, 43; Kunpz, W. W., 
Electronics, November, 1943, p. 132. 
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tances C and resistances R are alike, the frequency of oscillation is 
1/2n+/6 RC and the required amplification of the amplifier is 29. If 
the tuning is varied by means of only two of the condensers, which are 
ganged, the frequency does not vary linearly with 1/C, and the required 
amplification varies with frequency. Since the amplification must be 
sufficient to ensure oscillation over the entire tuning range, the amplifica- 
tion will then be greater than required over much of the range, and 
automatic amplitude control must be used in order to maintain constant 
amplitude and ensure good wave form. Figure 10-66 shows a practical 
form of this oscillator incorporating automatic amplitude control. 
Improvement results from the addition of a cathode-follower stage 


Fia. 10-66.—Practical form of the oscillator of Fig. 10-65. 


between the amplifier and the phase-shifting network in order to prevent 
changes in the phase-shifting resistances and capacitances from affecting 
the amplification. Other types of feedback networks than that of 
Fig. 10-65 may be used. 

Because the total phase shift through the amplifier and feedback 
‘network must be zero or a multiple of 27 in a feedback oscillator, any 
change in phase shift through the amplifier, as the result of change of 
supply voltage or other causes, must be accompanied by an equal change 
in phase shift through the feedback network. Since such a phase shift 
in the network results from a change in oscillator frequency, it follows 
that good frequency stability necessitates the use of a feedback network 
-in which the rate of change of phase shift with frequency is high. An 
oscillator developed by Meacham! uses as the feedback network a 
bridge, one arm of which is a quartz crystal. The opposite arm of the 


1Meacuam, L. A., Proc. I.R.E., 26, 1278 (1938). 
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bridge is a resistance having a high positive temperature coefficient of 
resistance, which causes the attenuation of the bridge to build up rapidly 
with increase of amplitude of oscillation and thus affords automatic 
amplitude control. Meacham reports a frequency stability of 2 parts 
in 108. Inasmuch as the crystal frequency is not variable, this type of 
oscillator is suitable only for the generation of fixed frequencies. This 
limitation is avoided in circuits developed by Shepherd and Wise,! 
in which “bridged-T’’? feedback networks are used. These circuits, 
like that of Meacham, incorporate temperature-controlled resistances 
(thermistors*) in order to obtain automatic amplitude control. Either 
resistance-capacitance or inductance-capacitance networks may be used. 

Figure 10-67 shows the oscillator stage of one of these oscillators, in which — 
tuning is accomplished by means of ganged resistors and frequency 
ranges are changed by means of condensers. The oscillator stage is 
followed by a two-stage inverse-feedback amplifier. Shepherd and 


Thermistor. 


Fia. 10-67.—Resistance-capacitance-tuned oscillator using a bridged-T network. 


Wise report a variation of output amplitude of less than +0.5 db over 
the frequency range from 40 cps to 50 ke. 

Figure 10-68 shows the block diagram of another feedback oscillator 
that is tuned by means of a resistance-capacitance bridge.+ The amplifier 
is designed to have constant amplification and zero phase shift over a 
wide range of frequency. Degenerative feedback is applied to the 
amplifier through an impedance bridge. Since the output of the bridge 
is zero at resonance, the inverse feedback is a minimum at this frequency, 
and the amplification of the amplifier with inverse feedback is a maxi- 
mum. The regenerative-feedback network, which has flat response 
throughout the frequency range of the amplifier, applies positive feedback 
to the amplifier. If the positive feedback is high enough, sustained 
oscillation takes place at the frequency at which the amplification is 
greatest, i.e, at the resonance frequency of the bridge. The phase 


1 SHEPHERD, W. G., and Wiss, R. O., Proc. I.R.H., 31, 256 (1943). 

2 Turrin, W. N., Proc. I.R.E., 28, 23 (1940); Honneti, P. M., Proc. I.R.H., 28, 
88 (1940). 

3 Pearson, G. L., Phys. Rev., 57, 1065 (1940). 

4Scorr, H. H., Proc. I.R.E., 26, 226 (1938); Gen. Radio Expt., 13, April, 1939, 
p. 1; 14, January, 1940, p. 6. , 


Sxc. 10-41] TRIGGER CIRCUITS, PULSE GENERATORS 401 


inverter is necessary in order to make the feedback voltage of correct 
phase to give regenerative feedback. The Wien bridge, shown. in Fig. 
15-43, is a suitable form of degenerative-feedback bridge. If r3 = 2r4, 
71 = 12, and C, = C2, the bridge is balanced when f = 1/2ar:C,. 

The oscillators of Figs. 10-63, 10-66, 10-67, and 10-68 have low har- 
monic content, high frequency stability, and constant output voltage. 
They may be readily designed for wide frequency ranges, are relatively 
inexpensive to manufacture, and are light and compact. 


Wide- band 
amplifier 


Phase 
inverter 
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Volume 


Degeneration 
control 


network 


Regeneration 
network 


Fia. 10-68.—Block diagram of feedback R-C oscillator. 


Output 


10-40. Problems of Oscillator Design.—A satisfactory oscillator 
for laboratory or commercial use must satisfy the following requirements: 
(1) The harmonic content must be small. (2) The frequency must be 
independent of battery voltages and load and must not drift. (3) The 
output voltage or power must be independent of frequency and must not 
change during operation of the oscillator. (4) The calibration must be 
accurate and constant. (5) The oscillator must be capable of rene 
the required power or voltage output. 

These requirements, particularly as they affect tank-circuit types of 
feedback oscillators, will be discussed in the sections that follow. 

10-41. Wave Form of Feedback Oscillators——The harmonic con- 
tent of the output of oscillators, like that of amplifiers, is decreased by 
straightening the dynamic characteristics, by limiting the amplitude of 
oscillation, and by the use of push-pull circuits. Although Class A 
operation of feedback oscillators is desirable for low distortion, the 
resonant circuits of oscillators greatly reduce the harmonic content and 
allow the use of Class B and C operation, even in single-sided circuits. 
Class B and C operation are particularly applicable to radio-frequency 
oscillators because of the ease with which harmonics may be removed 
by means of tuned filters. In designing small low-distortion oscillators 
for laboratory use, it is advisable. to use Class A operation and to keep 
the amplitude of oscillation as low as possible. Because the current in 
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the inductance is more nearly sinusoidal than the plate current, especially 
when Class Al operation is not used, the output voltage or power should 
be taken from the tank circuit when good wave form is desired. 

The harmonic content of feedback oscillators in Class A operation 
is decreased by increase of effective load impedance. The effective 
impedance presented by the tank circuit of a tuned-plate oscillator can 
be adjusted by the use of a tapped inductance. If the plate is connected 
to a tap and the condenser shunts the whole inductance, the effective 
load impedance presented to the plate is less than L/rC. If the condenser 
is connected to the tap, on the other hand, and the plate to the end of the 
inductance coil, the effective load impedance exceeds L/rC.! The same 
method is applicable to the Hartley oscillator. In the tuned-grid 
oscillator the load impedance may be adjusted by the inductance and 
coupling of the plate coil. The load may also be changed by means of 
the ratio of tuning inductance to capacitance. 

10-42. Frequency Stability—Undesired changes of frequency result 
from three major causes: changes in the mechanical arrangement of the 
elements of the oscillating circuit; in the values of the circuit parameters; 
and in the amplification factor, grid and plate resistances, and inter- 
electrode capacitances of the tube.” 

Changes in the mechanical arrangement of the circuit elements 
may be produced by vibration; by mechanical, electrostatic, or electro- 
magnetic forces; or by temperature changes. They can be minimized 
by careful mechanical and electrical design and by temperature control. 

Variations in the values of the circuit parameters result from changes 
in temperature of inductances and condensers and from variation of 
load, which alters the effective a-c resistance r of the tuned circuit. 
Changes of inductance and capacitance can be minimized by: temperature 
control; the use of thermally compensated inductances’ and temperature- 
controlled compensating condensers;* and the careful choice of apparatus 
and the judicious location of component parts. Methods.of preventing 
the variation of frequency with load will be considered in detail. 

Tube factors are dependent upon operating voltages, upon cathode 
emission, and upon electrode spacing. Operating voltages can. be 
stabilized by the use of voltage-regulating devices. Variation of cathode 
emission is probably the least important factor and can be reduced by 
the maintenance of rated cathode temperature. Electrode spacing, 
which depends to some extent upon tube temperature, also affects the 


1 L is the portion of the inductance shunted by C. 

2 See, for instance, F. B. Luewetiyn, Proc. I.R.E., 19, 2063 (1931); R. Gunn, 
Proc. I.R.E., 18, 1560 (1930). 

3 Grirritus, W. H., Wireless Eng., 11, 234 (1934). 

4 Gunn, R., Proc. I.R.E., 18, 1565 (1930). 
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interelectrode capacitances. The dependence of frequency upon inter- 
electrode capacitances and upon stray circuit capacitance can be mini- 
mized by the use of a high ratio of tuning capacitance to inductance and 
by using circuits in which the tuning capacitance shunts the grid-plate 
capacitance. 

10-43. Effect of Load -upon Frequency. Use of Buffer Amplifier 
and Electron Coupling—The exact expressions for frequency [Eqs. 
(10-8), (10-28), and (10-36), etc.] involve 7, the effective a-c resistance 
of the inductance, which in turn depends upon the power delivered by 
the inductance. It follows that the frequency of oscillation will be 
affected by changes of load unless the out- 
put is taken from the oscillator in such a 
manner that the current in the inductance 
is not changed. Because of the conduc- 
tive or inductive coupling between the 
tank inductance and the grid and plate cir- 
cuits, applying the load to the grid or plate 
circuits is equivalent to shunting it across 
the inductance. Changes in load may be [e. 10-69.—Hartley oscillator 
prevented from affecting the frequency by with Slechronneupies 198K 
using the oscillator to excite a power amplifier from which the power is 
taken. 

Another method of making the oscillator frequency independent of 
load is the use of electron coupling in taking the power from the oscillator.! 
A Hartley oscillator with electron-coupled load is shown in Fig. 10-69. 
The control grid and screen of a tetrode replace the grid and plate of a 
triode in the oscillating circuit. The plate circuit serves only to deliver 
the output. The flow of electrons through the screen grid varies with 
screen current, which in turn varies at the oscillation frequency. The 
electrons that pass through the screen are attracted to the plate by the 
plate field, and hence the plate current has an alternating component 
whose frequency is equal to the oscillation frequency. Since the field 
of the plate terminates almost entirely on the screen, the plate load has 
very little effect upon the oscillating circuit. 

Because of capacitive coupling of the load to the oscillating 
circuit through the screen-plate capacitance, the simple electron-coupled 
circuit, of which Fig. 10-69 is an example, is not entirely free from the 
effects of reaction of load upon the oscillating circuit. This difficulty 
may be eliminated by the addition of a neutralizing condenser C,, 
as in Fig. 10-70. The condenser C,, and the screen-plate capacitance 
form a voltage divider, the ends of which are connected to the control 
grid and screen. Since the control-grid and screen alternating voltages 

1 Dow, J. B., Proc. I.R:E., 19, 2095 (1931). 
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are opposite in phase, a setting of C,, may be found at which no alternating 
voltage is applied to the plate when the plate supply voltage is zero. 
The same result may be accomplished by using a pentode in place of the 
tetrode, the third grid, which is made positive, acting as a screen between 
the second grid and the plate. 

If the plate and oscillator-anode voltages are properly chosen, the 
change in frequency resulting from a change in plate voltage is equal and 
opposite to that resulting from a proportional change of oscillator-anode 
voltage.!' Therefore, if the supply voltage for the oscillator anode 
(the screen in Figs. 10-69 and 10-70) is obtained from a tap on a voltage 
divider across the plate supply voltage, a setting of the tap can be found 
such that the frequency is independent of voltage variation. Thus, the 
electron-coupled oscillator not only prevents reaction of load upon the 
oscillating circuit but also may be designed to minimize the effect of 
supply-voltage variation upon frequency. 

The advantages of the electron-coupled 
oscillator are gained at the expense of good 
wave form. The high harmonic content of 
electron-coupled oscillators results from two 
causes. Inasmuch as the oscillator-anode 
current is in itself not sinusoidal, the space 
current beyond it is not likely to be. 
Secondly, the plate current is influeneed by 


Fie. 10-70—Tuned-grid os- ae 
cillator with electron-coupled secondary emission effects and may even 


load, showing neutralizing con- yeyerge. Oscillographic studies show that 


d Cn. opens 3 : F ‘ 
ya it is difficult to obtain sinusoidal output 


from electron-coupled oscillators without the use of a resonant circuit or 
other form of filter in the output circuit. 

_ 10-44. General Methods of Frequency Stabilization—The general 
method of obtaining a high degree of frequency stability is not to attempt 
to prevent the variation of tube factors, but to design the oscillator in 
such a manner that frequency is not affected by variations of tube factors. 
This is done in four principal ways: 


1. Proper choice of electrical parameters of the oscillating circuit: 
a. Resistance stabilization. 
b. Capacitance or inductance stabilization. 
c. Use of unity coupling. 
2. Use of mechanical oscillating systems: 
a. Piezoelectric crystals. 
b. Magnetostrictive rods. 
3. Use of selective filters as the oscillating circuits. 
4. Elimination of harmonic currents by means of tuned filters. 


1 Dow, loc. cit. 
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Heising has shown that the frequency stability of tank-circuit feed- 
back oscillators is favored by the use of a low L/C ratio, but that this also 
decreases the range of circuit adjustment over which oscillation is 
obtained. Q, which is a measure of sharpness of resonance would, at 
first thought, be expected toincrease frequency stability. Heising proved, 
however, that high Q does not necessarily increase frequency stability but 
may actually decrease it. Stability is increased by the combination of 
high Q and low L/C.! 

10-45. Resistance Stabilization —One of the simplest ways of improv- 
ing the frequency stability of standard oscillators is by resistance stabili- 
zation, which consists of the addition of a high resistance r; between the 
plate and the oscillating circuit, as shown in the typical circuits of Figs. 
10-71 and 10-72.2. The primary function of this resistance is to make the 
total effective resistance in the plate circuit so high that changes in the 


— a 


rE 


Fie. 10-71.—Resistance-stabilized Hartley Fic. 10-72.—Resistance-stabilized tuned- 
- oscillator. grid oscillator. . 


plate resistance of the tube have little effect upon the oscillating circuit. 
A second function of the resistance is’ to provide a convenient means of 
controlling the feed back, and thus the amplitude of oscillation. The 
resistance should be made so high that oscillations will barely start. 
Then as soon as the amplitude builds up to the point where the grid 
starts to swing positive, the additional losses resulting from the flow of 
grid current prevent further increase of amplitude. In order to prevent 
undesirable phase shifts, the blocking condenser in series with the resist- 
ance should be so large that its impedance is negligible in comparison 
with the resistance. 
Details of design of resistance-stabilized oscillators have been worked 
out by Terman,* who recommends the use of tubes having amplification 
factors ranging from 4.5 to 8, unity turn ratio of grid and plate coils, close 
coupling between grid and plate coils, and a feedback resistance of the 
order of from two to five times the plate resistance. The feedback 
resistance should not exceed 500,000 ohms in audio-frequency oscillators, 
and the resistance of the tank circuit at antiresonance‘* should lie between 


1 Hersine, R. A., Proc. I.R.E., 81, 595 (1948). 

2? Horton, J. W., Bell System Tech. J., 3, 508 (1924). 

3 Terman, F. E., Electronics, July, 1933, p. 190. 

4 The antiresonant frequency of a parallel resonant circuit is that at which the 
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10,000 and 50,000 ohms. Terman gives the following formula for the 
value of feedback resistance at which oscillation will just start: 


tr = (uw — 1) — Tp 


where 1; is the effective resistance of the resonant circuit at antiresonance. 
Resistance stabilization does not prevent frequency variation as the 
result of change of grid resistance with supply voltages. 

10-46. Impedance Stabilization—Llewellyn has shown that a more 
general type of stabilization, consisting of the use of capacitance or 
inductance in series with the grid or plate of the oscillator, or both, 
results in complete independence of oscillation frequency from variation 
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Fig. 10-73.—Impedance-stabilized Hartley, tuned-grid, and tuned-plate oscillators. 


of tube factors, and hence battery voltages.! Llewellyn’s analysis con- 
sists of setting up the equivalent circuits of feedback oscillators and deter- 
mining from a general solution of the circuit’ equations the conditions 
under which the frequency of oscillation is independent of tube factors. 
The effect of grid current is taken into account in the analysis, but dis- 
tortion resulting from nonlinearity of tube characteristics is neglected. 
It is assumed that losses in the oscillating circuits are so small as to be 
negligible, and that load is applied to the oscillator through a buffer stage 
which draws no power from the oscillator. In Fig: 10-73 are shown some 
of the methods of stabilizing Hartley, tuned-grid, and tuned-plate oscil- 
lators. Other types of oscillators may be stabilized in a similar manner. 

High stability may also be attained by the use of close coupling. 
Llewellyn states, 


The frequency of an oscillator with unity coupling between grid and plate 
circuits depends only upon the inductances and capacitances in the circuit, and 
not at all upon the tube parameters, ry, 7,, and uw provided, however, that losses 


impedance is nonreactive. At this frequency the impedance is equal to L/rC, where r 
is the resistance of the inductor. 

1LLEWELLYN, F. B., Proc. I.R.E., 19, 2063 (1931). See also G. H. STevENson, 
Bell System Tech. J., 17, 458 (1938). 
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in the external circuit are small, and that the harmonic voltages across the tube 
are small enough to allow r, and r, to be considered as pure resistances. 


If the actual inductive coupling coefficient is not unity, an equivalent 
effect can be obtained by the addition of capacitance in series with the 
grid or plate coils, or both. Figure 10-74 shows one method of obtaining 
such stabilization in the generalized feedback oscillator of Fig. 10-56. 
The stabilizing capacitance may also be placed in series with the grid coil 
instead of in series with the plate coil, 
or stabilizing capacitance may be 
used in both grid and plate circuits. 

In a practical stabilized circuit the 
stabilizing capacitances or induct- 
ances may also serve other functions 
in the circuit. Figure 10-75, for | 


instance, shows a practical circuit of 

a doubly stabilized tuned-grid oscilla- Cs = aa 

tor, in which the plate stabilizing 

condenser serves as a blocking con- ke 

denser for the B-supply voltage, and Vite 
. ria y Fie. 10-74.—Impedance-stabilized oscil- 

the grid stabilizing condenser serves lator ot panbraliacd: torti. 

to furnish grid bias (in the manner 

discussed in Sec. 10-88). A resistance shunting a stabilizing condenser 

alters the required value of stabilizing capacitance and reduces the effec- 

tiveness of stabilization. For this reason the grid leak R, should be large, 

and the exact value of stabilizing capacitance is determined most readily 

experimentally. 

When precautions are taken to ensure a low-loss resonant circuit, the 
relations given for stabilization hold very accu- 
rately, remaining variations of frequency being 
accounted for by interelectrode capacitances and 
by the presence of harmonics. The effect of tube 
capacitances may be made unimportant by the use 
of circuits in which the tube capacitances form a 

° ‘Bye. 10-75.—Practical portion of the tuned circuit. The effect of har- 
form of doubly stabilized monics may be prevented by using low amplitudes 
tuned-grid oscillator. P ee 

of oscillation or by providing low-reactance paths 
for the harmonics so that they cannot build up reactive voltages across the 
tube.t.| The performance of stabilized oscillators checks the theoretical 
analysis. A 1-Me oscillator showed less than 10 cps variation in fre- 
quency when the plate voltage was reduced 50 per cent and practically 
no change with a 50 per cent reduction of filament current. Much 


2 Ly 
Gi C)tC3 (esc La 
Ir ke 


1 LLEWELLYN, loc. cit. 
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greater frequency stability was found experimentally for a tightly coupled 
oscillator than for a loosely coupled one. 

The form of the equations for stabilizing capacitance shows that for 
most types of oscillators it is necessary to vary the stabilizing capacitance 
with the tuning capacitance when adjustable frequency is required. 
When grid or plate stabilization alone is used, the required stabilizing 
capacitance is proportional to the tuning capacitance. Because the 
frequency is independent of grid and plate resistance when stabilization is 
complete, an external load may be applied either between grid and 
cathode or between plate and cathode without affecting the stabilization. 

10-47. Crystal Oscillators..—The control of frequency by means of 
crystals is based upon the piezoelectric effect. When certain crystals, 
notably quartz, are compressed or stretched in certain directions, electric 
charges appear on the surfaces of the crystal that are perpendicular to the 
axis of strain. Conversely, when such crystals are placed between two 
metallic surfaces between which a difference of potential exists, the 
crystals expand or contract. If the potential applied to the plates is 
alternating, the crystal is set into vibration, the amplitude being greatest 
at the mechanical resonance frequency of compressional oscillation of the * 
crystal. Although special types of crystals may be used in audio-fre- 
quency oscillators,? crystal control is at present restricted mainly to radio-~ 
frequency oscillators. 

Figure 10-76 shows one commonly used-crystal oscillator, developed 
by J. M. Miller at the Bureau of Standards. The action of this circuit is 
readily understood when it is noted that the crystal and crystal mounting 
may be represented by the equivalent electrical circuit of Fig. 10-77.3 
When the plate load is inductive, the effective input conductance of the 
tube is negative (see Sec. 4-3). Oscillation may, therefore, be set up in a 
resonant circuit connected between the grid and the cathode. In order to 
maintain an inductive plate load the plate circuit must be tuned so that 
its resonant frequency is slightly higher than that of the crystal. The 
value of the crystal in controlling frequency lies in the extreme sharpness 


1Capy, W. G., Proc. I.R.E., 10, 83 (1922); Prercs, G. W:, Proc. Am. Acad. Arts 
Sci., 59, 81 (1923); Hutu, A. W., Phys. Rev., 27, 439 (1926); Dyn, D. W., Proc. Phys. 
Soc. London, 38, 399, 457 (1926); Hunn, A., Proc. I.R.E., 14, 447 (1926), 16, 1072 
(1928); WHEELER, L. P., and Bower, W. E., Proc. I.R.E., 16, 1035 (1928); Van Dyke, 
K. S., Proc. I.R.H., 16, 742 (1928); Harrison, J. R., Proc. [.R.E., 16, 1455 (1928); 
Trrry, E. M., Proc. I.R.E., 16, 1468 (1928); Capy, W. G., Proc. I.R.E., 16, 521 (1928) 
(with bibliography); Wrieut, J. W., Proc. I.R.E., 17, 127 (1929); Muaut, H. R., Proc. 
I.R.E., 22, 732 (1934). For other references, see A. Hunn, “Phenomena in High- 
frequency Systems,” p. 118, McGraw-Hill Book Company, Inc., New York, 1936. 

2 Tyxociner, J. T., and Wooprurr, M. W., Univ. Ill. Eng. Expt. Sta. Bull. 291, 
1937. 

3 Van Dyke, loc. cit. 
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of its resonance curve. The Q* of the equivalent circuit of a crystal is 
of the order of one hundred times that which can be readily attained in 
electrical circuits. Because of this sharpness of resonance, the crystal 
can oscillate over only a very narrow frequency range, and hence the 
frequency stability of a crystal oscillator is high. When the temperature 
of the crystal is maintained constant by means of a temperature-control 
chamber, the frequency drift may be made less than 2 parts in 10 million. 

In the original Pierce! circuit, the crystal is connected between the 
grid and plate of the tube, instead of between the grid and cathode. This 
circuit will oscillate only when the plate load is capacitive, and there- 
fore the natural frequency of the plate circuit must be slightly lower than 
that of the crystal. A crystal will also oscillate when connected to other 
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Fig. 10-76.—-One type of crystal-controlled Fie. 10-77.—Equivalent circuit of crystal 
r-f oscillator. and crystal mounting. 


types of negative-resistance elements,? such as were described earlier in 
this chapter. Crystals may be used in push-pull circuits. 

Crystal-controlled r-f oscillators are essential in radio communication 
and broadcasting. The cutting of crystals and their use in r-f oscillators 
is discussed in detail in radio engineering textbooks. Because of the 
extremely sharp resonance of a crystal, it may also be used as a band-pass 
filter that passes a very narrow band of frequencies. One application of 
such a filter is in wave analyzers (see Sec. 15-38). 

10-48. Magnetostriction Oscillators—The phenomenon of magneto- 
striction is the expansion or contraction of magnetic materials as the 
result of magnetization, and the converse change of magnetization as the 
result of strain. The phenomenon may be used as the basis of an oscil- 
lator having high frequency stability. The circuit diagram of a typical 


*@Q, the ratio of the total inductive reactance to the total effective resistance of a 
series oscillatory circuit, is a measure of the sharpness of resonance. See, for instance, 
W. L. Everrrr, ‘Communication Engineering,” 2d ed., p. 65, McGraw-Hill Book 
Company, Inc., New York, 1937. 

1 PIERCE, loc. cit. 

2? MacKinnon, K. A., Proc. I.R.E., 20, 1689 (1932). 

* Prerce, G. W., Proc. Am. Acad. Arts Sci., 68, 1 (1928); Proc. I.R.E., 17, 42 
(1929); Satissury, W. W., and Porter, C. W., Rev. Sci. Instruments, 10, 142 (1939). 
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magnetostriction oscillator is shown in Fig. 10-78. The operation is as 
follows: The steady component of plate current produces a steady strain 
in the rod. Any small change in plate current results in a change of mag- 
netization of the end of the rod that is within the plate coil. This results 
in an elongation or contraction of this portion of the rod and causes a 
compressional wave to move toward the other end of the rod. When the 
wave reaches the portion of the rod that lies inside of the grid coil, the 
resulting change in magnetic field induces a voltage in the grid coil, which 
causes a change of plate current. This change in plate current in turn 
starts out another compressional wave in the bar. The compressional 
waves are reflected from the grid end of the rod and return to the plate 
end, where they are again reflected. If the polarity of the grid and plate 
coils is correct, the induced and reflected waves at the plate end are in 
phase and will reinforce one another. The tendency for the amplitude 
to build up is increased to the point of oscillation by tuning the electrical 
circuit so that it has the same natural period as the 
rod. The action is not dependent upon inductive 
coupling of the coils. In contrast with that in feed- 
back oscillators, the orientation of the coils must be 
such that the inductive coupling is degenerative. The 
inductive coupling should preferably be made small by 


Fig. 10-78.— ; : é A 
Single-stage mag the use of shielding. Considerable improvement results 


netostriction oscil- from the use of a two-stage amplifier in place of the 


lator. 


single tube shown in Fig. 10-78.1 

Because the change in length of an initially unmagnetized rod is of the 
same sign for both polarities of magnetization, the rod will vibrate at 
twice the frequency of the electrical circuit if it is not polarized. To 
ensure that the rod is polarized throughout its length, it is usually mag- 
netized permanently and placed in the coils so that the field of the plate 
coil increases the magnetization. 

Nickel, Monel metal, Nichrome, Invar, Stoic metal, and other nickel 
alloys may be used to make magnetostrictive rods. Difficulties of design 
of suitable rods having high natural frequency of oscillation restrict the 
use of the magnetostriction oscillator to frequencies within the audible 
and supersonic ranges. Very low audio frequencies are produced by the 
use of rods that are loaded at the ends or that consist of an outer shell 
of magnetostrictive material filled with lead or other material having a 
low velocity of propagation of compressional waves. If the temperature 
of the rod is kept constant, a frequency stability of 1 part in 30,000 may 
be obtained. Dependence of frequency upon temperature can be 


1 Prerce, G. W., and Norss, A., Jr., J.A.S.A., 9, 185 (1938). 
2 PreRcE, loc. cit. 
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reduced by employing special alloys of low temperature coefficient! or 
rods made up of a core and a shell of two magnetostrictive metals of 
opposite temperature coefficients of expansion. 

10-49. Tuned-filter (Multistage-feedback) Oscillator —Excellent fre- 
quency stability can be obtained by feeding back the output of a sharply 
tuned multistage amplifier to the input, as shown in Fig. 10-79.2 The 
principle of operation is the same as that of the common types of feedback 
oscillators except that amplification takes place in more than one tube. 
The sharper the resonance curves of the tuned circuits, the more difficult 
it is to cause oscillation at any but the resonance frequency. Very high 
frequency stability can be obtained by the use of complex filter sections 
or a large number of stages. Gunn reported a shift in frequency of less 
than 1 cps at a frequency of 1000 cps when the plate voltage of a two-stage 
circuit was changed by 50 percent. At radio frequencies it is essential to 
prevent direct feedback in the individual 
stages. This requires careful shielding 
and the use of tetrodes or pentodes. 
For a properly designed radio-frequency 
circuit Gunn reported a 0.0003 per cent 
change in frequency with a 10 per cent 
change in plate potential, about 0.003 
per cent change in frequency for an 8 : 
per cent change of filament voltage, and Fie. 10-79.—Tuned-filter (multi- 
a change of less than 60 parts per million pune teedlack) :cusillator: 
per degree over a 2- or 3-degree temperature range. These results were 
obtained with d-c operation of the cathodes. The results were not quite 
so good with a-c filament operation. Although the frequency is little 
affected by load, the use of a Class A buffer power amplifier following the 
oscillator is recommended. 

10-50. Frequency Stabilization by Harmonic Elimination.—A num- 
ber of investigators have shown that frequency variation and harmonic 
content are interdependent.* | The factors that ensure low harmonic con- 
tent, such as a linear operating characteristic and small amplitude, there- 
fore also tend to improve frequency stability. The frequency stability 
of an oscillator can be improved by the use of series filter sections tuned 
to the harmonic frequencies, shunted across the tank circuit, but this 
method cannot be conveniently used with a variable-frequency oscillator. 

10-51. Power Output of Oscillators.*—For reasons that have already 
been discussed, when it is necessary to obtain large power from an oscil- 

1Ipn, J. M., Proc. [.R.E., 22, 177 (1934). 

2 Gunn, Ross, Proc. I.R.E., 18, 1560 (1930). 

3 Groszkowskl, J., Proc. I.R.E., 21, 958 (1933); AnaurmBau, L. B., Proc. I.R.E., 
21, 14 (1933); Moutuin, E. B., J. Inst. Elec. Eng. (London) 78, 186 (1933). 

4 Prince, D. C., Proc. I.R.E., 11, 275, 405, 527 (1923). 
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lator it is usually expedient to use the oscillator only to excite a power 
amplifier, with or without intervening voltage amplifier stages. When 
the power is to be obtained directly from the oscillator, however, it should 
be borne in mind that the oscillator is in reality a self-excited amplifier 
and that the laws which govern the design of power amplifiers also apply 
to power oscillators. For maximum power output in Class A operation 
the load impedance is equal to the plate resistance. The effective resist- 
ance of the plate circuit can be adjusted in the manner explained in 
Sec. 10-41. Occasionally other considerations, such as plate-circuit 
efficiency and harmonic content, may be of more importance than 
maximum power output. 

The power output that can be obtained from a Class A oscillator 
greatly exceeds the output from the same tube in Class A amplification. 
This is because the oscillator tube remains continuously excited and can 
normally be kept under constant load, whereas an amplifier usually has 
excitation of variable amplitude and may deliver zero output for long 
periods of time. As explained in Chap. 7, the maximum dissipation that 
the amplifier tube is required to withstand is equal to the plate-circuit 
input power. The oscillator tube dissipation under full load, on the other 
hand, is the power input to the plate circuit minus the power output. At 
22 per cent efficiency, the dissipation is 78 per cent of the input. The 
Class A oscillator can therefore use about 28 per cent higher input power 
and so deliver 28 per cent higher output with the same maximum plate 
dissipation. If the circuit drops out of oscillation, the tube is likely to be 
damaged, both because of the increase 
of plate dissipation with removal of 
load and because of the rise in plate 
current resulting from the removal of 
automatic bias. 

10-52. Beat-frequency (Hetero- 
dyne) Oscillators—In the beat-fre- 
Fie. 10-80.—Schematic diagram of quency oscillator, shownschematically . 

Pevetody ne geet a in Fig. 10-80, the outputs of two 
radio-frequency oscillators of slightly different frequencies are applied 
simultaneously to a detector. The output of the detector contains, 
in addition to the imjressed radio frequencies, their sum and differ- 
ence. By means of a filter, the fundamental radio frequencies and 
their sum are removed, leaving only the difference frequency in the out- 
put, which may be suitably amplified by audio-frequency amplifiers. 
The popularity of the heterodyne oscillator is due principally to the fact 
that the whole range of audio frequencies, from 15,000 eps, or higher, 
down to as low as 1 cps, may be covered with a single dial. Other advan- 
tages that may be obtained with careful design include good wave form, 
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constant output level, lightness, and compactness. By proper variable- 
condenser design a logarithmic frequency scale may be obtained, a 
considerable advantage when the oscillator is to be used in obtaining 
amplifier-response curves. Unless extreme care is taken in the design and 
construction, however, this type of oscillator is likely to have relatively 
poor frequency stability, which necessitates frequent setting against a 
standard frequency during the period of use, particularly during the time 
required to establish temperature equilibrium. 

The design of a heterodyne oscillator involves a number of special 
problems, among which are the prevention of interaction between the 
oscillators, elimination of harmonics and other undesired frequencies, 
improvement of frequency stability, and the prevention of variation of 
output level. Interaction of the two r-f oscillators causes them to pull 
into synchronism when their frequency difference is small and thereby 
prevents the production of low audio frequency. It also tends to distort 
the output wave into a saw-tooth wave at output frequencies somewhat 
greater than that at which the oscillators pull into step. Interaction 
may be prevented by adequate shielding, proper location of component 
parts, use of chokes or decoupling resistors (see page 210) and by-pass 
condensers in voltage supply leads, and by correct methods of coupling 
the output of the r-f oscillators to the detector tube. Coupling methods 
include the use of buffer amplifiers between the oscillators and the detec- 
tor; electron-coupled oscillators; a balanced modulator circuit (see Sec. 
9-5) as in Fig. 10-81; a mixing bridge; or a multigrid mixer tube, such as. 
the type 6L7, the oscillator outputs being applied to two grids that are 
shielded from each other. Of these, the first three methods are most 
frequently used. : 

If the harmonics are removed from the output of one of the r-f oscil- 
lators of.a heterodyne oscillator and detector distortion is negligible, the 
only undesired output frequencies lie above the beat-frequency range and 
are removed by the r-f filter following the detector. Frequency instapil- 
ity in heterodyne oscillators results from the same causes as in other types 
of oscillators, but it is likely to be greater because a small percentage 
variation in the frequency of either r-f oscillator produces a much greater 
percentage variation of output frequency. The stability of the r-f oscil- 
lators should be as high as possible, and the two oscillators should be as 
nearly alike as possible in order that they will respond similarly to changes 
of supply voltage and of temperature. Variation of amplitude of the 
oscillator output results from change of amplitude of the variable oscil- 
lator over the tuning range, from the action of improperly designed r-f 
filters in the plate circuit of the detector, and from frequency distortion 
of the a-f amplifier. The first effect can be made.small by using a linear 
detector and making the amplitude of the variable-frequency input to 
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the detector much greater than that of the fixed-frequency input (see 
Sec. 9-18). Audio-frequency attenuation by the r-f filter in the detector 
plate circuit can be avoided most réadily by the use of a radio frequency 
that is several times the highest output frequency. The choice of the 
best value of frequency of the r-f oscillators of a heterodyne oscillator is 
governed largely by frequency stability, ease of filtering of r-f voltages 
from the detector output, and desired frequency range. 

The circuit diagram of a typical commercial beat-frequency oscillator 
is shown in Fig. 10-81. 
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Fig. 10-81.—Circuit diagram of a heterodyne oscillator. (Courtesy of Clough-Brengle 
* Company.) 

10-53. Ultrahigh-frequency Oscillators—The theory of ultrahigh- 
frequency oscillators such as the Barkhausen-Kurz oscillator, the magne- 
tron oscillator, and the klystron, is beyond the scope of this book. The 
student is, therefore, referred to textbooks on the subject of ultrahigh 
frequency.! 


Problems 


10-1. Analyze the action of the circuit of Fig. 10-290. 

10-2. Using the complex method of analysis, derive Eq. (10-10) and determine the 
criterion for oscillation of a series-type negative-resistance oscillator. 

10-3. The condenser C. of Fig. 10-41 may be replaced by a resistance, as in Fig. 
10-82. ; 

a. For the circuit resistances and supply voltages shown, find the suppressor oper- 
ating voltage. , 


‘See, for instance, BRainERD, J. G., KoEu Ler, G.. Rercu, H. J., and Woop- 
ruFF, L. F., ‘“Ultra-high-frequency Techniques,” Chap. 10, D. Van Nostrand 
Company, Inc., New York, 1942. ‘ 
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b. Find the ratio of the change in suppressor voltage Ae. to a change of screen 
voltage Aes, that causes it. 

c. From Fig. 10-43 derive a dynamic 7.2-¢,2 characteristic for this circuit, and from 
it find po. 


00,0002 


120 v. T00v. 


Fie. 10-82.— Negative resistance oscillator circuit for problem 10-3. 


d. For an L/r ratio of 0.01 henry /ohm, find the largest condenser capacitance C at 
which the circuit will oscillate, and the corresponding inductance required for an 
oscillation frequency of 100 eps. 

10-4. Derive Eq. (10-18) by means of the equivalent plate circuit (see also Prob. 
4-1 j). 

10-5. Using the equivalent plate circuit for the tuned-grid oscillator, derive Eqs. 
(10-36) and (10-37). 

10-6. In order for oscillation of constant amplitude to take place in the circuit of 
Fig. 10-62, the susceptance of C2 must be equal in magnitude and opposite in sign to 
the input susceptance of the amplifier, and the conductance of R2 must be equal in 
magnitude and opposite in sign to the input conductance. Using Eqs. (6-107) and 
(6-108) to determine the input susceptance and conductance, derive Eqs. (10-40) and 
(10-41). 
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CHAPTER i1 
ELECTRICAL CONDUCTION IN GASES 


Preceding chapters have dealt only with electron tubes in which the 
gas density is so low that the probability of collision of electrons with gas 
molecules is small and relatively few ions are present. This chapter will 
treat the flow of current through regions of comparatively high gas 
density, in which the probability of ionizing collisions of electrons with 
molecules is comparatively high and many ions are consequently present 
in the gas. The construction, characteristics, and applications of prac- 
tical gaseous conduction tubes will be taken up in the succeeding chapter. 
The student should review Secs. 1-1 to 1-12 of Chap. 1. 

The early experiments on gas-filled tubes were performed years before 
the discovery of thermionic emission, but the development of useful gas- 
filled tubes, particularly of the grid-controlled type, lagged far behind 
that of high-vacuum tubes. It was not until careful experiments sug- 
gested the fundamental laws and processes governing the phenomena 
involved that great strides were made in the design, manufacture, and 
application of gaseous tubes. A knowledge of these laws is important in 
the understanding of gaseous tube operation. Since the formation of an 
arc may be preceded by a glow discharge and since the presence of 
glows in are tubes may prevent their proper functioning, the theory of 
glow discharges is important in the study not only of glow tubes but also 
of arc tubes. For this reason, considerable space will be devoted to a 
treatment of glow discharges, even though glow tubes are now used 
relatively little in comparison with are tubes, except for illumination. 

11-1. Current-voltage Characteristics of Glows.—A gas or vapor 
containing no ions would be a perfect insulator. No current could flow 
as the result of a potential applied between two nonemitting electrodes 
immersed in such a gas. Ion-free gases are hypothetical only, for cosmic 
rays, radioactive materials in the walls of containers, photoelectric emis- 
sion, and other ionizing agents ensure the presence of some ‘‘residual”’ 
ions. In an actual gas the application of potential between electrodes 
will cause a migration of the residual ions and thus produce a current. 

The magnitude of the current associated with the drift of residual ions 
evidently depends upon the rate of production of ions and upon the rate 
at which ions are swept away, which in turn depends upon the applied 
voltage. . This current is sometimes called the dark current because it is 
not accompanied by appreciable radiation. The relation between volt- 
age and dark current under static conditions is shown graphically by the 

- 416 
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_ portion oab of the typical characteristic curve of Fig. 11-1. That the 
increase of voltage over the range ab causes no increase in the current 
indicates that residual ions are being swept out of the gas by the electric 
field at the same rate as they are being created. The dark current is 
usually of the order of a microampere. 

As the voltage is increased, a value is reached, as at b, at which the 
current again begins to rise. If the electrode spacing is very small and 
the pressure sufficiently low, the current can be increased beyond b only 
by increase of voltage, and the characteristic is of the form shown by the 
dashed curve bm. With electrode spacing and pressure used in most 
glow-discharge tubes, on the other hand, a current is reached at c, called 
the threshold current, at which the current 
begins to rise abruptly without further 
increase of voltage. The threshold current 
is still of the order of one or two microam- 
peres. If the external circuit resistance is 
low, the voltage of the discharge remains 
practically constant, and the current jumps 
to a high value (milliamperes or even am- 
peres), corresponding to n. If the external 


Current 
> 


“ab ise le 


circuit is such as to prevent the current from 9 


rising abruptly, then the voltage drops 
abruptly to some lower value, as at d. The 


Voltage 


Fig. 11-1.—Current-voltage 
characteristic of a typical gas- 


filled cold-cathode diode. 
value of the current at d, and the path along Pee aC ree 


which the change takes place, appear to depend almost entirely upon the 
external circuit. Experimental difficulties, such as the occurrence of 
relaxation oscillations, have so far prevented a complete study of the 
characteristic immediately beyond the point c, but those experiments 
which have been performed appear to indicate that, if the terminal voltage 
could be reduced rapidly enough by increase of circuit resistance or 
decrease of applied voltage, the current at point d would be the same as 
that, at point c. 

The incipient condition obtaining at c when the current through the 
discharge increases without increase in voltage is called breakdown, and 
the corresponding voltage of the tube is called the breakdown voltage. 
From what has been said it follows that breakdown may not take place 
if the electrode spacing and pressure are small. 

The increase of current above the saturation value maintained from a 
to b is the result of ionization of gas molecules by collision with electrons 
that have been accelerated by the applied electric field. Appreciable 
ionization by collision does not take place until the voltage considerably 
exceeds the ionization potential of the gas. The voltages corresponding 
to c and d are usually many times the ionizing potential. Ionization is 
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accompanied by excitation of some of the gas molecules, which subse- 
quently emit radiation as they return to a state of lower energy. It is the 
visible radiation that gave rise to the term glow discharge. 

Between d and f, the current increases with very little change in yalte 
age. The current range covered by this portion of the characteristic 
depends upon the area of the cathode and may extend to values of 50 ma 
or more. In order to indicate the difference in magnitude of the very 
small currents below ¢ and the relatively large currents above d, a gap is 
shown in the curve. 

A value of current is reached, at f, beyond which a much larger 
increase of voltage is required to produce a given change in current. In 
the vicinity of g, however, the current is so high that, if it is maintained 
for an appreciable time, the cathode becomes hot enough to emit electrons. 
The thermionic emission reduces the voltage drop through the tube in a 
manner that will be explained in Sec. 11-14, causing further increase of 
current and greater emission. The cumulative action may result in an 
abrupt decrease of potential to about the ionization potential of the gas, 
at point h, and, unless limited by circuit resistance, the current may rise 
to destructive values. In the region from b to g, the discharge is charac- 
terized by comparatively low current density and high voltage drop and 
is called a glow discharge. Beyond h, the discharge is characterized by 
high current density and low voltage drop and is called an arc. 

The exact predetermination of the behavior of a particular glow-dis- 
charge tube is difficult, if not impossible, because a given tube does not 
have a single current-voltage characteristic, but an infinite number of 
characteristics. The shape of the characteristic depends upon gas pres- 
sure, electrode temperature, and age of the tube; upon the amount: of 
ionization remaining from previous discharges, which in turn depends 
upon the time elapsed between discharges; upon the initial cathode 
emission, which varies with the cathode illumination; and upon the 
strength of other ionizing agents in the gas or container. A characteristic 
obtained with steady applied voltages, of which the curve of Fig. 11-1 is a 
typical example, is called a static characteristic. Characteristics obtained 
with varying voltages and currents are called dynamic characteristics. 

11-2. Physical Aspects of Glow Discharge.—The appearance of the 
glow discharge is by no means that of a homogeneous column of light. It 
is made up of a number of distinct regions. The general form of a glow 
discharge at gas pressures of the order of a millimeter or less of mercury! 


z latm = 760 mm Hg 
1 micron of Hg = 0.001 mm Hg 
1 barye = 1 dyne per square centimeter 
1 barye = 0.752 micron Hg 
1 micron of Hg = 1.333 baryes 
1 atm = 1,013,000 baryes 
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is shown in Fig. 11-2a.!_ In the vicinity of the cathode is a relatively dark 
region, called the cathode dark space, or, in honor of two of the early 
workers in the field of glow discharges, the Crookes or Hittorf dark space. 
The brightness of the cathode dark space increases toward the cathode, 
culminating sometimes in a luminous layer very close to the cathode, 
called the cathode glow. In hydrogen and the noble gases there is a much 
darker layer immediately adjacent to the cathode, usually not more than 
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Fig. 11-2.—(a) Appearance of a glow discharge between plane parallel electrodes. 
(b) Potential distribution and field strength in a glow discharge between plane parallel 
electrodes. 


a millimeter in length, called the primary dark space. Toward the anode, 
the cathode dark space terminates quite sharply and distinctly in a 
luminous region called the negative glow. The brightness of the negative 
glow decreases toward the anode, and the glow gradually merges into 
another relatively dark region, the Faraday dark space. Beyond the 
Faraday dark space is the positive column, a fairly luminous region which 
may contain striations and which extends to the anode. Sometimes the 
surface of the anode is covered by a luminous layer called the anode glow. 

If the anode is moved toward the cathode while the tube is glowing, 
the various regions of the discharge remain fixed relative to the cathode, 


1 Siepian, J., and Mason, R. C., Elec. Eng., 53, 511 (1934). 
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‘and the positive column and the Faraday dark space in turn appear to 
move into the anode. If the current is maintained constant during this 
experiment, the voltage across the tube falls slowly. As the anode enters 
the negative glow, the voltage begins to rise rapidly with further move- 
_ ment of the anode until it equals the supply voltage and the tube goes out. 
If the electrode spacing is kept constant, on the other hand, and the pres- 
sure is lowered, the cathode dark space increases in thickness, appearing 
to push away the negative glow, Faraday dark space, and positive column, 
which disappear into the anode in turn. As the cathode dark space 
expands, the outer boundary becomes less distinct. When the cathode 
dark space reaches the anode, the voltage rises rapidly with further change 
in pressure, until it equals the supply voltage and the tube goes out. 
At extremely low pressures, at which the dark space fills the whole inter- 
electrode space, the walls of the tube fluoresce. This phenomenon is 
caused by the impact upon the walls of cathode rays, or high-speed 
electrons, which have been accelerated throughout the interelectrode 
space without suffering loss of energy by collision with gas molecules. 
In most practical glow-discharge tubes, the pressure is in the range from 
0.1 to 50 microns. 

11-3. Potential Distribution in the Glow Discharge.—The strikingly 
different appearance of the various parts of the glow discharge early 
aroused curiosity as to the electrical relationships existing in the dis- 
charge and led to many investigations. Experiments have shown that 
the potential distribution between cathode and anode is of the form shown 
in Fig. 11-20. : The greatest part of the applied potential appears across 
the cathode dark space, a region in which positive space charge predomi- 
nates.!_ The fall in potential through the cathode dark space is called 
the cathode fall of potential, or cathode drop. 

’ The potential maximum in the negative glow is caused by positive-ion 
space charge, in a manner analogous to the production of a potential 
minimum by electrons near the surface of a thermionic emitter in vacuum. 
Since the field between the potential maximum in the negative glow and 
the potential minimum in the Faraday dark space is such as to oppose the 
current, the current in this region must result from diffusion caused by 
ion concentration gradients (differences in ion density, page 7). 

Measurements show that, if there are no striations, the field in the 
positive column is small and practically constant, indicating that the 
electron and positive-ion densities are approximately equal. The poten- 
tial gradient (field) in the positive column must be great enough to supply 
the energy that is lost through diffusion of ions to the walls. The ratio of 
the diffusion current to the anode current at constant current density 


1 Positive ions move toward the cathode, electrons away. Preponderance of 
positive ions is accentuated by their large mass and consequent low velocity. 
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increases with decrease of tube radius, and hence the gradient is inversely 
proportional to the tube radius. This is an important consideration in 
the design of small-diameter tubes of the type used in neon signs. The 
‘gradient also decreases with increase of current and with decrease of 
pressure. When striations are present, corresponding variations in volt- 
age are observed along the positive column, the voltage peaks correspond- 
ing to dark striations, and the voltage troughs to bright striations. The 
potential difference between striations is equal to an excitation or ioniza- 
tion potential of the gas. Stroboscopic examination of seemingly con- 
tinuous positive columns sometimes shows them to contain striations 
that move rapidly from anode to cathode. 

Adjacent to the anode there is usually a jump in potential, which may 
be either positive or negative, depending upon whether the current is 
high or low and the electrode area small or large. At some value of 
anode current the anode drop is zero. 

11-4, Normal and Abnormal Glow.—When the glow current. is 
limited to a sufficiently low value by means of external resistance, the 
glow covers only a portion of the cathode and the current is confined to 
the portion of the cathode that glows. An increase of current causes 
the discharge to spread over a greater portion of the cathode, the current 
density, cathode drop, and the thickness of the cathode dark space 
remaining constant. When the cathode is not completely covered by 
the glow, the discharge is said to be normal or ordinary; and the current 
density, cathode drop, and dark-space thickness are designated by the 
same terms. When the whole surface of the cathode is covered by glow, 
the cathode drop and the current density increase with increase of current, 
and the thickness of the cathode dark space.decreases.1_ The discharge 
is then said to be abnormal or extraordinary. The terms normal and 
abnormal, ordinary and extraordinary are, unfortunately, misleading, 
inasmuch as the “abnormal” type of discharge is fully as common as the 
“normal,” both in experimental and in practical tubes. To avoid 
possible ambiguity, quotation marks will be placed about these terms 
when they are used to differentiate between the two types of discharge. 
In Fig. 11-1 the “‘normal” range of current extends from d to f, the 
“abnormal” range from f to g. If the cathode is capable of dissipating 
considerable heat without becoming hot enough to give thermionic 
emission, the “abnormal” range of current may be larger than the 
“normal” range. 

The “normal” cathode drop is a function of the gas used and the 
material of which the cathode is made, and is independent of gas 


1Tf one makes the assumption that the current through the dark space is limited 
by space charge, a derivation similar to that which gives Child’s law (see Sec. 2-10) 
shows that the dark space should decrease in thickness as the current density increases. 
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pressure. It is small in the noble gases and is usually smaller in 
gas mixtures than in pure gases. It decreases with decrease of electron 
affinity of the cathode material. The “normal” cathode-drop usually 
exceeds 100 volts and may be as high as 400 volts or more but by proper 
choice of gases and cathode material may be made as low as 37 volts.! 
The ‘normal’ current density (current per unit area of the cathode 
covered by glow) and the thickness of the dark space depend not 
only upon the gas and the cathode material but also upon the gas 
pressure. 

An interesting example of the difference in the current-voltage curves 
for the two types of discharge is provided by the type 874 glow tube. 
The electrodes of this tube are a small 
rod surrounded by a coaxial cylinder. 
When the rod is the cathode, the rela- 
tively small cathode area becomes com- 
pletely covered by glow at very small 
currents, and so the voltage rises with 
current over almost the entire working 
range of current. When the cylinder is 

Fre. 11-3.—Current-voltage char- the cathode, on the other hand, the total 
acteristics for the type 874 glow cathode area, comprising the twosurfaces 
pubes of the cylinder and the surface of the 
supports, is large, and the rise in voltage with current is comparatively 
small throughout a range of current that extends beyond the rated value. 
The two curves for this tube, and a sketch of the electrodes, are shown in 
Fig. 11-3. The terminal voltage of the tube includes not only the cathode 
drop but also the voltages across other portions of the discharge. The 
small rise of voltage with current when the cylinder is negative is prob- 
ably accounted for largely by variation of voltage drop in portions of the 
discharge other than the cathode dark space. 

11-5. Theory of Ignition.—A theory for the increase of current with 
voltage as the result of cumulative ionization (at voltages higher than 
that corresponding to point 6 in Fig. 11-1) was first proposed by Town- 
send.? He assumed that photoelectric emission at the cathode, or some 
form of ionization of the gas, produces a small number of initial electrons 
at or adjacent to the cathode. Application of voltage to the electrodes 
accelerates these initial electrons toward the anode and the positive ions 
toward the cathode. When the applied potential exceeds the ionization 
potential of the gas, the initial electrons produce further ionization of the 


Milliomperes 
nN 


iSzepran, and Mason, loc. cit.; THomson, J. J., and Tuomson, G. P., “Conduc- 
tion of Electricity through Gases,” Vol. II, pp. 231-232, Cambridge University Press, 
Cambridge, 1928. 

2 TownsEnp, J. S., “Electricity in Gases,” Clarendon Press, London, 1915. 
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gas by collision. A derivation based upon these assumptions yields the 
following expression for the current:! 


I = Ne" (11-1) 


in which N, is the number of initial electrons leaving the cathode per 
second; & is the electronic charge; 8, is the electron ionization coefficient, 
or number of ions formed by an electron by collision per centimeter of 
advance; and d is the distance between cathode and anode. Experiment 
shows that 8, is a funetion of the electric field, increasing with increase in .. 
field. ‘To apply Eq. (11-1), 6, is assumed constant, which is true if the 
field is initially uniform and remains undistorted by space charge. When 
the current is small, so that these conditions are realized, Eq. (11-1) is 
checked experimentally. It should be noted that 8, is a definite function 
of the electric field, and the product 8,d a measure of the voltage. 

This much of the theory gives an adequate explanation for the increase 
of current with applied voltage in the range bc or bmin Fig. 11-1. It does 
not account for the increase of current without increase of voltage beyond 
the pointc. Each initial electron can produce only a finite number of ion 
pairs. This fact implies that the current must be finite. (The position 
of each new pair of ions resulting from a given initial electron is closer to 
the anode, and so each new electron does not produce so many new ions 
as do the initial electrons.) If the initial source of ions were removed, 
the discharge would soon cease, for all ions would eventually be formed 
so close to the anode that the resulting electrons would not move far 
enough to produce other ions. 

To explain the increase of current without increase of voltage, Town- 
send postulated ionization by collision of positive ions, as well as electrons, 
with gas molecules. Since positive ions travel toward the cathode, some 
of the electrons produced by positive ions will have the same distance of 
travel to the anode as did the initial electrons and will behave in the same 
manner as the initial electrons. If these new electrons are equal in num- 
ber to the initial electrons, the discharge is self-sustaining, 7.¢., will con- 
tinue even if the source of initial ionization is removed. The advent of a 
self-sustaining discharge will be termed ignition, and the voltage at which 
it occurs, the zgnition potential.? The ignition potential depends upon 
the kind and pressure of the gas and upon the electrode material and 


1§.Epian, J., ‘Conduction of Electricity in Gases,” p. 78, Westinghouse Electric 
& Manufacturing Co., Educational Dept., East Pittsburgh; 1933; Darrow, K. K., 
“Electrical Phenomena in Gases,” p. 274, Williams & Wilkins Company, Baltimore, 
1932; THomson and THomson, op. cit., Vol. II, p. 512; Cosine, J. D., “Gaseous 
Conductors,’ Sec. 7-2, McGraw-Hill Book Company, Inc., New York, 1941. 

* This is often called the sparking potential, a term that seems confusing, since no 
spark, in the ordinary sense, need occur. Another alternative term is striking potential. 
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geometry. It may be reduced considerably by coating the cathode with 
a barium compound. The ignition potential is not a constant for given 
gas and geometry of electrodes but depends upon the same factors, listed 
on page 418, that cause changes in shape of the static current-voltage 
characteristic. , 

When cumulative ionization by both electrons and positive ions 
occurs, the current may be expressed by the relation! 


2 — Bp)e(bn- Bed 
I=NE On aT (11-2) 
if it is assumed that the field is initially uniform and remains undistorted 
by space charge. ,, the ionization coefficient for positive ions (analogous 
to 8,), is the number of new ion pairs produced per centimeter advance of 
a positive ion. Experiments show that 8, increases with field strength 
more rapidly than does Bp. As the voltage is raised and 6, increases 
relative to 8, the denominator of Eq. (11-2) decreases. As the denomi- 
nator approaches zero, N, may also approach zero without reducing the 
current to zero. The criterion for the advent of self-sustaining discharge 
is, therefore, given by the relation 


Bn = Bpe(bn~Br@ (11-3) 


and the voltage at which this relation is satisfied is the ignition voltage. 

If Eq. (11-2) continued to hold after ignition takes place, it would 
indicate that ignition would be coincidental with an increase of current to 
a value determined only by the resistance of the external circuit. The 
increase of current is, however, accompanied by distortion of the field by 
space charge. This necessitates the use of a more general equation 
applying to nonuniform fields. It will be shown that under some condi- 
tions the effect of space charge is to limit the current even when the 
external circuit has negligible resistance, whereas under other conditions 
the formation of space charge favors the increase of current. 

J. J. Thomson developed a similar theory based upon the assumption 
that the positive ions, instead of producing ionization by collision, eject 
secondary electrons from the cathode when they strike it. Thomson’s 
theory yields the following equation for the current :? 


efnd 


(11-4) 


1 Darrow, op. cié., p. 280; SLEPIAN, op. cit., p. 88; CoBINE, op. cit., Sec. 7-5. 
? THomson and THoMson, op. cit., Vol. II, p. 518; SLEPIAN, op. cié., p. 92; Darrow, 
op. cit., p. 282. . 
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in which & is the number of secondary electrons ejected from the cathode 
for each ion pair formed in the gas. Because of the increase of kinetic 
energy of the positive ions with increase of applied voltage, k increases 
with applied voltage. A self-sustaining discharge obtains when the 
denominator is zero, 7.e., when 


fad = 21 (11-5) 


It is interesting to note that Eq. (11-5) may be shown to be equivalent 
to the statement that, for each electron initially released from the cathode, 
the ionization and secondary-emission processes result in the liberation of 
another electron from the cathode.! This is reasonable, since if each 
initial electron emitted from the cathode results in the emission of one 
secondary electron, the secondary electron can assume the role originally 
played by the initial electron, and the discharge will continue even if the 
initial emission from the cathode ceases. 

Townsend’s and Thomson’s theories appear to be equally satisfactory, 
and it has not been possible to show experimentally that one alone is 
sufficient. The dependence of ignition voltage upon cathode material 
would appear to strengthen Thomson’s theory. Since changes of gas 
and of gas mixtures, addition of metal vapors, and changes of pressure 
also have a great influence on the ignition voltage,” it seems probable that 
both secondary emission at the cathode and ionization by collision of 
positive ions, and perhaps other processes, such as increased photoelectric 
emission resulting from the radiation emitted by the discharge, act 
simultaneously. The presence of high-frequency fields in the vicinity 
of the gas may cause wide variations in ignition voltage. On occasion 
these fields may cause a 50 per cent decrease in the ignition potential. 
It appears probable that the high-frequency fields increase the kinetic 
energy of ions in the gas and hence the likelihood of ionization of other 
particles. 

11-6. Theory of Ignition. Nonuniform Fields.—Equations (11-1) 
to (11-5) are based upon the assumption that the field is initially uni- 
form and remains uridistorted by space charge. In general the field is 
distorted by nonplanar electrodes and by space charge formed 1 in the 
vicinity of the electrodes as the current builds up. 

Townsend’s theory for nonuniform fields leads to the following 
criterion for ignition :? 


1 Darrow, zbid. 

2 Pennine, F. M. and Appinx, C. O., Physica, 1, 1007 (1934); Kesarv, I., USSR 
Tech. Phys., 4, 1 (1937); Bevsawsxy, A., USSR Tech. Phys., 4, 493 (1937). 

3 THomson and THomsov, op. cit., Vol. II, p. 520. SLEPIAN, op. cit., pp. 119-125. 
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if Ne amar ee (11-6)! 


in which the variables of integration, u and s, and the electrode spacing d 
are measured with the cathode as the origin. If the applied potential is 
reversed, so that the anode is at the origin, the condition for the advent 
of a self-maintaining discharge is! 


i ae P ale ore | (11-7) 


Since 8, and 8, are different and do not vary in the same manner with 
field strength, Eqs. (11-6) and (11-7) are not in general satisfied at the 
same value of applied voltage. This indicates that, when the field is 
nonuniform, the ignition voltages are different for the two polarities. A 
well-known example of this is the lower ignition voltage for a point-to- 
plane discharge when the point is negative than when the plane is nega- 
tive. Another interesting example is the difference in ignition potentials 
for rod gaps caused in part by the distorting influence of the ground plane 
on the field strength.2 In a discharge tube in which the two electrodes 
are of the same material but are not of the same size, the ignition potential 
is usually lower when the smaller electrode serves as the cathode. 

Thomson’s theory gives the following condition for ignition when the 
field is nonuniform: 


d 
eh pds Ltk (11-8) 
or : 
And = ae (11-9) 
where 
7 1 f{¢ 
Bn = if Bn ds (11-10) 
d Jo 


Equation (11-10) defines 8, as the average value of Bn. A polarity effect 
with nonuniform fields is also predicted by Eq. (11-8), because ks depends 
upon the field strength at the cathode. For electrodes of unequal size, 
the field strength will usually be greater at the cathode, and & will have 
the higher value, when the cathode is the smaller electrode. The value of 
@n, and hence the applied voltage, required for ignition decreases with 
increase of k. 


1 Note that u and s are merely variables of integration in the direction of the tube 


axis. : 
2 BeLuascul, B., Trans. Am. Inst. Elec. Eng., 62, 564 (1933); Hacencurn, J. H., 
Elec. Eng.,.66, 67 (1937). 
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For the special case of uniform field, for which 8, and 8, are constant, 
Eqs. (11-6) and (11-7) reduce to Eq. (11-3), and Eq. (11-8) reduces to 
Eq. (11-5). 

11-7. Time Required for Ignition.—Ignition is not an instantaneous 
process but requires a finite time which depends upon the applied voltage 
and the amount of original ionization.!. The time lag in ignition may be 
attributed mainly to the mass of the positive ion, which requires some 
time to move to the cathode and to accelerate to a velocity sufficient 
to produce ionization by collision. For this reason the rapidity with 
which the ionizing takes place increases, and the time taken for ignition 
decreases, with increase of applied voltage (see Fig. 11-6). 

11-8. Paschen’s Law.—The ignition potential is found experimentally 
to be a function not only of the kind of gas and cathode material but also of 
the product of gas pressure and electrode spacing. It is possible to show 
theoretically from a consideration of Eqs. (11-3) and (11-5) that this 
should be true. 8, and 8», the number of ions formed by an electron or a 
positive ion respectively, in moving a unit distance depend upon the gas 
pressure. Increase of pressure at constant temperature decreases the 
average distance between molecules. It therefore increases the number of 
collisions made by an electron or positive ion per centimeter of advance. 
Because of the shorter average distance moved between collisions, however, ' 
the electron or ion acquires less energy from the field between collisions 
and is less likely to ionize a molecule that it strikes. Since 6, and 6» 
depend upon gas pressure, the exponents of Eqs. (11-3) and (11-5) vary 
with the product of pressure and electrode spacing, p X d, and the ignition 
voltage is a function of p Xd. The general form of the curve relating 
ignition voltage to the product of pressure and electrode spacing, first 
suggested by Paschen, is shown by the curve of Fig. 11-4a. The relation 
between the ignition potential and p X d shown by this curve is called 
Paschen’s law.* Figure 11-45 shows an experimental curve for plane 
electrodes in air. The increase of ignition voltage to the left of the 


1 Torok, J. J., Trans. Am. Inst. Elec. Eng., 47, 349 (1928), 48, 239 (1930); Scab, 
R., Z. tech. Physik, 17, 391 (1936); Witson, R. R., Phys. Rev., 50, 1082 (1936); Hacun- 
GUTH, loc. cit. 

2 PascHEN, F., Wiedemann Annalen, 37, 69 (1889). 

Paschen’s law is only one of a number of laws grouped under the name principle 
of similitude, which states that if the relative geometry of a discharge remains the 
same, although the actual dimensions are changed, the current and ignition voltage 
remain the same. (See, for instance, SLEPIAN, op. cit., pp. 189, 141, 146.) If, for 
example, the length of a discharge tube is doubled and the pressure decreased to one- 
half, the ignition voltage does not change; if all areas are tripled, the pressure remain- 
ing the same, then the current density decreases to one-third of the original value. 
The principle is a useful tool in the analysis of glow discharges. 

3 Stepan and Mason, loc. cit. See also THomson and Tuomson, op. cit., Vol. II, 
p. 489; Coping, op. cit., Sec. 7-8. 
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minima of Figs. 11-4a and 11-46 is caused by reduction with pressure and 
electrode spacing of the number of molecules between the electrodes and 
hence of the number of collisions an electron can make in moving from 
the cathode to the anode. The increase to the right of the minima is 
caused by the facts that increase of pressure decreases the spacing between 
molecules and so the distance through which an electron is accelerated 
between collisions, and that increase of electrode spacing decreases the 
field strength at a given potential. Increase of p X d therefore decreases 
the kinetic energy acquired by an electron between collisions, and hence 
the likelihood of ionization by collision. 

It can be seen from Fig. 11-4a that at any pressure there is an electrode 
spacing that will result in minimum ignition voltage. Moreover, if the 


cae 

3 

+ 

Cc 

L 

2 

c 

2 

- 

‘c 

= : Ql 10 

Pressure x Electrode Spacing, Pressure x Electrode 

pxd Spacing, mm.xcm. 
(a) b, 


Fie. 11-4.—(a) General form of a curve of ignition potential as a function of the product 
of pressure and electrode spacing. (b) Experimentally determined curve of ignition poten- 
tial as a function of the product of pressure and electrode spacing, for plane electrodes in 
air. 


electrode spacing is made very small, the ignition voltage may be very 
high. This fact may be applied in preventing discharge between two 
electrodes in a gas-filled tube. If the greatest distance between points 
on the two electrodes is considerably less than that corresponding to 
point M of the ignition potential curve, the voltage required for ignition 
may be very high. This is sometimes called the Hittorf principle or, 
because the discharge does not always take place between the closest 
points of two electrodes if the distance between these points corresponds 
to a point to the left of the minimum of the ignition potential curve, the 
short-path principle. 

Another interesting example of the application of Paschen’s law has 
been given by Penning.! Using coaxial cylindrical electrodes and an 
axial magnetic field, Penning found that the ignition potential was varied 


1 Pennine, F. M., Physica, 3, 873 (1936). 
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by changing the strength of the magnetic field. The effect of the axial. 
magnetic field is to lengthen the paths of electrons moving to the anode 
and thus to increase the effective length of the tube. In Penning’s tube 
the anode-to-cathode distance was made so small that the product of 
pressure by electrode spacing corresponded to a point to the left of the 
minimum of the ignition potential curve, such as A in Fig. 11-4a. The 
apparent tube length could be increased up to 1000 times, and the ignition 
voltage reduced to 0.01 of its original value. 

11-9. Breakdown.—As soon as appreciable current flows, formation 
of space charge in the vicinity of the cathode causes almost the entire 
applied voltage, which was initially distributed uniformly over the whole 
cathode-to-anode distance, to become concentrated in the cathode dark 
space. ‘The field strength in the remainder of the discharge is small, and 
the values of 8, and 8, are correspondingly small outside of the dark space. 

The integration of Eqs. (11-6) and (11-8) may be done in two parts: 
over the region of the cathode dark space, and over the region between 
the dark space and the anode. Outside of the dark space the values of 
Bn and 8» are so small that the second part of the integration contributes 
very little to the total result. Hence, in order that a self-maintaining 
discharge shall continue after the field has become distorted by space 
charge, it is necessary and sufficient that the criterion for ignition be satis- 
fied throughout the cathode dark space. The result is the same as though 
the effective length of the tube were reduced from its original value to a 
much smaller value equal to the length of the cathode dark space. Under 
the assumption that the ignition potential curve. of Fig. 11-4, which 
applies to a uniform field, is applicable at least in its general aspects to:the 
nonuniform field in the cathode dark space, it is possible to predict from 
this curve the behavior of the discharge subsequent to ignition. 

Assume first a combination of electrode spacing and constant pressure 
such that the product p X d corresponds to a point to the left of the 
minimum ignition potential, such as A in Fig. 11-4a. Increase of current 
and formation of the dark space subsequent to ignition would reduce the 
effective length of the discharge. For the point A, however, a reduction 
in length must be accompanied by an increase of ignition voltage. It 
. follows that the current cannot increase without an increase in applied 
voltage. The theoretical behavior of tubes with a low product of pres- 
sure by electrode spacing is verified by experimental curves, which are of 
the form of the dashed curve bm of Fig. 11-1. Unless the cathode becomes 
hot enough to emit thermionic electrons, the discharge does not require 
ballast resistance to limit the current, and breakdown, as defined on 
page 417, does not occur. 

Analysis of the behavior of the discharge for a value of p X d to the 
right of the minimum ignition potential, say: at B of Fig. 11-4a, must 
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account for the fact that, when the current is kept small by means of 
external resistance, only a portion of the cathode surface may be covered 
by glow; z.e., the discharge may be ‘‘normal.’”’ Suppose, first, that when 
ignition takes place the discharge is uniformly distributed over the 
cathode and that the resulting current density following ignition gives a 
cathode dark space which reduces the effective length of the discharge to 
a value corresponding to point C. If, for any reason, the discharge 
shrinks, so as to cover only part of the cathode, and if the current does 
not decrease, the current density must increase. It is predicted theo- 
retically and verified experimentally that increase of current density is 
accompanied by reduction in length of the dark space.!' But for point C, 
reduction of effective length of the discharge lowers the voltage necessary 
to maintain the discharge. Thus reduction of the area covered by 

_discharge is accompanied by reduction of the terminal voltage, if 
the current does not fall. If the battery voltage is assumed to remain 
constant, the voltage across the resistance must rise. This can take 
place only if the current rises, increasing the current density still further. 
The initial shrinking may be caused by slight differences of field over the 
surface of the cathode, and the action immediately becomes cumulative. . 
As soon as ignition occurs, the discharge area shrinks, and the effective 
length decreases until the voltage becomes equal to the minimum ignition 
potential corresponding to point M of Fig. 11-4a, beyond which further 
shrinking would be accompanied by rise of voltage. The shrinking takes 
place very rapidly and is accompanied by an increase of current to a value 
determined by the external circuit, and by decrease of voltage across the 
tube. The abrupt increase of current and decrease of tube voltage have 
already been defined as breakdown. 

If the discharge after breakdown is “‘normal,” an increase of current 
resulting from a change of battery voltage or circuit resistance might be 
accompanied either by increase of current density at constant area of dis- 
charge or by increase of area at constant current density. The former 
would involve decrease in length of cathode dark space, and hence 
increase of voltage; the latter does not. Hence in the “‘normal’’ current 
range the portion of the cathode covered by the discharge increases, the 
voltage remaining practically constant. This is the portion df of the 
current-voltage curve of Fig. 11-1. Any slight variation in the observed 
voltage may be attributed largely to changes in potential drop in the 
positive column, negative glow, and Faraday dark space. These poten- 
tial drops were neglected in the analysis by confining the integration of 
Eq. (11-6) or Eq. (11-8) to the dark space, the contribution of the remain- 
der of the discharge to the integral being considered negligible. Small 


1 SLEPIAN, op. cit., p. 189; THomson and Tuomson, op. cit., Vol. II, p. 423. 
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changes in voltage may also result from minor variations of cathode drop 
caused by irregularities over the cathode surface. 

If the current is allowed to become so large that the cathode is com- 
pletely covered, further increase of current must be accompanied by 
increased current density, decreased length of dark space, and increased ° 
voltage, as shown by the ‘‘abnormal”’ range fg of the current-voltage 
curve of Fig. 11-1. On the ignition voltage curve this corresponds to 
points to the left of the minimum. - ; 

If the external resistance is low, the current will, of course, jump to 
“‘abnormal’’ values as soon as ignition and breakdown take place. As 
previously explained, if the external resistance is negligible the current 
will rise to the value n in Fig. 11-1, corresponding to point D in Fig. 11-4a. 
In practical tubes this current is usually so high that, if it is maintained, 
the cathode becomes hot enough to emit electrons, and the discharge 
changes abruptly into an arc. 

_ 11-10. Distinction between Ignition and Breakdown Voltage.—It is 
necessary in general to distinguish between ignition and breakdown. ’ 
With plane electrodes and values of p X d corresponding to points to 
the left of the minimum of the ignition potential curve of Fig. 11-4a, 
ignition is not accompanied or followed by breakdown, even when the 
voltage is raised to very high values; for values of p X d corresponding to 
points to the right of the minimum, on the other hand, ignition is accom- 
panied by breakdown. In certain types of discharge, notably between 
needle points, the change in field distribution with current is such that 
with small currents the effective length of discharge first increases and 
then decreases with increase of current. Initially the field strength is 
very high in the immediate vicinity of the electrode points and the 
criterion for ignition must be satisfied only in a small volume adjacent to 
the cathode point. At very small currents, space charge weakens the 
field at the cathode and increases the distance from the cathode through- 
out which the criterion for ignition must be satisfied. The effective 
length therefore increases with current. At atmospheric pressure the 
product of pressure and electrode spacing corresponds to a point to the 
right’ of the minimum of the ignition potential curve and increase of 
effective length with current raises the voltage required to maintain the 
discharge. For a limited range of current, therefore, the voltage neces- 
sary to maintain discharge between needle points at atmospheric pressure 
rises with current and the discharge is stable, being observed as corona. 
At somewhat higher current, however, the space charge increases the 
potential gradient near the cathode and thus again decreases the distance 
throughout which the criterion for ignition must be satisfied. The 
voltage required to maintain the discharge then decreases with increase of 
current and breakdown immediately occurs. The current-voltage 
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curve is of.the form shown in Fig. 11-5. The breakdown voltage for 
_needle points is thus higher than the ignition potential. A similar phe- . 
nomenon is observed at high pressure when a wire of small diameter is 
used as the cathode, as in high-voltage power transmission. 
Breakdown is not an instantaneous process, the total time required 

for breakdown being the sum of that required for ignition and that for 
» the current to rise to its final value after ignition. Breakdown time, like 
ignition time, varies with applied voltage. Figure 11-6 shows the varia- 
tion of breakdown time with crest alternating voltage of a 10-in. rod 
gap in air at atmospheric pressure.’ 


Current 


Breakdown 


fj : ‘0 
/gnition Ree 0 2 4 6 8 
- Breakdown Time, 
Voltage Microseconds 
Fig. 11-5.—Current-voltage curve for dis- Fig.  11-6.—Variation of breakdown 


charge between needle points. time with crest alternating voltage; 10-in. 
. rod gap in air at atmospheric pressure. 


11-11. Application of the Current-voltage Diagram.—The manner in 
which the current and voltage of a glow tube vary with supply voltage 
and circuit resistance under static conditions can be determined from the 
static current-voltage characteristic by the use of a resistance line‘similar 
to those used in high-vacuum-tube studies. . The slope of the resistance 
line is the reciprocal of the external resistance, and the line passes through 
the voltage axis at a point corresponding to the battery voltage. The 
intersection of the load line with the static characteristic determines the 
current and the tube voltage. Ifa series of battery voltages is used, such 
as A, B,... J, corresponding points 1, 2, . . ..10 are determined, as 
shown in Fig. 11-7a. From-.1 to 4 the current is in the dark-current. range 
and is usually less than a microampere. (For clarity, the dark current 
is exaggerated in Fig. 11-7.) At 4, ignition and breakdown occur, the 
current immediately jumping to 4’, which would ordinarily correspond 
to several milliamperes or more. As the battery voltage is decreased 
from F to J, the characteristic is followed from 6 to 10. At 10 a further 
decrease in current requires an increase of voltage, while the voltage is 
actually reduced under the conditions of the experiment. The current 


1 HaGENGUTH, loc. cit. 
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therefore falls abruptly to the value 10’ in the dark range. The cor- 
responding curve of current vs. battery voltage is shown in Fig. 11-7). 
A similar analysis may be made when the applied voltage is maintained 
constant at a value exceeding the ignition potential and the resistance 
is varied. It is apparent that a glow tube and high resistance form a 


Current 


1 aes Battery Voltage 


Voltage 


Fic. 11-7.—(a) Current-voltage diagram of a glow tube; (b) corresponding curve of current 
vs. battery voltage. 


trigger circuit similar to the high-vacuum-tube circuits discussed in 
Chap. 10. — 

The voltage corresponding to point 10, at which the current falls to 
a low value and the tube ‘‘extinguishes,” is called the extinction potential 
or breakoff voltage. 

11-12. Dynamic Current-voltage Characteristics. —The dynamic cur-— 
rent-voltage characteristics of a glow-discharge tube may be studied by 


905 cathode - 
ray tube 


Fia. 11-8.—Circuit for the determination of dynamic current-voltage characteristics of 
glow tubes. 


causing the current through the tube to vary in a predetermined way 
and observing the current and voltage by means of a cathode-ray oscillo- 
graph.! The wave form of the current is controlled by means of a high- 
vacuum pentode, to the grid of which is applied a voltage wave of the 
desired form and frequency, as shown in Fig. 11-8. If the voltage across 


1 Reicn, H. J., and Depp, W. A., Phys. Rev., 52, 245 (1937) (abstr.); J. Applied 
Physics, 9, 421 (1988). 
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the discharge tube is applied to one pair of deflecting plates .of the oscillo- 


graph 


Milliamperes 


Current 


(see Sec. 15-17) and the voltage across a resistance in series with 
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+ Fie. 11-9.—Dynamic current-voltage characteristics of type 874 glow tube for seven 
frequencies. and two current wave forms. Light lines show rapid variation, heavy lines 
slow variation, of current with time. 


the tube to the other pair, the current-voltage curve is observed on the 
screen of the cathode-ray tube. 
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Figure 11-9 shows a series of dynamic characteristics for an old-type 
(argon-filled) 874 tube, obtained with the rod as cathode (see Fig. 11-3) 
and the current in the “abnormal” range. The manner in which the 

‘current is varied is shown by the bottom oscillogram in each column. 
The static characteristic is indicated by the dashed curve. Similar char- 
acteristics are obtained with other types of glow tubes. 

Space does not allow a complete analysis of these curves, but the 
following facts and their probable explanations are of interest: 

1. When the current rises abruptly, the ignition potential is consider- 
ably higher than the static ignition potential. This results from the 
time required for ignition to take place. The voltage across the tube 
increases so rapidly that it exceeds the static ignition potential before 
sufficient ionization can build up to result in a self-sustaining discharge. 
Another way of stating this is to say that the voltage required to cause 
the current to build up at the rate determined by the control tube exceeds 
the static ignition potential. : 

2. The ignition potential falls with i increase of frequency of the current 
wave and with increase of amplitude, the fraction of the cycle during 
which the current rises being maintained constant. (Dependence of 

_ ignition potential upon current amplitude is shown by a set of character- 
istics not included in Fig. 11-9.) If the current and frequency are made 
sufficiently high, the ignition voltage may be lower than the static 
extinction voltage. The reduction of ignition potential is undoubtedly 
explained by the presence of ions that have not had adequate time to 
recombine or to leave the interelectrode space. If the current is high 
and little time intervenes between removal and reapplication of voltage, 
the ion density may be high enough to allow the formation of a self- 
sustaining discharge at voltages considerably lower than the static igni- 
tion voltage. 

38. When the current is decreased abruptly, it does not follow the 
static characteristic but, instead, a slightly curved path to the origin. 
This is explained if it is assumed that the time required for deionization 
greatly exceeds the time taken for the current to fall to zero. The 
increase in tube resistance accompanying deionization is evidenced by 
the decrease in slope of the characteristic as the current falls. 

4. When the current rises abruptly or, in any case, when the fre- 
quency is high, the portion of the characteristic corresponding to increas- 
ing current lies to the right of the static characteristic. This is probably 
caused by the time taken for the ionization to build up beyond the value 
requisite to ignition. While the current is increasing, the value corre- 
sponding to a given voltage is lower than the current that would be 
obtained after the current had risen to the equilibrium (static) value for 
that voltage. 
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5. The characteristics obtained with gradually increasing current 
appear to indicate that, if the current could be held constant after ignition 
at the value prevailing at the time of ignition (the threshold value), 
the voltage would fall abruptly to a value not greatly in excess of the 
static extinction potential. 

Many other interesting peer characteristics may be obtained 
by the use of other types of current waves. Figure 11-10 shows char- 
acteristics, for instance, that are obtained when the current is not reduced 
to zero. 


16 
12 
g Wf, 
ot 250~ 
@ 0 
316 
El? 7p) Pcs he es) 
5 8 ‘ : 
= - 250 ~ 
= 16 
12 
7 “Ip ee a) 
0% 


25 50 75 100 125 
Volts : 
Type 874 


Fig. 11-10.—Three dynamic current-voltage characteristics obtained when the glow-tube 
current is not reduced to zero. 
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11-13. .Grid Control of Glow Discharge.—The voltage at which 
breakdown occurs can be controlled by means of a grid placed between 
the cathode and the anode, as illustrated in principle by the sketch of 
Fig. 11-11. This tube is assumed to be of such construction that the 
entire cathode surface is shielded from the anode by the grid before 
breakdown. The grid is so close to the anode (about 1 mm) that the 
grid-anode ignition potential greatly exceeds the grid-cathode ignition 
potential, and the grid-anode discharge, if it does form, is of the stable 
type corresponding to the dotted curve bm of Fig. 11-1. 

In the use of a grid-controlled glow-discharge tube the anode supply 
voltage Ey, exceeds the cathode-anode ignition potential. If the grid 
voltage EH, is zero, no discharge can take place between grid and cathode. 
The anode is positive with respect to the grid by the entire supply voltage 
- Ey, but breakdown between anode and grid is prevented by their close 
spacing. Breakdown does not occur between anode and cathode because 
the field of the anode terminates on the grid, rather than on the cathode. 
If the grid voltage EF, is gradually raised, ignition and breakdown occur 
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between grid and cathode when the grid voltage equals the grid-cathode 
ignition potential. If the anode is sufficiently more positive than the 
grid, the discharge at once transfers to the anode. The anode voltage 
at which the transfer occurs decreases with increase of grid-cathode cur- 
rent.. Resistance in the cathode lead limits the grid and anode currents 
to their rated values. 

After breakdown the grid has no further control over the discharge. 
If the grid is made negative with respect: to the region of the discharge 
in which it is situated, positive ions are drawn toward the grid _ wires, 
and electrons are repelled from them. In the immediate vicinity of the 
grid wires, therefore, positive-ion space charge predominates. The 
resulting positive-ion sheath, illustrated in Fig. 11-12, builds up to such a, 
thickness that at its outer boundary the negative field caused by the 
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Fre. 11-11.—Diagram illustrating the Fre. 11-12.—-Sketch depicting the forma- 
principle of the grid-controlled glow-dis- tion of a positive-ion sheath around a 
charge tube. negative grid in an ionized gas. 


voltage applied to the grid is just balanced by the positive field from 
the sheath. Beyond the boundary of the sheath, in the main part of the 
discharge, the discharge is completely shielded from the grid by the 
sheath, so that electrons and positive ions are not influenced by the grid. 
If the grid is positive with respect to the discharge in its vicinity, elec- 
trons are drawn toward the grid, and positive ions are repelled from it. 
An electron sheath of ‘sufficient thickness to shield the main body of the 
discharge from the positive grid is thus formed. Although the thickness 
of the sheath is constant at a given grid voltage, the ions or electrons 
within the sheath are constantly drifting toward the grid and being 
replaced by others that enter across the boundary. As the result of the 
movement of charges to the grid, a grid current flows in the grid circuit. 

If the spacing between the grid wires can be made sufficiently small 
so that the sheaths surrounding adjacent wires overlap, the anode will 
be completely shielded from the cathode by the sheath, and the dis- 


1Lanemuir I., Science, 58, 290 (1923); Lanemutn, I., and Morr-Smiru, H. M., 
Jn., Gen, Elec. Rev., 27, 449, 538, 616, 762, 810 (1924); Tonxs, L., Mort-Smrru, 
' +H. M., Jr., and Lanemutr, I., Phys. Rev., 28, 104, 727 (1926); Tonxs, L., and Lane- 
muIR, I., Phys. Rev., 34, 876 (1929); Laneamutn, I., Phys. Rev., 38, 964 (1928). 
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charge will stop.'_ Unfortunately, however, the thickness of the sheath, 
like that of the cathode dark space, decreases with increase of eurrent 
density of the discharge. At values of anode current density that are 
high enough to be of practical value, the sheath thickness is usually too 
small to make complete grid control possible. The only external effect 
of variation of grid voltage after the tube has broken down is change in 
the grid current. Because electrons are more readily accelerated than the 
more massive positive ions, the electron grid current that flows when 
the grid is positive is considerably greater than the positive-ion grid 
current that flows when the grid is negative. 

The grid also prevents the tube from breaking down if it is uncon- 
nected, or ‘‘floats.” If electrons and positive ions are in temperature 
equilibrium, the electrons have a much higher average velocity than the 
more massive positive ions. When an insulated electrode is immersed in 
an ionized gas, many more electrons than positive ions will therefore 
strike it per second. The positive ions recombine with electrons.at the 
surface, but the excess electrons, which cannot leak off the insulated 
electrode, charge it negatively. If no electrons or positive ions were 
present, or if the electrode were struck by equal numbers of electrons 
and positive ions, it would assume a potential equal to the space potential 
at that point, which is intermediate between the potential of the cathode 
and the anode. The negative charge acquired by the electrode lowers its 
voltage relative to the space until the negative field which it produces 
attracts additional positive ions and repels electrons in such numbers | 
that as many positive ions as electrons strike the electrode per second. 
If the grid of the tube of Fig. 11-11 is left unconnected, it assumes a 
potential that may be only slightly positive with respect to the cathode. 
The small dark current, which must flow between anode and cathode 
before ignition can occur, results in sufficient ionization to charge the grid 
in this manner and thus prevent ignition and breakdown. When this 
charge is allowed to leak off the grid so rapidly that the resulting 
grid current is at least equal to the threshold grid-cathode current, grid- 
to-cathode ignition and breakdown take place, and the current may 
transfer to the ‘anode if the anode voltage is somewhat higher than the 
grid voltage after breakdown. 

Since a grid-controlled glow-discharge tube has some of the char- 
acteristics of the high-vacuum trigger circuits discussed in Chap. :10, it 
_ is classified as a trigger tube. 

11-14. Arc Discharges.—So far in this chapter the discussion has 
related to glow discharges, which are characterized by comparatively 
small currents and by voltages considerably greater than the ionization 
potentials of the gases. The high voltage drop in the glow discharge is 

1 Ltpcxe, E., Z. tech. Physik, 8, 445 (1927). 
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accounted for mainly by the fall in potential across the cathode dark 
space. According to Thomson’s theory, the high cathode drop is neces- 
sary to maintain the current flow, for in this region the positive ions are 
given the requisite energy to eject electrons from the cathode by bom- 
bardment. The increase of cathode drop with current in the ‘‘abnor- 
mal” range of current may be explained by.the greater energy required to 
eject the additional electrons involved in the increase of current. - 

That this explanation of the cathode drop in potential is valid appears 
to be proved by the use of a cathode which can be heated to a temperature 
high enough to cause thermionic emission. It is found that, when the 
cathode is heated, the voltage drop across the discharge falls. If the 
thermionic emission is sufficient to supply all the electrons required for 
the current, the potential across the tube drops to a value that is usually 
approximately equal to the ionization potential of the gas or vapor. 
Because of cumulative ionization (see Sec. 1-5) it may be as low as the 
first excitation potential. 

Discharges in which current density is high and the voltage drop is 
of the order of the ionization potential are commonly called arcs. Dis- 
tinction between glows and arcs on the basis of voltage drop and current 
’ density is not a fundamental one. The essential distinction lies in the 
copious emission of electrons at the cathode of an arc by some process 
other than positive-ion bombardment. Possible emission processes 
include thermionic emission or emission resulting from the intense electric 
field caused by positive-ion space charge at the cathode. Glow currents 
are normally limited to low densities because of heating of the cathode and 
subsequent change to an arc when the density is high. High-current- 
density glows may be maintained for time intervals that are too short to 
allow the cathode to heat to the temperature required for emission (as 
in the discharge of a large condenser through a glow tube). Likewise, 
low—current-density arcs may be maintained if the cathode i is heated by 
external means. 

The transformation of a glow into an arc does not afford a satisfactory 
method of forming an arc in cold-cathode tubes with ordinary solid 
metallic cathodes because the resulting high temperature required to 
give the necessary emission will usually destroy the cathode. By the 
use of.a special cathode made in the form of a cup containing a cesium 
compound, enough emission can be obtained at low cathode temperature 
to allow an arc to be maintained without damage to the cathode (see 
Sec. 12-61).1. Although the peak. current that can be handled by such 
a cathode may be of the order of several hundred amperes, the average 
current is usually a fraction of an ampere. More commonly used is the 
mercury pool type of cold-cathode arc, in which electron emission from 

1 GERMESHAUSEN, K. J., and Eperrron, H. E., Elec. Eng., 55, 790 (1936). 
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the cathode is probably obtained because of high positive-ion space- 
charge field at the surface of the mercury cathode. The are may be 
started by making and breaking contact between the anode and the 
mercury cathode, or between an auxiliary anode and the cathode, or by 
other means. After the tube fires, discharge takes place between the anode 
and a luminous area on the mercury surface, called the cathode spot, 
which ‘furnishes electrons for the discharge. The area of the cathode 
spot is very small, and the current density at the spot is of the order of 
1000 to 5000 amp/cm?.* Positive-ion bombardment depresses ‘the sur- 
face of the mercury in the vicinity of the cathode spot. The tendency 
of the spot to climb the sides of the depression, and consequent displace- 
ment of the depression, causes the spot to skim over the surface unless 
means are provided to fix its position.! Very large currents can be car- 
ried by mercury pool tubes. A third type of practical arc-discharge 
tube is that in which copious electron emission is obtained by the use 
of a cathode of high emission efficiency, heated-by a separate electrical 
source. 

11-15. Arcs with Separately. Heated Cathodes.—Usually practically 
the entire voltage impressed between the electrodes of an arc is accounted 
for by the cathode drop, which is approximately equal to the ionization 
potential. In arcs with separately heated cathodes, cumulative ioniza-_ 
tion may result, so that the cathode drop need only be equal to the first 
excitation potential. Furthermore, the formation of space charge in 
regions other than the cathode dark space may result in fields that are in 
opposition to the applied field, a large concentration. gradient carrying 
the electrons to the anode by diffusion against the opposing field. When 
this is so and the electrode spacing is small, the applied voltage may be 
less than the ionization potential and the cathode fall still be equal to 
the ionization potential.? (A similar action may be observed in glow 
discharges. Figure 11-2 shows that the voltage across the negative 
glow opposes the cathode drop. If the electrode spacing were only 
half as great, the voltage across the tube could be less than the . 
cathode drop.) Arcs have been maintained with an applied voltage of 
only 0.5 volt in sodium vapor, 1.7 volts in mercury vapor, and 3.5 
volts in helium. In practical tubes, however, the voltage does not 
ordinarily fall below the first ionization potential. It varies some- 
what with current and with gas pressure or vapor temperature. 


*There appears to be evidence that, when the current is large, it may divide 
among a large number of spots, each of which carries from 5 to 15 amp. See H. W. 
Lorp, Electronics, May, 1936, p. 11. ; 

1 Waener, C. F., and Lupwie, L. R., Elec. Eng., 58, 1884 (1934). 

2 Compton, K. T., and Ecxart, C., Phys. Rev., 25, 139 (1925); Darrow, op. cit., 
p. 384. . 
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The low cathode drop that distinguishes an are from a glow is main- 
tained only as long as an emission current equal to the anode current is 
obtained without the need of a higher drop. When the arc current in a 
tube with a separately heated cathode exceeds the thermionic emission 
current from the cathode, a positive-ion space charge develops near the 
cathode that raises the cathode drop sufficiently to supply the required 
additional electrons by positive-ion bombardment. Although the 
secondary emission from the cathode or the increased thermionic emission 
resulting from the rise in cathode temperature may not be harmful to.the 
cathode, oxide-coated cathodes disintegrate under positive-ion bombard- 
ment when the ion velocity exceeds a critical value. Under severe con- 
ditions the coating may be completely removed from the core. The 
value of the cathode drop above which the positive-ion velocity becomes 
so high as to deactivate. or destroy coated cathodes is called the 
disintegration voltage. For the inert gases and mercury vapor the dis- 
integration voltage lies between 20 and 25 volts.1. The ionization poten- 
tials of some of the noble gases and of mercury vapor are sufficiently lower 
than the disintegration voltage to make it possible to design hot-cathode 
arc-discharge tubes in which the cathode does not disintegrate if the 
' average anode current is kept below the value corresponding to the 
electron emission from the cathode. Such tubes will pass currents con- 
siderably in excess of the static emission current for periods of time 
that are top short to allow much rise in temperature of the cathode. 

In arc tubes the anode voltage is usually nearly independent of 
anode current in the normal operating range of current. For this reason 
the ‘current is determined practically entirely by the applied voltage 
and the circuit parameters. The supply voltage and circuit parameters of 
hot-cathode arc tubes must always be chosen so that the average anode 
current does not exceed the emission current. , 

11-16. Grid Control of Arcs——The most commonly used method of 
controlling the firing of hot-cathode arc tubes is by means of a grid. The 
grid acts primarily as a shield between the anode and the cathode, pre- 
venting electrons emitted by the cathode from moving into the acceler- 
ating field between the grid and the anode. Inasmuch as only a few 
electrons in the grid-anode space are enough to start the discharge, the 
effectiveness of the grid depends upon how completely the grid shields the 
cathode. Hence, the largest hole in the grid structure is the determining 
factor, rather than the average mesh as in high-vacuum tubes. By 
proper design of electrode shape and spacing, the grid may be made to 
shield the cathode so completely that a positive grid voltage is required 
to start the.are. It is sometimes convenient to indicate the effectiveness 


‘Huu, A. W., Trans. Am. Inst. Elec. Eng., 47, 753 (1928); Gen. Elec. Rev., 32, 
218 (1929). a4 
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of the grid of a negative-grid tube by means of the grid-control ratio, 
which is defined as the ratio of the anode voltage to the negative grid 
voltage that will just prevent firing. Because the grid-control ratio is not 
constant, it is usually necessary to use, instead, a curve of critical grid 
voltage vs. anode voltage. Such a curve is called a grid-control character- 
istic. Grid-control characteristics for typical tubes will be shown in 
Chap. 12 (see Figs. 12-25, 12-27, 12-29, and 12-31). 

The critical grid voltage depends not only upon the electrode struc- 
ture and the anode voltage, but also upon the pressure, which, in mercury 
vapor tubes, is a function of the temperature of the condensed mercury. 
The vapor pressure not only affects the critical grid voltage directly, but 
at high temperature the grid-anode ignition potential may be so low that 
a glow may form between the grid and the anode at relatively low anode 
voltage, and the grid thus lose control. At low temperature, on the other 
hand, the vapor density may be too low to make possible sufficient ioniza- 
tion for the neutralization of negative space charge near the cathode. 
The voltage therefore cannot fall to the low value that is characteristic 
of an arc, and the current is limited ‘by space charge. 

Grid control can also be used in mercury pool tubes provided with an 
auxiliary anode, called the keep-alive electrode. An auxiliary arc between 
the keep-alive electrode and the cathode, maintained by direct voltage, 
provides a cathode spot that supplies the electrons necessary for break- 
down to the main anode. The disadvantage of a keep-alive electrode 
is that the continuous source of ions reduces the peak negative voltage 
that can be applied to the anode without danger of breakdown and forma- 
tion of an are. ; 

Experiments have shown that the time required for complete break- 
down of grid-controlled are tubes is of the order of a few microseconds. ! 
No study appears to have been made of the mechanism of breakdown. 
The following is a possible theory: Electrons that pass beyond the grid 
are accelerated by the field between the grid and the plate and cause 
ionization in the grid-anode region, the resulting positive ions being 
drawn to the grid. Because the positive ions are greater in number than 
the initial electrons that pass through the grid, a positive-ion sheath 
is formed adjacent to the grid. As the grid is made less negative, or 
more positive, more initial electrons enter the grid-anode space, and the 
ionization increases. The resulting increase of charge density in the 
sheath strengthens the field in the vicinity of the grid. At some critical 
grid voltage the field strength becomes great enough to cause glow igni- 
tion. This is immediately followed by arc breakdown to the cathode. 

1 NorrineHaM, W. Bz, J. Franklin Inst., 211, 271 (1931); Hunu, A. W., and 


Snoppy, L. B., Phys. Rev., 37, 1691 (1931) (abstr.); Snoppy, L. B., Physics, 4, 366 
(1933). - 
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In negative-grid tubes another possible factor in the breakdown process 
is the shielding of the grid by positive-ion space charge, which causes the 
grid to become ineffective in holding back electrons from the cathode. 
Transfer of the discharge from the grid to the cathode is probably caused 
by the high voltage drop through the dark space that forms at the grid 
when glow ignition occurs, the number of electrons from the cathode 
that pass beyond the grid being insufficient to neutralize the positive-ion 
space charge. In positive-grid tubes the transfer is favored by the greater 
voltage that exists between the cathode and the anode than between the 
grid and the anode. In some tubes the critical grid voltage at low anode 
voltage may be so positive that the 
initial breakdown is between grid and 


‘cathode. In order that the discharge ib 40 
may transfer to the anode the grid ee Ry=/25 
current must then exceed a minimum LP, ‘i ohms 


value which decreases with increase of Eb=2.5 volts 
anode voltage. 

11-17. Completeness of Grid 
Control.—It is usually stated that the 
formation of an ion sheath about the 
grid causes the grid to lose control of 
an are discharge when the arc starts. 
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made so thick, however, that it ex-  }y the grid. 


tends completely across the openings 

in the grid, the arc may be stopped. Since the sheath thickness decreases 
with increase of anode current (ion density), complete grid control 
can be achieved only at small currents, or by the use of very small open- 
_ ings in the grid. In the type 884 argon-filled tube, small anode currents 
can be interrupted at low anode voltage by a negative grid voltage of 
about the same magnitude as the anode voltage. A typical curve of 
anode current vs. negative-grid voltage for this tube is shown in Fig. 
11-18. 

Up tothe present time the construction of are tubes in which the grid 
can interrupt or maintain complete control of large anode currents has 
not proceeded beyond the experimental stage. Kobel® was able to stop a 
100-amp arceby making the grid several hundred volts negative relative 


1 Licks, E., loc. cit.; Le Van, J. D., and Werks, P. T., Proc. I.R.E., 24, 180 
(1936); Boumerster, H., and Driyvestryn, M. K., Philips Tech. Rev., 1, 367 
(1936); Electronics, May, 1937, p. 66 (abstr.). 

?Retcu, H. J., Elec. Eng., 65, 1314 (1936); Lion, K. S., Helvetica phys. Acta, 12, 
50 (1939). : 

3 Kopet, A., Schweiz. elektrotech. Verein Bull. 24, 41 (1933). 
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to the cathode. The experiments of Liidi! in stopping arcs show that 
the maximum diameter of the holes in the grid should be less than 2 mm 

. for extinction control. These tests also show that the magnitude of the 
negative grid voltage required to stop the arc increases with increase of 
pressure and with increase in diameter of the holes in the grid. The grid 
was able to stop arcs in 10~ sec, indicating that deionization was very 
rapid. A combination of magnetic field and high negative-grid voltage 
has also been used to stop the anode current.” 

11-18. External Grid Control—An electrode on the outside of the 
tube, in contact with the glass, can induce a charge on the inner surface 
of the wall or change the charge that collects from the ionized gas. If the 
electrode structure is such that negative charge on the walls of the enve- 
lope. can prevent emitted electrons from leaving the cathode, then such 
an external grid can be used to control firing of a hot-cathode arc.? 
Because charge induced on the inside of the glass wall rapidly becomes 
neutralized by. charge of opposite sign from the ionized gas, the external 
grid voltage is effective only for short time intervals, and the external 
grid is of principal value in a-c operation. 

An external electrode may also be used to initiate breakdown of a 
mercury pool tube containing a small amount of inert gas. The sudden 
application of high voltage to the external electrode causes the formation 
of a glaw, with subsequent transition into an aré between the anode and 
the cathode. The objection to this type of control lies in the lowering of 
the glow ignition voltage by the use of gas. 

11-19. Control by Magnetic Field—Another type of control of 
breakdown of hot-cathode arcs is by means of magnetic fields.4 The 
electrode structure of certain types of arc-discharge tubes provided with 
grids is such (see Figs. 12-24, 12-26, and 12-28), that a field at right angles 
to the tube axis deflects the electrons in a manner to cause them to strike 
the grid rather than to enter the grid-anode region. A field parallel to the 
axis, on the other hand, tends to focus the electrons into a beam directed 
at the anode (see Sec. 1-21) and thus increases the number entering the 
grid-anode region. Strong radio-frequency fields, especially at very high’ 
frequencies, also affect the firing of grid-controlled ares.® 

1 Lup, F., Helvetica phys. Acta, 9, 655 (1936). 

2 Riscu, R., Schweiz. elektrotech. Verein Bull., 26, 507 (1935). 

3 Craig, Paumer H., Eletronics, March, 1933, p. 70; WaTaNaBE, Y.,and Taxkano, 
T., J. Inst. Elec. Eng. Japan, 54, 131 (1934); Craic, P. H., and Sanrorp, F. E., Elec. 
Eng., 54, 166 (1935). 

4Savacnone, R., EHlettrotecnica, 19, 689 (1932); Reicu, H. J., Rev. Sct. Instru- 
ments, 3, 580 (1932), Electronics, February, 1933, p. 48; WATANABE, Y., and TaKano, 
T., J. Inst. Elec. Eng. Japan, 58, 62 (1933); Kano, I., and Taxanasal, R., J. Inst. 
Elec. Eng. Japan, 35, 83 (1933); McArruor,.E. D., Electronics, January, 1935, p. 12; 
PENNING, loc. cit.; JURRIAANSE, T., Physica, 4, 23 (1937). 

5 REIcH, loc. cit. 
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11-20. Igniter Control.—A fourth method of controlling the firing of 
a mercury arc is by means of anigniter. This method is used exclusively 
with mercury pool tubes. The igniter is a high-resistance refractory rod 
which dips into the mercury pool, as shown in Figs. 11-14, 12-92 and 
12-93. If the potential applied to the rod is such that the gradient along 
the rod exceeds a critical value of about 100 volts per centimeter, an arc 
forms between the rod and the mercury pool. This are constitutes a 
source of electrons for the anode-cathode system, and the main arc then 
strikes between anode and cathode. It has been found by experiment 
that the main arc strikes within a 
few microseconds of the igniter arc.” 

The igniter rod is made of a 
crystalline material that is not wet 


by mercury, such as silicon carbide. caneae 
Consequently, contact with the mer- 

cury is made at a large number of 

small points. Thesmall area of these 
points, together with the relatively Connection \ MNHE— igniterred 
high resistance of the rod material, © 40 mercury.--bs}EtRH j 
results in such a high potential yi olgne 


gradient at the points of contact that 
either electrons are drawn from the TTY 
. mercury or thermal explosion occurs, Fic. (1k Conatenstied of typical 
resulting in theformationoftiny arcs. glass ignitron. (Courtesy Westinghouse 
The action is similar to the forma- lectric & Manufacturing Co.) 

tion of an are between separating contacts. The currents in these 
minute arcs rapidly rise. If the resistivity of the rod is not too 
great, the resulting electron emission from the cathode spots becomes 
adequate to allow the formation of the main arc between, the mercury 
and the anode. Igniter-controlled tubes will be discussed further in 
Chap. 12. . 

In practice the igniter arc may be formed by discharging a condenser 
through the igniter and by other methods which will be discussed in 
Chap. 12. 

11-21. Arc Initiation by Auxiliary Glow.—Arecs can be initiated in 
cold-cathode tubes containing an inert gas by establishing a glow dis- 
charge between two auxiliary electrodes or between an auxiliary electrode 
and either the anode or the cathode.* In a tube of proper design, glow 
ignition is immediately followed by are breakdown between the main 
electrodes if the anode power supply is capable of supplying sufficient 


‘ Stepran, J., and Lupwie, L. R., Trans. Am. Inst. Elec. Eng., 52, 693 (1933). 
2 Dow, W. G., and Powmrs, W. H., Elec. Eng., 54, 942 (1935). - 
3 GERMESHAUSEN and Eperrron, loc. cit. 
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current to maintain an are and if the auxiliary glow current exceeds a — 
minimum value. 

11-22. Deionization.—In both glow and arc discharges the problem 
of the deionization of the gas or vapor is of great importance. The time 
taken for deionization after interruption of the anode current limits the 
application of discharge tubes, particularly of the grid-controlled type. 
In order that the grid shall be able to prevent firing when the anode 
voltage is reapplied it is necessary that the ions remaining in the inter- 
electrode space shall be so few that anode-to-grid ignition cannot take 
place and positive-ion sheaths cannot shield the grid. The completeness 
of deionization necessary to reestablish grid control increases with anode 
voltage. For this reason the time required for the grid to regain control 
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Fia. 11-15.—Typical curves of are reignition voltage of grid-controlled hot-cathode arc 
tubes as a function of time after extinction. 


increases with anode voltage, and a single nominal value of deionization 
time may not adequately indicate the performance of the tube. The 
behavior of the tube can be specified completely by means of curves of 
voltage necessary to cause reignition as a function of time after extinction, 
for given values of grid voltage, temperature or pressure, and current 
previous to extinction. Typical curves of reignition voltage vs. time are 
shown in Fig. 11-15.1 

The most effective method of deionization in discharge tubes is by 
recombination at electrodes and walls (see Sec. 1-11), and so deionization 
is favored by reducing the distance that ions must travel to walls and 
electrodes. Experimental curves such as those of Fig. 11-15 show that 
pressure, magnitude of anode current, and potential of the grid relative 
to the surrounding space also affect the rate of deionization.? Because 

1 Berkey, W. E., and Hater, C. E., Elec. J., 31, 483 (1934). 

2 Hout, A. W., Gen. Elec. Rev., 32, 222 (1929); Berkey and Hauunr, loc. cit. See 
also 8. 8S. Macxrown, J. D. Cosine, and F. W. BowpEn, Elec. Eng., 35, 1081 (1934); 


J. D. Cosine, Physics, 7, 137 (1936); J. D. Cosine, and R. B. Powsr, J. Applied 
Physics, 8, 287 (1937). 
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of increase of ion density, the deionization time increases with increase 
of current previous to extinction. Negative voltage impressed upon the 
grid or anode causes the positive ions to be pulled out of the interelectrode 
space, and so speeds up deionization. As the result of flow of positive-ion 
grid current, resistance in the grid circuit causes a lowering of negative 
grid voltage and thus slows down deionization. Increase of gas pressure 
retards diffusion to the walls, increasing the deionization time. In 
mercury vapor tubes the vapor pressure increases with condensed mer- 
cury temperature. The rate of deionization therefore decreases with 
increase of condensed mercury temperature. 

The effect of deionizing time upon the dynamic characteristics of glow 
tubes has already been discussed. The manner in which the operation of 
glow and arc tubes in particular circuits is affected by detoniza tion x will be 
discussed in Chap 12. 

11-23. Peak Forward Voltage and Peak Inverse Voltage.—Because 
of the possibility of the formation of a glow discharge between the anode 
and the grid and resultant loss of grid control, there is a limiting value of 
positive anode voltage above which a grid cannot prevent an arc tube | 
from firing. This is called the peak forward voltage. Likewise, there is a 
limiting negative anode voltage, called the peak inverse voltage, above 
which a glow discharge may form between the anode and the grid or 
cathode.’ There is then the possibility of arcback, which is the flow of are 
current in the reverse direction to the normal flow. When arcback occurs 
in an alternating-voltage circuit, the tube ceases to rectify. Both the 
peak forward voltage and the peak inverse voltage depend upon the 
material of which the electrodes are made (or with which they become 
coated), upon the kind of gas or vapor, and upon the gas or vapor pres- 
sure. In vapor tubes, the large change of vapor pressure with temper- 
ature makes these voltages dependent upon tube temperature. The 
peak.forward voltage is greatly lowered if the grid becomes hot enough. 
to give appreciable thermionic emission. Similarly, the peak inverse 
voltage is lowered by undue heating of the anode. In periodic operation 
of the tube, the peak forward and peak inverse voltages are also depend- 
ent upon the time intervening between extinction of the tube and reappli- 
cation of anode voltage and upon the magnitude of the anode current 
previous to extinction. : 


Supplementary Bibliography 
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CHAPTER 12 
GLOW- AND ARC-DISCHARGE TUBES AND CIRCUITS 


The development of practical glow- and arc-discharge tubes based 
upon the theoretical principles presented in Chap. 11 has made possible 
new apparatus and instruments which are of. great value in industry and 
in the laboratory. The design, characteristics, and applications of these 
tubes will be treated in this chapter. 

12-1. Essential Facts concerning Glow and Arc Discharge.—The 
student will find it advantageous to review the following facts, sum- 
marized from Chap. 11: 


1. A glow discharge is a discharge in which the electrons are released mainly 
by secondary emission at the cathode and by ionization by collision. It is 
characterized by cathode drop and anode voltage at least several times as great 
as the first ionization potential of the gas or vapor and usually, but not neces- 
sarily, by low current density. 

2. The formation of a glow discharge is dependent upon the existence of a 
source of some initial electrons or positive ions. Probable sources are photo- 
electric emission, radioactivity, and cosmic radiation. 

3. Ignition is the advent of a self-sustaining discharge, 7.¢e., one that will 
continue even if the initial source of electrons at the cathode is removed. Igni- 
tion takes place when the ionization becomes great enough so that one electron 
is released at the cathode for each initial electron that leaves the cathode. 
The anode voltage at which ignition takes place is called the ignition voltage. 

4, Ignition may be accompanied or followed by breakdown, which is the 
incipient condition in which the current rises with no increase of applied voltage. 
Unless limited by external resistance, the current may rise to destructive values. 
The anode voltage at which breakdown takes place is called the breakdown 
voltage. The anode voltage at which the glow discharge ceases and the current 
’ falls to the dark-current range is called the extinction voltage. 

5. If the cathode is only partly covered with glow, the discharge is said to 
be ‘‘normal.” The “normal” cathode drop is constant and usually the anode 
voltage is also essentially constant. Increase of current in the ‘‘normal’”’ range 
is accompanied by increase of the portion of the cathode covered by glow. If the 
cathode is entirely covered by glow, the discharge is said to be “abnormal.” In 
the ‘“‘abnormal”’ range the cathode drop and anode voltage rise with current. 

6. Glow ignition and breakdown may be prevented by a grid, placed so. close 
to the anode that grid-anode breakdown -cannot take place. The grid loses 
control when breakdown occurs and therefore cannot be used to extinguish the 
anode-cathode current. 

448 
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7. An arc discharge is one in which there is some source of capious electron 
emission at the cathode other than secondary emission, The usual sources of 
emission are thermionic or field emission. An are discharge is characterized by 
a cathode drop of the order of the first ionization potential of the gas or vapor and 
often, though not necessarily, by high current density. 

8. If the anode current of a hot-cathode are exceeds the emission current, 
the cathode drop rises sufficiently to produce the necessary additional electrons 
at the cathode by secondary emission. The resulting positive-ion bombardment 
is likely to deactivate or destroy oxide-coated emitters. 

9. The anode voltage of an arc is essentially constant, or may fall, in the 
working range of current. Hencé the current must be limited by means of 
external resistance to prevent its.rise to destructive values. 

10. The formation of an arc discharge may be controlled by an internal grid, 
‘an external grid, magnetic field, radio-frequency electromagnetic field, an igniter 
rod, and by the initiation of an auxiliary glow discharge. Once the arc has 
formed, a grid or other control. mechanism loses control of the discharge, and the 
arc must be extinguished and deionization take place before control is regained..- 
The time required for deionization to be sufficiently complete to enable the grid 
to regain control depends upon the tube and electrode structure, the kind and 
pressure of the gas or vapor, the current flowing at the time ‘of extinction, and 
the electrode potentials during deionization. 


12-2. Applications of Glow Tubes.—It will be noted from the dis- 
cussion which follows that for certain applications either glow or arc tubes 
may be used, although there are usually factors which make one or the 
other preferable. Applications of glow tubes include the following: 


. Production of light (modulated or for display). 
. Voltage regulation. 

. Rectification. 

. Oscillation. 

. Control of current or power. 

. Protection of apparatus or circuits. 

. Amplification. 


TIO ofP WN 


For most of these applications special types of tubes have been developed. 
Figure 12-1 shows symbols that will be used for glow-discharge tubes. 
Symbol (a). represents a two-element tube in which the electrodes are of 
equal area, symbol (b) one in which the area of one electrode exceeds 
that of the other, and (c) a grid-controlled glow tube. In such a tube the 
larger electrode ordinarily serves as cathode. The shading indicates that 
the tube contains gas or vapor in sufficient quantity to allow the forma- 
tion of a glow or an arc. i 
_ 12-3. Glow-discharge Tube as a Light Source.—A discussion of the 
glow-discharge tube in the form of the familiar ‘‘neon”’ sign is beyond the 
scope of this book. The principles outlined in Chap. 11 are applicable, . 
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but the particular requirements make this field a specialty. A more 
pertinent: application is the use of a glow-discharge tube as a source of 
modulated light. In the early development of television, the glow tube 
was used in this manner in the formation of the received image;? but, 
since the application of the cathode-ray tube to television reception, the 
glow tube as a source of modulated 
light has been of value principally 
in the recording of sound on motion- 
picture film. The value of the glow 
tube as a modulated-light source 
(a) (b) (c) lies in the facts that over the prop- 
Fig. 12-1,—Symbols for glow-discharge er range of current the illumina- 
ears: tion which it produces is directly 
proportional to the current and that response to changes in current is 
rapid. 
' Tubes for the production of modulated light have been made in a 
variety of forms. The simplest, shown in Fig. 12-2a, consists of two 
parallel plane electrodes, placed so close together that the discharge takes 
place between the outer surfaces rather than the inner ones (see page 428). 
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Fie. 12-2.—Tubes for the production of modulated light. 


If the electrode spacing and gas pressure are correct, the outer surface of 
the cathode is uniformly covered with glow. Another type of tube is 
the crater lamp illustrated in Fig. 12-2b. The cathode consists of a solid 
cylinder which fits within a thin cylindrical anode and is separated from 
the anode by mica, and in the outer end of which is a cone-shaped depres- 
sion. The design is such that, the discharge takes place between the 


1 See, for instance, 8. C. Mituzr and D. G. Fink, “‘Neon Signs,” McGraw-Hill 
Book Company, Inc., New York, 1935. 

2 See, for instance, E: H. Ferrx, “Television—Its Methods and Uses,” McGraw- ° 
- Hill Book Company, Ine., New York, 1931. SB aan 


Sec. 12-3] GLOW- AND ARC-DISCHARGE TUBES AND CIRCUITS 451 


cone-shaped. crater and the outside of the anode. The high current 
density at the center of the cone results in a concentrated source of light. 
A modified form of the crater lamp is shown in Fig. 12-2c. In this tube 
‘the discharge takes place between the anode and the inside of the cathode. 
The aeolight lamp shown in Fig. 12-2d was developed for sound recording 
on motion-picture film.! The hot filament furnishes a weak source of 
electrons which reduce the cathode drop. The number of electrons sup- 
plied by the hot filament is not high enough to produce an arc. 

In using glow-discharge tubes to obtain modulated light from modu- 
lated current, the voltage across the tube should at all times be high 
enough to prevent the tube from going out. If the voltage falls below 
the extinction potential, the tube goes out, and reignition will not occur 
until the voltage has risen to the higher ignition potential. The inter- 
ruption of the light during this interval results in distortion. The 


(a) (b) 


Fra, 12-3,—Cireuits for the production of modulated light by means of glow tubes. 


current should preferably be sufficiently high so that the cathode is com- 
_ pletely covered with glow. 

One of-the simplest ways to use a glow tube as a source of modulated 
light is to connect it directly into the plate circuit of a power amplifier 
tube, as shown in Fig. 12-3a. Since the a-c resistance of the glow tube is © 
small, especially in the ‘‘normal” range of current, a resistance should be 
used in series with the glow tube in order to reduce nonlinear distortion 
(see Sec. 3-25). The plate supply voltage must be adequate to take care 
of the drop through the glow tube and the resistance. A circuit that 
requires lower battery voltage and that has the additional advantage of 
allowing independent adjustment of the operating currents of the ampli- 
fier and glow tubes is shown in Fig. 12-3b. The resistance R acts both 
as a load for the power tube, through the transformer, and as a means of 
limiting and adjusting the average glow current. The transformer 
should be connected so that the primary and secondary d-c fluxes oppose 
each other. 

The principle of constant current density in the “‘normal” glow may 
be used as the basis of an oscillograph. Two rod electrodes are mounted 
in the same plane, but not quite parallel, as shown in Fig. 12-4. The gas 
pressure is chosen so that the glow strikes first at the base of the elec- 


1“ Recording Sound for Motion Pictures,” p. 71, edited by Lester Cowan, McGraw- 
. Hill Book Company, Inc., New York, 1931. ; 
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trodes, and the tube is operated in the ‘“‘normal”’ range of current. As 
the current is changed, the discharge covers a greater or smaller portion 
of the electrodes. The height of the column of light then indicates the 
magnitude of the current. In combination with a rotating mirror to. 
provide a time axis, the tube makes a simple and inexpensive 
oscilloscope. In order to prevent extinction of the dis- 
charge if the current is temporarily interrupted, a high- 
frequency field is sometimes applied to the lower part of the 
tube to act as a keep-alive device. The ignition potential 
is then close to the extinction potential, and distortion is 
decreased. The high-frequency field also reduces the volt- 
age required by the glow tube. Another application of 
glow tubes is as tuning indicators in radio receivers.” 

12-4. The Glow-discharge Tube as a Voltage Stabilizer. 
Because a large increase of current in the “normal” range 
is accompanied by only a small increase of tube voltage, a 

Fia. 12.4. glow tube may be used as a simple voltage stabilizer. The 
Electrode circuit is that of Fig. 12-5. The resistance F is high enough 

er eae Hs to limit the tube current to the “normal” range when the 
used as anos- load current is zero. Load current increases the voltage 
a drop in the resistance and so reduces the tube voltage. A 
small reduction of tube voltage in the ‘“‘normal”’ current 
range, however, results in a comparatively large decrease in tube current, 
which tends to decrease the JR drop. Small variations 2. -4 
of load current, therefore, cause compensating variations 2-3 
of tube current, the voltage across the tube remaining 
essentially constant. A tube designed for this purpose 
‘should have targe cathode area in order to give a large 
range of ‘‘normal’’ current. The 874 neon or (in an 
earlier model) argon-filled tube, which has a ‘‘normal’’. 
voltage of approximately 90 volts, an ignition voltage Fig. 12-5.— 
of approximately 120 volts, and a maximum current Circuit for using a 
rating of 50 ma, was designed for this service. Other ie Looe 
tubes, designed to operate at different useful values of 
voltage (indicated by the number in the type aeeenenee) are the VR-75, 
the VR-105, and the VR-150. 


1§unpt, E. V., International Projectionist, July and August, 1937. Also private 
communication from Littelfuse Laboratories, Chicago. 

? Drever, J. F., Jr., Electronics, February, 1933, p. 40; Hetnzu, W., and Ponte, 
W., #.T.Z., 56, 917 (1935) ; Miaray, P., Funkt. Mon., 10, 373 (1935); see also Elec. 
tronics, acuary: 1936, p. 42 (abstr.). 

3 Glow tubes designed for purposes of illumination ordinarily contain a current- 
limiting resistance in the base. This resistance must be removed if the tube is to be 
used in the circuit of Fig. 12-5. 
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By the use of a number of tubes in series! or of the stabilivolt, which 
has a number of additional electrodes between the anode and cathode, 
as shown in Fig. 12-6, it is possible to obtain several stabilized voltages 
from a single source.” 

12-5. The Glow-discharge Tube as a 
Rectifier.—Because of their high voltage 
’ drop and consequent low efficiency, as well 
as their small current capacity, glow tubes 
are now seldom used for rectification. 
Nevertheless, the principle of rectification 
by glow tubes is still of interest. A typical 
tube developed for this purpose is illustrated Fig. 12-6.—Multielectrode 
in Fig. 12-7a. The operation of the tube is #!0W tube used to furnish two or 

: more.stabilized voltages. 

based upon the manner in which the form 

of the static characteristic curve is affected by the cathode area. Curve 
a of Fig. 12-8 is for a cathode of small area. The “normal” current range 
is very small, so that at relatively small currents the voltage rises rapidly 
with current. Curve b is for a cathode of large area, for which the ‘‘nor- 
mal’ current range is large. Intersection of the load line of Fig. 12-8 
with the two curves shows that for the same load resistance R and the 
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Fie. 12-7.—(a) Electrode structure of a full-wave Fig, 12-8.—Current-voltage 
glow-discharge rectifier; (b) circuit for its use. diagram of a glow tube with two 


electrodes of unequal area, show- 
ing how rectification is obtained. 


same applied voltage E the current will be much higher for the large 
cathode area than for the small cathode area. If a tube having a small 
and a large electrode is connected to an alternating voltage through a load 
resistance, current will flow from the time in the cycle at which the sup- 


1 Kordés, L., E.T.Z., 50, 786 (1929); Wireless Eng., 6, 460 (1929) (abstr.). 
2 Noack, F., Z. Ver. deut. Ing., 74, 548 (1980); Wireless E'ng., T, 408 (1930) (abstr.); 
GockeEL, H., Physik: Z., 88, 65 (1937). 
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ply voltage exceeds the ignition voltage of the tube (not necessarily the 
game for both polarities) until it falls below the extinction voltage. » For 
a given instantaneous applied voltage the current is much greater when 
the large electrode acts as cathode than when the small electrode acts as 
cathode, and so rectification takes place. The tube illustrated in 
Fig. 12-7a contains two small electrodes and one large one, so that full- 
wave rectification is obtained by the use of the circuit of Fig. 12-7). 

Rectification may also be accomplished by making use of the differ- 
ence in ignition potentials for the two polarities of glow tubes having 
dissimilar electrodes. 

12-6. The Glow-tube Relaxation Oscillator—A useful application 
of the glow-discharge tube is made in the glow-tube relaxation oscillator, 
the simplest circuit of which is shown in Fig. 12-9. A glow tube, shunted 
by a condenser C, is connected to a d-c supply through a resistance R 
that is sufficiently high to limit the charging current to the dark-current 
range (usually not less than 1 megohm).. When the circuit is first closed, 
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Fig. 12-9.—Basic circuit of the glow-tube Fie. 12-10.—Variation of condenser 
relaxation oscillator. voltage in the glow-tube relaxation oscilla- 


tor of Fig. 12-9. 


the condenser charges through the high resistance. The condenser volt- 
age rises exponentially, as indicated by the relation 


V = Ea(l — €¥2°) (12-1) 


The curve of condenser voltage is shown in Fig. 12-10. When the con- 
denser voltage becomes equal to the ignition (breakdown) voltage V; of the 
tube, the tube breaks down, and the condenser discharges through the tube. 
Since no resistance is usually used between the condenser and the tube, 
the discharge current is high, being limited by the small resistance and 
inductance of the connecting wires and by the tube characteristic. (The 
time during which high current flows is ordinarily too short to allow the 
* electrode temperature to rise enough to result in thermionic emission, 
and so the current does not exceed that corresponding to point n of 
Fig. 11-1.) The condenser discharges very quickly to a voltage equal 
to the extinction potential V., at which the tube goes out, and the con- 
denser begins recharging. The condenser voltage varies periodically 
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between the voltages V. and V; at a frequency determined by these volt- 
ages and by the circuit constants. 

The time of discharge is so short that the frequency of. oscillation 
depends almost entirely upon the time taken to charge the condenser 
from the extinction potential to the ignition potential. This time . 
increases with the difference between the ignition and extinction volt- 
ages, with the capacitance of the condenser, and with the resistance. It 
decreases with increase of applied voltage. By substituting V; and V. 
for V in Eq. (12-1) and solving for the two corresponding values of t, the 
following approximate expression for the oscillation frequency may be 
derived :! 


f= : (12-2) 
i Bae cd V. 7 
RC log i, Y, 


Equation (12-2) is of value only because it shows the manner in which 
the various factors influence the frequency of oscillation; it cannot be 
used to predict exact values of frequency from known circuit constants, 
because the ignition and extinction voltages are themselves complicated 
functions of the frequency, the tube temperature, illumination of the 
electrodes, and the magnitude of the discharge current (as shown by 
Fig. 11-8). 

Frequencies as low as 1 cycle in 15 min. may be readily obtained. The 
chief difficulty encountered in obtaining such a low frequency results 
from the increase of condenser leakage with condenser capacitance. 
The upper frequency limit usually does not exceed 10,000 cps and is 
obtained without the use of a condenser, the electrodes and leads furnish- 
ing the required capacitance. The upper frequency limit results because 
there is a lower limit to the resistance, below which the tube glows 
permanently. A complete analysis of the criterion for oscillation must 
be based upon the dynamic characteristics of the tube and is beyond the 
scope of this book. 

Because the ignition and breakdown of glow tubes are dependent 
upon the presence of some initial ions, irregularity of oscillation is usually 
observed, particularly at very low frequencies, unless care is taken to pro- 
vide a constant source of initial ions. If no light is allowed to strike the 
tube, the initial ionization is probably produced largely by cosmic radi- 
ation and is not constant. A small amount of light on the cathode is 
usually sufficient to supply enough photoelectrons to give stable opera- 


? Rieu, A., Rend. accad. Bologna, 6, 188 (1902); Pearson, S. O., and Anson, 
H.S§., Proc. Phys. Soc. London, 34, 175, 104 (1922). For bibliography, see F. BEDELL: 
and H, J. Retcu, J. Am. Inst. Elec. Eng., 46, 563 (1927). 
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tion. Some change in oscillation frequency with illumination of the 
cathode is generally noted.! 

Like other types of relaxation oscillators seca in Chap. 10, the 

glow-tube oscillator can be locked into step with a frequency achial or 
_very nearly equal, to the oscillator frequency or a multiple of that fre- 

quency. The control voltage is best introduced through a transformer 

in series with the terminal of the tube that does not connect to the resist- 

ance, as shown in Fig. 12-11, and should preferably have a steep wave 
’ front. 

The wave form of the condenser voltage is shown by Fig. 12-10. The 
wave shape is virtually that of a right triangle, 
except that the hypotenuse is curved because of 
the exponential rise of voltage. For given ignition — 
nae and extinction voltages the curvature decreases 

' f with increase of battery voltage and may be made 
<3 very small. A true saw-tooth wave of voltage in 
which the hypotenuse of the triangle is straight is 
Fra. 12-11.—Glow- obtained if the charging current is maintained 
ae ae ea constant.? During the charging period the con- 
denser charging current is equal to the supply 
current I. If f is constant, the charge on the condenser at any time ¢ 
after extinction of the tube is 


R 


Q=Q+Ii (12-3) 


where Qo represents the charge on the condenser at the instant of extinc- 
tion. The voltage across the condenser and the glow tube is 


poe ett ey a! (12-4) 


Equation (12-4) shows that the condenser voltage rises linearly during 
the charging period. If it is assumed that the discharge is instantaneous, 
the following expression for the oscillation frequency may be found by 
substituting V, and V; in Eq. (12-4) and solving for the: difference 
between the two values of ¢: 
I 
P= Te 


Evidently the use of a constant charging current. makes the fre- 
quency independent of supply voltage, as would be expected. Since 
V; and V, are functions of frequency, it is not possible to use ee (12-5) 
in the exact determination of frequency. 


1 OscuwaLp, U. A., and Tarrant, A. G., Proc. Phys. Soc. London, 36, 241 (1924); 
‘Reicu, H. J., J. Opi. So6: Am., 17, 271 (1928). 
2 See alae: Sec. 15-20. 
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Although nearly constant supply current can be obtained by replac- 
ing the resistance R of Fig. 12-9 by a voltage-saturated diode or a triode 
with positive grid voltage and low filament temperature, the best method 
is by the use of a voltage pentode, as shown in Fig. 12-12. At the very 
small currents (microamperes) required for charging the condenser, 
the plate current of a pentode is practically independent of plate voltage 
over a large range of voltage. An addi- 
tional advantage of the pentode is the 
ease with which the plate current, and 
hence the frequency, can be controlled by 
means of the grid and screen voltages. 

12-7. Applications of the Glow-tube 
Oscillator.—The glow-tube oscillator can 
serve as a convenient generator of audio- sia: (oii = ete arlgeaceis 
frequency voltage for applications in oscillator in which the condenser 
which high harmonic content is desirable, voltage rises linearly with time. 

‘or at least not objectionable.! Since resistance across:the glow tube 
changes the frequency, distorts the wave form, and may even stop 
oscillation, the oscillator must be followed by a capacitance-coupled or, 
' preferably, direct-coupled amplifier if it is necessary to vary the output 
voltage or if current or power output is required. A typical circuit is- 
shown in Fig. 12-13. Figure 12-14 shows an interesting modification of 


+ 
Fig. 12-13.—Glow-tube oscillator and Fie. 12-14.—Circuit in which oscillator 
direct-coupled amplifier. - frequency is controlled by light. 


this circuit in which the addition of a phototube makes possible the con- 
trol of oscillator frequency by light. ; 

Another modification of the circuit of Fig. 12-13 is obtained by con- 
necting a relay in the plate circuit of the amplifier tube.! The relay 
opens and closes as the condenser charges and discharges, the frequency 
of operation being controlled by the condenser capacitance and the bias 
of the pentode. The fraction of the cycle during which the relay remains 

1Kocx, W. E., Physics, 4, 359 (1933); Electronics, March, 1935, Dp. 92; Radio 
Eing., May, 1936, p. 17. . 

*Ruicu, H. J., Rev. Sci. Instruments, 2, 164, 234 (1981). 
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energized can be controlled by varying the bias of the amplifier tube (see 
Prob, 12-1), 

Other applications of the glow-tube oscillator to the measurement of 
resistance and capacitance and to the cathode-ray oscillograph are dis- 
cussed in Chap. 15 (see Secs. 15-13 and 15-20). 

12-8. Control of Power by Glow-discharge Tubes. Grid-glow Tube. 
Because of the lower voltage drop and higher current capacity of arc 
tubes, glow tubes are now used relatively little in the control of power. 
The advantage of the glow tube is that no cathode heating power is 

Anode required. 
rs A practical grid-controlled glow-discharge - 
; tube, the grid-glow tube,’ is illustrated in Fig. 
H.Cathodé 12-15. The cathode consists of a cylinder, 
H approximately 1 in. in diameter and 14 in 
A-Class long. The anode is a small wire which pro- 
jects through the end of a glass tube and is 
surrounded at its base by a small cylindrical 
shield. The grid is also a short cylindrical 
electrode which surrounds the tip of the 
anode. 

: The use of a ‘amall anode déeotnpliehes 
Fra. 12-15,—Electrode structure two results. As in the rectifier tube of Fig, 
ehnhe: eadeglom tbe. - 12-7a, very little current flows when the 
small electrode is negative, and rectification results when alternating volt- 
age is used in the anode circuit. Secondly, the small size of the anode and 
grid accentuates the negative charging of the grid when itisfree. During 
the flow of dark current between anode and cathode before breakdown 
occurs, the-large number of electrons formed in the large volume outside 
of the grid are drawn toward the anode, and many of these strike the grid. 
The only positive ions that can strike the grid, on the other hand, are 
the relatively few formed in the small volume of gas between the grid 
and the anode. Thus the number of electrons that strike the grid 
exceeds the number of positive ions both because of the greater speed of 
the electrons and because the grid is placed at a point where large 
numbers of electrons are converging. Hence, when the grid is free, it 
is always only slightly positiverelative to the cathode and, as explained 
in Sec. 11-13, grid-to-cathode breakdown cannot occur. The close 

spacing of the grid and anode prevents grid-to-anode breakdown. 

_ The grid-cathode ignition potential of the grid-glow tube is about 
270 volts, and the extinction potential about 170 volts. In order for the 
discharge to transfer from grid to anode after grid ignition, it is necessary 

1 Know ss, D. D., Elec. J., 27, ae (1930); Know.zs, D. D., and Sasuorr, S. P., 
Electronics, July, 1930, p. 183. 
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that the anode voltage should be higher than the grid voltage by an 
amount that depends upon the current flowing in the grid circuit. The 
manner in which the required difference between grid and anode voltages 
varies with grid current is shown in Fig. 12-16. 

When the grid-glow tube is used with direct voltages, the anode cur- 
rent can be stopped only by reducing the anode voltage below the extinc-_ . 
tion value. In order that the grid may regain . 
control, the grid voltage must also be reduced 
below the extinction potential, at least 
momentarily, and kept below the ignition 
potential. Since the grid-glow tube is a 
rectifier and the anode current is cut off at 
the time in each cycle when the anode voltage 
drops below the extinction potential, the 
tube may-be conveniently used with alternat- 
ing voltage. If the grid voltage is reduced piarcatoe Cees oe 
below the ignition value, the grid regains Netrage and Grid Voltage 

‘ : or Transfer 
control at the instant in the cycle when the 


Fig. 12-16.—Curve relating 
tube goes out, and it prevents further flow of rid current and — difference 
anode current until the grid voltage is again peabigasinealea ee 
raised above the ignition value. of discharge from grid to anode 
12-9. Grid-glow Tube Circuits—The °! the stid-elow tube. 
basic circuit for the grid-glow tube is that of Fig. 12-17, in which the 
grid potential is controlled by the potentiometer setting. Subject to the 
condition that the grid current and anode voltage are adequate to ensure 
transfer of the discharge to the anode, anode current flows when the grid 
potential equals the grid-cathode ignition potential. The tube can also 
be fired by increasing the applied voltage. 


Grid Current, Microamps. 


Fig. 12-17.—Basic d-c circuit for grid-glow Fie. 12-18.—Modified form of d-c circuit 
tube. for the grid-glow tube. 


Omission of one portion of the voltage divider of the circuit of Fig. 
12-17 simplifies the circuit to that of Fig. 12-18. If the variable resist- 
ance is sufficiently high, the dark current which flows in the grid 
circuit preliminary to breakdown reduces the grid voltage to a value less 
than the ignition potential. Reduction of the resistance raises the grid 
voltage. Breakdown requires not only that the grid voltage equal the 
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ignition potential but also that the grid current be made large enough to 
allow transfer of the discharge from the grid to the anode at the prevailing 
anode voltage. The addition of a condenser between the grid and the 
cathode, as shown by the dotted lines, provides a relatively large surge 
of grid current when the grid voltage equals.the ignition value; it thus 
_ ensures. transfer of the discharge to the anode at this grid voltage. Two 


(a) (b) 
Fie. 12-19.—-Two grid-glow tube circuits that incorporate phototubes. 
circuits by means of which it is possible to use a phototube to control 
breakdown are shown in Fig. 12-19. - With circuit a, increase of illumina- 
tion causes breakdown; with circuit b, decrease of illumination causes 
breakdown (see also Sec.. 13-11). 

The circuits of Figs. 12-17 to 12-19 may be used with alternating as 
well as with direct voltage. When alternating voltage is used, variation 
of potentiometer setting or grid-circuit resistance changes the time in the 
cycle at which breakdown occurs and hence the 
portion of the cycle during which currentsflows. In 
this manner the average rectified anode current is 
under control, the grid in effect having complete 
control over the average anode current. 

In another type of control, known as phase 
control, the average anode current is regulated by 
the phase relation between the anode and grid 

Fre. 12-20.—Grid- voltages. In Fig. 12-20 a phase-control circuit is 
eatine eats shown in which change of the resistance R or of the 
ance of capacitance capacitance of the condenser C controls the average 
oe ean. average anodecurrent. Theaverage anode current increases 

with decrease of R or C. -A complete explanation 
of phase control will be given in conjunction with the treatment of grid- 
controlled arc-discharge tubes. This explanation also applies, in its 
essential details, to grid-glow-tube phase control (see Sec. 12-43). 

It should be noted that no voltage amplification is obtained with the 
grid-glow tube, the required grid-control voltage being of the same order 
of magnitude as the anode voltage. The value of the grid-glow tube lies 
in its current amplification. Currents of 8 or 10 ma can be controlled 
by means of changes of grid voltage with the flow of only a few micro- 
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amperes of grid current and the expenditure of a correspondingly small 
amount of grid power. ; 

The shield of the grid-glow tube may be maintained at a fixed poten- 
tial, or used to control breakdown in the same manner as the grid. 

12-10. Starter-anode Glow Tubes.—A different method of controlling 
anode-cathode breakdown is used in the OA4 ‘‘gas triode,’ shown in 
Fig. 12-21. This tube uses a starter anode in place of a grid.1. The tube 
is designed so that breakdown does not occur directly between the main 
anode and the cathode unless the anode voltage is at least 225 volts. 
Breakdown occurs between the starter anode and the cathode, on the 


’ \ \ 
Starter i oA node \ 
slathode 


tq. 12-21.—Starter-anode glow tube. 


other hand, when the starter anode voltage is 90 volts or less. Starter- 
anode breakdown is followed by breakdown to the main anode if the 
starter-anode current and main-anode voltage are sufficiently great. 
The required value of starter-anode current increases from zero to 
approximately 250 ma with decrease of main-anode voltage from its 
breakdown value to a value equal to the starter-anode breakdown 
voltage. Since the main anode is very small in comparison with the 
cathode, the tube rectifies and may be used on alternating supply voltage. 
The tube can carry 25 ma continuously, which is ample for the operation 
of relays. Because of the very small current required in the starter- 
anode circuit, the tube may be controlled by voltages in tuned radio- 
frequency circuits.‘ It has other applications as a control device. 


1 Bants, W. E., and Toomas, C. H., Electronics, May, 1938, p. 14; Ineram, 8. B., 
Trans. A.I.E.E., 58, 342 (1939). 
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12-11. Glow-tube Protective Devices.—Another interesting applica- 
tion of the glow tube is in the-protection of electrical apparatus against 
surge voltages.1_ Connected across the apparatus, the glow tube serves 
as a by-pass for surge voltages above the ignition potential of the tube. 
It is evident that the extinction potential should be higher than the 
normal voltage of the apparatus which it protects, in order that the tube 
may extinguish when the surge is over. Heating of the electrodes may 
cause the glow to change into an arc. For this reason a current-limiting 
resistance must be provided if the circuit is capable of supplying sufficient 
steady current to maintain the are. Glow tubes have been used to dissi- 
pate the energy released by the opening of a circuit containing a large 
inductance, such as an electromagnet or the field coil of a generator. 

12-12. Glow-discharge Amplifier Tubes—A number of glow-dis- 
charge tubes have been designed for the purpose of voltage and power 
amplification. In the most successful of these tubes a small glow dis- 
charge between auxiliary electrodes serves as a source of electrons which 
are controlled by the main electrodes in the same manner as in thermionic 
amplifier tubes.2_ In another type, complete control of the anode current 
over a limited current range is attained by the use of a special type of 
grid. The disadvantages of these tubes outweigh their advantages, and 
so far they have been largely of theoretical interest.‘ 

12-13. Arc-discharge Tubes.—In Chap. 11 it was pointed out that 
arc discharges are characterized by low voltage drop and high current 
density and that the difference between the characteristics of the glow 
and the are results from the presence at the cathode of the are of a 
copious source of emission other than secondary emission. Arc-discharge 
tubes may be either of the hot-cathode or the cold-cathode type. In 
the former the source of electrons at the cathode is thermionic emission; 
in the latter it is probably emission caused by very high fields at the 
cathode, resulting from space charge. Hot-cathode arc diodes (rectifiers) 
are of two types: high-pressure, which carries the trade name tungar or 
rectigon; and low-pressure, designated by the trade name phanatron. 
Grid-controlled hot-cathode are tubes are known as thyratrons.. This 
was originally also a trade name but has now been released for general 
use. 

1 Private communication from Littelfuse Laboratories, Chicago. 

2Hunv, Avueust, ‘Phenomena in High-frequency Systems,” pp. 271-277, 
McGraw-Hill Book Company, Inc., New York, 1936; GunrHERscHULZE, A., and 
Kuuier, F., Z. Physik, 12, 1, 8, 28 (1931); Electronics, December, 1931, p. 242. See 
also Electronics, January, 1933, p. 6. 

3 Reicu, H. J., and HesserBertu, W. M., Electronics, October, 1933, p. 660. 

4See also E. Lispcxe and W. Scuorrxy, Wiss. Veréffentlich. Siemens-Konzern, 
March, 1930, p. 9; F. ScurérurR, Electronics, April, 1935, p. 131 (abstr.), Telefunken 
Réhre, 1, 103 (1935). 
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12-14. Advantages of Arc-discharge Tubes.—One advantage of the 
arc tube over both the glow tube and the high-vacuum tube is the high 
anode-circuit efficiency. Since the tube dissipation at a given anode 
current is proportional to the anode voltage, it follows that the dissipation 
in an arc-discharge tube having an anode voltage of from 10 to 20 volts 
under load is considerably smaller than in a high-vacuum tube which 
passes the same current at a plate voltage of from 250 to several thousand 
volts. In a mercury arc tube designed to operate from a peak supply 
voltage of 2000 volts and having an anode voltage drop of 15 volts under 
load, the anode circuit efficiency may approach the value 


(2000 — 15) 


2000 = 99.25 per cent.! 


The advantage of the arc tube lies not only in the low value of the tube 
drop but also in its constancy. Because the tube drop does not vary 
with load, the voltage regulation of a rectifier using a mercury vapor are 
tube is much better than that of a similar circuit using a high-vacuum 
rectifier tube. In high-vacuum tubes the high voltage drop results 
from electron space charge. In arc tubes there are practically equal 
numbers of electrons and positive ions throughout the tube, and, as 
explained in Chap. 11, the voltage drop in the rated current range is only 
that required to produce ionization. Another advantage of the hot- 
cathode arc tube over the high-vacuum tube is the higher cathode emis- 
sion efficiency attainable. This will be explained later in this chapter. 

The high anode and emission efficiencies of hot-cathode are tubes 
make possible the control of large current by means of relatively small 
tubes. The FG-27 thyratron, for instance, has a maximum average 
current rating of 25 amp and a peak anode voltage rating of 1000 volts 
and can control 2500 watts of power. This tube is only slightly larger 
than the type 50 high-vacuum triode, which has a maximum operating 
plate current of 55 ma and a power output that cannot exceed about 
20 watts, even in Class C operation. An important disadvantage of - 
arc-discharge tubes over high-vacuum tubes is the incompleteness of 
grid control, the current after firing being determined by the applied 
voltage and the load impedance. 

12-15. Tungar Rectifier.—The first type of hot-cathode are rectifier 
to be developed was the tungar.? One of the principal functions of the 
argon gas or mercury vapor used in this tube is to protect the oxide-coated 
cathode against evaporation of the barium so that the cathode can be 
operated at high temperature and hence high emission efficiency. To 
accomplish this the pressure of the gas or mercury vapor must be about 


1 Tn a-c operation the efficiency may approach about 98 per cent. 
? Huu, A. W., Trans. Am. Inst. Elec. Eng., 47, 753 (1928). 
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1mm. Glow ignition voltage at this relatively high pressure is so low that 
the tubes cannot be used at high voltage, and satisfactory grid control 
cannot be attained. The principal application of tungar rectifiers has 
been in battery charging. 

12-16. Cathode Structure of Low-pressure Hot-cathode Arc Tubes.! 
At low gas or vapor pressures, such as must be used in grid-controlled 
arc tubes and high-voltage arc rectifiers, the gas does not exert a protec- 
tive action upon the cathode, and positive-ion bombardment may result 
in cathode disintegration. Since the cathode cannot be operated at high 
temperature, as in the tungar, high cathode efficiency must be attained 
by the use of special cathodes that have low heat loss. This is made 
possible by the characteristics of the are discharge. In high-vacuum 
tubes the electrons that leave the cathode must follow the electric field, 
and any emitting surface to be of value must be placed so that some 
lines of force from the anode will terminate upon it. In the arc tube, on 
the other hand, as soon as the tube fires, the whole tube is filled with 
large, and practically equal, numbers of positive ions and electrons. 
The flow of current consists of a relatively slow drift of electrons toward 
the anode and of positive ions toward the cathode. Electrons in the 
immediate vicinity of the anode are drawn toward it, leaving excess 
positive charge behind them which immediately causes the advance 
of other electrons that are nearer the cathode. At the cathode, electrons 
that drift away are replaced by those emitted from the cathode. This 
drift is superimposed upon the high random velocity due to the tempera- 
ture of the gas and need not take place along the initial field from cathode 
to anode. In effect, the presence of the ionized gas enables the electrons 
to drift in curved paths which do not coincide with the field, so that 
portions of the cathode surface that are not subject to the initial field 
set up by the anode yoltage are effective in supplying electrons as soon 
as the tube is allowed to break down. Hence, cathodes may be made up 
in forms that greatly reduce the loss of heat. High emission efficiency is 
attained at the expense of rapid heating, however, since the greater heat 
capacity and reduced heating energy increase the time taken to establish 
thermal equilibrium. In practice a compromise must be made between 
high efficiency and short heating time. The heating time of commercial 
hot-cathode arc-discharge tubes ranges from 5 sec to 1 hr. 

In Fig. 12-22a is shown the type of filamentary cathode originally used 
in the FG-27 thyratron. Heat that is radiated by any of the inner turns 

1Houuw, bid. Huu, A. W., Gen. Elec. Rev., 32, 213 (1929); Huun, A. W., and 
Lanemuir, L., Proc. Nat. Acad. Sci., 15, 218 (1929); Hutz, A. W.,-Physics, 2, 409 
(1932), 4, 66 (1933); Lowry, E. F., Electronics, October, 1933, p. 280;. December, 
1935, p. 26; Elec. J., April, 1936, p. 187; Knowus, D. D., Lowry, E. F., and Guss- 
rorD, R. K., Electronics, November, 1936, p. 27; Pixz, O. W., Communications, 
October, 1941, p. 5. 
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of the spiral filament is absorbed by adjacent turns. Radiation from 
the outer surface is reduced by the bright nickel cap that surrounds the 
filament. Heat loss may also be reduced by crimping the ribbon, as in 


Balt ; 
(a) (b) (c) 
Fig. 12-22.—Three types of filamentary cathodes used in hot-cathode arc tubes. 
the filament of Fig. 12-226, or by folding it, as in the filament of Fig. 
12-22c.1 Figure 12-23a shows the construction of the indirectly heated 
cathode used in the FG-67 and other types of thyratrons. Heat loss is 
greatly reduced by reflection from the outer concentric cylinders. The 
active coating covers the outside of the inner cylinder which surrounds 
the heater, the inner surface of the first outer cylinder, and the con- 


if /nner 
| cylinder 


(a) (6) (c) 

F 1a, 12-23.—Three types of indirectly heated cathodes used in hot-cathode arc tubes. 
necting vanes. Figures 12-23b and 12-23e show two cathodes that 
combine direct and indirect heating.! These cathodes have the oxide 
coating on the surfaces of the corrugated heating element and on the 


1 Lowry, loc. cit. 
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inner surface of the inner cylinder. The cathode of Fig. 12-22a has an 
average emission current rating of 24 amp at a power consumption of 
35 watts, that of Fig. 12-22c a peak current rating of 65 amp at 200 watts, 
and that of Fig. 12-23a an average emission current rating of 24 amp at 
223 watts. 

Two requirements must be satisfied in the design of cathodes for grid- 
controlled hot-cathodearce tubes. (1) The differencein potential between 
the ends of the filament or heater must be less than the ionization poten- 
tial of the gas or vapor. Otherwise discharge takes place and produces 
a continuous supply of ions that prevent the grid from controlling the 
anode current. (2) In filamentary cathodes the crest potential drop 
through the filament must be less than the difference between the ionization 
and disintegration potentials (see Sec. 11-16). If the filament voltage is 
higher than this, the anode potential relative to the negative end of the 
filament will exceed the disintegration potential when the anode voltage 
relative to the positive end is equal to the ionization potential. Special 
care must be taken in preventing discharge between the ends of 110-volt 
heaters. Five-volt cathode heaters or filaments are generally used. In 
designing filamentary cathodes it is necessary to take into account the 
heating effect of the anode current in passing through the filament. 
This necessitates limitation of peak anode current to the order of magni- 
tude of the filament current and of average anode current to considerably 
smaller values, even though the saturation emission current may be 
higher.! 

12-17. Choice of Gas or Vapor.—Hither mercury vapor or the inert 
gases may be used in hot-cathode arc-discharge tubes. Because the 
vapor pressure of mercury varies greatly with temperature, the charac- 
teristics of mercury vapor tubes are very susceptible to small changes of 
tube temperature such as may result from air currents or changes of 
cathode temperature. The disadvantages of the rare gases are their 
higher ionization potentials, which result in higher tube drop than with 
mercury; their very much lower ignition voltages, which greatly reduce 
the maximum alternating voltage that can be applied to the anode 
without danger of arcback and without loss of control by the grid; and 
the tendency of gases to “clean up,” or combine with the electrode metals 
to form stable compounds and thus to change pressure. The tube drop 
under load is about 10 or 11 volts in mercury vapor tubes and about 
16 volts in argon tubes. Mercury vapor is used in most arc tubes. 
Only a small quantity of mercury, usually not more than a few drops, 
is sufficient to supply ample vapor. The vapor pressure is controlled 
by the temperature of the tube, and usually lies in the range from 1 to 50 
microns (20° to 70°C.). The lower limit of pressure is that at which 


1 Lowry, loc. cit. 
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there are insufficient positive ions to neutralize electron space charge 
near the cathode, and the upper limit that at which the glow ignition 
potential is too low or at which the diffusion of positive ions is too slow 
to give sufficiently rapid deionization. 

12-18. Tube Ratings..—The amount of power that can be controlled 
by means of a hot-cathode are tube depends upon the voltage and current 
that the tube can safely withstand. Voltage limitations exist because 
of the possibility of the production of a glow discharge between the grid 
and the anode (see Sec. 11-23). The glow results in loss of control by 
the grid because of space-charge sheaths formed about the grid. Current 
limitations exist because of danger of excessive anode heating and of 
destructive positive-ion bombardment of the cathode (see Sec. 11-15). 

These terms are commonly used in rating are rectifiers: 

The maximum peak inverse voltage is the maximum instantaneous 
negative anode voltage that can be applied to the tube without arcback, 
breakdown in the reverse direction from that in which current normally 
flows. It depends upon electrode material; upon pressure of the gas or 
vapor and hence temperature in mercury vapor tubes; and upon residual 
ionization, which depends, in turn, upon the frequency of the anode sup- 
ply voltage and the load current. 

The maximum peak forward voltage is the maximum instantaneous 
positive anode voltage at which the grid can prevent firing. At higher 
voltage a glow forms between anode and grid, the end loses control, and 
an arc forms between anode and cathode. 

The maximum instantaneous anode current is the highest instantaneous 
periodic current that the tube can stand under normal operating condi- 
tions without damage to the anode. because of overheating or to the 
cathode because of positive-ion bombardment. The length of time-dur- 
ing which a given tube will stand this instantaneous current or the 
frequency with which it will stand an instantaneous current surge of a 
given duration depends upon tube heating. 

The maximum surge current rating is a measure of the ability of a 
tube to stand extremely high transient currents. This rating is intended 
to form a basis for circuit design in limiting the abnormal currents that 
occur during short-circuit conditions. The tube cannot, however, be 
subjected to repeated short circuits without the probability of a corre- 
sponding reduction in life and the possibility of failure. 


1 Some of the definitions that follow are taken, with minor modifications, from the 
General Electric Co. bulletin GET-426. See also H. C. Srziner, A. C. Ganz, and 
H. T. Maser, Elec. Eing., 61, 312 (1932); O. W. Pixs, and D. Urey, Elec. Eng., 53, 
1577 (1934); Standards on Electronics, p. 4, Institute of Radio Engineers, New 
York, 1988. 
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The maximum average anode current is a rating based upon tube heat- 
ing. It represents the highest average anode current that can be carried 
continuously through the tube. In the case of a rapidly repeating cycle 
of operation, this may be measured on a d-c meter. Otherwise, it is 
necessary to calculate the average current over a period not to exceed a 
definite interval of time which is specified for each design of tube. For 
instance, a tube with a maximum instantaneous anode current rating of 
15. amp, a maximum average anode current rating of 2.5 amp, and an 
integration period of 15 sec could carry 15 amp for 2.5 sec out of each 
15 sec or 7.5 amp for 5 sec out of every 15 sec. ; 

The grid current ratings are given in terms of the maximum instan- 
taneous grid current and the maximum average grid current, and the 
integration period is the same as for the anode current. 

The tube voltage drop is the anode-to-cathode voltage under normal 
anode current flow. It will be represented by the symbol Z,. Tube drop 
varies with temperature in mercury vapor tubes. 

The detonization time, specified in microseconds, is the time required 
under normal conditions to bring about sufficient deionization to regain 
grid control. The time is based on maximum average anode current 
and (in mercury vapor tubes) a condensed mercury temperature of 40°C. 
It decreases with decrease of temperature and of anode current. This 
factor is very important in many circuits, but, inasmuch as it depends 
upon tube temperature, grid-circuit regulation, and other factors, the 
specified figure should be considered as only relative (see Sec. 11-22). 

The grid-control characteristic (approximate starting characteristic) is a 
graph relating the anode voltage with the critical grid voltage at which the 
tube fires. The grid-control characteristic is affected by tubetemperature. 

12-19. Breakdown Time of Thyratrons..—The breakdown time of 
thyratrons is so small that it need not ordinarily be taken into con- 
sideration in the design and operation of thyratron circuits. The 
investigations that have been made indicate that the ionization time is of 
the order of a few microseconds. 

12-20. Grid Current Previous to Firing —One very dinpartent factor 
in the application of thyratrons is the grid current that flows prior to 
firing. Grid current is particularly objectionable in tubes used in control 
circuits in which the grid current must flow through a very high resistance 
such as a phototube or a coupling resistance. The resulting voltage drop 
may prevent firing of the tube.? Grid emission may also cause grid- 
anode breakdown and thus result in loss of grid control. 

Grid current results from five principal causes: electrons attracted to 
the grid from the cathode, positive ions attracted to the grid, electrons 


1 Snoppy, L. B., Physics. 4, 366 (1933). 
2? Frencu, H. W., J. Franklin Inst., 221, 83 (1936). 
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emitted by the grid, capacitance between the grid and other electrodes, 
and internal or external leakage between the grid and other electrodes. 
Electron flow from cathode to grid is obtained only when the grid is 
positive or insufficiently negative to counteract the initial velocities of 
electrons emitted by the cathode. When the grid is negative, the grid 
current results. both from positive ions drawn to the grid and from elec- 
trons emitted by the grid as the result of emitting material deposited 
upon the grid. The closer the grid is to the cathode, the greater is the 
amount of emitting material that is condensed upon the grid, and the 
higher is the grid temperature during operation. The grid current 
resulting from grid emission therefore increases 
with decrease of spacing between the grid and 
the cathode. It also increases with the grid 
surface available for the depositing of emitting 
material and for subsequent electron emission. 
Because positive-ion bombardment tends to 
remove active material deposited upon the grid, 
grid emission is less with tubes designed to 
operate with a negative grid.1. Current caused 
by capacitance between the grid and other 
electrodes increases .with decrease of electrode 
separation. 

12-21. Electrode Structure and Character- 
istics of Thyratrons.——In most applications in 
which thyratrons are operated with direct anode 
voltage, or in which the frequency of the alter- Fig. 12-24.—Electrode 
nating voltage is high, it is necessary to use ‘tructure of the type FG-67 

ae 7 J thyratron. 

tubes that deionize as rapidly as possible. - 

Figure 12-24 shows the construction of a typical tube of this type, the 
FG-67. Rapid deionization is achieved by the use of close spacing and 
small volume between the grid “baffle” and the anode and cathode, small 
distance between the back of the anode and the glass bulb, close spacing 
between the glass bulb and the upper part of the grid cylinder, and small 
holes in the grid baffle. The rated deionization time of the FG-67 
thyratron is 100 psec. The grid-control characteristics are shown in Fig. 
12-25. Because of the high shielding by the grid and the closdness of the 
grid to the cathode, the grid current previous to breakdown is high, and 
the tube is not suitable for use in circuits in which the grid current must 
flow through a high resistance. 

In three-electrode thyratrons designed for control circuits with high 
grid-circuit resistance the grid current is kept small by the use of adequate 
spacing between electrodes; by designing and placing the grid so as to . 


1 Monack, M. M., Gen. Elec. Rev., 37, 288 (1934). 
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reduce the depositing of emitting material evaporated from the cathode, 
as well as heating of the a : the cathode; and by making the shielding 
1000 
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Fie. 12-25.—Grid-control characteristics of the type FG-67 thyratron. 
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Fig. 12-26.—Electrode structure Fig. 12-27.—Grid-control characteristics of the 


of the type FG-57 negative-grid type FG-57 thyratron. 
thyratron. 


action of the grid small enough-so that a negative voltage must be used 
on the grid to prevent firing. Figure 12-26 shows the electrode structure * 
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of a typical heater-cathode thyratron triode of the negative-grid type, 
the FG-57. The grid-control characteristics of this tube are shown in 
Fig. 12-27. The rated deionization time is 1000 usec. 

In some control circuits it is advantageous or necessary to use a tube 
in which a positive grid voltage is required to start the arc. Positive grid 
control can be attained at the expense of increased grid current by making 
the shielding action of the grid so effective that the field from the anode 
cannot penetrate to the cathode. This is accomplished by the use of 
three baffles in the grid structure, in place of the single baffle used in nega- 
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tive-grid tubes. The holes in the grid baffles are also much smaller than 
the single hole used in the grids of negative-grid tubes. Figures 12-28 
and 12-29 show the electrode structure and grid-control characteristics 
of the type FG-33 positive-grid thyratron, which has a rated deionization 
time of 1000 usec. 

Even with the most careful design, the grid current of three-electrode 
thyratrons previous to firing may be so great as to give difficulty when 
the grid circuit contains very high resistance. Furthermore, the changes 
in grid current as the tube warms up or ages may necessitate frequent 
readjustment of the circuit constants or voltages. These difficulties 
may be avoided by the addition of a fourth electrode, which acts as a 
shield.! 


1 Livineston, O. W., and Maser, H. T., Electronics, April, 1984, p. 114;-Jacost, 
W., and Kniepxampe, H., E.T.Z., 58, 1233 (1937). . 
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The construction of a typical shield-grid thyratron, the FG-98, is 
shown in. Fig. 12-30. In this tube the shield grid consists of a structure 
intermediate in form between the grids of negative- and positive-grid 
three-electrode thyratrons, two baffles being used. The control grid 
consists of a short cylinder whose diameter is somewhat larger than the 
holes in the grid baffles, and the grid is placed between the two baffles. 
It can be seen that the form and position of the control grid are such as to 
prevent the depositing of appreciable amounts of emitting material from 
the cathode or the absorption of much heat radiated by the cathode or the 
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Fra. 12-30.—Electrode structure of the type FG-98 shield-grid thyratron. 


anode. Moreover, this grid is out of the direct path of the arc, so that 
the grid current when the tube conducts is also reduced, and the grid 
receives little heat from the arc. The small size of the control grid 
minimizes the grid current resulting from electrons or ions drawn to the 
grid or reaching the grid from the cathode as the result of initial velocities. 
The small size of the grid and the grid lead, in conjunction with the 
shielding afforded by the shield grid, also results in low capacitance 
between the grid and the anode and cathode. The short and direct grid 
lead minimizes both the internal and the external leakage. 

Another very important advantage of the shield-grid thyratron is 
that the tube can be made to have either positive or negative control 
characteristics by adjusting the voltage of the shield grid, This is 
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indicated: by. the characteristics of the type FG-95 thyratron, shown in 
Fig. 12-31. The shield also makes it possible to adjust the tube charac- 
teristics in replacing tubes in circuits that are susceptible to changes in 
characteristics. 

It is of interest to note that the design of the grids in the tubes illus- 
trated in Figs. 12-24, 12-26, 12-28, and 12-30 is such as to shield the other 
electrodes from charges that collect on the inner surface of the glass 

envelope. If this were not so, the control action would be erratic. 
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It can be seen from the grid-control characteristics of Figs. 12-25, 
12-27, 12-29, and 12-31 that the thyratron, unlike the grid-glow tube, 
has a high grid-control ratio. A grid voltage of only a few volts suffices 
to prevent starting of the arc when the anode voltage is as high as 
1000 volts. 

12-22. Comparison of Thyratrons and High-vacuum Tubes.—Thy- 
ratrons differ from high-vacuum tubes in more respects than they resemble 
them. The similarity consists mainly of the dependence of current in 
both types of tubes upon thermionic emission and upon movement of 
electrons from cathode to anode. The differences between the two types, 
in addition to those involving the structure-of the electrodes and envelopes, 
the presence of gas or vapor and of positive ions in thyratrons, and the 
emission of light from thyratrons, are shown in Table 12-I. 


* 
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The high anode and emission efficiencies of hot-cathode arc tubes 
make possible the control of large currents and high power by means of 
relatively small tubes. The FG-57 thyratron, for instance, has a maxi- 
mum average anode current rating of 24 amp and a peak anode voltage 
rating of 1000 volts and can, therefore, control 2500 watts of power. 
This tube is only slightly larger than the type 50 high-vacuum triode, 


Tasie 12-I.—CoMPARISON OF THYRATRONS AND Hicu-vacuumM TUBES 


Thyratron 
Grid loses control after the tube fires. 


Anode and grid currents are determined 
by the applied voltage and the circuit 
resistance. Circuit resistance is essen- 
tial. 

Essentially a high-current, low-voltage 
tube. Because of low tube drop, anode- 
circuit efficiencies may exceed 98 per 
cent. 

Anode voltage is constant after the tube 
fires. : 

Cathode emission efficiency may be high. 


Cathode heating time is high in types 
using high-efficiency heater-type cath- 
odes. Tube heating time may also be 
high in mercury vapor tubes. 

Cathode may be damaged if operated at 
low temperature or if the anode current 
exceeds the thermionic emission current 
for any other reason. 

Characteristics of mercury vapor tubes 
are affected by tube temperature. 


‘Grid current flows even when the grid is 


negative. 


Deionization time limits frequency of 
operation to several thousand cycles or 
less. 

Arcback may occur. 


High-vacuum 
Grid has complete control of anode 
current. 
Anode and grid currents are determined 
by the electrode voltages. No circuit 
resistance needed to hmit the current. 


Essentially a low-current, high-voltage 
tube. Plate-circuit efficiency may ap- 
proach 85 per cent in class C operation, 
but is usually less than 50 per cent. 

Anode voltage may vary. 


Cathode emission efficiency is relatively 
low. 

Except in large power tubes, heating time 
is short. 


Cathode temperature may be reduced 
without damage to the tube. The 
cathode is not ordinarily damaged by 
currents exceeding rated values, 

Characteristics are independent of tube 
temperature. 

Negligible grid current flows when the 
grid is more than approximately 4 
volt negative. 

The frequency of operation may exceed 
1000 Me. 


Tube conducts in one direction only. 


which has a maximum operating plate current of 55 ma and a power 
output that cannot exceed about 20 watts, even in class C operation. 
An important disadvantage of thyratrons over high-vacuum triodes and 
multi-grid tubes is the incompleteness of grid control, the current after 
firing being determined by the applied voltage and the circuit impedance. 

Hot-cathode arc tubes have been built in sizes ranging from 10 watts 
to 100 kw (load power). Current ratings range up to 100-amp average 
current, and voltage ratings up to 1500 volts. There is a corresponding 
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variation in tube structure and design, ranging from small glass-enclosed 
argon-filled tubes to large water-cooled metal-enclosed mercury vapor 
tubes. Operating data for typical thyratrons are listed on pages 686-687. 

12-23. Special Precautions in the Use of Arc Tubes.—Before pro- 
ceeding to a discussion of circuits for hot-cathode arc tubes it seems 
advisable to list special precautions that must be observed in the use of 
these tubes. They are as follows: 


1. The cathode should be brought to normal operating temperature before 
anode voltage is applied. Failure to observe this precaution results in excessive 
cathode drop and in cathode disintegration. 

2. Mercury vapor tubes should be heated for a sufficient time to allow the 
vapor pressure to assume its normal value. Greater heating time is required 
if the mercury has been scattered about the tube walls and electrodes than is 
otherwise needed. 

3. Enough anode resistance must be used to limit the maximum instantaneous 
and average anode currents to their rated values. Failure to observe this pre- 
caution results in cathode disintegration and overheating of the anode. 

4. Sufficient resistance must be used in the grid circuit to limit the maximum 
instantaneous and average grid currents to their rated values. Excessive grid 
current may cause damage because of heating of the grid or the grid-lead wires. 
If the grid resistance is omitted and an arc forms to the grid, the current may rise 
to such a high value that the grid wires may melt or the heating of the grid lead 
shatter the seal and allow air to enter the tube. 

5. The use of fuses in series with the anode and grid voltage supplies is 
advisable, 


12-24. Applications of Hot-cathode Arc-discharge Tubes.—Applica- 
tions of hot-cathode are tubes include light production, rectification, 
current and power control, oscillation (inversion), commutation, and 
amplification. Some of these applications will be discussed in the follow- 
ing sections. 

Hot-cathode Arc Tube as a Light Source.—The use of ares as light 
sources was one of the early practical applications of electricity. Arc- 
discharge tubes such as the mercury vapor and sodium vapor lamps are 
efficient sources of light, for they have the advantage of producing visible 
radiation in the manner of the glow tube and have a much smaller voltage 
drop.!_ Recently the fluorescent vapor lamp has taken its place among 
practical high-efficiency light sources. Except during starting, the 
filamentary cathodes in this type of tube are heated by positive-ion 
bombardment. The light emanates mainly from a fluorescent coating 
on the inner surface of the glass tube, a great variety of colors being 
obtained by the use of different fluorescent materials. For details of 


1 Dusuan, 8., Elec. Eng., 68, 1283 (1934). 
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the design and operation of arc lamps the reader will find it instructive 
to refer to the technical literature on the subject.! 

Thyratrons may be used as a stroboscopic light source. Usually, 
however, the production of light of sufficient intensity for the observation 
of rapidly moving objects requires such high 
values of peak current that cold-cathode tubes 
stand up better. A second advantage of cold- 
cathode are tubes for this purpose is the more 
rapid deionization, which makes possible a light 
‘flash of extremely short duration. Stroboscopes 
will, therefore, be discussed in a later section 
dealing with cold-cathode arc tubes. 

12-25. Hot-cathode Arc Diode as a Rectifier. 
Like its high-vacuum counterpart, the hot- 
cathode are tube is essentially a rectifier. At 
voltages for which the tube is designed, current 
flows in only one direction. There are, however, 
two essential differences, which have been noted 
before. The tube voltage drop is only from 10 to 
20 volts, and the voltage is almost independent of 
the current passed by the tube. Hence the are 
tube acts like a switch of zero resistance in series - 
_ with a counter-e.m.f. of from 10 to 20 volts. 
_ .Figure 12-32 shows the construction of the type 
FG-166 phanatron. 

Rectifier circuits using hot-cathode are tubes 
are the same as those using high-vacuum tubes, 
but provision must be made to ensure that the 
tube is brought to rated temperature before the 

Fie, 12-32-—Cut-away anode voltage is applied. The advantages of are 
view of the type FG-166 tubes over high-vacuum tubes in rectification 
teat vena ara will be discussed in Sec. 14-4 (see also Sec. 12-22). 
Co.) Circuits and filters for rectifiers will be taken up 

in Chap. 14. 

12-26. Arc Tube as a Control Device. D-c Operation.—Since the 
tube drop in an are-discharge tube is practically independent of anode 
current and the anode current is unaffected by grid voltage, the tube is 
equivalent, so far as its action in a d-c circuit is concerned, to a.switch in 
series with a counter-e.m.f. equal to the tube drop H,. It is convenient 
in the analysis of some d-c thyratron circuits to use an equivalent circuit 


i Mainey, R. D., Elec. Eng., 58, 1446 (1934); Burroues, L. J., Elec. Eng., 56, 
1174 (1936); McKenna, A. B., Elec. J., 33, 489 (1936); Hawxins, L. A., Trans. Am. 
Illuminating Eng. Soc., 32, 95 (1937). 
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in which the tube is replaced by a switch and a battery of zero resistance 
and of such polarity as to oppose the flow of anode current. In most 
applications of thyratrons to the control of direct current and power it is 
essential not only to control the firing of the tube but also to stop the 
anode current at a subsequent time. Since the grid usually has little 
or no effect upon the anode current after the tube fires, it is necessary to 
find some other means of stopping the current. The simplest method 
is, of course, to open the circuit, but this is usually not feasible, especially 
when the anode current is large. Furthermore, convenience and flexi- 
bility of control demand that the current should be interrupted by elec- 
trical, rather than mechanical, means. Four circuits, called the parallel, 
series, relaxation, and counter-e.m.f. circuits, have been devised for this 
purpose. 

12-27. Parallel Control—The basic 
parallel circuit for the control of direct cur- 
rent is shown in Fig. 12-33.!_ Closing switch 
S, reduces the negative bias on the grid (or 
applies a positive bias) and causes the tube 
to fire. The grid no longer has control, and 
the switch S, may be opened without affect- Fic. 12-33—Basic parallel d-c 
ing the anode current. The potential drop control circuit. 
across the load Rx charges the condenser C through RF, to a voltage equal 
to the supply voltage less the tube drop. The polarity is such that termi- 
nal b of the condenser is positive relative to terminal a. If the switch Szis 
closed, the positive terminal b of the condenser is connected to the cathode, 
and, since the negative terminal is already connected to the anode, the 
anode is made negative with respect to the cathode. The are current 
stops, but the voltage Ez, added to that across C, causes current to con- 
tinue flowing through R,. This current discharges C and charges it in 
opposite polarity. As the condenser charges, the anode voltage rises. If 
the grid is negative and the tube deionizes so rapidly that the anode volt- 
age never becomes equal to the tube reignition voltage (see Sec. 11-22), 
the arc stays out and the grid regains control. This is usually expressed 
somewhat less precisely by stating that the grid regains control if the 
deionization time is shorter than the time required for the anode voltage 
to reach the value corresponding to the normal tube drop. The rate of 
rise of anode voltage decreases. with increase of condenser capacitance 
and of load resistance. The rapidity of deionization, on the other hand, 
decreases with increase of load current. The capacitance necessary to 
ensure that the grid shall regain control therefore increases with load 
current. The purpose of the resistance R, is to prevent a short circuit 
of the battery when So is closed. 

1 Hunn, A. W., Gen. Elec. Rev., 32,.390 (1929). 
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A modification of the circuit of Fig. 12-33 that is occasionally useful 
is obtained by replacing 8. with a glow-discharge tube.! The voltage 
drop through R, falls with the charging current of the condenser, and 
the voltage applied to the glow tube goes up. The glow tube fires when 
its voltage becomes equal to its ignition voltage. Firing of the glow 
tube is equivalent to closing S2; but, because of the voltage drop through 
the glow tube, the negative voltage applied to the anode of the thyratron 
is less than when the switch is used. For this reason the modified circuit 
requires higher supply voltage and greater capacitance than the basic 
circuit. The applied voltage must be at least as great as the ignition - 
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Contro/ 
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Fia. 12-34.-Three forms of the parallel d-c control circuit. 


voltage of the glow tube, and the difference between the ignition and 
extinction voltages of the glow tube should preferably be large. R, 
must be high enough so that the glow tube does not conduct steadily, 
but oscillates. The anode current is extinguished the first time the glow 
tube fires after the thyratron grid is made negative. 

A much more useful circuit is obtained by replacing S; in Fig. 12-33 
by a second thyratron, as shown in Fig. 12-34a.2, When either tube is 
conducting, the condenser charges to such polarity that the terminal 
connected to the anode of that tube is negative with respect to the other 
terminal. Firing of the other tube by a positive grid impulse applies a 
negative voltage to the anode of the first tube, causing it to be extin- 
guished. Similar action is obtained if the resistors are adjacent to the 


1Retcu, H. J., Electronics, December, 1931, p. 240. 
2 Hou, A. W., Gen. Elec. Rev., 82, 399 (1929). 
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cathodes and the condenser is connected between the cathodes, as in 
Fig. 12-34. 

A somewhat different form of parallel circuit is that of Fig. 12-34c.! 
The action of this circuit is as follows: Assume that tube 1 is conducting. 
The condenser C, charges to a voltage equal to the applied voltage less 
the tube drop, the condenser terminal adjacent to the anode being nega- 
tive. Prior to the firing of tube 2 there is no voltage across Cy. Since 
C, cannot charge instantaneously, the 
firing of tube 2 reduces the voltage Vas 
’ between a and b to the tube drop of tube 
2, or approximately 15 volts. (The 
remainder of the line voltage is taken up 
by the inductance LZ.) The anode volt- 
age of tube 1 is therefore made negative Fic. 12-35.—Basic series control 
by an amount equal to the difference haa 
between the voltage of C; and the voltage Va, or to the supply voltage 
less twice the tube voltage drop. If the deionizing time is less than the 
time taken for the condenser C'; to discharge through Fi, and for C2 to 
charge to such voltages that the anode voltage of tube 1 exceeds the 
ionization potential, the grid of tube 1 will regain control. The resist- 
ances and condensers may also be adjacent to the cathodes, instead of to 
the anodes (see Fig. 12-68). 

The firing impulses may be applied to the grids directly, as in Fig. 
12-34, through one or more transformers, or through resistance-condenser 
networks. Examples of these circuits will be shown. The circuits of 
Fig. 12-34 are the basis of the parallel inverter, several high-speed count- 
ing circuits, and other interesting and useful devices, which will be dis- 
cussed in later sections. 

12-28. Series Control.—In the series type of control circuit, a con- 
denser (or a condenser and an inductance) is connected in series with the 
load and the anode, as shown in Fig. 12-35.2 Before the tube fires, the 
anode circuit is made up of L, C, R, and Cy, the anode-to-cathode 
capacitance of the tube. Because Cy, is very much smaller than C, 
practically the entire applied voltage appears across Cx. A control 
impulse applied to the grid will cause the tube to fire. Current can 
flow, however, only while C charges. Since the tube passes current in 
only one direction, anode current ceases as soon as the condenser is fully 
charged. The tube cannot be fired again until the charged condenser 
has been discharged. The presence of inductance in series with the 
condenser causes the condenser to charge to a voltage which, if the 
load resistance F is small, is nearly equal to twice the applied voltage 


1 Hersxinp, C. C., Elec. Eng., 58, 926 (1934); 56, 1372 (1937). 
2 HULL, op. cit., p. 390. 
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minus.the tube voltage drop.! If the load resistance is high, on the 
other hand, the condenser charges to approximately the applied voltage 
minus the tube drop. The condenser may be discharged through a 
second thyratron, as in Fig. 12-36. 

If the second thyratron of Fig. 12-36 should fire before current 
has ceased flowing in the first one, a short circuit would result, and the 
tubes would be subjected to destructive currents. The likelihood of this 
difficulty is reduced by the use of a center-tapped inductance, as in 
Fig. 12-37. When tube 2 fires, current starts flowing from c to b. A 
voltage is induced between c and 6 which is of such polarity as to tend 
to prevent this flow of current. Since the two halves of the transformer 
are wound in the same direction, an equal voltage is induced between 
a and b, a being negative relative to b. A voltage of opposite polarity 


Contro! 
voltage 


Fie, 12-36.—Series control circuit. Fig. 12-37.—Series control circuit with 
center-tapped commutating inductance. 


is also induced between a and b by the decay of current through tube 1, 
but this becomes smaller as the condenser approaches maximum voltage. 
Therefore, if tube 2 fires when the condenser is nearly charged to maxi- 
mum voltage, both the net induced voltage between ‘a and b and the 
condenser voltage are in the direction to make the. anode of tube: 1 
negative and extinguish this tube. 

The circuits of Figs. 12-35 to 12-37 differ from those of Figs. 12-33 
and 12-34 in that current flows in the former only during-the charging 
and discharging of the condensers. They are the basis of the ‘series 
inverter, counting circuits, and other devices. 

12-29. Relaxation Control—The third,: or relaxation, ziethea of 
interrupting the anode current electrically makes use of a series combina- 
tion of inductance and capacitance shunted across the tube, as in. Figs 
12-38.2. The action of the circuit is most readily explained with the aid 
of equivalent circuits of the type discussed in Sec. 12-26. Before the 


1 Prercn, G. W., “Electric Oscillations and Electric Waves,” Chap. II, McGraw- 
Hill Book Company: Ine., New York, 1920; Kurtz, E. B., and Corcorsn, G. F., 
“Electric Transients,’ pp. 42-44, John Wiley & Sons, Tiic., New York, 1935; Sxrer- 
ING, H. H., ‘Transient Electric Currents,” pp: 93-98, McGraw-Hill Book Company, 
Inc., New ork, 1937. 

2 Reicu, H. J., Rev. Sct. Instruments, 4, 147 (1933); Elee. Eng., 52, 817 (1933). 
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tube fires, the equivalent circuit is that of Fig. 12-39a: The condenser 
charges through the load and the inductance L;. If the ratio of induct- 
ance to resistance in the circuit.is high and the condenser is initially 
uncharged, the condenser may charge nearly sinusoidally to a maximum 
voltage only slightly less than twice the applied direct voltage.'! If the 
ratio of inductance to resistance is small, on the other hand, the condenser 
charges exponentially toward a value equal to the applied voltage. 
Whether or not the condenser actually attains maximum voltage depends 
upon the firing voltage of the tube. 

The equivalent circuit during the time in which the tube conducts 
is that of Fig. 12-39). Because the tube voltage drop is practically 
constant in the operating range of anode current, the load current [1 
and the condenser current J; are independent of each other. At the 


Ede 
(b) 
Fie. 12-38.—Relaxation con- Fie. 12-39.—Equivalent circuits for the relaxation 
trol circuit. control circuit of Fig. 12-37; (a) before the tube fires; (6) 


while the tube is conducting. 


instant of firing, J; and J; are equal and may be either positive, zero, or 
negative, depending upon whether the tube fires before the condenser 
voltage reaches its maximum value, at the instant of maximum condenser 
voltage, or after the time of maximum condenser voltage. After the 
tube fires, the load current increases exponentially toward the value 
(Hac — E,)/Ri where Ez. is the applied direct voltage, E, is the tube 
voltage drop, and &, is the d-c resistance of the load. The wave of 
condenser current in the equivalent circuit is a damped sine wave. The 
condenser current does not stop when the condenser voltage has fallen to 
zero but, because of voltage induced in the inductance Li, continues 
to flow until the condenser is charged in the opposite direction to a 
voltage which is slightly less than EH, — E,, where E, is the condenser 
voltage at the instant of firing. The condenser current then reverses and 
charges the condenser in the initially positive direction. The curves 
of load current, condenser current, and condenser voltage that would 
be obtained if the tube were in every respect equivalent to a 


1 See footnote 1p. 480, 
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switch and counter-e.m.f. and could pass current in the reverse direction, 
are plotted in Fig. 12-40.! 

Actually, at some time ¢; shortly after the condenser current has 
reversed, the reverse condenser current becomes equal to the load current. 
At this instant the anode current is zero, and the tube goes out. As 
soon as anode current stops flowing, the anode voltage becomes nearly 
equal to the condenser voltage,? which is negative at the instant of 
extinction. After extinction, the condenser begins to discharge through 
the d-c supply and subsequently charges to a positive voltage, in a 
manner determined by the constants of 
Condenser voltage the circuit of Fig. 12-39a. If the time 
~yFde taken for the condenser voltage to reach 
Time a positive value equal to the ionization 
potential exceeds the deionization time of 
the tube, the grid will regain control. 

In order that it shall be possible for the 
negative condenser current to become 

Time equal to the supply current and thus make 
ate! Condenser current 1, the net anode current zero, the rate at 


i which the condenser current increases 
“Tube current must be greater than that at which the 
. supply current increases. This necessi- 


Time—> . : 

tates high Ci/Zi and L;/R, ratios and 
ser Hatori pate oe oer. high load inductance or resistance. The 
rent, and condenser voltage in the allowable C1/L1 ratio is limited, however, 
circuit of Fig. 12-39). . ‘ 

by the rated maximum instantaneous 
anode current. Fora high Z,/R, ratio the peak anode current is approxi- 
mately equal to V;+/Ci/Li, where V; is the ignition voltage.* A high 
£1/R, ratio may be obtained by the use of an air-core coil wound with 
heavy wire and having optimum inductance shape.‘ Suitable values of 
£1 and FR; are 1.5 mh and 0.15 ohm, respectively. 

Because the condenser voltage is negative at the instant of extinction, 
the maximum positive voltage to which it can charge is greater than it 
was during the first charging from zero initial voltage. If the grid bias 
is insufficient to prevent the tube from firing at the maximum voltage to 
which the condenser can charge from zero initial voltage, relaxation oscilla- 
tions will occur, the condenser periodically charging from the supply and 
discharging to a negative voltage through the inductance L;. The load 


ne ae 


1 See references in footnote +, p. 480. 

2 The voltage across L; is small, since LZ, is small. 

3 Pierce, op. cit., p. 17; Kurtz and Corcoran, op. cit., p. 66; SKILLING, op. cit., 
p. 121. 

4 Brooks, M., and Turner, H. M., Univ. Ill. Eng. Expt. Sta. Bull. 53, 1912. 
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current and the wave form and frequency of the condenser voltage 
depend upon the circuit constants and upon the firing voltage, which in ~ 
turn depends upon the grid bias. The flow of current through the load 
can be interrupted by increasing the bias to a value sufficient to prevent 
the tube from firing. Because thyratrons that have short deionization 
time oscillate even when the supply current is large, this makes a useful 
way of obtaining complete grid control of anode current in d-c operation 
when the periodic variation of load current is not objectionable. The 


Ede 
Fig, 12-41.—Variant of the relaxation con- Fuia. 12-42.—Variant of the relaxation con- 
trol circuit of Fig. 12-38. trol circuit of Fig. 12-38. 


circuit of Fig. 12-38 is the basis of the relaxation inverter, sweep circuits 
for cathode-ray oscillograph and television tubes, underload d-c circuit 
breakers, audio oscillators, and other devices. 

A variant of the circuit of Fig. 12-38 is shown in Fig. 12-41.1 In 
this circuit the condenser charges through the tube and discharges 
through the load. The action of the inductance causes the condenser 
to charge to nearly twice line voltage, after which it starts discharging. 
When the resulting reverse current 
becomes equal to the supply current 
through the load, the net anode cur- 
rent is zero, and the tube goes out. 
Another modification of the circuit of 
Fig. 12-38 is that of Fig. 12-42, in 
which the condenser is shunted across 
the load through a transformer.? It _ Fis. 12-43.—Relaxation circuit in 

‘ which the application of a firing pulse 
may be shown from transient theory causes a single cycle of condenser charg- 
that the coefficient of coupling between ng and discharging. 
the primary and secondary of the transformer must exceed 70 per cent. 

In Fig. 12-43 is shown a form of the circuit of Fig. 12-38 in which 
the application of a voltage pulse to the grid circuit causes a single cycle 
of condenser discharge through the tube and recharge through the load. 
The voltage induced in LZ; during the discharge of C, is applied to the grid 
through the condenser Cy. Toward the end of the discharge the rate of 
change of current is negative and so the induced voltage is of such polarity 


1 Livineston, O. W., and Lorn, H. W., Electronics, April, 1933, p. 96. 
2 Reon, loc. cit. 
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as to make the grid positive and thus cause the flow of electrons to the 
grid. After extinction these electrons are trapped on the grid and the 
condensers C, and C3, making the grid voltage highly negative. A. 
positive pulse of voltage applied to the input reduces the negative grid 
voltage for an instant and allows the tube to fire. If desired, the con- 
denser Cs may be omitted and the tube fired by discharging C2 in any 
manner or by applying an impulse to the grid through a transformer in 
Lewer series with C2. This circuit is useful 

800 WV in the production of voltage and cur- 

rent surges of various shapes.' The 
wave form is dependent upon the por- 
tion of the circuit from which the 
voltage or current is taken and upon 


Firing 


voltage 3 


Ede the circuit parameters. 
Fie. 12-44.—Basic counter-e.m.f. control 12-30. Counter-e.m.f. Control.— 
circuit. The anode current of an are tube 


may be stopped by the insertion into the anode circuit of an e.m.f. of 
proper polarity to oppose the flow of anode current. If this counter- 
e.m.f. is greater than the supply voltage minus the tube drop and is 
maintained long enough for tube deionization, the anode current will 
be stopped and grid control reestablished. Thus, if the switch S of 
Fig. 12-44 is opened, the battery EH is added to the anode circuit, and the 
arc may be extinguished. The resistance R prevents the counter-e.m.f. 
battery from being short-circuited when S is closed. Although the basic 


> Stopping 
a keraes 
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 oteteera| 


Firing 


voltage 14 


Ede 


Fig. 12-45.—Practical form of the counter-e.m.f. control circuit. 


circuit of Fig. 12-44 has no great practical value, the counter-e.m/f. 
principle is used in a number of applications of thyratrons discussed in 
later sections. 

By use of the circuit of Fig. 12-45, the counter-e.m_f. may be applied 
in. the form of a pulse. A voltage impulse applied to the primary ter- 
minals of the transformer, of such polarity as to make the terminal c 
negative relative to the terminal d, may be used to stop the anode cur- 
rent.2 Evidently the applied impulse must be of sufficient duration to 


1Rercu, H. J., Hlec. Eng., 55, 1314 (1936). 
2 Wiis, C. H., Gen. Elec. Rev., 35, 632 (1932). 
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allow the tube to deionize. The impulse may result from the discharge 
of a condenser through the primary of the transformer, from the appli- 
cation of a battery voltage to the primary, or from the operation of an 
associated thyratron connected to the primary. 

The counter-e.m,f. method of stopping anode currents can be applied 
to the commutation of the arc current from one tube to another. Assume 
that tube 1 of Fig. 12-46 is conducting and that the grid voltage of tube 1 
is such as to allow it to regain control. An impulse of proper polarity 
applied to the terminals a-b of the transformer will cause tube 1 to 
extinguish and tube 2 to fire if the grid voltage of the latter is simul- 
taneously brought to the firing point. It is not necessary that the coun- 
ter-e.m.f. be equal to the supply voltage minus the tube drop. The 
direction of the counter-e.m.f. makes the net positive voltage on the 
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wes ° voltage 


Fic. bee —Circuit in which counter-e.m.f. extinction is used in commutating current 
between two thyratrons. 


anode of tube 2 greater than that of tube 1. Since the tubes may be 
considered to have negligible resistance when conducting and since the 
inductance in the d-c supply tends to hold the supply current constant, 
the anode current will be diverted from tube 1 to tube 2.!_ A succeeding 
impulse, of opposite polarity, applied to terminals a-b, will fire tube 1 
and extinguish tube 2, provided that the grid voltages are ataauianeously 
readjusted. 
_ The counter-e.m.f. type of control is the basis of the counter-e.m-f. 
inverter and the d-c thyratron motor, both of which will be discussed. 
12-31. .Choice of Tubes for D-c Control Circuits——From the theory 
of operation of the parallel and relaxation types of control circuits it 
follows that the time available for deionization of the tubes is usually 
small in these circuits. This is also true in some applications of the 
series and counter-e.m.f. circuits. In general, therefore, tubes used in 
these circuits should have short deionization time. This is especially 
important when the circuits are used as the basis of oscillators. The 


! DaLLeNnBACH, W., and GERECKE, E., Arch. Elektrotech., 14, 171 (1924). 
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FG-67 and FG-43 thyratrons and other types having equal or shorter 
deionizing time are suitable for this type of service. 

12-32. Applications of Basic D-c Control Circuits.—The modifications 
and applications of the basic d-c thyratron control circuits are too numer- 
ous to make it possible to include them all in this text.!_ Because of their 
frequent use and because they emphasize fundamental principles, two 
thyratron applicationg that are based upon d-c control circuits will 
be discussed in detail. These are switching and counting circuits and 
oscillators. 

Parallel Switching Circuits. High-speed Counting Circuits.—The 
parallel type of d-c control circuit is essentially a trigger circuit, and as 
such may be used as an electronic switch. In the two-tube circuits of 


Trippinge 
impulse ¢ 


Fie. 12-47.—Scale-of-eight type of counting circuit. 


Fig. 12-34 the current of either tube may be used to operate electrical 
apparatus, or the voltage drop through the anode (or cathode) load 
resistors may be applied to the grids of other tubes. In conjunction 
with two high-vacuum amplifier tubes, which are alternately overbiased 
by the voltage drop through the anode resistors of the switching circuit, 
the thyratron switch has proved useful in the simultaneous observation 
of two voltages with a single cathode-ray oscillograph. This application 
will be discussed in further detail in Sec. 15-22. The parallel switching 
circuit is also the basis of several high-speed counting circuits. 

The frequency at which a mechanical counter can respond is limited 
by the inertia of moving parts. For high-speed counting it is necessary 
to design circuits in which the relay operates once in a relatively large 
number of impulses. Ifa mechanical counter that is capable of operatinz 
at a maximum frequency of 20 per second is called upon to count only 
each tenth impulse, for instance, the device will be capable of count- 
ing a maximum of 200 impulses per second. Two interesting electron- 
tube counting circuits developed by Wynn-Williams? are based upon the 
parallel thyratron switch. A typical example of one of these, which is _ 


1 See, for instance, K. Henney, “Electron Tubes in Industry,” 2d ed., McGraw- 
Hill Book Company, Inc., New York, 1937; F. H. Guiuixsen, and E. H. Vepper, 
“Industrial Electronics,” John Wiley & Sons, Inc., New York, 1935. 

2 Wrnn-Wituiams, C. E., Proc. Roy. Soc. (London), 1386, 312 (1932). 
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usually called the scale-of-eight counter, is shown in Fig. 12-47. It consists 
of two or more parallel circuits in tandem. The impulses to be counted 
are applied simultaneously to the grids of the first parallel circuit, either 
through a transformer or through a combination of resistance and capaci- 
tance. The anode voltage of one tube of this first parallel circuit is 
applied to the grids of the following parallel circuit, which has a counting 
relay in series with one anode. The grids are biased sufficiently to prevent 
firing without the application of an impulse to the input. Because of 
slight differences between tubes or because one anode circuit is temporar- 
ily opened, the first impulse will cause one of the tubes in the first stage, 
say tube 2, to fire. The next impulse fires tube 1 and extinguishes tube 2. 
Extinguishing tube 2 reduces the negative grid voltage of tubes 3 and 
4, causing one of them, say tube 3, to fire. The third impulse fires tube 2 
and extinguishes tube 1. The fourth impulse fires tubes 1 and 4, closing 


Counting 
Sit relay 


Fig. 12-48.—Ring type of counting circuit. 


the relay, and extinguishes tubes 2 and 3. The addition of another stage 
allows the relay to count every eighth impulse. With n stages of two 
tubes each, the relay need operate only each 2"th impulse. 

The second type of counter developed by Wynn-Williams, known as 
the ring circuit, is shown in Fig. 12-48.! It consists of three or more 
grid-controlled arc-discharge tubes connected in a manner similar to 
that of the parallel d-c control circuit of Fig. 12-346. The impulses to 
be counted are applied simultaneously to all the grids. Suppose that 
one tube, say tube 1, has fired. The JR drop resulting from the flow of 
current through the cathode resistor R: accomplishes two results. It 
reduces the negative grid bias of tube 2, so that the next impulse applied 
to the grids will cause tube 2 to fire; and it charges the condenser C,, so 
that, when tube 2 fires, the anode of tube 1 is made negative relative to 
the cathode, causing tube 1 to extinguish. In a similar manner, the 
voltage drop in Re, caused by the anode current of tube 2, ‘“‘ primes” the 
grid of tube 3 and charges condenser C2 so that the next impulse fires 
tube 3 and extinguishes tube 2. Firing of tube 3 ‘“‘ primes” tube 1 and 


1 Wynn-Wiiiams, C. E., Proc. Roy. Soc. (London), 182, 295 (1931); Hunt, A. W., 
Physics, 2, 409 (1932); Saumarp, C. C., Elec. Eng., 57, 209 (1938). 


A88 APPLICATIONS OF ELECTRON TUBES [CHap. 12 


charges C3 so that the third impulse will again fire tube 1 and extinguish 
tube 3. As many tubes as desired may be connected in this manner. 
The counting relay is operated either directly by the anode current of one 
tube or by an auxiliary high-vacuum or are tube T,, which is controlled 
by the voltage drop in one of the cathode resistors of the ring circuit. 
The relaxation type of d-c control circuit makes a convenient means of 
interrupting the anode current of the auxiliary tube if an are tube is 
used to operate the counting relay. This is shown in Fig. 12-48. When 
four or more tubes are used, the scale-of-eight circuit gives a higher 
counting ratio than the ring circuit and requires fewer voltage supplies. 
Counters based upon the series and relaxation d-c control circuits have 
also been devised.! 

12-33. The Thyratron as an Oscillator—Thyratron oscillators may 
be divided into two types: those designed primarily to furnish only 
voltage output, usually of saw-tooth or rectangular wave form, and those 
designed to convert large amounts of d-c power into a-c power. Arc- 
tube oscillators capable of converting appreciable d-c power into a-c 
power at commercial frequencies are called inverters. 

Saw-tooth-wave Generator.—As generators of saw-tooth voltage 
waves, thyratrons have a number of advantages over glow tubes. 
Dependence of ignition voltage upon grid voltage makes possible simple 
control of amplitude. Because of the amplifying property of the grid, 
smaller voltage is required to synchronize the oscillator to a control fre- 
quency, and there is less likelihood of distortion of the voltage wave than 
when the control voltage is introduced in series with a glow tube. The 
lower tube drop allows the use of smaller supply voltage and, in conjune- 
tion with the use of negative grid bias to obtain high ignition voltage, 
results in large amplitude of oscillation. The high instantaneous current 
that the tube will pass results in shorter discharge time than with glow 
tubes and makes possible the increase of amplitude of oscillation by the 
use of inductance in series with the condenser. Shorter deionizing time 
allows oscillation to take place at much higher frequency. Finally, 
the presence of an ample supply of electrons at the cathode makes the 
ignition potential independent of cathode illumination and of cosmic 
radiation and other random ionizing agents. The frequency is therefore 
much more constant than with glow tubes. The dependence’ of firing 
voltage of mercury vapor tubes upon tube temperature makes it advis- 
able to use gas-filled tubes when frequency stability is important. 

The circuit of Fig. 12-38 oscillates when the grid voltage is insuffi- 
ciently negative (or too positive) to prevent the tube from firing at the 
maximum voltage to which the condenser charges. If the load consists 
of resistance only, the condenser charges exponentially, and the condenser 

1Lorp, H. W., and Livinestron, O. W., Electronics, January, 19384, p. 7. 
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voltage is of the form shown in Fig. 12-49. Because of the action of the 
inductance L;, the condenser discharge is nearly sinusoidal, and the 
condenser palarity reverses during discharge. The total change in 
condenser voltage is approximately equal to twice the ignition voltage 
minus the tube drop, Ea. The inductance should be large enough to 
limit the discharge current to the rated maximum instantaneous. anode 
current. By the method used to derive Eq. (12-2), the frequency of 
oscillation may be shown to be approximately 


f= : (12-6) 


The circuit also oscillates when L; is replaced by a resistance Ri, the 
behavior being similar to that of the y, 
glow-tube oscillator of Fig. 12-9. The 
change in condenser voltage is equal 
to.the difference between the ignition / 

and extinction voltages, and the ex- acd AS ie a ieatet ne thne 
pression for the frequency of oscilla- denser voltage in the circuit of Fig. 12- 
tion is of the same form as Eq. (12-2), 38 used as a relaxation oscillator. 

R representing the sum of the resistances R, and Rz. 

If the resistance Rz is replaced by a voltage pentode operated on the 
flat portion of the plate characteristic, the charging current is nearly 
constant, and the condenser charges practically linearly, as in the glow- 
tube oscillator of Fig. 12-12. The type 884 argon-filled tube is commonly 
used in this circuit. The extinction voltage of this tube is only about 
15 volts, and the firing voltage may be as high as 300 volts (with —30 
volts on the grid). It is evident that the amplitude of the condenser 
voltage is much greater than in the glow-tube oscillator. When the 
inductance L, is used, the condenser voltage may vary between the maxi- 
mum. limits of approximately minus 300 and plus 300 volts. The fre- 
quency of oscillation is approximately 


I 
f= oy, Bye 


Zero voltage, 


(12-7) 
where J is the constant charging current, V; is the ignition voltage, 
E, is the tube drop, and C is the total capacitance, including that of the 
tube and wires. This assumes that the inductance Li has negligible 
resistance and that the condenser discharge is instantaneous. When Ly 
is replaced by a current-limiting resistance 2, the frequency is given 
approximately by Eq. (12-5). 

Since V; and V, are independent of frequency in arc tubes, Eqs. 
(12-2) and (12-5) to (12-7) may be used in predetermining the frequency 
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of oscillation or in designing an oscillator for a desired frequency range. 
As in glow-tube oscillators, very low frequency of oscillation may be 
attained by the use of large condensers. Because of the greater difference 
between ignition and extinction voltages, the condenser capacitance 
required for a given frequency is lower in the are-tube oscillator than in 
the glow-tube oscillator. The maximum frequency of an are-tube 
oscillator is determined in part by the deionization time. When the 
period of oscillation approaches the deionization time, the tube fails to 
extinguish. Frequencies of the order of 50 to 100 ke per second may be 
attained. 

In order to protect the tube against damage as the result of excessive 
peak current, resistance or inductance must be used in series with the 
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Fig. 12-50.—Thyratron relaxation oscillator circuits in which the condenser charging 
current is controlled (a) by a high resistance and (6) by a pentode. 
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tube. For a maximum condenser voltage of 300 volts, the type 884 tube 
requires a current-limiting resistance of 1000 ohms, or an inductance 
equal in henrys to the condenser capacitance in microfarads.! 

An arc-tube saw-tooth-wave generator may be readily stabilized 
at a frequency equal to, or nearly equal to, the natural frequency of 
oscillation or a multiple thereof by introducing the control voltage 
into the grid circuit.?2. The control voltage varies the firing voltage at 
control frequency. The control action may be explained by diagrams 
similar to those of Fig. 10-33, the control-voltage ripple being super- 
imposed upon the firing-voltage line V; of Fig. 12-49, instead of upon the 
saw-tooth voltage as in Fig. 10-33. Although the oscillator can also be 
stabilized by a control voltage having a frequency that is a submultiple 


1 When a condenser of capacitance C, initially charged to a voltage Eo, is dis- 
charged through an inductance L, and the ratio of inductance to resistance is high, the 
peak discharge current is approximately equal to Ho~/C/L. Thus, if the inductance 
in henrys is equal to the capacitance in microfarads, the peak current is approximately 
E,/1000 amp, which is the same as would be obtained if the condenser were dis- 
charged through a 1000-ohm resistance. 

_ 2 See, for instance, W. R. MacLean, Communications, March, 1943, p. 23. 


Suc. 12-34] GLOW- AND ARC-DISCHARGE TUBES AND CIRCUITS 491° 


of the oscillation frequency, the condenser voltage is then amplitude- 
modulated at control frequency. The wave of control voltage should 
preferably have a steep wave front for accurate stabilization. 

Figure 12-50a shows a typical circuit in which the condenser charging 
current is controlled by a resistance, and Fig. 12-50b one in which a 
pentode is used to control the charging current. P in circuit b adjusts 
the charging current by varying the control-grid voltage of the pentode 
and thus controls the frequency. P: adjusts the 884 bias and thus the 
ignition voltage. Since the ignition voltage affects both the amplitude 
and the frequency of oscillation, P, changes the amplitude and frequency 
simultaneously. Ps; varies the amplitude of the output voltage. The 
principal application of this and similar circuits is in providing a linear 
time axis for cathode-ray oscillographs and in television ‘“scanning.””! 
Modifications of the circuit of Fig. 12-50 will be discussed in Sec. 15-20. 

An amplifier tube, the plate circuit of which contains a relay, may 
be directly coupled to a thyratron relaxation oscillator in such a manner 
that the amplifier current rises and falls with the condenser voltage. 
The periodic contactor thus formed is more reliable in operation than the 
glow-tube contactor mentioned in Sec. 12-7. For some purposes the 
relay may be replaced by an 884 thyratron (gas-discharge tube), use 
being made of the ability of the grid to interrupt small anode currents. 
Such a circuit is shown in Fig. 15-61. 

12-34. Thyratron Inverters——Certain problems that arise in the 
distribution of load in a-c systems and in the interconnection of a-c 
systems of different frequencies or of a-c and d-c systems, can be solved 
by the use of grid-controlled rectifiers? to convert from alternating current 
to direct current and of thyratron inverters to invert from direct current 
to alternating current.? The use of tube rectifiers, d-c ties, and thyratron 
inverters to interconnect a-c systems and to feed a-c power to substations 
would eliminate the difficulties arising from synchronization and power 
factor. Since the frequency of the inverter output is independent of the 
generator frequency, the machines at the generating and receiving ends 
of the line could each be operated at the most efficient frequency. Many 


1 See, for instance, E. H. Freurx, ‘‘Television—Its Methods and Uses,” McGraw- 
Hill Book Company, Inc., New York, 1931; V. K. Zworyxin, and E. D. Winson, 
“Photocells and Their Applications,” John Wiley & Sons, Inc., New York, 1931; 
H. H. Suxenpon and E. N. Griszwoop, ‘Television,’ D. Van Nostrand Company, 
Inc., New York, 1929; D. G. Finx, “Principles of Television Engineering,” 
McGraw-Hill Book Company, Inc., New York, 1940; V. K. Zworyxin, “Television; 
the Electronics of Image Prananiesions! John Wiley & Sons, Inc., New York, ha 

2 See footnote 2, page 519. 

3 Wins, C. EH. , BepForD, B. D., and Exper, F. R., Elec. Eng., 64, 102 (1935); 
Beprorp, B. D., ELDER, F, R., and Wiuus, C. H., Gen. Elec: Rev., 89, 220 (1936); 
ALEXANDERSON, E. F. W., Electronics, June, 1986, p. 25. 
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problems involving hunting, transients, and other types of. instability 
would also be solved in this manner. The use of direct current.in place 
of alternating current in the transmission of power has a,number of 
advantages, the most obvious of which is that direct current involves 
only voltage and polarity, whereas alternating current involves voltage, 
frequency, phase, phase sequence, and power factor.. From an economic 
point of view the advantage of d-c transmission arises fromthe higher 
voltage that can be used without danger of corona. The maximum 
r-m-s alternating voltage that can be transmitted is less than the maxi- 
mum direct voltage because the crest voltage determines the magnitude 
of corona effects. Other advantages of d-c transmission are elimination 
of dielectric losses and line reactance and reduction of insulation stresses 
at a given effective voltage. Disadvantages of d-c transmission are 
the greater likelihood of insulator flashover and resultant power arc, and 
the greater difficulty of interrupting an are when it does occur. 

Because direct voltage cannot be transformed, the possibility of using 
direct current in distribution and high-voltage transmission is contingent 
upon the development of reliable inverters for changing high-voltage 
direct current into high-voltage alternating current of satisfactory wave 
form. Four types of single-phase inverters have been developed, based 
upon the parallel, series, relaxation, and counter-e.m.f. control circuits. 

Another field of application of inverters may be developed in the 
epee control of synchronous and induction motors. Since the frequency 

of the a-c output of the inverter is 

easily controlled by the grid excita- 

tion, speed control of motors con- 

A-¢ | nected to the inverter may thus be 

output . 

obtained. 

12-35. The Parallel Inverter.— 

The parallel type of inverter is 

Fia. 12-51.—Separately excited parallel essentially the parallel d-c control 

ayer circuit of Fig. 12-34a, with the anode 

resistors replaced by a center-tapped transformer.! In the simplest 

form of parallel inverter the grids are excited from an external source 

of voltage of desired frequency through a center-tapped grid trans- 

former, as in Fig. 12-51. Each tube conducts during one-half of the 

cycle of grid excitation voltage. Commutation is obtained by use of 

the commutating condenser C, as explained in Sec. 12-27. The output 

voltage wave form is dependent upon the magnitude of the load current, 

the power factor of the load, the leakage inductance of the transformer 

and the inductance in series with the d-c supply, and upon the capacitance 

ofthe condenser. If the coupling of the transformer is close, as is usually 

1 Prince, D. C., Gen. Elec. Rev., 31, 347 (1928); Huu, Gen. Elec. Rev., loc. cit. 
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true, the wave form of the output voltage is approximately that of the 
condenser voltage. 

An examination of the operation of the parallel-inverter circuit shows 
that the wave form across the condenser is essentially that across the 
condenser of the equivalent circuit of Fig. 12-52 when the commutator: 
is rotated at the frequency of the inverter grid excitation. Hence the. 


Fig, 12-52.—Equivalent circuit of the parallel inverter. 


inverter wave form may be determined by analyzing the transients set 
up by the switching of the equivalent circuit. Typical wave forms are 
shown in Fig. 12-53.1 The wave form obtained in a particular circuit 
depends upon the values of commutating and load capacitance, com- 
mutating and load inductance, and cir- 
cuit and load resistance. Waves of the 
forms of a and 0 are likely to be obtained 
with medium. and heavy nonreactive 
loads. If the load is reactive or light, 
however, the condenser may charge 


nearly sinusoidally. If commutation | \ 
then takes place at the instants when the <b) 
condenser voltage is a maximum, the out- 


i] 
put voltage approaches sinusoidal form, ; 
{ 
1 


I 
as in Fig. 12-53c. 
In the oscillograms of Fig. 12-53 the PRAY 
point X indicates the instant at which | ' 


commutation takes place. At point Y, Fre. 12-53.—Typical voltage wave 
. forms of the parallel inverter. 
where the condenser voltage is zero, the 
potentials of the anodes are equal. Beyond Y the potential of the 
nonconducting tube again becomes greater than the ionizing poten- 
tial, The tube must deionize in the interval between X and Y. 
It is seen that the time available for deionization is short with a 
large noninductive load. A study of the circuit shows that the volt- 
age induced across one-half of the primary by the start of current in 
? Tompkins, F. N., Trans. Am. Inst. Elec. Eng., 61, 707 (19382); Scuitiine, W., 


Arch. Elektrotech., 27, 22 (1933); Runes, I., and BeckEnsacn, H., Z. tech. Physik 
14, 377 (1933); Waener, C. F., Elec. Eng., 54, 1227 (1935), 55, 970 (1936). 


494. APPLICATIONS OF ELECTRON TUBES [CHap. 12 


the other half is in the direction to raise the anode voltage of the tube 
being extinguished. Hence this factor enters into the determination of 
the available deionizing time. A more complete analysis of commutation 
in the parallel inverter indicates that the size of the condenser must be 
carefully determined. The type and magnitude of the load, as well 
as the constants of the inverter circuit itself, must be taken into con- 
sideration. The condenser must also be designed to withstand the 
transient voltages to which it is subjected. 

The grids of a parallel inverter may be excited from the output or 
from the anode circuit of one of the tubes. When this is done, it is 
essential that the exciting voltage have the proper phase relation 
to the output voltage. The phase of the grid voltage may be con- 
trolled by means of combinations of capacitance and resistance. Figure 


A~c output A-c output 


Fig. 12-54.—Self-excited parallel inverter. Fig. 12-55.—Self-excited parallel inverter. 


12-54 shows one form of self-excited circuit.1 The frequency is con- 
trolled by the constants of the grid and anode circuits. The frequency 
varies with d-c line voltage and with load current and power factor. 
To prevent excessive frequency variation and to ensure that incorrect 
phase relation between grid and output voltages will not cause the oper- 
ation to become unstable and both tubes to fire simultaneously, consider- 
able care is necessary in the design of the grid circuit. 

A type of self-excited parallel inverter the operation of which depends 
upon grid rectification is shown in Fig. 12-55.2. The action is as follows: 
Assume that tube 1 is conducting. Then the anode voltage of tube 2 is 
equal to d-c line voltage plus the voltage induced in one-half of the 
transformer secondary, and the condenser C2 charges through R; and 
the grid of 71 to a voltage equal to the induced transformer voltage V; 
plus the voltage V.s» between points a and b of the voltage divider. When 
tube 2 fires, the commutating condenser C3 extinguishes tube 1. The 
firing of tube 2 lowers the voltage of its anode to about 15 volts, the 


4 Baker, W. R. G., Firzceraup, A. 8., and Wuarrney, C. F., Electronics, April, 
1931, p. 581. 
2 SransBury, C. C., Elec. Eng.; 52, 190 (1933). 
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normal tube drop, and thus makes the grid of tube 1 negative by an 
amount equal to the voltage of C2 minus the anode voltage of tube 2, or 
Va — 15 volts. As C, discharges through Ri, the grid voltage of tube 
1 rises until it becomes equal to the critical voltage, at which tube 1 
again fires, and tube 2 is extinguished. Inasimilar manner, the condenser 
C, applies a negative voltage to the grid of tube 2 when tube | fires. The 
frequency of oscillation depends upon the size of the grid condensers and 
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Fic. 12-56.—Performance curves for a parallel inverter. Fie. 12-57.—Separately ex- 
cited series inverter. 

resistors and upon the setting of the voltage divider P. Parallel inverters 
have also been designed that are based upon the circuit of Fig. 12-34c.! 

Figure 12-56 shows curves of output voltage and efficiency for a 

parallel inverter operating from a 115-volt d-c. supply.2 The low 

efficiency is caused by the comparatively small direct supply voltage and 


Fia. 12-58.—Self-excited series inverter using two condensers in the oscillating circuit. 


the consequent high ratio of the tube drop to the supply voltage. Both 
the efficiency and the output are increased by raising the direct voltage. 

12-36. Series Inverter.—The series inverter is based upon the series 
d-c circuit of Fig. 12-37. The output may be taken from a transformer 
with a center-tapped primary, connected in place of the center-tapped 
inductance L of Fig. 12-37, but commutation is affected adversely. by 
the load because of the reduction of effective primary inductance. A 

1 Herskinn, loc. cit. 

2 Baxer, W. R. G., and Cornett, J. I., Electronics, October, 1931, p. 152. 


496 APPLICATIONS OF .ELECTRON TUBES [CHap. 12 


better circuit is obtained by connecting the output transformer in series 
with the condenser, as shown in Fig. 12-57. Figures 12-58 and 12-59 
show circuits in which each tube simultaneously charges one condenser 
and discharges another.! That of Fig. 12-58 is self-excited. 

The wave form of the output voltage of the series inverter can be 
predicted from an analysis of the equivalent circuit of Fig. 12-60.2. When 


Grid 
excitation 


Fria. 12-59.—Separately excited series inverter using two condensers. 


the load is sufficiently great so that the exciting current of the transformer 
is‘small in comparison with the load current, and the load is nonreactive, 
the load voltage has the same wave form as the condenser current. If 
the inductance-to-resistance ratio is high, the condenser charges and 
discharges nearly sinusoidally. If commutation then occurs at the 
instants when the condenser voltage reaches 
_ erest value, the output voltage will be a close 
approximation to a sine wave, as shown by 
oscillogram a of Fig. 12-61 (traced from the 
screen of a cathode-ray oscillograph). In order 
to make this possible, the design must be such 
that the natural frequency of oscillation of the 
. series combination of condenser, choke, and 

Fig. 12-60.—Equivalent A 
circuit of the series inverter loaded transformer is equal to the frequency of 
of Fig. 12-57. the exciting voltage. The phase of the excit- 
ing voltage relative to the output voltage must also be such as to 
cause commutation to take place at the crests of condenser voltage. 
The adjustment is critical, a small increase of effective inductance, 
such as results from a decrease in load, causing the circuit to stop 
oscillating. A decrease in inductance or capacitance, on the other 
hand, makes the natural frequency of the circuit greater than the 
excitation frequency, and each tube stops conducting before the other 
fires. The load voltage is then of the form shown by oscillogram 6 


1 Sappau, C. A., Gen. Elec. Rev., 34, 288, 580, 738 (1931); Modern Radio, February, 
1933, p. 26. : 

2 Mechanical inverters based upon the equivalent circuits of Figs. 12-52 and 12-60 
may be readily constructed. Particularly good results are obtained with the series 
type. See H. J. Ruicu, Electronics, September, 1933, p. 252. 
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of Fig. 12-61. The regulation, stability, and output are better when the 
condenser charges and discharges exponentially, rather than sinusoidally. 


The output voltage then has a waveform . 
similar to one of the oscillograms c,d, or. 
e of Fig. 12-61. Oscillogram c is for the (a) 
circuit adjustment that makes the con- : 
denser charging time! equal to half the 

excitation period. For the adjustment (b) 
corresponding to oscillogram d_ the 


charging time is less than half the excita- 
tion period, whereas, for oscillogram e, 
the time taken to charge the condenser 
fully is greater than half the excitation 
period. a d) 
In Fig. 12-62 are shown curves of 
efficiency, frequency, and alternating 
voltage for a self-excited series inverter 
similar to that of Fig. 12-58.2 The 
change of frequency with load shown in iG, lea ry ginal Gave taemia 
Fig. 12-62 would be prevented by the use of the output voltage of the series 
of external excitation of fixed frequency. Y@"ter shown in Fig. 12-57. 
By means of more complicated inverters based upon the fundamental 
series circuits it is possible to obtain output voltage that is very nearly — 


sinusoidal. This is accomplished by the use of a large number of 
tubes, which are fired and extinguished in proper sequence so that the 


Frequency and A-c Voltage 


Efficiency, Per Cent 


2 3 
Kw. Input 
Fra. 12-62.—Performance curves for a parallel inverter. 


resultant wave is approximately sinusoidal, and of inductance to smooth 
it out.? 


1 Although an infinite time is theoretically required to charge a condenser expo- 
nentially, actually the charging current stops when it becomes too small to maintain 
the arc. 

2 Sappan, loc. cit. 
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12-37. The Relaxation Inverter.—The relaxation inverter is based 
upon the relaxation d-c circuit of Fig. 12-38, the load usually being con- 
nected through an output transformer and the grid circuit being supplied 
with suitable excitation.! The simplest type of separately excited circuit 
is that of Fig. 12-63. The a-c output may also be obtained by coupling 
to Ly, or through a transformer in series with L; and Cy, but the resulting 

damping tends to prevent extinction 


C A-c of the arc and may stop oscillation 
! output 
Ls 


Control 


at high load. The excitation fre- 
voltage ij 


quency may be adjusted so that the 
circuit oscillates once or several times 
for each cycle of grid exciting voltage, 
a single oscillation per cycle giving 
: the best wave form. The circuit 
may be made self-exciting by obtaining the grid excitation from the out- 
put or in a number of. other ways. 

A reliable self-excited circuit is shown in Fig. 12-64. The action of 
this circuit is as follows: Assume that C, is charged. When the tube 
fires, the condenser discharges through the tube, the inductance L; causing 
the condenser polarity to reverse and extinguishing the tube, in a manner 
explained in Sec. 12-29. The condenser-discharge current flowing 
through Ly induces a voltage pulse in Lz 
which charges the grid condenser C, in 
the direction that makes the grid termi- 


— + 
O-c supply 
Fia. 12-63.—Separately excited relaxation 
: inverter. 


nal negative. Because of the rectifying viput . 
action of the grid, C. cannot discharge 
through the tube after. the arc is ex- 

_ tinguished. It discharges relatively 
slowly through the grid resistor R., Ci = 10 to 40uf 
during the time that the condenser C, is Li = 1.3 mh (Ri = 0.13) 
recharging from the d-c supply. Thus 4 ie paced 


the negative grid voltage decreases (and Fie. 12-64.—Self-excited relaxation in- 
-may become positive) at the same time VERE 

that the anode voltage rises, and at some time in the cycle the tube 
again fires, allowing the cycle to repéat. The frequency of oscillation 
is readily changed by varying the grid resistor R., the coupling 
between L, and Le, and the setting of the potentiometer P. It is 
also affected by the size of Ci and C2, by the load, and by the 
direct voltage. Lz may be omitted and C, connected to the junction 
of L, and C,. Making the slider of the potentiometer P more posi- 
tive increases the rate of change of grid voltage at the instant of firing 


1 Retcu, H. J., Rev. Sct. Instruments, 3, 580 (1932); Rev. Sci. Instruments, 4, 147 
(1933); Elec. Eng., 52, 817 (1933). 
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and therefore improves the constancy of frequency. The potentiometer 
may be omitted and #, connected to the positive side of the line. Li 
should have low a-c resistance and so should preferably not contain iron. 
Good results are obtained with an air-core coil having an inductance of 
about 1.5 mh and a resistance of 0.15 ohm or less. In order to supply 
sufficient voltage to the grid when air coupling is used, Zz should have 
many more turns than J. 

At a given frequency the wave form is affected by the circuit constants 
and by the load. The wave shape may be predicted from an analysis 
of the equivalent circuits of Fig. 12-39. If the ratio of the effective 
inductance to the effective resistance in the supply branch of the cireuit 
is small, which is true under heavy nonreactive load when no inductance 


Bae perme 


cnc 


Fig. 12-65.—Oscillograms of output voltage of relaxation inverter: (a) nonreactive load 
without Ls; (6) heavy nonreactive load with L.; (c) light nonreactive load with Ls. 


L, is used in series with the d-c supply, the condenser C; charges expo- 
nentially. The output voltage approximates saw-tooth form, as shown 
by the oscillogram of Fig. 12-65a. If the ratio of inductance to resistance 
is high, however, as may be true if inductance L, is used in series with the 
d-c supply, the condenser charges very nearly sinusoidally. Then, if 
the tube fires at the peak of condenser voltage, the curve of charging 
current approximates a half of a sine wave. Under this condition the 
output voltage resembles a sine wave in form when the load is great 
enough so that the exciting current of the transformer is negligible. A- 
typical oscillogram is shown in Fig. 12-65b. Under light load the sec- 
' ondary voltage is proportional to the rate of change of primary current, 
and the abrupt changes in rate of change of primary current when the 
tube fires distort the output voltage badly, as shown by the oscillogram 
of Fig. 12-65c. 
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Curves of output voltage, power, and efficiency at 60 cps as a function 
of load current for the circuit of Fig. 12-64 are shown in Fig. 12-66. 
The maximum power output increases with frequency and is proportional 
to the square of the direct voltage. The curves of Fig. 12-66 were 
obtained without inductance in series with the primary of the output 
transformer. Some reduction in efficiency results from the use of addi- 
tional inductance, and the terminal voltage falls more rapidly at high 
load current. 

It is interesting to note that, if deionization is sufficiently rapid, the 
circuit of Fig. 12-38 will oscillate with arc tubes which do not have grids. 
The circuit is then essentially that of the Poulsen arc oscillator. Power 
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Fie, 12-66.—Performance curves for a self-excited relaxation inverter using an FG-67 
thyratron and operated at 60 cps from a 120-volt d-c supply. 


may be taken either from a transformer in the supply circuit, as in Fig. 
12-63, or by coupling to the inductance Z;. Difficulty is usually encoun- 
tered, however, because of the high deionization time of hot-cathode arc 
tubes that do not contain grids. A special type of tube has been 
developed for this purpose by means of which outputs as high as 500 
watts have been obtained at frequencies in the kilocycle range.! The 
tube contains inert gas at relatively high pressure. The rapid deioniza- 
tion that is obtained probably results from the close electrode spacing 
used in this tube. Because of their short deionization time, mercury 
pool tubes may be successfully used in the relaxation inverter circuit. 
even when power is drawn from the condenser branch.? 

12-38. Counter-e.m.f. Inverter—A fourth type of inverter is based 
upon the counter-e.m.f. d-c circuit of Fig. 12-46. Figure 12-67 shows 
such an inverter. The commutating voltage impulses applied to ter- 


1Miuss, L. D., Elec. Hng., 64, 305 (1935). 
2 WaranaBe, Y., and Aoyama, R., J. Inst. Elec. Eng. Japan, 66, 983 (1936). 
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minals a-b must occur at the proper instants in the cycle of grid excitation. 
Both the commutating and the excitation voltages can be obtained 
from the a-c output. The circuit is in some respects similar to that 
of the parallel inverter. It becomes practically equivalent to the parallel 
inverter circuit when the commutating voltage Cohimieting 

is obtained from the charge and discharge of a voltage 
condenser connected across the primary of the $ 
commutating transformer a-b.!_ This principle 
has been used in the development. of d-c power 
transmission.? 

12-39. D-c Transformer.—The problem of 
d-c power transmission has resulted in the 
development of d-c-transformer circuits which 
combine inverters with rectifiers. Onetypeof | ~ A-c Output 
circuit is shown in simplified form in Fig. 
12-68.3. The tubes 7; and T.2, together with 
the transformer, comprise an inverter of the Grid 
parallel type based upon the circuit of Fig. excitation 
12-34c. The discharge of the condensers Cy Fi6- , 12-67-—Separately ex- 

7 > cited counter-e.m.f. inverter. 
and C2 through the transformer primaries 
induces voltages in the secondaries which are rectified by the tubes 7’; 
and T,. Tubes 3 and 4 are fired at, or shortly after, the times of extinc- 
tion of tubes 1 and 2, respectively. Adjustment of the firing times of 
tubes 3 and 4 relative to the firing times of tubes 1 and 2 controls the 
output current. The voltage output is deter- 
mined in part by the transformer turn ratio. 

The relaxation inverter circuit of Fig. 12-64 
may also serve as the basis of a d-c trans- 
former. If the ratio of the inductance to the 
resistance in the supply branch is high, the 
condenser C; can charge to a maximum volt- 
age approximately equal to twice the line 
voltage the first time it charges. If the grid- 
circuit constants are chosen so that the tube 
ae bia fires when this maximum voltage is reached, 
iiesrioc: pone par’ the condenser discharges to a negative voltage 

that is somewhat less than twice line voltage 
minus the tube drop. The second time the condenser charges from the 
line, it has this initial negative voltage and will charge to an equal positive 


1Winus, C. H., Trans. Am. Inst. Elec. Eng., 52, 701 (1933). 
2 Wiuuis, C. H., Beprorp, B. D., and Expr, F. R., Elec. Eng., 64, 882 (1935); 
Electronics, February, 1935, p. 56. 


3 HERSKIND, loc. cit. 


502 APPLICATIONS OF ELECTRON TUBES [CHap. 12 


voltage plus approximately twice line voltage.! If there were no losses 

* in the circuit, the condenser voltage would increase by a little less than 
twice line voltage in each succeeding cycle until condenser or tube failure 
occurred. Because of losses, the increase of voltage becomes less each 
cycle until equilibrium is established, or until arcback occurs. The 
maximum voltage of Ci may without difficulty be made equal to five or 
six times line voltage. The addition of a second rectifier tube and a 
filter, as in Fig. 12-69, gives a circuit that will supply direct current at a 
voltage several times the supply voltage. Such a d-c transformer, using 
an FG-67 tube and operating on a 110-volt d-c supply, will deliver 80 to 
100 ma at 400 volts. 

Other circuits have been devised for obtaining constant-potential 
direct current from constant-potential a-c or.d-c supplies, and constant 
direct current from  constant- 
potential alternating current.” 

12-40. Problems of Inverter 
Design.—The: power output and 
efficiency of inverters increase with 
the applied direct voltage. In 
the parallel, series, and relaxation 
inverters, the power output also. 
Fra. 12-69.—D-c transformer based upon the goes up with the size of the com- 
sol paneen neener mutating condensers. The diffi- 
culty of designing large high-voltage condensers of reasonable cost is 
one of the major problems encountered in inversion. The counter-e.m.f. 
inverter does not require commutating condensers, but the magnitude of 
the commutating pulse must be increased with load. Other difficulties 
encountered in the design of inverters are poor wave form, high voltage 
regulation, and the need of low-voltage heater power. It is difficult to 
make 110-volt heaters, and they are correspondingly expensive. Low- 
voltage heaters may be heated initially by batteries, or from the d-c line 
through series resistance, and subsequently transferred to the a-c output 
of the inverter. Adequate protection must be provided to avoid damage 
to cathodes in case of failure of heater power or temporary interruption 
of d-c supply voltage and against high current surges if the circuit 
stops oscillating. Difficulties involving heaters are, of course, avoided 
by the use of igniter-type tubes, which will be discussed in a. later 
section. 

Since the time available for commutation is small, tubes used in 
. inverters must have short deionization time. The FG-67 and FG-43 are 
among the tubes designed for inverter service. 


1 See footnote 1, p. 480. 
2? Herskinp, C. C., Elec. Eng., 56, 1377 (1937). 
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12-41. Thyratron Motors.—An interesting and useful application of 
counter-e.m.f. extinction of thyratrons is made in thyratron commuta- 
tion of motors. The counter-e.m.f. induced in the armature coils is 
used to extinguish the thyratrons and thus makes possible the use of 
tubes and a low-current, low-voltage, rotary grid distributor in place 


(b) 
Fia. 12-70.—Circuit of d-c thyratron motor: (a) anode circuit; (6) grid commutating 
circuit. 


of the usual commutator.! Because the grid voltages and currents are 
small, sparking is avoided and insulation problems are simplified. 

Figure 12-70a is a simplified diagram of the thyratron d-c shunt 
motor. The associated grid circuit is shown in Fig. 12-70b. Assume 
that tube 1 conducts at such a time that the conductors of the armature 
coil 1’ exert torque in the desired direction. As the machine rotates, a 
counter-e.m.f., the magnitude of which may approach the impressed 
voltage, is induced in the coil 1’ and opposes the 
flow of current. The flux distribution of the air 
gap is designed so that the counter-e.m.f. generated 
in a coil is much larger under the trailing tip of 
the field pole than at any other point. When coil 
1’ reaches the trailing pole tip, its counter-e.m.f. 
is greater than that of coil 2’, and commutation of 
current from tube 1 to tube 2 results if the grid Fig. 12-71.—Starting 
voltages are correct. The position of the grid circuit for d-c thyratron 
commutator on the shaft must be such as to fire ™t™ 
tube 2 at or shortly after the instant at which the counter-e.m.f. in coil 1’ 
becomes greater than that in coil 2’. 

It will be noted that in the arrangement of Fig. 12-70 the armature 
coils are not prudently used, since each tube conducts only one-fourth 
of the time. Other circuits have been developed in which the coils are 
used more economically. It is also seen that commutation could not be 


1 Wiis, C. H., Gen. Elec. Rev., 36, 76 (1933). See also W. M. Goopuus, Trans. 
Am. Inst. Elec, Eng., 61, 714 (1982). 
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effective at low speed, since the counter-e.m.f. is very small. To remedy 
this difficulty, parallel commutation is used in conjunction with the 
starting resistance, as shown in Fig. 12-71. Cutting out the resistances 
as the motor comes up to speed also short-circuits the commutating 
condenser. 
Thyratrons are also used with an a-c supply to operate series motors, 
the tubes acting both as rectifiers and as a commutator.!. Figure 12-72 
shows curves obtained from data taken on tests of a 400-hp, 2300-volt 
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Fia. 12-72.—Performance curves for 400-hp., 2300-volt a-c thyratron motor. 


motor with 18 12.5-amp (type FG-118) thyratrons acting as the com- 
mutator and as rectifiers of a three-phase a-c supply.” The high efficiency 
and low power factor at light loads are of particular interest. The data 
for these curves were obtained by changing the position of the brushes 
on the grid distributor, and thus the time in the cycle at which the tubes 
fire. 

The advantages of the thyratron commutator are twofold. Since 
the commutator is stationary, rather than rotating as in conventional 
machines, it is possible to commutate current in the coils regardless of 

1 Marti, O. K., Trans. Am. Inst. Elec. Eng., 51, 659 (1932); Wiuuis, loc. cit.; 
Scuenxet, M., and von Issenporr, J., Siemens Z., 18, 289 (1933); Sréur, M., 
Elektrotech. u. Maschinenbau, 61, 584 (1933); ALExaNpERsoN, E. F., and Mirvac, 
A. H., Elec. Eng., 58, 1517 (1934); 64, 750 (1935); ALExanpERson, E. F., Epwarps, 
M. A., and Wiuuis, C. H., Trans. Am. Inst. Elec. Eng., 57, 343 (1938); Garman, 
G. W., Trans. Am. Inst. Elec. Eng., 57, 335 (1938). 

2 Bemusr, A. H., Trans. Am. Inst. Elec. Eng., 57, 19 (1938); see also Elec. World, 
July 6, 1935. 
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the motor speed. Secondly, by controlling the portion of the cycle 
during which the tubes conduct, a simple and efficient method is made 
available for changing the speed of the motor over wide limits. The first 
advantage permits the use of high-voltage stationary d-c armatures and 
results in increase of efficiency. (The field rotates, as in synchronous 
machines, connection being made through slip rings.) The ease with 
which speed can be controlled eliminates the use of complicated systems 
of speed reduction. The speed is independent of supply frequency. 
The disadvantages, as determined from limited operating experience, are 
the high cost in comparison with other types of motors, the presumable 
fragility and lack of reliability of arc-discharge tubes as compared 
with other types of electrical and mechanical equipment, the higher 
voltage for which the motor must be insulated to protect against surges 
within the motor, and increased possibility of trouble because of the 
required auxiliary equipment. Just how important a place this type of 
motor will take among electrical machines is still to be determined. 

An interesting tube-controlled motor of the notched-rotor type used 
in electric clocks has been described by P. B. King, Jr.1 This motor 
has three field coils, two of which serve as driving coils and the other 
as a control coil for generating an exciting voltage which is applied to 
the grids. One form of the circuit uses a parallel inverter to supply 
power to the driving coils, the voltage induced in the grid coils serving 
to commutate the tubes. The speed is controlled by the capacitance 
of the commutating condenser. Other forms of the circuit, using high- 
vacuum tubes, have also been devised. 

12-42. The Use of Arc Tubes as Amplifiers——Loss of control of 
plate current by the grid prevents the use of ordinary thyratrons in 
amplifiers or feedback oscillators. Special tubes have been designed, 
however, in which the use of gas or vapor at relatively low pressure 
causes sufficient ionization to result in the partial neutralization of 
electron space charge.2 This greatly reduces the voltage drop through 
the tube without causing loss of grid control. The advantages of such 
a tube lie in the low anode voltage and the accompanying low plate 
resistance and high transconductance, and in increased cathode efficiency. 
A serious disadvantage is the flow of grid current at negative grid voltages. 
Tubes of this type have been successfully used in amplifiers and oscil- 
lators, both at audio and at radio frequency. 

12-43. A-c Operation of Thyratrons. Phase Control—When a 
thyratron is operated on alternating voltage, the tube extinguishes near 


1 Kine, P. B., Jn., Electronics, January, 1936, p. 14. 

? Netson, J. R., and ue Van, J. D., QST, June, 1935, p. 23; LE Van, J. D., and 
Werks, P. T., Proc. I.R.E., 24, 180 (1936); Boumsesrer, H., and DruyvestEyn, 
M. K., Philips Tech. Rev., 1, 367 (1936); see also (abstr.) Electronics, May, 1937, p. 66. 
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the end of the positive half cycle, and the grid regains control without the 
use of special circuits for interrupting the anode current. By controlling 
the time in the cycle at which the tube fires, the grid can vary the average 
anode current. This type of control may be attained by varying the 
phase of the grid voltage with respect to the anode voltage.!. The prin- 
ciple of operation can be explained by the aid of the diagrams of Fig. 
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Fia. 12-73.—Variation of firing period of thyratron by change of phase angle between 
grid voltage and anode voltage. 


12-73, which apply to resistance load. The solid curve v, represents 
the sinusoidal applied voltage in the anode circuit, which is equal to the 
instantaneous anode voltage e, up to the time of firing. The other 
solid curve v, represents the instantaneous applied voltage in the grid 
circuit. Under the assumption that no grid current flows previous to 
firing, the grid voltage e, is equal to v, up to the instant of firmg. The 
dotted curve indicates the critical grid voltage at which the tube would 
fire at the instantaneous anode voltage given by the curve of v». The 
1'Touton, P., U. 8. Patent 1654949. 
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critical-grid-voltage curve can be derived from the grid-control charac- 
teristic by plotting values of critical grid voltage corresponding to the 
anode voltage at various instants of the cycle. 

The tube fires at the instant in the cycle when the grid voltage 
becomes less negative (or more positive) than the critical grid voltage. 
The anode voltage then becomes equal to the normal tube drop and, 
with resistance load, the anode current rises abruptly to a value equal to 
the applied anode voltage less the tube drop, divided by the load resist- 
ance. Current continues to flow until the anode supply voltage falls - 
below the ionization potential toward the end of the positive half cycle. 
The wave of tube current during the conducting portion of the cycle has 
nearly the same shape as the wave of applied anode voltage. To avoid 
needless complication of the diagrams, the current waves are not shown, 
but the portion of the cycle during which current flows is indicated by 
shading. The instant in the cycle at which the tube fires is determined 
by the intersection of the applied—grid-voltage curve with the curve 
of critical grid voltage. Diagrams a, b, c, and d correspond respectively 
to 0, 90, 150, and 180 degrees lag of grid voltage relative to anode voltage. 
Inspection of these diagrams shows that the instant of firing is retarded 
by increase of angle of lag @ and that the portion of the cycle during which 
current flows is decreased, becoming zero when @ is slightly less than 
180 degrees. The average anode current therefore decreases progres- 
sively with increase of angle of lag. 

The reader can readily show by means of similar diagrams that, if the 
grid excitation voltage leads the anode excitation voltage by any angle 
up to about 170 degrees, the tube fires as soon as the anode voltage 
exceeds the ionization potential, near the beginning of the cycle. Since 
the grid has no control after the tube fires, current flows during practically 
the entire positive half cycle. Diagram e corresponds to a 160-degree 
angle of lead. When the angle 6 approaches 180 degrees lead, however, a 
value is reached at which the grid voltage is more negative (or less posi- 
tive) than the critical value throughout the positive half cycle. For 
values of @ greater than this, no current flows. Thus a small change of 6 
in the vicinity of 170 degrees lead causes an abrupt change of anode 
current from full average value to zero. This will be termed on-off 
control, in contrast to the gradual or progressive control obtained when 
the grid voltage lags the anode voltage. 7 

When the load contains inductance, the anode current wave differs 
in shape from that of the applied anode voltage. The current rises 
gradually after firing and continues to flow after the anode supply voltage 
falls below the ionization potential, the shape of the wave depending 
upon the ratio of inductance to resistance in the load. The flow of 
anode current during a portion of the negative half cycle reduces the 
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time available for deionization and may thus cause the grid to lose 
control. 

The critical grid voltage of a positive-grid tube such as the FG-33 is 
very nearly constant over the whole range of anode voltage, as can be 
seen from Fig. 12-29. Therefore, the critical-grid-voltage curve of such 
a tube is very nearly a horizontal straight line lying above the axis. 


' The critical grid voltage of a negative-grid tube, such as the FG-57, on 


the other hand, varies considerably, as shown by Fig. 12-27. If the 
anode voltage amplitude is high, the critical—-grid-voltage curve of a 
negative-grid tube is approximately sinusoidal except at the beginning 
and end of the half cycle. If the anode voltage amplitude is small, the 
nonlinearity of the grid-contro! characteristic causes the curve of critical 
grid voltage to depart markedly from sinusoidal form. Because a 
positive grid voltage is required to fire most negative-grid tubes at low 
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Fig, 12-74.—Theoretical curve of average anode current as a function of the phase angle 6 
of the grid voltage relative to the anode voltage. 


anode voltage, the curve lies above the axis at the beginning and end 
of the half cycle, as in Fig. 12-73. 

If the amplitude of the impressed grid voltage is much greater than 
the maximum critical grid voltage, the curves intersect at a sharp 
angle, and the shape of the critical-grid-voltage curve has little effect 
upon the instant at which firing occurs at a given phase angle. When 
the grid-voltage amplitude is small, however, the average current at a 
given value of @ is appreciably affected by the form of the grid-voltage 
curve. A series of diagrams for phase angles lying between 150 and 180 
degrees lag shows that one result of the rapid rise of critical grid voltage 
to positive values at small anode voltage is to prevent continuous control 
at very low average anode current when the grid-voltage amplitude is 
small. The current decreases progressively with increase of phase angle 
down to a certain value and then falls abruptly to zero. Smooth control 
necessitates the use of adequate grid voltage. 

Figure 12-74 shows the manner in which the average anode current 
varies through a resistance load as the phase angle 9 is varied from 180 
degrees lag to 180 degrees lead. This diagram is derived under the 
assumption that the amplitude of the applied grid voltage greatly exceeds 
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the maximum critical grid voltage. The fairly wide range of phase 
angle in the vicinity of 180 degrees throughout which the anode current 
is zero results from failure of the tube to conduct at anode voltages lower 
than the ionization potential. Because of reduction of the fraction 
of the cycle during which the anode voltage is less than the ionization 
potential, the portion of the control characteristic of Fig. 12-74 over which 
the current is zero decreases with increase of anode voltage amplitude. 

A similar type of control is effected by keeping the phase of the grid 
voltage constant and varying the amplitude. If v, lags v, by slightly 
less than 180 degrees, as shown in Fig. 12-75, the variation of anode cur- 
rent is gradual. If the angle of lag is 180 degrees, on-off control is 
obtained. Phase control can also be used with tubes controlled by 
external grids! or magnetic fields? or with fi 
the ignitron (see Sec. 12-59). 

The anode current can be varied 
gradually over a smaller range when 
alternating voltage is used in the anode 
circuit and direct voltage in the grid cir- 
cuit. If the grid voltage is insufficiently <5 
negative (or too positive) to prevent the Pe ee i oe ce Paine 
tube from firing at the beginning of the period by change of amplitude of 
cycle, anode current flows during nearly &!4 voter: 
the whole positive half cycle. Increase of negative grid voltage (or 
decrease of positive voltage, in the case of a positive-grid tube) 
makes the tube fire later in the cycle. When the. grid voltage is 
only slightly less than that required to prevent firing at the crest of 
the applied anode voltage, the tube conducts for approximately a quarter 
of the cycle. Further increase of negative grid voltage prevents the 
tube from firing at all. The current can be decreased continuously 
from a value corresponding to half-wave rectification to half this value. 
One disadvantage of this type of control is that small fluctuations of 
anode supply voltage or of grid voltage cause relatively large changes in 
average anode current. Large changes of current are also produced by 
small changes in tube characteristics. This type of control is not 
applicable to external grid tubes but can be used with magnetic control. 

12-44. Phase-control Circuits.—Any convenient method can be used 
_ to shift the phase of the grid voltage. A simple method is the use of a 
phase shifter (a transformer having a single-phase secondary winding 
which can be turned through 360 electrical degrees within a polyphase 
winding arranged to produce a rotating field) as in Fig. 12-84a. A series 
combination of resistance and reactance is the basis of a number of prac-" 

1 See footnote %, p. 444. 

2 See footnote 4, p. 444. 
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tical phase-control circuits, of which Fig. 12-76 is a typical example. The 
phase of the grid voltage is varied by changing R or C. The function of 
R’ in series with the grid is to limit the grid current to a safe value after 
the tube fires and in case of short circuit of C. The required value of R’ 
depends upon the minimum values of the two phase-shifting impedances. 
It may be omitted if both impedances are at all times large enough to 
limit the grid current to the maximum average | 
value. With tubes in which appreciable grid cur- 
rent flows previous to firing, the voltage drop 
through this resistor may affect the phase control. 
adversely. For this reason, this resistor should, 
in general, not be much larger than necessary to 
limit the grid current after firing. It has little 
effect, however, with shield-grid thyratrons. For 
the same reason, the values of Z; and Zz should 
- not be larger than necessary to limit the current 

Fig. 12-76.—Simple through these impedances to allowable values. 
Bee enero! Basie The vector diagram representing the voltages 

of the circuit of Fig..12-76 up to the time that the 

tube fires is shown in Fig. 12-77. The current J2: is used as reference, 
and the grid current is assumed to be negligible previous to firing. The 
voltage V3 across the resistance is in phase with the current, whereas 
the voltage Vi, across the condenser lags the current by 90 degrees. 
The secondary voltage Vi; is the vector sum of Vi,and Vi3._ The grid 
voltage V, is equal to Ves, which is the vector sum of Vi4 and Vou, or the 
vector difference of Viz and Viz. The impressed anode voltage Vy, is 
equal to V23. “Vio 

A vector diagram that is more io. STS 
susceptible to analysis may be derived 
from that of Fig. 12-77 by application < : 
of the theorem that the significance of V,,=Vg ~~ Vv 
a vector diagram is unchanged by “att Vo3=Vph : 
displacing the vectors without altering Fie. 12-77.—Vector diagram of the cir- 
their magnitudes or theanglesbetween “uit of Fig. 12-76 previous to firing. 
them. The resulting diagram for the special case in which the secondary 
is center-tapped is that of Fig. 12-78.1 Since Vis and Vu; are perpendi- 
cular and their sum is always equal to the secondary voltage Vis, which is 
assumed to be constant, it follows from a theorem of plane geometry that 
their intersection must lie on the circumference of a circle, the diameter of 
which is V;3. It can be readily seen from this diagram that decreasing FR, 
‘or increasing the capacitive reactance by decreasing C,, decreases 0, the 

1 Wernzacn, M. P., “Alternating Current Circuits,” p. 98, The Macmillan Com- 
pany, New York, 1933. 
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angle of lag of the impressed grid voltage relative to the impressed anode 
voltage, and thus produces a gradual increase of average anode current. 

When the resistance and condenser are interchanged, the vector 
diagram becomes that of Fig. 12-79.1 The angle @ is now measured 
in the opposite direction, showing that the grid voltage leads the anode 
voltage by the angle 6. If @ is made to approach 180 degrees by the 
use of very small resistance or capacitance, the current is zero, as shown 
by Fig. 12-74. A slight increase in either R or C will retard the phase 
of the grid voltage and cause the average current to increase suddenly 
to full value. This circuit evidently gives on-off control. 


¥o™ 


V2 V23=Vp 


7 
Se Y 
Se a 
Fre, 12-78.—Cirele vector diagram Fig. 12-79.—Cirele vector diagram for 
equivalent to the vector diagram of Fig. 12- the circuit obtained by interchanging C and 
77. R in Fig. 12-76. 


An inductance can be used in place of the condenser in the circuit 
of Fig. 12-76. Since it is impossible, however, to construct an inductance 
coil that does not have appreciable resistance, the voltage across the 
inductance will not be 90 degrees out of phase with the current, and the 
vectors representing the voltages across the inductance and the resistance 
will not be perpendicular. The general behavior can, however, be 
determined from a diagram in which the vectors are assumed to be perpen- 
dicular. The reader will find it instructive to construct these diagrams 
for the circuit obtained by replacing C in Fig. 12-76 by an inductance 
and for the circuit in which the inductance and resistance are transposed. 
Table 12-II is convenient in determining the circuit to be used for a 
particular application. [In the table, z» refers to the impedance adjacent 


TasLe 12-11 
Manner of | Manner of | Manner in 
ze (adjacent to load) a varying varying [which current 

resistance reactance increases 
Resistance................| Capacitance | Decrease Increase Gradually 
Capacitance.............. Resistance Increase Decrease Suddenly 
Resistance................1 Inductance Decrease Increase Suddenly 
Inductance............... Resistance Increase Decrease Gradually 


1 Note that transposing C and R is equivalent to changing the connection of the 
anode circuit from terminal 3 to terminal 1 of the transformer. 
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to the load, and 2: to the impedance between the grid and the side of 
the transformer to which the load is not connected (see Fig. 12-76). 

It is a simple matter to determine, without reference to Table 12-II, 
the correct circuit to produce a desired result. Suppose, for instance, 
that it is desired to increase the current suddenly by an increase of 
resistance. Figure 12-74 shows that sudden increase of average current 
requires that the angle of lead of the grid voltage relative to the anode 
voltage should be reduced by a small amount 

ge ~“ from a value somewhat less than 180 degrees. 
Ten? 2 \ The grid voltage must lie in the second quad- 
\ rant of the circle vector diagram, and so the 
Vg Vane ae \ diagram must be that of Fig. 12-80. If in- 
ey crease of resistance is to decrease the lead 
Vp of V,, Vis must be the voltage across the 
dian tO Cizele vector resistance, and Vys, which lags Vis by 90 
iagram for phase-control cir- 
cuit in which increase of resist- degrees, must be the voltage across a con- 
ance causes an abrupt increase denser. Thus the impedance adjacent to 
of average anode current. i 
; the load must be a capacitive reactance, 
and the other must be the resistance. 

The analysis that has been made for thyratron phase control can 
also be applied to grid-glow-tube control if account is taken of the fact 
that, in order for cathode-to-anode breakdown to occur, the anode . 
voltage must exceed the grid voltage by an amount determined by the 
grid current that flows subsequent to grid-cathode ignition (see Fig. 
12-16). 

When the line voltage is high enough to give the required load current, 
some reduction in cost may be effected by drawing the load current 


~c supply 
Fig. 12-81.—Variant of the circuit of Fie. 12-82.—Form of phase-control 
Fig. 12-76 in which the load current is taken circuit in which the load. current is taken 
directly from the line. directly from the line. 


directly from the line. The center-tapped transformer may then be 
replaced by an untapped transformer shunted by a center-tapped resist- 
ance as in Fig. 12-81. This transformer need have. only sufficient 
current capacity to carry the voltage-divider current and the grid current 
after firing. The secondary voltage rating may usually be less than the 
anode voltage. To ensure the proper phase relations of the voltages, the 
resistance of the voltage divider should be small in comparison with 
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the phase-shifting impedances. A somewhat similar circuit is shown in 
Fig. 12-82. It should be noted that the circuits of Figs. 12-76, 12-81, 
and 12-82 are suitable only for use with loads that will operate on direct 
or pulsating current. 

Another modification of the circuit of Fig. 12-76 that is particularly 
useful when the load current or voltage exceeds the rated value for the 
tube is shown in Fig. 12-83. When the phase of the grid voltage’ is 
adjusted so that the tube does not conduct, the current through the load 
cannot exceed the normal exciting current of the transformer.» As the 
average tube current is increased, the primary current also increases, both 
because of the alternating component of secondary current and because 
of the saturating effect of the direct component 
of secondary current. In order that the mini- 
mum load current shall be small, the trans- 
former primary impedance must be much larger 
than the load impedance. If necessary, the 
minimum load current may be reduced by 
shunting the load with a resistance R. If a 
step-up transformer is used, the load current re 
exceeds the tube current. In this manner a . input 
tube can be made to control load current’ many Fie. 12-83.—Phase-con- 
times as great as the rated maximum average ‘To! circuit that is useful 

, when the current or voltage 
anode current. The turn ratio, and hence the of the load exceeds the maxi- 
load current, are limited because the secondary ™u™, value for which the 

: tube is rated. 
voltage must not exceed the rated maximum 
peak inverse or forward voltage. If a step-down transformer is used, on 
the other hand, the tube can be used with a supply voltage greatly in 
excess of the rated maximum peak voltage, the turn ratio and voltage 
being limited by the allowable average tube current. This circuit is 
suitable only for loads that operate on alternating current. 

The load current can be doubled by the use of two thyratrons in a 
full-wave circuit such as that of Fig. 12-84a.2 This circuit also illustrates 
-the use of a phase shifter, which may be replaced by a combination of 
resistance and reactance as in Fig. 12-846.? 

A high-vacuum amplifier tube may be used in place of the resistance 
in phase-control circuits. By this means avery small direct voltage in the 
grid circuit of the high-vacuum tube can control large amounts of current 
and power. Figure 12-85 shows circuits based upon that of Fig. 12-76.% 


1Craie, P. H., Electronics, 6, 71 (1933), 10, 26 (1937); Lowry, E. F., and Grss- 
ForD, R. K., Electronics, 9, 27 (1936). ; 

* Baxsr, W. R. G., Firzceraxp, A. 8., and Wuirney, C. F., Electronics, January, 
1931, p. 467. 

3 Baker, FirzGERALD, and WHITNEY, ibid.; Coroniti, 8. C., Proc. I.R.H., 31, 
653 (1943). 
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Similar circuits using inductance in place of capacitance have discontinui- 
ties in the curve of average current vs. control voltage. Oscillographic 


(a) 
. Fig. 12-84.—Full-wave phase-control circuits with (a) phase shifter and (6) phase-shifting 
network. 


Stancor 
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(c) 


Fia. 12-85.—Phase-control circuits in which the use of vacuum-tubes as resistance makes 
possible control by direct voltage. 
studies show that this difficulty is the result of transient oscillations set up 
periodically in the inductance when the high-vacuum-tube plate current 
euts off. An objection to the circuit of Fig. 12-85a is the fact that the 
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cathode of T1 connects to the grid of 7's. Since the cathode of T2 is 
capacitively grounded through the heater transformer, the cathode of 
T, cannot be grounded without affecting the control action adversely. 
When the cathode of 7; is not grounded, however, the control is affected 
by body capacitance to T;. This objectionable characteristic is avoided 
in the circuits of Figs. 12-855 and c. The function of the resistance R 
in the circuit of Fig. 12-846 is to adjust the minimum load current. 
(Reliable operation of this circuit necessitates that the phase relation 
between the grid and plate voltages of the thyratron be correct. If the 
action is erratic, or if the circuit fails to function, the connections to the 
primary or secondary of the thyratron anode transformer should be 
reversed.) Both circuits give gradual control of load current. By the 
use of a diode rectifier in the grid circuit of the vacuum tube 7, the 
control can be made sensitive to small alternating voltages of any 
frequency. A very sensitive light-operated control is obtained by using 
a phototube -to change the grid volt- 
age of the high-vacuum tube (see Sec. 
13-8). 

The field of application of most phase- 
control circuits in which a very high 
resistance may be used as the controlling 
element can be greatly extended by 
replacing the resistance by a phototube. 
This is discussed in Chap. 13 (see Sec. I 
13-10). A-c input 

12-45. Use of Saturable Reactor in Fic. 12-86.—Phase-control circuit 
Phase-control Circuits—Sometimes it is ™Co™POrating @ saturable reactor. 
necessary to apply phase control to loads that require alternating 
current. Although this can be accomplished by means of thé circuits 
of Fig. 12-84, the fact that the anode current in general consists of 
periodic pulses lasting only a portion of the cycle causes the wave form 
of the load current to be poor. This difficulty can be avoided by using 
‘the thyratron current to saturate the core of a reactor, the reactance of 
which controls the load current. This method has the additional 
advantage of making possible the control of larger load currents at 
higher voltages. 

A typical control circuit incorporating a saturable reactor is shown 
in Fig. 12-86. The load current is limited by the reactance of the coils 
A and B. These coils are of equal dimensions and are connected so 
that the fluxes that they produce add in the outer arms of the core but 
cancel in the center arm, which holds the winding C. For this reason 
no alternating voltage is induced in coil C. The anode current of the 
thyratron 7, flows through coil C, producing a d-c flux which divides 


Saturable- 
core reactor. 
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equally between the outer arms of the core and thus reduces the reactance 
of A and B. When the average anode current is zero, the load current 
cannot exceed the exciting current of the reactor. If the maximum 
average anode current is sufficient to saturate the core, the resulting 
reactance will be so small as to have very little effect upon the load 
current. The function of the rectifier 7, is to provide a path for the 
direct current in coil C during the portion of the cycle when 7; does not 
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phase-shifting R 
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c ‘ da 
Fic. ae for producing voltage pulses for iis control, 
conduct.! If 72. were omitted, the voltage induced in coil C would tend 
to maintain current flow in 7, during the whole cycle and thus prevent 
the variation of saturating current by phase control of 71. 

12-46. Voltage Impulses for Grid Control. When it is very important 
that the thyratron fire at exactly the same point in the cycle in suc- 
ceeding cycles, it is sometimes desirable to use a fixed negative grid 
bias and to fire the tube by means of a positive pulse of grid voltage.’ 
This type of control has the additional advantages that the negative 


1 Bapat, G., Proc. I.R.E., 22, 314 (1934). 
2 Morack, M. M., Gen. Elec. Rev., 37, 288 (1934). 
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grid voltage aids deionization and that the positive-ion bombardment 
of the grid obtained with negative bias helps to remove emitting material 
deposited upon the grid. 

Figure 12-87 shows for methods by which voltage impulses can be 
produced and the shape of the resulting voltages. In (a) the pulse is 
produced by a synchronous contactor which applies an additional posi- 
tive grid battery to the grid circuit for an instant. Circuit (6) uses 
a saturable reactor in series with a resistor. The reactor saturates near 
zero of the applied voltage and produces, across the resistor, a peaked 
voltage wave that is applied to the grid through a transformer. In (c), 
when the glow tube breaks down, the condenser current starts to flow 
abruptly, giving a secondary voltage with a steep wave front. In circuits 
(b) and (c) the firing time is changed by shifting the phase of the input 
voltage to the pulse circuit. 

A more satisfactory method of producing control pulses is by the 
use of an impulse transformer of the type shown in (d).!_ The legs of the 
core holding the grid-voltage coils are of small cross section and are 
made of permalloy, which has high permeability up to a certain flux 
density, above which it saturates rapidly. The secondary voltage is 
very peaked and of short duration. The positive pulse is applied to the 
thyratiron grid through the rectifier R71. The negative pulse is by-passed 
through the rectifier R72. Thyrite is used for R, because its resistance 
increases with decreasing voltage, thus helping to maintain a small 
negative grid voltage caused by electrons trapped on C during the time 
the grid is positive, but allowing rapid discharge when the voltage is 
high. The time in the cycle at which the voltage pulse occurs is readily 
changed by means of direct saturating current in the phase-shifting 
winding. Current in one direction advances the phase of the secondary 
voltage; current in the other direction retards the phase. By using 
both secondary coils it is possible to control two tubes which fire during 
opposite halves of the cycle of supply voltage, giving full-wave operation. 
Other types of pulse generators have been discussed in Secs. 10-7 and 
10-8. 

12-47. Tubes for Phase-control Circuits——In most phase-control cir- 
cuits the grid-circuit resistance or impedance is high. For this reason 
these circuits function best with low-grid-current tubes, preferably of 
the shield-grid type. 

Applications of A.c.-operated Control Circuits——Phase-control cir- 
cuits are used for the control of illumination, for the control and stabiliza- 
tion of alternating load current and voltage, for the control and stabiliza- 
tion of the voltage and frequency of alternators, for temperature control 
and stabilization, for the control of rectifier output voltage, and for 

1Kintig, O., Elec. Eng., 51, 802 (1932). 
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many other purposes. The advantages of thyratron control of current 
over the use of series resistance are the large saving in power and the 
ease With which the current can be varied by means of small low-current 
variable resistors, reactors, or condensers. As a switch, the a.c.-operated 
thyratron has found its greatest application in the control of spot welders. 
The following applications are of special interest because of the principles 
involved. For a comprehensive treatment of commercial and laboratory 
applications of thyratrons the reader should refer to other texts. 

12-48. IlNumination Control.—Any of the phase-control circuits that 
have been discussed can be used for the purpose of controlling ilkumina- 
tion. The simple phase-control circuits of Figs. 12-76 and 12-81 to 
12-86 control the load current but not the load voltage. These circuits 
are consequently not entirely satisfactory for illumination control, since 
the brightness of each lamp depends not only upon the setting of the 
controller but also upon the number of lamps in the circuit. This 
difficulty can be avoided by the use of a circuit that controls the lamp 
voltage, rather than the current. Such a circuit, developed by the 
General Electric Company, is shown in Fig. 12-88.? 

12-49. Alternating Load-voltage Control—tThe circuit of Fig. 12-88 
is useful not only in the control of illumination but also in any application 
in which it is desired to control the voltage of an a-c load and to stabilize 
the voltage against variations of load. The operation of this circuit is 
based upon the reactor-saturation control of Fig. 12-86, control of the 
thyratron 7, being obtained -by variation of direct grid voltage. This 
grid voltage is made up of two parts, Viand V;. The former is derived by 
rectifying the voltage between a and b, which varies with load voltage; 
the latter is derived by rectifying the portion of the line voltage between 
c and d. When alternating voltage is first applied, the reactor has 
maximum reactance, the load voltage is low, and so V, exceeds Vz. 
This causes the grid of Ti to be positive and allows the tube to conduct 
during the entire positive half cycle. The resulting high rectified current 
through the d-c winding of the reactor reduces its inductance and raises 
the load voltage. As the load voltage rises, Vz also rises, eventually 
making the grid negative and reducing the conduction time of 7; and 
hence the saturating current. Equilibrium is established at some value 
of load voltage that depends upon the setting of P;. If the voltage 
across c-d is lowered, V, goes down, and the thyratron grid becomes so 
negative that the thyratron stops conducting. The direct current 
through the reactor falls, lowering the lamp voltage. This in turn 


i Henney, K., ‘Electron Tubes in Industry,” 2d ed., McGraw-Hill Book Com- 
pany, Inc., New York, 1937; Guiurcsen, F. H., and Veppmr, E. H., ‘Industrial 
Electronics,” John Wiley & Sons, Inc., New York, 1935. : 

2 CHamBeERs, D. E., Elec, Eng., 64, 82 (1935). 
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reduces the voltage Vz and hence reduces the negative grid voltage. 
Equilibrium is again established at a lower value of anode current and 
load voltage. ; 

Since the action of this circuit depends upon balancing the voltage 
between c and d against that between a and b, and not upon the load 
current, the load voltage is practically independent of load current. 
The load voltage is also practically independent of tube and reactor 
characteristics and of frequency. The speed of response depends prin- 
cipally upon the rapidity with which the steady reactor flux can change. 
It should be noted that the voltage between c and d varies with alter- 
nating line voltage and that this device will not, therefore, correct for 
fluctuations of line voltage. 


core 


reactor 


Fig. 12-88.—Thyratron control circuit in which the load voltage is independent of load 
resistance. 


12-50. Voltage, Speed, and Frequency Regulators.—Since the 
development of thyratrons, many circuits have been devised for the 
regulation of voltage, speed, and frequency. The principles involved 
in these circuits are in general those which have been discussed. Those 
particularly interested in this field will find it instructive to refer to the 
technical literature. 

12-51. Temperature Control of Ovens.—A number of thyratron 
circuits have been developed for controlling and stabilizing the tempera- 
ture of electric furnaces or ovens. The most sensitive that has been 
devised uses a phototube in place of the resistance in the phase-control 
circuit of Fig. 12-76! (see also Fig. 13-19). The anode current supplies 
part or all of the heat. The phototube is controlled by a beam of light 
reflected from the mirror of a galvanometer which is energized by the 
current from a thermojunction in the oven. Increase of temperature 
deflects the beam, reducing the illumination of the phototube and increas- 
ing its resistance, and thus decreases the average anode current. With 
this circuit the temperature may readily be held constant within a tenth 
of a degree at temperatures in the-vicinity of 1000°C. 


1La Prerre, C. W., Gen. Elec. Rev., 365, 403 (1932); Zann, R. M., and Hancox, 
R. R., Rev, Sct. Instruments, 5, 28 (1934). 
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12-52. Grid-controlled Rectifiers.\—Grid-controlled rectifiers are 
advantageously used in the conversion of alternating into direct current. 
Among the advantages are the ease with which the direct voltage can 
be controlled by the use of phase-control circuits, the rapidity with which 
the current can be interrupted in case of overload or short circuit, and 
the possibility of using inverter action to feed back to the a-c line energy 
stored in filter condensers and chokes which would otherwise have to be 
dissipated in an are when the circuit is interrupted.? The use of grids 
also reduces the danger of arcback. 

12-53. Welding Control.*—In electric welding it has been found to 
be advantageous to use a series of equally spaced spot welds, rather than 


Welding 
transformer. 


A-c Serres S 
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Contro/ switch 
Fig. 12-89.—Thyratron welding control circuit. 


a continuous weld. In order to accomplish this, the welder must be 
switched on and off periodically. Because of the heavy currents, mechan- 
ical switches are unsatisfactory. The value of the thyratron in this 
service arises from the ability of the grid to control large currents without 
in itself requiring large current, from the consistency with which the 
grid can control the welding time, and from the absence of large current 
transients when tube control is used. 

Figure 12-89 shows one form of thyratron switching circuit for welding 
control.4 The operation is in some respects similar to that of the circuit 
of Fig. 12-83. The thyratron grids are biased negatively by the auxiliary 

1 Brown, H. D., Gen. Elec. Rev., 35, 439 (1932); Foos, C. B., Elec. Eng., 36, 568 
(1934); Kimu, R. M., Electronics, August, 1933, p. 219; JouRNEaUx, D., Elec. Eng., 
53, 976 (1934); Duran, S. R., and Keizer, O., Proc. I.R.E., 25, 570 (1937). 

2 Duranp and KxEtieEr, zbid. 

3 Grirritu, R. C., Gen. Elec. Rev., 83, 511 (1930); Martin, S., Jr., Welding, 8, 
293, 361 (1932); Lorp, H. W., and Livineston, O. W., Electronics, July, 1933, p. 186; 
CuamseErs, D. E., Elec. Eng., 54, 82 (1935;) Patmer, H. L., Gen. Elec. Rev., 40, 229, 
321 (1937); Cuarx, 8. A., Electronics, August, 1942, p. 36, September, 1942, p. 55, 
October, 1942, p. 62, November, 1942, p. 65. See also footnote 3, p. 527. 

4 Cuampers, D. E., ibid.; Paumer, H. L., ibid. 
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rectifier tubes, so that no anode current flows when the control switch is 
open. The current through the welding transformer then cannot exceed 
the exciting current of the series transformer. When the switch is closed, 
there is applied to the thyratron grids an alternating voltage that is in 
phase with the anode voltage and thus causes the flow of full average 
anode current. When the thyratrons conduct, the effective primary 


. S 
“Fig. 12-90.—Typical grid-controlled multi-anode tank rectifier. This rectifier is 
approximately 9 ft. high and can handle 2750 kw at 625 volts. (Courtesy of Allis-Chalmers 
Manufacturing Co.) 
impedance of the series transformer is reduced to a very low value, and 
practically full line voltage is applied to the primary of the welding trans- 
former. The thyrite resistor across the primary of the series transformer 
prevents dangerous surges of voltage. The control switch of the circuit 
of Fig. 12-89 is usually replaced by an intermediate control circuit, 
which is in turn operated by the voltage from a thyratron relaxation 
oscillator of the type discussed in Sec. 12-33. Adjustment of the circuit 
constants of this oscillator and of the bias applied to the intermediate 
control circuit makes it possible to vary the frequency of the welding 
cycle and the portion of the cycle during which welding current flows. 
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Because the oscillator is controlled by 60-cycle synchronizing voltage 
(see Sees. 10-14 and 10-15), the timing is very accurate. 

In another type of circuit the welding time is limited to half a cycle 
or less.!_ The portion of the cycle during which current flows is controlled 
by the use of phase control. 

12-54. Relay Control.—A promising field of application of thyratrons, 
either alone or in combination with high-vacuum tubes, is in the operation 
of relays as the result of changes of relative magnitude or phase of two 
or more voltages or currents.? 

12-55. Mercury Pool  Arc-discharge Tubes.—Mercury pool arc- 
discharge tubes may, in general, be used in the circuits and applications 
treated under hot-cathode are tubes. Mercury pool tubes are much 
more rugged than hot-cathode arc tubes. The fact that the cathode need 
not be heated results in four other advantages over the thyratron: (1) the 
over-all efficiency is higher, (2) the tubeis instantly available for operation, 
(3) freedom from danger of cathode deactivation or destruction gives in- 
creased reliability in industrial service, and (4) the anode current is not 
limited by available cathode thermionic emission current, but only by 
heating of the anode or anodes and of the tube asa whole. By the use of 
water cooling, very high current capacity may beattained. Mercury pool 
tubes are designed for types of service requiring currents measured in tens 
and hundreds or even, instantaneously, thousands of amperes. 

As rectifiers, mercury pool tubes have been used for many years, 
first in glass envelopes, later in metal tanks continuously evacuated, and 
finally, in small sizes, in sealed metal envelopes. For a detailed dis- 
cussion of constructional and operational features of these rectifier 
tubes the reader should refer to books on the subject of commercial 
power rectification.* 

Grid-controlled mercury pool rectifiers provided with keep-alive 
anodes are used as power rectifiers, phase control affording a simple 
method of varying or regulating the output voltage (see Sec. 14-3). 
The grids, which surround the anodes, also serve to prevent mercury 
from depositing on the anode and causing arcback. A typical water- 
cooled high-power, grid-controlled tank rectifier is shown in Figs. 12-90 
and 12-91. Tubes of this type have relatively long deionizing time and 
are not convenient for use in the control of small amounts of power. 

1 Grirriru, loc. cit.; Lorp and Livinesron, loc. cit. 

2 Wiperodi, R., Trans. Am. Inst. Elec. Eng., 58, 1346 (1934). 

3 Princr, D. C., and Voepss, F. B., ‘Principles of Mercury Arc Rectifiers and 
Their Circuits,” McGraw-Hill Book Company, Inc., New York, 1927; Mart, O. K., 
and Wrnoerap, H., ‘‘Mercury Are Rectifiers—Théory and Practice,” McGraw-Hill 
Book Company, Inc., New York, 1930; Jouuny, L. B. W., “Alternating Current 
Rectification,” John Wiley & Sons, Inc., New York, 1931. See also bibliography at 
the end of Chap. 14. 
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The field of application of mercury pool arcs has been greatly extended 
by the development of igniter-controlled tubes.! 

12-56. Comparison of Igniter and Grid Control—There are two 
fundamental differences between the hot-cathode thyratron and the 
cold-cathode ignitron (see Sec. 11-20). The first is the mechanism of 
electron emission at the cathode. In the cold-cathode arc, emission 
probably results from the formation by space charge of very high fields 
at the surface of the cathode, rather than from thermionic emission, as 
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Fie. 12-91.—Cross section through typical Allis Chalmers mercury-are power rectifier 
of the multianode type. The main anode, at the left, is shown air-cooled. The broken 
line indicates an optional radiator for water-cooling. 


in the hot-cathode arc.. The second difference, the method of controlling 
the formation of the arc, is in reality the result of the first. In a hot- 
cathode arc tube the continuous ample emission of electrons at the 
cathode makes it possible for the are to form when the anode voltage 
exceeds the ionization potential of the gas or vapor. The function of the 
grid in a thyratron is to prevent formation of the arc. Before the grid 
can regain control after arc extinction, it is necessary that deionization 
shall be so complete that the arc cannot form between the grid and 
the cathode and that the grid is not surrounded by an ion sheath which 


1§repran, J., and Lupwia, L. R., Trans. Am. Inst. Elec. Eng., 52, 693 (1933); 
Know ss, D. D., Electronics, June, 1933, p. 164. 
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prevents it from holding back electrons emitted from the cathode. This 
may require as much as 100 usec. In the cold-cathode are tube, on the 
other hand, the emission mechanism is such that high current density and 
high ion density in the vicinity of the cathode are necessary for its 
maintenance. Within a few microseconds after extinction, the deioniza- 
tion in the vicinity of the cathode is great enough so that the required 
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(rectangular 
section) 
Fig. 12-92.—Construction of the type Fig. 12-93.—Cut-away view of type FG- 


WL-651 water-cooled metal ignitron. 258A water-cooled metal ignitron. (Cour- 
(Courtesy of Westinghouse Electric and _ tesy of General Electric Company.) 
Manufacturing Co.) 

emission is not reestablished by reapplication of anode voltage.! Fur- 
thermore, even if the anode voltage is high enough to cause a glow, break- 
down into an are occurs only rarely and at random intervals. The 
function of the control electrode in a mercury pool tube is not, therefore, 
to prevent formation of the arc, but to initiate the are. This can be done 
by producing ionization of density comparable with that caused by the 
arc. In the ignitron the required ion density is obtained by means of 
an auxiliary rod, the igniter, which touches the surface of the mercury 
pool. A heavy current from igniter to pool causes the formation of an- 


1 Know tgs, D. D., and Baneratz, E. G., Elec. J., 30, 501 (1933). 
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auxiliary are which is followed within a microsecond by the formation 
of the main arc.! 

12-57. Ignitron Construction—A typical air-cooled glass ignitron, 
the KU-637, was shown in Fig. 11-14. The use of metal construction 
and water cooling has resulted in tubes of greatly reduced size and with 
smaller probability of arcback. It has been found that tendency toward 
arcback in mercury pool tubes is favored by the positive-ion back current 
that flows during the negative half cycle before deionization is complete.” 
Since the deionizing time is reduced by lowering the temperature (see 
Sec. 11-22), the efficient cooling attainable in water-jacketed metal 
ignitrons is conducive to freedom from arcback. 

The important features of construction of water-cooled ignitrons 
may be discerned from Figs. 12-92 and 12-93, which show a drawing 
of the type WL-651 ignitron and a cutaway view of the type FG-258A 
ignitron. The shell is not insulated from the mercury cathode and is, 
therefore, at cathode potential. The igniter and anode leads are insu- 
lated from the envelope by means of glass bushings. If the conducting 
time of the tube exceeds the time in which the spot can move to the edge 
of the pool, it may anchor to the envelope and cause material to be 
sputtered from the metal wall. For this reason, some ignitrons are 
provided with a spot fixer.2 This is a metal strip at the surface of the 
mercury pool, which prevents the cathode spot from moving about. 

Choice of material for the igniter rod is an important consideration in 
the design of ignitrons. It has been found that a semiconductor, such as 
boron carbide or silicon carbide, is satisfactory. The compound is 
finely ground and formed into a rod with the aid of a binder. An irreg- 
ular surface, resulting from the projection of numerous sharp edges or 
points of crystals, is essential. In order to limit the energy required to 
initiate the arc, the rod diameter and the shape of the end of the rod must 
be properly chosen.‘ The starting current increases with rod diameter. 

12-58. Comparison of Thyratron and Ignitron.—Because of the great 
rapidity with which control is reestablished, the certainty of control 
is greater for the ignitron than for the thyratron. Arcbacks may occur 
occasionally, but it has been shown that arcback is essentially a random 
phenomenon and that the probability of its occurrence can be reduced 
to as low as one arcback in a month of use.5 Other advantages of the 

1 Dow, W. G., and Powmrs, W. H., Elec. Hng., 54, 942 (1935). 

2 Lupwie, L. R., Maxrietp, F. A., and Torprer, A. H., Elec. Eng., 58, 75 (1943). 

3 Waengr, C. F., and Lupwia, L. R., Elec. Eng., 53, 1384 (1934); Tonxs, L., 
Physics, 6, 294 (1935). 

4Sxepian, J., and Lupwie, L. R., Trans. Am. Inst. Elec. Eng., 62, 693 (1933); 
Caasz, J. M., Gen. Elec. Rev., 88, 464 (1935); Toprrer, A. H., Elec. Eng., 66, 810 

4937). 
“ betes J., and Lupwie, L. R., Trans. Am. Inst. Elec. Eng., 51, 92 (1932). 
See also D. C. Prince, J. Am. Inst. Elec. Eng., 46, 667 (1927). 
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ignitron were discussed in Sec. 12-55. A serious disadvantage of the 
ignitron is the necessity for a large pulse of energy to initiate the arc. 
An igniter current of the order of several amperes for a time of about 
100 usec may be required. During this time the anode voltage must 
remain about 25 volts above the normal tube drop of 10 volts in order 
that the tube shall fire. In contrast to the hot-cathode are tube, which 
will operate at small anode currents, the mercury pool type of are tube 
requires an anode current of the order of 1 or 2 amp in order to maintain 
the are. This is sometimes a disadvantage but may, on the other 
hand, assist in the extinction of the arc in d-c operation. The maximum 
peak voltages at which ignitrons can be operated are in general lower than 
those of thyratrons. Operating data for typical ignitrons are listed 
on p. 688. 

12-59. Ignitron Control Circuits—The methods used in stopping 
the anode current of thyratrons are applicable to ignitrons. The arc 


Phase 


shiping 


networ 


Fria. 12-94,—Ignitron firing circuit. Fie. 12-95.—Ignitron phase-control circuit incor- 
porating a thyratron. . 


may be extinguished by reducing the current for an instant below the. 
value necessary to maintain the cathode spot. Because of the relatively 

high energy required to fire the ignitron, the simple phase-control circuits 

discussed earlier in the chapter cannot be applied directly to ignitron 

control. A phase shifter capable of supplying the necessary power may 

be used. Several circuits have been developed that allow the tube to 

be fired by energy supplied by the line.! 

Figure 12-94 shows the basic form of one type of ignitron firing circuit. 
The rectifier tube J’. serves the dual function of preventing the flow of 
igniter current during the negative half of the cycle of applied voltage 
and of interrupting the igniter current after the anode fires in the positive 
half cycle. After the anode fires, the voltage applied to the igniter circuit 
is the ignitron tube drop, which is approximately equal to the rectifier 
tube drop. The igniter current therefore falls to zero. Substitution 
of a phase-controlled thyratron in place of the rectifier, as in Fig. 12-95, 
makes possible the control of the time in the cycle at which the ignitron 
is fired. 

In the circuits of Figs. 12-94 and 12-95 the igniter current flows 
through the load. For this reason there is likely to be some variation 
of the time in the cycle at which the anode fires. This difficulty is 


1 KNow.Les and BaneratTy, loc. cit. 
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avoided in the circuit of Fig. 12-96, in which the condenser C is charged 
through the rectifier 7’; and discharged through the thyratron T, at a 
time determined by the phase-shifting network. Oscillograms show 
that with this circuit the ignitron fires with regularity at a predetermined’ 
point of the cycle of alternating supply voltage. In order that the 


Fig. 12-96.—Phase-control circuit in which the ignitron is fired by energy stored in the 
condenser C. 


thyratron 7’, will extinguish, the rectifier circuit is designed so that the 
charging current of the condenser is less than the current required to 
maintain the are of 7». : 

Because of the high peak currents to which the thyratrons are sub- 
jected in the circuits of Figs. 12-95 and 12-96, particularly if anode 
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Fria. 12-97.—(a) Ignitron firing circuit. (6) Wave form of ignitor current. 


breakdown fails to occur, the life of the thyratrons is relatively short. 
The need for thyratrons is avoided in the circuit of Fig. 12-97a, in which 
direct and alternating voltages are impressed simultaneously in the 
igniter circuit, which contains an iron-core choke.! As the result of 
core saturation, a high pulse of igniter : 
current flows during the positive crest 4, 4 
of impressed alternating voltage, as  ‘Pu?9 
shown in Fig. 12-97b. The average 
igniter current and the reverse cur- Igniter Igniter 
rent during the negative half cycle control ——_— control 
are, however, small. Phase control Fig. 12-98.—Full-wave ignitron circuit. 
may be obtained by shifting the phase of the impressed alternating 
igniter voltage relative to the anode voltage. 

The circuits of Figs. 12-95 to 12-97 can be readily converted into 
full-wave circuits. Figure 12-98 shows a full-wave ignitron circuit that 


1 KLEMPERER, Hans, Electronics, December, 1939, p. 12. 
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permits current to start flowing at a predetermined point in each half 
cycle,' 

Ignitron Applications.—The applications of the ignitron are in general 
the same as those of the thyratron. They include spot-welding control, 
inversion and frequency transformation, illumination control, and motor 
commutation.? At present spot-welding control is by far the most 
important application of ignitrons. 

12-60. Externally Controlled Mercury Pool Arc Tube.—Breakdown 
of a glass mercury pool tube containing a small amount of inert gas may 
be initiated by means of an external electrode in contact with the glass 
wall. The sudden application of high voltage between the external 
electrode and the cathode causes the formation of a glow, with subsequent 
formation of an arc between the anode and the cathode. The objection 
to this type of control lies in the lowering of the anode-cathode glow 
breakdown voltage by the use of gas, but it has found application in 
stroboscopes. 

12-61. The Strobotron.—Another type of cold-cathode are tube has 
been developed by Germeshausen and Edgerton.* The electrode struc- 
ture of this tube is illustrated in Fig. 12-99. The cathode consists of a 
cup containing a cesium compound that liberates free cesium under the 
action of the cathode spot. In this manner high thermionic emission is 

obtained at relatively low temperature. 


ane The cathode is surrounded by a ceramic 


Glass insulator which concentrates the discharge 
on the active portion of the cathode and 
: serves as a support for the inner grid. This 

Outer grid iat . : 
(graphite ring? grid is a wire-mesh screen directly above 
\ the cathode. During the operation of the 


_-/nner grid 
“(nickel gauze) 


tube, the inner grid becomes coated with 
cesium, which lowers the breakdown voltage 


«Ceramic when this grid acts asa cathode. A second 

\ insulator or outer grid, a graphite ring, is mounted 

Cathode ( Oe above the ceramic insulator. Graphite is 

compound) used because the cesium which condenses 

Fie. 2 oe sbebbiron electrode on it does not lower the breakdown voltage 
structure. 


between it and the cathode. The anode is 


about an inch above the grid, the anode support wire being insulated by 
means of a glass shield in order to prevent the discharge from taking the 

1 Sropparp, R. N., Elec. Eng., 68, 1866 (1934). 

2 Waewer, C. F., ad Lupwie, L. R., Elec. Eng., 58, 1384 (1934); Lupwie, L. R., 
“MAXFIELD, F, A. ond Torpre™r, A. H., Elec. Eng., 53, 75 (1934); Sitverman, D., and 
Cox, J. H., Elec. Eng., 63, 1380 (1934); Dawson, J. W., Elec. Eng., 55, 1371 (1936); 
Pacxarp, D., and Hurcuines, J. H., Elec. Eng., 56, 37, 875 (1937). 

3 GERMESHAUSEN, K. J., and Epaerton, H. E., Elec. Eng., 55, 790 (1936). 
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shorter path to the support. One of the noble gases, usually neon or 
argon, is used in the tube. 

Breakdown is initiated as a glow discharge between two of the elec- 
trodes, usually the two grids. If the glow current exceeds a certain 
value and the anode source is capable of supplying sufficient current to 
maintain an arc, a cathode spot immediately forms, and the discharge 
changes into an are between the anode and the cathode. Because either 
grid may be made either positive or negative relative to the cathode, 
there is considerable latitude in the operating voltages that may be used. 
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Fig. 12-100.—Strobotron control characteristic. 


A typical control characteristic is shown in Fig. 12-100. By proper 
choice of grid voltages, the glow current required to initiate arc 
breakdown may be made as small as 2 X 10-° amp.! The tube will 
carry a peak current of 200 to 300 amp and an average current of 
50 ma. 

Developed primarily as a stroboscopic light source, the strobotron 
has other applications.2 It may, for instance, be used to fire an exter- 
nally-controlled mercury pool arc tube. Its advantages asa stroboscopic 
light source result in part from the large peak current that can be carried 
without damage to the cathode. 

12-62. Stroboscopes.—An important industrial and scientific applica- 
tion of the are tube is as a stroboscope. If an intermittent source of 
light is synchronized to the frequency of rotation or vibration of a 


1 Wuirs, A. B., NortincHam, W. B., Epeerron, H. E., and GERMESHAUSEN, 
K. J., Electronics, March, 1937, p. 18. 

? GERMESHAUSEN, K. J., and Epcerton, H. E.. Electronics, February, 1937, p. 12; 
Gray, T. S., and Norrinenam, W. B., Rev. Sci. Instruments, 8, 65 (1937). 
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mechanical device or to a multiple or submultiple of the frequency, the 
moving object will appear to be stationary when examined by the light. 
The requirements of such a light source are (1) easily controlled frequency 
of illumination, to allow synchronization of light and motion over a large 
frequency range, (2) extremely short duration of light flash, so that the 
moving part under observation will not appear to move while it is illum- 
inated, and (3) light of great brightness, so that the moving part will be 
clearly seen despite the short time of illumination. By acting as a 
shutter of extremely high speed, the stroboscopic light source also makes 
possible the photographing of rapidly moving objects. 

One type of stroboscopic tube, the strobotron, has already been dis- 
cussed. Where small illumination suffices, thyratrons may be used as 
the light source. Ordinary thyratrons are not designed to be efficient 
light sources, however, and the production of intense illumination neces- 
sitates the use of such large peak currents that the life of a hot-cathode 
tube is shortened. Mercury pool tubes are therefore generally used in 
preference to thyratrons. The tubes may be constricted where the 
discharge takes place. The constriction not only concentrates the light- 
emitting region, but the proximity of the walls also speeds deionization 
of the gas and thus prevents serious afterglow. 

To produce a ey defined flash of light, a éoiidenderd is discharged 
through the stroboscopic tube. Discharge 
may be initiated by a voltage impulse applied 
to an external electrode or an internal grid 
or by firing an auxiliary thyratron which is 
in series with the tube and a source of limited 
current, so connected that the condenser dis- 
charges only through the main tube. The 
inert gas which is essential to the use of 

_ Fre. 12-101.—Stroboscope external arc initiation is not objectionable in 
ce Neneee thewch a e8g. stroboscopic tubes because the relatively 
cathode are tube is initiated by small diameter and large electrode spacing 
eaheaeon: prevent the glow breakdown voltage from 
being too low. The complete circuit of a stroboscope is complicated by 
the necessity of tripping the tube by an impulse of steep wave front in 
order to ensure accurate adjustment and synchronization, especially in 
the observation of rapidly:moving objects. 

Figure 12-101 shows a typical circuit in which a ehyiatron controls 
the tripping impulse applied to the external grid of a mercury pool arc 
tube.!. The large condenser C2 is charged through the resistance Rs, 


1Epgerton, H. E., and Germesnausen, K. J., Rev. Sct. Instruments, 8, 535 
(1932). See also H. E. Epgerton, Elec. Eng., 60, 327 (1931), Electronics, July, #932 
p. 220; R. C. Hrrcucocr, Elec. J., 32, 529 (1935). 
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and the condenser C,; is charged through Ri and R3. Application of a 
tripping impulse to the primary of the transformer Tr; fires the thyratron 
T, which discharges the condenser C, through the primary of the step-up 
transformer Jr. The induced voltage in the secondary of T're is applied 
between the anode and the external grid of the mercury pool tube 7, 
causing the latter to fire. Since the impedance between C, and the 
mercury. pool tube is very low, the discharge current is high and of 
extremely short duration. The light emitted by 7. is therefore intense 

000 to ; 
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+ or 
4ut > 


Strobotron--” 
Fie. 12-102.—Self-excited strobotron stroboscope. 


and of short duration. Figure 12-102 shows a simple self-excited stro- 
botron circuit which is essentially an arc-tube relaxation oscillator of the 
type discussed in Sec. 12-33.!_ Figure 12-103 shows a modification of the 
circuit of Fig. 12-102 in which the firing of the strobotron is controlled 
by the output voltage of a multivibrator.! 

Because of the very short duration of the condenser discharge in the 
circuits of Figs. 12-43 and 12-64, these circuits may be used as the basis 
of a simple and reliable stroboscope. This is accomplished by connecting ° 
the light source across the secondary of an induction coil, the primary 


4yf 


1 
Strobotron 
Fig. 12-103.—Strobotron stroboscope controlled by a multivibrator. 


of which shunts LZ, and which contains no vibrator. The circuit of 
Fig. 12-64 is self-exciting but may be synchronized to the frequency of 
the system under observation by means of voltage applied to the grid 
circuit through a transformer in series with R,. The circuit of Fig. 12-43, 
which must be tripped by a voltage pulse synchronized to the frequency 
of the object under observation, may be used over a wide frequency 
range without readjustment of circuit constants. The synchronizing 
voltage may be applied through a transformer in series with C2, C3 being 


1 GERMEHAUSEN and Epcerton, Elec. Eng., 55,:790 (1936). 
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omitted. In either circuit, only a resistance need be used as “load” in 
series with the supply voltage. An Kdison-type neon lamp, with the 
ballast resistance removed from the base, or, preferably, a small neon 
sign, makes a suitable light source. The flash is of longer duration than 
that obtained with a strobotron or a mercury pool tube, but excellent 
results are obtained in many applications. Both the duration of the 
flash and the intensity are decreased with decrease of Ly. For an FG-67 
thyratron, operated from a 110-volt direct-current supply, Ci should 
have a capacitance of from 20 to 40 wf, and LZ; an inductance of from 
0.2 to 0.7 mh. JZ should have as low resistance as possible. 


Problems 


12-1. a. Design a circuit in which a glow-tube oscillator causes the periodic 
opening and closing of a relay. The frequency of operation and the fraction of the 
cycle during which the relay is energized are to be adjustable. All voltages except 
for cathode heating should be derived from a single 220-volt d-c supply. The relay 
closes on 7 ma and openson6ma. Specify all tubes, circuit constants, and operating 
voltages. 

b. By constructing a curve of plate current vs. time, on which the critical relay 
currents are shown, prove that the percentage of the cycle during which the relay is 
energized cannot be varied progressively from zero to 100 per cent. 

12-2. Derive Eqs. (12-2), (12-6), and (12-7). 

12-3. By means of a circle vector diagram, determine which of the impedances of 
Fig. 12-76 should be a resistance and whether the other should be inductive or capaci- 
tive in order that increase of resistance may produce pro- 
gressive increase of average anode current. 

12-4. a. Draw waves of anode voltage vs. electrical 
degrees for sinusoidal anode voltages of 200 volts and 800 
volts crest value; and, by the use of the grid-control 
characteristics of Fig. 12-27, construct corresponding waves 
of critical grid voltage for a type FG-57 thyratron. 

b. Use the curves of (a) to derive curves of average 
anode current vs. phase angle, @, between grid and anode 
voltages, for crest grid voltage equal to twice and to ten 
times the maximum critical grid voltage. - 

12-5. The operation of the phase-control circuit of Fig. 12-104 is erratic, regardless 
of the size of the condenser used. The phototube is found to be good, and all tube 
voltages are correct. Suggest a probable cause of this difficulty and a remedy. 

12-6. In the course of the tests on the circuit of Fig. 12-104, the grid suddenly 
becomes completely and permanently ineffective. Suggest a probable cause, and 
state how the tube might have been protected against damage. 


Fie, 12-104.— Circuit dia- 
gram for Prob, 12-5. 


CHAPTER 13 
LIGHT-SENSITIVE TUBES AND CELLS 


In all tubes discussed in preceding chapters, the flow of current is 
controlled by means of voltages applied to the electrodes. There is 
another very important class of tubes or cells, in which the current and 
the output voltage are controlled by incident radiant energy and the 
operation of which depends upon some form of the photoelectric effect. 
These devices have made possible sound pictures, television, and many 
kinds of commercial and laboratory control and measuring equipment. 

13-1. Types of Photoelectric Phenomena.—The control of current 
by light may be accomplished by the application of three types of 
photoelectric phenomena: the photomissive effect, or emission of electrons 
from metallic surfaces as the result of incident radiation; the photo- 
conductive effect, or change of resistance of semiconductors by the action 
of incident radiation; and the photovoltaic effect, or production of a poten- 
tial difference across the boundary between two substances that are in 
close contact, by illumination of the boundary. The best known of these 
phenomena, the photoemissive effect, appears in practical form in the 
phototube (photocell). The phototube is an electron tube in which one 
of the electrodes is irradiated for the purpose of causing electron emission. 

13-2. Historical Survey.—The photoemissive effect was discovered 
by Heinrich Hertz in 1887. In the course of his classical experiments on 
electric oscillations and electric waves, Hertz noticed that the maximum 
length of a spark that could be made to jump across a small spark gap 
was increased when light from another spark was allowed to fall upon it. 
By means of a series of experiments he showed conclusively that the 
effect was caused by ultraviolet light and that it was greatest when the 
light fell upon the negative electrode of the spark gap. Subsequent 
contributions to knowledge on the photoemissive effect were made by 
Wiedemann and Ebert, Hallwachs, Righi, Stoletow, Elster and Geitel, 
J. J. Thomson, Lenard, and others.* 

Hallwachs proved that the photoemissive effect involved the loss of 
negative electricity from the illuminated surface. Righi connected 
two electrodes to an electrometer, by means of which he observed the 
flow of current when the surface of one electrode was illuminated. 
Stoletow added an external source of voltage and measured the current 


1 See references at end of chapter. 
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by means of a galvanometer. Elster and Geitel predicted and: proved 
that the alkali metals should be the most sensitive photoelectric emitters 
of all the metals and found that sodium and potassium respond not only 
to ultraviolet radiation, but also to visible light. Lenard measured the 
ratio of the charge to the mass of the particles that carry the photo- 
electric current and showed them to be the same particles as those 
which Thomson had previously proved to carry the current in a beam of 
cathode rays and which were called electrons. 

13-3. Laws of Photoelectric Emission—-The early experiments - 
resulted in the formulation of two laws relating photoelectric emission 
with the rate at which radiant energy strikes the emitting surface and 
with the wave length of the incident energy. The rate at which the 
radiant energy strikes is specified in terms of radiant flux (intensity of 
radiation), which is defined as the time rate of flow of radiant energy 
and is usually expressed in ergs per second or watts. The two laws of 
photoemission are : 

1. The number of electrons released in unit time at a photoelectric 
surface by radiation of constant spectral distribution is directly propor- 
tional to the incident radiant flux. : 

2. The maximum energy of electrons released at a photoelectric 
surface is independent of the amount of radiant flux incident upon the 
surface but varies linearly with the frequency of the radiation. 

The first law was one of the factors that led to the formulation of the 
quantum theory of radiation. This law is of practical importance 
because of the desirability of a linear relation between anode current 
and incident flux in applications of phototubes. 

Thé second law was explained in 1905 by Einstein, who assumed 
that incident radiant energy could be transferred to the electrons only 
in quanta of magnitude hv and that a portion of this energy was used in 
removing the electrons from the emitter, the remainder appearing as 
kinetic energy of the emitted electrons. This is stated mathematically 
by EHinstein’s equation 

hy = w + ¥mv? (13-1) 


in which » is the frequency of the incident radiation, w is the electron 
affinity of the emitter, v is the maximum velocity of the emitted electrons, 
h is Planck’s constant, and m is the mass of an electron. The equation 
holds only for the fastest electrons, which are removed from the atoms 
at the surface of the emitter. Some radiation penetrates through the 
outer layers of atoms, liberating electrons within the emitter. These 
electrons may lose additional energy in moving to the ‘surface, so that 
their velocities after emission will be less than that indicated by Einstein’s 
equation. It can be seen from Eq. (13-1) that there is a minimum value 
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of » below which the energy of the incident photon is less than the 
electron affinity and no emission can take place. This limiting frequency 
is called the threshold frequency and is indicated by the symbol ». Sub- 
stituting » = 0 and » = vp in Eq. (13-1) shows that 


we ; (13-2) 


The wave length corresponding to the threshold frequency ,is termed 
the long-wave limit, \y). Einstein’s equation was verified experimentally 
in 1916 by Millikan,’ who determined the maximum velocities of emitted 
electrons for various frequencies of incident radiation by measuring the 
retarding potential necessary to reduce the anode current to zero. 
Hinstein’s equation is of practical importance because it indicates that 
the electron affinity of the emitter must be small in order for the emitter 
. to be sensitive to visible radiation. 

13-4. Definitions.—Before proceeding farther it is necessary to list 
a number of definitions.? 

Light is radiant energy evaluated according to its capacity to produce 
visual sensation. 

Luminous flux is the time rate of ‘flow of light. It is represented 
by the symbol F. 

The lumen is the unit of luminous flux. _ It is equal to the flux through 
a unit solid angle from a uniform point source of one candle, or to the 
flux on a unit surface, all points of which are at unit distance from a 
uniform point source of one candle. It follows that the total luminous 
flux over the surface of a sphere is equal to 4m times the number of candles 
of an enclosed source. 

Luminous intensity of a source of light, in a given direction, is the: 
solid-angular flux density in the direction in question. Hence, it is the 
luminous flux on a small surface normal to that direction, divided by 
the solid angle (in steradians) which the surface subtends at the source 
of light. 

The candle is the unit of luminous intensity. The unit used in the 
United States is a specified fraction of the average horizontal candlepower 
of a group of 45 carbon-filament lamps (preserved at the Bureau of 
Standards) when the lamps are operated at specified voltages. 

Candlepower is luminous intensity expressed in candles. 


1 Miuiixan, R. A., Phys. Rev., 7, 355 (1916). 

2See “Tiuminating Engineering Nomenclature and Photometric Standards,’ 
Illuminating Engineering Society, New York, 1932. 

3 Luminous flux is radiant flux of particular energy distribution, lying entirely in 
the visible range. 
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Illumination is the density of the luminous flux on a surface; it 
is the quotient of the flux by the area of the surface when the latter is 
uniformly illuminated. 

Foot-candle is the unit of illumination when the foot is taken as the 
unit of length. It is the illumination on a surface one square foot in 
area on which there is a uniformly distributed flux of one lumen, or the 
illumination produced at a surface all points of which are at a distance 
of one foot from a uniform point source of one candle. When the flux 
density is uniform, the illumination in foot-candles equals the flux in 
lumens divided by the area in square feet. 

The lumen and the foot-candle are defined with respect to the response 
of the normal eye. Methods of measuring luminous flux and illumination 
that are ordinarily used, such as the photometer, also involve the response 
of the normal eye. Therefore the number of lumens from a source of 
given total radiant flux will depend upon the energy distribution of the 
radiation. Since the manner in which phototubes respond to radiant 
flux of different wave lengths is not the same as that of the normal eye, 
the validity of using the lumen and the foot-candle in making measure- 
ments of the sensitivity of phototubes may be questioned. In accordance 
with current practice, however, the lumen and the foot-candle will be 
used with the characteristic curves of phototubes and in the definitions 
of sensitivity. 

13-5. Current-wave-length Characteristics.—Photoelectric tubes and 
cells, like the human eye, are not equally responsive to equal amounts of 
radiant flux of different wave lengths. For this reason, the response of a 
phototube to a given amount of radiant flux depends upon the manner 
in which the energy of the incident radiation is distributed in regard 
to wave length, which in turn depends upon the source of the radiation. 
In order to specify fully the manner in which a phototube behaves, it is 
necessary to indicate not only the response to radiation of particular 
energy distribution, but also the manner in which the current varies 
with wave length at constant incident energy. Tube manufacturers 
therefore usually furnish the characteristic curves for illumination from a 
tungsten-filament lamp operated at a temperature of 2870°K and, in 
addition, a current—wave-length characteristic, which is a graph show- 
ing the relation between direct anode current per unit energy of 
incident radiant flux; and the wave length of the incident constant 
radiant flux. 

Current—wave-length ctaracteiaes for the alkali metals are shown 
in Fig. 13-1. Comparison of these curves with the dotted curve, which 
shows the visual sensitivity of the human eye, clearly indicates that 
cesium is by far the most satisfactory of the alkali metals for use with 
visible radiation. 
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Equation (13-2) suggests that the long-wave limit can be pushed 
farther toward the red end of the visible spectrum by reduction of the 
electron affinity. The electron affinity of photoelectric emitters, like 
that of thermionic emitters, can be lowered by the use of composite 
films made up of consecutive layers of different metals, of metals on 
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Fie. 13-1.—Current—wave-length characteristics for the alkali metals. 


oxides, and of metals on a monatomic layer of oxygen. The use of 
composite emitters results not only in response at much longer wave 
lengths, but also in a marked increase of sensitivity over the whole 
visible range of wave length. At present the most satisfactory type of 
cathode for use with visible radiation consists of a thin layer of cesium . 
deposited upon a layer of cesium oxide 


formed upon a silver surface. The sen- 8! 
sitivity of cesium oxide tubes extends well & 
‘into the infrared band of radiation.. This = 
is shown, in Fig. 13-2, by the current- g 
wave-length characteristic of a typical & 
cesium oxide tube, the type 868. The § 
sharp cutoff at the ultraviolet end of the & 
= *0 ~ 4000 8000 12000 


spectrum is caused by absorption by 
the glass envelope of the shorter wave 
lengths of the radiation. High sensitivity 
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Fire, 13-2.—Current-wave- 


length characteristic for the type 
868 phototube. 


in the ultraviolet region may be obtained 
by use of a pure sodium cathode enclosed in an envelope of quartz or 
special glass such as nonex, which transmits ultraviolet radiation. By 
the proper choice of cathode materials, the use of color filters, and the 
combination of two or more tubes of different color response, it is possible 
_to adjust the resultant characteristic curve to meet special requirements. 
The double peak in the characteristic of Fig. 13-2 may probably be ex- 
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plained by the fact that emission may take place from more than one 
substance in the composite film. 

13-6. Types of Phototubes.—The electrodes and envelopes of photo- 
tubes may assume a variety of forms, depending upon the purposes for 
which the tubes are designed. In the most common form of tube, 
illustrated in Fig. 13-3, the cathode consists of a cylinder of silver or 
silver-plated copper covered with a composite emitting film. The 
shape of the anode is not critical, the most important requirement 
being that it should intercept as little light as possible. A common form 
of anode in tubes with cylindrical cathodes is a wire located at the axis of 
the cylinder, as shown in Fig. 13-3. In such a tube the initial velocities 
a of only relatively few electrons are such as to carry 
them to the anode. Voltage must, therefore, be 
applied in order to draw all emitted electrons to 
the anode. 

Phototubes are classified as vacuum phototubes 
and gas phototubes. A vacuum phototube is one 
that is evacuated to such a degree that its elec- 
trical characteristics are essentially unaffected by 
gaseous ionization. A gas phototube is one into 
which a quantity of gas has been introduced, 
usually for the purpose of increasing its sensitivity. 

F 13-7. Characteristics of Vacuum Phototubes. 

1g. 13-3.—Electrode . 
structure of one type of Static current-voltage curves for a typical cesium 
phototube. oxide vacuum phototube, the 917, are shown 
in Fig. 13-4, and static curves of anode current vs. luminous flux in Fig. 
13-5. The solid curve of Fig. 13-5 applies to all anode voltages above 
saturation; the dotted curves, which are ordinarily of no great practical 
interest, are for anode voltages below saturation. Curvature of the 
dotted curves is probably the result of space charge. It should be 
emphasized that the curves of Figs. 13-4 and 13-5 apply onlv to light 
from a tungsten filament at a color temperature of 2870°K. Curves 
obtained with radiation of different energy distribution are of similar 
form, but the current range may be different. Such curves may be 
derived by means of the following procedure: : 
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1. Multiply ordinates of the current—-wave-length characteristic by the cor- 
responding ordinates of the curve of Fig. 13-6, which shows the relative energy 
distribution of radiation from a tungsten filament at 2870°K, and plot these 
products as a function of wave length. 

2. Plot a similar curve of the products of ordinates of the current-wave-length 
characteristic and those of the energy-distribution curve for the given source. 

3. Multiply the current scale of the current-voltage characteristics by the 
ratio of the area under the second product curve to the area under the first 
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product curve. For approximate results, the ratio of the sums of 15 or 20 uni- 
formly spaced ordinates of the two product curves may be used in place of the 
ratio of the areas, and so the product curves need not be constructed. 
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Fic. 13-6.—Relative energy distribution for radiation from a tungsten filament at a 
color temperature of 2870°K. (From data by W. E. Forsythe and E. Q. Adams, Denison 
University Bulletin, J. of the Scientific Laboratories, 32, 70 (1937).) 


13-7A. Phototube Sensitivity.—Static sensitivity of a phototube 
is the ratio of the direct anode current at a specified steady anode voltage 
to the incident constant radiant flux of specified value. It is usually 
expressed in microamperes per microwatt. When the radiant flux is 
confined to a single frequency or a very narrow band of frequencies, the 
ratio is called the monochromatic sensitivity. 

Luminous sensitivity of a phototube is the ratio of the direct anode 
current at a specified steady anode voltage to the total steady incident 
luminous flux in lumens. Usually the luminous sensitivity is determined 
by means of a tungsten-filament lamp at a color temperature of 2870°K. 


1 These definitions are essentially those given in the 1933 and 1938 reports of the 
Standards Committee of the Institute of Radio Engineers. 
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The 2870 tungsten sensitivity of a phototube is the ratio of the anode 
current at a specified steady anode voltage to the total luminous flux in 
lumens entering the tube from a tungsten-filament lamp operated at a 
color temperature of 2870°K. 

Variational sensitivity of a phototube is the ratio of the change in 
anode current at a specified steady anode voltage to the change in the 
total luminous flux entering the tube. As most precisely used, the term 
refers to infinitesimal changes, as indicated by the defining equation 


_ ai 


5 OF 


(13-3) 
It is evident that the variational sensitivity is the slope of the curve of 
current vs. flux at given values of anode voltage and flux. It may also 
be found approximately from the family of current-voltage characteristics 
by the use of small increments of current and flux. 

13-8. The Gas Phototube.—It can be seen from the curves of Figs. 
13-4 and 13-5 that the currents that are obtained from a vacuum photo- 
tube are very small even with cathodes of high sensitivity. The sensi- 
tivity of the tube can be greatly increased by introducing a small quantity 
of gas. The increase of current results mainly from ionization of gas 
by the emitted electrons in moving to the anode. Ionization by collision 
takes place in a gas phototube when the anode voltage approaches the 
ionization potential of the gas. The new electrons thus released pass to 
the anode, and the positive ions are drawn to the cathode. The current 
is increased at every point between the cathode and anode by an amount 
corresponding to the number of ionizing collisions per second between 
the cathode and anode. Increase of anode voltage increases the number 
of primary electrons that make ionizing collisions. When the voltage 
becomes sufficiently high, then, after a primary electron makes one 
ionizing collision, both it and the new electron may make one or more 
other ionizing collisions in moving toward the anode. Some increase of 
current also results from secondary emission produced when positive 
ions strike the cathode. A tenfold increase of anode current may be 
attained by the use of gas, the current increasing rapidly as the voltage 
is raised above the ionization potential. Figures 13-7 and 13-8 show 
static curves of anode current vs. anode voltage and of anode current vs. 
luminous flux for the type 868 gas phototube. Below 15 volts the current- 
voltage curves are of the same general form as those of a vacuum photo- 
tube, since little ionization takes place below this voltage. 

The gas that is used in phototubes must meet a number of require- 
ments. It must not react with the electrodes or be absorbed by the 
electrodes or the tube walls, it: should have a low ionization potential, 
and it should have a low molecular weight in order that the positive ions 
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may be quickly accelerated. ‘The only gases that do not react with the 
alkali metals used in the cathodes are the inert gases, helium, neon, 
argon, krypton, and xenon. The ionization potential of these gases 
decreases in the order in which they are listed, whereas the atomic weight 
increases. Argon gives a satisfactory compromise as regards these 
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Fig. 13-7.—Current-voltage characteristics for the type 868 gas phototube. 


factors and is relatively inexpensive. Neon and helium are used in some 
tubes, but the use of argon is more common. 

The ratio of the sensitivity of a gas phototube at a given voltage and 
flux to the sensitivity obtainable at the same voltage and flux without 
ionization resulting from presence of gas is called the gas amplification 
factor. This factor depends upon the gas pressure. If the pressure is 
too low, the spacing between the gas molecules is relatively so great that 
there is slight probability that an emitted 
electron will strike a gas molecule in 
moving from the cathode to the anode. 
If the pressure is too high, on the other 
hand, the probability is great that an 
electron will be stopped by a gas molecule 
before it has been accelerated far enough 
to have acquired sufficient energy to cause 
ionization. As the pressure is increased’ 0 
from a very low value, the number of 01 02 035 O4 O5 

os 7 7 Lumens 
collisions made by an electron in moving Fie. 13-8.—Statie curves of 
from the cathode to the anode increases, anode current vs. luminous flux 
but the kinetic energy acquired between ‘°° the type 868 gas phototube. 

- collisions with molecules decreases. As the result of these opposing 
effects, there is an optimum gas pressure, which is found to be about 0.2 
mm Hg in the noble gases. 

The gain in sensitivity resulting from the use of gas is te offset 
by a number of disadvantages. One, shown by Fig. 13-8, is the loss of 
linearity between anode current and flux. A second disadvantage is 
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that a glow discharge may take place at voltages above about 90. The 
breakdown voltage falls with inerease of flux, in a manner indicated 
roughly by the dotted curve in Fig. 13-7. Glow is objectionable not 
only because it causes the current to be independent of illumination, but 
also because it may permanently reduce the sensitivity of the tube. 
The anode voltage must, therefore, be kept below the value at which 
glow breakdown can occur. Limitation of supply voltage to 90 volts 
makes the maximum output voltage that can be obtained less than that 
attainable with vacuum phototubes. To prevent destructive rise of 
anode current in the event that glow breakdown does occur, a resistance 
of 100,000 ohms or more must always be used in series with a gas photo- 
tube. Since a high resistance is also necessary in order to produce high 
voltage output, the need of such a resistance is not a disadvantage. 
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The third disadvantage resulting from the use of gas in phototubes 
is caused by the relatively large mass of the positive ions. Because the 
time taken for a positive ion to pass from the vicinity of the anode to the 
cathode is appreciable, there is a perceptible time lag in the response to a 
change in flux. The manner in which a gas phototube responds to an 
abrupt increase and decrease of flux is shown in Fig. 13-9. The effect of 
the time lag is similar to that’ of inductance in the phototube circuit, as 
it tends to prevent changes of anode current and produces a phase 
difference between sinusoidal periodic light fluctuations and the resulting 
alternating component of anode current. It also causes the variational 
sensitivity of the tube to decrease with increase of modulation frequency 
of the light.!_ This is illustrated by the dynamic response curve of Fig. 
13-10, which shows the relative variational sensitivity of a type 868 gas 
phototube as a function of modulation frequency. When a gas phototube 
is used in conjunction with an amplifier to convert changes of light into 


1 Modulation frequency, the frequency at which the illumination varies, should 
not be confused with the radiation frequency of the incident light. 
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sound, the effect of a drooping dynamic response curve can be offset 
by the use of an amplifier that has a rising frequency characteristic. 

13-9. Phototube Circuits.—The standard phototube symbol is shown’ 
in Fig. 13-11. Phototube currents are so small that a galvanometer 
is the only current-operated device that they can operate directly. One 
or more stages of amplification must be used in practical applications 
of the phototube. Since vacuum-tube amplifiers are voltage-operated 
devices, the changes of phototube current must be converted into voltage 
changes by means of impedance in series with the tube. Because the 
currents are very small, the impedance must be high, usually from 1 to 25 
megohms. Although transformers have been designed for use with 
phototubes, the difficulty of obtaining adequate primary reactance at 
the lower audio frequencies makes it simpler and cheaper to use resistance 
or resistance-capacitance coupling between the phototube and the 
amplifier. 

In order to simplify diagrams of circuits discussed in this chapter, all 
tubes are shown as triodes, and all direct voltage sources as batteries. 


Fig. 13-11.—Forward d-e phototube circhit. Fie. 13-12.—Reverse d-c phototube circuit. 


Tetrodes and pentodes of proper characteristics (Sec. 13-14) may be 
used in place of triodes, and batteries may be replaced by other types of 
power supplies. ; 

When a relay or other current-operated electrical device is to be 
controlled by changes of steady or average flux, a direct-coupled amplifier 
must be used. A cireuit in which increase of ilumination causes an 
increase in plate current of the amplifier tube is termed a forward circuit; 
one in which increase of illumination causes a decrease of plate current 
is called a reverse circuit. Figure 13-11 shows a simple forward circuit 
in which increase of illumination causes a.relay to be energized. Figure 
13-12 shows a similar reverse circuit. It can be seen that, for the same 
tubes, the forward circuit requires less total supply voltage than the 
reverse circuit. 

By the use of a voltage divider, the various B and C batteries of 
Figs. 13-11 and 13-12 may be replaced by one voltage source, as in Fig. 
13-13. Degenerative feedback resulting from the flow of plate current 
through R, reduces the sensitivity of the circuit. Because the amplifier 
must respond to changes of direct voltage, a by-pass condenser does not 
remedy this difficulty and R; and R». should be no larger than necessary 
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to limit the dissipation in these resistances to a reasonable value. Reduc- 
tion of sensitivity as the result of degenerative feedback also makes it 
inadvisable to use cathode self-biasing resistors in the amplifier stages of 
phototube circuits designed to respond to changes of steady illumination. 
If the resistances #1 and Re are of proper size to give the correct filament 
os or heater current, the filament or heater may be 
inserted between theseresistances. Only asingle 
power supply is then required. If the relay is 
shunted by a condenser in order to by-pass the 
alternating component of plate current, or if a 
slow-acting relay is employed, the circuit of 
+0 Fig. 13-13 can also be used on an alternating 
Fra. 13-13-—Forward voltage supply. The phototube and amplifier 


phototube circuit using a fe 
single source of grid and then pass current during only one-half of the 


and plate voltage. cycle. 


Improved forward and reverse a-c-operated circuits are shown in 
Figs. 13-14 and 13-15.1_ The purpose of the grid condensers is to eliminate 
the difference in phase between grid and anode voltages resulting from the 
capacitance of the phototube and amplifier electrodes. The circuit 
of Fig. 18-15 also functions if the polarity of the phototube is reversed. 
- The grid condenser then charges during the half cycle in which the 


AL. AC. 
Fig. 13-14.—A-c-operated forward photo- Fie. 13-15.—A-c-operated reverse photo- 
tube circuit. tube circuit. 


amplifier plate is negative and ‘discharges through /, during the positive 
half cycle. The average plate current of the amplifier tube depends 
upon the average condenser voltage, which in turn depends upon the 
charging current and therefore the illumination. The sensitivity of these 
a-c circuits is less than half that of the corresponding d-c circuits at the 
same voltages. The illumination at which the relay closes is adjusted in 

1 Although the phototube is shunted between the amplifier grid and plate in Figs. 
13-13 and 13-14, the only actual difference in the phototube connection from that in 


the circuit of Fig. 13-11 is that the phototube current flows through the relay. The 
voltage drop through the relay is small and so does not affect the operation. 
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the circuits of Figs.. 13-11 to 18-15 by variation of grid bias of the 
amplifier tube. 

Another a-c-operated circuit is that of Fig. 13-16. The action is as 
follows: During the half of the cycle in which the anode and the amplifier 
plate are negative, a positive voltage is applied to the grid through the 
condenser C. ' The flow of grid current charges the condenser to a voltage 
approximately equal to the peak voltage between A and B, the side 
of the condenser adjacent to the grid being negative. During the half 
of the cycle that makes the plate and the anode positive, the grid is 
negative with respect to the cathode of the amplifier by an amount 


equal to the sum of the condenser voltage and the instantaneous voltage 
between A and B. If the phototube is dark, the charge on the condenser 
cannot leak off; but if the phototube is illumi- 
nated, the charge flows off through the photo- () 
tube, lowering the negative voltage of the grid lene 
and increasing the plate current. Adjustment 2000 
of the potentiometer varies the average grid bias (Om 
and thus changes the illumination at which the 4] Jp, i 
relay closes. It should be noted that the circuit ae 
is in effect a bridge, the voltage of the grid ed 
during the negative half of the cycle depending fe) 
upon the relative size of C and the sum of the Ac, 
-phototube and amplifier grid-to-plate capaci- ere SOE asuone nce 
tances. If C is too small, no charge is stored , 
during the negative half cycle. If C is too large, on the other hand, the 
reduction of condenser voltage during the positive half cycle, caused by 
the phototube current, is too small and the sensitivity islow. A 0.0005-yf 
condenser gives satisfactory results with a type 6J5 amplifier tube and a 
0.00025-yf condenser with a type 6SK7 amplifier. Theover-allsensitivity 
is considerably higher with the 6SK7 than with the 6J5 amplifier tube. 
13-10. Circuits for Measurement of Illumination.\—The foregoing 
circuits may be used for measuring illumination if the relay is replaced 
by a meter. Because the variation of plate current may be only a small 
fraction of the operating plate current of the amplifier, it is usually 
necessary to balance out the steady component of plate current in order to 
obtain accurate readings. This may be accomplished by the circuit of 
Fig. 13-17. The voltage divider P is adjusted so that there is no differ- 
ence of potential across the meter and all the plate current flows through 
the resistance. Any change in plate current results in the flow of current 


1For more complete treatments of this subject, see W. E. Forsytu (editor) 
“Measurement of Radiant Energy,” McGraw-Hill Book Company, Inc., New 
York, 1937; also Kerra Henney, “Electron Tubes in Industry,” McGraw-Hill Book 
Company, Inc., New York, 1937. 
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through the meter. For high sensitivity the resistance R must be large 
as compared with the meter resistance, but increase of resistance necessi- 
tates an increase of plate supply voltage. Steady current can also be 
eliminated from the meter by the use of the two-tube balanced circuit 
of Fig. 13-18.1 This circuit is unaffected by fluctuations of battery 
voltage and reads linearly over a wide range of illumination. The meter 
in the circuits of Figs. 10-17 and 10-18 may be replaced by other types of 
current-operated devices. 


am iW 


@) 


Fia, 13-17.—Phototube circuit for the meas- Fig. 13-18.—Balanced circuit for the meas- 
urement of illumination. urement of illumination. 
\ 


- 13-11. Use of Phototubes in Phase-control and Trigger Circuits.— 
Phototubes can be incorporated in the thyratron phase-control circuits 
of Figs. 12-76 to 12-86, thus making possible the control of load current 
by light. The phototubes are used in place of the variable resistance 
elements in the phase-shifting circuits, being connected so that the photo- 
tube and thyratron anodes are positive during the same half of the cycle. 


(a) (b) 


Fre. 13-19.—Thyratron phase-control circuits incorporating phototubes, by means of which 
large currents may be controlled by illumination. 


Because of the very high resistance of phototubes and the difficulty of. 
obtaining comparable reactance at commercial frequencies by means 
of an inductance, a condenser must be used as the reactive element 
in the phase-shifting circuit. Two typical circuits are shown in Fig. 
13-19. The function of the resistance # in circuit b is to provide a 
leakage path for electrons that collect on the grid side of the condenser. 


1 Keun, J. M., J. Opt. Soc. Am., 18, 393 (1929); Kouuer, L. R., J. Western Soc. 
Eng., 86, 15 (1931). 
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Phototubes may also be used to control the trigger circuits of Secs. 
10-1 to 10-5. Phototubes in series with or in place of the resistances FR, of 
Fig. 10-7 allow the current transfer to be initiated by the interruption of 
light beams. Phototubes in parallel with or in place of the resistances 
R,’ allow the circuit to be tripped by increase of illumination. 

13-12. Limitations of Direct-coupled Circuits—The circuits of 
Figs. 13-11 to 13-19 respond both to periodically repeated’ changes of 
illumination and to sustained changes of steady illumination. Greater 
sensitivity may be obtained by the use of an additional stage of amplifica- 
tion, directly coupled to the first, but it is then difficult to adjust the 
circuit to operate at different illumination levels, and small variations 
in the illumination level alter the bias of the second stage. The difficulty 
of obtaining high amplification in direct-coupled circuits imposes a 
lower limit to the change in illumination that can be used to operate 
circuits of this type. In addition to having 
relatively low sensitivity, these circuits are 
unsatisfactory for the amplification of Output 
modulated light because they are thrown 
out of adjustment by changes of average = 
illumination, Fie. 13-20,—Circuit for con- 

13-13. Circuits for Use with Modulated verting modulated light into 
Light.—To amplify only the varying com- alternating current or voltage. 
ponent of anode current produced by fluctuating or modulated light, as 
in the reproduction of sound recorded on film, the phototube is usually 
coupled to the first amplifier tube by means of resistance-capacitance 
coupling, as shown in Fig. 13-20. The coupling condenser prevents the 
variation of amplifier bias with changes of average illumination. After 
the first stage, any type of amplifier having the desired characteristics 
may be used. 

Circuits in which the phototube is coupled to the amplifier through 
a condenser can also be made to respond to sustained changes in average 
or steady illumination by interrupting the light periodically by means 
of a revolving disk containing evenly spaced holes or by interrupting 
the anode current. One ingenious form of the latter method involves the 
use of an additional phototube in series with the main one. The light 
from an oscillating glow-discharge tube is allowed to fall upon the 
auxiliary phototube, which therefore passes a pulsating current, the am- 
plitude of which varies with the illumination of the first tube. The 
frequency of interruption is known as the carrier frequency. Other 
schemes make use of magnetic fields which deflect the photoelectrons, of 
the Kerr cell, and of various types of oscillators... By these means much 

1Ricurer, W., Electronics, August, 1935, p. 245; Zworyxin, V. K., and Wizson, 


E. D., ‘‘Photocells and Their Applications,” p. 206, John Wiley & Sons, Inc., New 
York, 1934, 


° 
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greater sensitivity to sustained changes of steady illumination may be 
attained than by the circuits of Figs. 13-11 to 13-18. 

13-14. Sensitivity of Phototube and Amplifier—The theoretical 
sensitivity, or change of plate current per lumen change in light flux, of 
the circuits of Figs. 13-11 to 13-13 can be readily determined. For a 
vacuum phototube the change in voltage across the coupling resistor 
per lumen change of flux is equal to the product of the tube sensitivity 
in microamperes per lumen by the coupling resistance in megohms, or 


Mee _ 
af sR, volts per lumen (13-4) 


If the change of voltage is not too great, the resulting change of plate 
current is 


. _ phe. 
Ai = ER amp (13-5) 
and 
Aw = suR, 
AP eo amp per lumen (13-6) 


in which the resistances r, and R, are measured in ohms and R, in meg- 
ohms. The resistance of milliammeters and of relays suitable for use 
in the plate circuit of an amplifier tube is usually negligible in comparison 
to the plate resistance of the tube, so that Eq. (13-6) may be simplified to 

3 = sgn. X 10-3 ma per lumen (13-7) 
in which s is the phototube sensitivity in microamperes per lumen, gp 
is the amplifier transconductance in micromhos, and R, is the coupling 
resistance in megohms.! If the cathode is uniformly illuminated or if 
the light is concentrated upon the cathode by means of a uniformly 
illuminated lens, the sensitivity can be expressed also in milliamperes 
per foot-candle change in illumination and is equal to sgnft-A X 10-3 
ma/ft-candle, where A is the effective cathode area or the area of the 
lens. It is important to note that the sensitivity is proportional to the 
transconductance of the amplifier tube. 

If the changes of flux are very large, the value of the transconductance 
of the amplifier tube may vary considerably over the range of operation. 
A more accurate determination of the sensitivity of the circuit can then 
be made by using in place of gm the ratio of the change in plate current 
to the change in grid voltage, as determined from the plate diagram or 
the transfer characteristic of the amplifier tube. If a gas phototube is 
used in place of a vacuum phototube, the phototube sensitivity is not 
constant, and the ratio of the actual change of anode current to the change 
in flux should be used in place of s. This may be determined from the 


1 Note that rp, 4, gm, and s must be determined for the given operating points. 
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anode-circuit diagram or from a curve of output voltage vs. flux derived 


from it. 
13-15. The Anode Diagram. 


Anode diagrams similar to the plate 


diagrams of amplifier tubes are often of value in determining the per- 


formance of phototubes. 
illustrated in Fig. 13-21. The load line 
passes through the point on the voltage 
axis corresponding to the anode supply 
voltage and makes an angle with the 
voltage axis whose tangent is equal to 
the reciprocal of the load resistance (ex- 
pressed in volts per ampere). Above 
saturation the characteristic curves of 
Fig. 13-21 corresponding to equal incre- 
ments of flux are practically horizontal, 
equidistant, straight lines and therefore 


An anode diagram for a vacuum phototube is 


.f 
M! | Fx @5/umen 


Anode Current 


; é 
Anode Voltage Fbb Ebb 


Fie, 13-21.—Anode diagram for a 
vacuum phototube. 


intersect the load line at equidistant points. This shows that if the 
anode voltage of a vacuum phototube is always sufficiently high to 
give saturation current, the current and the voltage across the load 
resistor are essentially proportional to the flux. 

Except over a very small range of voltage, the characteristics of gas 
phototubes are not equidistant, parallel, straight lines, and so the anode 
current and output voltage are not proportional to flux. The anode 


TYPE 918 PHOTOTUBE 


oO 


iSR 


fe] 


=90V. 
Ebb 9 & 0 


Anode Current, Microamps. 


20 30 40 50 60 
Anode Voltage 


Fig. 13-22.—Anode diagram for the type 918 gas phototube. 


70 80 %e- 


current may be expanded in an infinite series similar to the plate-current 
series for an amplifier tube. It is difficult, however, to evaluate the 
coefficients of such an expansion in the solution of problems. It is more 
practical to determine the output voltage and harmonic content by means 
of the anode diagram. Figures 13-22 and 13-23 show the anode-circuit 
diagram of the type 918 phototube and the curves of output voltage vs. 
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luminous flux which are derived from it. Harmonic content can be 
determined from the anode diagram of Fig. 13-22 or the voltage-flux 
curves of Fig. 13-23 by the use of equations given in Chap. 4, in the same 
manner as for amplifier tubes. 

It is important to bear in mind that the anode-circuit dene and 
the curves derived from it do not take into account the lag in response 
of a gas phototube and are strictly applicable therefore only at frequencies 
below 100 or 200 cps. At higher frequencies accurate determinations 
can be made only by laboratory measurements. It should be noted 
that, when the a-c resistance of the coupling circuit differs from the d-c 
resistance, as in Fig. 13-20, both the 


- static and the dynamic load line must 
% eh be used in the anode diagram (see 
rs Epp O | Sees. 4-9 and 4-10). 
5 a 13-16. Design of Phototube Cir- 
$ cuits.—The fact that the anode cur- 
+10 rent of a vacuum phototube is 
= practically independent of anode volt- 
to) 


age above saturation means that the 
0.02 0.04 0.06 0.08 0! anode current is also independent of 

Lumens coupling resistance if the anode volt- 
Fig. 13-23.—Curves of output volt- : . 
age vs. luminous flux for the type 918 gas 28 18 always above saturation. The 
phototube with load, derived from the output voltage therefore increases 
senna hereteat Eis abr linearly with coupling resistance. If 
the coupling resistance is made very large, however, the anode voltage 
may fall below saturation at high values of flux, destroying the linearity 
between current and flux, as shown by the load line MN in Fig. 13-21. 
This difficulty can be remedied by increasing the anode supply voltage, 
as indicated by the load line M’-N’. The size of the coupling resistance 
that can be satisfactorily used at a given maximum flux is limited by the 
maximum allowable anode voltage (usually not less than 250 volts in 
vacuum phototubes), by tube and circuit leakage conductance, and by 
resistor ‘‘noise.”’ With special care in the elimination of circuit and 
tube leakage it is possible to use properly designed coupling resistors as 
large as 100 megohms, but ordinarily it is not advantageous to exceed 
25 megohms. When extreme sensitivity is essential, as in the measure- 
ment of minute quantities of light, leakage in the phototube and photo- 
tube socket should be minimized by the use of a phototube in which the 
anode terminal is at the top of the tube, and of low anode voltage. If 
the anode voltage is kept below 20 volts, the danger of ionization of resid- 
ual gas in vacuum phototubes is avoided. Grid leakage in the amplifier 
tube is reduced by the use of low screen and plate voltage and low cathode 
temperature. High sensitivity may be attained without the need of high 
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anode supply voltage by using a pentode! (see Fig. 6-6) or a second photo- 
tube! in place of the coupling resistor. The illumination of the second 
phototube may be maintained constant or may be decreased when that 
of the first is increased. 

When gas phototubes are used in the conversion of modulated light 
into alternating voltage or current, the harmonic content of the output 
increases with coupling resistance. Allowable amplitude distortion 
therefore usually limits the coupling resistance to 1 or 2 megohms. In 
control circuits, however, large values of coupling resistance can also be 
used with gas phototubes. 

As explained on page 157, danger of cumulative increase of plate 
current as the result of primary and secondary grid emission and of 
ionization of residual gas imposes a limit on the grid-circuit resistance 
that can be used with many amplifier tubes at rated plate voltages. 
To make use of the large values of coupling resistance that are desirable 
in order to give high sensitivity, it is necessary, therefore, to use low 
values of plate and screen operating voltage. This is normally not a 
disadvantage, since enough plate current to operate small relays may be 
readily obtained with most tubes at plate voltages of 100 or less.. A sec- 
ond amplifier stage, operated at normal voltages, may be used if necessary. 
Care must also be taken to ensure that the allowable amplifier plate dis- 
sipation is not exceeded for any value of light flux at which the phototube 
is operated. Since IR drop in the grid resistor prevents the application 
of appreciable positive voltage to the grid, ample protection is usually 
afforded by the use of sufficiently low plate and screen supply voltages 
so that the allowable plate dissipation is not exceeded when the grid 
voltage is zero. : 

13-17. Secondary-emission Miultipliers—The high amplification 
necessary for the conversion of modulated light into voltage and current 
in the reproduction of sound recorded on film, and in television, may be 
obtained not only by the use of conventional amplifiers, but also by mak- 
ing use of secondary emission.? The basic construction of one type of 
secondary-emission multiplier is shown in Fig. 13-24. Photoelectrons 
emitted by the cathode are drawn to the first anode by means of electro- 
static field. The secondary electrons from this anode, and reflected 
primary electrons, are drawn to the second anode where secondary 
emission also takes place. The process is repeated at successive. anodes, 
each of which is at a higher potential than the preceding one. Since 


1 Sueparp, F. H., Jr., RCA Rev., 2, 149 (1937); Buu, H. §., and Larrerry, J. M., 
Electronics, November, 1940, p. 31 and December, 1940, p. 71. 

2 Tas, H., and Sauzpere, B., Proc. I.R.E., 28, 55 (1935). 

5 Zworykin, V. K., Morton, G.-A., and Marrmr, L., Proc. I.R.E., 24, 351, (1986). 
See also supplementary bibliography on pp. 561-563. 
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each primary electron may knock out 5 or more secondary electrons, very 
high current amplification is obtainable by the use of 8 or 10 anodes. 
Focusing of the electron beam between anodes may be accomplished 
either by electrostatic field alone or by a combination of crossed electro- 
static and magnetic fields. The general arrangement of a multiplier 
based upon the use of crossed magnetic and electrostatic fields is shown 


Secondary electron 
HPhers. 


rae 


é XN 
Cathock Collector 


Secondary electron 
emitters 
Fig. 13-24 Diagram showing the basic principle of operation of a secondary-emission 
amplifier tube. 


in Fig. 13-25. It consists of two rows of electrodes, the bottom row being 
cesium-treated secondary emitters, while the upper row serves solely to 
maintain a transverse electrostatic field between the two sets of elements. 
Each target in the bottom row is made positive with respect to the pre- 
ceding one so that it will produce secondary electrons when struck by 
electrons originating from the latter. Each upper field electrode is 
maintained positive relative to the target just below it by an internal 


wv Field plates \ 


<? 4 
Cathode ~~ Emitters 7 Collector” 


Fic. 13-25.—Arrangement of electrodes in secondary-emission current multiplier using 
crossed magnetic and electric fields. 


connection to the next target. A magnetic field is established in the tube 
at right angles to its axis and to the electric field between the two rows of 
plates. Electrons leaving any of the targets are deflected by the com- 
bined fields in such a way that they strike the next target, giving rise 
to new secondary electrons which are in turn deflected onto another target 
and so on, through the tube. The voltages necessary for the various 
anodes may be obtained-from a single voltage source by the use of voltage 
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dividers. A voltage divider for a number of the earlier stages, which 
need carry only small currents, may be incorporated in the tube. 

In another type of electron multiplier the electrons are caused to 
move back and forth between two electrodes by means of a high-frequency 
electric field.! 

By means of electron multipliers an amplification of several million 
and a sensitivity of ten or more amperes per lumen may be obtained with a 
single tube which is not much larger than a receiving tube. The saving 
in bulk and the gain in simplicity are obvious advantages. A more 
important advantage of such a tube over a conventional amplifier and 
phototube is a great reduction of noise-to-signal ratio. In addition, the 
multipliers are very stable, are insensitive to external interference, and 
have an excellent frequency characteristic. The power required for 
their operation is comparable with that required for a conventional © 
amplifier. The type 931A is a typical electron-multiplier tube. 

13-18. Special Photoemissive Tubes——A number of special tubes 
have been devised that incorporate phototubes and glow tubes or photo- 
tubes and amplifiers in a single envelope. An example of the former 
is the photoglow tube, developed by Knowles, in which the glow is initi- 
ated by light falling upon the cathode, which is designed to give high 
photoelectric emission.?2, Some receiving tubes show appreciable sensi- 
tivity to light, the plate current changing when light falls upon a free 
grid. By special treatment of the grid the sensitivity can be greatly 
enhanced. Ordinarily it is more satisfactory to use separate tubes 
to perform the functions of the phototube and the glow tube or 
amplifier. 

An interesting and valuable application of photoemission is made 
in the iconoscope, which is used in television transmission and in electron 
telescopes. An understanding of the operation of the iconoscope 
requires a knowledge of the principle of television ‘scanning,’ which 
is beyond the scope of this book. The interested reader should refer 

. to the literature or to books on television. 

13-19. Photoconductive Cells.——The photoconductive effect was dis- 
covered in 1871 and discussed in 1873 by Willoughby Smith, who reported 
a change in the resistance of the crystalline form of selenium with illu- 
mination. Although a number of semiconducting substances, such as 
thalium oxysulphide and molybdenite, are now known to be photo- 


1 Farnswortu, P. T., J. Franklin Inst., 218, 411 (1934); Electronics, August, 
1934, p. 242, November, 1935, p. 31. 

? ZwoRYKIN and WILsoN, op. cit., p. 214. 

3 Asapa, T., and Hacarra, K., J. Inst. Elec. Eng. Japan, 61, 8 (1931); Kozcuszt, 
W. P., Electronics, December, 1932, p. 372; McIuvarne, H. A., Electronics, August, 
1933, p. 224. io 

4 Zworykxin, V. K., Proc. I.R.#., 22, 16 (1984). 
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conductive,! selenium is still used in most photoconductive cells. Early 
selenium cells were made by covering two closely spaced conductors 
with a thin coating of amorphous selenium, which was subsequently 
converted into crystalline selenium by heat-treatment. The conductors 
were commonly made in the form of interlocking metallic combs or of 
two wires wound close together on a nonconducting frame, as shown in 
Fig. 13-26. Modern cells are made by condensing selenium vapor in a 
thin film upon a double grid of gold or platinum fused to or sputtered 
upon a glass plate. The glass is maintained at the proper temperature 
so that the film is deposited in the crystalline form. 

The photoconductive effect is thought to be caused by the emission 
of electrons within the material. In their motion under the influence of 
applied voltage, these photoelectrons 
produce other ionization. Equilibrium 
is established when the rate of recom- 
bination becomes equal to the rate of ion 
formation. This theory is in agreement 
with experimentally observed laws. It 
is found experimentally that (1) for a 
short time after the light is applied, 
before much displacement of positive 
Fie, 18-26.—T wo forms of grids used ions or appreciable secondary ionization 

an-seleniemy celle, takes place, the change in current result- 
ing from illumination is proportional to the incident flux; (2) for 
exposures of sufficient length to enable the current to reach equilibrium, 
the current is proportional to the square root of the incident flux; (8) with 
rapidly fluctuating light the alternating current is proportional to the 
incident flux and inversely proportional to the frequency of fluctuation. 
The lag in the response of a selenium cell is caused mainly by the low 
velocity of the relatively heavy positive ions. The dependence of current 
upon time of illumination and the related falling dynamic response curve 
make the photoconductive cell unsatisfactory for the undistorted con- 
version of modulated light into voltage or current. 

‘Unlike the phototube, the photoconductive cell passes appreciable 
current: when it is dark, the dark resistance of commercial cells ranging 
from about 100,000 ohms to 25 megohms. The ratio of light to dark 
currents may be as high as 25 but is more commonly about 8 or 10. 
The current capacity does not usually exceed a few milliamperes, but by 
proper design may be increased to as much as } amp. The sensitivity 
is directly proportional to the voltage across the cell, and consequently 
cells are usually operated at as high voltage as possible without over- 
heating and subsequent breakdown. In Figs. 13-27 and 13-28 are 

1 Prounp, A. H., Phys. Rev. (2), 7, 551 (1917). a 
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shown the current-wave-length characteristic curve and the dynamic 
response curves of a typical selenium cell, the General Electric type 
FJ-31. The peak of the spectral sensitivity curve is in the red, which 
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Fre. 13-27.—-Relative response of the Fre. 13-28.—Dynamic response curves for 
type FJ-31 selenium.cell in per cent of maxi- the type FJ-31 selenium cell. 


mum response as a function of wave length. 


makes the cell suitable for use with artificial illumination and infrared 

radiation. 
Expressions for the voltage sensitivity of selenium cells and. of the 

ampere-turn sensitivity of selenium cells used to operate relays may be 


Cell. Current, Milliamperes 


0 40 80 120 
Cell Voltage 


Fie. 13-29.—Typical current-voltage diagram for a selenium cell. 


derived.t It is generally simpler, however, to make use of a current- 
voltage diagram in the same manner as with phototubes and amplifiers. 


1 Zworykxin, V. R., and Wiuson, E. D., “‘Photocells and Their Applications,’ 
2d ed., John Wiley & Sons, Inc., New York, 1934, pp. 175-180. 
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Because the cell resistance at a given value of illumination is independent 
of cell voltage, the current-voltage curves are straight lines and may be 
readily derived from a single static curve of current vs. illumination at 
any voltage. A family of current-voltage characteristics, together with a 
“number of load lines for 120-volt supply voltage, are illustrated in Fig. 
18-29. It can be seen from this diagram that the change in current per 
foot-candle change in illumination, and hence the current sensitivity, are 
a maximum for zero load resistance and decrease rapidly as the load 
resistance is increased. ‘The change in voltage across the load resistance 
per foot-candle change in illumination, and hence the voltage sensitivity, 
pass through a maximum as the load resistance is increased. With 
small changes of illumination, maximum voltage sensitivity is obtained 
when the load resistance is approximately equal to the average resistance 
of the cell in the range of operation. 


125 
9 13-20. Photovoltaic Cells 
o 100 (Barrier-layer Cells)—The photo- 
E voltaic effect was first observed by 
© 75 Becquerel,! who discovered that an 
$ e.m.f. is set up between two elec- 
y= 50 trodes immersed in an electrolyte 
5 when one of the electrodes is illu- 
3 25 minated. Two cells based upon 
= the Becquerel effect were the 
-) Rayfoto cell, which employed a 


O° ae ree re see die bg 100 cathode of cuprous oxide on copper 
Fra. 13-30.—Curves of current vs. illumina- and an anode of lead in an electro- 

tion for the Rayfoto cell. lyte of lead nitrate; and the Photo- 
lytic cell,2, which was similar in construction but which employed 
cuprous oxide on copper for both electrodes, thus eliminating voltage 
when the cell was dark. Curves for the Rayfoto type of cell, taken from 
an article by Fink and Alpern,? are ‘shown in Figs. 13-30 and 13-31. 
It can be seen that the current is proportional to the illumination when 
the cell is short-circuited, but that external circuit resistance destroys 
the linearity and also results in considerable reduction of current sensi- 
tivity. Bending of the curves at high values of external resistance results 
from internal leakage conductance, which increases with illumination and 
thus reduces the effective load resistance. The response of this cell to 
fluctuating light falls rapidly with increase of light-modulation frequency, 
so that it is not satisfactory for converting modulated light into sound. 


1 BEcQUEREL, E., Compt. rend., 9, 144, 561 (1839). 
2 Although these cells are no longer on the market, they are still of theoretical 


interest. j 
3 Fink, G., and Aupern, D. K., Trans. Am. Electrochem. Soc., 58, 275 (1930). 
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A more recent type of photovoltaic cell, the barrier-layer cell, is made 
of a layer of cuprous oxide in very close contact with a metal, usually 
copper, gold, or platinum, or of a thin layer of iron selenide on iron. 
It is found that illumination of the boundary or barrier plane between the 
compound and the metalsetsupan 350 
e.m.f. and that-current flows if the 
compound and the metal are con- 
nected through an external circuit. 
The phenomenon, which is now 
known to be caused by the emission 
of electrons from the compound 
into the metal, was first observed 
by Fritts in 1884 in the course of 
experiments on selenium cells.! 
Improvements in design and manu- 
facture have resulted in selenium? 
and cuprous oxide* barrier-layer 
cells capable of producing currents 
of 100 va or more per lumen. 0 

There are two forms of barrier- o 50 Bee gee oe 

oot-candles 
lay er cells. In the first, called the Fig. 13-31.—Curves of generated volt- 
back-effect cell, the cuprous oxide or age vs. illumination for three types of picts 
iron selenide is deposited upon the Y!*#ie cells. 
metal in the form of a thin layer. The light passes through the com- 
pound to the metal, as shown in Fig. 10-32a, the photoelectric action 
taking place at the boundary between them. Electrons flow across the 
boundary from the oxide or selenide to the metal, and the conventional 
direction of current in the external circuit is from the compound to the 


} { y } 1 } Sputtered film 
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Fiq. 13-32.— Arrangement of electrodes in back-effect and front-effect barrier-layer cells. 


metal. Contact to the compound is made by means of a conductor 
pressed against the compound or by means of a thin layer of metal 
sputtered on the compound near the outer edge of the surface. Because 
of absorption of the light of shorter wave lengths in the oxide, the cur- 
rent-wave-length characteristic of a cuprous oxide back-effect cell shows 
a maximum at the red end of the spectrum. 

1 Frirrs, C. F., Proc. Amer. Asso. Adv. Science, 38, 97 (1884); Apams, W. G., and 
Day, R. E., Proc. Roy. Soc. (London), 25, 113 (1877). 

* Beremann, Physik. Z., 32, 286 (1931). 

3 Lanas, B., Physik. Z., 81, 189 (19380). 
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‘The second form of cell, called the front-effect cell, is made by sputter- 
ing a.thin film of silver, gold, or platinum on the exposed surface of the 
cuprous oxide or selenide layer, which is formed on the metal as in the 
back-effect cell. Light enters the cell through the sputtered film, as 
- shown in Fig. 13-32b. Emission of electrons takes place at both surfaces 
of the oxide or selenide but is greater at the front surface, causing the 
sputtered film to become negatively charged with respect to the metal 
and resulting in current in the conventional sense from the metal to the 
sputtered film through the external circuit. Absorption of light by the 
sputtered film is small, and the peak of the spectral sensitivity curve is 
at the blue end of the visible spectrum. 

The short-circuit current of a barrier-layer cell, like that of an elec- 
trolytie cell, is directly proportional 
to the total flux incident upon the 
surface and is independent of the 
area illuminated. The introduc- 
tion of external resistance destroys 
the linearity between current and 
flux and reduces the current sensi- 
tivity, the curves of current vs. . 
illumination being similar to those 
of Fig. 13-30. The internal series 
resistance of the cell results almost 
% 50 100 150 200 250 entirely from the fact that the 

Foot - candles emitted electrons must pass along 

Fie, 10.85 urges of curent i ilumine” the poorly eondueting layer of 

cuprous oxide or iron selenide from 

the point of emission to the external contact. The response of barrier- 

layer cells to fluctuating light falls rapidly with increase of modulation 

frequency because of the relatively high Sees between the two 
surfaces. 

The Photox cell is an example of a front-effect cuprous oxide cell. 
It has a current sensitivity of 100 ua/lumen, a cathode area of 0.02 sq it, 
and produces a voltage of 0.2 volt with a 50-ft-candle illumination. A 
curve between cell voltage and illumination is shown in Fig. 13-31. 

The Photronic cell is an iron selenide cell. The characteristics of 
the Photronic cell are shown in Figs. 13-31, 13-33, 13-34, and 13-35. 
The manufacturers state that the response of the cell does not vary over 
long periods of time. It does, however, show a certain amount of fatigue, 
as shown by Fig. 13-35, and is sensitive to temperature changes. Because 
of high interelectrode capacitance, the response to modulated light is 
poor. For 100 per cent response at 60 cps, the response is 58 per cent 
at 120 cps, 30 per cent at 240 cps, and 6.4 per cent at 1000 cps. The 


Cell Current, Microamperes 
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cell is unsuited, therefore, to the conversion of modulated light into 
alternating current. The internal resistance of the Photronic cell 
differs from that of the Photox cell, necessitating differences in the design 
of circuits. ! , 

The chief advantage of photovoltatic cells lies in the fact that they 
require no external voltage supply.2 Relays have been designed to 


3 
° 


Per Cent, Relortive 
Response 
om 
ro) 


fe) C4 
2000 3000 4000 5000 6000 7000 
Angstroms 


Fie. 13-34.—Curve of relative response vs. wave length for the Photronic cell. 


operate directly from photovoltaic cells, but, because the resistance of 
the relay reduces. the current sensitivity, it is difficult to obtain high 
armature torque. The generated voltage is so small that an amplifier 
of high current sensitivity is required if an amplifier is used between 
the cell and the relay. A single-stage amplifier is ordinarily inadequate. 
Even for small values of flux, for which the voltage sensitivity is high, the 
Photronic cell has a sensitivity of only about 25 mv/lumen, and the 
Photox cell about 50 mv/lumen. 


This is very small as compared with = 103, 
the 500-volt/lumen sensitivity ob- & 
tainable even with the vacuum type 102 
of phototube. The voltage sensi- i 
tivity of photovoltaic cells may be 101 
increased by series operation of units, = 
and the current sensitivity by par- {190 : 
. . CH 
allel operation: The photovoltaic © Time, Minutes 


cell finds one of its principal ap- Fic. 13-35.—Curves showing fatigue in 
plications in photometry. In com- Tere pineain set 

bination with a low-resistance microammeter it makes a simple and 
rugged foot-candle meter. 

13-21. Comparison of Phototubes, Photoconductive Ceélls, and 
Photovoltaic Celis—From the point of view of linearity of response, 
absence of time lag, and freedom from fatigue and temperature effects, 
the phototube is far superior to either the photoconductive or the photo- 
voltaic cell. It gives the highest voltage output of the three types but 
has low current output and low current sensitivity. Because of its high 


1 Barriett, C. H., Rev. Sci. Instruments, 3, 543 (1932). 
? Lams, A. H., Instruments, 5, 230 (1932). 
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voltage output, however, it may be efficiently used with an amplifier 
in the operation of current-controlled apparatus. The poor dynamic 
response of photoconductive and photovoltaic cells makes them unsuit- 
able for the conversion of modulated light into sound, but they have 
the advantage of ruggedness and relatively high current output, which 
makes possible the direct operation of relays or meters if relatively large 
changes of illumination are available. The photovoltaic cell has the 
additional advantage of not requiring an external voltage source. Since 
the voltage output of a photovoltaic cell is small and independent of 
load resistance, the current sensitivity of a single-stage amplifier is 
insufficient to increase the current change available to operate a relay. 
Because of the inconvenience and expense involved in the use of a two- 
or three-stage d-c amplifier, it is usually not advantageous to use an 
amplifier in conjunction with a photovoltaic cell. Low-resistance relays 
and comparatively large changes of illumination are consequently 
required. The over-all voltage or current sensitivity of a photoconduc- 
tive-cell circuit may be increased by the use of an amplifier. 


Problems 
18-1. Criticize the circuit of Fig. 13-36. (Six errors.) 


Fig. 13-36.—Circuit diagram for Prob. 13-1. 


13-2. The following data apply to a photoelectrically controlled relay: 


Phototube sensitivity. ............ 0.00 cece eee eee 7 pa/lumen 
Phototube cathode area........... Sabade kei deauteke 1 sq in. 
Amplifier tube... 00.02. eee Type 6J5 
Coupling resistor......... uae iee sete genase erat 8 megohms 


Relay operating currents................-...0500.- vi ma, closing 


7 ma, opening 
Relay resistancé............. adeeb tatu cea See 1000 ohms 


. Draw the diagram of a circuit in which increase of illumination will cause the 
isles to be opened. All phototube and amplifier voltages are to be derived from a 
single 220-volt d-c supply. 

b. Specify values of resistance that will piogide the correct filament current and 
suitable values of plate voltage and adjustable biasing voltage. 

c. Specify the value and polarity of the C-supply voltage that will just open the 
relay at a phototube illumination of 72 ft-candles. The source of light is a tungsten 
filament operated at 2870°K. 

d. How much must the illumination be decreased to cause the relay to close? 
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13-3. The following data apply to a phototube-amplifier-relay circuit: 


Phototube...-............ SunRace atthe chats Shei A ee Type 868 (see Fig. 13-7) 
Phototube cathode area... 1.2.6... eee 0.9 sq in. 
Amplifier tube........0..0 0.000000 eee eee Type 6J5 
Coupling resistance........ Meetaed oo att Malet anes 1 megohm 
Relay resistance............ OS sulalintasetid ay WA aeeie eas 1000 ohms 
Relay closing current...........0.0.00.0.000.0 eee eee 6 ma 
Relay opening current............. 0.0.0.0 eee eee eee 4ma 
Phototube anode supply voltage Gaclnanne biasing 
WOLGA BE) oes. soon eedder alt Halk aE ates, Jar, melee g ere 90 volts 
Amplifier plate supply voltage.....................- 90 volts : 
Light Sources: + seks senda a ace wees aig tyre eg wear Maret Tungsten filament at 2870°K 


a. Show the circuit diagram for a circuit in which increase of illumination causes 
the relay to close. 

b. From the plate characteristics of the type 6J5 tube find the grid voltages at . 
which the relay will open and close. 

c. From the characteristic curves of the type 868 phototube (Fig. 13-7), plot a 
curve of voltage across the coupling resistor as a function of light flux. 

d. From the curve of (c) determine the grid supply voltage necessary to open the 
relay when the incident flux is 0.2 lumen. 

e. Determine the change in illumination, in foot-candles, necessary to close the 

‘relay after the circuit’ is adjusted as in (d). 

13-4. a. Plot curves of per cent second and third harmonic in the voltage output 
of a type 918 phototube operated from an 80-volt supply with a 7-megohm load, as a 
function of incident light flux for 80 per cent and 100 per cent modulation of incident 
light. 

b. Repeat for a load having a d-c resistance of 10 megohms and an a-c resistance 
of 7 megohms at signal frequency. 

13-5. Determine the factor by which the current scale of the current-voltage 
characteristics of a type 868 gas phototube must be multiplied in order that the 
characteristics shall hold for a light source whose energy distribuion is given by the 
following table: 


Wave length,| Relative | Wavelength,| Relative | Wavelength,! Relative 
angstroms { energy angstroms energy angstroms energy 
3000 0 5500 42 8000 15 
3500 1 6000 65 8500 6 
4000 6 6500 93 9000 2 
4500 14 7000 100 9250 0 
5000 25 7500 55 . 
Cd NS 
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CHAPTER 14 
POWER SUPPLIES 


The practically universal use at the present time of alternating current 
in the transmission and distribution of electric power necessitates the 
use of some means for converting to direct current in certain applica- 
tions of electric power. Although this may be accomplished by rotary 
converters or motor-generator sets, it is often simpler, cheaper, and more 
efficient to use electronic rectifiers. Other advantages of electronic 
rectifiers include quiet operation, ease and speed of starting and, in 
mercury pool types, long life, high momentary overload capacity, and 
immunity to damage from short circuits. Outstanding applications of 
electronic rectifiers are made in supplying direct voltages for electric 
_ railways, for electrolytic plants, and for the operation of electron tubes. | 

Since the output of a rectifier is pulsating, and the voltage used in 
most tube circuits must be nearly free of pulsation, rectifiers that supply 
direct voltages to tubes must be followed by smoothing filters. In 
order to prevent interference in adjacent communication lines, it is also 
important to keep the ripple small in the distribution of rectified currents. 
Because of the many factors involved in rectification and filtering, only 
the principal aspects of the subject are presented in this chapter, and 
emphasis is placed upon rectifiers and filters for use with vacuum-tube 
amplifiers and other vacuum-tube circuits. 

14-1. Definitions.—A rectifier is a device having an asymmetrical 
conduction characteristic which is used for the conversion of an alternat- 
ing current into a current having a unidirectional component. Such 
devices include vacuum-tube rectifiers, gaseous rectifiers, oxide (barrier- 
layer) rectifiers, and electrolytic rectifiers. A half-wave rectifier is a 
rectifier that changes alternating current into pulsating current, utilizing 
only one-half of each cycle. A full-wave rectifier is a double-element 
rectifier arranged so that current is allowed to pass to the load circuit 
in the same direction during each half cycle of the alternating supply 
voltage, one element functioning during one half cycle and another during 
the next half cycle. 

The alternating component of unidirectional voltage from a rectifier 
or generator used as a source of d-c power is called ripple voltage. The 
ripple voltage is not generally sinusoidal and may, therefore, be analyzed 
into fundamental and harmonic components. 

564 
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The importance of the ripple voltage relative to the d-c component 
of the rectifier or filter output voltage is often specified by means of the 
per cent ripple, which is defined by the Standards Committee of the Insti- 
tute of Radio Engineers! as the ratio of the r-m-s value of the ripple 
voltage to the algebraic average value of the total voltage, expressed in 
percentage. The effectiveness of a smoothing filter increases, however, 
with the frequency of the voltage input to the filter. Furthermore, in 
all but the half-wave single-phase rectifier, the amplitudes of the ripple 
harmonics decrease rapidly with increase of the order of the harmonics. 
For these reasons, if a filter is designed to produce adequate filtering 
at the fundamental ripple frequency, the ripple harmonics will usually 
be reduced to negligible values, and so only the fundamental component 
of ripple voltage need be considered in designing the filter. The ratio 
of the effective value of the fundamental component of ripple voltage 
to the average (direct) value of the total voltage will be called the ripple 
factor. 

The effectiveness of a smoothing filter in removing a component of 
ripple voltage of any frequency may be indicated by the effect that it 
would have upon a sinusoidal voltage of that frequency. The ratio 
of the amplitude of.a sinusoidal voltage of given frequency impressed 
upon the input of a filter to the amplitude of the resulting sinusoidal 
output voltage will be termed the smoothing factor at that frequency. 

The following symbols will be used: 


Supply frequency... .... 0.6... cece eee ee f 
Fundamental ripple frequency...........0.. 0000 ccc keen tr 
Amplitude of fundamental component of ripple voltage at filter 
INDUCE esse eae ed ee ea Gea wee ante Toa adie poate Me ale ahs Er 
Average value of total output voltage.......................... Bac 
Ripple factor at input to filter, Bri/Hac...c ce es Pt 
Smoothing factor at any frequency...........0.0... 00 cee eee ee a 
Smoothing factor at fundamental ripple frequency............... a 


Primed symbols will be used to indicate values at the output of the 
filter (across the load). : 

14-2. Basic Rectifier Circuits—Two of the simplest and most 
commonly used rectifier circuits, the single-phase half-wave and single- 
phase full-wave circuits are shown in Fig. 14-1. The half-wave circuit 
of Fig. 14-1@ makes use of only one-half of each cycle of the alternating 
voltage. In the full-wave circuit of Fig. 14-1b, on the other hand, current 
flows in the two plates (or two diodes) during alternate half cycles. In 
both circuits diode rectification causes current to flow through the load 
in only one direction. The duration of plate-current flow, the magnitude 
and regulation of the direct output voltage, the ripple factor, and other 


11933 Report of I.R.E. Standards Committee. 
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characteristics of the circuits depend upon the load, which in Fig. 14-1 is 
assumed to include the smoothing filter, if one is used. 

In the circuits of Fig. 14-1 the direct output voltage cannot exceed 
the crest value of the alternating voltage impressed upon one plate 
circuit. In many applications, however, particularly when it is desired 
to reduce cost and weight by eliminating the input transformer, it is 
advantageous to obtain output voltage in excess of the crest alternating 


off ) A-c ; 
A-c # input al + 
input 

—_—___—— = ~ 


(a) (b) 


Fig. 14-1.—(a) Half-wave rectifier. (6) Full-wave rectifier. 


voltage. This may be accomplished by means of voltage multiplier 
circuits. The full-wave voltage doubler, shown in Fig. 14-2a, consists 
essentially of two half-wave rectifiers. The two condensers are charged 
in alternate half cycles through two rectifier tubes. Since the load 
voltage is the sum of- the average condenser voltages, the load voltage 
approaches twice the crest alternating voltage at light loads (high load 
resistance). In the half-wave voltage doubler of Fig. 14-2b, the con- 
’ denser C, is charged to crest alternating voltage through 7, during one 
half cycle. During the following half cycle the voltage of this condenser 
is added to the impressed voltage in the circuit of 72, causing the con- 


(a) (b) - 


Fig, 14-2.—(a) Full-wave voltage doubler. (6) Half-wave voltage doubler. 


denser C, to be charged to approximately twice the crest alternating 
voltage. The circuit of Fig. 14-2a has the advantages over that of Fig. 
14-26 of lower voltage regulation, higher ripple frequency, which is easier 
to filter, and lower condenser voltage. The circuit of Fig. 14-2b, on the 
other hand, has the advantage of a common input and output terminal. 

Figure 14-3a shows a voltage quadrupler in which two half-wave 
voltage doublers are connected in series.1 By leaving out the tube 7,’ 

1Garstanc, W. W., Electronics, February, 1932, p. 50; Honne.i, M:-A., Com- 


munications, January, 1940, p.14. See also ‘‘The Radio Amateur’s Handbook,” 1939 
ed., p. 357. 3 
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and shortcircuiting the condenser C1’, this circuit can readily be con- 
verted into a voltage tripler.1 Another voltage quadrupler based upon 
the half-wave doubler is shown in Fig. 14-3b.2 In this circuit the alternat- 
ing input voltage is impressed upon the upper voltage doubler (indicated 
by primed symbols) through the condenser C>.. This circuit has the 
advantage over that of Fig. 14-3a of having a common input and output 
terminal, but the condenser C,’ is subjected to a maximum voltage 
equal to three times the crest alternating voltage. Voltage multiplica- 
tion of any desired ratio may be attained in this circuit by the use of 
additional voltage-doubler stages. The common input and output 


(a) 


Fie. 14-3.— Voltage quadrupling circuits. 


terminal can be changed from positive to negative by reversing all 
tubes. 

Because of the differences of potential between the various cathodes 
in voltage multiplier circuits, it is necessary to use either separate 
filament transformer windings or heater-type rectifier tubes with adequate 
insulation between the cathodes and heaters. Special rectifier tubes 
having two diodes heated by a single heater coil have been developed 
for voltage-doubler service. One such tube is the 25Z5. 

Polyphase rectifier circuits are shown in Table 14-I, page 571. 

14-3. Choice of Rectifier Tubes and Circuit—The choice of rectifier 
tubes and circuit involves a number of factors, of which ‘the following 
merit special consideration: 

1. Type of Rectifier Tubes —The low voltage drop of mercury vapor 
tubes results in higher efficiency of operation than with high-vacuum 
tubes and, because the drop is practically constant throughout the work- 
ing range of current, the voltage regulation is better than with high- 


+ Waiveticn, D. L., Electronics, May, 1941, p. 28. 


ere J. D., and Watton, E. T. S., Proc. Roy. Soc. (London), 136, 619 
(1932). 
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vacuum tubes. For a tube of given size and given filament power the 
mercury vapor tube will pass higher current than the high-vacuum tube. 
The peak voltage of the mercury vapor rectifier is limited, however, 
because of danger of glow and subsequent breakdown into an are during 
the half of the cycle when the anode is negative. The hot-cathode 
mercury vapor rectifier is much more subject to damage due to overload 
or low cathode temperaturé, and adequate provision must be made to 
ensure that the anode voltage will not be applied before the cathode has 
reached operating temperature. Another disadvantage of mercury 
vapor rectifiers is that anode current does not flow unless the applied 
voltage exceeds the normal tube drop. The resulting abrupt changes 
of current at the beginning and end of the firing period produce objec- 
tionable transient and high-frequency disturbances. Provision must 
be made to prevent these disturbances from affecting other apparatus or 
from being transferred to the a-c line or being radiated. 

Grid-controlled arc rectifiers are advantageously used in large power 
supplies for radio transmitters.1 The use of phase control affords a 
simple method of reducing the direct voltage during starting, in order to 
prevent large charging surges in the filter condensers and damage to the 
transmitter tubes. The grids may be used to provide high-speed auto- 
matic regulation of the direct voltage. Grid control also makes possible 
interruption of the anode current within one cycle of the supply frequency 
when a short circuit or other overload occurs. The circuit may be 
designed so that the energy stored in the filter is returned to the line by 
inverter action, instead of being dissipated in a flashover arc. The 
likelihood of arcback (current flow in the reverse direction) in mercury 
arc rectifiers is reduced by the use of grids. 

Grid control affords a convenient means of keying in radio telegraph 
transmitters. 

2. Transformer Design.—The design of the transformer or. trans- 
formers is dependent upon the type of circuit and tubes. Factors that 
must be taken into consideration are the primary and secondary volt- 
amperes, the secondary voltages, and insulation required between 
windings. 

3. Efficiency—The efficiency of operation depends upon the trans- 
former and tube efficiencies. Tube efficiency, as already stated, is 
greater for mercury arc rectifiers than for high-vacuum rectifiers. The 
efficiency of both the tubes and the transformer increases with the per- 
centage of the cycle during which anode current flows, so that for high 
efficiency it is advisable to design the filter so that current flows in each 
tube during its maximum firing period. In some rectifier circuits, cur- 


1 Duranp, S. R., and KEtueEr, O., Proc. 1.R.E., 25, 570 (1937). See also footnote 
2, p. 519. 
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rent flows in only one direction in each leg of the transformer. The 
resulting d-ec component of flux saturates the core, reducing the efficiency 
by increasing the magnetizing current and hysteresis loss and by intro- 
ducing harmonics into the secondary voltage. 

4, Filament Supply—tIn certain rectifier circuits the cathodes are 
at the same potential and may be operated from the same heating trans- 
former; in others, on the other hand, it is necessary to use either separate 
filament supplies or heater-type tubes with adequate insulation between 
‘cathodes and heaters. 

5. Ripple Frequency and Amplitude—tThe size and cost of a filter 
capable of reducing the ripple factor to a given value at the load decrease 
with increase of ripple frequency and with decrease of ripple amplitude 
at the filter input. The allowable ripple factor at the load depends 
upon the type of service for which the power supply is designed. In 
the microphone circuit of a radio transmitter the ripple factor must be 
less than 0.003 per cent. In audio-frequency amplifiers not followed by 
high-gain radio-frequency amplifiers, ripple factors may range from 
0.005 to 0.05 per cent without causing objectionable hum, and even I per 
cent may sometimes be tolerated. About 1 per cent represents the 
upper limit in voltages used for cathode-ray oscillographs. In control 
devices of the type discussed in. Chaps. 12 and 13, the allowable ripple 
may sometimes be so high that the smoothing filter may be omitted. 

In general, the ripple frequency increases and the ripple amplitude 
decreases with increase of the number of phases. The wave form of the 
rectified voltage for different numbers of phases is shown by the solid 
lines in Fig. 14-6. 

6. Peak Inverse Tube Voltage-—Since the attainable output voltage 
of a rectifier is limited by the peak inverse voltage that the tubes can 
withstand, the magnitude of the peak inverse voltage to which the tubes 
are subjected is an important consideration in the choice of both tubes © 
and rectifier circuits. 

7. Peak and Average Tube Currents.——The life of rectifier tubes is 
dependent upon both the peak and average tube currents. For this 
reason peak and average tube currents are factors that affect the choice 
of tubes and rectifier circuits. 

8. Voltage Regulation—The voltage regulation of a power supply is 
dependent not only upon the type of rectifier tube used but also upon the 
type of circuit and upon the resistance of the various circuit elements. 

14-4. Characteristics of Rectifier Circuits——Table 14-I lists important 
information concerning some of the more common types of rectifier 
circuits, with inductive load.t It-should be noted that all voltage, cur- 
rent, and volt-ampere values in this table are given with respect to the 

1 Arnmstrona, R. W., Proc. I.R.E., 19, 78 (1931). 


570 APPLICATIONS OF ELECTRON TUBES [Cuap. 14 


average values of direct voltage, direct current, and d-c power, respec- 
tively. The values listed are derived under the assumption that tube 
and transformer voltage drops are negligible and that. the transformer is 
perfect. In deriving the current relations it is furthermore assumed that 
each tube conducts during the entire time in which the induced voltage 
in its phase is positive and exceeds the positive voltages of the other 
phases. An examination of this table discloses the advantages of certain 
circuits over others. 

The single-phase half-wave rectifier has as its chief merits its sim- 
plicity and low cost. These advantages are offset, however, by the high 
ripple amplitude and low ripple frequency, which necessitate the use of a 
comparatively: expensive smoothing filter, by low voltage output, and by 
low transformer efficiency. The low transformer efficiency results 
partly from the high effective alternating voltages and currents and 
partly because the rectified direct current flows through the secondary 
and saturates the core. Core saturation increases the magnetizing-cur- 
rent and the hysteresis loss and introduces harmonics into the secondary 
voltage. It is impractical to use sufficient filter inductance to cause 
current to flow during the whole cycle. In fact, in order to raise the 
output voltage and assist in removing ripple, a condenser is usually 
shunted across the output of the rectifier. This reduces still further the 
time during which secondary current flows, and so decreases the trans- 
former efficiency. The single-phase half-wave rectifier is now used com- 
paratively little. 

The single-phase full-wave rectifier is the most commonly used type 
of rectifier at voltages below 1000 volts and for currents of 1 amp or less. 
The ripple frequency is twice that of the a-c supply, and the ripple 
amplitude is sufficiently small so that smoothing is not difficult. The 
circuit is simple and requires only one full-wave rectifier tube. The 
single-phase bridge circuit subjects the tubes to a lower peak inverse 
voltage than the single-phase full-wave circuit and requires smaller 
transformer primary volt-ampere rating. It has the disadvantages 
that three separate filament transformers must be used, that the circuit 
requires three tubes (one full-wave and two half-wave rectifiers) instead 
of one, and that the efficiency is somewhat lower because of increased 
tube loss. 

The ripple amplitude is much lower in polyphase rectifiers, and the 
ripple frequency higher than in single-phase rectifiers. The three-phase 
star connection has the disadvantage that current flows in each leg of 
the secondary in one direction only, causing core saturation. This 
difficulty does not occur in the other: polyphase circuits that are listed 
in Table 14-I. The three-phase star full-wave connection requires low 
transformer volt-ampere rating and subjects the tubes to low peak inverse 


Tass 14-I—CHARACTERISTICS OF RECTIFIER Circuits Usep wits InpucTaNcr Loap 
(See first paragraph of Sec. 14-4 for explanation of items listed.) 


Type of circuit 


Secondary volts per leg + direct eotaae 
Primary volts per leg + direct voltage. . 
Primary current per leg + direct current. 
Secondary current per leg + direct current 
Secondary kva + d-c watts.............. 
Primary kva + d-c watts................ 
Peak inverse tube voltage -+ direct voltage 
R-m-s tube current + direct current..... 
Peak tube current + direct current...... 
Fundamental ripple frequency /; in terms 
of supply frequency f.............0005 
Ripple factor pi.........-0. 2-2 cee eee 
Second-harmonic ripple factor pz......... 
Third-harmonic ripple factor p3.......... 


Single-phase 


half-wave 
Induct-| Resis- 
ance in| tance 
series load, 
with | without 
load choke 
* 2.22 
* 2.22 
* 1.57 
* 1.57 
* 3.49 
* 3.49 
* 3.14 
* 1.57 
* a 
f f 
9.18* 1.11 
1.25* 0.472 
1.09* 0 


be 


faltalba 


Zphase supply 
Sphase supp! 
PP' | 3-phase supply | 3phase supply | Sphdise supply 
Two-phase Three-phase 
Single-phase | Single-phase | full-wave | Three-phase| doublestar | Three-phase D steapaaberrting 
full-wave ridge (four-phase star (six-phase star|star full-wave alance coil 
star) l-wave) 
1.11 1.11 0.785 0.855 0.740 0.428 0.855 
1.11 1.11 0.785 0.855 0.740 0.428 0.855 
1.0 1.0 0.707 0.471 0.577 0.816 0.408 
0.707 1.0 0.500 0.577 0.408 0.816 0.289 
1.57 1.11 1.57 1,48 1.81 1.05 1.48 
1.11 1.11 1.11 1.21 1.28 1.05 1.05 
3.14 1.57 2.22 2.09 2.09 1.05 2,42 
0.707 0.707 0.50 0.577 0.408 0.577 0.289 
1.00 1.00 1.00 1.00 1.00 1.00 0.50 
2f 2f 4f 3f 6f 6f 6f 
0.472 0.472 0.106 0.177 0.040 0.040 0.040 


* Values change with ratio of load resistance to series inductance. 
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voltage but requires four filament transformers. In the double three- 
phase rectifier with balance coil, induced voltages in the balance coil 
cause equal currents to flow simultaneously in two phases, one in each. 
‘ wye. ‘This results in low average and peak tube currents, but the peak 
inverse tube voltage is comparatively high. Many other connections 
are possible, some of whieh give increased efficiency or improved voltage 
regulation.! 

. 14-5. Current Wave Form.—lIn Fig. 14-4 are shown curves of positive 
anode voltage and of load current in a single-phase half-wave cia in 
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Single-phase, Half- wave Sie ea i -wave  Three- phase, Half- wave 


Current 


Fia. 14-4.—Curves of positive secondary voltage and load current for single-phase and 
three-phase rectifiers. 

a single-phase full-wave rectifier, and in a three-phase half-wave rectifier, 
with resistance and inductance loads, under the assumption that tube 
and transformer voltage drops are zero. When the load? is nonreactive, 
current flows in each phase only when that phase has the highest induced 
voltage, and the instantaneous current is proportional to the instanta- 
neous voltage. The current waves are shown by the dotted curves. 

(The effect of the constant voltage drop 
eX [/i\ [iN ca! in an arc rectifier tube is to prevent the 
flow of current when the induced volt- 
a Condenser age is less than the normal tube drop.) 


va Ce ara Se oe voltage 2 

1 / ‘I t / use Tube The presence of inductance in the load 
L | current tends to prevent the current from 
or ag Ae Areinate waveform building up and dying down, eausing 
full-wave single-phase rectifier with the current waves to have the forms 
resistance-capacitance load. shown by ‘the solid curves. If the 
inductance is made sufficiently large, the load current becomes practically 
constant, and so the current in each phase is very nearly a square-topped 
pulse. 

When a resistance load is shunted by a condenser, current flows 
through the rectifier only when the induced voltage exceeds the condenser 
voltage. If the condenser is large and the resistance high, current flows 
just for a short time at the peaks of the induced voltage. The approxi- 
mate forms of typical voltage and current waves with resistance-capaci- 
tance load are shown in Fig. 14-5. 


1 ARMsTRONG, loc. cit. 
2 Load on the rectifier is construed here to include the filter. 
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When the load is such that current flows in each phase during the 
entire time in which its induced voltage exceeds those of the other 
phases (inductive or nonreactive load), the voltage wave across the 
rectifier load consists of the portions of the phase voltage waves lying 
between the intersections of waves of the different phases. The voltage 
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Fie. 14-6.— Wave form of load voltage for resistance or inductance load. 


waves for different numbers of phases are shown by the solid curves of 
Fig. 14-6. The form of the corresponding current wave can be deter- 
mined by analyzing the voltage wave into its Fourier components, 
dividing each component by the impedance of the load (including the 
filter) at the corresponding frequency, and adding the component currents 
obtained in this.manner.! If the presence of capacitance in the rectifier 


Input from 
rectifier 7c #8 toa 


(a) 


Input from Load 
rectifier — 


(b) 


/nput ier + + + : 
fuser he .ghoad 


(c) 
Fia. 14-7.—Three types of smoothing filters: (a) condenser; (b) choke-condenser (L-section) ; 
(c) choke-condenser with condenser input (pi-section). 


load causes each tube to pass current during only a portion of the possible 
firing period, then the load voltage during the nonconducting portion 
of the cycle depends upon the parameters of the load. Under these 
conditions the determination of the current wave form becomes difficult 
and necessitates the use of successive approximations! or other involved 


18rout, M. B., Elec. Eng., 64, 977 (1985). 
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’ analyses, the results of some of which will be presented in usable form 
in Sec. 14-7. 

Because the characteristics of rectifier circuits depend upon the type 
of smoothing filter by which they are followed, it is best to discuss the 
characteristics and design of smoothing filters before discussing further 
the choice of rectifier circuits for power supplies. 

14-6. Smoothing Filters—Three types of filters are commonly used 
in power supplies. ‘These are (1) a condenser shunted across the rectifier 
output, as in Fig. 14-7a; (2) one or more sections, each of which consists 
of a series inductance followed by a shunt capacitance, as in Fig. 14-76; 
and (3) a combination of 1 and 2, as in Fig. 14-7c. The use of a single 
condenser across the rectifier output is of principal value when the load 
current is small, as in voltage supplies for cathode-ray oscillographs. The 
multisection inductance-condenser filter is in general the most satis- 
factory, since it results in good voltage regulation, low peak anode 
current, and high tube and transformer efficiency. The multisection 
inductance-condenser filter with condenser input is used mainly in small 
single-phase power supplies. It has a higher smoothing factor than a 
multisection filter without input condenser that has the same total 
_ inductance and capacitance, and it results in higher direct voltage. The 
direct voltage at light load approximates the crest alternating secondary 
voltage En, as compared with 0.318#,, in a half-wave single-phase rectifier 
without the input condenser and 0.636Z,, in a full-wave single-phase 
rectifier without the input condenser (see Table 11-I). The voltage 
regulation is greater, however, than when the condenser is omitted. 
Other disadvantages resulting from the use of a condenser in the input 
to the filter are increased peak anode current, particularly in mercury 
vapor tubes, and higher peak inverse voltage. The peak inverse voltage 
is the crest secondary voltage plus the condenser voltage at the instant 
of crest secondary voltage. Since the condenser voltage approximates 
the crest secondary voltage under light load, the peak inverse voltage 
may approach twice the crest secondary voltae: 

The chokes of the circuits of Figs. 14-7b and c may bs replaced by 
resistances.. The d-c resistance of resistance-capacitance filters is much 
higher than that of inductance-capacitance filters using the same size 
condensers and having the same smoothing factor. Hence the voltage 
regulation, the loss in direct voltage, and the heat dissipation are greater. 
Furthermore, resistance-capacitance filters result in higher peak anode 
current and lower transformer efficiency than do inductance-capacitance 
filters. The development of small, low-cost electrolytic condensers of 
high capacitance has, however, made feasible the use of resistance-con- 
denser filters when the requirements of low cost, lightness, and small size 
outweigh the desirability of high quality. 
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14-7. Design of Condenser Filters.—The currents and the condenser 
voltage in a rectifier with capacitive load consist of periodic transients of 
such form that the currents and voltage at the end of each transient are 
the same as at the beginning of the transient. Circuits of this type have 
been treated analytically by Lewis, Roberts, and Waidelich! and graph- 
ically by Schade.? Both methods of analysis are of necessity so long 
and involved as to make undesirable their inclusion in this text. The 
generalized curves obtained by means of these analyses are, however, of 
great value in the design of rectifiers with filters of the form of Fig. 14-7a 
and c. For circuits using high-vacuum tubes, the analyses are based 
upon the assumption, justified experimentally, that a high-vacuum 
rectifier tube may be replaced in an equivalent circuit by a fixed resistance 
in series with a synchronous switch. The value of the equivalent 
resistance depends upon whether the peak, average, or effective values 
of circuit voltages and currents are to be found. The peak resistance 
#, of a rectifier diode is defined as the ratio of the peak value of the 
diode plate voltage to the corresponding peak value of the diode 
plate current. The average resistance 7, of a diode is defined as the 
ratio of the average plate voltage during the conduction period to the 
average plate current during the conduction period. The effective 
resistance |r,| of a diode is defined as the ratio of the diode plate dissipa- 
tion to the square of the effective plate current. For high-vacuum diodes 
the ratios of these three values of resistance are essentially independent 
of current amplitude and circuit constants, and are given to an accuracy 
of 5 per cent by the following relations: 


\rp| = 1.075*, Fp = 1.144, (14-1) 


Schade’s curves for ripple factor and r-m-s plate current involve the 
effective equivalent resistance |r,|. The error resulting from the use of 
f#, in place of |r,|, however, does not exceed the probable error in reading 
the curves. For the sake of simplification of design procedure, therefore, 
the crest resistance #, will be used in place of |r,| in the remainder of this 
section. Figure 14-8 shows curves from which the crest resistance of 
high-vacuum rectifier tubes may be found. 

For circuits using are. rectifier tubes, the analyses are based upon an 
equivalent circuit in which the diode is replaced by a small fixed resistance 
and a counter-e.m.f. equal to the firing voltage of the tube, in series with 
a synchronous switch. The three values of equivalent resistance of arc 


‘Lewis, W. B., Wireless Eng., 9, 487 (1932); Ropurts, N. H., Wireless Eng., 31, 
351 and 423 (1936); Warpeticy, D.L., Trans. Am. Inst. Elec. Eng. ., 61, N61 and 1389 
(1941); Proc. [.R.E., 29,554 (1941) and 30, 535 (1942). 

2 Scuans, O. H., "Prot. ILR.E., 81, 341 (1948). 
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rectifier tubes are identical and are equal to approximately 4 ohms in 
small rectifier tubes. The counter-em.f., which has a.value of approxi- 
mately 10 volts in small rectifier tubes, may be taken into account in - 
rectifier design by subtracting this voltage from the direct. output voltage 
computed under the assumption that the counter-e.m.f. is zero. The 
resulting error is small when the crest alternating voltage exceeds 50 volts. 

Figure 14-9 shows curves of the ratio of direct output‘voltage Ea 
to the crest alternating voltage H,, for the half-wave single-phase rectifier 


1000 z 
700 [ Ng & [Tube Curve 
=f rH 4 {-V D : 
500 4 is =| = Sau fur 2B7 K 
400 re OPTI PTT 2X2 L 
300 + 5T4 C 
5U4-G F 
POT TI | i} 5v4-6 A 
150 5W4 H 
f TW Ky | 5X4-6 F 
E 100 5Y3-G I 
Se f H+ 54-6 
= | 6 
B [573 F 
= 50 4. 574 B 
+= 40 6HE G 
© 30 — 6W5-G c 
E 6X5 D 
oO 20 = St 674/54. D 
0 6ZY5-6 E 
one 1223 A 
& 10 25Y5 E 
v 2525 A 
ee 2526 A 
6 5h 80 I. 
4 81 J 
3 83-v A 
hi 84 D 
2 217C J 
836 C 
878 M 
an 2 345 7 10 15 20 30 4050 70 100 200 300 1000 


Diode Plate Voltage 


Fia. 14-8.—Average static plate characteristics of high-vacuum power rectifier tubes. 


with. condenser filter.!. Figures 14-10 and 14-11 show similar curves for 

the full-wave single-phase rectifier and the full-wave voltage doubler.? 

Curves of the ratios of effective and peak plate currents to the direct 

load current are given in Fig. 14-12 and curves of ripple factor in Fig. 

14-13. In Figs. 14-9 to 14-13, F is the load resistance, w is 24 times the 

supply frequency, R, = fp + R., and R, = 7 + R,, where R, is the sum 
1 ScHank, loc. cit. 


2 Curves for the half-wave voltage doubler have been given by D. L. Waidelich, 
Proc. ILR.E., 30, 535 (1942). ; 
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of all circuit resistances in series with each plate, including line resistance, 
_ transformer winding resistances, and series resistance added to limit the 
peak diode plate current. 

Since the desired output voltage can ordinarily be obtained by the 
use of an input transformer, it is usually logical to base the rectifier 
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design upon allowable ripple factor, rather than upon a specified value 
of the voltage ratio Ei-/En. If no input transformer is used, as is often 
true in voltage doublers, some increase of C above the value necessary 
to give the required filtering may have to be made in order to obtain the 
desired output voltage. In order to ensure good voltage regulation, 
wRC at full load must lie to the right of the knee of the appropriate 
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i 
voltage-ratio curve of Fig. 14-9, 14-10, or 14-11. The following design 
procedure is convenient :! 


1. From the given load current, the average diode current per plate is esti- 
mated. In the half-wave rectifier and the full-wave voltage doubler, the average 
diode current per plate is equal to the direct load current. In the full-wave 
rectifier it is equal to half the load current. 


AN 
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Fic, 14-10.—Ratio of direct output voltage to crest alternating voltage, as a function of 
wRC, for the full-wave single-phase rectifier with condenser filter. 


2. The peak diode current is assumed to be four times the average diode 
current, 

3. (2) When a high-vacuum diode is used, the peak diode voltage correspond- 
ing to the assumed peak diode current is determined from the curve of Fig. 14-8 
corresponding to the type of tube used. The ratio of the peak diode voltage to 
' the peak diode current gives the peak diode resistance, fp. 7, is found by the 
use of Tig. (14-1). The estimated series resistance of the transformer windings 


1 This is essentially the procedure suggested by Schade. 
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(usually about 125 ohms for each half of the secondary) plus any additional series 
resistance is added to f, and F, to obtain R, and R,. Theratios &,/R and R./R 
are then found. . 

(b) When an arc rectifier tube is used, 2, and R, are assumed to be equal to 
R, + 4 ohms in finding the ratios R./R and R./R. 


_ ++} \ 4} SN 
FH . + —+—| Ps a | WEA 
y \_| 

TA 


AASB 


= = 
: 

Ri 

|_| 


= 


Wy 
MG 


— 
~S 
IN SS 
tS TS ss 


XQ 
a 
ptt tt tty A A A 
= 


“b> 2 3 § 7 10 20 30 5070100 200 300 1000 
wRC (Rin ohms, Cin farads) 
Fre. 14-11.—Ratio of direct output voltage to crest alternating voltage, as a function of 
RC, for the full-wave voltage doubler. 


4. From the curve of Fig. 14-13 corresponding to the value of R,/R found 
above, a value of wRC may be found that will reduce the ripple factor to a value 
equal to or less than the allowable value. 

5. When a high-vacuum rectifier tube is used, a more accurate tentative value 
of peak plate current is now found from Fig. 14-12, and steps 3 and 4 are repeated. 
Figure 13-12 will then ordinarily give a value of peak plate current that does not 
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differ greatly from the second tentative value. If desired, a third approximation 
may be made, but this is ordinarily unnecessary. 

6. The ratio H4./E, may now be found from the appropriate curve of Figs. 
14-9, 14-10, or 14-11. If necessary, the value of wRC may be raised in order to 
bring it within the range corresponding to the flat portion of the voltage-ratio 
curve. When no input transformer is used, Z,, is fixed by the supply voltage, 
and Ez, may be found from the voltage ratio. When an arc rectifier tube is used, 
this value of Fz. should be reduced by 10 volts. If #4. is specified, it is usually 
eee ee | parameter 
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Fie. 14-13.—Curves for the determination of ripple factor of rectifiers with condenser filter: 


necessary to use an input transformer of the correct turn ratio to give the desired 
output voltage. , 

7. After the input transformer has been chosen, the winding resistance may 
be determined. If the value of R, differs considerably from the assumed value, 
steps 4 to 6 should be repeated. 

8. The peak and average plate currents, found from Fig. 14-22, and the peak 
inverse voltage should be compared with the maximum rated values for the tube 
in order to make sure that they are not excessive. The peak inverse voltage 
approaches twice the crest alternating voltage E,, at light load, and should be 
assumed to have this value. 


14-8. Illustrative Problem.—The following problem illustrates the 
use of the foregoing procedure. Th@ numbering of the various steps of 
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the analysis corresponds to that used in Sec. 14-7. Assume that the 
desired rectifier is to have an output voltage of 500 volts at full-load 
current of 50 ma, with a ripple factor of not to exceed 0.01, and that it 
is to be operated on a 120-volt, 60-cycle line. Use a full-wave circuit 
with a 5V4-G tube. 

1. Assume that R, consists entirely of transformer winding resistance, 
and is equal to 125 ohms. & = 500/0.05 = 10,000 ohms. Average 
plate current per plate = 0.05/2 = 0.025 amp. 

2. Assumed peak plate current = 4 X 0.025 = 0.1 amp. 

3. From Fig. 14-8 the peak plate voltage is found to be 16 volts. 
f, = 16/0.1 = 160 ohms. R&R, = 125 + 160 = 285 ohms. &,/R = 285/ 
10,000 = 0.0285. 

4. For a ripple factor of 0.01 and this resistance ratio, Fig. 14-13 
gives a value of approximately 66 for wRC. 

5. Figure 14-12 shows that the ratio of peak plate current to average 
plate current is approximately 9 (note that n is 2). A second tentative 
value of peak plate current is therefore 9 X 0.025 = 0.225 amp. Figure 
14-8 shows the corresponding peak plate voltage to be 28 volts. This 
makes *, equal to 124 ohms, and &, equal to 249 ohms. The new 
resistance ratio R,/R is 0.0249, which does not differ sufficiently from 
the value first assumed to make an appreciable difference in the values of 
wRC and the current ratio read from the curves. 


R,/R = (125 + 124 X 1.14)/10,000 = 0.0266. 


6. Figure 14-10 shows that, when R,/R is 0.0266 and wRC is 66, the 
voltage ratio Lac/EHm has the value 0.895 and that this value of wRC corre- 
sponds to a point on the flat portion of the curve, ensuring good voltage 
regulation. The r-m-s voltage of each half of the transformer secondary 
should be 0.707 < 500/0.895 = 395 volts. The filter condenser should 
have the value 66/(1207 X 10,000) = 17.5 uf. 

7. The peak and average plate currents and the peak inverse voltage 
lie within the allowable values for the tube. 

14-9. Choke-condenser (L-section) Filters——Examination of Fig. 
14-13 shows that, unless the load current is small, the capacitance required 
to give adequate filtering with the simple condenser filter at values of 
ripple factor less than 0.01 is likely to be so large as to be impractical. 
Filters of the forms of those of Fig. 14-76 or c must then be used. 

From Fig. 14-14 it can be seen that the smoothing factor for a single- 
section choke-condenser filter is equal to the total input impedance of 
the filter divided by the impedance of the parallel combination of the 
condenser and the load resistance. With values of C that are sufficiently 

1 Unless R, is very small, little error results from the use of R, in place of R, in 
finding Bac/En. & 


Sec. 14-9] POWER SUPPLIES ; 583 


large to give adequate filtering, the vector sum of the condenser and 
load admittance is approximately equal to the condenser admittance 
alone. ‘The resistance of the choke, which is small in comparison with 
the inductive reactance, may be neglected. The smoothing factor is 


approximately 


th Te = wh -1 (14-2) 


The required value of the product LC to give a smoothing factor of value 
a is 
ia (14-3) 


@ 


The derivation of an exact expression for the smoothing factor of a 
multisection filter, such as that of Fig. 14-15, is complicated, but the 


L 


: i ci 
Sises voltage G { L 
Rectifier J 3 
tut od clon | Cor Output 
See C3 voltage 


Fig, 14-14.—Single-section choke-condenser Fic. 14-15.—Three-section choke-condenser 
(L-section) filter. filter. 


fact that adequate filtering calls for relatively large values of L and C 
makes possible a simplified approximate derivation.!. With typical 
values of L and C the ratio of x: to x. is about 20. Thus, although the 
condensers in all but the last section are shunted by a combination of 
other inductances and capacitances, the impedances of these shunting 
combinations will be from ten to twenty times the condenser reactances_ . 
and may, with little error, be assumed to be infinite. As in the single- 
stage filter, the effect of the load on the action of the last section may also 
be neglected without great error. Under these assumptions, the smooth- 
ing factor for each section of a filter of the type shown in Fig. 14-15 is 
given by Eq. (14-2), and the smoothing factor for a filter of n similar 


sections is 


a= (@ a 1) = (w*LC — 1)" (14-4) 


c€ 


The approximations made in the derivation cause the value of a given 
by Eq. (14-4) to be somewhat low. The error resulting from the use of 
this approximate expression therefore makes the design conservative. 
If the different sections of the filter are dissimilar, the smoothing factor is 

a> (w?LiC, — 1) (w®LnC 2 — 1)(w°LhsC3 = 1) aS, (14-40) 

1 Lez, Reupen, Elec. J., 29, 186 (1932). 


584 APPLICATIONS OF ELECTRON TUBES [Cuapr. 14 


It may be shown, however, that for a given total capacitance and induct- 
ance the highest smoothing factor is obtained when all sections are 
alike.1 Hence Eq. (14-4) may generally be used. Equation (14-4) may 
be converted into the form 


LC = var) +1 _ 90953 Vat! Ver at (14-5) 


ee 


where w, is the angular ripple frequency and a; is the smoothing factor 
at fundamental ripple frequency. 
The required value of a; may be found from the relation 


Pl 

a= (14-6) 
in which p,; has the value given in Table 14-I and 9’ is the allowable 
ripple factor at the load. By means of Eq. (14-5) it is then possible to 
determine the product LC for a filter of any number of sections. It 
should be noted that the value of L given by Eq. (14-5) is the actual 
inductance under load and not the nominal value listed by the manufac- 
turer of the choke. 

14-10. Relative Values of Inductance and Capacitance.—The choice 
of the zelgtive values of ZL and C, the inductance and capacitance of each 
stage, is affected by a number of considerations. 
In the first place, the inductance in the first stage. 
must be adequate to ensure that the rectifier 
passes current throughout one cycle of ripple 
frequency. The limiting value of Z for which 
the plate current just falls to zero can be deter- 

Fig. 14-16.-—Filter input mined as follows. Figure 14-16 shows that the 
eI en eiuinar current just touches zero if the amplitude of the 
current when theinputcur- alternating component of the filter input current 
feat iueh tall to Bere. (rectifier ripple-current amplitude) is equal to 
the average (direct) current. The average current is 
Eac 
Re 


in which R; is the resistance of the load plus that of the chokes. If 
ripple harmonics are assumed to be negligible, the ripple amplitude fm 
is equal to the amplitude of the fundamental component of ripple current, 
I, If the additional assumption is made that the condenser reactance 
is negligible in comparison with the reactance of the first choke, the 
ripple-current amplitude is 


Filfer 
input 
current 


Tac = (14-7) 


_ = En 
Lim mas In = no i (14-8) 


1 LEE, loc. cit. 
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Combining Eqs. (14-7) and (14-8) gives for the theoretical limiting value 
of first choke inductance, below which current flows in each anode during 
less than the entire ripple period _ 
E,.Ri = 7 pls 
aE, = 0-159 % 
For the single-phase full-wave rectifier operating on a 60-cycle source, 
Eq. (14-9) reduces to 

Lo = 


Ly = (14-9) 


0.667 R: RB: 
120 1132 


The interruption of current when the inductance of the first filter 
; section is insufficient to maintain constant current through the rectifier 
occurs because the filter con- 


0.159 (14-10) 


os 
densers keep the voltage across 2| 2. 

the input to the filter higher than 8 ° Ry= 40002 
the instantaneous secondary volt- 313 [| C,=6uF 
age during the portion of the cycle £ 2 

in which the current is zero. Bs 


Therefore the filter input voltage 
is higher during this portion of the 
cycle than it would be if current 
were flowing, and so the average 


. 3) 

output voltage is higher. The ¥ 2.400} 8 
output voltage rises with increase £5309 $ 
in the portion of the cycle during 95 9 
x= 200 Qa 


which current does not flow in the 
rectifier. Hence, if good voltage 
regulation is essential, the first- 
stage filter inductance must exceed 
the critical value given by Eq. 


L,~Henrys 
Fie. 14-17.—Experimentally determined 


performance curves for a single-phase full- 
wave rectifier with choke-condenser filter. 


(14-10) over the whole range of load current. Curve a of Fig. 14-17 
shows the load voltage of a single-phase full-wave rectifier as a function 
of inductance of the first filter section. It is taken from a paper by 
Dellenbaugh and Quinby,! who found that for the inductance below which 
the voltage rises greatly or ‘‘soars,” the relation between the first-stage 
filter inductance and the load resistance is given by the equation 
~ 1000 
The agreement between the theoretical Eq. (14-10) and the experi- 
mental Eq. (14-11) is as close as could be expected under the assumptions 
1 DetLenBavGH, F. §., Jr., and Quinpy, R. 8., QST, February, 1932, p. 14; 


March, 1932, p. 27; April, 1932, p. 33. For a discussion of critical inductance in 
filters for grid-controlled rectifiers, see W. P. OverBrck, Proc. 1.R.E., 27, 655 (1939). ° 


Lo (14-11) 
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made in the derivation of Eq. (14-10), the greatest error probably result- 
ing from failure to take ripple harmonics into account. For conservative 
design the value indicated by Eq. (14-11) should be used for a full-wave 
single-phase rectifier. Under the assumption that the relative error 
is not dependent upon the number of phases, the value of first choke 
inductance indicated by Eq. (14-9) should be increased by about 15 
per cent. 
The value of Lo given by Eq. (14-11) was termed by Dellenbaugh and 
Quinby the critical value of first choke inductance. Their investigation 
showed that as Li is increased beyond Ly the ratio of the alternating 
to the direct current continues to decrease fairly rapidly until Ly = 2D. 
To ensure that the peak rectifier current is not excessive at full load, 


x 20 
£15 - 0.012" (medium) 
O10 gop 
2 3 Threshold 
£6 inductance 
5 
Large-"4@ . 
airgep 3 |__|_|_ IS Ne “Very smell 


250 100, 150 200 300 Na 
Milliamperes 


Fie. 14-18.—Variation of choke inductance with direct current. 


therefore, the inductance of the first choke at full load should not be 
less than 2Lo. 

Because of the saturating effect of the direct current, the inductance 
of the filter chokes varies with load.t It is important that they should 
be designed so that the first inductance is sufficiently large at all loads. 
At minimum load the rectifier peak current is relatively small, and so 
it is satisfactory to make ZL; somewhat larger than Lo = Rmax/1000, where 
Rox is the total load resistance at minimum load, including the resistance 
of the chokes. At full load, Z, should exceed 2L5 = Ruin/500, where 
Ruin is the total resistance at full load. It may be assumed that between 
minimum and full load the inductance should vary linearly with load 
resistance. The inductance of the choke can be made to vary in the 
desired manner by proper adjustment of the air gap. The required 


1 For a discussion of variation of choke inductance and the method of measuring 
the inductance, see E. H. Murer and D. L. Warpeticx, Communications, November, 
1941, p. 5. 

7 ‘DaLuenpavan and Quinsy, loc. cit. See also E. Guazer, QST, 15, 13 (October, 
1931). 
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value of inductance at any load may be termed the threshold inductance. 
Figure 14-18, taken from Dellenbaugh and Quinby’s paper, shows how 
the inductance may be made to exceed the required threshold inductance 
by gap adjustment.' When the inductance falls below the critical value 
over a certain range of load, as from A to B in Fig. 14-18, violent oscil- 
lation takes place.? This can be prevented by increasing the air gap. 

Other factors also affect the choice of L and C. It is important to 
choose L and C so that no section of the filter will resonate at the funda- 
mental ripple frequency or within the frequency range covered by an 
amplifier with which it is used. Although the filter is a complicated 
circuit which may resonate at a number of frequencies, usually it is 
sufficient to make sure only that the highest resonant frequency of the 
individual sections is less than the fundamental ripple frequency and 
less than the lowest frequency limit for which the amplifier is designed. 

To reduce the likelihood of amplifier regeneration caused by imped- 
ance of the power supply (see Sec. 6-38), it is important that the imped- 
ance presented to the amplifier by 
the supply should be small at the 
low-frequency limit of amplifica- 
tion. Since the reactance of the 
final condenser is small in compari- 
son with the impedance in parallel Fig. 14-19.—Oscillogram of transient 
with it, the internal power-supply oscillation of load current caused by filter 
impedance may be assumed to be inductance and capacitance. 
the condenser reactance. The specification of a maximum allowable 
internal impedance at a particular frequency therefore determines a 
minimum value of last condenser capacitance. 

Another factor that must occasionally be taken into consideration is 
transient: oscillation of the filter when the load current is suddenly 
changed. Figure 14-19 shows a transient oscillation of load current 
resulting from the sudden decrease of load resistance across a power 
supply.* It is evident that such an oscillation may cause serious difficul- 
ties when the power supply is used with an amplifier, particularly in the 
amplification of abrupt changes of current or voltage. 

The best values of Z and C also depend upon space requirements and 
upon the relative cost of chokes and condensers. The physical size of 
chokes and condensers varies with their ability to store energy. For 


this reason it is sometimes desirable to make the total energy storage a - 


1 Under the assumed linear variation of threshold inductance with load resistance, 
the threshold inductance line in Fig. 14-18 should be slightly curved. The curvature 
is so small, however, that the line is assumed to be straight. , 

* DELLENBAUGH and QUINBY, loc. cit. 

3 Rercn, H. J., and Marvin, G. 8., Rev. Sci. Instruments, 2, 814 (1931). 
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minimum. The totat energy stored in one filter section is 
Stored energy = $L/? + 34CE? (14-12) 


By substituting in Eq. (14-12) the values of Za, and L given by Eqs. 
(14-7) and (14-5) and differentiating with regard to C, the following 
expressions may be obtained for the optimum size of condenser and 
choke for a filter of n similar stages. 


CS aR, . (14-13) 
La ae (14-14) 
Tr 


It is better, in general, to use a condenser that is larger than the 
optimum size rather than one that is smaller. In practice it is likely 
that the balance between choke and condenser size will be determined 
to a great extent by the size and cost of available standard chokes and 
‘condensers. At moderate voltages the use of electrolytic condensers of 


= 5 


Fie. 14-20.—Circuit diagram of a full-wave single-phase power supply. 


Sleeder 
== / 


high capacitance makes possible the design of a filter of small size and 
low cost. It is important to note that account must always be taken 
of the difference between nominal and actual choke inductance. 

Figure 14-20 shows the complete circuit of a single-phase, full-wave 
power supply with a two-section choke-condenser filter. One function 
of the ‘‘bleeder” resistance is to prevent excessive transient voltages in 
the filter condensers when the power supply is turned on under light load. 
It may also serve as a voltage divider. The chokes should always be in 
the ungrounded side of the filter. If the chokes are in the grounded side 
of the filter and the transformer case is grounded, capacitance between 
the core and the secondary winding shunts the chokes and by-passes 
some of the ripple around the chokes, thus reducing the filtering.! Since 
the negative terminal is usually grounded, the chokes are ereanly in 
the positive side of the filter. 

It is good practice to place and orient the chokes and power trans- 
former in such a manner as to minimize coupling between them resulting 


1 Terman, F. E., and Picxets, 8. B., Proc, I.R.E., 22, 1040 (1934). 
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from leakage flux. The arrangement that gives minimum ripple can 
often be determined by trial. 

14-11. Illustrative Problem.—The method of designing a rectifier 
with a choke-input filter can be best explained by means of an illustrative 
example. Suppose that the required power supply is to be single-phase 
and full-wave and must be able to furnish a d-c output of 200 ma at 
350 volts with a ripple factor that does not exceed 0.07 per cent. 

Examination of the operating characteristics of the 5U4-G high-vacuum 
rectifier (see page 683) shows that this tube can carry the required current 
and voltage. Assume that the output will be shunted by a 20,000-ohm 
voltage divider (bleeder), which will draw 174 ma at 350 volts. Table 
14-I gives 120 cps and 0.472 for the values of f, and p;. Since the allow- 
able value of p:’ is 0.0007, a1 = 0.472/0.0007 = 675. Substitution 
of these values of f, and a; in Eq. (14-5) gives the following values of LC: 


Single-section filter............... Teh 2 1190 X 10-$ henry X farad 
Two-section filter.......4.............. 47.5 X 1076 henry X farad 
Three-section filter..................... 17.2 X 10-6 henry X farad 


At full load LZ, should not be smaller than Ruin/500. Choke resist- 
ance neglected, Rmin is equal to the full-load voltage divided by the total 
full-load current, or 350/(0.200 + 0.0175) = 1610 ohms. Therefore Li 
should not be less than 3.22 henrys. At minimum load ZL; should exceed 
Ryex/1000 = 20,000/1000 = 20 henrys. A first choke having an 
inductance of 25 henrys at a current of 173 ma should satisfy this require- 
ment. If the inductance falls to half this value at full load, the required 
capacitance for each filter section is 


Single-section filter....0. 00.0... cece ee 95.2 pf 
Two-section filter... 0.0.00. eee 3.8 uf 
Three-section filter.....................- ee ante ae 1.37 uf 


A two-section filter using two 4-yf condensers, or a three-section 
filter using three 1.5- or 2-uf condensers, will give the required filtering. 
For the two-section filter the resonant frequency of one. section is. 
1/2r+/12.5 X 4 X 10-6 = 22.5 eps at full load. The resonant fre- 
quency of one section of the three-section filter is 31.8 cps. Both of 
these values are far below the fundamental ripple frequency. The 
optimum full-load inductance indicated by Eq. (14-14) is 11 henrys for 
the two-section filter, which is not far from the value chosen. Because 
of its lower resistance, the two-section filter gives better voltage regulation 
than the three-section filter. 

Although an approximate value of the required transformer voltage, 
under the assumption that the tube drop is negligible, could be found 
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from Table 14-I, the required voltage can be found more accurately 
from the operating characteristics of the 5U4-G rectifier. If each choke 
has 75 ohms resistance, the transformer secondary voltage should be 
515 volts each side of center to give the 350-volt output at a total current 
of 217.5 ma. 

The direct voltage will rise to approximately 450 volts when the 
external load is removed. Much improved regulation could be obtained 
by the use of the type 83 mercury vapor tube. Although improved 
regulation would also be obtained with the type 83v high-vacuum rectifier, 
this tube cannot deliver the terminal voltage required in this problem, 
since the maximum rated r-m-s plate voltage is only 400 volts. 

The values of L and C actually chosen in both the two- and three- 
section filter are enough larger than the values that will just give the 
maximum allowable ripple to make it unnecessary to recheck the com- 
putations, taking into account the resistance of the chokes. 

It is interesting to compute the ripple factor that would be obtained 
if the above two-section filter were used with a three-phase rectifier (see 
Table 14-I). For a three-phase rectifier f, = 180 cps. Substituting 
f, = 180 cps, C = 4 X 10-6 wf and Z = 12.5 henrys in Eq. (14-12) gives 
3960 for a; Since p: = 0.177 for the three-phase rectifier, p1’ = 0.0045 
per cent. This clearly shows the improvement in filtering resulting 
from an increase in the number of phases. 

The student will find it instructive to compute the seconde: and third- 
harmonic ripple factors at the load by substituting in the following equa- 
tions values of p; and ps listed in Table 14-I. 


ax = [(kws)2LC — 1)” (14-45) 
pi = © (14-6a) 
ak 


14-12. Choke-condenser Filter with Condenser Input.—Power sup- 
plies with filters of the form of Fig. 14-7c can be readily designed by a 
combination of the methods discussed in Secs. 14-7 and 14-10. Since 
the output ripple factor can be readily reduced to the desired value by 
the Z-section portion of the filter, the input condenser may be chosen 
on the basis of voltage regulation and allowable peak plate current. If 
possible, w,C'; should be large enough to bring it within the range of the 
flat portion of the voltage-ratio curve of Fig. 14-9, 14-10, or 14-11. It 
should not be so large, however, that the peak plate current exceeds the 
allowable value. 

14-13. Voltage Stabilizers——In many applications of electron tubes, 
notably in oscillators and measuring instruments, it is necessary to 
provide direct voltage that remains essentially constant in spite of fluc- 
tuations of line voltage. Direct voltages of almost. any desired degree 
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of stability can be obtained by the use of electronic voltage stabilizers.' 
Since a stabilizer that reduces random changes of direct voltage will, in 
general, also reduce periodic changes of voltage, voltage stabilizers used 
in the output of a power supply produce the additional beneficial effect 
of reducing ripple voltage. Types of stabilizers that reduce the variation 
of voltage with load current also reduce the internal terminal imped- 
ance of the power supply. 

The simplest type of voltage stabilizer is the glow-tube stabilizer 
discussed in Sec. 12-4. Glow-tube stabilizers are usually incorporated 
in stabilizer circuits using high-vacuum tubes, in order to maintain 
constant operating voltages. Three types of high-vacuum-tube stabi- 
lizers are shown in Fig. 14-21. In the degenerative circuit of Fig. 14-21a, 


(a) (b) (c) 
Fig. 14-21. Basic voltage stabilizer circuits: (a) degenerative type; (b) amplification-factor 
bridge type; (c) transconductance-bridge type using glow-tube bias. 


increase of output voltage H, as the result of either increase of load resist- 
ance or increase of input voltage EH; increases the negative voltage of the 
grid and thus tends to reduce the plate current. The reduction of plate 
current in turn partly eliminates the change in voltage across R, which 
may be the load. . The function of R, is to prevent the flow of high grid 
current in the event of removal of H; Analysis of the equivalent plate 
circuit shows that best stabilization is obtained with tubes having high 
amplification factor. Loss of output voltage as the result of tube drop 
is minimized by the use of a high-current power tube. Since tubes having 
high amplification factor in general have low plate current, this circuit 
is useful only in applications where the load current is small. 

In circuit 6, the ratio of Re to Ri is made equal to the amplification 
factor. When the input voltage changes, the change of plate voltage 
is then » times the change of grid voltage, and so the plate current and 
the voltage across R3, which may be the load, remain unchanged. Good 
stabilization is obtained over a range of input voltage throughout which 
the amplification factor remains approximately constant. The output 


1GrammerR, G., QST, August, 1937, p. 14; Bousqurt, A. G., Electronics, July, 
1938, p. 26; Wattz, W. W., Electronics, December, 1938, p. 34; RCA Application 
Note 96; Hunt, F. V., and Hickman, R. W., Rev. Sci. Instruments, 10, 6 (1939) (with 
13 references); Neuer, H. V., and Pickerine, W. H., Rev. Sci. Instruments, 10, 53 
(1939) (with bibliography); Coomas, J. N., and Nims, P. T., Electronics, January, 
1940, p. 40. 
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voltage may be made to increase with decrease of input voltage by 
making fio/Fi less than pu. &, serves the same function as in cireuit a. 
The output voltage in this circuit is less than the input voltage by the 
sum of the voltage across R, and the drop through the tube. Since 
Ri = R2/p for balance, the voltage loss in R, may be minimized by the 
use of a high-mu tube. Because the plate current of high-mu tubes is 
small, however, this circuit, like that of Fig. 14-2la, is best suited to 
applications in which the load current is small. , 

In circuit ¢ the glow tube, which may be replaced by a battery, main- 
tains the cathode of the triode at a constant positive voltage relative. 
to the negative side of the input. The negative bias of the triode there- 
fore decreases with rise of input voltage and thus increases the plate 
current. By proper choice of cir- 
cuit constants, the resulting increase 
of voltage drop across R3 can be 
made equal to the increase of input 
voltage, so that the output voltage 
remains constant. Analysis of the 
equivalent plate circuit shows that 
when R3; = (Ri + Re) Rigm the out- 
put voltage is independent of input 
voltage throughout a range of input 
voltage and plate current in which 
gm is essentially constant. Since 
Fic. 14-22—Two-stage degenerative volt- "R; should be small in order to 

Rep eteniliaer: prevent unnecessary loss of voltage, 
a tube used in this circuit should have high transconductance. 

In. some applications of. voltage compensators, internal resistance 
(change in output voltage with change in load current) is objectionable. 
It is reduced in the circuits of Fig. 14-21 by reduction of plate resistance 
but is relatively high even when power triodes are used. Improved 
circuits, incorporating amplifiers, have been developed that have low 
internal resistance and give high stabilization over wide ranges of input 
voltage and load current. The circuit most commonly used, shown in 
Fig. 14-22, is essentially a two-stage inverse-feedback circuit. Increase 
of EF, decreases the magnitude of the negative grid voltage of 7, and 
thus increases the plate current of 7;. The resulting increase of voltage 
across R, makes the grid of 72 more negative, thus reducing the plate 
current of 7, and hence tending to reduce the output voltage. The 
output voltage may be varied by means of Rg. 

Because of the voltage-dividing action of the resistance combination 
R;-R.-R7, only a portion of the change of output voltage is applied to 
the grid of T;. Addition of the condenser C increases the fraction of the 
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voltage change impressed upon the grid of Ti when the change occurs 
rapidly. If the reactance of this condenser at ripple frequency is small 
in comparison with the resistance which it shunts, the condenser appreci- 
ably increases the ability of the circuit to reduce ripple. If the condenser 
is too large, however, it may lead to undesirable transient oscillations of 
output voltage because the initial compensation as the result of sudden 
change of output voltage exceeds the final value obtained after the con- 
denser voltage reaches equilibrium. Although the sereen voltage for 7, 
may be taken from the output side of the circuit, some improvement of 
stabilization against change of input voltage is obtained when the screen 
voltage is taken from the input side, as in Fig. 14-22. 

The stabilization against changes of input voltage can be made com- 
plete by taking the excitation voltage for the first grid of 7, partly from 
the input, as in the circuit of Fig. 14-23.1 
The slider of R1.is set so that it is at 
approximately the same direct voltage 
as that of Rs Rs is adjusted so that 
there is no change in #, when £; is 
varied. The improvement in stabiliza- 
tion against changes of input voltage is 
accompanied by reduction of stabiliza- 
tion against changes of load. 

7s should be a high-mu tube and PsP 14% in, of ese 
a high-transconductance tube. The completely against changes of input 
coupling resistance R, should be large in Voltage. 
comparison with the plate resistance of Ti. Rs should be chosen so as to 
limit the current through the glow tubes to the range for which they are 
designed. Because of the large difference of potential between the cath- 
odes of T; and Js, it is necessary to use separate transformer windings 
for the two heaters, insulated to withstand the high voltage. A detailed 
discussion of the design of this type of voltage stabilizer has been given 
by Bereskin.? 

When a stabilized voltage supply is used to-supply the grid bias for a 
power amplifier in which the grids are driven positive during a portion 
of the cycle of excitation voltage, the. grid current flows in opposition 
to the supply voltage and thus reduces the supply current. The grid 
current cannot increase beyond the value at which the supply current 
is reduced to zero. In order to use the circuit of Fig. 14-22 for this. 
purpose, therefore, it is necessary to shunt the output with a resistance 
which is low enough to ensure that current through the resistance exceeds 
the highest grid current. Since the peak grid current may be high, the 


* Goopwin, C. W., Yale J. Biol. and Med., 14, 101 (1941). 
? Bereskin, A. B., Proc. I.R.E., 31, 47 (1943). 
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high current that must flow through the resistor results in considerable 
loss of power. It is also difficult to design the circuit of Fig, 14-22 to give 
good stabilization at output voltages below 100 volts. These difficulties 
are avoided in the circuit of Fig. 14-24, which is derived from the basic 
circuit of Fig. 14-21¢ by the addition of a stage of voltage amplification.! 
Since the voltages across 7’; and 7’; are essentially constant, reduction of 
output voltage E, results in an equal reduction of grid bias of 72. This 
increases the plate current of 7. and hence the drop in voltage across 
Rs, increasing the grid bias of Ty. The resulting reduction of plate 
current of 7’, reduces the voltage drop in R; and thus tends to counteract 
the change in output voltage. Detailed design procedure for this circuit 
has been given by Pihl.t 


Fia. 14-24.—Voltage stabilizer for use in a C Fie. 14-25.—Current stabilizer. 
supply for power amplifiers in which grid current 
flows. 


Stabilizers of the type of Figs. 14-22 and 14-23 cannot be readily 
designed to deliver voltages lower than about 100 volts. Low stabilized 
voltages can, however, be obtained by the use of two stabilized voltage 
supplies connected in opposition. 

14-14. Current Stabilizer—Figure 14-25 shows a circuit by means 
of which current may be maintained essentially constant in spite of 
variations of supply voltage or load resistance. This circuit makes 
use of the fact that, within the proper ranges of voltages and plate current, 
the plate current of a pentode varies comparatively little with plate 
voltage. Additional stabilization is attained by the use of a cathode 
biasing resistance, which causes the grid bias to increase with increase of 
plate current. The load current may be varied by means of R;. 2; must 
be large enough to prevent the flow of excessive screen current when the 
plate current is reduced to a low value, but small enough-to ensure that 
the glow tube conducts. The circuit values of Fig. 14-25 are suitable 
for an input voltage ranging from 200 volts to 1200 volts. The cathode 
resistor. varies the current from approximately 5 to 30 ma. In the 
vicinity of 20 ma the plate current varies by about 13 ma when the input 


1 Prot, G. E., Bull. 10, College of Engineering, Department of Electrical Eng., 
Northeastern Univ. (1948). 
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veltawes is varied from 300 to 1000 volts or when the load is varied from 
zero to 50,000 ohms: 


Problems 


14-1. Design a B supply with condenser filter to meet the following specifications: 


Output voltage..................... Not less than 280 volts 
Maximum load current.............. 20 ma 

Ripple factor....................... Not to exceed 0.01 
Supply............................. 110-volt, 60-cycle, single-phase 


The rectifier should operate directly from the line (no input transformer). 
14-2. Design a B supply with choke-input filter to meet the following specifications: 


Output voltage..................0.. 300 volts 

Maximum load current.............. 100 ma 

Ripple factor................-0.000. Not to exceed 0.0005 
Supply.............-..-....+-4+.... 120-volt, 60-cycle, single-phase 


Impedance presented to the load at 50 eps must not exceed 1000 ohms. Voltage 
regulation should be kept as small as possible. 

14-3. Design a B supply with a condenser-input choke-condenser filter to meet the 
following specifications: 


Output voltage.................000. 400 voits 

Maximum load current.............. 100 ma 

Ripple factor.................0.200. Not to exceed 0.0001 
Supply............................. 110-volt, 60-cycle, single-phase 


14-4. Design a single-phase full-wave rectifier that will furnish a direct voltage of 
1500 volts at a load current of 250 ma and a ripple factor not to exceed 0.1 per cent. 
Minimum load current is 50 ma. : 

14-5. By means of the equivalent plate circuit, show that the effectiveness of the 
circuit of Fig. 14-21a increases with py. 

14-6. By means of the equivalent plate circuit, show that the circuit of Fig. 14-216 
should be adjusted so that He/Ri = wu. 

14-7. By means of the equivalent plate circuit, show that the circuit of Fig. 
14-21c should be adjusted so that Rs = (Ri + R2)/Rigm. 
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CHAPTER 15 
ELECTRON-TUBE INSTRUMENTS AND MEASUREMENTS 


The development of measuring instruments using electron tubes has 
resulted in great improvements in the field of measurement. This final 
chapter will deal with the theory and characteristics of electronic meas- 
uring instruments and with the methods of making measurements on 
vacuum tubes and vacuum-tube circuits. Instruments incorporating 
electron tubes include voltmeters, ammeters, wattmeters, ohmmeters, 
time and speed meters, frequency meters, and oscillographs. Measure- 
ments on tubes and tube circuits include measurement of tube factors, 
negative resistance, harmonic content, voltage amplification, and power 
output. 

15-1. Vacuum-tube Voltmeters.—One of the most useful of electronic 
measuring instruments is the vacuum-tube voltmeter. The advantages 
of vacuum-tube voltmeters over electromagnetic meters are their high 
input impedance, wide frequency range, and high sensitivity. “Although 
vacuum-tube measuring. instruments usually embody electromagnetic 
meters, the required sensitivity of the latter is generally small enough so 
that the cost of a complete electronic instrument is considerably less 
than that of an electromagnetic or electrostatic meter of comparable 
sensitivity. The vacuum-tube voltmeter is of particular value in the 
measurement of voltage in circuits in which the flow of meter current 
would appreciably alter the voltage, as in radio-frequency circuit meas- 
urements, the measurement of amplifier output voltage, or the measure- 
ment of the voltage of a charged condenser. 

Vacuum-tube voltmeters are of many types. According to principle 
of operation they may be classified as follows: 


1. Transfer characteristic. r 
2. Plate-detection (transrectification) : 
a. Low-bias. 
b. High-bias. 
3. Diode. 
4. Grid-detection. 
5. Exponential. 
1¥For a general discussion of vacuum-tube voltmeters covering developments 
through 1932, see T. P. Hoar, Wireless Eng., 10, 19 (1933). See also Aucust Hunn, 
‘High-frequency Measurements,” pp. 136-161, McGraw-Hill Book Company, Inc., 
New York, 1933. 
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6. Amplifier. 
7, Slide-back, 
8. Inverted. 


Classification can also be made according to whether the instruments 
measure direct, r-m-s, crest, or average voltage. This will be discussed 
in connection with each of the types listed above. 

The design of vacuum-tube voltmeters involves a number of factors, 
which include the following: 


. Input impedance. 

. Sensitivity. 

. Type of scale (direct, r-m-s, crest, or average voltage). 
. Stability and permanence of calibration. 

. Voltage range. 

. Effect of harmonics upon readings. 

. Portability and cost. 


NOP WN He 


15-2. Use of Transfer Characteristics in Voltage Measurement.— 
The most direct application of vacuum tubes to the measurement of 
voltage lies in the use of a transfer characteristic as a calibration curve. 
Unknown direct voltages less in magnitude than the cutoff grid voltage 
may be applied to the grid circuit and measured by means of a milli- 
ammeter in the plate circuit. If the voltage measured is applied with 
such polarity as to make the grid negative, negligible current is drawn by 
the grid. 

Large direct voltages applied to the plate may 
also be measured by relatively small voltages ap- 
plied to the grid, the grid voltage being adjusted 
so as to reduce the plate current to zero.! 
= 1 15-3. Plate-detection (Transrectification) Volt- 

Fia. 15-1.—Basiccir- meters.2—One of the most frequently used types 
cuit of plate-detection of yacuum-tube voltmeters makes use of plate detec- 
vacuum-tube voltmeter. ‘ ; ; : ‘ ‘ 

tion. The basic circuit of this type of meter is 
shown in Fig. 15-1. Alternating voltage applied to the grid cicruit is 
measured by means of the change in reading of the d-c milliammeter in the 
plate circuit. Because of curvature of the transfer characteristic, the 
amplitude of the positive half cycle of plate current exceeds the amplitude 
of the negative half cycle. The average plate current therefore exceeds 
the quiescent plate current, as shown in Fig. 3-19 (see Secs. 3-15, 3-19, 
and 9-11), the change in current being a function of the impressed 

ivan DER Bu, H. J., “‘The Thermionic Vacuum, Tube and Its Applications,” p. 
369, McGraw-Hill Book Company, Inc., New York, 1920. 

2 Moutiin, E. B., and Turner, L. B., J. Inst. Elec. Eng. (London), 60, 706 (1922); 
Movutuin, E. B., J. Inst. Elec. Eng. (London), 61, 295 (1923), Wireless World, 10, 1 
(1922). 
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alternating voltage. The condenser, whose reactance is small at the 
lowest input frequency, prevents variation of load impedance with 
frequency and thus eliminates a possible cause of dependence of calibra- 
tion upon frequency. The instrument may be calibrated by the applica- 
tion of known sinusoidal voltages. This type of vacuum-tube voltmeter 
may be further classified according to. the magnitude of the grid bias 
and the form of the transfer characteristic. 

1. Low-bias Operation.—If the shape of the transfer characteristic 
is assumed to be approximately parabolic, then for Class A operation 
the alternating plate current may be adequately expressed by the first 
two terms of the series expansion 


tp = aye + ace” (15-1) 


Since a periodic wave of any shape may be broken up into a series of 
harmonically related frequency components, the application of a periodic 
voltage wave of any form is equivalent to the simultaneous application 
of a number of periodic voltages of proper frequency and amplitude. In 
general the applied voltage may then be expressed as 


€ = ég = FE, cos wt + E, cos 2wt + EB; cos 8wt + +--+ (15-2) 


Substitution of Eq. (15-2) in Eq. (15-1) shows that the change in average 
plate current is 
Hy = $0:.(Ey2 + E+ H+ ---) (15-3) 


But the mean-square signal voltage is 


pall 
2r 


2n/w 
i (£1 cos wt + He cos 2wt + H; cos 38wt + ++ + )*dt 
=}(#PY+ HZ +He+ +--+) (15-4) 


The change of average plate current of a tube that has a parabolic transfer 
characteristic and is used in Class A operation is therefore proportional 
to the mean-square signal voltage and the meter may be calibrated 
to read r-m-s signal voltage.! In practice it is difficult to obtain with a 
single tube a transfer characteristic that approaches closely to parabolic 
form. The change in average plate current is therefore not strictly pro- 
portional to mean-square signal voltage. The change in current will 
depend to some extent upon the wave form of the signal voltage. 
A close approach to a parabolic characteristic can be attained by 
the use of the balanced circuit of Fig. 15-2.2_ The plate current of 7, is 


tp = Dan(e,)” ~ (15-5) 


i Jansxy, C. M.,.and Fetpman, C. B., J. Am. Inst. Elec. Eng., 47, 126 (1928). 
2 See, for instance, W. C. Micuuts, Rev, Sci. Instruments, 9, 10 (1938). 


600 APPLICATIONS OF ELECTRON TUBES 2 & [Cuap. 15 
That of 7’2 is 
tp’ = Dan(ey’)” = Lan(— €,)* (15-6) 


Since all the odd-order terms of 7,’ are negative, whereas all terms of 7, 
are positive, the sum of 7, and 7,’ contains only even-order terms. With 
triodes the value of a, and higher-order coefficients is small in comparison 
with ae, and so the total plate current is 


4 = tp + ip’ & 2a0(e,)? = Fare? (15-7) 


The objection to this circuit is that it draws a small amount of current 

from the circuit whose voltage is being 
measured. 

2. High-bias Operation.—If the tube of 
Fig. 15-1 is biased to cutoff, plate current 
will flow only during the positive half of the 
_signal-voltage cycle. The average plate cur- 
rent will depend upon the shape of the 
dynamic transfer characteristic which may 

Fi. 15-2.—Basie cireuit of be made to approach linearity by the use of 
balanced plate-detection vacu- an unby-passed high resistance in series with 
ay ae wolnerses the plate. Under this condition the instan- 
taneous plate current is nearly proportional to the instantaneous signal 
voltage during the positive half cycle and zero during the negative half 
cycle. The average plate current, under the assumption that the char- 
acteristic is linear, is 


w/o a/w 
@ S @ 
Lea = of iy dt = 2 f aie, dt = 


a/w 
a (E, sin wt + Ee sin 2ut + Es sin 80t + -+-)dé (15-8) 
wT JO 


= $a X (average signal voltage during positive half cycle) 


Thus the average plate current of a tube that has a linear characteristic 
and is biased to cutoff is proportional to the average signal voltage during 
the positive half cycle. Since in practice it is not possible to make the 
characteristic linear, this relation is only approximately true. The. 
curvature is greatest in the vicinity of cutoff, and so the departure from 
the theoretical linear reading increases as the signal amplitude goes down. 
If the load resistance is zero or small, the characteristic in the vicinity of . 
cutoff is more nearly parabolic than linear. Then the average plate 
current is 
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a/@ a/o 
2 , ry © 
ne= of a dt & a Q2€,* dt 
w/w . 
= , (Ei sin wt + Ey sin ut + Eysin But +--+ )P dt (15-9) 
a : 
= 7 (Bet B+ Ee+---) (15-10) 


The average plate current for a tube with a parabolic characteristic, 
biased to cutoff, is, therefore, approximately proportional to mean-square 
positive signal voltage, and the meter may be calibrated to read the 
r-m-s value of the voltage during the positive half cycle. 

Since high input impedance can be obtained only if the grid is negative 
throughout the cycle of signal voltage, voltages of amplitude greater 
than the cutoff grid voltage can be read only if the tube is biased beyond 
cutoff. If Class C bias is used, current flows during only a portion of the 
positive half cycle. The average plate current cannot be affected by 
the form of the wave during the portion of the cycle in which current does 
not flow, and so the average plate current is not necessarily proportional 
to either the average voltage or the mean-square voltage, and large errors 
in reading are likely to result if the voltage departs materially ‘from 
sinusoidal form. Class C bias is sometimes used in multirange meters. 

At high radio frequencies the reading of plate-detection voltmeters 
may be affected by impedance drop caused by inductance of the grid 
input leads and by resonance of this inductance with the capacitance 
of the grid circuit. Input capacitance also 
causes the input admittance to increase with 
frequency. For these reasons the instrument 
should be designed so as to minimize input cir- 
cuit capacitance and inductance, and at hig 
radio frequencies it is advisable to use specially ' 
designed tubes having low input capacitance Fig. 15-3.—Self-biased 
and inductance, such as acorn tubes (Fig. 2-16). _plate-detection vacuum-tube 
It is also good practice to mount the tube at the V°ltmeter- 
end of a shielded flexible cable, so that the input voltage may be applied 
directly to grid terminal of the tube.! 

The calibration curve may be straightened by the use of self-bias, as 
shown in Fig. 15-3.2_ In addition to reducing curvature of the calibration 
curve, self-bias increases the voltage range of the instrument. The 
bias increases with input amplitude, and so the amplitude at which grid 
current starts to flow greatly exceeds the zero-signal bias. 

1 Borns, H. G., Electronics, August, 1936, p. 82. RCA Application Note 47, 
1935. : 

? MepuaM, W. B., and Oscuwatp, U. A., Wireless Eng., 8, 589, 664 (1926), 5, 56 
(1928). 
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15-4, Balanced Plate Circuits—In any circuit in which change of 
plate current of a vacuum tube is used as a measure of input to the circuit, 
as in the measurement of direct voltages by use of transfer characteristics 
or of alternating voltages by means of detection, it is desirable to balance 
out the static operating plate current in order that the whole scale of the 
milliammeter or galvanometer may be used. One method of accomplish- 


Fic. 15-4.—Vacuum-tube voltmeter with Fig. 15-5.—Vacuum-tube voltmeter with 
zero balance. zero balance. 

ing this is shown by the circuits of Figs. 15-4 and 15-5, in which the tube 

forms one arm of a Wheatstone bridge.! The circuit may be balanced 

by varying any of the resistances. To avoid loss in sensitivity, 2; must 

be large in comparison with the meter resistance. The required B-supply 


/nput 
io T 
Fig. 15-6.—Circuit in which the filament Fie. 15-7.—Circuit in which the zero- 
supply voltage is used to balance out the signal plate current is balanced out by the 
zero-signal plate current. use of an auxiliary tube. 


voltage increases, however, with R3. When the cathode is heated by 
means of a battery, the circuit of Fig. 15-6 may be used. A modified 
form of the bridge circuit of Fig. 15-4, shown in Fig. 15-7, uses a second 
tube in place of the resistance 21.2 The advantage of the use of two 


1 Hoare, 8. C., Trans. Am. Inst. Elec. Eng., 46, 541 (1927); Hayman, W. G., 
Wireless Eng., 7, 556 (1930). See also footnote 1, p. 613, and footnote 2, p. 614. 

2 Wop, P. I, U. 8. Patent 1232879 (1916-1917); Wynn-Wiuiams, C. E., Proc. 
Cambridge Phil. Soc., 28, 810 (1927), Phil. Mag., 6, 324 (1928); Eeuin, J. M., J. Opt. 
Soc. Am. and Rev. Sci. Instruments, 18, 393 (1929); Wincs, G. T., J. Sci. Instruments, 
6, 376 (1929); Nortincuam, W. B., J. Franklin Inst., 209, 287 (1930); DuBrings, 
L. A., Phys. Rev., 37, 392 (1931). 
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tubes (or a double triode) is that the tubes respond similarly to changes of 
plate supply voltage and cathode temperature, so that the bridge does 
not so readily become unbalanced. It is possible to find settings of P 
and & such that small variations of plate supply voltage have little or no 
effect upon the zero balance. The circuit of Fig. 15-7 may be used with 
alternating plate supply voltage.! 

Changes of calibration with operating voltages can be reduced by 
using a common source to supply cathode. power and grid and plate 
voltages. A typical circuit is shown in Fig. 15-8. Adjustment of the 
heater or filament current to a definite value also brings the grid and plate 
voltages to the proper values. If a heater type of tube is used, constant 
operating conditions are approximated by obtaining the plate and grid 


Fig. 15-8.—Plate-detection vacuum- Fie. 15-9.—Circuit that is self-com- 
tube voltmeter operated from asingle source pensating against variations of supply 
of voltage. ‘ voltage. 


voltages from a common supply, the voltage of which is adjusted to a 
definite value by the aid of a voltmeter or is kept constant by means 
of a glow tube or other type of voltage stabilizer (see Secs. 12-4 and 14-13). 
Small changes of heater voltage in the neighborhood of normal value have 
comparatively small effect upon calibration. The problem of maintain- 
ing a fixed operating point may also be simplified by the use of a cathode 
resistor to provide self-bias, as in Fig. 15-3. When self-bias is used, the 
static operating point is fixed by the plate supply voltage, which may be 
kept constant with the aid of a voltmeter or a voltage stabilizer. A 
number of self-compensating single-tube circuits have also been devel- 
oped.? One such circuit is shown in Fig. 15-9. The meter reading is 
independent of filament supply voltage when R, = = Se and. inde- 
pendent of plate supply voltage when Ry = uR.Ra’/R-e + Ra’, where 
Rf,’ is the sum of R, and the filament resistance.® 

1TuHourston, J. N., Electronics, October, 1943, p. 102. 

2? Razex, J.. and Mou.per, P. J., J. Opt. Soc. Am. and Rev. Sci. Instruments, 
18, 460 (1929); DEartz, R. C., and Marusson, L. A., Rev. Sci. Instruments, 1, 215 
(1930); Turner, L. A., and Siecetin, C. O., Rev. Sci. Instruments, 4, 429 (1933); 
Turner, L. A., Rev, Sci. Instruments, 4, 665 (1983). See also p. 615. 

3 TURNER, ibid. : 
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Changes of calibration with tube age are prevented to a certain 
extent by keeping the static operating current constant. It is necessary, 
however, to check the meter calibration from time to time regardless 
of the circuit used. The life of tubes of standard makes is sufficiently 
long so that tube deterioration is ordinarily an unimportant factor. 

The condensers shown in Figs. 15-4 to 15-8 need be used only if the 
circuits are used in the measurement of alternating voltages by plate 
detection. 

15-5. Diode Voltmeters.—Diode rectification can be used as. the 
basis of vacuum-tube voltmeters that’ read average voltage.! The 

circuit, which is shown in Fig. 15-10, is one of the simplest 
R of all vacuum-tube voltmeter circuits. If it is assumed 
that the rectifier resistance is zero and that no current 
flows when the applied voltage is zero, the instantaneous 
current is equal to the instantaneous voltage divided 

Fre. 15-10-— by the load resistance during the positive half cycle. 
Simple diode The average current is the average voltage of the positive 
wpbeaiceer half cycle, averaged over the entire cycle, divided by the 
resistance. For a sinusoidal input voltage En: sin wt, the average plate 
current is 


/nput 


Emox oa Eems 
Too = TR = 299K ny) 
For a direct input voltage EH, the plate current is 
E 
h=5 (15-12) 


Thus, if the diode were a perfect rectifier having zero resistance, the 
circuit could be calibrated on direct voltage and used to measure either 
direct or sinusoidal alternating voltage. Actually, curvature of the 
diode static characteristic and flow of plate current when the plate voltage 
is zero, resulting from initial velocity of electrons, cause the ratio of the 
alternating to the direct voltage reading to depart somewhat from the 
theoretical value 2.22. The error, which is most pronounced at low 
voltages, can be made negligible by the use of load resistances exceeding 
100,000 ohms. High load resistance is also desirable in order to keep 
the current small. Since the average input voltage depends upon wave 
form, the reading of this type of meter changes with harmonic content 
of the impressed voltage. Although it draws a small current, this 


1S$uarp, C. H., and Doris, E. D., Trans. Am. Inst. Elec. Eng., 35, 99 (1916); 
Cuuss, L. W., Trans. Am. Inst. Elec. Eng., 36, 109 (1916); Taytor, Jamus, J. Sct. 
Instrumenis, 3, 113 (1925); Wireless Eng., 10, 310 (1933). Davis, R., BowpLEr, 
G. W., and Sranprine, W. G., J. Inst. Elec. Eng. (London), 68, 1222 (1930). 
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circuit makes possible the use of a sensitive d-c meter in the measurement 
of alternating voltages. 

Figure 15-11 shows the direct- and alternating-voltage calibration 
curves of the diode sections of a type 6B7 tube used with a 100,000-ohm 
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Fig. 15-11.—Direct- and alternating-voltage calibrations of the diode sections of a 6B7 with 
a 100,000-ohm load. 


load. Similar curves for a 500,000-ohm load are practically straight 
lines through the origin, having slopes indicated by Eqs. (15-11) and 
(15-12). 

Another type of diode voltmeter, the basic circuit of which is shown 
in Fig. 15-12, consists of two diodes, a condenser, 
and an electromagnetic d-c meter.t. The con- C 
denser current flows through the meter during | y Tp 
only half of the cycle, and so the meter current 
is unidirectional. With sinusoidal input, the 
condenser voltage varies between the values F,, 
and —E,, where #,, is the crest input voltage. 
The amount of charge that flows into the con- _ 
denser during half a cycle is 2CH,, and the Figs 1651 2--Uiode 

ff voltmeter which measures 

average current through the meter is equal to the input voltage by means 
the product of this charge by the frequency, or 0! the charging current of 
2fCEm. Therefore Sean 


Input 
V ba 


Toa 


Em = 590 


(15-13) 


To prevent circulating current through the meter as the result of emission 
velocity of electrons, a small counter-e.m.f. may be used in series with 


1 Srarr, A. T., Proc. Phys. Soc. London, 46, 45 (1934). See also L. W. Cxuss and 
C. L. Fortescur, Trans. Am. Inst. Elec. Eng., 32, 739 (1913). 
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the tube T., or a negatively biased triode may be substituted for the 
diode. Since the reading of the meter depends upon the algebraic 
difference between the positive and negative crest voltages, the reading 
will be affected by harmonics that change the crest voltages, unless one 
crest voltage is increased by the same amount that the other is decreased. 

These simple diode voltmeters are of particular value in the measure- 
ment of very high voltages when some flow of current is not objectionable. 
With large values of R, the calibration curves of Fig. 15-11 are sufficiently 
straight, and the intercepts small enough, so that in the measurement of 
high voltage they may be considered to be straight lines passing through 
the origin and having slopes indicated by Eqs. (15-11) and (15-12). 
Experimental calibration is then unnecessary. 


Fig. 15-13.—Diode voltmeters incorporating a stage of d-c amplification. 


For the measurement of small voltages the diode circuit of Fig. 15-10 
may be followed by a d-c amplifier, as shown by Fig. 15-18a. Since 
the average plate current of T, depends upon the average voltage across 
R, the reading of this meter, like that of Fig. 15-10, is dependent upon 
the average value of the positive half cycle of the applied voltage. If R 
is replaced by a condenser C, as in Fig. 15-130, the condenser charges to 
crest positive signal voltage. The reading is therefore then a measure 
of the crest signal voltage. Because C cannot discharge through either 
tube, a high resistance R may be shunted across C in order to allow C’ to 
discharge when the input voltage is reduced or removed. To prevent 
the dependence of calibration upon frequency, the product fRC should 
be at least of the order of magnitude of 100 at the lowest frequency f 
of the input voltage. A variant of the circuit of Fig. 15-130 is that of 
Fig. 15-13c, in which R’ and C’ act as a filter to keep the alternating 
voltage from being impressed upon the amplifier grid. The amplifier 
plate current in the circuits of Fig. 15-13 decreases with increase of 


1 Marique, JEAN, Wireless Eng., 12, 17 (1935). 
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input voltage, and so the meter cannot be damaged by excessive input 
voltage. If the zero-signal current is balanced out, the meter current 
flows in the opposite direction and cannot exceed the zero-signal plate 
current. The circuits of Figs. 15-13a and 6 may also be used to measure 
direct voltage. 

Inspection of the diagrams of Fig. 15-13 shows that the self-biasing 
resistor Ry results in degenerative feedback, the circuit of the amplifier 
stage being identical with the feedback circuit of Fig. 6-40c. Degenera- 
tion in the amplifier has four beneficial effects: (1) If R; is large, the meter 
reading is practically proportional to the direct grid voltage, and hence 
to the positive crest voltage applied to the voltmeter input. (2) Because 
of the opposing voltage developed across the resistor, the grid circuit can 


C Ro shielded 


om : / cable 


Ebb 
Fra. 15-14.—General Radio diode voltmeter. 

handle much larger direct voltages than the static cutoff grid voltage. 
Thus, much larger input voltages may be read. (3) The voltage range 
can be conveniently varied by changing the resistance R, and the static 
biasing voltage. (4) The meter reading is practically independent of 
tube constants. : 

These facts were employed by W. N. Tuttle in the design of a multi- 
range voltmeter.! The circuit of this meter, shown in Fig. 15-14, incor- 
porates the zero-balance bridge of Fig. 15-5. The sensitivity is adjusted 
by means of #3, the correct amplifier bias being maintained by simul- 
taneous adjustment of Rs. A type 955 acorn tube is used as the diode 
rectifier and is mounted at the end of a shielded flexible cable for high- 
frequency measurements. A regulated B supply prevents change of 
calibration with alternating line voltage. 

Diode voltmeters are more sensitive than plate-detection voltrneters 
but’ have the disadvantage of lower input impedance. 

15-6. Grid-detection Voltmeter.—The functions of the two tubes 
of the circuits of Fig. 15-13 can also be performed by a single triode 
grid-leak detector, as shows in Fig. 15-15. The disadvantage of such a 


1Turtie, W. N., Gen. Radio Expt., 11, 1 (May, 1937); Taurston, J. N., Elec- 
tronics, October, 1948, p. 102. 
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circuit over the two-tube circuits is that the desirable features resulting 
from the use of a cathode resistor cannot be attained, since the resulting 
bias would prevent the flow of grid current. 

C 15-7. Logarithmic Voltmeter.—Ballan- 
co = A) tine has shown that an amplifier with 
ieiit > automatic gain control may be used as a volt- 
9 meter with a logarithmic scale. A block 
It diagram of the fundamental circuit is shown 

in Fig. 15-16. The amplifier uses variable-mu 
tubes, in which the amplification factor 
is an exponential function of the grid voltage. The output is main- 
tained constant by rectifying and filtering the output voltage and 
using the resulting direct voltage to bias the amplifier tubes. If the 


Fie. 15-15.—Grid-detection 
voltmeter. 


ojAmplifier ==) Rectiffer[=] Filter [1 


{ Automatic bias Hl 


Fig. 15-16.—Schematie diagram of logarithmic voltmeter using a-v-c circuit. 


amplification factor of the amplifier tube is an exponential function of 
the grid bias, the ratio of amplifier output voltage to input voltage is 


C2 A gnake (15-14) - 


ey 


where n is the number of identical stages and a and A are constants. 
If ¢2 is constant, 


1 “ 
Ee = K — a log. e1 (15-15) 
But 
db = 20 log 2 = K’ — 8.69 log, e: (15-16) 
1 

Therefore z ! 
db = K' — 8.69na(K — #2) (15-17) 
db=k-+ mE, (15-18) 


where K, K', k, and m are constants. This type of voltmeter should, 
therefore, theoretically have a linear scale when calibrated in decibels. 
Actually some departure from linearity will result because e. does not 
remain entirely constant and because the relation between amplification 
and bias may not be quite exponential. 

Another type of logarithmic voltmeter is shown in Fig. 15-17.2 The 
input voltage is impressed upon the grid of a variable-mu tube such as a 


1 Bauuantine, 8., Electronics, January, 1931, p. 472. 
2? Hunt, F. V., Rev. Sex. Instruments, 4, 672 (1933). 
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35, 58, or 6K7. The voltage developed across the load resistor is applied 
to a diode rectifier circuit. . During the positive half cycle of output 
voltage, current flows through the diode circuit. Because of the exponen- 
tial variation of amplification factor of the pentode with grid voltage, the 
average diode current varies logarithmically with pentode input voltage 
over a large range of input voltage. 
With the single-stage circuit of Fig. 
15-17, Hunt obtained a linear calibra- 
tion curve of microamperes average 
diode current against decibels from 
about 3 db below 1 volt to 20 db above 
1 volt. In the two-stage circuit of Fig. Fig. 15-17.—Logarithmic vacuum- 
15-18 the rectified current is obtained tube voltmeter using variable-mu tube 
coles and diode rectifier. 

principally from the second stage at . 

low voltages, and from the first stage at voltages that make the second 
stage input so great as to reduce the plate current to zero during almost 
half the cycle. For the two-stage circuit the calibration is linear 
from — 40db to + 20 db; for a three-stage circuit from — 60 db to + 20 
db (relative to 1 volt). 


R,=R,= 200, 0002 
R3= /00,000.2 


Fig. 15-18.— Two-stage logarithmic vacuum-tube voltmeter. 


15-8. Voltmeters Based on Voltage or Current Amplifiers.—Any 
of the voltmeters that have been described may be preceded by amplifiers 
in the measurement of very small voltages. A high-gain amplifier may 
be used directly to measure small voltages, the output voltage or current 
of the amplifier being read by means of an electromagnetic meter of com- 
paratively low sensitivity. Johnson and Neitzert! have described a 
five-stage pentode amplifier capable of reading down to 10-8, or to 10-8 
volt with an auxiliary tuned circuit. The amplifier uses four type 38 volt- 
age pentodes and one power pentode. The voltage amplifier stages have 
300,000-ohm coupling resistors and use an operating plate voltage of 
only 12 volts. The screen voltage is 6 volts. A matching transformer 
is used between the output stage and the meter. 

1 Jounson, E. A., and Nerrzert, C., Rev. Set. Instruments, 5, 196 (1934). 
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A single-stage amplifier-type meter, described by R. M. Somers,! is 
shown in Fig. 15-19. In this type of meter the current output is a 
measure of the alternating input voltage. Its sensitivity is the current 
sensitivity of the circuit, which depends upon the transconductance 
Weston Of the tube. 
pe 15-9. Slide-back Voltmeters.—A 

very useful type of meter for the 
ES measurement of crest or direct volt- 
ages is the slide-back type. The 
original form of this type of meter is 
based upon the cutting off of triode 
plate current by negative grid volt- 
Fie, 15-19—Vacuum-tube voltmeter age.? Just sufficient negative grid 
Based upon csrreity em piter: bias is applied to a triode to reduce 
the plate current to zero. The addition of signal voltage in the grid 
circuit results in the flow of current during the positive half cycles of 
the signal voltage and, in order to prevent the flow of plate current 
at any time during the signal-voltage cycle, the bias must be increased 
by an amount equal to the positive crest signal. In operation the 
bias is adjusted to reduce the plate current to zero with and without 
signal voltage, the difference between the two values of bias equaling 
the crest signal voltage of the positive half cycle. To read direct volt- 
ages, the bias is adjusted to give any convenient reading of plate current. 
The change in bias required to return the plate current to this value when 
input is applied is equal to the input voltage. 

In making a-c readings, difficulty arises from the fact that cutoff is 
not sharp. Because the transfer characteristic approaches the grid- 
voltage axis exponentially, the change in current corresponding to a small 
change in grid bias decreases with increased sensitivity of the plate-cur- 
rent meter. The accuracy obtainable with a triode is rather low. Much 
more satisfactory results can be obtained with a tetrode or any multi- 
element tube in space-charge tetrode connection.* The %-e.2 curve for a 
positive voltage of 1 or 2 volts on the first grid approaches the voltage 
axis much more sharply than do the transfer characteristics of triodes. 
Figure 15-20 shows the diagram of a meter that will read direct voltages 
to within 0.05 volt and alternating voltages to within 3 per cent. To 
simplify operation, separate voltages. are used for zero adjustment and 
for balancing. The d-c meter then reads the crest voltage directly. For 
measuring alternating voltages the balancing voltage must always be 
negative. For measuring direct voltages it is advisable to apply the 


1 Somers, R. M., Proc. J.R.E., 21, 56 (1933). 
2 Heisine, R. A., U. S. Patent 1232919. 
3 Reicu, H. J., Marvin, G.S., and Sroun, K., Electronics, September, 1931, p. 109. 
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unknown voltage in such a direction as to make the grid negative, and 
so the balancing voltage must be positive. : 

The inaccuracy resulting from lack of sharpness of cutoff can also be 
overcome by working at a small value of plate current, instead of at 
cutoff.1_ Because of plate detection, the change in bias required to keep 
the plate current constant when signal voltage is applied is not exactly 
equal to the crest signal voltage. 
The meter must therefore be cali- 
brated.2 The calibration curve of 
balancing voltage vs. crest signal 
voltage approaches a straight line of 
unit slope through the origin as the 
operating plate current is reduced. 
Although the calibration is practi- 


. ah 2 
cally independent of plate and heater Bes i Gero an adjusting voltage 
voltages and tube age, absence of voltage 


the direct comparison feature of the Fie. 15-20.—Slide-back voltmeter using 
cutoff type of meter is often a dis- tetrode with space-charge connection. 
advantage of the small-current type. 

The use of a grid-controlled arc-discharge tube in place of a vacuum 
triode affords a third means of increasing the accuracy of the slide-back 
type of meter.* If care is taken to maintain the operating temperature 
constant, the grid voltage that prevents the firing of an arc-discharge 
tube at a given anode voltage is very definite. The difference between the 

grid bias voltages at which the tube fires 

oe R 885 with and without signal voltage in the grid 
Input Ry circuit is equal to the crest signal voltage, 
or an unknown direct voltage. A circuit 
that uses an 885 thyratron tube is shown 
in Fig. 15-21. R,and R:z arecurrent-limit- 
ing resistors. No anode-current meter is 
‘necessary, since firing is indicated by glow. 

A. T. Starr‘ has described a similar voltmeter in which the are tube 
is replaced by a trigger circuit. A diagram of the circuit is shown in 
Fig. 15-22. To operate the meter the switch S is first opened momen- 
tarily in order to stop the plate current of T7;. The balancing voltage 
is adjusted until the current transfers from 72 to Ti. The operation 

1 Mepuam and Oscuwatb, loc. cit. 

2 For a discussion of the error in reading of a slide-back voltmeter resulting from 
plate rectification and the method of constructing a calibration curve, see C. B. AIKEN 
and L. C. Brrpsatu, Trans. Am. Inst. Elec. Eng., 57, 173 (1938). 

3’ Hucues, E., J. Sci. Instruments, 10, 180 (1933); Ruzz, J. J., Rev. Sci. Instru- 
ments, 6, 169 (1935). 

4Srarr, A. T., Wireless Eng., 12, 601 (1935). 


Fig. 15-21.—Slide-back voltmeter 
using a type 885 thyratron. 
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is then repeated with signal voltage applied. The difference in balanc- 
ing voltages equals the direct or crest alternating voltage. The ease of 
operation may be increased by the use of separate zero-adjustment and 
balancing voltages, as in Figs. 15-20 and 15-21. 


Balancing 
i voltage 


* Approx. 35 V. 
Ry=/Q0002 Re= Rt=/00, 000.2 
Fig. 15-22.—Slide-back voltmeter based upon the Eccles-Jordan trigger circuit. 


15-10. Inverted Voltmeter.—A very useful meter for the measure- 
ment of high voltages has been described by Terman.! This meter is 
called the inverted voltmeter because the usual functions of the grid and the 
plate are interchanged. Its action depends upon the fact that the grid 
current which flows when a positive voltage is applied to the grid of a 
triode may be controlled by negative plate voltage. Figure 15-23 shows 
the method of measuring high direct voltages. The amplification factor 
of the tube for inverted operation is very nearly the reciprocal of the 

ordinary amplification factor and is therefore 

less than unity. The plate-grid transconduct- 

ance, rate of change of grid current with plate 

voltage, is also small. Therefore large plate 

voltages may be read by means of small grid 

lt currents, and the grid operating voltage may be 

Fie. 15-23.—Inverted vac- gmall. Circuits analogous to the ordinary plate- 

a and grid-detection voltmeters may also be used 

with the inverted tube. Since their action is similar to that of the 

common circuits, they need not be discussed further. In addition to the 

large voltage range, the inverted voltmeter has the advantage of high 
input resistance and low effective input capacitance. 

15-11. Vacuum-tube Ammeters.—The use of vacuum tubes in the 
measurement of large currents usually offers no particular advantage 
over the use of ordinary meters unless it is necessary to measure crest 
values of current. For the latter purpose some form of crest vacuum- 
tube voltmeter may be used to measure the voltage drop across a resistor 
through which the current flows. Because of the difficulty of making 


1 Terman, F. E., Proc. I.R.E., 16, 447 (1928). 


‘Input 
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sensitive dynamometer-type instruments for the measurement of very 
small currents, the vacuum tube is of great value in this field of measure- 
ment. A number of methods are available for the measurement of small 
. currents by means of vacuum tubes.! 

One of the most sensitive methods of measuring small direct currents 
consists in determining the change in potential of a small condenser of 
negligible leakage which is charged by means of the unknown current. 
The sensitivity of this method increases with decrease in condenser size, 
and for extreme sensitivity the condenser consists merely of the grid-to- 
cathode capacitance of-a vacuum tube. The charge that collects on the 
grid and associated conductors determines the grid potential and hence 
the plate current. This method depends for its success on the possi- 
bility of reducing all grid leakage to a negligible amount. Grid leakage 
current is caused by (1) leakage over the surface of grid supports within 
the tube, over the surface of the glass outside of the tube, and from 
external conductors connected to the grid; (2) initial velocity of emitted 
electrons, which causes them to go from cathode to grid when negative 
grid voltage is small; (8) primary electrons emitted by the grid and 
attracted to other electrodes of higher potential; (4) secondary electrons 
emitted by the grid; (5) ionization of residual gas. Tubes designed to 
prevent grid leakage were first described by Nelson? and by Metcalf and 
Thompson.’ A good example of this type of tube is the General Electric 
FP-54 vacuum-tube electrometer, which is capable of measuring currents 
as small as 10-7 amp. Leakage in this tube is prevented by mounting 
the grid on quartz supports, by thorough evacuation, and by choice of © 
electrode structure and operating voltages that prevent primary and 
secondary electron emission from the grid and ionization of residual gas. 
The FP-54 is not suitable for voltage amplification, since its amplification 
factor is unity. 

P. A. MacDonald and E. M. Campbell® have shown that ordinary 
amplifier tubes such as the type 22 may be used with floating grid to 
read currents down to 2 X 10-!® amp. Under the action of primary 
electrons from the cathode, primary and secondary electrons from the 
grid, and leakage from the grid over the surface of the glass supports, a 
floating grid assumes an equilibrium value of voltage, which is usually 
negative with respect to the cathode. If asmall current from an external 

1 An excellent review of this subject is given by P. A. MacDonatp in Physics, 7, 
265 (1936). A bibliography of 29 items is included. 

See also F. Miuter and W. Diricumn, Z. Elektrotech., 42, 31 (1936) (with 
bibliography of 54 items). 

2 Newson, H., Rev. Sci. Instruments, 1, 281 (19380). 

3 Metcatr, G. F., and Tuompson, B. J., Phys. Rev., 86, 1489 (1930). 

4 Similar tubes are made by the Westinghouse and Western Electric Co. 

§ MacDona.p, P. A., and Campsewy, E. M., Physics, 6, 211 (1935). 
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source is allowed to flow into the grid, the equilibrium grid voltage is 
changed, and therefore also the plate current. 

A third method of measuring small currents is to measure by means 
of a vacuum tube the voltage drop produced when the current flows 
through a very high resistance. The size of the resistor that can be 
used, and hence the sensitivity that can be attained, are limited by the 


Is. 43u 44y. Bu Sv. 
Fig. 15-24.—Circuit for the measurement of small currents with the F P-54 vacuum-tube 
electrometer. 


leakage resistance of the grid. The FP-54 is suitable for use in such a 
circuit. In Fig. 15-24 is shown a simple circuit employing one FP-54 
tube. It may be followed by a current amplifier if a milliammeter is 
to be used in placé of the plate galvanometer. The sensitivity of this 
simple circuit is limited by fluctuations of battery voltages and by 
difficulties in balancing the steady component of plate current. Numer- 
ous papers have been published on single-tube bridge circuits that are 
designed to make readings independ- 
Rp ent of small fluctuations of battery 
voltage. A circuit that incorporates 
the advantages of a number of single- 
tube bridge circuits is shown in Fig. 
15-25.! Essential features of bal- 
Lees anced single-tube circuits are the use 
Ip=270mils of a single battery to supply all 
Ry= 9,700.2 Ry=/5.92 voltages and the choice of such 
Fie. 15-25.—Electrometer circuit that values of operating voltages that 
is compensated against changes of battery small changes of electrode voltages 
wings, Cireltcostans ited ere fo" compensate one another. The eir- 
cuit constants. given in Fig. 15-25 
are average values suitable for use with the Western Electric type D-96475 
electrometer tube. Figure 15-26 shows. a balanced two-tube circuit.? 
A very useful microammeter that is capable of reading down to 10-8 
amp and that uses ordinary amplifier tubes, has been described by A. W. 
1Penick, D. B., Rev. Sct. Instruments, 6, 113 (1935). 
2 Mouss, F. J., Gen. Elec. Rev., 36, 156 (1933); see also DuBrines, L. A., Phys. 
Rev., 37, 392 (1931). 


Rp=/50002 Re s/f 
Ra=0 Ro= 27822 
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Vance.! This meter, which is essentially a d-c amplifier with inverse 
feedback, is accurate and sturdy, is not damaged by overload, and can be 
designed with as many direct-reading ranges as desired. The basic 


R,= 5,000.2 Riyo= 4002 

R= 5,000.2 Ri= 4000 2 

R3= 2,000.2 P=/0,0002 

R4=/0,000.2 V= 0-200 milfivolf meter 
Rp & Re=5,0002 V,= /Sv, voltmeter 

R7& Rg=0./ to/0 meg. Re = 10-1042 

Rg =/0.2 C= pepe low leakage 
Rio & Rn =/§2 


a} Low leakage switches 
2. 
Fig. 15-26.—Balanced two-tube electrometer circuit. 


diagram is shown in Fig. 15-27. _ If the voltage amplification of the ampli- 
fier without feedback is A, the output voltage is 


Go = Aeg (15-19) Ae 


With inverse feedback the voltage 
actually applied to the grid of the spur Sp. 
amplifier is 7 ‘ 


€y = Ci — €o (15-20) 


‘ “ Z Fig. 15-27.—Feed-back amplifier 
where e; is the total voltage impressed that may be used as the basis of a 


upon the input. Therefore, vacuum-tube microammeter. 


Co = C3 (15-21) 


Equation (15-21) shows that, if A is very large, e. is to a first approxima- 
1 Vancn, A. W., Rev. Sci. Instruments, 7, 489 (1936). 
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tion equal to ¢;, and 
Ry 
R, 


If the amplifier is direct-coupled, it will respond to changes of direct 
current. Equation (15-22) then becomes 

Al, Ri 

Te (15-23) 
in which AJ, is the change in output plate current when a direct current 
i; is sent through the input resistance. By making the ratio of R; to R, 
large, small values of J; may be read by means of a milliammeter in 
series with R, or a voltmeter in shunt with R,. The function of C, is to 
prevent oscillation of the amplifier. 


2 (15-22) 


Q/volt voltmeter 


Shield 4! oy, Resis. J0002 or more~~—-==-" : 


- Fig. 15-28.—Circuit diagram of microammeter based upon inverse feed-back amplifier. 


The circuit diagram of a practical meter of this type is shown in 
Fig. 15-28. The circuit employs a three-stage d-c amplifier having an 
amplification of approximately 5000. With no input to the meter the 
circuit assumes an equilibrium state in which a definite current flows 
through the output resistance. To make the meter direct reading, this 
equilibrium current is balanced out. The size of input resistor required 
for any range can be readily determined by making use of the fact that 
the input and output voltages are practically equal. Thus the required 
resistance is equal to the full-scale reading of the output voltmeter divided 
by the desired full-scale current reading. Amplifier oscillation is pre-~ 
vented by the resistance-capacitance filter in the input to the last tube. 
The function of the input filter is to by-pass alternating current. The 
form of Eq. (15-21) shows that if A is large, small changes of A, such as 
might result from changes of battery voltage, have little effect upon the 
reading. A rugged, accurate voltmeter of low sensitivity may be used 
in the output. Danger of damage to the meter in case of excessive 
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input current can be prevented by designing the output stage so that the 
maximum attainable plate current will not injure the voltmeter. 

Figure 15-29 shows the circuit of an interesting current amplifier 
that employs phototubes and a triode amplifier in a 
bridge circuit. The two phototubes determine the 
grid potential of the triode, which forms the adjust- 
able arm of the bridge. A null galvanometer, 
operated by the unbalance current, is optically con- 
nected to the phototubes so that deflection causes a 
differential change in conductance, preferably an 
increase in one and a decrease in the other. Unbal- 
ance current deflects the galvanometer, changing 
the grid potential, and thus the plate resistance, of 
the triode. The deflection is just sufficient to restore 
balance and thus reduce the galvanometer current 
to zero. The insertion of a small potential E into Fre. 15-29.—Di- 
the galvanometer circuit at the point X causes the sce alent amplifier 

at may be used 
galvanometer to deflect and thus unbalance the for the measurement 
bridge to such an extent that the unbalance current J - carey voltages or 
causes a voltage drop in the resistance that is 
equal and opposite to H. The current I may be used as a measure 
of the voltage H. Since the unbalance current necessary to restore 


| Dampin, 
| crrcurt->. 
) Compen-" 
satin 


+ shun 
E 
E=IR 
Tocathode Tobattery 
<> I 
qj Ry gk, 
R 
ssJ SL 
Ki TR AR, 


Fig. 15-30.—Practical forms of the circuit of Fig. 15-29 for the measurement of voltage and 
of current. 
equilibrium is inversely proportional to R, it is evident that the sensi- 
tivity may be made high by using a small value of R. No spring is 
required in the galvanometer, and damping may be accomplished by the 
1 GILBERT, R. W., Proc. 1.R.E., 24, 1239 (1936). 
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use of resistance and capacitance connected in series between the grid , 
and the cathode of the amplifier tube. 

Figure 15-30 shows practical forms of this circuit for the measurement 
of voltage and of current. These circuits have been used to regulate 
the voltage of a d-c line and to maintain constant temperature. The 
voltage was held constant to within one part in 10,000 over a load-current, 
range of 0 to 3 amp, and temperature was held constant to within 0.005°C. 

15-12. Vacuum-tube Wattmeter.—The balanced modulator may be 
used as the basis of a vacuum-tube a-c wattmeter.! A d-c microammeter 
is used in the output to measure the difference between the plate currents 
of the two tubes, as shown in Fig. 
15-31. The resistances r, are equal and 
of sufficiently small value so that volt- 
age drop across them does not appre- 
ciably reduce the load voltage. Hence 
é, may be considered to be proportional 
to the load voltage. The resistance ri 
is high in order to prevent appreciable 


: 
ecEcur: power loss. The voltage applied to the 
Fic, 15-31.—Vacuum-tube wattmeter grid of tube 1 is e, + e2; that applied to 
erous the grid of tube 2 ise, — es. If only the 


first two terms of the series expansion are considered, and the circuit is 
assumed to be symmetrical, the plate currents are 


typ = G1(€1 + €2) + ae(er + 2)? (15-24) 
tp’ = ai(er — €2) + O2(e1 = €2)? (15-25) 
The output meter reads the difference between 7, and 7p’. 
to & tp — ty’ = Qaree + Adzeres (15-26) 
But 
e: = ke = kE cos wt (15-27) 
where & is the fraction of 71 from which é1 is taken; and 
€g = Tot = Tel cos (wt +.-6) (15-28) 


If the output meter is a d-c instrument, it reads the average value of ¢,. 
The average value of 7, is 


nag [cat = Be ag eee ee 
ody. on to cos a 


Adgw 2a/w 
on (KE cos wt)[ref cos (wt + @] dt (15-29) 
0 
I, « 0 + 2ackr:HI cos 6 (15-30). 
* Peterson, E., U. 8. Patent 1586553, 1926; Turner, H. M., and McNamara, 
F. T., Proc. I.R.E., 18, 1748 (1930). See also T. B. Wacnur, Hlec. Eng., 68, 1621 
(1934) and J. R. Prerce, Proc. I.R.E., 24, 577 (1936). 
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Equation (15-30) shows that the reading of the d-c meter in the 
plate circuit is proportional to the power expended in the load. A more 
complete analysis shows that, if the load current contains harmonics, the 
reading of the d-c meter is proportional to the total load power. The 
effect of higher-order terms of the plate-current series modifies the expres- 
sion given in Eq. (15-30), and at large amplitudes the meter reading is 
not strictly proportional to the load power. Since the meter must be 
calibrated, this is a disadvantage only in that it prevents the use of a 
linear scale. The effect may be minimized by keeping the input to the 
tubes small. 


Fra. 15-33.—Vacuum-tube ohmmeter that makes use of grid current. 


15-13. Vacuum-tube Ohmmeters.—Circuits capable of measuring 
small currents can be readily modified to measure high resistances. 
' Figure 15-32 shows an FP-54 circuit for. measuring high resistances.! 
An unknown resistance 2, is measured by applying the voltages #, and E 
and adjusting the voltage divider P; until the galvanometer reading is 
the same as when EZ; and £ are equal to zero. Then EF is equal to the 
voltage across the standard resistor R.. R, = R.(Hi/E —1). Standard 
resistors of values 10°, 10°, 10!2, and 1015 ohms are recommended. The 
value of Hy; is optional; that recommended for E2 is approximately £1/2. 

Another type of ohmmeter, which may be calibrated, is shown in 
Fig. 15-33. It depends for its action upon the flow of grid current.? 


1Rosz, G. M., Jr., Rev. Sci. Instruments, 2, 810 (1931). 
? PREISMAN, A., Electronics, July, 1935, p. 214. 
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Preisman found that, if the meter reads correctly at two points of its 
range, it will read correctly over the whole scale. It is adjusted by first 
setting the milliammeter needle to zero mechanically when the grid is 
floating and then adjusting S; and RF so that the reading is correct for 
the calibrating resistance R,. The function of the condenser C is to 
minimize the effect of capacitance in the resistance that is being measured. 
It may ordinarily be omitted. 

The glow-tube relaxation oscillator can be used to measure resistance 
and capacitance with a high degree of accuracy by comparison with 
known values.1 The variable standard resistance or capacitance of 
Fig. 15-34 is adjusted so that the frequency of oscillation is the same as 

Standard with the unknown resistance or capaci- 

resistance tance. If one of the parameters is fixed, 

the circuit may be calibrated to read the 
other in terms of frequency. The oscilla- 


4 
ped lia ali 4 Glow tion frequency may be made low enough so » 
a 14 that the frequency can be determined by 
Unknown 


counting flashes of the tube during a 

measured time interval. The accuracy of 

Standard this instrument in the measurement of 

i aad condenser capacitance is affected by leakage 

Fia. 15-34.—Glow-tube circuit for ae 

the measurement of resistance or COnductance of the condenser, since the 

capacitance. frequency of oscillation depends not only 
upon the capacitance but also the conductance. 

15-14. Time and Speed Meters.—Time intervals may be accurately 
measured with the aid of electron tubes.2_ In most electronic time and 
speed meters, tubes are used to control the charging or discharging of a 
condenser and .to read the change in condenser ‘voltage, which is propor- 
tional to the elapsed time. To use the charging of a condenser in the 
measurement of time, means must be provided for starting and stopping 
the charging current instantaneously at the beginning and end of the time 
interval. This may be accomplished by the parallel d-c thyratron circuits 
of Fig. 12-34 or by the high-vacuum-tube trigger circuits of Figs. 10-6 
and 10-8. 

Figure 15-35 shows the circuit diagram of a timer based on this 
principle. The action of this circuit is as follows: S2 is closed for an 
1Taytor, J., and Cuarxson, W., J. Sct. Instruments, 1, 173 (1924). 

* Speakman, E. A., Rev. Sci. Instruments, 2, 297 (1931); Roperps, W. M., Rev. 
Sci. Instruments, 2, 519 (1931); Srxrus, K. J., and Tonks, L., Phys. Rev., 87, 930 
(1931); Du Bors, R., and Lasourgur, L., Compt. rend., 194, 1639 (1932); ParrrincE, 
H. M., Electronics, August, 1932, p. 262; Lorn, H. W., Electronics, October, 1932, p. 
309; Sreensecx, M., and Srricen, R., Arch. Elekirotech., 26, 831; Wireless Eng., 10, 
225 (1933) (abstr.); Sxeparp, F. H., Jr., Electronics, February, 1935, p. 59. 

3 Retcu, H. J., and Toomm, H., Rev. Sci. Instruments, 8, 502 (1937). 
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instant to ensure that plate current flows in Tz and not in 7;. Cis then 
discharged by closing S83 for an instant. The flow of the plate current 
of T2 through R2 produces a voltage drop which biases the control grid 
of 73 beyond cutoff. The closing of S; for an instant then causes plate 
current to transfer from 7’2 to 71 and thus reduces the current in Rz- 
to such a low value that 73 is practically unbiased, and plate current 
flows through 73. The plate current of 73, which is nearly constant, 
charges C. The subsequent closing of S, causes plate current to flow 
again through 72, thus stopping the charging current. The change in 
the reading of the plate milliammeter of 7, caused by the change in 
voltage of the condenser gives a measure of the time between the closing 


p © 
R,= 00,000 2 Rs = Smeg. Ry =/90002 
R,= 100,000 2 Re = Smeg. Rig= 0,000 2 
R3= 5 meg. R,= 5000.2 Rj = 25,000.02 
Rae § meg. Rg = 7,500 2 Ri 300 2 
. Ri3z= 3000.2 


Fig. 15-35.—Circuit for the measurement of time intervals. 


of 8S: and of S». If phototubes are connected in series with R3 and Ru, 
the circuit may be controlled by the interruption of light beams, instead 
of by keys, 

A variant of this circuit can also be used to measure the average speed 
of moving objects by means of two switches or light beams. Instan- 
taneous speeds may be approximated by placing the switches or beams 
so close together that there is little change in velocity over the interval. 

These circuits may be calibrated on the basis of known circuit con- 
stants and measured current of 73, but better results are obtained by 
experimental calibration. The circuit of Fig. 15-35 may be calibrated 
by means of a contactor which closes S. after S;. The modified form 
. using phototubes may be calibrated by interrupting the light beams by 
means of a pendulum or a falling mass. The time range may be changed 
by adjusting the screen voltage of 73 and the size of C. Changes in 
battery voltage are compensated by adjustments of Rj;. 
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Figure 15-386 shows a time-interval meter based upon the thyratron 
switching circuit of Fig. 12-33.! Instantaneous closing of switch S, fires 


‘the thyratron and initiates the flow of current through the ballistic | 


galvanometer. Subsequent closing of switch S_ extinguishes the thy- 
ratron and stops the flow of current through the galvanometer. The 


Fig. 15-36.—Circuit for the measurement of time intervals. 


deflection of the meter is proportional to the time interval that elapses 
between the closing of the two switches. Switch S;, which is opened by 
movement of the galvanometer, inactivates switch S, and thus ensures 
extinction of the tube when S. is closed, even though Si may still be 
closed. : 


ly 


Microphone 


Fie. 15-37.—Electronic race timer. 


If a-c power is available, time may be measured by means of an a-c- 
operated meter that measures time in terms of 1/60-sec intervals.2 A 
race timer that uses such a meter, started and stopped by means of a 
trigger circuit, was devised by W. M. Roberds.? A simplified form of 
Roberds’s circuit, requiring only one B supply, is shown in Fig. 15-37. 

1 Reicu, H. J., and Toomm, H., Rev. Sci. Instruments, 12, 96 (1941). 

2 Kiopstue, P. E., J. Opt. Soc. Am. and Rev. Sci. Instruments, 19, 345 (1929). 

3 Roprrps, loc. cit. 
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Sound from the starting gun, striking the microphone, stops the flow of © 
current in T,. This reduces the grid bias of 73; and starts the operation 
of the timer. Interruption of light falling on 7, starts the flow of current 
in 72, thus biasing 7’; beyond cutoff and stopping the timer. 

15-15. Counting Circuits—Thyratron circuits for. “scaling down” 
the rate of occurrence of random voltage pulses in order to make possible 


Epp = Ecc = 45v. 
or higher 
T, and - Tz ~Type 57,6C60r 637 
Ro= REsRi= 250,0002 


Fia. 15-38.—Counting circuits based upon high-vacuum-tube trigger circuits. 


their counting by means of relatively slow-acting electromagnetic 
counters were discussed in Sec. 12-32. A number of circuits have 
also been devised in which high-vacuum-tube trigger circuits have 
been adapted to this purpose.! Single stages of two such circuits are 

* Lewis, W. B., Proc. Cambridge Phil. Soc., $8, 549 (1937); Stevenson, E. C., and 
Gerrine, I. A., Rev. Sci. Instruments, 8, 414 (1937); Lirscaurz, H., and Lawson, J. L., 
Rev. Sci. Instruments, 9, 83 (1938); Reicu, H. J., Rev. Sci. Instruments, 9, 222 (1938). 


: See also supplementary bibliography on trigger circuits, p. 415. 
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shown in Fig. 15-38.' In these circuits the voltage pulses are applied 
simultaneously, and in the same polarity, to both tubes of an Eccles- - 
Jordan trigger circuit. Each pulse transfers the current from one tube 
to the other. The abrupt change in current in either plate resistor is 
used. to produce a voltage pulse which is applied to the grids of the next 
stage. By the use of n similar stages, the final one of which controls an 
electromagnetic counter, the rate at which the counter must operate is 
reduced in the ratio 2". Circuits of this type are more rapid in operation 
than thyratron circuits but require input pulses of very steep wave front. 

15-16. Frequency Meters.—Figure 15-39 shows the circuit of an 
electronic frequency meter.2 Frequency is measured in this meter by 


Fia. 15-39.—Hlectronic frequency meter. 


means of the charging current of a condenser which is periodically 
charged through the plate of one triode and discharged through the plate 
of another. The action is as follows: The bias of 73 and 74 is great 
enough to prevent the flow of plate current when no signal voltage is 
applied to the input of 7;. The excitation voltages of T'3 and 7's are in 
phase opposition, so that when voltage is applied to the input of the meter, 
plate current can flow alternately in 7; and T,. During one-half of the 
cycle of applied voltage, C charges through 73, and during the other half 
cycle it discharges through 7, and the milliammeter. If the amplitudes 
of the exciting voltages of 7's and 7. are high, and C is not too large, 
charge and discharge of the condenser are practically complete. The 
average condenser discharge current is equal to 


T= OBaf (5-81) 


It may, therefore, be used as a direct measure of the frequency of the 
input voltage. The functions of 71 and 7, are to amplify the input 
voltage and to increase the input impedance of the meter. The reading 
is independent of input amplitude provided that the amplitude is great 
enough to ensure ‘‘complete” charging and discharging. Because of the 
falling of amplification of transformer-coupled empl at very low 


“iLirscuurz and Lawson, ibid.; Reicn, tbid. 
2 GUARNASCHELLI, F., and VEcontacct, F,, Proc. I.R. E&., 19, 659 (1931). 
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and very high frequencies, the minimum input voltage that will give a 
correct frequency reading varies with frequency. A wider frequency 
range can be attained by the use of resistance-capacitance coupling and 
a phase inverter in place of transformer coupling. For high sensitivity 
to small changes of frequency a portion of the meter current may be 
balanced out by a circuit similar to that of Fig. 15-4. Since the reading 
is dependent upon the plate supply voltage Ey, the voltage should be 
held constant by means of a glow tube or other type of voltage stabilizer, 
or provision should be made for adjusting the voltage to a reference value. 


C, 000Zu 


ov. 


Fig. 15-40.—Frequency meter based upon the thyratron parallel switching circuit of 
Fig. 12-346. 


Figure 15-40 shows a frequency meter based upon the thyratron 
switching circuit of Fig. 12-34b.!. The input voltage causes periodic 
switching of plate current from tube 7; to tube J’. When current starts 
flowing in T1, the resulting voltage across R; causes the condenser C; to 
charge through the parallel paths afforded by Re and one plate of the 
diode rectifier 7'3. When the current is switched to T's, C, discharges 
through Ry and Re and at the same time C; charges through #,’ and 
the other plate of T3. The average rectified diode current is indicated 
by the meter in series with the diode cathode. Throughout the fre- 
quency range in which C, and C1’ charge “‘fully”’ in Jess than the time of 
one half cycle of impressed voltage, the average diode current, and hence 
the reading of the meter, are proportional to frequency. For the circuit 


1 Hunt, F. V., Rev. Sci. Instruments, 6, 43 (1935). 


626 APPLICATIONS OF ELECTRON TUBES (Cuap. 15 


values shown in Fig. 15-40 the calibration of the instrument is linear up to 
7000 cps and approximately so at higher frequencies. 

One of the simplest methods of measuring audio frequencies is by 
means of some form of impedance bridge. Although they do not ordi- 
narily incorporate vacuum tubes, a brief discussion of impedance bridges 
will be included in this section because of their frequent use in the study 
and application of vacuum tubes and vacuum-tube circuits. 

The fundamental criterion for the balance of a four-arm impedance 
bridge is that the product of one pair of opposite impedances shall be 
equal in magnitude and phase to the product of the other pair. Since 
the voltages must be balanced for both magnitude and phase, it is neces- 
sary to provide the bridge with both a variable resistance and a variable 
reactance. 


(a) (b) 
Fia. 15-41.—Belfils resonance bridges: (a) series; (b) parallel. 


Simple forms of impedance bridges are the resonance bridges of Fig. 
15-41.1 Balance is obtained by varying either L or C and either re or rs. 
The student may readily show that the bridge of Fig. 15-41a is balanced 
when . 


r= = rs . (15-32) 
3 
and 
1 r 
| ol = (15-33) 
or 
f= ade ae (15-34) 
Qn VLC 
The bridge of Fig. 15-410 is balanced when 
gy Th | : 
mer (15-35) 
and 
1 1 rq? 
f= DNLG EB (15-36) 


1 Beurits, G., Rev. gén. élec., 19, 523 (1926). 
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The series resonance bridge of Fig. 15-41a is evidently easier to use than 
the parallel resonance bridge of Fig. 15-416, for in the former the resist- 
ance balance is not affected by the reactance balance and the expression 
for the frequency is simpler. 

Two other forms of impedance bridge are of particular: value in the 
measurement of frequency. The first of these is a modified form of 
Hay’s bridge,! shown in Fig. 15-42. For this bridge the general criterion 
for balance becomes 


refs = (. = 4) (ri: + jo) (15-37) 


in which r; includes the resistance of the inductor L. 
Equating the real terms of Eq. (15-37) gives 


r= UA it (15-38) 
Equating the imaginary terms of Eq. (15-37) gives 
ot = rat (15-39) 
Substitution of Eq. (15-38) in Eq. (15-39) yields the relation 
f= os = Gao (15-40) 


Thus, if the bridge is balanced by means of r; and rs, the frequency is 
directly proportional to ri. 7, may be made 
numerically equal to the frequency by choosing 
the other bridge parameters so that the radical 
of Eq. (15-40) is equal to 1/27. For maximum 
sensitivity at 1000 cps and direct-reading scale, 
the parameters should have the following values: 


L = 1/29 henry, C =1/2r uf, and 
r2 = 17s = 1414 ohms.? pig, 15-42.—Modified 
form of Hay’s bridge. 
The inductor resistance must be added to the 
reading of the decade box used for r1: The bridge should preferably 
be ungrounded, but, if a ground cannot be avoided, least error will 
result if the ground is applied at the junction of Z and re, or through 
a potentiometer connected across the a-c input (Wagner ground), as 
shown by the dotted lines in Fig. 15-42. This type of bridge has two 
disadvantages. At the higher frequencies the distributed capacitance 
1 Hay, C. E., Inst. P.O. Elec. Eng., Papers, November, 1912. 
2 Soucy, C. I,, and Barty, B. Du F., Proc. I.R.E., 17, 834 (1929). See also K. 
., KUROKAWA and T. Hoasut, J. Inst. Elec. Eng., Japan, 487, 1132 (1924). 
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of the inductor destroys the linearity of reading, and, since r: must always 
be inversely proportional to r, for balance, the bridge cannot be con- 
veniently balanced by means of a single control. 

The disadvantages of the Hay bridge are avoided in the Wien bridge, 
shown in Fig. 15-43." ahs criterion for balance gives the following 
equation: 

Tots 
Th” 


= (- = J) a + jrowC>) : (15-41) 


‘Equating real terms and imaginary terms of Eq. (15-41) gives the 
two relations 


ay, (te Gs | 
rT, = 12 (: c*) (15-42) 
1 
Cie = = 
@ OC (15-43) 
If rz = 27, and Ci = C2, Eq. (15-42) simplifies to 
Fia, 15-43,—Wien bridge. 1 = 12 (15-44) 
and Eqs. (15-43) and (15-44) give 
1 
f= Oar,Cy (15-45) 


Since the value of r; required for balance varies inversely with frequency, 
this bridge cannot be made direct reading. Because 7; is equal to re 
when the bridge is balanced, r; and rz may be adjusted by means of a 
single dial which is calibrated to read frequency. 

15-17. Cathode-ray Oscillographs (Oscilloscopes).—An jacrousinely 
important electron tube device is the cathode-ray oscillograph; or 
oscilloscope.2 Although designed originally for the study of voltage and 


i Frevp, R. F., Gen. Radio Expt., 6 (November, 1931). 

2 River, J. F., “The Cathode-ray Tube at Work,” J. F. Rider, New York, 1935; 
Mauorr, I. G., and Ersrein, D. W., “Electron Optics in Television,” McGraw-Hill 
Book Company, Inc., New York, 1938; Watson-Wartt, R. A., Herp, J. F., and 
Bainsprinee-Beu1, L. H., ‘The Gathode-ray Oscillograph in Radio Research,” H. M. 
Stationery Office, Lotions 1933; Arnprenneg, M. von, “Die Bathodenstrabirohien, 
Julius Springer, Berlin, 1934; MacGrecor-Morais, J. T., and Hununy, J. A., 
“Cathode Ray Oscillography,” Chapman & Hall, Ltd., London, 1936; Kno, M., 
Arch. tech. Mess., 1, 76 (1931) (summary of literature to 1931); Zworyxin, V. K., 
Electronics, November, 1931, p. 188 (bibliography of 12 items); Barcurr, R. R., 
Proc. I.R.E., 20, 1878 (1932) ‘(bibliography of 29 items); Srincurienp, J. M., Elec. 
Eng., 63, 1608 (1934); Barcuer, R. R., Instrumenis, 9, 6, 38, 77, 112, 140, 166, 197, 
231, 255, 286, 312, 341 (1936); Parr, G., ‘The Low Voltage Cathode Ray Tube,” 
Chapman and Hall, Ltd., London, 1937 (extensive bibliography); Srocxmr, A. C., 
Proc. 1.R.E., 26, 1012 (1987); Mayer, H. F., Electronics, April, 1938, p. 14; Preisman, 
A., RCA Rev., 3, 473 (1939); OverBeck, W. P., and Lor, J. L. C., Rev. Sci. Instru- 
ments, 11, 375 (1940); GzonacEn, W. A., Electronics, November, 1940, p. 36. 
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current wave form, the cathode-ray oscillograph finds many other useful 
applications. Its advantages over electromagnetic oscillographs are 
that it draws negligible current from a source of voltage under observation 
and that it responds at frequencies ranging up to 100 megacycles. Cath- 
ode-ray tubes are also an essential part of television equipment. Cath- 
ode-ray tubes for oscillographic use are made in a variety of sizes, ranging 
from 1-in. to 18-in. screen. 

The cathode-ray oscillograph hibe consists essentially of an electron 
gun for producing a beam of rapidly moving electrons called cathode rays, 
a fluorescent screen upon which a luminous spot is produced by the 
impact of the cathode rays, and means for displacing the spot from its 
quiescent position as the result of current or voltage applied to the 
deflecting mechanism. Although the electron beam may be focused by 

Deflecting plates 


Pighla! Fan) 
First anode 


Fluorescent 


Cathode ‘Second anode 


Fia. 15-44.— Electrode structure of typical cathode-ray tube. 


means of magnetic fields, electrostatic focusing is usually used. Figure 
15-44 shows the electrode structure of a typical cathode-ray tube having 
an electron gun with electrostatic focusing. The electron gun consists 
of a thermionic cathode, a grid for controlling the electron density of 
the beam and hence the brightness of the luminous spot, and two anodes. 
The final velocity with which the electrons leave the gun is determined 
by the potential of the second anode, which is normally maintained 
constant in the operation of the tube. The electrostatic field between 
the grid and the first anode and between the two anodes focuses the 
stream of electrons in a manner somewhat analogous to the focusing of 
light rays by lenses.t If the electrodes are properly shaped, the potential 
of the first anode, which is intermediate between that of the cathode 
and the second anode, can be adjusted so that the electron beam is 
brought to a sharp focus in the plane of the fluorescent screen. 

The diaphragms in the grid and first anode serve to intercept elec- 
trons having velocity components normal to the axis of the beam and 
thus prevent: loss of sharpness of the luminous spot. 

1 Matorr, I. G., and Erstrin, D. W., Proc. I.R.E., 22, 1386 (1934) ; 23, 263 (1935); 
Epstein, D. W., Bice. I.R.E., 24, 1095 (1936); Matorr, I. G., and Ersrzin, D. W., 
“Electron Optics in Television,” McGraw-Hill Book Coipany, Inc., New York, 
19388. 
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Magnetic focusing of the electron beam may be accomplished by 
means of either a uniform axial field extending the entire length of the 
tube or a nonuniform field, symmetrical about the tube axis, produced 
by one or more short concentrated coils, the axes of which coincide with 
that of the tube. Because of the difficulty of producing a uniform axiai 
field, magnetic focusing is ordinarily accomplished by means of one or 
more short coils. 

15-18. Deflection of Electron Beam.—The electron beam in a cath- 
ode-ray tube may be deflected either by means of an electric field produced 
by two electrodes between which deflection voltage is impressed, or by 
means of a magnetic field produced by electromagnets through which 
deflection current flows. The general 
arrangement of electrodes in a tube in 
—¢ which both vertical and horizontal 
y deflection is produced by electric fields 

is shown in Fig. 15-44. The deflection 

is in a plane normal to the deflection 
plate surfaces and, as pointed out in 
Fia. 15-45.—Electrostatic deflection of Sec. 1-20, after deflection the electrons 
epbhodesay beni move as though they had originated at 
a point on the axis opposite the center of the pair of deflecting plates. 
Inspection of Fig. 15-45 shows that the linear displacement of the lumi- 
nous spot along the screen, under the assumption that the surface of the 
screen is plane, is 


Deflecting 
t+  Jelectrodes 


ty 
d 

Ser is 
tlie aca Te 


y =Ltané@ em (15-46) 


in which L is the distance in centimeters from the center of the deflection 
plates to the screen. Substitution of Eq. (1-21) in Eq. (15-46) gives 
EsiL 

Y= vem cm (15-47) 
in which F is the deflection voltage in statvolts, & is the charge of an 
electron in e.s.u., J is the length of the deflection plates in centimeters, v, 
is the velocity in centimeters per second with which the electrons enter 
the deflecting field, m, is the mass of an electron in grams, and d is the 
spacing of the deflection plates in centimeters. But 


mv = E& (15-48) 


in which £, is the potential difference in statvolts between the cathode 
and the second anode. Substitution of Eq. (15-48) in Eq. (15-47) gives 


_ BIL 
Y ~ Od 


in which # and EF, may be expressed in volts. 


(15-49) 


Src. 15-18] ELECTRON-TUBE INSTRUMENTS 631 


Equation (15-49) shows that the deflection of the luminous spot 
varies linearly with deflection voltage but is inversely proportional to the 
second anode voltage. Since the brightness of the spot increases with 
the energy with which the electrons strike the screen, which is in turn 
proportional to the second anode voltage, a high value of brightness is 
attained at the expense of deflection sensitivity. For this reason some 
tubes contain a third anode, which may take the form of a grid adjacent 
to the screen or of a graphite coating on the wall of the tube. The second 
anode voltage may thus be made low enough to give high deflection sensi- 
tivity and the high velocity required for spot brilliance be given to 
the electrons subsequent to deflection. Equation (15-49) shows that 
deflection sensitivity is also increased by lengthening the plates. In 
order to prevent the electrons from striking the deflection plates at large 
values of deflection, long plates are usually divergent over a portion of 
their length. 

In most applications of cathode-ray tubes the deflection voltage 
varies. The deflection is then proportional to the integral of the deflec- 
tion voltage throughout the time of transit of electrons between the 
plates. If the rate of change of voltage is sufficiently small so that the 
voltage is essentially constant during the time of transit, the deflection 
is proportional to the instantaneous voltage. This is not true, however, 
when the period of alternating deflection voltage is of the order of magni- 
tude of the transit time between the deflection plates. The high-fre- 
quency limit of the deflection voltage that can be analyzed by means 
of a cathode-ray tube is therefore dependent upon the transit time. 
. Because the transit time is decreased by increase of second anode voltage 
and by decrease of length of deflection plates, both of which reduce the 
deflection sensitivity, it follows that tubes designed for use at very high 
frequencies have low deflection sensitivity. The limiting frequency at 
which a cathode-ray tube can be used is reduced by capacitance between 
the deflection electrodes and their leads and by lead inductance. These 
are minimized by bringing the leads directly through the wall of the 
tube, as in Fig. 15-44, but for the sake of simplicity of manufacture and 
convenience of making connections, the leads are brought out through 
the base in most tubes designed for oscillographic use. 

Two coil arrangements that may be used in producing electromagnetic 
deflection are shown in Figs. 15-46 and 15-47. Because of the large air 
gap and the low magnetizing force that is ordinarily used, an iron core 
does not greatly increase the sensitivity but is sometimes used to help 
in shaping the field. In the arrangement of Fig. 15-47 the coils may be 
bunch-wound and wrapped about the neck of the tube, as shown, or 
they may be wound in a slotted core similar to the stator of a two- 
phase induction motor. In order to prevent interaction between the 
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horizontal and vertical pairs, the coils must be carefully designed and 
mounted. 

The deflection produced magnetically is normal to the flux (see Sec. 
1-21). It follows from Eq. (1-29) that the deflection over the surface 
of a spherical screen is given by the relation 


= 0.297 SBL 


Gee! i | & sBL 
3 X 10° V2m. ./300£, V/E, 
in which s is the distance in centimeters throughout which the magnetic 
field acts, B is the flux density in gauss (assumed to be constant through- 


(15-494) 


O 
Fria. 15-46.—Structure and flux pattern of coils for electromagnetic deflection of cathode- 
ray beam. 


/Flux 


Fie. 156-47.—Structure and flux pattern of coils for electromagnetic deflection of cathode-ray 
beam. 


out the distance s), Z is the distance in centimeters from the center of 
the field to the screen, and H, is the second anode voltage in volts. At 
low frequencies the deflection sensitivity may be increased by increasing 
the number of turns in the deflection coils, but at high frequencies it is 
usually necessary to keep the coil inductance small. 

Most cathode-ray tubes designed for oscillographic use employ electro- 
static focusing and deflection. Sometimes deflection in one direction is 
produced electrostatically, and at right angles magnetically. The 
obvious advantage of electrostatic deflection is that little or no deflection 
current or power is required. The auxiliary circuits are therefore much 
simpler, and difficulties arising from coil inductance are avoided. 
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Large angular deflection requires that electrostatic deflection plates shall 
either be short or have large separation in order that they will not inter- 
cept the electrons. Since either small length or large separation results 
in low deflection sensitivity, tubes designed for electrostatic deflection 
usually use relatively small angular deflection and must consequently be 
longer than tubes designed for magnetic deflection. The greater struc- 
tural simplicity of magnetic-deflection tubes makes them cheaper to 
manufacture and more rugged than electrostatic-deflection tubes. 
Magnetic deflection is not satisfactory in the study of voltage wave 
form, since inductance of the deflection coils causes the current wave 
form to differ from that of nonsinusoidal voltage impressed upon the 
coils or upon the amplifier that excites the coils (see Fig. 15-54). For this 
reason magnetic deflection is ordinarily used only in producing a time base. 

15-19. Cathode-ray Tube Screens.'—The screen of a cathode-ray 
tube consists of a thin layer of a phosphor, which is a material that 
luminesces as the result of bombardment by rapidly moving electrons. 
The bombardment gives rise to both fluorescence or emission of light 
during bombardment and phosphorescence or emission of light after 
bombardment. The phosphor is applied to the inside of the end of 
the tube by spraying, dusting, or precipitation from a liquid. Factors 
governing the choice of the phosphor for a specific type of tube are the 
required luminous intensity of the spot per watt of the incident electron 
beam, the desired rate of decay of phosphorescence, and the desired color 
of the light, which depends in turn upon whether the tube is to be used 
visually or photographically. Slow decay of phosphorescence makes 
possible the visual observation of nonrepeating transients and prevents 
flicker in the visual observation of periodic voltages or currents of low 
ffequency, but causes blurring whenever an image on the screen moves or 
changes form. A compromise must therefore be made between absence 
of blurring and freedom from flicker. 

Continued bombardment of one point of the screen reduces the 
sensitivity of the phosphor and may eventually result in its destruction. 
Furthermore, at high voltages the impact of the electrons upon the 
screen may raise its temperature sufficiently to melt the glass. For 
these reasons the beam should be turned off when the spot is stationary. 
_ To avoid reduction of sensitivity of the screen it is also best not to oper- 
ate the tube over an extended period with an unchanging pattern. Many 
oscilloscopes are provided with a switch that turns off the beam by 


1 Nicnots, E. L., Howss, H. L., and Witser, D. T., ‘‘Cathode-luminescence and 
Luminescence of Incandescent Solids,” Carnegie Inst. Pub., Washington (1928); 
ToMASCHEK, R., Die Physik, 2, 33 (1934); Perxins, T. B., and Kaurmann., H. W., 
Proc. I.R.E., 28, 13824 (1935); Levy, L., and West, D. W.., J. Inst. Elec. Eng. (London), 
79, 11 (1936); Matorr, I. G., and Epstein, D. W., Electronics, November, 1937, p. 31. 
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applying a high negative potential to the grid. Where such a switch 
is lacking, the beam may be turned off by means of the intensity control. 
The life of the tube is greatly extended if the operator forms the habits of 
turning off the beam when not making an observation and of using as low 
brilliance as possible. 

15-20. Oscilloscope Time Bases.—Cathode-ray oscillograph tubes 
are provided with two sets of deflection plates or coils, mounted so that 
the deflection produced by one is in the horizontal or X direction, and 
by the other in the vertical or Y direction. Simultaneous application 
of direct voltage to both sets of plates or of current to both sets of coils 

produces a displacement that is the vector 

sum of those which result from the individual 
voltages or currents. Since the results ob- 
tained with magnetic and electrostatic defiec- 
tion are essentially the same, much of the 
following discussion will mention only electro- 
static deflection. 

When alternating voltage is applied to one 
‘pair of plates, the spot oscillates and, because 
4 of phosphorescence and persistence of vision, 

Fie. 15-48.—Lissajous fig- is seen on the screen as aline. Application of 
i ai ae ened ratio, alternating voltage to both sets of plates 

causes the spot to trace a complicated path 
which does not in general close upon itself if the frequencies of the two 
voltages are different and which is, therefore, seen as a moving pattern. 
If the quotient of the two frequencies is rational, the path closes and the 
image is seen as a stationary pattern. A rational frequency ratio can be 
determined by enclosing the pattern by a rectangle the sides of which dre 
parallel to the X and Y axes and tangent to the pattern. The ratio 
of the Y to the X frequency equals the number of points of tangency of 
the curve to a horizontal side of the rectangle divided by the number 
of points of tangency to a vertical side. Thus, in Fig. 15-48 the ratio 
of the Y frequency to the X frequency is 3:2. The form of the pattern 
is also affected by the harmonic content, amplitude, and phase relation 
of the two voltages. For sinusoidal voltages of the same frequency, 
that are of equal amplitude and in phase, the pattern is a straight line 
making a 45-degree angle with the horizontal. As the phase of one 
voltage is changed, the pattern becomes an ellipse which widens with - 
increase of phase angle and becomes a circle when the phase angle reaches 
90 degrees. Although these patterns, called Lissajous figures, may be 
analyzed quite readily if one component is sinusoidal, it is usually desir- 
able to use an X voltage of such wave form that the unknown voltage is 
plotted on a time base. 
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In order that the image shall show the unknown voltage as a function 
of time, it is necessary that the spot shall periodically sweep across the 
screen horizontally with uniform velocity up to a certain point and then 
return instantaneously to its zero position. If the time taken for one 
timing sweep is equal to the period of the voltage applied to the Y plates, 
the pattern will consist of one cycle of the Y voltage. If the sweep 
frequency is equal to f,/n, the image will show n waves of the Y voltage. 
The image will be stationary if 7 is a rational 
number. The required horizontal movement A ae ae 
of the fluorescent spot can be produced by Pig. 15492 Weave doom. of 
means of an X voltage that periodically linear sweep voltage for cathode-. 
increases uniformly with time and falls to “Y Geculograpty: 
zero instantaneously upon reaching a given value. The wave form 
of such a voltage is shown in Fig. 15-49. The earliest method of obtain- 
ing a saw-tooth voltage was by means of arotating voltage divider. 
The usefulness of this method was limited by friction of sliding contacts 
and by contact resistance and other mechanical difficulties. ‘The devel- 
opment of vacuum-tube oscillators for producing sweep voltages greatly 
increased’ the field of application of the cathode-ray oscillograph! and 
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Fig. 15-50.—Sweep oscillator and amplifier. 


made possible the synchronization of the sweep voltage to the unknown 
voltage (see Secs. 10-13, 10-15, and 12-33). 

Methods of producing saw-tooth voltages were discussed in Secs. 
10-13, 12-6, and 12-33. Although circuits using only high-vacuum tubes 
have a higher frequency limit of oscillation, the arc-tube circuits of 
Fig. 12-38 or 12-50 or modifications of these circuits are usually used as 
sweep oscillators in oscilloscopes.2 Figure 15-50 shows a circuit that 


? BEDELL, F., and Retcu, H. J., J. Am. Inst. Elec. Eng., 46, 563 (1927). 

? Fruenavr, G., Arch. Elektrot., 21, 471 (1929); Samusrn, A. L., Rev. Sci. Instru- 
ments, 2, 582 (1931) (with bibliography); Fincu, G. I., Surron, R. W., and Tookg, 
A. E., Proc. Phys. Soc. London, 48, 502 (1931); Brewer, F. T., Electronics, December, 
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incorporates an amplifier for varying the sweep amplitude.! Practical 
sweep oscillators do not furnish a voltage that completely satisfies the 
requirements for a perfect sweep voltage, since some time is required 
for the voltage to fall to zero at the end of the cycle. Because of this, 
a portion of the observed phenomenon occurs during the return sweep. 
The fraction of the cycle taken by the return sweep is ordinarily neg- 
ligible at low frequency, but at very high frequencies the return time 
may be large enough so that a pattern of appreciable intensity is traced 
during the return sweep. The pattern traced during the return sweep 
may be eliminated by biasing the grid of the cathode-ray tube beyond 
cutoff during the return sweep. The required pulse of negative voltage 
may be obtained from a small resistor in series with the tube that. dis- 
charges the sweep-oscillator condenser, such as the 500-ohm current- 
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Fie. 15-51.— Wave form of sweep voltage used when it is desired to observe only a portion 
of the cycle of voltage impressed upon the oscilloscope. 


limiting resistance in series with the 884 tube in the circuit of Fig. 15-50. 
The voltage pulse may also be obtained by passing the saw-tooth voltage 
through the pulse-forming circuit of Fig. 10-10. . 

When it is desired to observe in detail a small portion of the entire 
cycle of a voltage wave, or a periodic voltage pulse of short duration — 
repeated at a relatively low frequency, the luminous spot should sweep 
only during the portion of the cycle to be observed and remain at rest 
during the remainder of the cycle. This result can be attained by the 
use of a sweep voltage of the form of Fig. 15-51, which may be generated 
by the circuit of Fig. 15-52.2 This circuit is a combination of the thyra- 
tron relaxation oscillator of Fig. 12-50, the pulse-forming circuit of 
Fig. 10-11, the trigger circuit of Fig. 10-8, and the circuit of Fig. 10-31. 


1931, p. 222; Scorr, H. H., Gen. Radio Expt., T, No. 1 (1932); Unsricur, G., Hochf. 
tech. u. Elektroakus., 39, 130 (1932); Freup, G. 8., Can. J. Research, 7, 131 (1932); 
Fucks, W., and Krormmr, H., Arch. Elektrotech., 27, 125, 606 (1933); Hauugr, C. E., 
Rev. Sci. Instruments, 4, 385 (1933); Zworysin, V. K., Proc. [.R.#., 21, 1655 (1933); 
J. Inst. Elec. Eng., 11, 82 (1932); Norrinauam, W. B., J. Franklin Inst., 211, 751 
(1931); Ricnarps, P. A., and Meter, W. L., Electronics, April, 1934, p. 110; Lensin, 
C. E., Electronics, May, 1935, p. 156; Gotpsmitu, T. T., JR., and Ricnarps, L. A., 
Proc. I.R.E., 28, 653 (1935); McCarruy, D., Wireless World, 87, 367 (1935); Hlec- 
tronics, February, 1936, p. 42; Legps, L. M., Proc. I.R.H., 24, 872 (1936); Porrer, 
J.L., Proc. I.R.E., 26, 713 (1988). See also Parr, op. cit., pp. 164-165. 

1Watter, L. C., Radio Retailing, January, 1937, p. 65. This article gives com- 
plete specifications for the construction of an oscilloscope using a type 913 cathode-ray 
tube, : 

2 Haworta, L. J., Rev. Sci. Instruments, 12, 478 (1941). 
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The functions of the various portions of the circuit are indicated by the 
wave forms of the voltages at various points. 

A much longer time base can be obtained by the use of a circular or 
spiral sweep. A circular or eliptical sweep is obtained by applying 
to the two sets of deflection plates voltages that are 90 degrees out of 
phase, obtained from a series combination of resistance and capacitance 
or inductance, as shown in Fig. 15-53. The voltage under observation 


Fia. 15-52.— Expanded-sweep circuit for the observation of a small portion of the cycle of 
voltage impressed upon the oscilloscope. 


is made to produce a radial displacement of the spot proportional to the 
instantaneous voltage by superimposing it upon the direct voltage of the 
second anode,! or by modulating the input voltage of the circuit of Fig. 
15-53 in accordance with the voltage under observation, by means of a 
linear modulator. A spiral sweep is obtained by modulating the input 
voltage of the circuit of Fig. 15-53 in accordance with a saw-tooth voltage. 


i cd 


Fig. 15-53.—Cir- Fie, 15-54——Form of exciting 
cuit for producing a voltage required to produce linear 
circular sweep. electromagnetic sweep. 


The voltage under observation is superimposed upon the saw-tooth 
voltage in modulating the input to the phase-splitting circuit. 

In order to obtain a linear sweep by electromagnetic means, the 
current through the deflecting coils must be of saw-tooth form. The 
linear rise in current through the coils requires a linear rise in voltage 
across the coil resistance and a constant voltage across the coil inductance. 


1 Variation of second anode voltage varies the deflection sensitivity, and hence the 
radius of the circular sweep. See N. V. Kippine, Wireless World, 18, 705 (1924). 
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The periodic wave of voltage across the coil must therefore be the sum 
of a saw-tooth wave and a rectangular wave. The desired result may be 
obtained by impressing a wave of the form of Fig. 15-54 upon the input 
of the circuit of Fig. 15-55. The function of the diode, condenser, and 
resistance in the circuit of Fig. 15-55 is to damp out transient oscillations 
set up in the transformer and deflection coils by the discontinuities of 
current. Voltage of the form of Fig. 15-54 may be obtained from a 
saw-tooth-wave oscillator by the addition of resistance in series with the 
condenser, as shown in Fig. 15-56. The constant condenser charging 
current produces a constant voltage across R’ and a linearly rising 
voltage across the condenser. R’ is varied until the current wave has 
the correct wave form. 


Deflection 
cor/s 


Fie. 15-55.—Amplifier for producing linear Fig. 15-56.—Oscillator for the generation of 
electromagnetic sweep. voltages of the form of Fig. 15-54. 


15-21. Oscilloscope Amplifiers.— Oscilloscope amplifiers serve the dual 
purpose of providing sufficient voltage to give the desired deflection, 
and of making possible the variation of deflection voltages without 
drawing appreciable current from the source under observation or from 
the sweep oscillator. Sweep amplifiers must be capable of amplifying 
frequencies ranging from the fundamental frequency up to approximately 
the tenth harmonic. In order to cover the sweep frequency range of 
50 to 50,000 cps, therefore, the sweep amplifier must have negligible 
frequency and phase distortion in the range from 50 to 500,000 cps. A 
similar frequency range is desirable in the Y-deflection amplifier in the 
study of wave form, particularly when the wave contains near-discon- 
tinuities. Compensated amplifiers embodying cathode-follower stages, 
similar to the amplifier of Fig. 6-24, are used in the best oscilloscopes. 

Figure 15-57 shows the usual manner of coupling the deflection plates 
to the output of a single-sided amplifier. The voltage divider P changes 
the direct voltage between the plates and thus displaces the image 
on the screen. Since the second anode and one deflection plate of each 
pair may be connected within the tube, the use of this circuit makes 
possible a simplified tube structure. It has the disadvantage, however, 
that the variation of the potential of only one plate relative to the second 
anode and the cathode produces a corresponding variation of the effective 
accelerating voltage and thus destroys the linearity between deflection 
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voltage and deflection.1 This difficulty may be avoided by using a 
push-pull amplifier to excite the deflection plates. The potential 
of one plate relative to the second anode then falls by the same 
amount that the other rises and the average potential of the deflec- 
tion plates relative to the cathode remains constant. The cathode- 
phase-inverter circuit of Fig. 5-16 may be conveniently used for this 
purpose. Figure 15-58 shows a form of this circuit that makes it possible 
to displace the image on the screen. Increasing the magnitude of the 
bias of 7, above that of 7. by means of the potentiometer P decreases 
the plate current of 7; and makes the voltage drop across Ry: less than 


Fig. 15-57.—Single-sided oscilloscope Fig. 15-58.—Push-pull oscilloscope ampli- 
amplifier with a control for displacing the fier. 
pattern. 


that across Rye. A direct difference of potential is thus established 
between the deflecting plates, causing a steady deflection of the image. 

The complete circuit diagram of a typical oscilloscope is shown in 
Fig. 15-59 (see Prob. 15-1). 

15-22. Electronic Switches for the Observation of Two Waves.— 
Most cathode-ray tubes that are now on the market contain only one 
set of elements and can therefore be used directly for the observation 
of only one voltage as a function of time. Two or more waves can be 
observed simultaneously by the use of a commutator,? but this method 
is not very convenient. A number of electronic circuits have been 
developed that make possible the observation of two waves.? In these 
circuits the two voltages to be observed are applied to two amplifiers, the 
outputs of which are impressed upon the Y deflecting plates. Some form 

1 DuMont, A. B., Electronics, January, 1935, p. 16. 

2 BEDELL, and Reicu, loc. cit. 

3 Sewia, R., Z. f. tech. Phystk., 14, 152 (1933); Brown, C. B., Electronics, 6, 170 
(June, 1933); Davipson, I. B., J. Sci. Instruments, 11, 359 (1934); Garcnau, L., Rev. 
Sci. Instruments, 8, 171 (1935); DuMont, A., Electronics, March, 1985, p. 101; 
Wooprurr, L. F., Elec. Eng., 54, 1045 (1935); Grorex, R. H., Herm, H. J., and 
Roys, C. 8., Elec. Eng., 64, 1095 (1935); Hucuss, H. K., Rev. Sci. Instruments, 7, 89 
(1936); Saumarp, C. C., Elec. Eng., 57, 209 (1938); Rurcu, H. J., Rev. Sci. Instruments, 
12, 191 (1941). 
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Fie. 15-59.—Complete circuit of a typical oscilloscope. (Courtesy of Allen B. DuMont Laboratories, Ine.) 
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of trigger switching circuit, such as those of Fig. 10-8, 10-9, or 12-34, 
synchronized to the sweep voltage, is used to control the control-grid, 
screen, or suppressor voltages of the amplifiers in such a manner that the 
amplifiers amplify during alternate sweeps. The images of the two waves 
are formed on the fluorescent screen during alternate sweeps. Because 
of phosphorescence and persistence of vision, they appear to be seen 
‘simultaneously. 

A typical switching circuit is shown in Fig. 15-60.!. This circuit 
uses pentode amplifier tubes controlled by a parallel thyratron switching 
circuit of the form of Fig. 12-34a. The screens of the amplifier tubes 
T; and 7, are connected to the anodes of the thyratrons 7; and 72, 
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Fia. 15-60.—Electronic switch for the simultaneous observation of two waves with a single- 
element cathode-ray tube. 


respectively. The amplifier cathodes are positive relative to the thyra- 
tron cathodes by a voltage that exceeds the thyratron tube drop. Hence, 
when either thyratron fires and the voltage of its anode relative to its 
cathode falls to a value equal to the tube drop, the screen voltage of the 
corresponding amplifier tube is made slightly negative relative to its 
cathode, so that its plate current is reduced to zero, and the tube ceases 
to amplify. 

15-23. Electronic Transient Visualizers.—The periodic contactor 
circuits mentioned on pages 457 and 491 are of value in the study of 
transient voltages and currents by means of the cathode-ray oscillograph.” 
The sweep oscillator voltage, in addition to providing time deflection 
of the fluorescent spot, varies the grid voltage of an amplifier tube, the 
plate circuit of which contains a relay. The relay is used to open and 

1 GEorcz, Herm, and Roys, ibid. , 

? Retcu, H. J., Rev, Sci. Instruments, 6, 7 (1934). 
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close the circuit in which the transient is produced, the adjustment 
being such that the transient is initiated at the beginning of the timing 
sweep. Since the relay operates at the same instant in each sweep, the 
transient is observed on the screen as a stationary figure. Limitations 
imposed by relay inertia and chattering are overcome by the use of an 
884 thyratron tube in place of the mechanical relay, as shown in Fig. 
15-61.1_ Extinction of the 884 switching tube 7, is accomplished by 
virtue of the ability of the 884 grid to interrupt anode current of 50 ma 
or less when the grid is made sufficiently negative. The saw-tooth 
voltage of the sweep oscillator is applied to the grid of 7's with proper 
polarity so that the sudden change in voltage when the sweep oscillator 
tube 7. fires causes the negative bias of 7's to increase enough to cut 
Sweep voffage 

%o oscillograph 


Me 


4 
ae 1252 


Fra. 15-61.—Electronic transient visualizer. 


off the anode current. Since this change in voltage is very rapid, the 
extinction time of 7, may be made as small as 10 usec. As the condenser 
C, charges, the negative grid voltage of 7. decreases and at some time 
in the cycle becomes so small that 7% again fires. If the plate circuit of 
T, contains only resistance, the wave of anode current, and the voltage 
across this resistance, are observed to be square topped, as they should be 
if firing and extinction of 74 are rapid. The condenser C2 of Fig. 15-61 
serves to delay the extinction of 7's, so that a transient initiated by the 
extinction of 7, will not start during the return sweep of the fluorescent 
spot. The frequency of repetition is controlled by Ci, fi, and R». 
R; and R, control the portion of the cycle during which 7, conducts. 
Figure 15-62 shows how this device may be used in the oscillographic 
study of transient oscillations in coupled oscillatory circuits and in lines. 

Another type of visualizer, in which the transient is initiated by a 
voltage impulse, is based upon the relaxation circuit of Fig. 12-43.2 The 

1 Bennett, J. A., master’s thesis, Cornell University, June, 1985; Reicu, H. J., 
Elec. Eng., 56, 1314 (1936), Trans. Am. Inst. Elec. Eng., 56, 873 (1937). 

2 Reicu, ibid. . 
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voltage that causes the transient is preferably taken from a resistance in 
series with C,, either directly or through an amplifier, and the circuit is 
tripped by means of voltage from the sweep oscillator. A similar circuit 
of somewhat reduced flexibility is obtained by taking the transient 
exciting voltage pulse from a resistance in series with the sweep oscillator 
condenser, through a suitable amplifier.’ 


To 
oscillograph 


oscillograph 


Fig. 15-62.—Circuits for using transient visualizer in the study of transient oscillations in 
(a) coupled circuits and (0) lines. 


A third type of transient visualizer is illustrated in Fig. 15-63.? 
The action of this circuit is as follows: During one-half of the cycle of 
alternating supply voltage, the condenser C, is charged from the second- 
. ary of the transformer through the rectifier T,. At the positive crest 
of the following half cycle the thyratron T1 fires, and C, begins to charge, 


‘| Deflecting 
Plates 


Fig. 15-63.— Transient visualizer that initiates the transient by the discharge of a condenser 
through a thyratron. 


causing a horizontal deflection of the fluorescent spot. Firing of 7, 

also applies a positive impulse to the grid of 73, causing it to fire. Cy 

discharges through 73, producing a voltage pulse across Rs3, the shape 

of which depends upon the parameters C1, C2, L, Ri, and Re. This 

voltage, or a portion of it, may be applied to the circuit in which it is 
1 Unpublished paper by P. W. Ryburn, Univ. of Illinois, 1938. 


* Rowats, N., Gen. Elec. Rev., 39, 146 (1936); Trans. Am. Inst. Elec. Eng., 66, 873 
(1937). 
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desired to initiate a transient. The transient is thus repeated in synchro- 
nism with the sweep at the frequency of the alternating supply voltage. 

15-24. Oscillographic Comparison of Frequencies.—-The cathode-ray 
oscillograph can be used to advantage in the calibration of oscillators by 
comparison with known frequencies. The simplest method is by the 
use of Lissajous figures. ‘The output of the oscillator that is to be 
calibrated is applied to one pair of deflecting plates and the standard 
frequency to the other pair. Either frequency is adjusted to give 
a stationary pattern. The frequency ratio is equal to the ratio of the 
number of horizontal and vertical points of tangency of a rectangle that 
encloses the pattern. 

A second method of frequency comparison was developed by N. V. 
Kipping.! In Kipping’s circuit, shown in Fig. 15-64, the lower frequency 
is applied to a series combination of resist- 
ance and capacitance. The voltage across 
the resistance is applied to one set of déflect- 
ing plates, and the voltage across the con- 
denser to the other. Because these voltages 
are 90 degrees out of phase, a circular 
pattern is obtained when the resistance is 
adjusted so as to make their amplitudes 
equal. The higher frequency is introduced 
Cathode-ray into the anode circuit. Variation of anode 

Fic. 15-64.—Circuit for the Voltage changes the electron velocity and, 
eum aves comparison of therefore, the’ deflection sensitivity. This 

; causes the diameter of the circular pattern to 
change, the effect being equivalent to a radial displacement of the spot 
_ relative to the circle. Hf the ratio of the two frequencies is rational, a 
stationary pattern is obtained. The frequency ratio is equal to the 
number of whole waves superimposed on the circle, divided by the number 
of revolutions that the spot makes in completing the pattern. With 
modern tubes, which incorporate a control grid, the higher frequency may 
also be introduced into the grid circuit to produce a variation of intensity 
along the circle. The latter method is not satisfactory for other than 
integral frequency ratios, however, because of the difficulty of determining 
how many times the spot moves about the circle in completing - -the 
pattern. 

A third method? makes use of the circuit of Fig. 15-65. The two 
voltages e: and és, of frequency f; and fo, are first applied individually, and 
the resistances and capacitances are adjusted so that each voltage 


1 Kierina, N. V., Wireless World, 18, 705 (1924). 
2 Raneacuant, T. 8., Wireless’ Eng., 5, 264 (1928), 6, 184 (1929); KurReLMEyYEr, 
Brernyarp, Rev. Sci. Instruments, 7, 200 (1936), 8, 348 (1937). 
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produces a circular pattern. When the two voltages are applied simul- 
taneously, the pattern is some form of roulette, of which the cycloids 
are examples.! If thé amplitude of the higher frequency is somewhat 
smaller than that of the lower frequency, the pattern will in general 
have one or more cusps or loops. A stationary pattern is obtained if the 
ratio of the higher to the lower frequency fe/f:, reduced to its simplest 
form, is N2/Ni, in which Nz and N; are integers. For the circuit of 
Fig. 15-65, there are Ne'+ Ni loops or cusps, pointed outward. In 
generating the pattern, the fluorescent spot moves from one cusp or 
loop to the Nith next one. Thus Ni may be 

determined by adding one to the number of cusps 

skipped by the fluorescent spot. If N is the 

total number of cusps, VN = N2+ N;. If the 

ratio of the frequencies cannot be expressed as | 

the ratio of two integers, the pattern will have 


N2-+N1 cusps, where N2/N1 is the rational o Ey 
number that most nearly approximates the fre- 
quency ratio f2/f:, but will rotate. If fo/fi is Fig. 15-65.—Circuit for 


less than N2/N1, the pattern will rotate in the the oscillographic compari- 
same direction as the spot moves when the lower pei 
frequency /: is applied alone, which may be termed the positive direction. 
The frequency ratio is 


: me! = FON: (15-50) 


in which f; is the number of revolutions of the pattern per second. If 
fo/f, is greater than N2/N1, on the other hand, the direction of rotation 
is negative, and the numerical value of f; should be taken as negative 
in Eq. (15-50). The positive direction of rotation can be readily deter- 
mined by increasing f; or decreasing f2 slightly. The rotation is positive 
if the speed of rotation increases. 

If the position of one condenser and its associated resistor is inter- 
changed in the circuit of Fig. 15-65, there are N, — N1 cusps or loops, 
pointed inward. For frequency ratios for which Ni exceeds Nz — N,, 
interpretation of the patterns is more difficult with this modified circuit 
since the fluorescent spot makes more than one complete trip around the 
center between two successively generated cusps, and the patterns are 
intricate. Figure 15-66 shows typical patterns obtained for several 
frequency ratios. All patterns are for the circuit of Fig. 15-65 with the 
exception of the lower right pattern, which was obtained with the 
transposed circuit. 


*Reynowps, J. B., and Wea, F. M., “Analytic Geometry and Elements of 
Calculus,” p. 246, Prentice-Hall, Inc., New York, 1930. 
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The circuit of Fig. 15-65 cannot be used with, an oscillograph in 
which there is a common connection between one horizontal and one 
vertical deflecting plate. With this type of oscillograph the circuit of 


Temm 


ex 


ratios. 


Fig. 15-67 may be used.! The impedance of the isolating transformer T 
should be high in comparison with the resistance R1. For frequencies 
in the audible range an ordinary interstage coupling transformer and a 


PAD ey 
‘ 


Fig. 15-67.—Modified form of the circuit of Fig. 15-65 that makes possible the use of a tube 
with a common connection between two deflecting plates. 


5000-ohm variable resistance may be used. At frequencies above 

5000 eps, the distributed capacitance of the transformer tends to prevent 

the formation of a circular pattern for the voltage e:. For this reason e: 
1 RanGcacuart, loc. cit.; Reicu, H. J., Rev. Sct. Instruments, 8, 348 (1937). 
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should be the lower frequency. Resistance or capacitance between the 
Y plates or leads produces a phase shift which makes it difficult to obtain 
a circular pattern for the voltage e. at very high frequencies. No 
difficulty is encountered, however, even above 10,000 eps, if the Y plates 
are not shunted by a leak and if the connection from the ungrounded Y 
plate to the transformer is short. A high resistance R3 across the 
secondary is sometimes of help at high frequencies. If the primary 
and secondary of Fig. 15-67 are wound in the same direction, the cusps 
or loops of the pattern will point inward. The pattern may be trans- 
formed into one in which the cusps point outward by transposing the 
primary or secondary connections or by 
interchanging the position of either resistor 
and its associated condenser. Provision 
should be made for the variation of the ampli- 
tudes of e; and e2 both in the circuit of Fig. 
15-65 and in that of Fig. 15-67. tee 
15-25. Effect of Capacitance of Deflecting 3nd ae oe ri 
Plates.—Special precautions must be taken in deflecting plates may affect the 
the use of the cathode-ray oscillograph in the £7™ of the oseillogram. 
study of small voltages and currents. The capacitances of deflecting 
plates and their leads, although small, may under certain circumstances 
produce surprising results. In Fig. 15-68, r. and ry are two resistances 
through which a common alternating current flows. If r, and r, are 
high, it is found that when the voltages across them are applied to the 
cathode-ray oscillograph by closing the switches S; and Sz, the image 
may be an ellipse, instead of the straight line that would be expected 
with voltages that are in phase. If only one resistor were known to be 


Fig. 15-69.—Circuit for the oscillographic determination of current-voltage characteristics 
of the element X. Errors may result from deflecting-plate capacitances Cz and Cy. 


nonreactive, the incautious observer might conclude that the phase 
difference of the voltages results from reactance in the other resistor. 
Actually, the difference in phase results from inequality of the electrode 
capacitances C’, and C,, or of the resistances r, and ry. 

Although the simple circuit of Fig. 15-68 is not likely to be used, 
modified forms of it may be. Thus, the circuit of Fig. 15-69 may, for 
example, be used to determine the current-voltage characteristic of the 
element X. The load resistor 7, may be of the order of $ megohm, so 
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that the capacitance of the deflecting plates and amplifier tube may 
produce appreciable shift in the phase of the voltage across r,. Similarly, 
if the resistance of X is high, C, may appreciably affect the phase of the 
voltage across it. 

. 15-26. Electron-ray Tube.—Another type of cathode-ray tube is the 
electron-ray tube or magic eye which is used as a tuning indicator in radio 
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(a) 
Fie. 15-70.—Structure of the type 6AB5 electron-ray tube. 


receivers.! This tube, the construction of which is shown in Fig. 15-70, 
contains two sets of elements, one of which is a triode amplifier and the 
other a cathode-ray indicator. The latter consists of a cathode, a 
fluorescent anode (target), and a control electrode which controls the 

portion of the fluorescent anode 


eee f ee upon which the electrons strike. 
Triode * The ray-control electrode is con- 
griad--f ; _ nected to the plate of the amplifier 
eS eas Ray one. section, which is connected to the 

Contro/” ~ supply voltage through a high resist- 
volnage ance, as shown in Fig. 15-71. Varia- 


tion of the amplifier grid voltage 
changes the voltage of the ray-control 
electrode, and thus the portion of the 
target that fluoresces. The fluorescence is observed as an annular sector 
of varying angular width. The tube may be calibrated for use as a volt- 
meter where rough measurements suffice. When the electron-ray tube 
is used as a tuning indicator, the a-v-c biasing voltage, which increases 
with amplifier output, is used as the control voltage. 

1 Water, L. C., and Ricnarps, P. A., Radio Retailing, December, 1935, p. 47; 
Tuompson, H. C., Proc. I1.R.E., 24, 1276 (1936); Wanusr, L. C., QST, October, 1936, 
p. 35, November, 1936, p. 23; Watupr, L. C., RCA Rev., 1, 111 (1937). 


250 V. 
Fie. 15-71.—Electron-ray-tube circuit. 
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15-27. Determination of Static Tube Characteristics—It would 
seem at first thought that the determination of static tube characteristics 
by means of direct voltages and d-c meters is such a simple procedure 
that it requires no discussion. Unless certain precautions are observed, 
however, erratic readings of plate current may be observed. These 
can usually be traced to high-frequency oscillations in the battery leads, 
the necessary inductance and capacitance being furnished by the meters, 
leads, and electrodes. A type 56 triode, for instance, will oscillate 
readily with a plate voltage of only 45 volts if the grid and plate leads 
happen to be of correct lengths to bring the grid and plate circuits into 
resonance. The difficulty may be prevented by the use of by-pass 
condensers from grid and plate to cathode or a resistance in series with 
the grid, if grid current does not flow. . 

15-28. Oscillographic Determination: of Tube Characteristics ——The 
ordinary static method of obtaining static triode characteristics cannot 
be satisfactorily applied in certain ranges of current and voltage because ~ 
of excessive plate and grid dissipation. The flow of high grid and plate’ 
currents for a sufficient time to take meter readings may result in tempo- 
rary changes in characteristics as the result of change of cathode tempera- 
ture or in permanent damage to the tube as the result of gas emission 
from the plate. A method for overcoming this difficulty by the use of 
oscillographic recording was devised by Kalin.' The oscillograph used 
by Kalin was electromagnetic and incorporated a rotating drum for 
photographic recording. The oscillograph element was placed in the 
plate circuit, so that the vertical deflection of the light spot was pro- 
portional to the plate current. The grid voltage was made to vary 
linearly with time by means of a rotary voltage divider. Since the 
recording drum rotated at constant speed, the grid voltage was pro- 
portional to the horizontal displacement. of the spot on the film. The 
oscillogram consequently represented a plot of plate current against grid 
voltage. By this method the average plate dissipation was kept suffi- 
ciently low so that the complete family of transfer characteristics could 
be obtained. The substitution of a linear sweep oscillator in place 
of the rotating voltage divider improves Kalin’s method. The sweep 
oscillator may be synchronized to the drum motor. 

In the positive grid region the average plate and grid dissipations 
may be too great, even when the grid voltage is periodically varied as a 
linear function of time. Kozanowski and Mouromtseff? reduced the 
average dissipation to a very low value by using for the grid excitation 
a single pulse of voltage from the discharge of a large condenser through 


1 Kain, ALBERT, Univ. Wash. Eng. Expt. Sta. Bull. 30, (1924); Scunutper, W. A., 
Proc. I.R.E., 16, 674 (1928). 
2 Kozanowskl, H. N., and Movromtserr, I. E., Proc. 1.R.E., 21, 1082 (1938). 
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a resistance. Although the instantaneous values of dissipation may be 
very high, the currents flow for such short intervals that the electrode 
temperatures do not rise so high as to damage the tube. Peak input 
powers of twenty to thirty times the nominal rating can be recorded by 
this method. The grid and plate characteristics are derived from 
oscillograms of grid and plate voltages and current, recorded simul- 
taneously by a four-element moving-mirror oscillograph. The circuit 
is shown in Fig. 15-72. All resistances used in this circuit are non- 
inductive. The oscillograph elements must, of course, be accurately 
calibrated. The condenser is charged from the voltage supply prepara- 
tory to the taking of an oscillogram, and the discharge of the condenser is 
initiated automatically by the closing of the switch in synchronism with 
the opening of the oscillograph shutter. 


Knife switch 


- 100 
2 MPT 7? rag 
nt 
40002 ~ ~~ ad Loses 
/ ¢ tS Oscillograph 
Synchronous VOR ge = ‘b? senene 


Fia. 15-72.—Circuit for the determination of tube characteristics by means of an electro- 
, magnetic oscillograph. 


A cathode-ray oscillograph may also be used in the determination 
of static transfer characteristics, but its use involves difficulties. If 
electrostatic deflection is used, the plate current must be passed through 
a resistance in order to provide deflecting voltage. A resistance that is 
high enough to provide adequate voltage may appreciably alter the 
characteristic. If an amplifier is used in conjunction with a low resist- 
ance, the amplifier must have negligible nonlinear, frequency, and phase 
distortion over a wide frequency range in order to ensure distortionless 
amplification. The use of an inverse feedback amplifier is recom- 
mended for this purpose. Because of the impedance of the deflecting 
coils, difficulties are also encountered when the plate current is used to 
- produce magnetic deflection. 

Chaffee has described a cathode-ray circuit for the determination 
of static characteristics in which the grid of the tube under observation 
is excited by a voltage pulse produced by the discharge of a thyratron.! 

15-29. Dynamic Measurement of Tube Factors.—Bridge circuits 
for the dynamic measurement of tube factors were first described by 


i Cuarres, E. L., Electronics, July, 1937, p. 30; see also H. F. Mayer, Electronics, 
April, 1938, p. 14. 
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J. M. Miller.1 Other circuits have since been developed. Before 
proceeding to a discussion of tube-factor bridges it is advisable to men- 
tion general limitations of these bridges and precautions that should be 
observed in their use. The equations that must be employed in the 
applications of these bridges are derived by means of equivalent tube 
circuits, which are strictly applicable only at small signal amplitudes. 
The accuracy of the experimentally determined values therefore 
increases as the signal amplitude is reduced. For this reason it is 
advisable to use small voltages in exciting tube-factor bridges and to 
employ an amplifier between the bridge and the telephone receivers if 
necessary. To prevent direct voltage drops that reduce operating 
voltages it is important to provide direct-plate-current paths of low 
resistance by shunting the phones with low-resistance chokes. This is 
particularly necessary in the circuits of Figs. 15-73, 15-74, 15-76, 15-78, 
15-79, and 15-80. Transformers having low primary resistance may, of 
course, be used in place of chokes. In the circuits of Figs. 15-73 to 
15-76, and 15-80, direct plate current also flows through the secondary 
of the exciting voltage input transformer, which should consequently 
have low d-c resistance. The circuits should be set up so that stray 
capacitances between leads and batteries are as small as possible. For 
the sake of simplicity, the tube is shown as a triode in the following cir- 
cuits, multigrid tubes merely requiring the addition of other supply 
voltages. 

15-30. Amplification-factor Bridge—The basic bridge circuit gen- 
erally used for the measurement of amplification factor is that of Fig. 
15-73.! - By constructing the equivalent plate circuit and assuming that 
Vy = —(re/ri)V, and that grid current does not flow, the student may 
readily show that the alternating plate current is zero when 


B= (15-51) 


Actually the effect of tube capacitances prevents V, and V, from being 
exactly 180 degrees out of phase at high frequencies. They can be 
made so by the use of the balancing condenser C. The voltages V, and 
V, are opposite in phase when the ratio of the reactances of the con- 
densers shunting ri and re is equal to 71/72, or 


CHC _ 


om - (15-52) 


The voltages can also be made 180 degrees out of phase by means of a 
smail mutual inductance M, as in Fig. 15-74. As measurements are 


1 Miuunr, J. M., Proc. I.R.E., 7, 112 (1919). 
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usually made at 1000 cps or lower, the balancing condenser or mutual 
inductance is not ordinarily necessary. 

7; Should preferably be small enough so that the direct voltage drop 
in ri will not greatly alter the operating grid voltage. For accurate 
measurements this voltage drop should be taken into account in adjust- 
ing the tube voltages. 


Fia. 15-73.—Bridge for the measurement of Fic. 15-74.—Bridge for the measurement of 
amplification factor. amplification factor. 


15-31. Plate-resistance Bridges.—The plate resistance of triodes or 
other low—plate-resistance tubes may be readily measured by means of 
the simple four-arm bridge of Fig. 15-75. When the bridge is balanced, . 


tp = Ta (15-53) 
Te 
and 
C= (Cox + Cun) a (15-54) 


The condenser C may be omitted if measurements are made at 1000 cps 
or lower. To avoid excessive direct-voltage drop in ri, 7; should pref- 
erably be small (10 or 100 ohms). The voltage drop should be taken 
into account in adjusting the operating plate voltage. 

A second bridge for the measurement of plate resistance is formed 
by the addition of resistances rz and r, to the amplification-factor bridge 
of Fig. 15-74, as shown in Fig. 15-76.2. The bridge is first balanced by 
means of re and M, with S; closed and S; open. Then Si is opened and 
S. closed, and the bridge is again balanced. The student may show 
that the plate resistance is then given by the relation 


= 100rs (15-55) 


1 BALLANTINE, S., Proc. I.R.E., T, 184 (1919). 
2 MILER, loc. cit. 
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It is difficult to measure the high plate resistance of tetrodes and 
pentodes accurately with the circuits of Figs. 15-75 and 15-76. High 
values of plate resistance can be conveniently measured with the circuit 
of Fig. 15-77.1 If r; is a calibrated resistance, r, is found by adjusting 
r, so that the voltage across 72 is the same for the two positions of the 


Fia. 15-75.—Bridge for the measurement of Fie. 15-76.—Bridge for the measurement of 
plate resistance. plate resistance. 


switch S. If the applied voltage V is kept constant, the vacuum-tube 
voltmeter may be calibrated to read resistance directly, ri being used for 
calibration. A third method of measurement is to observe the voltage V 
necessary to give a definite deflection of the vacuum-tube voltmeter. 
For high accuracy rz should be small in comparison with 7r,. This 
necessitates the use of a vacuum-tube voltmeter of high sensitivity. 


S 
\ 
\V-7 | 
voli#merter 
60~ 
Fig. 15-77.—Bridge for the measurement of Fria. 15-78.— Bridge for the measurement, 
high plate resistances. of transconductance of tubes with low plate 


resistance. 


The direct voltage drop in rz must be taken into consideration in adjusting 
the plate voltage. 
15-32. Transconductance Bridges.—The transconductance of tubes 
with low plate resistance can be readily measured by the simple circuit 
of Fig. 15-78, which is a modified form of a circuit first suggested by 


1 Standards on Electronics, p. 27, Institute of Radio Eng., New York, 1938. 
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Appleton.! Examination of this bridge shows that the alternating cur- 
rent through the phones is made up of two components, one of which 
flows through r; and the source e, and the other through the plate of the 
tube, and that these two currents are opposite in phase if the electrode 
capacitances are small. When the circuit is balanced, these two currents 
are equal and, furthermore, there is no voltage drop through the phones. 
Therefore, 


i . 4 (15-56) 
Tp 


or 


In = = ; (15-57) 
‘1 


Fia. 15-79.—Transconductance bridge Fig. 15-80.—Bridge for the measure- 
of Fig. 15-78, modified to incorporate react- ment of transconductance of tubes with 
ance balance. high plate resistance. Either C or M is 


used for reactive. balance. 


capacitance at high frequency can be corrected by the addition of a 
mutual inductance, as in Fig. 15-79. 

For tubes with high plate resistance the circuit of Fig. 15-80 is more 
satisfactory.? In this circuit the alternating voltage across re is balanced 
against that across rs. The bridge is balanced reactively by the con- 
denser C, which may be replaced by a mutual inductance M, shown 
_ dotted in Fig. 15-80. For the circuit in which C is used, the voltages 
across 73 and 72 are opposite in phase and equal in magnitude when the 
bridge is balanced. Since no alternating current flows through the 
phones and the reactance of the interelectrode capacitances is high in 
comparison with rz, the load impedance is practically equal to r;. If 
grid current does not flow, 


1 AppLeTon, E. V., Wireless World, 6, 458 (1918). 
2 BALLANTINE, loc. cit. 
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ere = ME,r3 
Tr +Tre Tre +73 
= as = (15-58) 


Tr +13 ri +e 
or 
T2 Tp EPs 


(15-59) 
Tir3 lp 


The plate resistance of tetrodes and pentodes is so high that the ratio of 
rp to r3 may be made large enough so that Eq. (15-59) reduces to 


: Ga (15-60) 


Equations (15-59) and (15-60) may also be shown to: hold when M is 
used in place of C. 

15-33. Bridge for the Measurement of y, f,, and g,,.—Inspection of 
Figs. 15-74, 15-76, and 15-80 shows that these three bridges may be very 
readily combined into a single instrument for the measurement of u, 7p, 
and gm. 
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Fig. 15-81.—Bridge for the measurement of detection plate resistance. 


Detection—plate-resistance Bridge.—Figure 15-81 shows a bridge 
for the measurement of detection plate resistance r,’.1_ The action of 
this bridge is similar to that of the plate-resistance bridge of Fig. 15-75. 
When falance is obtained, 


tp = —— (15-61) 


In the measurement of detection plate resistance of diodes, the radio- 
frequency excitation is applied in series with the plate. 

Measurement of Other Tube Factors.—The bridges discussed 
above may be adapted to the measurement of other tube factors of 
multigrid tubes.? Bridges have also been designed for the measurement 

of negative tube factors.* Circuits for the determination of inter- 
' 1 Batiantine, §., Proc. I.R.E., 17, 1164 (1929). 
* Standards on Electronics, Institute of Radio Engineering, New York, 1938. 
3 CHAFFEE, HE. Leon, ‘Theory of Thermionic Vacuum Tubes,” Chap. IX, 


McGraw-Hill Book Company, Inc., New York, 19383; Hickman, R. W., and Hunt, 
¥.C., Rev. Sct. Instruments, 6, 268 (1935). 


656 APPLICATIONS OF ELECTRON TUBES [Cuap. 15 


electrode capacitances, leakage conductances, tube characteristics, and 
other quantities are discussed in the 1938 report on electronics of the 
Standards Committee of the Institute of Radio Engineers. 

15-34. Negative-resistance Bridges.—A bridge for the measurement 
of negative resistance is shown in Fig. 15-82.1 
The condition for balance is 


p= (% as 1) peat: (15-62) 
§ 3 


The resistances of Fig. 15-82 must be taken 

Fig. 15-82.—Bridge for Mto account in determining the operating 
the measurement of negative voltages of the negative-resistance element. 
PENG ERS: ‘ Proper choice of resistances simplifies the 
criterion for balance. If re = 99 ohms and r3 = 1 ohm, Eq. (15-62) 
reduces to 


p = 100r, + 99 (15-63) 


If the negative-resistance element has appreciable capacitance, the 
balancing condenser C should be added. . 

Three modifications of Dingley’s bridge that are capable of measur- 
ing a greater range of negative resistance were developed by Terman.? 
These circuits and the criteria for balance are shown in Fig. 15-83. r 


(a) (b) - (c) 


Fia. 15-83.—Three modifications of the negative-resistance bridge of Fig. 15-82. 


should not exceed several hundred ohms, and r, should be much larger 
than 7; Ten thousand ohms is suggested for r, in circuits b and c. 
The capacitance balance can be constructed from a two-gang variable 
condenser. 

15-35. Tuttle Tube-factor Bridge.—The circuits that have been 
discussed employ a single source of excitation voltage. A different 
type of tube-factor bridge, in which currents caused by three separate 


1 Dinetey, E. N., Jr., Proc. I.R.E., 19, 1948 (1931). 
2 Terman, F. E., Electronics, December, 1933, p. 340. 
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voltages are balanced, has been developed by W. N. Tuttle.1 The three 
forms of Tuttle’s circuit used for the measurement of amplification 
factor, electrode resistance, and transconductance are shown in Figs. 
15-84, 15-85, and 15-87. The transformers and attenuators in these 


Fig, 15-84.—Bridge for the measurement of mu-factor. 


circuits have been designed so that the three voltages e1, ¢2, and é3 are 
exactly in phase (or 180 degrees out of phase). The function of e3 is to 
furnish a reactive component of current to balance the reactive current 
caused by electrode and circuit capacitances. 


Fig. 15-85.—Bridge for the measurement of electrode resistance. 


The principle of the circuit of Fig. 15-84, which measures amplification: 
factor, is the same as that of the more common amplification-factor bridge 
of Fig. 15-73. The plate current resulting from e2 in the plate circuit is 
balanced against the current resulting from e, in the grid circuit. The net 


1? Turrie, W. N., Proc. I.R.E., 21, 844 (1933). 


658 APPLICATIONS OF ELECTRON TUBES (Cuap. 15 


current is zero when ¢, = pe1. The voltage ratio is read directly on the 
attenuators. 

The circuit of Fig. 15-85 measures plate resistance. An exact 
analysis of the operation of the circuit can be made by constructing 
the complete equivalent circuit and determining the conditions necessary 
to reduce the current in the output branch 
to zero. For the purpose of explaining 
the basic principle of operation, it is 
instructive to neglect the tube capaci- 
tances and to consider only the nonreac- 
tive components of current. Under the 
"Fie. 15-86.—Equivalent circuit for assumption that the capacitances are zero, _ 

the bridge of Fig. 15-85. * . : i 
és is also zero, and the equivalent circuit 
is of the form shown in Fig. 15-86, in which zo is the impedance of the 
output transformer and condenser. The network equations are 


a= ti(rs + Zo) — 12% (15-64) 
ég = —1120 + to(Tp + Zo) (15-65) 


Balance is obtained when 7, = 72, so that the current in the output branch 
is zero. Setting the currents equal and dividing Eq. (15-65) by Eq. 


Fig. 15-87.—Bridge for the measurement of transconductance. 


(15-64) gives the. condition for balance. 


rp = ue (15-66) 
- (an 
The attenuators may be calibrated to read ry directly. 
The circuit of Fig. 15-87 is used to measure transconductance. The 
equivalent circuit, neglecting tube capacitances and grid current, is 
similar to that of Fig. 15-86; but since ¢, is applied in the grid circuit, 
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€; must be replaced by pes, and é2 by é1,-in the equivalent circuit. The 
condition for balance is 


Bes (2) €2 
ag or eres (15-67) 

To measure negative factors, the phase of e: is reversed by means of 
the double-throw switch. 

By using Tuttle’s circuits, all tube factors may be read with ease 
with a single bridge. Another advantage results from the fact that all 
batteries may be kept at ground potential. The construction of a 
reliable portable instrument of this type necessitates great care in trans- 
former design and in the location of component parts. 

15-36. Harmonic Analyzers—Harmonic analyzers for the direct 
measurement of harmonic amplitudes by electrical means are of four 
types: tuned circuit, heterodyne, dynamometer, and fundamental- 
suppression. Indirect measurements may also be made by taking oscillo- 
grams of the current or voltage and analyzing the oscillograms by mechan- 
ical or electrical analyzers or by graphical or selected-ordinate methods. 
The oscillographic method requires more time and is not so accurate as 
some of the direct methods. 

15-37. Analyzers Using Tuned Circuits——The use of tuned circuits 
for harmonic analysis was first suggested by Pupin in 1893 and was 


L, 
Input 
ui 


T 
L, = 0.075 mh i= O4N L= 23mh&3i0mh 
Cy= /5 er _ (ie a-c 

21° 1100, at §000~ 
Fia. 15-88.—Tuned-filter type of harmonic analyzer. 


subsequently used by him in the study of electrical apparatus.!| In 
1912, R. Beattie made an analysis to determine the best form of circuit 
for the tuned-circuit type of analyzer. A portable analyzer based upon 
the tuned-filter principle was designed by Wegel and Moore in 1924.3 
The general features of their circuit are shown by Fig. 15-88. The 
voltage to be analyzed is applied across the series resonant circuit LCrT, 
and the voltage induced across the secondary of the transformer 7’ is 
applied to the amplifier. The rectified output of the amplifier is read by 

1Pupin, M., Am. J. Science, 45, 429 (1893); Trans. Am. Inst. Elec. Eng., 11, 523 
(1894). , 

2 Brarriz, R., Electrician, 69, 68 (1912). 

3 WeauL, R. L., and Moors, C. R., Bell System Tech. J., 8, 299 (1924); Trans. 
Am. Inst, Elec. Eng., 48, 457 (1924). 
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means of a d-c meter. The harmonic content of the applied voltage is 
determined by tuning the filter successively to the various harmonic 
frequencies and reading the output meter. The purpose of the parallel 
resonant circuit made up of L, r, and Cj is to correct for the variation, 
with frequency, of a-c resistance of the series circuit and of the amplifier 
gain, so that the sensitivity remains essentially constant over the fre- 
quency range for which the instrument is designed. 

Instead of taking the output of the filter from the transformer, as in 
Fig. 15-88, it is possible to use the voltage developed across L, C, or r. 
Beattie! and Morgan? have shown that it is usually best to take the 
voltage from the inductance. Since inductive reactance is directly 
proportional to frequency, the voltage across the inductance at a given 
current increases with frequency. This discrimination against the lower 
components of the input wave is desirable if the amplitudes of the lower 
frequency components of the input are greater than the higher frequency 


Equalizer Q000!-O3 p2F- 


Input 
from To. 
amplifier amplifier 


50-540 ~ \, =85h = 3502 Co=45peF 
540-1500 ~ l2=L1h = 302 Yo = GPprox. rp 
1800-3000 ~ (3 =0/5h r= 102 of ampl. tube 


Fig. 15-89.—Amplifier-coupling filter for tuned-filter harmonic analyzer. 


components, which is usually true. It helps to make possible the 
measurement of a small second harmonic in the presence of a large 
fundamental. 

A singly tuned filter does not tune sharply enough to make possible 
measurement of the amplitude of a small-amplitude component whose 
frequency does not differ greatly from that of a large-amplitude compo- 
nent. To overcome this difficulty McCurdy and Blye* designed an 
analyzer which uses two tuned filters as coupling elements between 
amplifier tubes. The circuit of one filter stage is shown in Fig. 15-89. 
The first amplifier is preceded by a filter for suppressing the funda- 
mental frequency. The output is read by means of a thermocouple 
meter. 

15-38. Heterodyne Harmonic Analyzers.—In addition to tlie problem 
of obtaining sufficiently sharp tuning, the design of the tuned-filter type 


1 Beattis, loc. cit. 
2 Moraan, F., J. Inst. Elec. Eng., TA, ‘819 (1932) (contains bibliography of 40 


items). 
Pees R. G., and Buys, P. W., Trans. we Inst, Elec. Eng., 48, 1167 (1929). 
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of analyzer is complicated by the variation of filter resistance with 
frequency. The audible frequency band cannot be readily covered with 
a single filter inductance. It is necessary to use a number of inductances 
and associated equalizers, each of which covers a portion of the band. 
These problems can be readily solved by using a fixed-frequency filter 
and heterodyning the output of a variable-frequency oscillator with the 
input voltage so as to produce a sum or difference frequency equal to the 
filter frequency. The fixed filter frequency makes it possible to use.a 
highly selective filter. 

A block diagram of a typical heterodyne harmonic analyzer is shown 
in Fig. 15-90. The frequency of the filter is higher than that of the 
highest input signal to be measured. The use of a balanced modulator - 
to convert the impressed frequency to the frequency of the filter affords 


Balanced 
modulator 


Variable = 
frequency 
oscillator 


Highly selective 
filter and 
amplifier 


Input 


Detector 


Fie. 15-90.— Block diagram of a heterodyne harmonic analyzer. 


a simple means of eliminating the impressed frequency and at the same . 
time ensures lower nonlinear distortion than could be obtained with a 
single-tube frequency converter. Some heterodyne analyzers may be 
calibrated to read directly; in others the voltage of the impressed signal 
is. determined by measuring the voltage of a reference signal, the ampli- 
tude of which is made equal to that of the impressed signal. The various 
heterodyne analyzers that have been developed differ mainly as to the 
type of filter used. Early circuits made use of mechanical filters! and 
of filters tuned to a frequency lower than that of the input voltage.? In 
more recent analyzers, however, the filter consists of quartz crystals’ 
or of two or more stages of inverse-feedback filters such as those of Fig. 
6-45.4. An important advantage of inverse-feedback filters is that they 
make possible the variation of selectivity at constant amplification by 
adjustment of feedback. 

A heterodyne analyzer incorporating a two-section 50-kce quartz- 
erystal filter is shown in Fig. 15-91. The oscillator is tuned so that the 

1 Moors, C. R., and Curtis, A. 8., Bell System Tech. J., 6, 217 (1927). 

2? LANDEEN, A. G., Bell System Tech. J., 6, 230 (1927). 

3 Castner, T. G., Bell Laboratories Record, 18, 258 (1935). 


‘Terman, F. E., Buss, R. R., Hewiert, W. R., and Cann, F. C., Proc. I.R.E., 
27, 649 (1939). 
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sum of the input frequency and the oscillator frequency is equal to 50 ke. 
The resistance R and the capacitance C correct for any slight unbalance 
of the balanced modulator. They are adjusted so as to eliminate the 
oscillator fundamental frequency from the output of the modulator. 
The output stage is a vacuum-tube voltmeter with a balancing circuit 
for eliminating the zero-signal current from the meter. The tuned-plate 
oscillator is designed to give constant amplitude throughout its range 
of 35 to 50 ke. 
The instrument is calibrated by adjusting the amplifier gain to give 
a 2-volt reading of the output meter when 1 volt of direct voltage, 
‘obtained from the filament battery, is applied between the grids of the 
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el {ie A bE elses? Le 
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controls ~ 
+ 135 V, 
+ 5.75 V. 
Fia. 15-91.—_Heterodyne wave analyzer using a quartz-crystal filter. (Courtesy of General 
Radio Co.) 


. 


balanced modulator and the oscillator is tuned to the filter frequency. 
The justification for this method of calibration follows from the analysis 
of the balanced’ modulator. Equation (9-13) demonstrates that two 
components of the output voltage of a balanced modulator are 2AacHiE, 
cos 2r(fi + fe)t and 2AacH, KE, cos 2n(fi — fo)t when the input voltage is 
made up of two components FE; sin wit and Ez sin wet. As fe approaches 
zero, the sum and difference frequencies become more and more nearly 
equal and, in the limit, when f, is zero, are both equal to fi. When one 
voltage is direct, therefore, the output voltage is 4Aa2H,E2 cos 2nfuit, 
which has twice the amplitude of the sum- and difference-frequency 
components obtained when both input voltages are alternating. The fre- 
quency range of the General Radio wave analyzer is 20 to 15,000 cps, 
and the voltage range 200 uv to 200 volts. 

In another type of heterodyne analyzer, devised by C. G. Suits, the 
unknown voltage and the voltage from the oscillator are applied simul- 
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taneously to the grid circuit of a square-law detector.!_ The plate current 
contains the impressed frequencies and their harmonics, steady com- 
ponents, and intermodulation components. A d-c milliammeter in the 
plate circuit responds to the steady components and to any intermodula- 
tion frequencies that do not greatly exceed the resonance frequency of the 
meter movement. By adjusting the oscillator frequency to differ only 
slightly from the frequency of a component of the unknown voltage, the 
‘needle can be caused to oscillate at the resulting difference frequency. 
Ordinarily only one difference frequency at a time will be low enough to 
affect the meter. According to principles set forth in Chaps. 3 and 9, 
the change in reading of the meter with application of the signal voltage 
will then be 


Al = aj{$H.? + 23H,” + ELE, cos 2n(fz — fot] (15-68) 


where f, and F, are the frequency and amplitude of the oscillator voltage, 
f, and #, are the frequency and amplitude of any component of the input 
voltage, and f, and H, are the frequency and amplitude of the particular 
component of the input voltage that is being measured. The milliam- 
meter needle will oscillate through a current range that is twice the 
amplitude of the difference-frequency component of the plate current. 
This fact may be expressed by the equation 


Al, = 2a2E.E; (15-69) 


If the oscillator voltage does not vary with frequency, the amplitude 
of oscillation of the meter is proportional only to the amplitude of the 
unknown voltage, and the instrument may be calibrated by means of a 
single input voltage of known amplitude. In the determination of per 
cent harmonic relative to the fundamental, only relative values are 
required, and the instrument need not be calibrated if the oscillator 
voltage does not vary with frequency. If the oscillator is not designed 
to give constant output at all frequencies, the analyzer may be calibrated 
by applying inputs having known voltage and frequency. 

Errors in reading result from two sources: oscillator harmonics and 
departure of the detector characteristic from a true square law. The 
first type of error is small if the harmonic content of the oscillator is below 
1 or 2 per cent. The second results mainly from the presence of the 
third-order term in the series expansion for the detector plate current 
and may be minimized by keeping the oscillator and input voltages small. 
It may be practically eliminated by the use of a balance detector, similar 
to that of Fig. 15-2.? 

1 Suits, C. G., Proc. I.R.E., 18, 178 (1930). See also R. R. Cuitron, A Practical 
Wave Analyzer for Distortion Measurements, Technical Bull., Inst. Rad. Eng. (Aus- 
tralia), 1941. 

1 GrEeEenwoop, W., Wireless Eng., 9, 310 (1932). 
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15-39. Dynamometer-type Harmonic Analyzers.—In the dyna- 
mometer type of analyzer the unknown voltage is applied, through an | 
amplifier, to one coil of the dynamometer and the output of an oscillator 

to the other.t If the oscillator frequency is adjusted so that it differs 
only slightly. from the frequency of the component of the unknown voltage 
to be measured, the meter needle will oscillate at the difference frequency. 
The amplitude of oscillation is proportional to the product of the ampli- 
tudes of the currents in the two coils. If the current from the oscillator 
is kept constant with the help of an additional meter, the amplitude of 
oscillation of the dynamometer needle is proportional only to the ampli- 
tude of the component of the unknown-voltage. The instrument may, 
therefore, be calibrated to read the input amplitude directly. 

It is also possible to construct dynamometer-type analyzers that 
give steady deflection.2. The difficulty of obtaining an oscillator current 
of good wave form which remains exactly in phase with the voltage that 
is being measured makes it impractical to use this type of analyzer over 
the frequency range required for the testing of audio-frequency amplifiers. 

16-40. Fundamental-suppression Harmonic Analyzers.—In the fun- 
damental-suppression type of analyzer the fundamental component of the 


nthe retr, 


Khty<ritry 


Fie. 15-92.—Practical form of fundamental-suppression type of harmonic analyzer. 


unknown voltage is removed by some form of bridge. The remaining 
r-m-s output from the bridge is proportional to the square root of the 
sum of the squares of all the harmonics. From the values of the total 
harmonic content and of the complete input, the fundamental component 
can be determined. The resonance bridge of Fig. 15-41a@ may be used for 
this purpose. Figure 15-92 shows this bridge in convenient form for 


1 Nicnotson, M. G., and Perxins, W. M., Proc. I.R.H., 20, 734 (1932). 

2 Cocxrort, J. D., Con, R. T., Tyacxs, J. A., and Waker, M., J. Inst. Elec. 
Eng., 68, 69 (1925); Proc. Phys. Soc. London, 40, 228 (1928). 

3 BeFits, G., Rev. gén. élec., 19, 523 (1926). 


Src. 15-41] ELECTRON-TUBE INSTRUMENTS 665 


harmonic measurement.! When the switch is in position a, the output 
is approximately : 
° k Ts 
(total input) X pares | x ae ae 
When the switch is in position b, the bridge output is equal to 
; k 
(vector sum of the harmonics) X sh 


The bridge output is measured by means of a vacuum-tube voltmeter. 
The input voltage to the bridge may change with adjustment of the bridge 
and should be kept constant. Then if the voltmeter reads the same 
for the two switch positions, small distortion factors are equal to R;/Res. 
The parallel resonance bridge of Fig. 15-41b may be used in place of the 
series resonance bridge.2 High- and low-pass filters may also be used 
for fundamental suppression. 

The fundamental-suppression type of bridge is particularly useful in 
determining the distortion factor 5 (see Sec. 4-18). The fundamental- 
suppression bridge may often be used advantageously in combination 
with other methods of analysis. If the fundamental is removed by 
means of a bridge, for instance, the harmonic content may be analyzed 
with considerable accuracy by oscillographic and graphical methods.‘ 
Fundamental suppression is often advisable in connection with tuned- 
circuit and heterodyne analyzers because it greatly reduces the pro- 
duction of harmonics in the analyzer; it also reduces the selectivity 
requirements of the analyzer. Reduced selectivity is essential when the 
frequency of the unknown voltage drifts appreciably during the time 
required to make a measurement. 

15-41. Measurement of Voltage Amplification.—Figure 15-93 shows 
the circuit that is commonly used for the measurement of voltage ampli- 
fication of an amplifier. When the attenuation of the attenuator is 
equal to the gain of the amplifier, the deflection of the vacuum-tube 
voltmeter will not change when the position of the switch is changed. 
If the attenuator is calibrated in decibels, it gives a direct reading of the 
amplifier gain in decibels. The purpose of the resistor R is to provide 
the proper terminating impedance for the attenuator. If a calibrated 
attenuator is not available, it may be replaced by a voltage divider, as in 
Fig. 15-94. The voltage amplification A is equal to the ratio r2/ri 


1 Wotrr, Irvine, J. Opt. Soc. Am. and Rev. Sci. Instruments, 15, 163 (1927). 

2 Wacner, H. M., Proc. I.R.E., 23, 85 (1935); see also H. H. Scorr, Proc. I.R.E., 
26, 226 (1938). 

3 McCourpy and Btrys, loc. cit. 

‘Brown, S. L., Phys. Rev., 81, 302 (1928); Propineton, J. H., Proc. I.R.E., 24, 
591 (1936). 
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when the same voltmeter reading is obtained with the switch in the two 
positions. Although affording a less accurate means of comparing the 
input and output voltages, a cathode-ray oscilloscope or an electron-ray. 
tube may be used in place of the vacuum-tube voltmeter in the circuits 
of Figs. 15-93 and 15-94. 

The response curve of an amplifier or other network may be observed 
directly by means of a cathode-ray oscilloscope.! This is accomplished 
by modulating the frequency of the amplifier excitation voltage in 
accordance with the sweep voltage and applying the amplifier output 
voltage to the vertical deflection plates of the oscilloscope. If the ex- 
citation amplitude is independent of frequency, the envelope of the pattern 


Fie. 15-93.—Circuit for the measure- Fie. 15-94.—Circuit for the measure- 
ment of voltage amplification. ment of voltage amplification, 


obtained on the screen is the response curve, plotted on a uniform fre- 
quency scale. 

15-42. The Use of Triangular and Rectangular Waves in Amplifier 
Analysis—In order to amplify a triangular or rectangular wave of 
voltage without observable distortion, an amplifier must have negligible 
frequency and phase distortion over a frequency range covering the funda- 
mental frequency and approximately the first ten harmonics. This 
fact may be used to advantage in checking amplifiers oscillographically 
for frequency distortion. The distortion resulting from insufficient 
amplification of the lower-frequency components, and of the higher- 
frequency components, is shown by waves a and 6, respectively, of 
Fig. 15-95. Transient oscillations resulting from resonance of trans- 
former inductance and distributed capacitance result in an output wave 
of the form of wave c. The ratio of the resonance frequency to the 
frequency of the rectangular wave may be readily determined from such a 
wave. Rectangular waves may be used in the determination of amplifier 
response by applying the output of a variable-frequency rectangular-wave 
generator to the input of the amplifier and observing the output of the 


1 Diamonp, H., and Wess, J. S., Proc. I.R.E., 15, 767 (1927). 
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amplifier by means of an oscilloscope.1_ Negligible departure of the out- 
put wave from rectangular form over any range of frequency is an 
indication that the amplifier will give essentially undistorted amplifica- 
tion of complicated waves throughout this 
frequency range. 

15-43. Measurement of Power Output. 
The power output of an‘amplifier with known 
load resistance may be determined by meas- 
uring the r-m-s voltage across the load or the 
r-m-s current through the load. A thermal 
meter or a copper oxide rectifier meter is 
usually used for the purpose. Figure 15-96 
shows the circuit diagram of the General Fic. 


@ 
i i 15-95.—Distortion of 
Radio output meter, by means of which rectangular wave caused by: (a) 


power may be quickly measured at various ie low Hequoney., Seeponsy: 


values of effective load resistance. The sponse; (c) transient oscillations 


poor high-frequency re- 


meter consists of a variable-ratio transformer ™ ©°upling transformers. 


compensated by means of resistances so that a constant percentage of the 
power is expended in the secondary load. The load is a constant-resist~- 
ance .network which also serves the function of a four-range multiplier 
for the voltmeter. The indicating instrument is a copper oxide rectifier 
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Fie. 15-96—Circuit diagram of General Radio power-output meter. 


voltmeter. . The effective load may be varied in 40 steps from 2.5 to 
20,000 ohms. The multiplier provides 5-, 50-, 500-, and 5000-mw 
ranges of power. The scale is also calibrated to read decibel power level 
relative to 1 mw zero level. " 


?Retcu, H. J., Proc. I.R.E., 19, 401 (1931); Stocker, A..C., Proc. I.R.E., 25, 1012 
(1937); Swirr, G., Communications, February, 1939, p. 22; Beprorp, A. V., and 
FREDENDAHLE, G. L., Proc. I.R.E., 27, 277 (1989); ARcummman, L. B., Gen. Rad. Expt., 
14, December, 1989, p. 1; Watpricu; D. L., Proc. I.R.E., 82, 339 (1944). 
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15-44, Determination of Optimum Power Output and Optimum 
Load.'—The determination of optimum power output and optimum load 


Low-pass 


Be 


“rer 


Fie. 15-97.—Circuit for the determination of optimum power output and optimum load 
resistance. 
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Fie. 15-98.—Experimentally determined curves of power output and harmonic content 
ofatype 45 tube. The dashed curves show power output at constant percentage of second 
harmonic, ; 
requires a series of measurements. <A suitable circuit is shown in Fig. 
15-97. For each load impedance there is a limiting value of bias and 

1 Ketioaa, E. W., J. Am. Inst. Elec. Eng., 40, 490 (1925); Warner, J. C., and 
Lovenren, A. V., Proc. I.R.E., 14, 735 (1928); Hanna, C. R., Surneruin, L., and 
Upp, C. B., Proc. I.R.E., 16, 462 (1928). 
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signal amplitude beyond which the harmonic content exceeds the allow- 
able values: Curves of power output and harmonic content as a function 
of load impedance must be constructed for various values of bias. The 
simplest laboratory procedure is to set the bias at fixed values and to 
take readings of power output and harmonic content at five or six values 
of load impedance. If operation is to be restricted to the region in 
which no grid current flows, the signal must be adjusted for each value of 
bias and load so that grid current does not quite flow. The signal ampli- 
tude at which grid current commences can be determined by a galvanom- 
eter or headphones in series with the grid. 

Figure 15-98 shows curves of power and harmonic content for a type 
45 tube. The load impedance at which the harmonic content is just 
equal to the maximum allowable value at each value of bias may be 
determined from the curves of harmonic content. These values of 
impedance and bias then determine points on the power curves corre- 
sponding to the given harmonic content. The dashed curves of Fig. 15-98 
show the power output at 4, 5, and 6 per cent second harmonic as a 
function of load resistance. From these the optimum load and power 
output at the given ‘value of distortion may be read. Readings of third 
harmonic taken simultaneously with second harmonic showed the former 
to be negligible in comparison with the latter. 


Problem 


15-1. Carefully study the circuit of Fig. 15-59 and explain the functions of all 
tubes and circuit elements. 


APPENDIX 


’ A-1. Parallel Equivalent Circuits.—Figure A-2 shows the series equivalent plate 
circuit for the general form of triode circuit of Fig. A-1, in which the load ~ may 
include one or more impressed voltages. The voltage between A and B is pH, — Iprp, 
which may be written in the form rp(gmH, ~ Ip). It is evident, therefore, that the 


Fie. A-1. Fig. A-2. 


voltage between A and B and, hence, all voltages and currents in the load, are unal- 
tered if the equivalent voltage »Z, is removed and an additional current gmH, is 
sent through r, in the direction opposite to that in which »Z, tends to send current. 
The series equivalent circuit of Fig. A-2 may therefore be replaced by the parallel 
equivalent circuit of Fig. A-3. The current g,#, may be assumed to be caused to 
flow by a constant-current generator, as shown in Fig. A-4. 


Fie. A-4. 


In the series equivalent circuit, in which the equivalent generator is assumed to 
supply a constant voltage w#,, the current must vary with load and plate impedance. 
In the parallel equivalent circuit, on the other hand, in which the generator is assumed 
to supply a constant current g,Z,, the voltage across the load and generator must 
vary with load and plate impedance. It should be noted that the polarity of the 
voltage across the constant-current generator is determined solely by the voltage 
across the load. If the load contains an alternating e.m.f., the upper terminal may 
conceivably be positive, 7.e., the voltage across the generator may oppose the current 
through the generator. For this reason the polarity of the constant-current gen- 
erator is not indicated. 

Although the positive directions of most of the circuit currents and voltages may 
be chosen at random, the direction of the equivalent current must be properly chosen 
relative to the alternating grid voltage. If the instantaneous grid voltage is assumed 
to be positive when it makes the grid positive relative to the cathode, the equivalent 
current gf, should be indicated as flowing through the constant-current generator 
from the plate terminal to the cathode terminal as shown in Fig. A-4, 

, 671 
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The procedure to be followed in the formation of the parallel equivalent circuit 
differs from that given in Sec. 4-2 for the series equivalent circuit only in the first 
step, which is as follows: 

1. Connect the plate resistance and an equivalent constant-current generator in 
parallel between the plate and the cathode of the tube. The current supplied by the 
generator is gH, and should be indicated as flowing through the generator from the 
plate terminal to the cathode terminal. If alternating voltage is impressed upon 
more than one grid, there is a similar component of current for each additional grid 
that is excited. 


Fie. A-5. 


The parallel equivalent circuit is particularly useful when the load consists of a 
number of parallel branches which do not contain an e.m.f., as, for example, in the 
resistance-capacitance-coupled amplifier at high frequencies, the parallel equivalent 
circuit of which is shown in Fig. A-5. It can be seen that the output voltage Ey. 
is minus the product of the current gnfi,i1 by the resultant impedance of the four 
parallel branches. Dividing this product by E,: at once gives the voltage amplifica- 
tion, Eq. (6-15). In this example the parallel equivalent circuit clearly affords a more 
direct method of determining the voltage amplification than does the series equivalent 
circuit, used in Sec. 6-5. The parallel equivalent circuit does not, however, 
ordinarily simplify the analysis when voltages are impressed in both the grid and 
the plate circuits and simultaneous network equations must be solved. 

A-2. Power Relations in Vacuum-tube Plate Circuits—The power supplied to 
the plate circuit is 


: an 1 fT. 
P; = ; f, Ewty dt = Eur f, tp dt = Explea (A-1) 
where T is the period of the fundamental component of plate current. But 
t = Ia + dpa (A-2) 


where ipq is the instantaneous alternating plate current, measured relative to the 
average value Jy,. Furthermore, 


Ew = Exo + Tnakls + Cpa + Ces (A-3) 


where épa is the instantaneous alternating plate voltage, measured relative to the 
average value Ey., and e» is the instantaneous alternating voltage across the load, 
‘measured relative to the average value IyaRb. 

Equation (A-1) may, therefore, be written in the form 


tT 
Pi=5 iA od te ho eee ea - (A+4) 
T T: 
ae oy Te ie f ee leo i ayaher: 


1 fT. 1 fT. 1 fT. 1 fT. 
Boom f, tpa dt + Leaky T i tpa dt + Fr f tpa€pa dt + vi f, tpabed di (A-5) 
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Since ipa, Cpa, and e» are measured with respect to average values, they do not contain 
steady components. ‘Therefore, all but the last two integrals of Eq. (A-5) are zero. 
The power input is 


T T 
Ree tie 4 hea r f, Pgs: i I fad (A-6) 


The first term of Eq. (A-6) represents the d-c power expended in the tube, or d-c 
plate dissipation. The second term represents the d-c power developed in the load. 
The third term represents the a-c power expended in the tube, or a-c plate dissipation. 
The last term represents the a-c power developed in the load. 

The total plate dissipation is 


T 
| P, = TseBia + 7 [, tnotre dt z (A-7) 
The a-c power output is 
1. ft. 
P. = Ti Jy teat dt (A-8) 


Since the plate supply voltage is constant, rise in voltage across the load is accom- 
panied by an equal reduction in plate voltage, and so the alternating plate and load 
voltages are equal in magnitude, but opposite in. phase. 


Cpa = —Ca (A-9) 
Therefore 
1 fT. 
va f tpolpa dt = —Po (A-10) 
and 
P» = IsaEsa — Po (A-11) 


Since the resistive component of load impedance causes the instantaneous plate 
voltage to fall with increase of plate current, ep. has a component that is in phase 
opposition to zp, and the second term of Eq. (A-7) is negative. Excitation therefore 
causes the plate dissipation to decrease. Equation (A-11).shows that the reduction 
of plate dissipation is equal to the power output. This fact and the negative value of 
the second term of Eq. (A-7) can be interpreted as indicating that the tube acts as a 
source of power delivered to the load or, more correctly, that the tube converts d-c 
power furnished by the plate supply into a-c power in the load. 

A-3. Linear Modulation Application of a sinusoidal carrier excitation voltage to 
a circuit containing an element that conducts in only one direction results in the 
production of pulses of current. By Fourier analysis the current may be analyzed 
into a steady component and components having frequencies equal to the applied 
frequency and its harmonics. The addition of a steady biasing voltage in series with 
the carrier excitation voltage changes the portion of the cycle during which current 
flows. It thereby changes the amplitude of the current pulses and, therefore, of the 
fundamental component of current. Expressions for the fundamental component of 
current J; and for the fundamental component of output voltage EH; across a resistance 
load may be derived as follows. Let the carrier excitation voltage be #2 cos wxt, and 
let the biasing voltage be Hy. Current flows only when the total instantaneous 
applied voltage EZ, cos wit + Hy, exceeds zero. If @ is the value of w¢ at which the 
current is cut off, then Hz cos @) + EH, = 0, or cos 0% = —&/E:. If the circuit 
contains only resistance and the characteristic curve of the rectifier is linear, the 
instantaneous current is proportional to the instantaneous applied voltage when this 
voltage is positive, and is zero during the remainder of the cycle. Thus the current is 
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4 = KE, ( cos wt + Be = Inax(Cos wet — COS 60), — 0 < ont < +6) (A-12) 
Ey 


in which K is a constant of proportionality, and Imax = KE, = the crest instantaneous 
current when E, = 0. Expressed as a Fourier series the current is 


i = Ao + Arsin wo + Bicos ot +> : (A-13) 


lfm... Imax [{ + . 
Al = = | 4 sin wt d(wt) = te | (cos wif — COS 90) Sin wit d(wet) =O (A-14) 
-6 — 63 


6 
Bi = Tinos ee . (cos wet — COS Oo) COS wrt d(wxt) = Tums (@) — sin @) COS 0)  (A-15) 
0 


us —-6 


Therefore, the amplitude of the fundamental component of current is 


Imax 


I, = —— (0) — Sin 6 cos 9%) (A-16) 
The amplitude of the fundamental component of output voltage across a resistance 
load is 7 


E, = Toaalte (0) — sin 0 cos 6) (A-17) 


in which R, is the effective resistance of the load at carrier frequency. The solid 
curve of Fig. 9-10 was plotted by means of Eq. (A-17). 
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Fia. A-6.—Chart for the determination of inductive and capacitive reactance and of 
resonance frequency. The reactance at any frequency is determined by the intersection 
of the vertical line corresponding to the frequency with the diagonal line corresponding to 
the capacitance or inductance. The intersection of an inductance line with a capacitance 
line gives the frequency at which the inductance and capacitance are in resonance. 
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Fie. A-7.—Chart for the determination of decibel gain. 
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Q,2 Fr Applies to load resistance 
and to plate resistance 
Applies to trans~ 
conductance 
QI 


03°04 06 08 | 15.2. #3 4 
Voltage Conversion Factor (Fa) 


Fig. A-8.—Conversion factors for power amplifier triodes and pentodes. 
In‘using these curves, the ratio of the new plate voltage to the published plate voltage 
nearest the desired new operating point is first determined. This ratio, the voltage conver- 
sion factor F., is then used to determine, from the curves, the factors Fi, Fp, F,,andF om. F 
is also used to determine the new screen and control-grid voltages. 
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Fic. A-9.—Average plate characteristics for the type 6J5 triode. 


AVERAGE PLATE CHARACTERISTICS 


Types 6F5,6SF5 
Er = 6.3 Volts 
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“Fra. A-10.—Average plate characteristics for the types 6F5 and 6SF5 triodes. 
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AVERAGE PLATE CHA RACTERISTICS 


TYPE 76 
Er= 63 Volts 
TYPE 56 

Er =2.5 Volts 
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Fie. A-11.—Average plate characteristics for the types 76 and 56 triodes. 
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Fia. A~12.—Average plate characteristics for each unit of the type 6SC7 twin triode. 
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APPLICATIONS OF ELECTRON TUBES 
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. A-13.—Average plate characteristics for the type 6SJ7 pentode with 100-volt screen 
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" A-14.— Average plate characteristics for the type 6SJ7 pentode with 50-volt screen 


voltage. 
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Type 6SK7 
: E¢ = 63 volts 


Screen volts = 100 
Suppressor volts=0 
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Fie. A-15.—Average plate characteristics for the type 6SK7 pentode. 
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Fig, A-16.—Average plate characteristics for the type 45 trad’: 
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Fic, A-17.— Average plate characteristics for the type 50 triode. 
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Fic. A-18.—Average plate characteristics for the type 2A3 triode. 


TYPE 6F6 
E¢= 63 Volts 
Screen Volts = 250 


Control Grid (i¢}) 
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Fia. A-19.—-Average plate characteristics for the type 6F6 triple-grid tube, connected as a 
pentode. See Fig. 3-4 for characteristics for triode connection. 
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AVERAGE PLATE CHARACTERISTICS 
‘ach Triode Uni 


D-C Plate or D-C Grid Milliamperes (iporid 


Plate Volts, ep 
Fie. A-20.—Average plate characteristics for types 6A6, 6N7, and 53 twin triodes. 


ae Type 5U4-G 
a E¢=5.0 volts a.c. 
-~ Choke(L) input to filter: 
L=3 e(L)inps (min) 
— Condenser (C) input to 
filter: C24; Tot.effect. ~\Condenser (C) input to 
Xf plate supply imped- filter: Toteffect. plate] | 
Lore ance per plate 


& 
2 £ 
Fa 
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7 Sep = 5 ohms 3 2 = 65 ohms 
£500 — £500 
“+h 1 te 
3 3 
£400 £400 
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+ + 
2 200 3200 
+ ~ 
u u 
= 100 £100 
5 Ya 
0 50 100 150 200 250 = 0 50 100-150 200 
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Fia. A-21.—Operation characteristicsfor the Fra. A-22.— Operation characteristics for the 
type 5U4-G rectifier. type 5V4-G rectifier. 
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Type 
o Ee 5.0 volts ac. 
im Input condenser =4uf 
2 upply 
5 
Qa 
£ 
+4540 


Direct Output Volts at Input to Filter 


Direct Output Volts 


© 40 80 {20 160 0 40 80 120 160 
D-C Load Milliamperes D-C Load Milliamperes 


. Fig. A-23.—Operation characteristics for the type 5Y3-G rectifier. 


AVERAGE CHARACTERISTICS 
Half wave rectification-Single Diode 
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D-c Volts Developed by Dioel ; 
Fiq. A-24.—Rectification characteristics for the type 6H6 twin diode. 


OprRaATING Data FoR Typican AMPLIFIER TuBEs (Receiving Type) 


| 
i Static operating voltages 
and currents 
. 5 «| 2|.2 A 4 § 2 
Classification b Type of 3 2 Sl\Ea Connection an i = S 
Type construction 7 cathode & s 2 3 é 2 = 4 = class of operation r, & g - B Tp, ohms Z gs 
71 a Aadlag = Si o a ey 
os; o8 ‘Ss S 3 ee 3 i 2 gq = 
orl a2 |Bel/EessSels| . | 3 & |5)8\ 388 o/2.| 3 |g 
asl 22 | 8s (es S2/82/2, 2 |S 181 8|eleo® g€/Ea| 3 4s 
42%) 35 |) Bs )RelS4S.2i"s| = | *% ao} 2) 21 Sles * | BE) = 38 
Ba Ee (SPS eset iS| Sis 6 |alalh jam EjAacl ce ae 
es cae single | —45 |...).../250.80 4.2 800 5,250 2,500) 3.5 | 5.0 
: : tul 
2A3 Power triode Filament | 2.5/2.5 250)....]....1....19° 118 4 Class ABI, two] —62 |...|...1800/40 [0.000.000 Peccccceeed/.. 3,000'15.0 | 2.5 
tubes 
375] 285j)11 (8.75), ..]......)-6-- Single Class Al] —20 (|285,7.0/285/38 200 78,000 [2,560] 7,000] 4.8 | 9.0 
2A5 . Heater | 2.5]1.75 . pentede 
Tipeannt power am- B50 IO Tass] acs fewnesc [eae Sm ced Class Al} —20 |...]... [250/31 6.8 2,600 |2,600] 4,000) 0.85] 6.5 
pliier riode 
6F6 Heater | 6.3/0.7 875) 285/11 /3.75)...}......]-.-- ree AB2 pen-| —26 [250/2.5/375117 |...........J...cceeeee dee 10,000}18.5 | 3.5 
es 
$50)....]10 f....f. pee. ..--| Class AB2 triodes} —38 ]...j...|850/24 [0.0.0.0 pe fe. 6,000/13.0 | 2.0 
65 Te a oe aan Heater | 6.3/0.3 300|....} 2.5]..../3.4| 3.4 | 3.6] Voltage ampliger — 8 |...].../250] 9 20 7,700 |2,600 
er triode 
360) 27019 |2.5 }.. ..| Single, Class A1 —14 }250\5.0)250;72 135 22,500 |6,000) 20500) 6.5 )10.0 
6L6 | Beam power pentode Heater | 6.3/0.9 360} 270/19 [2.5 }.. us -pull, Class} ~—16 |250/5.0/250/60 [...........]........ eee fie 5,000/14.5 | 2.0 
360} 270/19 |2.5 ]...)...... Woes ita Class | —22.5/270|2.5/360/44 Joo... Pee efi 6,600/26.5 | 2.0 
6SC7 | Twin high-mu triode Heater 6.310.3 250 ../3 | 2.4 | 4 | Voltage Amplifier | — 2 |.../.../250) 2 70 53,000 1,325 
6SF5 | High-mu triode Heater 6.3)0.3 250)....]....]....]4 | 2.4 | 3.6] Voltage Amplifier | — 2 |...|... [250] 0.9 100 66,000 |1,500 
300! 125) 2.5/0.3 [6 | 0.005] 7 | Pentode voltage; — 3 /100/0.8/250) 3 \Greater than|Greater than|1 , 650 
6837 | Triple-grid detector am-| Heater | 6.3/0.3 : amplifier 1,650 1,000 , 000 
plifier - 250|....) 2.5)....|8.4) 2.8 j11 Tied oleae — 8.5)/...)... 250) 9.2 19 7,600 /2,500; 
‘ plifier 
6SK7 | Triple-grid supercontrol | Heater 6.30.3 300| 125) 4.0.0.4 j6 | 0.005) 7 | Pentode voltage} — 3 |100,2.4/250) 9.2) Approx- Approx- 2,000: 
(variable-mu) amplifier amplifier imately imately 
1,600 800,000 
Single Class Al —50 |...).../250/34 3.5 1,610 /2,175] 3,900) 1.6 | 5.0 
45 Power triode Filament | 2.5,1.5 275)....00...0...14 | 7 3 eel Class{ —68 |...1...j275114 doo... 3 ,200/18.0 | 5.0 
. : * : —84 1...]... 1450/55 3.8 1,800 |2,100] 4,350) 4.6 | 5.0 
50 | Power triode Filament |'7.5'1.25 | 450)....[....]..../4.2] 7.1. | 3.4] Single Class Al {=% eae oS aes Sct Saou (cong 4 aoel Lek bc0 


* Cox and Cp are total input and output capacitances (including capacitance to suppressor and screen) in the case of pentodes. 
+} Plate-to-plate load resistance in push-pull operation. + Power output for two tubes in push-pull operation. 


XIGNAddV 


89 


Oreratinc Data ror TypicaL Power THyYRaATRONS 


Tube drop, Approx. starting : $ 
Cathode Salts “ Hacnoteristion Maximum ratings 
= Deioni- 
Type ee neon Amps Amps 
rf time, Max. Max. | max. inst.| max. inst. 
trodes Cur- j Shield- | Control- Average 
Volt- Heating ; Anode ‘ ¥ usec peak peak anode anode 
Type rent, . Max. | Min. grid grid : a current, 
age mips time voltage ¥oltage: | voltaae inverse forward jcurrent at} current aime 
| voltage voltage | 25 cycles | below 25 
| and above] cycles 
¥G-17 3 Fil. 2.5 5.0 5 sec 16 50 eset -0 1,000 5,000 2,500 2.0 1.0 0.5 
: 100 err —2,25 
1,000 beolace —6.5 
FG-27-A 3 Fil. 5.0 4.5 1 min 16 70 Sen 0 1,000 1,000 1,000 10: 5.0 2.5 
100 thas —2.25 
1,000 aot —8.0 
FG-33 3 Heater | 5.0 4.5 5 min 24 10 100 este e +10 1,000 1,000 1,000 15 5.0 2.5 
: 1,000 Sia +10 
FG-41 3 Heater | 5.0 | 20 5 min 24 10 250 sede 0 100 10,000 10,000 75 25 12.5 
1,000 Sis ais —1.5 : 
10,000 sisal a —4.5 
FG-57 3 Heater 5.0 4.5 5 min 16 60 sisters 0 1,000 1,000 1,000 15 5.0 2.5 
100 eenad —1.75 
1,000 iets —6.5 
FG-67 3 Heater | 5.0 4.5 5 min 24 10 100 pera +3.0 100 1,000 1,000 15 5.0 2.5 
1,000 Raabe —-0.5 
FG-81-A 3 Fil. 2.5 5.0 5 see 24 8 50 sige 2 0 1,000 500 ¢ 500 2.0 1.0 0.5 
: 100 epoca —3.75 
500 | .... | —5.25 “ 
FG-95 4 Heater | 5.0 4.5 5 min 26 10 100 0 +3.5 1,000 1,000 1,000 15 5.0 2.5 
1,000 0 —-9.0 
FG -97 4 Fil. 2.5 5.0 5 sec 26 10 100 0 +1.0 1,000 1,000 1,000 2.0 1.0 0.5 
: 1,000 0 —10.0 
FG-98-A 4 Fil. 2.5 5.0 5 sec 26 8 60 0 0. 1,000 500 500 2.0 1.0 0.5 
500 0 —10.0 
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OrEratinG Data ror TypicaL Power THYRATRONS.—(Continued) 


Tube drop, Approx. starting - ; 
Cathode volts charastériatia Maximum ratings 
No. of Deioni- 
Type eleée zation Amps Amps 
trodes Cur- Shield- | L time,. Max. Max. max. inst.) max. inst. rm 
Lt- Heating ! Anode ai entre! usec peak peak anode anode VSTARS 
Type + Volt rent, Max. | Min, grid grid m current, 
age ative time voltage voltage | voltaze inverse | forward jcurrent at) current eats 
voltage voltage | 25 cycles | below 25 
and above] cycles 
FG-105 4 Heater }| 5.0+| 10.0 5 min 20 10 100 i) +1.0 1,000 2,500 2,500 40 12.8 6.4 
FG-154 4 Fil. 5.0 7.0 10 sec | 30 10 60 0 0 1,000 500 500 10.0 5.0 2.5 
100 0 —3.5 
FG-172 4 Heater | 5.0 | 10.0 5 min 24 6 100 0 +1.0 1,000 1;000 1,000 40 13.0 6.4 
‘ 1,000 0 —9.0 
FG-178-A 3 Fil. 2.5 2.25) 6 sec 24 8 25 ! 0 1,000 500 500 500 250 125 
100 —3.0 
500 : —7.0 
GL-414 4 Heater | 5.0 | 20.0 10 min} 24 10 100 0 —1.0 1,000 2,000 , 2000 100 25 12.5 
2,000 0 —14.0 
KU-627 3 Fil. 2.5 6 10 sec 12 100 —-2 1,000 2,500 1,250 2.5 0.64 
1,000 -8 
KU-628 3 Fil. 5 11.5 40 sec 12 100 aries —2 1,000 2,500 1,250 8 2 
1,000 wate —8 
WL-672 4 Heater | 5.0 6.0 5 min 12 1,000 +10 —18 1,000 1,500 1,500 30 2.6 
100 +10 -3 
1,000 0 -10 
100 0 +3 
1,000 -5 +12 
100 —5 +21 
1,000 —30 +170 
100 —30 +175 
WL-677 3 Heater | 5 9.5 5 min 12 1,000 ita S —6 1,000 10,000 10,000 15 4 
500 < —30 
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Orreratine Dara For TypicaL IGNITRONS © 


FG- | FG- | FG- | FG- | FG- | GL- | GL- WL- WL- WL- WL- 
235-A | 238-B | 258-A | 259-B| 271 | 415 | 427 | 651/656 | 652/657 | 655/658 | 681/686 
Tube drop 8-20 /123-19) 8-20 |123-20; 8-20! 8-20 /10-15) 8-20 8-20 8-20 8-20 
Maximum demand, kva 1,200 |2,400 |2,400 |1,200 | 600 | 105 |..... 1,200 400! 600 200/2,400 800! 300 100 
Corresponding average anode current, 
amps 75.6 | 185 | 192 75 |30.2 3 5 175.6 140/380.2 56 192 355)12.1 22.4 
Max. surge peak anode current at 250v. 0 [.-. fee fee ee fee ee lee ee be ee ete eee 13,500 -6,750 | 27,000 3,360 
Max. surge peak anode current at 500 v. [ojo ee fee ee elec eee lence efee eel eee 6,750 3,375 | 13,500 1,680 
Ignitor voltage, max. inst. pos. allowed 900 janode| 900 |anode| 900 | 900 | 350 900 900 900 900 
volt. volt. 
Ignitor voltage, max. inst. pes. required 200 150 | 200 150 | 200 | 200 | 150 200 ~ 200 200 200 
Ignitor voltage, max. inst. neg. allowed 5 5 5 5 5 5 5 5 5 5 5 
Ignitor current, max. inst. allowed, amps 100 100 100 100 | 100 ; 100 | 100 100 100 100 100 
Ignitor current, max. inst. required, amps 40 40 40 40 40 40 30 40 30 40 40 
Ignitor current, average allowed 1 2.0 1 2.0 1 i 2 1 1 1 1 
Ignition time, psec 100 100 100 100 | 100 | 100 | 100 100 100 100 100 


SAHdqNL NOWLOATA JO SNOLLVOI'TddV 


889 


AUTHOR INDEX 


A 


Abraham, H., 47, 362, 370 
Adams, N. I., 6, 34 

Adams, W. G., 557 

Addink, C. 0., 425 

Affel, H, A., 142 

Aiken, C. B., 611 

Alexanderson, E, F. W., 491, 504 
Allen, H. 8., 562 

Alpern, D. K., 556 

Anderson, J. E., 209 

Andrew, V. J., 344, 371 

Anson, H. §8., 445 

Aoyama, R., 500 

Appleton, E. V., 368, 654 
Ardenne, M., von. 59, 100, 222, 281, 628 
Arguimbau, L. B., 396, 411, 667 
Armstrong, E. H., 327; 345 
Armstrong, R. W., 569 

Asada, T., 553 

Aughtie, F., 135, 220 
Augustadt, V. S., 209 


B. 


Babbat, G., 516 

Baggally, W., 197, 210, 259, 260, 277 

Bahls, W. E., 461 

Bainbridge-Bell, L. H., 628 

Baker, G. B., 380 

Baker, W. R. G., 494, 495, 513 

Ballantine, 8., 94, 128, 186, 194, 322, 325, 347, 
608, 652, 655 

Bangratz, E. G., 524 

Barclay, W. A., 100, 219, 222 

Barcus, L. M., 220- 

Barkhausen, H., 56 

Barnard, G. P., 562 

Barrow, W. L., 74, 125, 347, 546 

Bartels, H., 221, 259 

Bartlett, A. C., 115, 125, 221 

Bartlett, C. H., 559 

Barton, J., 595 

Barton, L. E., 261, 277 

Batcher, R. R., 628 

Bayly, B. de F., 220, 627 

Beardsall, J., 162 

Beattie, R., 659 

Beatty, R. T., 394 

Beckenbach, H., 493 

Becker, J. A., 24 

Becquerel, E., 556 

Bedell, F., 455, 635 

Bedford, A. V., 220, 667 


Bedford, B. D., 491, 501 
Bedford, L. H., 116 
Beiler, A. H., 504 
Belfils, G., 626, 664 
Beljawsky, A., 425 

Bell, D. A., 346 . 
Bellaschi, B., 426 
Below, F., 63 

Benham, W. E., 47 
Bennett, J. A., 642 
Bennett, W. R., 74, 346 
Bennon, §., 319, 348 
Benson, T. W., 562 
Bereskin, A. E., 593 
Bergmann, L., 557 


- Berkey, W. E., 446 


Biedermann, E, A., 348 
Birdsall, L. C., 611 

Black, H. 8., 197 

Black, L. J., 123, 202, 220, 260, 282, 330 
Blackwell, O. B., 287 ‘ 
Blewett, J. P., 26 

Bloch, A., 123 

Bloch, E., 362 

Block, A., 260 

Blye, P. W., 660 

Bode, H. W., 221 
Bousquet, A. H., 591 
Boumeester, H., 448, 505 
Boner, M. O., 74 
Bowden, F. W., 446 
Bowdler, G. W., 604 
Bower, W. E., 408 

Bowie, R. M., 8 

Bown, R., 846 

Boyle, H. G., 601 

Brain, B. C., 259 
Brainerd, J. G., 47, 74, 346, 414 
Breisky, J. V., 562 

Breit, G., 347 

Brewer, F. T., 635 
Breyshaw, G. 8., 221 
Brooks, M., 482 

Brown, C. B., 639 

Brown, H. D., 520 
Brown, 8. L., 665 

Brown, W. J., 229 
Browning, G. H., 325, 347 
Briiche, E., 25 

Brunetti, C., 211, 377 
Builder, G., 270 

Bull, C. 8., 346 

Bull, H. S., 551 

Burke, C. T., 259 
Burnap, R. 8., 63, 260 


689 


690 APPLICATIONS OF ELECTRON TUBES 


Burnside, D. G., 41 Davidson, P. G., 135 
Busch, H., 25 Davis, F. M., 260 
Buss, R. R., 209, 364, 397, 661 Davis, R., 601 
Butterworth, §., 138 Davis, R. L., 596, 604 
Buttolph, L. J., 476 Davisson, C., 35 
Dawson, J. W., 528 
Cc Day, J. R., 207, 260, 280 
Day, R. E., 557 
Cady, W. G., 408 Dearle, R. C., 603 
Cage, J. M., 525 De Cola, R., 321 
Cahill, F. C., 209, 397, 661 Deeley, P. M., 596 
Callendar, M. V., 187, 596 De Forest, L.; 43 
Campbell, E. M., 613 De la Sabloniére, C. J., 268 
Campbell, N. R., 562 De Laup, P. S., 398 
Caporale, P., 74 Dellenbaugh, F. §., Jr., 585 
Carson, J. R., 74, 327, 346, 347 Depp, W. A., 433 
Case, N. P., 221 Diamond, H., 220, 666 
Castner, T. G., 661 Dingley, E. N., Jr., 656 
Chaffee, E. L., 42, 44, 87, 94, 107, 260, 269, 325, Doherty, W. H., 298 
347, 650, 655 Dome, R, B., 221, 298 
Chaffee, J. G., 47, 334, 344, 347 Dow, J. B., 403 
Chambers, D. E., 518, 520, 562 Dow, W. G., 445, 525 
Chiba, 8., 299 : Doyle, E. D., 604 
Child, C. D., 33 Dreyer, J. F., Jr., 63, 207, 260, 452 
Chilton, R. R., 663 Driiyvesteyn, M, K., 443, 505 
Chinn, H. A., 142 7 Du Bois, R., 620 
Chireix, H., 198 Du Bridge, L. A., 561, 602, 614 
Chubb, L. W., 604, 605 Dudley, B.,.195 
Clapp, J. K., 131, 370, 371 Du Mont, A. B., 637, 639, 
Clark, H. T., 596 Dunham, C. R., 596 
Clark, 8. A., 520 Durand, S. R., 520, 568 
Clarke, G. F., 132, 380 Durham, W. N., 260 
Clarkson, W., 620 Dirichen, W., 219, 613 
Clavier, A., 259 Dushman, §., 24, 42, 475 
Cobine, J. D., 423, 446 ; Dye, D. W., 408 
Cocking, W. T., 87, 210, 318, 327, 348 Dysart, B., 347 
Cockroft, J. D., 567, 664 
Coe, R, T., 664 E 
Cohen, A., 374 
Colebrook, F, M., 94, 187, 219, 315, 348, 380 Eastman, A. V., 282, 347 
Colpitts, E, H., 287 Eccles, W. H., 353 
Compton, K. T., 42, 440 Eckart, C., 440 
Cook, E. G., 260 Eckersley, P, P., 347 
Coombs, J, N., 591 Eckersley, T, L., 347 
Cope, W. F., 220 Edgerton, H. E., 439, 528, 529, 530, 531 
Coram, R. E., 297 Edwards, M. A., 504 
Corcoran, G. F., 480 Eglin, J. M., 546, 602 
Corneil, J. L., 495 Elder, F. R., 491, 501 
Coroniti, 8. C., 513 Ellis, H. W. M., 221 
Court, W. P. N., 319 Emde, F., 329 
Cowan, L., 451 ‘Ephraim, B., 220 
Cox, J. H., 528, 596 Epstein, D. W., 16, 24,-25, 628, 629, 633 
Craig, P. H., 444, 513 Erikson, E. O., 562 
Crosby, M. G., 331, 332, 335, 348, 347 Espley, D. C., 74, 114, 125, 235 
Crossley, A., 220 Evans, R. D., 596 
Crouse, G. B., 595 Everest, F. A., 162, 220 
Curtis, A. S., 661 Everitt, W. L., 189, 260, 282, 330, 409 
Curtis, W. F., 219, 365 Ewald, J., 24 
D F 
Dallenbach, W., 485 Fairweather, A., 123, 223, 260, 348 
Darrow, K. K., 423 , Farnsworth, P. T., 553 
David, W. R., 347 Farrar, C. L., 281 


Davidson, I. B., 639 Farren, L. L., 114, 221, 235 


AUTHOR INDEX 


Farrington, J. F., 220 
Fay, C. E., 282 

Fayard, G., 229 

Feldman, C. B., 599 
Felgentreu, 8., 220 

Felix, E. H., 450, 491 
Ferns, J, H., 282 

Ferris, W. R., 47, 97, 123, 254, 299, 563 
Fett, G. H., 113 

Field, G. S., 636 

Field, R. F., 628 
Fielding, T. J., 562 
Finch, G. I., 635 

Fink, D. G., 450, 491 
Fink, G., 556 

Finke, H. A., 563 
Fischer-Hinnen, J., 123 
Fisher, C. B., 221, 347 
Fitzgerald, A. 8., 494, 513 
Flechsig, W., 563 

Foos, C. B., 520, 596 
Ford, J. R., 123 
Forstmann, A., 259, 260 
Forsythe, W. E., 545 
Fortescue,'C. L., 605 
Foster, D.'E., 332 
Fredendahle, G. L., 220, 667 
Freeman, R. L., 162, 332 
Freeman, W. H., 220 
French, H. W., 468 
Freuhauf, G., 635 

Friend, A. W., 346 

Fritts, C. F., 557 
Fritzinger, G. H., 221, 260 
Frommer, J., 123, 221 
Frommer, J. C., 596 

Fry, T. C., 125, 221 
Fucks, W., 636 


Gable, A. C., 467 

Gager, F. M., 380 

Gamett, D. K., 142 
Garceau, L., 639 

Garman, G. W., 504 
Garstang, W. W., 566 
Gaudernack, L. F., 298, 546 
Gehrts, A., 123 ‘ 
Geohagen, W. A., 628 
George, E. E., 195 

George, R. H., 636 
Gerecke, E., 485 

Germer, L. H., 37 
Germeshausen, K. J., 439, 528, 529, 530, 531 
Gessford, R. K., 464, 513 
Getting, I. A., 623 

Gilbert, R. W., 617 

Gill, A. J., 299 

Gilmour, A., 394 

Ginzton, E. L., 221, 398 
Glasgow, R. S., 282 

Glazer, E., 586 

Glessner, J. M., 241, 322 
Gockel, H., 453 


Goldberg, H., 129 

Goldman, 8., 343 

Goldsmith, T. T., Jr., 636 
Goodhue, W. M., 87, 503 
Goodwin, C. W., 131, 209, 211, 593 
Graffunder, W., 115 
Grammer, G., 346, 591 

Gray, A., 329 

Gray, T. 8., 529 

Green, C. B., 298 

Green, E., 97, 222 

Greenough, L., 211 
Greenwood, W., 123, 235, 260, 348, 663 
Griffith, R. C., 520 

Griffiths, W. H., 402 
Grisewood, E. N., 491 
Grondahl, L. O., 562 
Groszkowski, J., 380, 396, 411 
Grinwald, E., 97 
Guarnaschelli, F., 624 
Guillemin, E. A., 189 
Gulliksen, F. H., 486, 518, 562 
Gunn, R., 402, 411 

Gunther, F. A., 347 
Guntherschulze, A., 462 

Guy, R. F., 343 


H 


Haeff, A. V., 63, 220 m 
Hagenguth, J. H., 426 
Hagita, K., 553 

Haller, C. E., 446, 636 
Hallman, L. B., Jr., 186 
Hamilton, H. G., 221 
Hancox, R. R., 519 

Hanna, C. R., 259, 668 
Hanney, E, A., 166 

Harries, J. H. O., 63, 260 
Harris, 8., 194 

Harrison, J. R., 408 

Hartley, R. V. L., 415 
Hathaway, J. L., 346 
Hawkins, L. A., 476 
Haworth, L. J., 369, 636 
Hay, C. E., 627 

Hayashi, T., 299, 380 
Hayman, W. G., 602 

Hazel, H., 346 

Hecht, N. F. S., 346 

Heim, H. J., 634 

Heinze, W., 452 

Heising, R. A., 405, 610 
Henley, J. A., 628 

Henney, K., 486, 518, 545, 562 
Herd, J. F., 146, 628 

Herold, E. W., 220, 351, 365, 373, 381 
Herskind, C. C., 479, 502 
Hesselberth, W. M., 462 ‘ 
Hewlett, W. R., 209, 397, 661 
Hickman, R. W., 591, 655 
Hitchcock, R. C., 530 

Hoar, T. P., 597 

Hoare, 8S. C., 602 

Hoashi, T., 627 


691 


692 


Hollingsworth, L. M., 398 

Holmes, I., 595 

Holmes, R. M., 562 

Honnell, M. A., 566, 596 

Honnell, P. M., 400 

Horton, J. W., 146, 370, 405 

Horwood, W. L., 221 

Houghton, E. W., 260 

Houldin, J. E., 380 

Howe, G. W. 0., 56 

Howes, H. L., 633 

Hughes, A. L., 561, 562 

Hughes, E. J., 611 

Hughes, H. K., 639 

Hughes, L. E. C., 347 

Hull, A. W., 56, 221, 380, 408, 441, 442, 446, 463, 
464, 477, 478, 487 

Hull, L. M., 371 

Hund, A., 408, 462 

Hunt, F. V., 591, 608, 625, 655 

Huntoon, R. D., 596 

Hutcheson, J. A., 123 

Hutchings, J. H., 528 


I 
Iams, H., 551, 562 
Ide, J. M., 411 
Ingram, 8. B., 461 

J 


Jackson, W., 81, 121, 195, 347 
Jacobi, W., 471 ; 
Jacoby, H., 221 

Jaffe, D. L., 333 

Jahnke, H., 329 

Jansky, C. M., 599 

Jansky, K. G., 221 

Jen, C. K., 387 

Johannson, H., 25 

Johnson, E, A., 609 

Johnson, J. B., 221, 221 
Johnson, R, P., 24, 25 
Johnson, T. J., 596 
Johnstone, D. M., 220 

Jolley, L, B. W., 522, 595 
Jolliffe, C. B., 346 

Jonker, J, L. H., 128, 223, 260, 563 
Jordan, F. W., 353 
Journeaux, D., 520 
Jurriaanse, T., 444 


Kalin, A., 649 
Kallmann, H. E., 415 
Kano, I., 444 
Kaufmann, H. W., 633 
Keith, C. R., 346 
Keller, F., 462 

Keller, O., 520, 568 
Kellogg, E. W., 220, 259, 668 
Kelly, R. L., 60 
Kelsey, E., 347 
Kesaev, I., 425 


APPLICATIONS OF ELECTRON TUBES 


Kilgour, C. E., 117, 260, 322 
Kilgour, L. A., 596 

Kiltie, O., 517 

Kimball, C. N., 156, 162, 220 
Kime, R. M., 520 

Kimp, R., 596 

King, P. B., Jr., 505 

King, R. W., 47, 346 
Kinross, R. I., 132 

Kipping, N. V.,-637, 644 
Kirchgessner, L., 221 
Kishpaugh, A. W., 287 
Kleen, W., 115, 123 
Klemperer, H., 527 

Klipsh, P. W., 220 
Klopsteg, P. E., 622 
Kniepkamp, H., 471 
Knight, A. R., 113 

Knoll, M., 24, 25, 628 
Knowles, D. D., 458, 464, 523, 524 
Koake, W. C., 282 

Kobel, A., 443 

Kock, W. E., 457 

Koechel, W. P., 553 
Koehler, G., 47, 177, 183, 282, 414 
Kohlbagen, W., 596 

Koller, L. R., 42, 546, 562 
Korff, 8. A., 219 

Kérés, L., 453 

Kozanowski, H. N., 123, 273, 282, 649 
Kreer, J. G., 221 

Kroemer, H., 636 

Kroker, G., 220 

Kubetsky, L. A., 562 
Kuhlman, J., 595 

Kujirai, T., 299 

Kunde, W. W., 398 
Kurokawa, K., 627 
Kurrelmeyer, B., 644 

Kurtz, E. B., 480 

Kusunose, Y., 46 


Laboureur, L., 620 
Lafferty, J. M., 551 
Lamb, A. H., 559, 562 
Lance, T. M, C., 562 
Landale, 8. E. A., 348 
Landeen, A. G., 661 
Landon, V. D., 347 
Lane, H. M., 162 
Lange, B., 557, 562 
Langley, R. H., 220 
Langmuir, I., 24, 35, 42, 59, 437, 464 
La Pierre, C. W., 519 
Laport, E. A., 346, 348 
Larson, C. C., 563 
Lattemann, W., 596 
Lawson, D. I., 347 
Lawson, J. L., 623 
Lederer, E. A., 31 
Lee, R., 583, 596 
Leeds, L. M., 636 
Lensil, C. E., 636 


AUTHOR INDEX 


Leon, E., 655 

Le Van, J. D., 448, 505 

Levy, L., 633 

Levy, M. L., 260, 343 

Lewis, W. B., 575, 623 

Lifschutz, H., 623 

Lincoln, P. M., 123 

Lion, K. S., 443 

Liu, Y. J., 220 

Livingston, O. W., 415, 471, 483, 488, 520 
Llewellyn, F. B., 47, 74, 187, 221, 298, 402, 406 
Loh, Ho-Shon, 191 , 
Lockhart, C. E., 166 

Loeb, L. B., 19 

Léf, J. L. C., 628 

Loftin, E. H., 129, 220 

Lord, H. W., 415, 483, 488, 520, 620 . 
Loughren, A, V., 259, 668 

Lowry, E. F., 464, 513 

Libcke, E., 488, 462 

Lueas, G. 8. C., 123, 322 

Luck, D, G. C., 219, 327 

Ludi, F., 444 

Ludwig, L. R., 440, 445, 525, 528, 623 
Luhr, O., 219 


M 


McArthur, E. D., 42, 444 
McCarthy, D., 636 
McCurdy, R. G., 660 
McDonald, D., 596 
McDonald, G. R., 596 
MacDonald, P. A., 613 
MacDonald, W. A., 220 
Macfadyen, K. A., 123, 260, 273, 277,281 
MacGregor-Morris, J. T., 628 ‘ 
Melivaine, H. A., 553 
McKenna, A..B., 476 
Mackeown, §. S., 446 
Mackinnon, K. A., 409 
McLean, T., 276 

MacLean, W. R., 490 
MeNally, J. O., 56, 221, 259 
McNamara, F. T., 618 
MeProud, C. G., 136 
Mailey, R. D., 476 

Maloff, I. G., 16, 24, 25, 628, 629, 633 
Malter, L., 551, 562, 563 
Malti, M. G., 113, 134 
Marinesco, M., 221 
Marique, J., 348, 606 
Marrison, W. A., 370 
Marti, O. K., 504, 522, 595 
Martin, D. K., 346 

Martin, L., 207, 260 
Martin, 8., Jr., 520 

Marvin, G. S., 195, 587, 610 
Maser, H. T., 467, 471, 596 
Maslin, A. J., 596 

Mason, R. C., 419, 422 
Massa, F., 115, 227 

Mathes, R. C., 186 
Matheson? L. A., 603 


693 


Mathews, G. B., 329 
Matsuyaki, T., 299 
Maxfield, F. A., 525, 528 
Mayer, H. F., 191, 221, 628, 650 
Meacham, L. A., 899 , 
Meahl, H. R., 408 
Medlam, W. B., 60 
Meier, E. H., 586 

Meier, W. L., 636 
Meissner, E. R., 146- 
Melhuish, L. E., 259 
Mercier, M., 370 
Merrill, F. D., Jr., 596 
Metcalf, G. F., 41, 613 
Metschl, E. C., 347 
Michels, W. C., 599 
Miles, L. D., 500 

Miller, B. F., 281, 282 
Miller, J. F., 60 

Miller, J. M., 87, 94, 651 
Miller, 8. C., 450 
Millikan, R. A., 535 
Minorsky, N., 415 
Miram, P., 452 

Mittag, A. H., 504 
Moles, F. J., 614 


-Moncton, H. 8., 219 


Moore, C. R., 659, 661 

Morack, M. M., 469, 516 

Morgan, F., 660 

Morgan, N. R., 318, 321 

Morris, R. M., 142, 343 

Morrison, J. F., 344 

Morton, G. A., 551, 562 

Mott-Smith, H. M., Jr., 437 

Moullin, E. B., 114, 219, 221, 315, 346, 348, 380, 
411, 598 

Mouromtseff, I, E., 123, 273, 282, 649 

Muehter, M. W., 195 

Mulder, P. J., 603 

Miller, F., 219, 613 


Nagy, P., 162 

Nason, C. H. W., 115 

Neher, H. V., 591 

Neitzert, C., 609 

Nelson, H., 613 

Nelson, J. R., 220, 260, 281, 318, 322, 347, 
505 

Nichols, E. L., 633 

Nicholson, M. G., 664 

Nims, A. A., 123, 220 

Nims, P. T., 541 

Niwa, Y., 229 

Nix, F. W., 562 

Noack, F., 453 

Nordica, C. F., 166 

North, D. O., 47, 97, 221 

Nottingham, W. B., 229, 415, 442, 529, 602, 636 

Nowotny, W., 220 

Noyes, A., Jr., 410 

Nyquist, H., 197, 204, 221 


694. APPLICATIONS OF ELECTRON TUBES 


(6) R 
Oatley, C. W., 220 : Rack, A. J., 221 
Offner, F., 219, 260 Radt, W. P., 259 
Oliver, D. A., 123 Rajchmann, J. A., 563 
Osborn, P. H., 282 Ramo, S., 220 
Oschwald, U. A., 456, 601 Ramsey, R. R., 346 
Osgood, W. F., 75 Rangachari, T. S., 644 
Overbeck, W. P., 585, 628 Razek, J., 603 
Overbeek, A. J. W. M., 563 - Record, F., 595 
Oxman, L., 260 Redl, A., 123 

Reed, M., 282 

P Reid, D. G., 221 

Packard, D., 528 Swarr aera - 


Page, L., 6, 34 

Page, R. M., 365 

Palmer, H. L., 520 

Panofsky, W. K. H., 596 

Parr, G., 628 

Partridge, H. M., 620 

Paschen, F., 427 

Pearson, G. L., 221, 400 . 
Pearson, S. O., 455 

Pederson, P. O., 221 

Penick, D. B., 614 

Penning, F. M., 425, 428 
Percival, W. 8., 221 

Perkins, T. B., 663 

Perkins, W. M., 664 

Perry, S. V., 142 

Peters, J. F., 260 

Peterson, E., 221, 298, 346, 618 
Pfund, A. H., 554 

Phelps, W. D., 220 

Pickels, 8, B., 588 

Pickering, W. H., 591 
Piddington, J. H., 665 

Pidgeon, H. A., 56, 259 
Pieracci, R. J., 347 

Pierce, G. W., 408, 409, 410, 480 
Pierce, J. R., 563, 618 

Pihl, G. E., 594 

Pike, O. W., 41, 464, 467 


Reynolds, J. B., 645 
Rhoad, E. J., 220 
Richards, L. A., 195, 636 
Richards, P. A., 636, 648 
Richardson, O. W., 19, 42 
Richter, W., 87, 166, 547, 596 
Rider, J. F., 628 
Righi, A., 455 
Risch, R., 444 
Ritchie, D., 569 
Rivlin, R. S., 221 
Roberds, W. M., 620 
Roberts, F., 319, 348 
Roberts, N. H., 575 
Roberts, W. van B., 347 
Roberts, W. W., 299 
Robinson, C. F., 546 
Robinson, G. D., 162 
Robinson, H. A., 346 
Rockwell, R. J., 274 
Roder, H., 123, 298, 314, 327, 384, 335, 343, 344, 
347, 348 + 
Rohats, N., 643 
Romain, P. B., 562 
Rose, G. M., Jr., 619 
Rowland, E. N., 221 
Roys, C. S., 689 
Rschewkin, S., 394 


iz, J. J., 611 

Platts, G. F., 274 SINR ASPR 
Runge, L., 493 

Podliasky, I., 259 Ruska, E., 24 


Pohle, W., 452 
Pollock, D., 220 Russell, J. B., 207, 260, 280, 380 


7 +» 64: 
Pollock, H. 8., 221 By puene Ese 


Polydoroff, W. J., 220 ar 

Porter, C. W., 409 

Potter, J. L., 367, 636 

Potter, R. K., 346 

Pound, F. J. A., 132, 219 

Power, R. B., 446 

’ Powers, R. A., 562 

Powers, W. H., 445, 525 

Preisman, A., 100, 166, 220, 223, 260, 319, 323, 
619, 628 

Prince, D. C., 56, 411, 492, 525, 595 

Puckle, O. §., 220, 366, 367, 368 

Pupin, M., 659 


Sabaroff, 8., 347 

Sabbah, C. A., 496 

Sah, A. P. T., 281 

Sakamoto, T., 299 

Salinger, H., 563 

Salisbury, W. W., 409 

Salzberg, B., 41, 63, 551, 562 

Samuel, A. L., 635 

Sandeman, E. K., 221 

Sandhagen, M., 563 

Sanford, F. E., 444 

Q Sarbacher, R. L., 114, 269 

Sashoff, S. P., 458 

Quinby, R. &., 585 Savagnone, E., 444 


Saxton, H. L., 596 

Schade, O. H., 28, 63, 221, 260, 575 
Schade, R., 427 

Schantz, J. D., 162 

Schenkel, M., 504 

Schilling, W., 493 

Schlesinger, K., 81, 220 

Schmitt, O. H., 137, 146 

Schneider, W. A., 649 

Schnitger, H., 563 

Schockley, W., 563 

Schottky; W., 8, 35, 46, 56, 221, 462 
Schroter, F., 462 

Schwaizmann, W. A., 117 

Scott, E. D., 347 

Scott, H. H., 209, 400, 596, 636, 665 


Scott, H. J., 123, 220, 260, 282, 330, 347, 596 
Scroggie, M. G., 123, 187, 281, 380, 596 


Seeley, S. W., 156, 162, 220, 332, 335 
Sewig, R., 639 

Sharp, C. H., 604 

Shaw, A. E., 595 

Shea, R. F., 347 

Sheaffer, C. F., 211, 220, 332 
Shelby, R. E., 347 ° 

Sheldon, H. H., 491 

Shepard, F. H., Jr., 551, 562, 620 
Shepherd, W. G., 400 

Shockley, W., 25 

Shortt, H. L., 185 

Shumard, C. C., 487, 639 
Siegelin, C. O., 603 

Silverman, D., 221, 528 

Sims, L. G. A., 260 

Sinnett, C. M., 186 

Sixtus, K. J., 620 

Skilling, H. H., 480 

Slaffer, M., 315 


Slepian, J., 419, 423, 424, 445, 523, 525 


Smith, C. H., 220, 327 
Smith, L. P., 347 

Smith, V. G., 220 
Snoddy, L. B., 442, 468 
Snow, H. A., 194 

Snyder, R. L., 563 
Séchting, F., 223 

Somers, R. M., 610 
Soucy, C. I., 627 
Sowerby, A. L. M., 186, 259 
Spangenberg, K., 260 — 
Speakman, E. A., 620 
Spenke, E., 221 

Spitzer, E. E., 281 
Stafford, F. R. W., 281 
Standring, W. G., 604 
Stansbury, C. C., 494 
Starr, A. T., 605, 611 
Steenbeck, M., 620 
Steiner, H. C., 467, 596 
Stevens, B. J., 132, 221 
Stevenson, E. C., 623 
Stevenson, G. H., 406 
Stewart, H. H., 221 
Stiles, W. S., 42 
Stinchfield, J. M., 221, 628 


AUTHOR INDEX 695 


Stocker, A. C., 628, 667 
Stoddard, R. N., 528 
Stohr, M., 504 

Stoll, K., 610 

Stout, M. B., 573, 596 
Street, J. C., 596 
Strigel, R., 620 
Stromeyer, C. F., 260 
Strong, C. E., 220 
Strutt, M. J. O., 347 
Sturley, K. R., 319 
Suits, C. G., 643 

Sundt, E. V., 452 ? 
Sutherlin, L., 259, 668 
Sutton, R. W., 635 
Swift, G., 667 


Takahashi, R., 444 

Takano, T., 444 

Tamm, R., 209 

Tanasescu, T., 596 

Tarrant, A. G., 456 

Tatel, H., 219 

Taylor, J., 604, 620 

Taylor, L. §., 394 

Terebesi, P., 123 

Terman, F. E., 181, 206, 209, 260, 282, 318, 321, 
346, 347, 348, 397, 405, 588, 612, 656, 661 

Terry, E. M., 400 

Thatcher, E. W., 221 

Thomas, C. H., 461 

Thomas, H. A., 219 , 

Thomas, H. P., 281 

Thomas, T. 8S. E., 186 

Thompson, B. J., 221, 246, 563, 613, 648 

Thompson, H. C., 648 

Thomson, G. P., 422, 423 

Thomson, J. J., 422, 423 

Thomson, W. T., 123 

Thurston, J. N., 608, 607 

Tillotson, L. C., 596 

Tittle, H. C., 260 

Toepfer, A. H., 525, 528 

Tomaschek, R., 633 

Tompkins, F. N., 493 

Tonks, L., 437, 620 

Tooke, A. E., 635 

Toomim, H., 355, 620, 622 

Torok, J. J., 427 

Toulon, P., 506 

Townsend, J. 8., 422 

Travis, C., 211, 331, 335 

Trevifio, S. N., 219, 260 

Trimmer, J. D., 220 

Trouant, V.'E., 596 

Trucksess, D. E., 596 

Tulauskas, L., 136, 242, 260 

Turner, H. M., 482, 618 

Turner, L. A., 603 

Turner, L. B., 383, 598 

Turner, P. K., 123, 322, 347 

Tuttle, W. N., 400, 607, 657 

Tyacke, J. A., 664 


696 APPLICATIONS OF ELECTRON TUBES 


Tykociner, J. T., 408 
Tyler, G. W., 347 
Tynan, A. G., 346 


U 
Ulbricht, G., 636 
Ulrey, D., 467 
Upp, C. B., 259, 668 

Vv 


Vance, A. W., 298, 615 

Van der Bijl, H. J., 87, 195, 598 
Van der Pol, B., 327, 365 

Van der Ven, A. J. H., 123, 260 
Van Dyke, K. 8., 408 
Vecchiacci; F., 624 

Vedder, E. H., 486, 518, 562 
Verman, L. C., 195 

Villem, R., 299 

Vincer-Minter, N. P., 595 
Vodges, F. B., 595 

von Ardenne, M., 59, 100, 222, 281, 628 
von Issendorf, J., 504 


Ww 


Wagner, C. F., 440, 498, 525, 528 
Wagner, H. M., 563, 665 
Wagner, T. B., 618 

Waidelich, D. L., 567, 575, 576, 586 
Waldorf, S..K., 195 

Walker, L, E. Q., 162 

Walker, M., 664 

Walker, R. C., 562 

Waller, L. C., 636, 648 

Wallis, C. M., 596 

Walton, E. T. S., 567 

Waltz, W. W., 591 

Wamsley, D. H., 31 

Ware, L. A., 221, 596 

Warner, J. C., 56, 97, 259, 668 
Warren, A. G., 595 

Watanabe, Y., 444, 500 
Watson, 368 

Watson-Watt, R. A., 628 
Watt-Herd, 368 

Weaver, K. 8., 235 

Webb, J. §., 220, 666 

Weeks, P. T., 443, 505 

Weegel, R. L., 659 


Wehnelt, A., 26 
Wehnert, W., 115 
Weida, F. M., 645 
Weinbach, M. P., 510 
Weir, I. R., 343 
Weiss, G., 562 

Weiss, W., 347 

West, D. W., 633 


Wheeler, H. A., 123, 220, 260, 319, 326, 347, 348 


Wheeler, L. P., 408 

White, A. B., 529 

White, E. C. L., 347 

White, S. Y., 129, 220 
Whitehead, C. C., 222 

Whitney, C. F., 494, 513 
Wideroé, R., 522 

Wigee, H., 260 

Wilber, D. T., 633 

Wildermuth, R. T., 136 
Williams, E., 132, 166 

Williams, F. C., 123, 223, 260, 319, 348 
Williams, N. H., 56, 221 

Willis, C. H., 484, 491, 501, 503, 504 
Willis, F. C., 259 

Wilson, E. D., 491, 547, 555, 562 
Wilson, R. R., 427 

Winans, R. C., 563 

Winch, G. T., 602 

Winograd, H., 522, 595 

Wise, R. O., 400 

Witting, E. G., 596 

Wold, P. 1., 602 

Wolff, 1., 665 é 
Woodruff, L. F., 47, 414, 639 
Woodruff, M. W., 408 
Woodyard, J. R., 346 

Worcester, J. A., Jr., 347 
Wright, J. W., 408 

Wright, S. B., 186 

Wwedensky, B., 394 

Wynn- Williams, C. E., 486, 487, 602 


¥ 


Yocum, C. H., 347 
Young, L. G., 221 


Zabel, R. M., 519 


Zworykin, V. K., 491, 519, 547, 551, 553, 562, 563, 


628, 636 


SUBJECT INDEX 


A 


Abnormal glow discharge, 421 
Activation of emitters, 24-27 
Admittance, grid, 93-97, 148 
Admittance, plate, 94 
Aeolight lamp, 451 : 
Alkali metals, current-wavelength character- 
istics of, 537 
Ammeter, vacuum-tube, 612-618 
electrometer, 612-614 
floating-grid, 613-614 
inverse-feedback, 614-617 
phototube, 617-718 
Amplification 
automatic control of, 186, 326-327 
control of, in a-f amplifiers, 185-186, 193 
in r-f amplifiers, 193 
definitions of, 127-128 
expansion and compression of, 186-187 
limit of, 146-147, 196 
measurement of, 665-666 
mid-band, 149, 179 
Amplification factor, gas, 541 
Amplification factor, grid, 47, 53 
bridges for the measurement of, 651-652, 656- 
658 
Amplification factor, plate 
bridges for the measurement of, 651-652, 
656-658 
definition of, 46, 51 
determination of from characteristic curves, 54, 
65 
effect of grid current upon, 47 
equations for, in triodes, 46-47 
physical significance of, 45-46 
relation of, to characteristic curves, 54 
to plate resistance and transconductance, 
53 
Amplifiers 
amplification control in, 185-186, 193, 326-327 
are tube, 505 
attainable amplification of, 146-147, 196 
automatic gain control in, 326-327 
band-pass, 138, 191 
bias for, 231, 238, 255, 262, 277-278 
cathode-follower, 164—174 
circuits for, 128, 133, 170-172, 204-208 
Class Al, Class A2, Class AB, etc. (see Power 
amplifiers) 
compensated, 162-164 
current, 127-128, 195 
definition of, 124 
design of (see Power amplifiers; Voltage ampli- 
fiers) 
direct-coupled, 128-131, 147 


Amplifiers (continued) 
distortion in, 124, 197-201 (see also Power 
amplifiers; Voltage amplifiers) 
feedback, 197-209, 241,.277, 280 
feedback in, 209-211 
frequency range of, 138, 191 
glow-tube, 462 
graphical analysis of, 115-119 (see also Power 
amplifiers) 
impedance-capacitance-coupled, 131, 147-164, 
168 
inverse-feedback, 197-209, 241, 277, 280 
measurement of power output, 667-668 
measurement of voltage amplification, 665-666 
noise in, 196, 201 
operating conditions, determination of, 235~ 
238, 240-241 
optimum load for (see Power amplifiers) 
phase inverters, 135~138 
phase shift in, 145, 151-154, 164, 179, 181, 
200-201 
power (see Power amplifiers) 
push-pull, 113, 133-138, 246-258 
resistance-capacitance-coupled, 128, 149-173, 
183, 187 
square-wave testing of, 666-667 
transformer-coupled, 128, 133, 174-184, 188— 
194 
voltage (see Voltage amplifiers) 
Amplitude control of oscillators, 393-396 
Amplitude distortion, definition of, 125-126 
(See also Distortion) 
Amplitude modulation (see Modulation, ampli- 
tude) 
Anode, definition of, 21 
phototube, 538 : 
Anode diagram, phototube, 549-551 
Anode glow, 419 
Are discharge 
control of breakdown in, 441-444 
current, factors affecting, 441 
deionization in, 446-447 
distinguishing features of, 418, 438-440 
electron emission in, 438-440, 523 
grid-controlled, 442-444 (see also Thyratrons) 
hot-cathode, 440-441 : 
initiation of, 4388-445 
keep-alive electrode for, 442 
mercury-pool, 439-440 
space charge in, 439-440 
summary of facts concerning, 448-449 
theory of, 438-441 
voltage of, 438-441 
Are drop, 439, 440, 468 
Are reignition voltage, 446-447 
Arcback, 447, 525 
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Arc-discharge tubes (see also Thyratrons) 

advantages of over high-vacuum tubes, 463, 
473-474, 567-568 

as amplifiers, 505 
breakdown time of, 442, 468 
cathodes for, 464-466 
choice of gas or vapor for, 466 
cold-cathode, 442, 522-529 

. critical grid voltage of, 442, 469-473, 505-507 
definitions pertaining to, 447, 467-468 
deionization in, 446-447, 468 
efficiency of, 463, 474 
gas or vapor, choice of, 466- 
grid control of, 441-444 
grid-control characteristic, 442, 469-473 
grid-control ratio, 441-442 
hot-cathode, arce-drop in, 438-441 
hot-cathode grid-controlled (see Thyratron) 
as a light source, 475-476, 529-532 
mercury-pool, 439-440, 445, 521-527 
mercury-pool, igniter-controlled (see Ignitron) 
power efficiency of, 474 
precautions in the use of, 475 
ratings of, 467-468 
as a rectifier, 476, 520, 522, 567-568 
reignition voltage, 446-447 
stroboscopes, 529-532 
strobotron, 528-529 
tungar, 462-463 

Atom, 1-2 

Automatic gain control, 186, 326-327 


B 


Back current, 525 ’ 
Balanced modulator, 291-292 
Band-pass amplifiers, 138, 191 
Barrier-layer cells (see Photovoltaic cells) 
Beam pentode, 63-65 
' (See also Power amplifiers) 
Beat-frequency oscillator, 412-414 
Bias, grid (see also Power amplifiers) 
definition of, 70, 72 
methods of providing in oscillators, 393-396 
self-bias, in amplifiers, 105-106, 131-133, 160, 
161 
Breakdown 
definition of, 417 
of grid-glow tubes, 436-438, 458 
between needle points, 382 
theory of, in arc discharge, 442-443 
theory of, in glow discharge, 432, 354 
Breakdown time 
of arc-discharges, 442, 468 
of glow discharges, 432, 435 
of ignitrons, 445, 5238-524 
of thyratrons, 468 
Breakdown voltage, 417, 430 
Breakoff voltage of glow-discharge tubes, 433 
‘Bridges : 
frequency, 626-628 
tube-factor, 650-659 
use of, in oscillators, 399-401 
By-pass condensers, 132, 133, 161-162, 209 
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Cc 


Candle, 535 
Candlepower, 535 
Capacitance, effective input (grid) 
effect upon resistance-coupled amplifier, 145, 
150, 155 ; 
equations for, 98, 95-96, 169, 211-216 
experimental determination of in resistance- 
_ coupled amplifier, 156 
of power pentodes, 241 
Capacitance, interelectrode, 93-94 
Capacitance meter, 620 
Carrier frequency, 283, 547 
Carrier suppression, 305 
Carrier wave, 283 
Cathode, definition of, 21 
Cathode dark space, 419 
Cathode drop (cathode fall of potential) 
definition of, 420 
effect of thermionic emission upon, 439 
numerical values of in ares and glows, 420, 421, 
438-439, 440 
Cathode glow, 419 
Cathode resistor (see Bias, grid) 
Cathode spot, 440 
Cathode rays, 14-17, 630-633 
Cathode-ray oscilloscope 
amplifiers for, 638-639 
circuit of, 640 
in determination of characteristic curves, 433, 
649-650 : 
effect of capacitance of deflecting plates, 647 
electronic switches for, 639-641 
in frequency comparison, 644-647 
Lissajous figures, 634 
sweep circuits (time bases), 366-369, 454-458, 
482-483, 488-502, 634-638 
transient visualizers, 641-643 
Cathode-ray tube 
beam deflection in, 630-633 
screens, 633-634 
structure and theory of, 628-630 
Cathodes 
for are tubes, 441, 464-466 
for high-vacuum tubes, 29-30 
‘ for phototubes, 536-537 
= Characteristics 
arc tube, 441-442, 469-473 
Class B, 263, 264, 278 
composite, push-pull, 247-251, 263-264, 278 
detection, 322-323, 336, 684 
dynamic grid of vacuum-tubes, 118-119 
dynamic transfer of vacuum tubes, 82-84, 101, 
263-266 
experimental determination of, 649-650 
‘glow-tube, 416-418, 422, 427-428, 433-436 
grid-control of thyratrons, 441-442, 469-473 
photoconductive-tube, 555 
phototube, 486-437, 537, 539, 541-542 
photovoltaic-cell, 556-559 
rectification, 322-323, 336, 684 
static and dynamic of high-vacuum tubes, 47— 
50 
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Characteristics (continued) 
typical static of receiving tubes, 49, 50, 54, 
55, 58, 59, 62, 64, 239, 249-250, 263-264, 
382, 385, 678-684 
Child’s law, 33-35, 37 . 
Class A, Class AB, Class B, and Class C ampli- 
fiers, 1389-141 
(See also Power amplifiers) 
Clipping, 125-126, 319, 328, 358-359 
Coefficient, of recombination, 7 
Collision of the second kind, 5 
Commutation, motor, by means of thyratrons, 
503-505 
Commutation of thyratrons, 477-485 
Composite plate characteristics, 246-250, 261, 
263-264, 277-278 
Compression, volume, 186-187 
Condensers, by-pass, 132, 133, 161-162, 209 
Conductance 
effective grid, 94-97 
electrode, 52 
negative, effective of, 96, 277, 373-377 
Contact difference of potential, 8-9, 46 
Contactor, periodic, 457, 491 
Control grid, 43 
(See also Grid) 
Conversion equations for power tubes, 238 
Conversion factors for pentodes, 160 
Corona discharge, 431 
Counter-e.m.f. control of thyratrons and igni- 
trons, 484-485, 526 


‘Counting circuits, 486-488, 623-624 


Coupling, critical, 190 
Coupling, optimum, 192 
Coupling coefficient, 178 
Coupling resistance, 145-146, 155-159, 542, 549- 
551 
Crater lamp, 450 
Critical grid voltage, 441-442, 468, 470-473, 505— 
509 
Critical inductance in smoothing filters, 586 
Crookes dark space, 419 
Crystal, quartz, 408-409, 661-662 © 
Current 
grid (see Grid current) 
plate (see Plate current) 
saturation, 21, 31, 538 
Current sensitivity, 127 
Current stabilizer, 594 
Cut-off, 49, 55 


Dark current, 416 

Dark space 
Crookes (Hitorf or cathode), 419 
Faraday, 419-420 
primary, 419-420 

Decibel, definition of, 141 

Decibel chart, 676 

Decoupling circuits, 132, 210 

Deflection of electron beam, 14-17, 630-633 

Degenerative feedback, 197-209, 277, 280, 607, 
’ 614-617 

Deionization, 6-7, 446-447 

Deionization time, 446-447, 468-471, 523 


Demodulation, 300 
(See also Detection) 
Detection of a-m waves, 300-325 
circuits, 306, 308, 310, 319, 320, 321, 235 
characteristics, 323, 336 
by complete rectification, 306-320 
by curvature of current-voltage characteristic, 
301-306 
definition of, 283, 300 
design of diode detectors, 317-319 
distortion in, 304, 316, 317-319, 323 
efficiency of, 312-313, 316 
equivalent circuit for, 324-325 
full-wave, 319 
graphical analysis of, 322-323 
grid-leak, 320-321 
linear-diode, 306-320 
linear-plate, 320 
plate diagram for, 323 
series expansion for, 323-324 
square-law, 301-306 
tube factors for, 324 
Detection of f-m waves, 333-336 
Detection characteristics, 323, 336, 684 
Detection efficiency, 312-313, 316 
Detection plate diagram, 323 
Detection mu-factor, 324 
Detection plate resistance, 324 
Detection-plate-resistance bridge, 655 
Deviation, frequency, 328 
Deviation ratio, 328 
Differentiating circuit, 357 
Diode, definition of, 21 
Diode detector (see Detection, linear diode) 
Diode, are (see Arc discharge tubes) 
Diode, high-vacuum (see Child’s law; Emission, 
thermionic) eee 
Diode plate-current equations, 34, 35, 37 
Direct-current transformer, 501-502 
Discriminator, 333-336 
Disintegration voltage of are cathodes, 441, 466 
Dissipation, grid, 64, 226, 263-270 
Dissipation, plate, 37, 223-224, 226, 228-229, 
234, 236-237, 253, 267-272, 467, 551, 673 
Dissipation, screen, 243-244 
Distortion (see also Graphical analysis; Harmonics) 
in amplifiers, 124-127, 197-201 (see also Power 
amplifiers; Voltage amplifiers) 
reduction of, by inverse feedback, 197-201, 242, 
243, 277, 280 
in detectors, 304, 316, 317-319, 323 
in modulators, 291-292, 295, 298-299 
in oscillators, 378-379, 401-402, 411 
in light-sensitive tubes and cells, 542, 549-551, 
556, 558 
Distortion factor, 115 
Driver, 269 
Duplex tubes, 66 
Dynamic characteristics 
of glow-discharge tubes, 418, 433-436 
of light-sensitive tubes and cells, 542, 554-555, 
558 _ 
of vacuum tubes, 48, 81-84, 99-100, 118-119, 
261-265, 382-383 (see also Characteristics) 
Dynamic plate resistance, 84-85 
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E 


Eecles-Jordan trigger circuit, 353-357 
Edison effect, 21 : 
Effective input capacitance (see Capacitance) 
Efficiency 
in amplifiers (see Power amplifiers) 
of are-discharge tubes, 463 
detection, 312-313, 316 
emission, 23, 26 
plate-circuit, 224-225, 283-234, 239, 267 
Electrode characteristics (see Characteristics) 
Electrode conductance, 52 
Electrode resistance, 52 
Electrode voltages (see Voltage) 
Electrometer, vacuum-tube, 613-614 
Electron 
charge and mass of, 1 
definition of, 1 
free, 8 
motion of, in electric fields, 11-15 
motion of, in magnetic fields, 15-17 
Electron beam, deflection of, 14-17, 630-633 
Electron beam, formation of, 629-630 
Electron emission 
in arcs, 488-441, 523 
' caused by cosmic rays, 6, 416 
field, 10, 439 
in glows, 416-422 
photoelectric, 10, 416, 422, 533-535, 554 
radioactive, 11 
secondary (see Secondary emission) 
thermionic, theory of, 19-23 
types of, 10 
Electron microscope, 24-25 
Electron transit time, 14, 47, 127, 97 
Electron volt, 3 
Electron-ray tube, 648 
Emission, electron (see Electron emission) 
Emission efficiency, 23, 26 
Emitters 
cesiated tungsten, 28-29 
effects of gas upon, 26, 27, 30 
oxide-coated, 26-28 
photoelectric, 534-535 
pure metallic, 23 
requirements for, 23 
thoriated tungsten, 23-26 
Energy, internal, 1, 2 : 
Equivalent electrode circuits, 87-94, 671-672 
Equivalent plate circuit for amplification, 87-94, 
671-672 , 
Equivalent plate circuit for detection, 324-325 
Equivalent thyratron circuits, 476, 481, 493, 
496 ; 
Excitation of atoms and molecules, 1-3 
Excitation potentials of atoms and molecules, 3 
Excitation voltage of thyratrons (see Thyratrons, 
inverters; Thyratrons, phase control) 
Excitation voltage of vacuum tubes and ampli- 
fiers, 66, 114 
Expansion, volume, 186-187 
Extinction of arc tubes (see Thyratrons) 
Extinction potential of ares, 441 
Extinction potential of glows, 433, 435, 458 
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F 


Faetors, tube 
definitions of, 46-47, 50-54 
determination of, from static characteristics, 
54, 65 
dynamic, 84-85 
effect of screen grid upon, 57 
measurement of, 650-659 
relation of, to static characteristics, 54 
relations between, 53-54 
values of, in typical receiving tubes, 685 
Faraday dark space, 419-420 
Feedback (see also Amplifiers) 
inverse (negative or degenerative), 197-209, 
277, 280, 607, 614-617 
reduction of, by means of by-pass condensers, 
209-211 
reduction of distortion by, 197-202 
use of to obtain high selectivity, 208-209 
Feedback factor 
definition of, 197 . 
practical values of, in amplifiers, 207 
Field strength, curves for, in diodes, 34, 36 
Fields, electrostatic and electromagnetic, 10, 
11-17, 33-36, 439, 630-633 
Filament. transformer, need for center tap in, 138 
Filters 
crystal, 661-662 
decoupling, 132, 210 
inverse-feedback, 208-209 
selective, 626-628 
smoothing (see Power supplies) ___ 
Firing of thyratrons, 441-443, 523-524 
Firing time, 432, 435, 442, 445, 468, 523 
First detector, 306, 326 : 
Flux, luminous and radiant, 534-535 
Foot-candle, 536 
Frequency 
carrier, 283 
comparison by oscilloscope, 644-647 
control of, in oscillators, 331-332, 369-372 
measurement (see Frequency meters) 
modulation, 283 ‘ 
regulation of, by thyratrons, 519 
tipple, 564, 565, 569, 571 
side, 283 
stabilization of, in oscillators, 331-332, 404—411 
transformation of, 369-372 
threshold, 535 
Frequency converters, 305-306 
Frequency deviation, 328 
Frequency meters, 624, 628 
Frequency modulation (see Modulation, frequency) 
Frequency modulation index, 328 
Frequency range of amplifiers, 138 


Frequency response, control of, in a-f amplifiers, 


187 
Frequency response characteristics, 128, 150, 154, 
176, 189-190, 192, 208 (see also Amplifiers) 


G 


Gain, decibel 
chart for the determination of, 676 
definition of, 142 
voltage, measurement of, 665-666 


SUBJECT INDEX 


Gain control, automatic, 326-327 
Gas 7 
choice of for arc-discharge tubes, 466 
effect of, upon emission and space currents, 30 
upon emitters, 26, 27, 30 
removal from electrodes and tube walls, 31 
use of in phototubes, 540-542 
Gas amplification factor, 541 
Gas tube, definition of, 41 
Gate circuits, 349-357 
Gauss’s law, 6 
Getters, 31 
Glow, anode; cathode; negative, 419 
Glow discharge 
abnormal, 421, 431 
advent of self-sustaining discharge, 422-427 
breakdown, 417, 429-432 
. breakdown time, 432, 435 
breakdown voltage, 417, 430 
breakoff voltage, 433, 435, 458 


current-voltage characteristics, dynamic, 418, 


433-436 


current-voltage characteristics, static, 416-418, 


422, 427-428 
current-voltage diagram, 432-433 
definition of, 418 
deionization time, 435-436 


distinguishing characteristics of, 418, 438-439, 


448 
extinction potential, 433, 435, 458 
grid-controlled, 436-438, 458-461 
ignition, 422-427, 431-432, 436-438, 448 
ignition potential, 423-424, 427-428, 439 
ignition time, 427, 435 
normal, 421-422 
in phototubes, 541-542 
physical aspects of, 418-420 
potential distribution in, 420-421 
striations in, 419-421 
summary of facts concerning, 448-449 
threshold current, 417 
Glow-discharge tube, 448-462 
as an amplifier, 462 
applications of, 449 
control of current and power by, 458-461 
effect of light upon, 455-456 
grid-controlled, 486-438, 458-461 
as a light source, 449-452 
as an oscillator, 454-458 
as an oscillograph, 451-452 
photoelectric, 553 
in protection against voltage surges, 462 
as a rectifier, 453-454 
starter-anode, 461 
symbols for, 450 
as a, voltage stabilizer, 452-453 
Graphical analysis (see also Plate diagram) 
of Class A amplifiers, 235-236 
of Class B amplifiers, 263~273 
of detection, 322-323 © 
mechanical aids to, 114-115, 235 
of modulation, 298, 299 
of phototubes, 549-550 
of plate current, 106-115 
of push-pull amplifiers, 251-252, 257 
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Graphical analysis, of selenium cells, 555-556 


of voltage amplifiers, 160-161 


” Grid 


definition of, 43 
theory of, 44-47, 55-61, 436-438, 441-444 
free, 157-158, 438, 355-356 
screen (shield), 56-58, 471-473 
sharp-cutoff and remote-cutoff, 55, 193-194 
suppressor, 59~63 
Grid bias (see Bias, grid) 
Grid characteristics, dynamic, 118-119, 263-265 
Grid conductance (see Conductance) 
Grid control of ares (see Are discharge; Thyra- 
trons) 
Grid-control characteristic, 442, 468-473, 506-508 
Grid current 
in arc-discharge tubes, 443, 468-469, 471-472 
in grid-glow tubes, 437—438, 458-459 
in thyratrons, 468-469, 471-472 
in vacuum tubes, 45, 47, 57-60, 64, 67-72, 
88, 89, 92-93, 93-94, 118-119, 125, 126, 
157, 160, 161, 263-264, 265, 274-277, 387, 
393-395, 551, 613 
Grid-glow tube, 436-438, 458-461 
Grid leak, limitations on size of, 156-157, 394-395 
Grid swing, 70, 72, 226 
Grid voltage (see Voltage) 
Grid voltage, critical, 441-442, 468-473, 505-509 


H 


Harmonic, percentage, 115 

Harmonic analysis, graphical (see Graphical 
analysis) 

Harmonic analyzers, 659-665 

Harmonics, generation of, in vacuum tubes, 67, 
73, 77-79, 81-82 

Heterodyne oscillator, 412-414 

Hittorf dark space, 419 

Hittorf principle (short-path principle), 428 

Hyperbolas, use of, in Class B amplifier analysis, 
268-269 


Tconoscope, 553 
Igniter, 445, 523-525 
Ignition (see Glow discharge) 
Ignition potential (see Glow discharge) 
Ignitron, 445, 523-528 : 
applications of, 528 
circuits for, 525-527 
comparison with thyratron, 525-526 
deionization in, 523-524 
extinction of, 476-485, 526 
operating data for, 688 
structure of, 445, 525-526 
theory of, 445 
time of breakdown of, 445, 523 


Tilumination, definition of, 536 


Illumination control, 518 

Illumination measurement, 545-546 

Image force, 8 

Impedance conversion by means of tubes, 211-216 
Impedance matching, 172, 244-246, 257-258 
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Inductance, critical and threshold, 586-587 
Initial velocity of emitted electrons, 35-37 
Input capacitance (see Capacitance) 
Intensity, luminous, 496 

Intermediate frequency, 325-326 
Intermodulation, 77-82 

Inverse feedback, 197-209, 277, 280, 607, 614-617 
Inverse-feedback filter, 208-209 

Inverse voltage, peak, 447, 467 

Inverter (see Thyratron) 

Ion, 2, 3 

Jon sheath, 437-438 

Ionization, 2~-6, 422-424 

Ionization coefficient, 5 

Ionization potential, 3 


K 
Keep-alive electrode, 442 
L 


Light, modulated, 450-451, 547 
Light-sensitive tubes and cells (see Photoconduc- 
tive cells; Phototube; Photovoltaic cells) 
Limiter, 333-334 
Load, optimum (see Load resistance; Power 
amplifiers) 
Load impedance (see also Power amplifiers) 
definition of, 48 
effect upon dynamic transfer characteristic, 
81-84 
effect upon harmonic production and inter- 
modulation, 81-82 
optimum (see Power amplifiers) 
symbols for, 70 
variation of, with frequency, 100-101, 242 
Load line, dynamic 
construction of, 102-106, 115~117 
definition of, 100 
equation for, 100 
Load line, push-pull, 250-251 
Load line, static, 97-99 
Load resistance, 66, 71, 97-101 
(See also Power amplifiers) 
Long-wave limit, 495 
Loud-speaker, 207, 242 
Lumen, 535 
Luminous flux, 535 
Luminous intensity, 535 


M 


Magic eye (electron-ray tube), 648 
Magnetic control of arcs, 444 
Metal tubes, 41 ~ : * 
Mid-band amplification, 149-179 
Mixer, 185-186 
Modulated light 
phototubes for use with, 547 
production of, 450-451 
Modulation, amplitude, 283-300 
by balanced modulator, 291-292 
carrier frequency, 283 
characteristics, 294, 298, 346 
by characteristic curvature, 287-292 
circuits for, 287, 291, 292, 300 
by complete rectification, 292-296 
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Modulation, amplitude (continued) 

definition of, 288 

degree of, 285-286 

by diodes, 292-296 

distortion in, 291-292, 295, 298-299 

graphical analysis, 298 

linear grid, 297 

linear plate, 296-297 

side frequency; side band, 285 

square-law, 287-292 
Modulation, frequency, 283, 327-345 

advantages of, 343-344 

circuits for, 332 

definition of, 283 

deviation ratio, 328 

modulation index, 328 

noise suppression by, 336-343 

use of preemphasis in, 340 
Modulation, phase, 283, 331 
Modulation characteristic, 294, 298, 346 
Modulation factor, 285 
Modulator 

balanced, 291-292 

frequency, 332 

Van der Bijl, 287 
Molecule, excitation of, 3 
Motorboating, 210, 394-395 
Motors, thyratron, 5038-505 
Mu-factor, definition of, 51, 324 
Multipliers, secondary-emission, 551—553 
Multivibrator, 362-365, 369-372 


N 


Negative feedback, 197-209, 277, 280 
Negative glow, 419 
Negative resistance (see Resistance, 
Negative transconductance, 281-283 
Noise 
causes of, in amplifiers, 30, 37, 196 
reduction of, by inverse feedback, 201 
Noise suppression in frequency modulation, 336— 
343 
Nonlinear distortion, definition of, 125-126 
(See also Distortion) 
Normal atom, 1 
Normal glow discharge, 421-422 
Nucleus, 1 


negative) 


oO 


Ohmmeters, electronic, 619-620 
Operating data for typical receiving tubes, thyra- 
_ trons, and ignitrons, 685-688 
Operating point 
dynamic, 72, 102-106, 115-117 
static, 72, 97-99, 115-117 
Optimum load (see Load resistance; 
amplifiers) 
Optimum power output (see Power amplifiers; 
Power output) 
Oscillation, criterion for, 204, 374-376, 387, 389, 
391 
Oscillation amplitude, limitation of, 393-396 
Oscillators, 360-414 
amplitude stabilization of, 377-378, 393-396, 
397-398, 400 


Power 
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Oscillators (continued) 
arc-tube, 482-483, 488-502 
beat-frequency, 412-414 
bridge, 399-401 
crystal, 408-409 
classification of, 361 
design of, 401, 404 
distortion in, 378-379, 401-402, 411 
dynatron, 380 
electron coupled, 403-404 
feedback, 387-402 
frequency control of, 331-332, 369-372 
frequency stability of, 401, 402-403 
frequency stabilization of, 404~411 
generalized féedback, 392 
glow-tube, 454-458 
grid bias for, 393-396 
grid current in, 387~388, 393-396 
Hartley, 391-392 
impedance-stabilized, 406-408 
limitation of oscillation amplitude in, 393-396 
magnetostriction, 409-411 
magnetron, 414 
Meissner, 392 
multivibrator, 362-366, 369-372 
negative-resistance, 373-386 
phase-shift, 398-400 
plate voltage, methods of applying, 393 
power output of, 411-412 
push-pull, 383-386, 393 
relaxation, 362-372 
resistance-stabilized, 405-406 
resistance-tuned (R-C), 386, 396-401 
saw-tooth-wave, 366-369, 454-458, 482-483, 
488-502, 635-638 
sine-wave, 372-414 
square-wave, 358, 359 
thyratron, 482-483, 488-502 
tuned-filter, 411 
tuned-grid, 387, 390-391 
tuned-grid—tuned-plate, 392 
tuned-plate, 387-390 
types of, 361 
types of oscillation in, 376-377 
use of, in frequency transformation, 369-372 
Van der Pol, 365 
Oscillograph 
cathode-ray (see Cathode-ray oscilloscope) 
glow-tube, 451-452 
Output, power (see _Power amplifiers; Power 
output) 
Output coupling circuits, 138 
Output transformer, turn ratio of, 244-246, 
257-258 
Overloading of amplifiers, 125-126, 172-174 


P 


Parallel control of are-discharge tubes, 477-479, 
525 

Parallel feed, 393 

Parallel inverter, 384-385, 492-495 

Paschen’s law, 427-429 7 

Path of operation, 100, 251 

Peak: inverse voltage, 447, 467 


Pentode 
beam, 63-64, 248-244 
plate-current equations for, 65 
power, 238-244 
space-charge, 58-59 
suppressor, 50-54, 59-63, 65, 238 
variable-mu, 55 
Phanatron, 462, 476 
Phase control, 460-461, 505-517, 526-527 
Phase inverters, 135-138 
Phase-modulation index, 331 
Photoconductive cells, 553-556, 559-560 
Photoconductive effect, 533, 554 
Photoelectric cell (see Phototube) 
Photoelectric emission, laws of, 534-535 
Photoelectric phenomena, types of, 533 
Photoglow tube, 553 
Photolytie cell, 556 
Photon, 2 
Phototube, 533-553 
amplifiers for, 543-548, 550-551 
anode characteristics, 538-540 
anode diagram, 549-551 
cathodes, 5386-537 
circuits, 543-547, 550-551 
comparison with photoconductive and phota- 
voltaic cells, 559-560 
coupling resistance, 542, 549-551 
current-wavelength characteristics, 536-537 
definition of, 40 
distortion in, 549-551 
factors, 539-540 
gas-filled, 538, 540-543 
lag in response of gas-filled, 542 
sensitivity of, 5389-540, 548 
structure of, 538 
vacuum, 538-539 
Phototube voltage, operating, 542, 549-551 
Photovoltaic cells, 556-560 
Photovoltaic effect, 533, 556-557 
Photox and photronic cells (see Photovoltaic cells) 
Planck’s constant, 2 
Plate 
definition of, 21 
heating of, 37 
Plate circuit, equivalent, for amplification 
applications of, 89, 144, 148, 151-152, 165-166, 
169, 175, 177, 188, 388 
derivation of, 87-89, 671-—672 
method of constructing, 89-92, 671-672 
value and limitations of, 89 
Plate circuit, equivalent, for detection, 324-825 
Plate current, . 
alternating, 66-69, 73-81 
average, change of, with excitation, 67, 102— 
106, 115-117, 598 
graphical analysis of, 106-115, 160-161, 235— 
236, 251-252, 257, 263-273, 549-550 
in multigrid tubes, 65 
operating, 72 
symbols for, 68 
triode, equations for, 45-96 
Plate dissipation 
determination of allowable value, 224 
heating of plate caused by, 37 
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Plate dissipation (continued) 
limitation of power output by, 2238-224, 226, 
228-229, 231, 234, 236-237, 253, 267-268 
theoretical expressions for, 223, 267 
use of hyperbolas in the determination of, 268 
Plate resistance, detection, 324 
Plate resistance, static 
bridges for the measurement of, 652-653, 658 
definition of, 52 
determination of, from plate characteristics, 
54, 65 
effect of screen and suppressor grids upon, 57, 60 
relation of, to amplification factor and trans- 
conductance, 53 
values of, in typical receiving tubes, 685 
Plate diagram 
for amplification, 101-106, 115-118, 235-236, 
239, 250-257, 263-264 
for detection, 323 
Plate-circuit efficiency, 224-225, 233-234, 239, 267 
Polar diagram, 202-204 
Positive column, 419-420 
Potential, contact difference of, 8-9, 46 
Potential distribution 
in glow-discharges, 420-421 
in high-vacuum diode, 34-36 
Power amplifiers, Class A1, 139-140, 222-258 
* analysis of, 226-238, 240 
beam-pentode, 243-244 
bias for, 231, 238, 240 
definition of, 139 
design of, 235-237, 240-241, 257 
distortion in, 226, 227, 231, 232, 235, 240, 241, 


243 
graphical analysis of, 115-119, 235-237, 
" 251-252, 257 
inverse-feedback, 197-209, 241 : 


methods of analysis of, 222 
operating conditions, determination of, 235- 
237, 240-241, 253-257 
operating voltages of, 238 
optimum load for, 226, 228-233, 240-241, 253- 
257 
output transformers for, 244-246, 257-258 
pentode, 238-244, 256-257 
plate-circuit efficiency in, 224-225, 234, 239, 257 
plate dissipation in, 223-224, 229, 234, 236-237 
power output of, 225-226, 251-253, 256-257 
(see also Power output) 
power-output rule for, 235 
power relations in, 223-224 
power sensitivity of, 231, 239 
push-pull, 246-258 
screen dissipation in, 243-244 
tetrode, 238-239, 243-244 
Power amplifiers, Class A2, 140, 226 
Power amplifiers, Class AB1, 252-253, 279-280 
Power amplifiers, Class AB2, 279-280 
Power amplifiers, Class B audio-frequency, 261— 
281 
applications of, 261 
bias for, 139, 262, 274-275, 277-278 
characteristic curves of tubes for, 263, 264, 278 
composite characteristics for, 261, 263-264, 
277-278 
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Power amplifiers (continued) 
definition of, 139-140 
distortion in, 265, 273-278 
driver stage, design of, 275-277, 278 
graphical analysis of, 263-273 
grid current in, 118-119, 263-265, 274-277 
inverse-feedback, 277-280 
optimum load for, 269-273 
plate dissipation in, 267 
plate-circuit efficiency of, 267 
power output of, 266-269 
problems in the design of, 273-278 
tubes for, 275, 278 
Power amplifiers, Class C, 139, 280-281 
Power input, 223, 267, 672-673. 
Power output 
of amplifiers (see Power amplifiers) 
approximate, based upon equivalent plate cir- 
cuit, 225-226 
full, 226 
graphical determination of, 117-118, 251-252, 
268-269 
limitation of, by plate dissipation, 223-224, 
226, 228-229, 231, 234, 236-237, 253, 267—- 
268 
measurement of, 667-668 
optimum, 226-235, 256, 269-273, 667-668 
of oscillators, 441-412 
Power relations in vacuum-tube plate circuits, 
223-224, 672-673 
Power sensitivity, 128, 231, 239 
Power supplies, 564-590 (see also Rectifiers) 
circuits for, 565-572, 574, 588 
design of choke condenser (L-section) filter, 
582-590 
design of choke-condenser filter with condenser 
input (pi-section), 590 
design of condenser filter, 578-582 , 
output impedance of, 587 
regeneration caused by impedance of, 209-210, 
587 
ripple, percentage, 565 
ripple factor, 565, 569, 581 
ripple frequency, 564-565, 569, 571 
transformer design, 568 
transient oscillations in, 587 
tubes for, choice of, 567-568 
voltage doubler, tripler, and quadrupler, 366- 
367 
voltage regulation in, 574, 577-578, 581, 585, 
589, 590 
wave forms of rectifier output, 572-573 
Power-output rule, 235 
Preemphasis, 340 
Primary dark space, 419-420 
Pulse generators, 359-360 
Pulse sharpeners, 357-359 
Push-pull amplifiers, 113, 133-138, 246-258 


Q 
Quantum, 1 


Quantum theory, 1-3, 534-535 
Quiescent point, quiescent voltages, 72 
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R 


Race timer, electronic, 622-623 
Radiant flux, 534 : 
Radio communication by modulated waves, 287, 
325, 343-344 
Rayfoto cell, 556 
Reactance, chart for the determination of, 675 
Reactance-tube circuits, 211-216 
Reactor, saturable, use of in phase-control cir- 
cuits, 515-516, 518-519 
Recombination, 6-7 
Recombination coefficient, 7 
Rectification, 284 
Rectification characteristic, 322-323, 336, 684 
Rectification coefficient, 325 
Rectifiers (see also Power supplies) 
choice of tubes for, 567-568 
circuits for, 565-567, 569-572, 588 
comparison of mercury-vapor and high-vacuum, 
473-474, 567-568 
definitions pertaining to, 564-565 
efficiency of, 568 
glow-tube, 453-454 
grid-controlled, 476, 520, 567-568 
phanatron, 462, 473-474 
tungar, 462, 463-464 
wave form of, 572-573 
’ Reignition voltage, 435, 446-447 
Relaxation control of arc-discharge tubes, 480-484 
Relaxation inverter, 480-484, 498-501 
Relaxation oscillator 
glow-tube, 454-457 
thyratron, 482-4838, 488-502 
vacuum-tube, 362-372 
Relay control by thyratrons, 522 
Remote-cutoff grid, 55, 193-194 
Resistance 
detection-plate, 324 
effective, variation of, with frequency, 100-101, 
242 
effective input of diode, 313 
electrode, 52 
grid, 53 
negative, 57-58, 96, 214-215, 277, 349-350, 
377 
plate, dynamic, 84-85 
plate, static (see Plate resistance, static) 
Resistance coupling, 128, 149-173, 183, 187 
Resistance stabilization of oscillators, 405-406 
Richardson's equation, 21-22, 37 
Ripple, percentage, 565 
_Ripple factor, 565, 569, 581 
Ripple frequency, 564, 565, 569, 571 
Ripple voltage, 564-565 
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Saturable reactor, use of, 515-516 
Saturation 

temperature, 22, 37 

voltage, 21, 35, 37, 538, 549, 550 
Saturation current, 21, 35, 538, 549 
Saturation voltage, 21, 85, 87, 538, 549, 550 
Saw-tooth-wave generators, 454-457, 488-491 
Screen dissipation, 64, 243-244 
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Screen grid, 56, 471-473 (see also Pentode; 
Tetrode) 
Secondary emission : 
amplifiers (multipliers), 551-553 
in beam pentodes, 63 
in Class B amplifiers, 277 
definition of, 10 ; 
effect upon grid and plate currents, 49, 57-60, 
157, 277, 613 
in glow discharge, 424-426 
oscillators depending upon (dynatron), 380 
in phototubes, 551-553 
in suppressor pentodes, 59-60 
in tetrodes, 57-58 
from tube walls, 41 
Secrecy systems (speech scramblers), 299-300 
Selectivity control, 191 
Selenium cell (see Photoconductive cells) 
Self-bias (see Bias, grid) 
Self-sustaining discharge 423 (see also Glow 
discharge) 
Sensitivity, current, 127 
Sensitivity, phototube, 539-540 
Sensitivity, power (see Power sensitivity) 
Series control of arc-discharge tubes, 479-480 
Series expansion, for detection, 323-324 
Series expansion for plate and other electrode cur- 
rents, 74-82 
Series feed, 393 
Series inverters, 495-497 
Sheath, ion, 487~438 
Shielding of amplifiers, 196 
Short-path principle, 428 
Shot effect, 37 
Side band,'side frequency, 285 
Signal, 124 
Sine waves, resultant of two, 314-316 
Single-side-band transmission, 287 
Smoothing factor, 565 
Smoothing filter (see Power supplies) 
Space charge 
at are cathode, 440, 523-524 
in ares, 440 
in beam pentodes, 6364 
definition of, 6 
distribution of, in vacuum diode, 20, 34, 36 
limitation of space current by, 32-37 
sheath, 437, 443-444 
in tetrodes, 57-59 
Space current, 30, 32-37 
Space-charge grid, 58-59 
Sparking potential (see Ignition potential) 
Spectrum, 2, 6 
Speech scramblers, 299-300 
Speed control by thyratrons, 519 
Speed meters, electronic, 620-623 
Spot fixer, 440, 525 
Square-wave. generators, 358, 359 
Square-wave testing of amplifiers, 666-667 
Stabilivolt, 453 
Stabilizers 
current, 594 
voltage, 590-594 
Starter-anode glow tube, 461 
State, of atoms and molecules, 1-2 
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Static, 341-343 

Striking potential (see Ignition potential) 

Stroboseopes, 529-532 

Strobotron, 439, 528-529 

Supercontrol tubes, 55 

Superheterodyne receiver, 325-326 

Superposition theorem, 88 

Supply voltages, 66 

Suppressor grid, 59-63 

Surge protection by glow-discharge tube, 462 

Surges, production of, with thyratron, 483-484 

Switching circuits, 486~488, 349-357, 639-641 

Symbols, current and voltage, 68-71 

Symbols, tube, 43, 56, 57, 450 

Synchronization of relaxation oscillators, 369-372, 
456, 490-491 


T 


Tank circuit, 373 
Temperature 
operating of cathodes, 20, 24, 27, 29 
saturation, 22, 37 
Temperature control, 519, 617-618 
Tetrode 
arc, 471-473 
high-vacuum, 55-59, 65, 613-614 
plate-current equations for, 65 + 
screen-grid, 55-59 
variable-mu, 55 
Thermionic emission (see Electron emission) 
Thermionic tube, definition of, 49 
Threshold current, 417 
Threshold frequency, 535 
Threshold inductance, 587 
Thyratron 
as amplifier, 505 
breakdown, theory of, 442-443 
breakdown time of, 468 
choice of gas or vapor for, 466 
commutation of, 476-485 
in commutation of motors, 503-505 
comparison with high-vacuum tubes, 473-474 
control of, grid voltage for, 516-517 
control circuits for, d-c, 476—485 
counting circuits, 486-488 
critical grid voltage of, 441-442, 468-473, 505- 
509 . 
definition of, 462 : 
deionization time of, 446-447, 468-471 
d-c transformers, 501-502 
electrode structure of, 464-466, 469-473 
equivalent circuits for, 476, 481, 493, 496 
extinction circuits for, 476-485 
in frequency regulation, 519 
grid-circuit resistance, need for, 475 
grid-control characteristics, 441-442, 469-473 
grid current, previous to firing, 468-469 
in illumination control, 518 
inverters, 479-485, 491-502 
motors, 503-505 
operating data for, 686-687 
oscillators, 482-483, 488-502 
phase control of, 505-517 
precautions required in the use of, 475 
ratings, 467-468 


Thyratron (continued) 
as rectifiers, 476, 520 
in relay control, 521 
shield-grid, 471-473 
in speed control, 519 
in surge production, 483-484 
switching circuits, 486-488 
in temperature control, 519 
voltage regulator, 518-519 
voltmeter, 611 . 
welding control, 520-522 
(See alse Arc tube, grid-controlled) 
Time of ignition and breakdown, 482, 435, 442, 
445, 468, 523-524 
Time of transit of electrons, 14, 47, 127 
Time axis of plate-current wave, 67, 104, 108 
Time meters, electronic, 620-623 
Tone control, 187 
Transconductance 
bridges for the measurement of, 653-655, 
658-659 
grid-plate, 52-55, 57, 59, 64,-65 
negative, 381 
plate-grid, 538-54 
Transfer characteristics, 47-50, 82-84, 101, 
263-266 
Transformer 
d-c, 501-502 
driver, 278 
output, 244-246, 257-258 
Transient visualizers, 641~643 
Transients 
in amplifiers, 119-120 
in loud speakers, 207 
in power supplies, 587 
Transit time of electrons, 14, 47, 127 
Transrectification, 284, 320 
Transrectification coefficient, 325 
Trigger circuits, 349-357, 438, 547 
Triggering pulses, circuits for, 357-359 
Triode 
amplification of (see Amplifiers; Power ampli- 
fiers; Voltage amplifiers) 
are (see Thyratron) 
conversion equations for, 238 
definition of, 43 
electrode structure, 43, 458, 461, 464466, 469— 
473 
electrostatic field in, 44-45 
glow-discharge, 436-438, 458-461 
grid action, theory of, 44-47, 437-438, 442-443 
plate-current equations for, 45-46 
relation of amplification factor to electrode 
structure, 46-47 
tube symbols, 438, 450 
Tube characteristics, determination of, 649-650 
Tube characteristics of typical receiving tubes, 
678-684 
Tube factors (see Factors, tube) 
Tube symbols, 48, 56, 57 
Tube voltage drop, 468 
Tube-factor bridges, 650-659 
Tubes 
are-discharge (see Arc-discharge tubes; Thyra- 
tron) 
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Tubes (continued) 
cathode-ray (see Cathode-ray tube) 
characteristics of (see Characteristics) 
classification of, 37-41 
data for typical receiving tubes, 685 
electrometer, 613-614 
electron-ray, 648 
glass and metal, comparison of, 41 
glow-discharge (see Glow-discharge tubes) 
materials used in the manufacture of, 42 
photoelectric (see Phototubes) 
structure of, 38-42, 48, 55-64, 422, 445, 450, 
458, 461, 464-466, 469-473, 476, 521, 523, 
524, 528, 538, 557, 613-614 
symbols for, 43, 56, 57, 450 
variable-mu, 55, 193-194 
(See also Diode; Pentode; Tetrode; Triode) 
Tungar rectifier, 462, 463-464 


Vv 


Vacuum tubes, typical receiving 
characteristic curves for, 678-684 
operating data for, 685 

Vacuum-tube ammeters (see Ammeters) 

Vacuum-tube electrometer, 613-614 

Vacuum-tube ohmmeters, 619-620 

Vacuum-tube symbols, 43, 56, 57, 450 

Vacuum-tube voltmeters (see Voltmeters) 

Vacuum-tube wattmeter, 618-619 

Variable-mu grid, variable-mu tube, 65, 193-194 

Velocity distribution, 20 

Visual-response curve, 537, 559 

Voltage 
applied in grid and plate circuits, 66 
breakdown, 417, 430 
breakoff, 433, 435, 458 
cathode-drop, 420-421, 438-440 
control of, by thyratrons, 518 
critical grid, 441-442, 468-473, 505-509 
cutoff, 49 
disintegration, 441, 466 ’ 
electrode, 66, 71-72 
excitation, of atoms and molecules, 3 
exciting, 66, 114 
extinction, 433, 435, 458 
grid-bias, 70, 72 
grid swing, 70, 72 
ionization, 3 
operating, 72 
relations in triode, 66, 71-72 
ripple, 564-565 
saturation, 21, 35, 37, 538, 549, 550 
saw-tooth, 366-369, 454-458, 482-483, 4838~ 

502, 635-638 
supply, 66 
surge, 483-484, 516-517 
tube drop, 468 

Voltage amplification (see Amplification) 

Voltage amplifiers . 
amplification of, 146, 147, 196 
amplification control in, 185-186, 193 
analysis of, 144-156, 161-162, 164, 166-170, 

175-182, 666-667 
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Voltage amplifiers (continued) 
cathode-follower, 164-174 
compensated, 162-164 
design of, 154, 156-164, 172-174 
design curves for, 152, 153, 165, 167, 179, 
182 
direct-coupled, 128-131, 147 
distortion in, 155, 157, 160, 172-174, 182-183, 
193, 666-667 
frequency response of, 128, 150, 154, 176, 189- 
190, 192, 208 
grid bias for, 105-106, 131-133, 160, 161 
grid-current, effect of, 125-126, 160 
grid swing of, allowable, 125-126, 172-178, 201— 
202 
impedance-capacitance-coupled, 131, 147-149 
inductance-capacitance-coupled, 131, 184 
inverse-feedback, 197-209, 277, 280 
overloading of, 125-126, 172-178, 201-202 
phase shift in, 145, 151-154, 164, 179, 181, 
200-201 
push-pull, 113, 133-138 
resistance-capacitance-coupled, 128, 149-173, 
183, 187 
single-stage, 144-147 
square-wave testing of, 666-667 
tone control in, 187 : 
transformer-coupled a-f, 128, 188, 174-184 
transformer-coupled r-f, 133, 188-194 
tubes for, 184-185, 193 
using pentode load, 146 
volume expansion in, 186-187 
Voltage doubler, tripler, and quadrupler, 566-567 
Voltage impulses, 483-484, 516-517 
Voltage regulators, 195-196 
Voltage saturation, 21, 35, 37, 538, 549, 550 
Voltage stabilizers, 452-453, 590-594 
Voltmeters, vacuum-tube, 597-612 
advantages of, 597 
amplifier type, 609 
balanced, 602-604 
classification of, 597-598 
diode, 604-607 
grid-detection, 607-608 
inverted, 612 
logarithmic, 608-609 
phototube, 617-618 
plate-detection, 598-603 
slide-back, 610-612 
transfer-characteristic, 598 
Volume compression and expansion, 186-187 
Volume control, automatic, 186, 326-327 
Volume control, manual, 185 


w 


Waittmeter, electronic, 618-619 
Welding control, 520-521, 528 


Z 


Zero balance, to eliminate direct plate current, 
602-604 
Zero level, 142 


SYMBOL 


INDEX 


The following index lists the pages on which each symbol, used with a particular connotation, is 


defined. 


It does not include most of the special symbols for electrode voltages and currents listed on. 


pages 70 and 71, some symbols used only in the course of derivations or in a single figure, or well-known 


standard symbols such as =z or the vector operator j. 


a 11, 47, 200, 227 
an 79 

a1, a2, a3, etc. 
(a1)an 79 
(a2)i-k 79 
A 21, 33, 46, 72, 144 
A’ 199 

An 151 

Ar 152 

Am 150 

A, 176 

Ai, Ax... An 324 
b 34, 200, 227, 315 
B. 15 

Cy 71 

Ce 181 

Co 132 

Ce 175, 211 

Cok 94 

Cop 94 

Ci 90, 95 

Cor 94 

Cy 177, 188 

Ci. ATT 

C2 148, 188 

11, 423 A 


74 
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Ecc 66 

Eae 454, 565 

Er; 56 

E; 335, 337 

Ex 294, 302 

Ex 336 

En 78, 574 

Emax 108, 118 

Enin 108, 118 

E, 312 

E, 307 

Erm 253 

En 565 

Ew 229-230 

Ey, 256 

Ex» 71 : 
E, 289, 336 

E2 289, 336 

For symbols of other electrode voltages see pages 
68-71 


Fax 


G, 96 


. Hn 73, 108 


tr 247 
1.3, 1.5, ete. 
11, t}, ete., 
Iba 67 
Tek 323 


113 
112 
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Ivo 67 re 149 

Iu: 67 R 71 

In 253 Re 71 

Ie 94, 195 Ree 106, 131 
In 481 Rr 481 

Io 94 Rp 576 
Imax 108-109 Rs 576 
Imin 108-109 R: 585 * 
Irm 250, 258, 584 s 138, 16, 341, 540, 632 
Is 21 Smax 13 
1.3, I.s, ete. 111-112 _ § 339 

Th, Ty, ete. 109 t 12 

For symbols of other electrode currents see pages ta 12 
68-71 tmax 13 
Ji, J2,...5n 329 t. 310 

k 162, 173, 178, 212, 231, 384 T 21, 68, 223 
K 97, 164, 285 Ty 46 

l 14, 680 T. 310 

L 630 T 97 

Ly 71 u 19 

Le 176 uo 19 

Ly 481 U 323 

Ly 180 vo 34 

Ls 180 va 12 

Lo 585 v 12 

Li 175, 481, 583 v9 66 

Li’ 180 vo 14 

L2 177 vp 66 

Ly’ 180 Vi 33 

m 11, 162, 225 Ve 454 

me 12 Vi 454 

M = 100, 177, 285 Ve 9 

My 328 w 8 

My 331 Wi 2 

n 100, 141, 175 Wa 2 

N 339 ‘ a 246 

No 423 ay 70 

O 68, 72 te 70, 583 
p 46, 317, 427 te 211 

pi, py, . +. pn 317 xt 583 

Pi 223, 313 ye 7 

Po 118 ye 70 

Pp 223 Y, 94 
Pym 237 Yo 170 
PLS. 231 Y,p 94 

Q 310, 456 z 245 

Qo 181, 456 zp 66 

Q: 190 (zp)n 80 
Qz 190 (ze)a-k 80 
r 34, 47, 246 (z)x 80 

rp 70 ze 66 

rep 258 zi 244 

re 70 zp 174 

tg 54 zy 131,175 
re 175, 211, 313 a2 131 

rh 151 @ 158, 565 
ri’ 168 ax 590 

The 176 ar 565 

rt 153 B 198 

Tp 52 Bn 423 
rol, fp, #p 575 Bn 426 

rp’ 824 Bp 424 
Ypp 258 ; y 151, 164 
ri 149 6 14, 115 


ri 177 : 62 235 


6 15, 202, 225° 


6 673 

Yo 585 

Bw 46, 51 

Mg «47, 53 
jet 51 

yp 2 

yo 535 

p 15, 38, 374 
p 377 
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po 47 

pr 590 

po 377 

Pp 47 

pi «565 

¢ 179, 314, 337 

di, $2, ... dn 338 
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ANSWERS TO PROBLEMS 


1-1. (a2) 4.24 * 107 sec. (6) 4 X 107! erg. 

1-2. (a) Electron returns to first electrode. It moves to a maximum distance of 
0.237 cm from the first electrode. At the instant of field reversal it is 0.118 em from 
the first electrode. (b) The energy acquired before field reversal is returned to the 
source of applied potential. That acquired during the return to the first electrode is 
delivered to the cathode and is converted principally into heat. 

1-3. (a) The energy lost by the electron in moving to the second electrode against 
the field is 6.4 X 10°! erg: As this is less than the initial energy, the electron will 
reach the second electrode. (b) 6.4 X 107!° erg is delivered to the source of applied 
potential. The remainder is delivered to the second electrode and is converted 
mainly into heat. 

1-4. 192.7 volts. 

1-5. 11.38 gausses. 

3-1.! rp = 11,600 Q; » = 19.5; gn = 1680 pmhos. 

3-2.! gn = 1950 wmhos (2000 pmhos from slope of transfer characteristic); 
Tp = 350,000 2; » = 680. 

3-3.1 (a) uw & 8; Gm S 1700 pmhos; rp = up /gm 4700 2. 

(b) » 15; rp & 10,000 2; gm = n/p & 1500 wmhos. 

3-4. 60, 100, 900: 120, 200, 1800; 180, 300, 2700; 160, 960, 1000; 40, 800, 840; 740, 
860, 940, 1060; 220, 260, 1020, 1100, 1860, 1900; 20, 140, 700, 780, 1700, 1740. 

3-8.1 (a) At e& = 250. and E, = —8v., » = 3.5; rp = 155009; dr,/deg = —16 
Q/volt; a1 = 2.5 ma/volt; a2 = 4.07 X 10-? ma/(volt)?. 
(b) a1 = 1.25 ma/volt; ag = 5.1 X 107? ma/(volt)2. 
(c) a1 = 0.83 ma/volt; ag = 1.5 X 10-3 ma/(volt)2. 
4-7.) (a) w = 3.5; rp = 1785 Q; gm = 1960 pmhos. 

(b) Ry = 425 Q. : 

(d) For a 50-volt grid swing, H, = 24.8 ma and H,. = 1.88 ma. For a 40-volt 
grid swing, H; = 20 ma and Hz = 1.25 ma, 

(e) Po = 1.54 watts and 1.0 watt. 

5-2. Voltage gain = 40 db; current gain = 20 db; power gain = 30 db. 

6-2. (c) » = 19 and rp = 12,800 Q (determined from the plate diagram); Ai = 
6.42 at 60 cps, 9.15 at 100 cps, and 14.52 at 1000 eps; Ae = 15.1; over-all gain = 39.7 
db at 60 cps, 42.8 db at 100 cps, and 46.8 db at 1000 eps. 

(d) Ai = 19.85 at 60 eps, 27.7 at 100 eps, and 40.3 at 1000 cps; Az = 48.4; over-all 
gain = 59.6 db at 60 cps, 62.6 db at 100 cps, and 65.8 db at 1000 cps. 

(f) In = 2ma, R.. = 3000 a. 

6-8. Assume that the operating plate voltage is 250 volts and the bias —2 volts 
(in practice the plate supply voltage would probably be 250 volts and the bias about 
—1.5 volts). Then » = 100 and rp, = 66,000 ©. 

Second stage: Use r. = 500,000 2. Then r, = 58,300 & At 10,000 cps, wr,Ce = 
0.0183 and A = A» = 87.4. 


1 For accurate results it is recommended that the student use characteristic curves 
“contained in the RCA Receiving Tube Handbook, or a similar handbook in which the 
curves are plotted on closely ruled graph paper. 
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First stage: Co = 222 waf. If ri = 50,000 Q and 72 = 250,000 Q, 7, = 25,600 Q; 
then An = 88.4, oC. = 0.356 at 10,000 eps;and A = 0.984, = 35.7. = 278,000 
2. Make wniC, = 10 at 100 cps to make A = A,» at this frequency. Then C, = 
0.057 wf. Use C. = 0.06uf. If ri is decreased to 25,000 Q and rz = 250,000 Q, 
7, = 16,900 Q; then Am = 25.4, wraC2 = 0.236 at 10,000 cps, and A = 0.97A, = 24.6, 
r, = 268,000 & If C. = 0.06 uf, wonC. = 10 at 100 cps, and A = Am = 25.4 at this 
frequency. ; ; 

6-4. A of second stage is constant at 15.1 below 100,000 eps; A. of first stage is 
14,23 at 50,000 cps and 13.42 at 100,000 cps. 

6-5.! Crest value of fundamental component of output voltage = (210 — 40)/2 = 
85 volts; A = 85/5.5 = 15.47; per cent H. = (250 — 264)/(2 X 170) = 4.12. : 

6-6.1 (a) Crest value of fundamental component of output voltage = (208 — 90) /2 
= 659 volts; A = 59/0.75 = 78.6; per cent H, =1.0. (6) re = rire/(ri +12), 
= 333,333 2; R, = 71 = 500,000 ©; crest fundamental output voltage = 53 volts; 
A = 70.6; per cent Hz = 1.7. 

6-7. (a) Crest value of fundamental output voltage = (188 — 38)/2 = 75 volts; 
A =75. (6) rp = 208,000 2; 4 = 96; A = 79.5. (c) Inc = 0.125 ma; RK, = 12,000 
Q. (d) A = 40.5. ; : 


6-9. 
a eee 
Frequency A Frequency A Frequency A 
20 21 550 60 10 ,000 102 
50 40 1000 60.1 12,600 109 
100 52 2000 62.5 16,500 60 
200 - 57.5 5000 65 20,000 36 . 


6-10. & = 0.034. 

7-8.1 (a) Operating point is determined by allowable plate dissipation. EF, = 
—63 volts. (6) Load line intersects the voltage axis at 490 volts. (c) Opt.P, = 2.48 
watts. (d) rm = 5780 Q& (e) rp = 1500 2 (f) Ip = 20.8 ma; Po = 2.5 wats. 
(g) Po = 2.47 watts. (h) Pi: = 9.99 watts; np = 24.8 per cent. (¢) Power sensi- 
tivity = 3.13 x 10-4 mho. (j) 2 = 12:1. 

7-4.1 The following values are found by the use of Eq. (7-46): rp = 2000 Q; 
Ivo = 18 ma; Ey = 278 volts; H. = —65 volts; Opt. P, = 1.34 watts; per cent H, = 
4.5; r, (determined from the dynamic load line) = 13,300 2. (Note that the allow- 
able plate dissipation was made low in order that the problem could be solved by the 
use of plate characteristics normally available.) 

7-6.1 ry, = 2360 Q; per cent H; = 2.75; per cent Hs = 0.4;P, = 2.24 watts; a) = 
44.5 per cent; n = 6.89:1. 

9-8.! (a4) Fundamental modulation-frequency output is 15.0 volts; second- 
harmonic output is negligible. (6) Fundamental modulation-frequency output is 
19 volts; second-harmonic output is negligible. : 

9-9.1 (a2) Fundamental modulation-frequency output is 14.0 volts; second-har- 
monic output is 0.75 volt (5.35 per cent). (6) Fundamental modulation-frequency 
output is 16.4 volts; second-harmonic output is 1.6 volts (9.75 per cent). 

10-3. (a) €c3 = —10volts. (6) Aece/Aece =}. (c) po = —69002. (d) C= 1.45 
uf; L = 1,75h. ; 


1 See footnote, p. 713. 
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6-11.! A type 2A3 triode operated at E,. = 250 volts and EF. = —45 volts will 
deliver the 50 ma crest current. Crest fundamental alternating current of (120 — 
15)/2 = 52.5 ma with 5 per cent second harmonic is obtained with a load resistance of 
2500 © and a grid bias of —438.5 volts (—45 volts relative to mid-point of tlament). 
Eym2 = 438 volts for 50 ma crest current. 
Required voltage amplification of first 
stage = 48 = 43. For the first stage use 6SF6 
tube with 500,000-© plate-coupling resistor. 
For Hy» = 250 volts and E. = —1.5 volts, 
graphically determined Ai = 71. Input voltage 
to amplifier for full deflection = 0.605 volt. 
Use direct coupling in first stage and 2500-2 25IBV. 
resistor in series with oscillograph element. py ,¢. 6-55.—Solution for Prob. 6-11. 
The circuit is shown in Fig. 6-55. Circuit of 
the form of Fig. 5-5 could also be used, but degeneration caused by second-stage plate 
current in the voltage divider or cathode resistor would reduce the sensitivity. 

6-12.1 (a) 2A3 triode or 6L6 pentode. (b) For 6L6 pentode operated on 200-volt 
supply with 2000-0 load (field), plate current is 50 ma at e, = —16 volts and 60 ma 
at —13.5 volts (determined from dynamic transfer characteristic). (cand d) Required 
voltage amplification for first stage = 2.5/0.05 = 50. Use the circuit of Fig. 6-37 
without the exciter. Use a 6SF5 tube in the first stage; E,, = 100 volts, Z, = —1.0 
volt, and 200,000-2 coupling resistor. A of first stage (determined graphically) is 50. 
With 500,000-© coupling resistor, A of first stage is 62. 

7-2.1 (a) » = 3.6 by graphical determination. Opt. EZ. = —0.7 X 200/3.6 = 
—89 volts. Use EZ, = —40 volts. Zero-signal plate dissipation = 200 X 21 x 10-3 © 
= 4.2 watts, which is within the allowable value. (6) Load line for 5 per cent second 
harmonic intersects the voltage axis at 328 volts, and the current axis at 54 ma. 
(c) Po = 0.94 watt. (d) Opt. 7» = 6100 &. (e) rp = 1780 Q. 

From the following graphically determined values it can be seen that some increase 
in power output can be obtained, at the expense of plate circuit efficiency, by changing 
the grid bias from —40 volts to —35 volts: 


P, at 5 per 
cent Ho, 
watts 


E, Zero-signal 
volts P,, watts 


Np 


Ty/T. 
lt» per cent 


(f) Ip = 0.707nE./(rp + 7) = 17.7 ma for BE. = —35 volts; Po = I,’ = 1.11 
watts. (g) Po = 1.17 watts; (kh) P: = 6.3 watts; plate-circuit efficiency is listed in 
the foregoing table. (7) P.S. = 4.3 X 10-*mho. (j) n = 9:4 forr, = 3540 Q. 

13-1. Wrong type of amplifier tube; crest phototube voltage too high for gas 
phototube; coupling resistance too low; relay should be shunted by a condenser; circuit 
should include bias adjustment; polarity of phototube is incorrect (coupling resistor 
should be shunted by a condenser for best results) 


See footnote, p. 713. 
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18-2. (a) See Fig. 13-83. (b) See Fig. 13-83. (c) For 72-{t-candle illumination, 
phototube flux = 0.5 lumen. Phototube current = 3.5 ya. Voltage drop across 
coupling resistance = 28 volts. Bias caused by coupling-resistance drop = —28 
volts. For EZ» = 100 volts and % = 7 ma, e. = —1 volt (determined from transfer 
characteristic for 1000-2 load). Required applied biasing voltage = +27 volts. 
(d) For Ey» = 100 volts and % = 8 ma, e, = —0.5 volt. 
Aee = 0.5 volt. At = 0.0625 ya. AL = 0.00893 lumen. 
Change in illumination = 1.285 ft-candles. 

13-3. (a) Use the circuit of Fig. 13-11. (6) Relay closes 
at ec = —1 volt; opens at e. = —2 volts. (d) i = 9.4 ya 
when ZL =0.2lumen. £, = +94volts. H.. = —11.4 volts. 
(e) To close relay, EZ, = 10.4 volts, 7 = 10.4 ya, L = 0.22 
2 . lumen, AL = 0.02 lumen. Change in illumination required 
220V. 

Fic, 13-83.—Solution close relay = 3.2 ft-candles. A common voltage. supply 
for Prob. 13-2. may be used for anode and plate. C supply voltage causes 
the anode voltage to be one or two volts greater than 90 volts, 

but this will have negligible effect upon the computations. 

10-5. 0.83 by planimeter; 0.85 by selected ordinates. 

14-1. A 25Z6 tube may be used. #, = 138 Q; Assume R, = 5 2; R = 14,000 0; 
R./R = 0.0102; wRC = 105; C 22 uf; R./R = 0.0116; Ba/Em = 1.7; Ea = 288 
volts; 2» = 160ma; peak inverse voltage at no load = 338 volts. 

14-2. Use full-wave, single-phase rectifier with 5Y3G tube. For two-stage L-sec- 
tion filter, required LC = 64.3. For 20,000-© bleeder, Rmin. = 2600 ©, and L,; should 
exceed 5.2 henrys at full load. Z, should exceed 20 henrys at minimum load. - Use 
25-henry choke. If L, drops to 12.5 henrys at full load, required condenser capaci- 
tance per stage is 5.15 wf. Use 6 uf. Resonant frequency is 18.4 cps at full load. 
Voltage drop in chokes at full load is approximately 17 volts. Required secondary 
voltage is 425 volts each side of center. Effective output impedance of the filter at 
50 eps is 560 ©. Terminal voltage rises to about 365 volts at minimum load. 

14-3. A 5Y3-GT tube may be used. rp, = 344 Q; assume R, = 125 Q; Assume 
two chokes will be used having a resistance of 75 Qeach; R = 4150 Q; Use Ci = 4 uf; 
wRC = 6.25; #p = 820 2; R./R = 0.113; pr = 0.09; R./R = 0.124; Eac/Em = 0.7; 
Exms = .707(400 + 15)/.7 = 420 volts each side of center. Remainder of solution 
is similar to that of Prob. 14-2. 

14-4. The peak inverse anode voltage will be somewhat greater than 4700 volts. 
A type 866A/866 mercury-vapor rectifier tube may be used (see transmitting tube 
manual for tube data). Use a 50,000-2 bleeder and two chokes, having an estimated 
resistance of 75 Qeach. a, = 472; LC = 40 X 10-* henrys X farads; R, = 5520 2 
at full load; Z, should exceed 11 henrys at full load; 2; = 18,950 © at minimum load; 
L, should exceed 18.9 henrys at minimum load. Use chokes having an inductance of 
25 henrys at no load. If the inductance falls to half this value at full load, the required 
value of C is 3.2 uf. Use 4-uf condensers. Resonance frequency = 22.5 cps at full 
load. For a tube drop of 15 volts, the required full-load secondary voltage per anode 
is 1730 volts. 


1 See footnote, -p. 713. 


